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ation program of an evaluation unit for evaluating the ?rst and 
the second data. The structured data of the ?rst data is ana 
lyZed With aid of the evaluation program, a ?rst identi?cation 
Which is characteristic of the ?rst data type being determined. 
Upon the determination of the ?rst identi?cation, selecting a 
?rst evaluation instruction from a plurality of evaluation 
instructions With aid of the evaluation program and loading it, 
the use data of the ?rst data being evaluated With aid of the 
?rst evaluation instruction. With aid of the evaluation pro 
gram it is veri?ed Whether the evaluated ?rst data include 
further data areas comprising the second data Which can be 
evaluated With aid of a further second evaluation instruction 
Which can be selected from the plurality of evaluation instruc 
tions. The second data is analyzed With aid of the evaluation 
program, a second identi?cation Which is characteristic of the 
second data type being determined. Upon the determination 
of the second identi?cation, the second evaluation instruction 
is selected from said plurality of evaluation instructions With 
aid of the evaluation program and loading it. The second data 
is evaluated and output With aid of the second evaluation 
instruction. 
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METHOD AND CONTROL DEVICE FOR 
DISPLAYING DIAGNOSIS DATA OF A 

PRINTER OR COPIER 

BACKGROUND 

The preferred embodiment relates to a method and a con 
trol device for processing and displaying diagnosis data of a 
printer or copier, Which data are also referred to as trace data. 
Such trace data are, in particular, operating state data Which 
describe the current operating state of the printer or copier, as 
Well as use data Which are assigned to individual operating 
events, such as, for example, print data. A printer or copier, in 
particular a high-performance printer or copier having a print 
ing speed of Z 100 pages A4 per minute includes a number of 
assemblies having separate control units. These control units 
are, for example, microprocessor-controlled or include a per 
sonal computer. 

In knoWn printers or copiers, the trace data are separately 
stored in each individual assembly and can be directly read 
out from the respective assembly by a service technician With 
the aid of a service computer Which is directly connected to 
this assembly. If a critical operating state or an error occurs, 
then the trace data are individually read out from the respec 
tive assembly or assemblies by the service technician and are 
processed With the aid of a speci?c evaluation program for 
evaluating diagnosis data in the speci?c control unit. The 
processed diagnosis data are analyZed during processing and 
are displayed on a display in an appropriate preset form, as a 
result Whereof in particular operating states of the assembly 
as Well as use and control data are displayed in order to 
determine a cause of error and to be able to take countermea 
sures. 

For reading out the trace data from an assembly after occur 
rence of a critical operating state or an error, it is necessary in 
the prior art that a service technician Who has a good general 
technical knowledge analyZes the critical operating state or 
the error With the aid of the trace data at the printer’ s site or the 
copier’ s site. In knoWn printers or copiers it is indeed possible 
to locally store the trace data on a data carrier, such as a ?oppy 
disk, and to evaluate the stored data at a later point in time, for 
example, in a service center of the manufacturer of the printer. 
HoWever, an operator already needs considerable knowledge 
for selecting and storing the trace data of a speci?c assembly 
of the printer or copier, as a result Whereof an operator cannot 
be expected to save the trace data of a speci?c assembly on a 
data carrier. 

From US. Pat. No. 5,243,382 a control system for a printer 
or copier is knoWn, in Which a portable maintenance device 
can be connected to a maintenance interface of the printer or 
copier. By means of this connection ?rst data comprising 
status information are transmitted from the printer to the 
maintenance device. In addition, second data comprising sta 
tus information can be input into the maintenance device. At 
least one piece of stored guide information on the basis of the 
?rst and second data can be displayed With the aid of the 
maintenance device. The stored data can further be trans 
ferred to a data processing system. 

The assemblies of the printer or copier are also referred to 
as a component, each control unit of the component including 
hardWare, ?rmWare and software. In their entirety, the com 
ponents of the printer or copier form a common technical 
process. In the case of critical operating states or error states 
of one component, these are to be analyZed With the aid of 
internal operating states, control data and use data processed 
by the component in order to determine the cause of error. 
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2 
From the document US. Pat. No. 5,412,452, a system is 

knoWn in Which one diagnosis system control executes one 
diagnosis routine assigned to a diagnosis client With the aid of 
the respective diagnosis client. 
From the document US. Pat. No. 5,243,382, a device is 

knoWn Which can be connected to a printer or copier in order 
to read out error data from the printer or copier. 

From the document EP 0 927 933 A2, a remote monitoring 
system is knoWn Which monitors several devices With the aid 
of satellites. 

From the document DE 292 20 490 Ul, a printer or copier 
is knoWn Which has a data communication interface via Which 
the data of the printer or copier can be read out and can be 
Written. The reading out and the transfer of these data prefer 
ably takes place via a computer netWork. 

From the document EP 1 338 928 A1, a method and a 
device for providing log data of a modularly constructed 
apparatus such as an electrophotographic image generating 
machine are knoWn. The individual modules of the apparatus 
each have a fault storage, the respective content of Which is 
transferred to a central control Which evaluates the faults. 

From the document WO 01/55 862 Al , an arrangement and 

a method are knoWn, in Which With the aid of a parser module 
media data streams are divided into different product format 
types in order to transfer the correct commands to an analysis 
module. Further, log packets are transferred to a parser mod 
ule Which have so-called generator IDs. The parser module 
can identify With the aid of these IDs Which program has sent 
the current packet. 

From the document US. Pat. No. 5,448,722, a method and 
an arrangement for the diagnosis of system components are 
knoWn, in Which components and subcomponents are hierar 
chically organiZed, various diagnosis modules being pro 
vided Which access data for analysis, Which data are stored in 
a so-called black board data storage area. Several diagnosis 
modules Which perform different analysis functions are pro 
vided. An analysis of a group of components Within the 
selected hierarchical level is performed, in Which the data 
stored in the black board data storage area are used. So-called 
log ?les can likeWise be analyZed. 

Other knoWn high-performance printing or copying sys 
tems comprise several technical processes Which are 
executed on various hardWare platforms. Thus, print data are 
generated by a ho st computer and transferred to the printer or 
copier. The printer or copier includes several main control 
units, such as a controller and a device electronics. The main 
control units at least comprise control subunits Which each 
form a component of a technical process. The controller has, 
for example, an input and output module, a raster module as 
Well as an interface module. The device electronic has a main 

module, several submodules as Well as satellite modules. 

Upon occurrence of critical operating states or errors of the 
printer, operating states and current data of the individual 
components of a technical process are required for determin 
ing the cause of error. The operating states and the current 
data are generally referred to as trace data. A time-Wise 
assignment of trace data of several components is not possible 
or only possible With considerable dif?culty in the prior art 
since the trace data of individual components are analyZed 
and displayed With different program modules. In general, the 
processors, the operating states and the time bases of the 
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individual components are different from one another. A 
cross-component analysis of the cause of error is thus very 
dif?cult. 

SUMMARY 

An object is to provide a method and a control device for 
displaying diagnosis data of a printer or copier, in Which even 
diagnosis data of several control units can easily be displayed 
and analyZed. 

In a method for outputting data of a diagnosis data stream 
of a printer or copier, the diagnosis data stream comprises ?rst 
data of a ?rst data type and at least second data of a second 
data type, the ?rst data and the second data each including 
structure date and use data corresponding to the respective 
data type. The diagnosis data stream is supplied to an evalu 
ation program of an evaluation unit for evaluating the ?rst and 
the second data. The structured data of the ?rst data is ana 
lyZed With aid of the evaluation program, a ?rst identi?cation 
Which is characteristic of the ?rst data type being determined. 
Upon the determination of the ?rst identi?cation, a ?rst evalu 
ation instruction is selected from a plurality of evaluation 
instructions With aid of the evaluation program and it is 
loaded, the use data of the ?rst data being evaluated With aid 
of the ?rst evaluation instruction. With aid of the evaluation 
program it is veri?ed Whether the evaluated ?rst data include 
further data areas comprising the second data Which can be 
evaluated With aid of a further second evaluation instruction 
Which can be selected from the plurality of evaluation instruc 
tions. The second data is analyZed With aid of the evaluation 
program, a second identi?cation Which is characteristic of the 
second data type being determined. Upon the determination 
of the second identi?cation, the second evaluation instruction 
is selected from the plurality of evaluation instructions With 
aid of the evaluation program and it is loaded. The second data 
is evaluated and output With aid of the second evaluation 
instruction. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a schematic block diagram of a technical process 
in a printer; 

FIG. 2 is a block diagram of a printing system having 
maintenance computers connected thereto; 

FIG. 3 is a block diagram for processing and displaying 
trace data according to the prior art; 

FIG. 4 is a block diagram for the processing and displaying 
of trace data of a trace data stream of the preferred embodi 
ment; 

FIG. 5 is a How chart for processing the trace data stream; 
FIG. 6 is a screen shot printout for displaying analysis data 

of the trace data stream; and 
FIG. 7 shoWs a method for analyZing ?rst and second data 

Which are ?tted into each other. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

For the purposes of promoting an understanding of the 
principles of the invention, reference Will noW be made to the 
preferred embodiments illustrated in the draWings and spe 
ci?c language Will be used to describe the same. It Will nev 
ertheless be understood that no limitation of the scope of the 
invention is thereby intended, such alterations and further 
modi?cations in the illustrated device, and/or method, and 
such further applications of the principles of the invention as 
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4 
illustrated therein being contemplated as Would normally 
occur noW or in the future to one skilled in the art to Which the 
invention relates. 
What is achieved by means of this method according to the 

invention is that the data included in the diagnosis data stream 
are each processed With an appropriate evaluation instruction. 
In particular, by means of a module-like handling of the 
individual evaluation instructions, a simple adaptation and a 
simple handling of the evaluation and of the analysis are 
possible. After the analysis of the diagnosis data stream, the 
?rst and/or second evaluation instruction is preferably further 
processed With the aid of a further evaluation instruction. 

Given a change in the trace data structure of a control unit, 
therefore only the one evaluation instruction for evaluating 
the trace data of this component itself has to be adapted. The 
evaluation program and the display program for displaying 
the analyZed trace data can be maintained unchanged. Fur 
ther, several evaluation instructions can likeWise be provided 
for processing the trace data of a control unit, the trace data 
then being analyZed and processed With the aid of the ?rst 
evaluation instruction. When processing the trace data With 
the aid of the ?rst evaluation instruction, a third evaluation 
instruction indicated in the ?rst evaluation instruction is 
reloaded, With Which at least part of the processed trace data 
is then further processed and further analyZed. 
A second aspect of the preferred embodiment relates to a 

device for outputting data of a diagnosis data stream of a 
printer or copier, said device having an evaluation unit Which 
processes a diagnosis data stream comprising ?rst data of a 
?rst data type and comprising at least second data of a second 
data type, the ?rst data and the second data each including 
structure data and use data corresponding to the respective 
data type. The evaluation unit executes an evaluation program 
for evaluating and outputting the ?rst and the second data 
supplied With the aid of the diagnosis data stream. The evalu 
ation unit analyZes the structure data of the ?rst data and of the 
second data With the aid of the evaluation program, the evalu 
ation unit determining a ?rst identi?cation Which is charac 
teristic of the ?rst data type and a second identi?cation Which 
is characteristic of the second data type. Further, When deter 
mining the ?rst identi?cation, the evaluation unit selects a 
?rst evaluation instruction from a plurality of evaluation 
instructions With the aid of the evaluation program and loads 
this instruction, the evaluation unit evaluating and outputting 
the use data of the ?rst data With the aid of this loaded 
evaluation instruction. Further, When determining the second 
identi?cation, the evaluation unit selects a second evaluation 
instruction from a plurality of evaluation instructions With the 
aid of the evaluation program and loads this evaluation 
instruction, the evaluation unit evaluating and outputting the 
use data of the second data With the aid of the selected evalu 
ation instruction. 
By means of such a device of the preferred embodiment a 

simple handling of different data included in a diagnosis data 
stream is possible in a simple manner. In particular, a simple 
handling of the evaluation instructions is possible. 
A third aspect of the preferred embodiment relates to a 

method for generating diagnosis data, in Which With the aid of 
a ?rst control unit ?rst diagnosis data on the occurrence of 
preset ?rst diagnosis events are stored event-Wise in a ?rst 
diagnosis data stream. Further, a time information of the point 
in time of the occurrence of one of these diagnosis events is 
generated, stored in the ?rst diagnosis data stream and 
assigned to the diagnosis data of the respective diagnosis 
event. With the aid of at least a second control unit, second 
diagnosis data on the occurrence of preset second diagnosis 
events are stored event-Wise in a second diagnosis data 
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stream. Each time, a time information of the point in time of 
the occurrence of one of these second diagnosis events is 
generated, stored in the second diagnosis data stream and 
assigned to the diagnosis data of the respective diagnosis 
event. At least the ?rst and second diagnosis data stored in the 
?rst diagnosis data stream and in the second diagnosis data 
stream are evaluated With the aid of an evaluation program, 
the diagnosis data of at least selected diagnosis events being 
output event-Wise in the chronological order of their occur 
rence. 

By means of such a method of the preferred embodiment, 
data of different diagnosis data streams can be output in a 
time-synchronized manner. Thus, a clear representation of 
the occurrence of individual events is possible, as a result 
Whereof interactions betWeen various events can be detected 
more easily and rapidly. The expense in time for ?nding errors 
and error causes can be considerably reduced by means of this 
method of the preferred embodiment. 
A fourth aspect of the preferred embodiment relates to a 

device for generating diagnosis data. The device has a ?rst 
control unit Which stores ?rst diagnosis data comprising 
information on the occurrence of preset ?rst diagnosis events 
event-Wise in a ?rst diagnosis data stream and Which, each 
time, generates a time information of the point in time of the 
occurrence of one of the ?rst diagnosis events, stores it in the 
?rst diagnosis data stream and assigns the same to the diag 
nosis data of the respective diagnosis event. At least a second 
control unit stores at least second diagnosis data comprising 
information on the occurrence of preset second diagnosis 
events event-Wise in a second diagnosis data stream. The 
control unit generates each time a time information of the 
point in time of the occurrence of one of these second diag 
nosis events, stores this time information in the second diag 
nosis data stream and assigns this time information to the 
diagnosis data of the respective diagnosis event. The device 
further comprises an evaluation unit Which evaluates the ?rst 
and second diagnosis data stored in the ?rst diagnosis data 
stream and at least in the second diagnosis data stream, the 
evaluation unit outputting the diagnosis data at least of 
selected diagnosis events event-Wise in the chronological 
order of their occurrence. 
By means of such a device of the preferred embodiment the 

diagnosis data included in tWo different diagnosis data 
streams can be output jointly in the chronological order of 
their occurrence, as a result Whereof a simple and clear rep 
resentation of the information on occurred diagnosis events, 
Which information is included in the ?rst diagnosis data 
stream and in the second diagnosis data stream, can be clearly 
displayed. Causes of errors can thus be quickly detected, as a 
result Whereof doWntimes can be avoided. 
What is achieved by means of the device and the method of 

the preferred embodiment is that the trace data of several 
control units of the printer or copier can easily be transferred 
from the printer or copier to a data processing unit and can be 
evaluated thereat. Further, the assignment of the ?rst evalua 
tion instruction to the ?rst diagnosis data and of the second 
evaluation instruction to the second diagnosis data makes a 
simple handling of the evaluation instructions possible. 

In FIG. 1, a technical process 10 of a printer is illustrated, 
Which comprises three components 12, 14, 16. Each of the 
components 12, 14, 16 includes hardWare elements, a ?rm 
Ware as Well as program elements for providing control func 
tions and for processing data, in particular use data. The trace 
data generated by the respective component have a different 
data structure, in particular as a result of different data pro 
cessing units, for example different microprocessor-con 
trolled control units or personal computers of the individual 
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6 
components. The trace data preferably include information 
on operating states and on control and use data of the respec 
tive component Which are to be processed. Due to the differ 
ent data structure, the trace data cannot just be analyZed and 
evaluated as a Whole. This problem occurs in particular in the 
case of high-performance printers in Which several compo 
nents of different manufacturers are included in one printer. 
A joint evaluation of the trace data of several components 

is then not possible in the prior art. The evaluation of the trace 
data is thus carried out separately for each component in the 
prior art. For each trace data type, i.e. for trace data having a 
predetermined data structure, a separate program module is 
started and executed in the prior art, Which module reads, 
analyZes and appropriately displays the trace data of one trace 
data type. 
A cross-analysis of trace data of several components is 

only visually possible by a development engineer. Such a 
visual analysis is often too much for normal service techni 
cians, in particular due to the large number of high-perfor 
mance printers Which are to be maintained. The cross-con 
nection of trace data of several components can thus only be 
recognized by specialists. Further, no uniform time basis of 
the trace data is given, Which alloWs for an exact information 
on the sequence of trace data of several components. The 
reading out of the trace data of individual components of the 
printer, too, often requires different operations, as a result 
Whereof it is often too complicated for an operator to doWn 
load the trace data of a speci?c component and to store them 
on a data carrier in order to then send them to the manufac 
turer of the printer for analysis. 

In FIG. 2, a print system 20 is shoWn, in Which a host 
computer 22 transfers print data to the printer 24. The printer 
24 comprises both a ?rst control unit, the so-called controller, 
and a second control unit, the so-called device electronics. 
Further, the printer 24 transfers status data on individual print 
jobs transferred by the host computer 22 to the host computer 
22. For the analysis of trace data, a personal computer 26, a 
so-called maintenance computer, is temporarily connected to 
the printer 24. With the aid of the personal computer 26, an 
analysis softWare is executed Which serves to process the 
trace data transferred by the printer 24. 

In FIG. 3, a block circuit diagram of a system 30 for 
processing trace data 32 With the aid of the personal computer 
26 of FIG. 2 according to the prior art is shoWn. As already 
explained in connection With FIG. 2, trace data 32 are trans 
ferred from the printer 24 to the personal computer 26. In the 
personal computer 26, the trace data 32 are supplied to a 
processing softWare 34 for processing and analyZing the trace 
data 32. The processing softWare also includes an analysis 
instruction for analyZing and processing the trace data 32 
supplied. The trace data processed With the aid of the pro 
cessing softWare are supplied to a display program module 
after processing, Which module displays the processed trace 
data With the aid of a user interface. 

If trace data having a different data structure, i.e. of differ 
ent components or control units of the printer are to be ana 
lyZed and processed With the aid of the system 30, then, in the 
prior art, the personal computer 26 ?rst has to be connected to 
an interface of the ?rst control unit of the printer 24, ?rst trace 
data being read out. The ?rst trace data Which are read out are 
processed and analyZed With the processing program module 
34 and the processed data are displayed With the aid of the 
display softWare 36, as already described, on a display unit of 
the personal computer 26. Subsequently, in the prior art the 
personal computer 26 is connected to an interface of the 
second control unit of the printer 24, second trace data having 
been read out of this control unit. Subsequently, a second 
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processing program module 34 Which is different from the 
?rst processing program module has been loaded With Which 
the second trace data have been processed and analyZed. The 
processed data have been supplied to a second display pro 
gram. 

In FIG. 4, a system 40 for the processing and analyzing of 
a trace data stream 42 of the preferred embodiment is illus 
trated. The trace data of the individual control units are com 
bined to a trace data stream in the printer or copier, Which data 
stream is stored in a data ?le. This data ?le including the trace 
data of several control units is then transferred to the mainte 
nance computer 26 for analysis and display. In the mainte 
nance computer the processing software 46, the analysis 
instructions 44a to 44d as Well as the display program mod 
ules 48a to 480 are contained. Due to the ending of the 
transferred data ?le containing the trace data stream, the 
processing softWare 46 selects the analysis instruction 44a 
Which searches the trace data stream for preset data 
sequences, so-called keys. In accordance With the analysis 
instruction 44a, the length of the data assigned to this key, i.e. 
the storage area in Which these data are stored, is provided in 
a ?xed preset distance to the key. This length is read out by the 
processing program 46, one of the other analysis instructions 
44b, 44c, 44d being selected dependent on the actual deter 
mined key in order to further process the data assigned to the 
respective key. 
A ?rst key is assigned to the trace data generated by the ?rst 

control unit and a second key is assigned to the second trace 
data generated by the second control unit. If the processing 
softWare 46 determines the ?rst key in the trace data stream, 
then the associated data de?ned by the indicated length are 
further processed With the aid of the analysis instruction 44b 
assigned to the ?rst key. The trace data identi?ed With the aid 
of the second key, Which are generated by the second control 
unit and de?ned by the indicated length assigned to the sec 
ond key, are further processed With the aid of the analysis 
instruction 440 Which is assigned to the second key. Subse 
quently, the second trace data are searched for a further third 
key With the aid of the processing softWare, the data identi?ed 
by this third key then being further processed and analyZed 
With the analysis instruction 44d When this key is found. The 
trace data preferably include a so-called structure area Which 
includes the key and the length ?eld, and a so-called data area, 
the data of Which are further processed by the processing 
softWare 46 dependent on the key. 
The trace data processed With the aid of the processing 

softWare 46 can be combined in almost any Way With the aid 
of the processing softWare so that an exact time sequence of 
operating states and error states is possible and can easily be 
displayed. The trace data processed are then displayed With 
the aid of the display program modules 48a, 48b and 480 
Which display the processed data, in particular in different 
data formats, for example as binary data, hexadecimal data, 
image data etc. on a display unit of the personal computer 26. 
Preferably, the data are displayed on a graphical user inter 
face, in Which the data format can be easily selected by the 
user, for example the service technician. 

Preferably, the individual analysis instructions 44a to 44d 
are stored in separate data ?les in a storage area, preferably on 
a hard disk of the personal computer 26. As a result, further 
analysis instructions 44a to 44d can very easily be integrated 
into the processing analysis and display system 40. The adap 
tation of the system 40 When further control units of the 
printer or copier are added or When the data structure of the 
trace data of individual control units is changed, is then very 
easily possible. The data structure of individual trace data is 
thus included in the analysis instructions 44a to 44d. If more 
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8 
than tWo control units Which generate trace data are provided 
in the printer or copier, then alternatively, a trace data stream 
With trace data of selected control units can also be generated. 
Further, the operating events and use data to be recorded in the 
trace data of the individual control units can be individually 
preset for each control unit. As a result, a problem-oriented 
trace data stream can very easily be generated. 

Within the trace data stream, unique trace type designa 
tions are assigned to the trace data of the individual control 
units included in the trace data stream, in particular With the 
aid of keys. The trace data are structured in the trace data 
stream into structure areas and data areas, the structure area 
including in particular information on the key and informa 
tion on the length of the data area. 

Further, it is advantageous to combine the trace data gen 
erated by the individual control units of the printer dynami 
cally, i.e. continuously, as a result Whereof a current trace data 
stream is alWays present in the printer and the trace data do not 
have to be combined in one trace data stream for error analy 
sis. By Way of dynamically combining the trace data of sev 
eral control units, at least the order of the operating states 
included in the trace data can easily be determined. In addi 
tion, the trace data generated by the control units can include 
a time stamp generated by the control units, as Well as addi 
tionally or alternatively receive a time stamp When adding the 
trace data to the trace data stream. Trace data Which are older 
than one day can automatically be deleted from the trace data 
stream in one embodiment of the invention. In other embodi 
ments, the time interval after Which the trace data are to be 
deleted can be preset as a parameter in the printer or copier. 
By means of the processing and analyZing of the trace data 

stream of the entire printer according to the preferred embodi 
ment, the trace data of several control units can be easily 
combined in a problem-oriented manner. OWing to a common 
time basis, individual events included in the trace data can be 
connected time-Wise, by, for example, outputting the operat 
ing events included in the trace data in the chronological order 
of their occurrence in particular in the form of a list. As a 
result, a very clear time sequence of operating events of 
several control units of the printer is possible. As already 
noted, the trace data are preferably at least divided into a data 
area and a structure area. The structure area particularly 

includes the data type of the data included in the data area and 
the type of data representation. Thus, in the structure area 
particularly the length of a data ?eld, such as byte or Word 
long, the data format, such as ASCII, EBCDI or HEX, and the 
type of data such as image, sound, video or statistic data, are 
included. Further, the structure area includes at least a length 
?eld, by means of Which at least the siZe of the data area is 
determined. Further, both the structure area as Well as the data 
area can include a so-called header, in Which further infor 
mation on the data stored in the data area and/or in the struc 
ture area are included. 

The type of display of the data included in the data area is 
preferably determined by the preset display instruction 48a to 
480 in the processing softWare 46 and/ or in the analysis 
instruction 44a to 44d for this data object. The processing 
softWare 46 uses the method of the preferred embodiment 
already explained for displaying several trace data types. The 
analysis instructions 44a to 44d are stored in so-called struc 
ture de?ne language data ?les (SDL-data ?les), Which, as 
already explained, are used by the processing softWare 46 for 
processing the trace data stream 42. As already explained in 
connection With the analysis instructions 44a to 44, the analy 
sis instructions canbe cascaded and hierarchically structured, 
as a result Whereof individual trace data are processed and 
analyZed With several analysis instructions 44a to 44d. In 
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particular, analysis instructions 44a to 44d for processing and 
analyzing IPDS data, PEC data, for analyzing trace data of a 
control unit for controlling the single sheet transport, a con 
trol unit for controlling a paper Web drive and trace data on the 
internal time behavior of the printer are provided. 

In FIG. 5, a sequence for processing and analyzing a trace 
data stream 42 With the aid of the system 40 is illustrated. In 
step S 100, the sequence is started. Subsequently, in step S 
102 a data ?le comprising the trace data stream is loaded by 
the processing software 46. In this course and With the aid of 
the processing software 46, the data ?le extension is analyzed 
and it is veri?ed Whether an analysis instruction 44a for 
processing data ?les having this extension is present in the 
personal computer 26. If no analysis instruction 44a suitable 
for the data ?le extension of the loaded data ?le is present, the 
sequence is terminated in step S 116. If, hoWever, in step S 
104 it is determined that a suitable analysis instruction 44a is 
present, then this analysis instruction 44a is subsequently 
evaluated in step S 106. The analysis instruction is also 
referred to as a parser. In general, such a parser is a language 
analyzer Which is part of a compiler. The parser is supplied 
With source data Which the parser analyzes With respect to 
certain aspects and outputs data for further processing as a 
result of the analysis. With the aid of the parser, the supplied 
data are analyzed step by step, as already explained. 

The parser selected in step S 106 is stored in a data ?le in a 
hard disk storage of the personal computer 26 and is loaded 
into a main memory of the personal computer 26 in step S 108 
by the processing softWare 46. By loading the analysis 
instruction 44a into the main memory, the processing soft 
Ware 46 has access to the analysis instruction 44a stored in the 
data ?le. Subsequently, the processing softWare 46 processes, 
With the aid of the analysis instruction 4411, the supplied trace 
data stream and, in this course, interprets and analyzes the 
data included in the diagnosis data stream in step S 110. In 
doing so, the trace data are divided into trace objects With the 
aid of the parser. A trace object includes an offset Which 
indicates the distance to the beginning of the data ?le, a length 
of the object, i.e. the number of the bytes of the trace object, 
the preferred display format and a description text for each 
display element. With the aid of the preferred display format, 
the selection of the representation takes place, conversion 
tables being selected by Which the trace data are processed or 
converted. In particular, trace data in the HEX and EBCDII 
data format are converted into the ASCII data format in accor 
dance With the respective conversion table. In addition, the 
order of the trace data can be changed. For example, the bytes 
of the data formats WORD and LONG can be turned around, 
i.e. the LOW bytes and the HIGH bytes are exchanged, as a 
result Whereof the data sequence 0010 is converted into the 
data sequence 1000 in the Intel data format. Subsequently, in 
step S 112 a display program 48a is selected on the basis of the 
analyzed data in accordance With the display format informa 
tion in the trace data for displaying the data processed in step 
S 110. Alternatively, the display program 48a is selected With 
the aid of the parser used When processing the trace data. 
Further, in step S 112 the processed data to be displayed are 
transferred to the display program 4811. Subsequently, it is 
veri?ed in step S 114 Whether the processed data include 
further data areas Which are to be processed With the aid of a 
further analysis instruction 44b to 44d, i.e. are to be inter 
preted and analyzed. If this is the case, the steps S 106 to S 112 
are executed again, the data of a further data area being further 
processed during the repeated execution of the steps S 106 to 
S 112. If this is not the case, then the sequence is subsequently 
terminated in step S 116. 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

10 
In FIG. 6, a screen shot printout of a graphical user inter 

face for displaying the trace data of a trace data stream is 
illustrated, Which stream has been processed With the system 
40 according to FIG. 4 as Well as With the aid of the sequence 
according to FIG. 5. The analyzed trace data stream is stored 
on a hard disk drive D as data ?le CATMCS0l.HII in the 
directory Trace/BMP_MC. As already described in connec 
tion With FIG. 5, the trace data stream included in the data ?le 
CATMCSOl .HII has been analyzed With the aid of the ?rst 
analysis instruction 44a. The analyzed data can be displayed 
With the aid of the non-activated register card 52 of the user 
interface 50. With the aid of the analysis instruction 44a, a 
data area With IPDS print data has been determined in the 
trace data stream. The IPDS print data have subsequently 
been analyzed and processed With the aid of the analysis 
instruction 44b by the processing softWare 46. 
The interpreted and analyzed IPDS print data of the trace 

data stream are displayed in the display ?eld 54 With the aid 
of the data areas included in the IPDS print data by activating 
the register card 53, Which can be individually selected and 
activated With the aid of a selection bar 56. In the display ?eld 
58, the trace data included in the selected data area 56 are 
displayed in accordance With their trace data type. The trace 
data are indicated in the column Trace Data in a hexadecimal 
representation, information for explanation of the hexadeci 
mal trace data being added to the trace data in a respective 
column Description. For individual data, such as the data 
element Target Pel Count, Target Scan Count, Source Pel 
Count, Source Scan Count, the hexadecimal trace data values 
are additionally given as decimal values. The description 
texts are preferably included in at least one of the analysis 
instructions 44a to 440. The image data included in the trace 
data are displayed in the display ?eld 60 With an adjustable 
zoom factor. 

In other embodiments, a further analysis instruction for 
processing the image data themselves is required, as a result 
Whereof a ?rst parser for processing the IPDS print data and 
a second parser for processing the image data included in the 
IPDS print data are required. That is Why the analysis instruc 
tions have to be executed in a cascaded manner and are 
interleaved With one another. The diagnosis data or, respec 
tively, the trace data of the ?rst and of the second control unit 
are arbitrarily arranged one after the other in the trace data 
stream, i.e. the trace data generated by the control unit on the 
basis of an operating event are added to the trace data stream, 
i.e. the trace data ?le, immediately after generation, as a result 
Whereof an irregular succession of trace data of the ?rst and 
second control unit is generated in the trace data stream over 
a longer period of time. 

In the analysis instructions, i.e. in the parsers, it is further 
particularly indicated Which processing steps are to be 
executed With Which data types and Which objects are to be 
processed by means of Which preset methods. Preferably, a 
so-called user trace into Which the trace data of all or of preset 
components or control units of the printer are continuously 
stored, is generated in the printer. The trace data at least in part 
also include use data Which are necessary for analyzing and/ 
or evaluating operating and error states. Such a trace data ?le 
can include a data amount of several megabytes up to some 10 
gigabytes. From the German patent application having the 
o?icial serial number 102 50 193.9, a method and a control 
device for analyzing operating data of a printer are knoWn. 
The content of this patent application is hereWith incorpo 
rated by reference into the present application. 

FIG. 7 shoWs the previously described ?rst trace data 100 
of the ?rst data type and formed of the ?rst structure data 101 
and the ?rst use data 102. FIG. 7 also shoWs the previously 
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mentioned second trace data 200 of the second data type and 
formed of the second structured data 201 and the second use 
data 202. 

Although in the drawings and in the preceding description 
preferred embodiments of the invention have been illustrated 
and described in every detail, these are to be considered as 
being merely exemplary and as not restricting the invention. It 
is pointed out that only the preferred embodiments have been 
illustrated and described and all variations and modi?cations 
Which are Within the scope of the invention at present or in the 
future are to be protected. 

I claim as my invention: 
1. A method for outputting data of a diagnosis data stream 

of a printer or copier, the diagnosis data stream comprising 
?rst data of a ?rst data type and at least second data of a 
second data type, the ?rst data and the second data each 
including structure data and use data corresponding to the 
respective data type, comprising the steps of: 

supplying the diagnosis data stream to an evaluation pro 
gram of an evaluation unit for evaluating the ?rst and the 
second data; 

analyzing the structure data of the ?rst data With aid of the 
evaluation program, a ?rst identi?cation Which is char 
acteristic of the ?rst data type being determined; 

upon the determination of the ?rst identi?cation, selecting 
a ?rst evaluation instruction from a plurality of evalua 
tion instructions With aid of the evaluation program and 
loading it, the use data of the ?rst data being evaluated 
With aid of the ?rst evaluation instruction; 

verifying With aid of the evaluation program Whether the 
evaluated ?rst data include further data areas comprising 
the second data Which can be evaluated With aid of a 
further second evaluation instruction Which can be 
selected from the plurality of evaluation instructions; 

analyzing the second data With aid of the evaluation pro 
gram, a second identi?cation Which is characteristic of 
the second data type being determined; 

upon the determination of the second identi?cation, select 
ing said second evaluation instruction from said plural 
ity of evaluation instructions With aid of the evaluation 
program and loading it, the second data being evaluated 
and output With aid of the second evaluation instruction; 
and 

the ?rst data being generated by a ?rst control unit, the 
second data being generated by a second control unit, 
and the control units controlling several parallel pro 
cesses. 

2. A method according to claim 1 Wherein With aid of the 
?rst evaluation instruction the use data of the ?rst data are 
evaluated and output. 

3. A method according to claim 1 Wherein the ?rst and/or 
second data each include encoded information. 

4. A method according to claim 3 Wherein each piece of 
encoded information is decoded With aid of the selected 
evaluation instruction. 

5. A method according to claim 1 Wherein the information 
content of one data element of the ?rst and/ or second data is 
determined With aid of the selected evaluation instruction by 
a position of the data element in a data sequence of the ?rst or 
second diagnosis data. 

6. A method according to claim 1 Wherein the data type 
relates to an order of the information, an identi?cation of the 
information, and/or a coding of the information. 

7. A method according to claim 1 Wherein the ?rst and/or 
second data are binary data, numerical data, alphanumerical 
data and/or image data. 
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8. A method according to claim 1 Wherein the ?rst and/or 

second data include time information, error codes, measuring 
values, setting values, operating state information, status 
information, input parameters and/ or output parameters. 

9. A method according to claim 1 Wherein the ?rst data and 
the second data include similar information, Which is 
included in the ?rst and the second data in different order 
and/or With different coding. 
10.A method according to claim 1 Wherein the ?rst data are 

different from the second data. 
11. A method according to claim 1 Wherein the ?rst and/or 

the second data are sorted, converted and/or commented With 
aid of the respective evaluation instruction before they are 
displayed. 

12. A method according to claim 1 Wherein the ?rst and/or 
second control unit is an input and/ or output control unit, a 
print data processing unit, an interface control unit, an oper 
ating unit, a main control unit and/ or a sub-module control 
unit. 

13 . A method according to claim 1 Wherein at least a part of 
the ?rst and/ or the second data is generated upon occurrence 
of preset diagnosis events, When at least one of the control 
units determines one or several of the folloWing events: 

occurrence of errors; 

occurrence of operating events; 
processing of print data; 
preset memory states; and/or 
amendment of softWare versions. 
14. A method according to claim 1 Wherein the ?rst and/or 

the second data include print data and data comprising oper 
ating state information. 

15. A method according to claim 1 Wherein the diagnosis 
data stream is analyzed and interpreted With aid of a data 
processing unit and the processed ?rst and/ or the second data 
are displayed in a preset format. 

16. A method according to claim 1 Wherein the evaluation 
instructions are each stored in a separate data ?le, and With aid 
of an evaluation unit the ?rst evaluation instruction for pro 
cessing the ?rst diagnosis data and the second evaluation 
instruction for processing the second diagnosis data are 
loaded into a main memory of said evaluation unit. 

17. A method according to claim 1 Wherein dependent on 
the selection of the evaluation instruction and/or information 
included in the evaluation instruction an appropriate display 
format is selected, With Which processed diagnosis data are 
output With aid of an output unit. 

18. A method according to claim 1 Wherein the ?rst and the 
second data both have a different data structure and/or a 
different data format. 

19. A method for outputting data of a diagnosis data stream 
of a printer or copier, the diagnosis data stream comprising 
?rst data of a ?rst data type and at least second data of a 
second data type, the ?rst data and the second data each 
including structure data and use data corresponding to the 
respective data type, comprising the steps of: 

supplying the diagnosis data stream to an evaluation pro 
gram of an evaluation unit for evaluating the ?rst and the 
second data; 

analyzing the structure data of the ?rst data With aid of the 
evaluation program, a ?rst identi?cation Which is char 
acteristic of the ?rst data type being determined; 

upon the determination of the ?rst identi?cation, selecting 
a ?rst evaluation instruction from a plurality of evalua 
tion instructions With aid of the evaluation program and 
loading it, the use data of the ?rst data being evaluated 
With aid of the ?rst evaluation instruction; 
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verifying With aid of the evaluation program Whether the 
evaluated ?rst data include further data areas comprising 
the second data Which can be evaluated With aid of a 
further second evaluation instruction Which can be 
selected from the plurality of evaluation instructions; 

analyzing the second data With aid of the evaluation pro 
gram, a second identi?cation Which is characteristic of 
the second data type being determined; 

upon the determination of the second identi?cation, select 
ing said second evaluation instruction from said plural 
ity of evaluation instructions With aid of the evaluation 
program and loading it, the second data being evaluated 
and output With aid of the second evaluation instruction; 

the diagnosis data stream being searched for preset data 
sequences With aid of the ?rst evaluation instruction, and 
dependent on the determined data sequence, a second 
evaluation instruction being selected, the further data 
assigned to said preset data sequence in the diagnosis 
data stream being processed With aid of the second 
evaluation instruction; and 

the preset data sequence including key data, Which indicate 
Whether the data assigned to said key data are ?rst data or 
second data. 

20. A method for outputting data of a diagnosis data stream 
of a printer or copier, the diagnosis data stream comprising 
?rst data of a ?rst data type and at least second data of a 
second data type, the ?rst data and the second data each 
including structure data and use data corresponding to the 
respective data type, comprising the steps of: 

supplying the diagnosis data stream to an evaluation pro 
gram of an evaluation unit for evaluating the ?rst and the 
second data; 

analyZing the structure data of the ?rst data With aid of the 
evaluation program, a ?rst identi?cation Which is char 
acteristic of the ?rst data type being determined; 

upon the determination of the ?rst identi?cation, selecting 
a ?rst evaluation instruction from a plurality of evalua 
tion instructions With aid of the evaluation program and 
loading it, the use data of the ?rst data being evaluated 
With aid of the ?rst evaluation instruction; 

verifying With aid of the evaluation program Whether the 
evaluated ?rst data include further data areas comprising 
the second data Which can be evaluated With aid of a 
further second evaluation instruction Which can be 
selected from the plurality of evaluation instructions; 

analyZing the second data With aid of the evaluation pro 
gram, a second identi?cation Which is characteristic of 
the second data type being determined; 

upon the determination of the second identi?cation, select 
ing said second evaluation instruction from said plural 
ity of evaluation instructions With aid of the evaluation 
program and loading it, the second data being evaluated 
and output With aid of the second evaluation instruction; 

the diagnosis data stream being included in a data ?le, the 
data ?le being supplied to an evaluation unit; and 

a further evaluation instruction being selected and loaded 
by the data processing unit dependent on extension of a 
data ?le name, With aid of said further evaluation 
instruction the ?rst data and the second data being deter 
mined in the diagnosis data stream and are then further 
processed With aid of the ?rst and/or the second evalu 
ation instruction. 

21. A method for outputting data of a diagnosis data stream 
of a printer or copier, the diagnosis data stream comprising 
?rst data of a ?rst data type and at least second data of a 
second data type, the ?rst data and the second data each 
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including structure data and use data corresponding to the 
respective data type, comprising the steps of: 

supplying the diagnosis data stream to an evaluation pro 
gram of an evaluation unit for evaluating the ?rst and the 
second data; 

analyZing the structure data of the ?rst data With aid of the 
evaluation program, a ?rst identi?cation Which is char 
acteristic of the ?rst data type being determined; 

upon the determination of the ?rst identi?cation, selecting 
a ?rst evaluation instruction from a plurality of evalua 
tion instructions With aid of the evaluation program and 
loading it, the use data of the ?rst data being evaluated 
With aid of the ?rst evaluation instruction; 

verifying With aid of the evaluation program Whether the 
evaluated ?rst data include further data areas comprising 
the second data Which can be evaluated With aid of a 
further second evaluation instruction Which can be 
selected from the plurality of evaluation instructions; 

analyZing the second data With aid of the evaluation pro 
gram, a second identi?cation Which is characteristic of 
the second data type being determined; 

upon the determination of the second identi?cation, select 
ing said second evaluation instruction from said plural 
ity of evaluation instructions With aid of the evaluation 
program and loading it, the second data being evaluated 
and output With aid of the second evaluation instruction; 
and 

assignment of the ?rst data included in the diagnosis data 
stream to the ?rst evaluation instruction being made With 
aid of a unique ?rst key included in the diagnosis data 
stream and of the second data included in the diagnosis 
data stream to the second evaluation instruction being 
made With aid of a unique second key included in the 
diagnosis data stream, and With aid of the keys the data 
assigned to the respective key being identi?ed as the ?rst 
data or as the second data and being recogniZed as the 
?rst data or as the second data With aid of these keys. 

22. A method for outputting data of a diagnosis data stream 
of a printer or copier, the diagnosis data stream comprising 
?rst data of a ?rst data type and at least second data of a 
second data type, the ?rst data and the second data each 
including structure data and use data corresponding to the 
respective data type, comprising the steps of: 

supplying the diagnosis data stream to an evaluation pro 
gram of an evaluation unit for evaluating the ?rst and the 
second data; 

analyZing the structure data of the ?rst data With aid of the 
evaluation program, a ?rst identi?cation Which is char 
acteristic of the ?rst data type being determined; 

upon the determination of the ?rst identi?cation, selecting 
a ?rst evaluation instruction from a plurality of evalua 
tion instructions With aid of the evaluation program and 
loading it, the use data of the ?rst data being evaluated 
With aid of the ?rst evaluation instruction; 

verifying With aid of the evaluation program Whether the 
evaluated ?rst data include further data areas comprising 
the second data Which can be evaluated With aid of a 
further second evaluation instruction Which can be 
selected from the plurality of evaluation instructions; 

analyZing the second data With aid of the evaluation pro 
gram, a second identi?cation Which is characteristic of 
the second data type being determined; 

upon the determination of the second identi?cation, select 
ing said second evaluation instruction from said plural 
ity of evaluation instructions With aid of the evaluation 
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program and loading it, the second data being evaluated 
and output With aid of the second evaluation instruction; 
and 

the diagnosis data stream comprising the ?rst data and the 
second data being generated With aid of a control unit, 
and With aid of said control unit a ?rst key being 
assigned to the ?rst diagnosis data and a second key 
being assigned to the second diagnosis data. 

23. A method according to claim 22 Wherein a data amount 
information is stored in a predetermined distance to the key as 
a length information Which indicates a storage amount of the 
respective diagnosis data in the diagnosis data stream. 

24. A device for outputting data of a diagnosis data stream 
on a printer or copier, comprising: 

an evaluation unit Which processes a diagnosis data stream 
comprising ?rst data of a ?rst data type and comprising 
at least second data of a second data type, the ?rst data 
and the second data each including structure data and 
use data corresponding to the respective data type; 

the evaluation unit executing an evaluation program for 
evaluating and outputting the ?rst and the second data 
supplied With aid of the diagnosis data stream; 

the evaluation unit analyZing the structure data of the ?rst 
and the second data With aid of the evaluation program, 
the evaluation unit determining a ?rst identi?cation 
Which is characteristic of the ?rst data type; 
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the evaluation unit selecting and loading a ?rst evaluation 

instruction from a plurality of evaluation instructions 
With aid of the evaluation program upon determination 
of the ?rst identi?cation, the evaluation unit evaluating 
the use data of the ?rst data With aid of said loaded 
evaluation instruction; 

the evaluation unit verifying With aid of the evaluation 
program Whether the evaluated ?rst data include further 
data areas comprising the second data Which can be 
evaluated With aid of a further second evaluation instruc 

tion; 
the evaluation unit analyZing the second data With aid of the 

evaluation program and determining a second identi? 
cation Which is characteristic of the second data type; 

the evaluation unit selecting and loading a second evalua 
tion instruction from the plurality of evaluation instruc 
tions With aid of the evaluation program upon determi 
nation of the second identi?cation, the evaluation unit 
evaluating and outputting the use data of the second data 
With aid of the selected evaluation instruction; and 

the ?rst control unit generating the ?rst data, a second 
control unit generating the second data, and the control 
units controlling several parallel processes. 

25. A device according to claim 24 Wherein the evaluation 
unit evaluates and outputs the use data of the ?rst data With aid 
of the loaded ?rst evaluation instruction. 

* * * * * 


