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ASSOCIATING SECURITY INFORMATION 
WITH INFORMATION OBJECTS IN A DATA 

PROCESSING SYSTEM 

BACKGROUND 

1. Technical Field 
The present invention relates generally to an improved data 

processing system and method. More speci?cally, the present 
invention is directed to a system and method for associating 
security information With information objects in a data pro 
cessing system. 

2. Description of Related Art 
A reference monitor is an authorization and enforcement 

mechanism for authorizing a source to perform a particular 
action on a target. Many reference monitors make use of 
access control lists (ACLs) for performing such authoriza 
tion. These ACLs identify, for each source, the targets that the 
source may access and the particular types of access that 
source is authorized to have, i.e. What actions the source may 
perform on the target. 

Most modern reference monitors and security systems 
make authorization decisions by comparing “subject” secu 
rity attributes and “target” security attributes against a set of 
security policy rules. Different data types are often assigned 
to the subject and target security attributes. One example 
illustrating these different data types is provided in the ISO 
10181-3 Access Control Framework described at WWW.open 
group.org/onlinepubs/009609199/chap3.htm#tagfcjhi2. In 
this exemplary architecture, four different roles, or data types 
are provided, i.e. initiators (sources), targets, access control 
enforcement functions, and access control decision functions. 
This type difference betWeen subject security attributes and 
target security attributes adds unnecessary complexity to the 
security policy evaluation process in that each possible com 
bination of subject and target security attributes must be pro 
vided With a security policy rule in order to be evaluated 
correctly during runtime. 

Additionally, the target security attribute data types are 
typically based on the set of operations Which may be per 
formed on the target resource. Thus, the target security 
attribute type creates an unnecessary linkage betWeen the 
structure of the application Which manages target resources 
and the structure of the security policy evaluation subsystem. 
This in turn creates unnecessary complexity in the security 
policy evaluation subsystem since the security policy must 
noW take into consideration the semantics of data manipula 
tion by the applications and the semantics of security policy 
evaluation. 

Moreover, distinguishing the data types of subj ect security 
attributes and target security attributes creates an asymmetry 
in the security policy Which restricts the security evaluation 
subsystem to control transfers from the subject (source) to the 
target, i.e. the object that Will be receiving information, but 
does not alloW it to control transfers from the target to the 
source. In other Words, separate policies must be established 
for each type of transfer betWeen each pair of subject and 
target, thereby leading to even more complexity of the secu 
rity policy evaluation subsystem. 

For example, assume that there are tWo Objects A and B. In 
order to cover all possible transfers betWeen Objects A and B, 
four policies must be established and evaluated When control 
ling transfers of information: (1) A can (or cannot) Write to B, 
(2) A can (or cannot) read from B, (3) B can (or cannot) read 
from A, and (4) B can (or cannot) Write to A. 
Many different mechanisms have been devised for control 

ling the transfer of information betWeen elements of a data 
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2 
processing system. For example, in US. Pat. No. 6,766,314 
issued to Rodney Burnett, entitled “Method for Attachment 
and Recognition of External Authorization Policy on File 
System Resources,” an external security database containing 
auxiliary attributes for objects in a ?le system is generated. 
During a ?le access attempt, an identi?er of the ?le is matched 
against a set of protected ?les in the security database. If the 
?le is not in the database, then there is no protection of the ?le 
and the requester is alloWed to access the ?le. If there is a 
match in the database, the ?le is protected and a determination 
as to Whether a requester Will be alloWed to access the ?le is 
made based on a set of security rules de?ned in the external 
security attribute. 
With the mechanism ofU.S. Pat. No. 6,766,314, a resource 

manager comprises components for retrieving a security 
policy, components for intervening in access to the ?les to be 
protected, and components collecting access conditions such 
as the accessing user and the attempted action. Based on the 
security policy, the ?le being accessed, and the access condi 
tions, a decision is rendered regarding authorization to access 
the ?le. 

Thus, in the mechanism ofU.S. Pat. No. 6,766,314, autho 
rization to access a ?le is tied to the identity of the user and the 
actionbeing attempted. Thus, the actions being performed are 
tied to the entities performing the actions and the ?le being 
accessed. As mentioned above, this creates an unnecessary 
linkage betWeen the structure of the application Which man 
ages the ?les and the structure of the security policy evalua 
tion subsystem. 
A similar mechanism is described in US. Pat. No. 5,765, 

153. In US. Pat. No. 5,765,153, a reference monitor is pro 
vided Which enforces policies based on subject identities, 
object names, and actions de?ned by the interface of the 
protected object. Again, by basing authorization decisions on 
the identities of the entities and the types of actions being 
performed on one identi?ed entity by another identi?ed 
entity, an unnecessary linkage is generated that complicates 
the implementation of a security policy evaluation sub 
system. 

SUMMARY 

In one illustrative embodiment, a method for authorizing 
information ?oWs betWeen devices of the data processing 
system is provided in Which security information is associ 
ated information objects. The method may comprise gener 
ating a hash key based on an information object, performing 
a lookup operation in a hash table based on the hash key, and 
determining if an entry in the hash table at an index corre 
sponding to the hash key identi?es a labelset for the informa 
tion object. The method may further comprise storing a 
labelset, identifying a sensitivity of the information object, in 
the entry at the index corresponding to the hash key for the 
information object if a labelset for the information object is 
not identi?ed in the entry in the hash table. The method may 
further comprise authorizing information ?oWs involving the 
information object based on a lookup of the labelset associ 
ated With the information object in the hash table. 

Authorizing information ?oWs involving the information 
object based on a lookup of the labelset associated With the 
information object in the hash table may comprise receiving 
a request for authorization of an information How involving 
the information object from a ?rst device to a second device 
and retrieving contents of the information object from a 
source of the information object. Authorizing information 
?oWs may further comprise generating a hash key based on 
the contents-of the information object, performing a lookup 
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operation in the hash table based on the hash key to identify a 
labelset associated With the information object, and perform 
ing one or more authorization operation based on the labelset 
associated With the information object. 

Performing one or more authorization operations may 
comprise comparing the labelset associated With the informa 
tion object and a labelset of a source of the information object 
With a labelset associated With a target of the information 
How. Comparing the labelset associated With the information 
object and the labelset of the source With a labelset associated 
With a target of the information How may comprise perform 
ing at least one set theory operation on the labelsets. The at 
least one set theory operation may be performed by at least 
one security policy module identi?ed in the labelset associ 
ated With the information object and the labelset associated 
With the target of the information How. Results generated by 
each of the at least one security policy modules may be 
combined to generate a single result indicating Whether the 
information How is authorized. 

In another illustrative embodiment, a computer program 
product comprising a computer usable medium including a 
computer readable program is provided. The computer read 
able program, When executed on a computing device, may 
cause the computing device to generate a hash key based on 
an information object, perform a lookup operation in a hash 
table based on the hash key, and determine if an entry in the 
hash table at an index corresponding to the hash key identi?es 
a labelset for the information object. The computer readable 
program may further cause the computing device to store a 
labelset, identifying a sensitivity of the information object, in 
the entry at the index corresponding to the hash key for the 
information object if a labelset for the information object is 
not identi?ed in the entry in the hash table. The computer 
readable program may further cause the computing device to 
authorize information ?oWs involving the information object 
based on a lookup of the labelset associated With the infor 
mation object in the hash table. The computer readable pro 
gram may also cause the computing device to perform the 
various other operations outlined above With regard to the 
method illustrative embodiment. 

In yet another illustrative embodiment, a system or appa 
ratus for authorizing information ?oWs betWeen devices of 
the data processing system is provided. The system or appa 
ratus may comprise an information How mediator and a 
labelset storage device coupled to the information How 
mediator. The information How mediator may generate a hash 
key based on an information object, perform a lookup opera 
tion in a hash table stored in the labelset storage device based 
on the hash key, and may determine if an entry in the hash 
table at an index corresponding to the hash key identi?es a 
labelset for the information object. The information How 
mediator may further store a labelset, identifying a sensitivity 
of the information object, in the entry at the index correspond 
ing to the hash key for the information object if a labelset for 
the information object is not identi?ed in the entry in the hash 
table. The information How mediator may further authorize 
information ?oWs involving the information object based on 
a lookup of the labelset associated With the information object 
in the hash table. 

The information How mediator may authorize information 
?oWs involving the information object based on a lookup of 
the labelset associated With the information object in the hash 
table by receiving a request for authorization of an informa 
tion ?oW involving the information object from a ?rst device 
to a second device, retrieving contents of the information 
object from a source of the information object, generating a 
hash key based on the contents of the information object, 
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4 
performing a lookup operation in the hash table based on the 
hash key to identify a labelset associated With the information 
object, and performing one or more authorization operation 
based on the labelset associated With the information object. 
The information How mediator may perform one or more 

authorization operation by comparing the labelset associated 
With the information object and a labelset of a source of the 
information object With a labelset associated With a target of 
the information How. The information How mediator may 
compare the labelset associated With the information object 
and the labelset of the source With a labelset associated With 
a target of the information How by performing at least one set 
theory operation on the labelsets. 

The at least one set theory operation may be performed by 
at least one security policy module identi?ed in the labelset 
associated With the information object and the labelset asso 
ciated With the target of the information How. Results gener 
ated by each of the at least one security policy module may be 
combined to generate a single result indicating Whether the 
information How is authorized. 
The information How mediator may store a labelset in the 

entry at the index corresponding to the hash key for the 
information object by storing a labelset associated With a 
source of the information object in the entry in association 
With the information object. 

These and other features and advantages of the present 
invention Will be described in, or Will become apparent to 
those of ordinary skill in the art in vieW of, the folloWing 
detailed description of the exemplary embodiments of the 
present invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The novel features believed characteristic of the invention 
are set forth in the appended claims. The invention itself, 
hoWever, as Well as a preferred mode of use, further objectives 
and advantages thereof, Will best be understood by reference 
to the folloWing detailed description of an illustrative 
embodiment When read in conjunction With the accompany 
ing draWings, Wherein: 

FIG. 1 is an exemplary block diagram of a distributed, or 
netWork, data processing system in Which exemplary aspects 
of the illustrative embodiments may be implemented; 

FIG. 2 is an exemplary block diagram ofa server comput 
ing device in Which exemplary aspects of the illustrative 
embodiments may be implemented; 

FIG. 3 is an exemplary block diagram of a client computing 
device in Which exemplary aspects of the illustrative embodi 
ments may be implemented; 

FIG. 4 is an exemplary diagram of an architecture in accor 
dance With an illustrative embodiment; 

FIG. 5 is an exemplary diagram of a reference monitor in 
accordance With an illustrative embodiment; 

FIG. 6 is an exemplary diagram illustrating an exemplary 
de?nition of a labelset in accordance With one illustrative 

embodiment; 
FIG. 7A is an exemplary diagram of a ?rst labelset in 

accordance With one illustrative embodiment; 
FIG. 7B is an exemplary diagram of a second labelset in 

accordance With one illustrative embodiment; 
FIG. 8 is an exemplary diagram illustrating a ?rst example 

situation in Which a hash table is used for associating labelsets 
With resources to determine Whether to grant or deny an 
information How request in accordance With one illustrative 
embodiment; 

FIG. 9 is an exemplary diagram illustrating a second 
example situation in Which a hash table is used for associating 



US 7,647,630 B2 
5 

labelsets with resources to determine whether to grant or deny 
an information ?ow request in accordance with one illustra 

tive embodiment; 
FIG. 10 is a ?owchart outlining an exemplary operation for 

granting tokens to applications, devices, systems, etc. so as to 
establish a protected environment; 

FIG. 11 is a ?owchart outlining an exemplary operation for 
associating resources with labelsets in accordance with an 

illustrative embodiment; and 
FIG. 12 is a ?owchart outlining an exemplary operation for 

authenticating an information ?ow request in accordance 
with one illustrative embodiment. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

The illustrative embodiments are directed to mechanisms 
for improving the implementation of security in the ?ow of 
information between a source and a target. The mechanisms 
of the illustrative embodiments may be implemented on 
information ?ows that occur entirely within a single comput 
ing device or may be implemented on information ?ows 
between computing devices, such as in a distributed or net 
worked data processing system. Therefore, FIGS. 1-3 here 
after are provided as examples of data processing environ 
ments in which the mechanisms of the illustrative 
embodiments may be implemented. FIGS. 1-3 are only illus 
trative and are not intended to state or imply any limitation 
with regard to the types of data processing environments in 
which the mechanisms of the illustrative embodiments may 
be implemented. To the contrary, many modi?cations may be 
made to the depicted data processing environments without 
departing from the spirit and scope of the present invention. 

With reference now to the ?gures, FIG. 1 depicts a pictorial 
representation of a network of data processing systems in 
which exemplary aspects of the illustrative embodiments may 
be implemented. Network data processing system 100 is a 
network of computers in which the present invention may be 
implemented. Network data processing system 100 contains 
a network 102, which is the medium used to provide commu 
nications links between various devices and computers con 
nected together within network data processing system 100. 
Network 102 may include connections, such as wire, wireless 
communication links, or ?ber optic cables. 

In the depicted example, server 104 is connected to net 
work 102 along with storage unit 106. In addition, clients 108, 
110, and 112 are connected to network 102. These clients 108, 
110, and 112 may be, for example, personal computers or 
network computers. In the depicted example, server 104 pro 
vides data, such as boot ?les, operating system images, and 
applications to clients 108-112. Clients 108, 110, and 112 are 
clients to server 104. Network data processing system 100 
may include additional servers, clients, and other devices not 
shown. In the depicted example, network data processing 
system 100 is the Internet with network 102 representing a 
worldwide collection of networks and gateways that use the 
Transmission Control Protocol/Internet Protocol (TCP/IP) 
suite of protocols to communicate with one another. At the 
heart of the Internet is a backbone of high-speed data com 
munication lines between major nodes or host computers, 
consisting of thousands of commercial, government, educa 
tional and other computer systems that route data and mes 
sages. Of course, network data processing system 100 also 
may be implemented as a number of different types of net 
works, such as for example, an intranet, a local area network 
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6 
(LAN), or a wide area network (WAN). FIG. 1 is intended as 
an example, and not as an architectural limitation for the 
present invention. 

Referring to FIG. 2, a block diagram of a data processing 
system that may be implemented as a server, such as server 
104 in FIG. 1, is depicted in which exemplary aspects of the 
illustrative embodiments may be implemented. Data process 
ing system 200 may be a symmetric multiprocessor (SMP) 
system including a plurality of processors 202 and 204 con 
nected to system bus 206. Alternatively, a single processor 
system may be employed. Also connected to system bus 206 
is memory controller/ cache 208, which provides an interface 
to local memory 209. I/O Bus Bridge 210 is connected to 
system bus 206 and provides an interface to I/O bus 212. 
Memory controller/ cache 208 and I/O Bus Bridge 210 may be 
integrated as depicted. 

Peripheral component interconnect (PCI) bus bridge 214 
connected to I/O bus 212 provides an interface to PCI local 
bus 216. A number of modems may be connected to PCI local 
bus 216. Typical PCI bus implementations will support four 
PCI expansion slots or add-in connectors. Communications 
links to clients 108-112 in FIG. 1 may be provided through 
modem 218 and network adapter 220 connected to PCI local 
bus 216 through add-in connectors. 

Additional PCI bus bridges 222 and 224 provide interfaces 
for additional PCI local buses 226 and 228, from which addi 
tional modems or network adapters may be supported. In this 
manner, data processing system 200 allows connections to 
multiple network computers. A memory-mapped graphics 
adapter 230 and hard disk 232 may also be connected to I/O 
bus 212 as depicted, either directly or indirectly. 

Those of ordinary skill in the art will appreciate that the 
hardware depicted in FIG. 2 may vary. For example, other 
peripheral devices, such as optical disk drives and the like, 
also may be used in addition to or in place of the hardware 
depicted. The depicted example is not meant to imply archi 
tectural limitations with respect to the present invention. 
The data processing system depicted in FIG. 2 may be, for 

example, an IBM eServer pSeries system, a product of Inter 
national Business Machines Corporation in Armonk, N.Y., 
running the Advanced Interactive Executive (AIX) operating 
system or LINUX operating system. 
With reference now to FIG. 3, a block diagram illustrating 

a data processing system is depicted in which exemplary 
aspects of the illustrative embodiments may be implemented. 
Data processing system 300 is an example of a client com 
puter. Data processing system 300 employs a peripheral com 
ponent interconnect (PCI) local bus architecture. Although 
the depicted example employs a PCI bus, other bus architec 
tures such as Accelerated Graphics Port (AGP) and Industry 
Standard Architecture (ISA) may be used. Processor 302 and 
main memory 304 are connected to PCI local bus 306 through 
PCI Bridge 308. PCI Bridge 308 also may include an inte 
grated memory controller and cache memory for processor 
302. Additional connections to PCI local bus 306 may be 
made through direct component interconnection or through 
add-in boards. 

In the depicted example, local area network (LAN) adapter 
310, small computer system interface (SCSI) host bus adapter 
312, and expansion bus interface 314 are connected to PCI 
local bus 306 by direct component connection. In contrast, 
audio adapter 316, graphics adapter 318, and audio/video 
adapter 319 are connected to PCI local bus 306 by add-in 
boards inserted into expansion slots. Expansion bus interface 
314 provides a connection for a keyboard and mouse adapter 
320, modern 322, and additional memory 324. SCSI host bus 
adapter 312 provides a connection for hard disk drive 326, 
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tape drive 328, and CD-ROM drive 330. Typical PCI local bus 
implementations Will support three or four PCI expansion 
slots or add-in connectors. 

An operating system runs on processor 302 and is used to 
coordinate and provide control of various components Within 
data processing system 300 in FIG. 3. The operating system 
may be a commercially available operating system, such as 
WindoWs XP, Which is available from Microsoft Corporation. 
An object oriented programming system such as Java may run 
in conjunction With the operating system and provide calls to 
the operating system from Java programs or applications 
executing on data processing system 300. “Java” is a trade 
mark of Sun Microsystems, Inc. Instructions for the operating 
system, the object-oriented programming system, and appli 
cations or programs are located on storage devices, such as 
hard disk drive 326, and may be loaded into main memory 
304 for execution by processor 302. 

Those of ordinary skill in the art Will appreciate that the 
hardWare in FIG. 3 may vary depending on the implementa 
tion. Other internal hardWare or peripheral devices, such as 
?ash read-only memory (ROM), equivalent nonvolatile 
memory, or optical disk drives and the like, may be used in 
addition to or in place of the hardWare depicted in FIG. 3. 
Also, the processes of the present invention may be applied to 
a multiprocessor data processing system. 
As another example, data processing system 300 may be a 

stand-alone system con?gured to be bootable Without relying 
on some type of netWork communication interfaces As a 
further example, data processing system 300 may be a per 
sonal digital assistant (PDA) device, Which is con?gured With 
ROM and/or ?ash ROM in order to provide non-volatile 
memory for storing operating system ?les and/ or user-gener 
ated data. 

The depicted example in FIG. 3 and above-described 
examples are not meant to imply architectural limitations. For 
example, data processing system 300 also may be a notebook 
computer or hand held computer in addition to taking the 
form of a PDA. Data processing system 300 also may be a 
kiosk or a Web appliance. 

The illustrative embodiments provide mechanisms for 
controlling the How of information betWeen elements of com 
puting devices or netWorks of computing devices. This con 
trol of information How may be performed completely Within 
a single computing system, such as completely betWeen ele 
ments Within server 104 or elements Within client computing 
devices 108-112 in FIG. 1. For example, the mechanisms of 
the illustrative embodiments may be used to control the How 
of information betWeen one or more applications running on 
processor 202 and one or more applications running on pro 
cessor 204 in FIG. 2, or even one application running on 
processor 302 and another application running on processor 
3 02 in FIG. 3. Furthermore, the mechanisms of the illustrative 
embodiments may control information How betWeen one or 
more applications and other resources, or directly betWeen 
one or more resources in the computing device, e. g., portions 
of memory, an I/O controller, a netWork interface, etc. 

The mechanism of the illustrative embodiments may also 
be used to control information How betWeen computing 
devices or systems in a larger distributed or netWork data 
processing environment, such as that shoWn in FIG. 1. Thus, 
for example, the mechanism of the illustrative embodiment 
may be provided in a server, such as server 104, and used to 
control information How betWeen one client computing 
device 108 and the other client computing devices 110, 112 or 
even storage system 106. In short, the mechanisms of the 
illustrative embodiments may be used to control information 
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8 
How betWeen any tWo softWare and/or hardWare elements of 
one or more data processing devices. 

With the mechanisms of the illustrative embodiments, 
applications, devices, systems, and other softWare and/or 
hardWare entities of a data processing system are associated 
With protected environments, also referred to as “partitions,” 
that are identi?ed by unique security associations (SAs). The 
SAs are associated With security information data structures 
that identify the security policies to be applied to the infor 
mation ?oWs into and out of the entities as Well as the sensi 
tivity of the items of information that may be maintained in 
each of the entities. 

In the illustrative embodiments, these security information 
data structures are provided as labelsets, although the present 
invention is not limited to such representations of security 
information. To the contrary, any representation for identify 
ing Which security policies are to be applied to the informa 
tion ?oWs may be used Without departing from the spirit and 
scope of the present invention. 

In addition, items of information, i.e. resources, may be 
associated With labelsets using a hash table data structure. A 
hash key is generated based on the contents of the resource. 
The hash key is used as an index into the hash table data 
structure to thereby identify an entry having a labelset that is 
associated With the resource. 
The labelsets generated by the illustrative embodiments 

describe information only in terms of sensitivity and not in 
terms of the operations Which are used to transform or trans 
mit the information. This separation of concerns enables the 
implementation of a very simple policy decision mechanism 
by decoupling the semantics of security policy evaluation 
from the semantics of data manipulation by applications, 
devices, systems and other entities in the data processing 
system. Moreover, the use of the labelsets permits security 
policies and rules to be de?ned in terms of set theory opera 
tions, e.g., set union, intersection, and complement opera 
tions. The security policies and rules are not concerned With 
the particular actions being performed in an information How, 
but merely the sensitivities of the information that may be 
maintained by the entities involved and the sensitivity of the 
information that is the subject of the information How. 

In handling an information How request from an entity in 
the data processing system, the labelsets for the source and 
target protected environments may be provided to a policy 
frameWork Which parses the labelsets to identify Which secu 
rity policies are referenced by the labelsets. Policy modules 
associated With the identi?ed security policies may then be 
provided With the labelsets so as to evaluate the security 
policies based on the labelsets for the source and target pro 
tected environments. Each policy module may generate a 
decision as to Whether an information How request is to be 
granted, denied, or no decision can be made, based on the 
application of its security policy to the labelsets. The deci 
sions may be made, for example, by comparing the labelset of 
the source protected environment to the labelset of the target 
protected environment using set theory operations. 
The various decisions may be provided to a decision com 

binator Which combines the various decisions using combi 
nator rules and generates a single decision as to Whether the 
information How request should be granted or not. If the 
information How request is to be granted, then the informa 
tion How is permitted betWeen the source and the target pro 
tected environments. If the information How request is to be 
denied, the How of the resource to the target protected envi 
ronment is blocked and an error message may be returned. 

There are tWo types of information ?oWs that may be 
granted, “stream” and “resource.” If a “resource” information 
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How is granted, then a single transfer of the resource is 
granted betWeen the source and target protected,environ 
ments. If a “stream” information How is granted, then infor 
mation is alloWed to How from the source to the target as a 
stream until the How is denied, e.g., because something in the 
reference monitor has changed Which causes the information 
How to be denied, or the stream is closed. For example, if the 
target protected environment has updated its labelset and the 
neW labelset evaluates to a denial of the information How, then 
the stream may be denied after it is initially granted. 

In one illustrative embodiment, the resources may be asso 
ciated With labelsets using a hash table data structure using a 
hash of the contents of the resource as an index into the hash 
table data structure. In such a case, When an information How 
request is received, the resource that is the subject of the 
information How may be retrieved from a source protected 
environment and hashed using one or more hash functions. 
For added security, a multi-dimensional hash and hash table 
data structure may be utilized. The generated hash value may 
be used to perform a lookup of a labelset corresponding to the 
resource in a hash table data structure. If a valid entry is found 
in the hash table data structure based on the hash value, the 
corresponding labelset is retrieved and used With the security 
policies. In one illustrative embodiment, the retrieved labelset 
for the resource may be combined With the labelset for the 
source protected environment to generate an effective labelset 
Which is used to evaluate against a labelset for the target 
protected environment. If a valid entry is not found, or if a 
“stream” information How is being requested, then the 
labelset for the source protected environment may be used 
and may be stored in the hash table in association With the 
generated hash value. 

With the mechanisms of the illustrative embodiments, 
labelsets are maintained completely Within the reference 
monitor and thus, are not susceptible to unintentional or mali 
cious alteration. The labelsets also provide a mechanism for 
eliminating the semantics of data manipulation from security 
considerations and alloW security considerations to be per 
formed based on sensitivities of the protected environments 
and resources involved in the information How. As a result, 
source and target protected environments and resources may 
all make use of a common security attribute, i.e. the labelsets, 
for security policy evaluations, thereby reducing the com 
plexity in the creation and use of security policies and rules. 
The labelsets also permit the use of set theory operations to 
perform security policy evaluations, thereby again simplify 
ing the security policies and rules. Moreover, the labelsets 
may be associated With resources using a multidimensional 
hash data structure, thereby reducing the possibility of unin 
tentional or malicious alteration of labelsets and reducing the 
possibility of hash collisions. 

Overall Architecture 
The mechanisms of the illustrative embodiments make use 

of an architecture in Which applications/resources are associ 
ated With protected environments such that information How 
betWeen protected environments is controlled in accordance 
With established security information data structures that 
identify security policies to be applied to information ?oWs, 
e.g., labelsets. FIG. 4 is an exemplary block diagram depict 
ing an architecture 400 in accordance With one illustrative 
embodiment. As shoWn in FIG. 4, the architecture 400 
includes a plurality of protected environments 410-430, also 
referred to as “partitions,” Which may communicate With one 
another via the communications medium 440. An authentica 
tor 450 and a reference monitor 460 are also provided in the 
depicted architecture. 
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10 
The protected environments 410-430, or “partitions,” may 

be comprised of one or more applications, one or more data 

processing devices, one or more data processing systems, one 
or more data processing device resources, or the like. In one 
illustrative embodiment, each existing application, device, 
resource, or system is associated With a separate protected 
environment or “partition,” Which acts as a proxy for com 
munication With the reference monitor 460. The protected 
environments 410-430 are logical representations of the 
applications, devices, systems and/or resources in the archi 
tecture 400. These logical representations are maintained in 
the reference monitor 460 and are used, along With the other 
mechanisms of the illustrative embodiment, to govern the 
interaction of one protected environment With another With 
regard to information How. 
The reference monitor 460 mediates all communications 

betWeen the protected environments 410-430. The commu 
nication medium 440 ensures that this mediation is performed 
on all communications betWeen the protected environments 
by refusing to route communications directly from one pro 
tected environment to another and instead requiring that all 
communications ?oW through the reference monitor 460. In 
order to ensure that all communications ?oW through the 
reference monitor 460, routing mechanisms may be provided 
in the communication medium 440 that redirect communica 
tions from being routed to the target protected environment to 
the reference monitor 460. 

The communication medium 440 may comprise any type 
of communication infrastructure, protocols, and the like. For 
example, the communication medium 440 may comprise 
buses, routers, netWorks, buffers, storage devices, addressing 
mechanisms, etc. and protocols including TCP/IP, SCSI, PCI, 
and the like. Regardless of the particular infrastructure or 
protocols used, the communication medium 440 is con?g 
ured such that all communications out of a protected environ 
ment 410-430 ?rst ?oW through the reference monitor 460 
before being routed to the target protected environment 410 
430 of the communication. 

For example, in a netWorked environment, all protected 
environments 410-430 communicate through the communi 
cation medium 440 Which performs the routing of netWork 
traf?c. In a simple illustrative embodiment, a router may be 
used to route traf?c from one protected environment 410-430 
to another. To ensure all communications are mediated by the 
resource monitor 460, the router may be con?gured to restrict 
all incoming netWork traf?c to be forWarded to the reference 
monitor 460 and all outgoing tra?ic can only come from the 
reference monitor 460. 
Any entities in the protected environments 410-430 that 

need to communicate With another protected environment 
410-430 must submit requests to communicate to the refer 
ence monitor 460 for authorization. Thus, for a single direc 
tion of information How, a source of the communication must 
submit an information How request to the reference monitor 
460 requesting to communicate With the target of the com 
munication. For a bi-directional information How, both the 
source and the target (Which Will act as the source in the 
reverse direction) must submit information How requests to 
the reference monitor 460. 

This requirement for both entities to submit information 
How requests in a bi-directional communication is based on 
the fact that the illustrative embodiment is directed to con 
trolling the ?oW of information, not particular actions being 
performed. Thus, While a ?rst entity may be authorized to 
send information to a second entity, that second entity may 
not be authorized to send information back to the ?rst entity. 
In other Words, the authorization of one direction of informa 
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tion How does not necessarily mean that a reverse direction of 
information How is also authorized. 

The reference monitor 460 may make use of labelsets 
associated With the protected environments 410-430 to deter 
mine Which directions of information How betWeen protected 
environments are permitted and Which are not. These 
labelsets are not permitted to be accessed outside of the 
trusted base of the reference monitor 460. Thus, the labelsets 
are not provided to the protected environments 410-430. 

The authenticator 450, in response to authentication asser 
tions submitted by applications, devices, systems, and other 
types of “entities” of protected environments 410-430, per 
forms authentication on the entities of the protected environ 
ment 410-430 to verify that the entities that Will later submit 
information How requests to the reference monitor 460 are 
authoriZed entities of a veri?ed protected environment 410 
430. Such authentication may take the form of passWord 
authentication, certi?cate authentication, or any other knoWn 
authentication mechanism. The authentication assertion may 
be made by an entity, for example, at an initialiZation time of 
the entity, upon recovery of the entity after a failure, or the 
like. 
Upon the authenticator 450 verifying the assertion of the 

entity in the protected environment 410-430, the authentica 
tor 450 issues a token for the requestor. The requester may 
then use this token to request the reference monitor 460 to 
generate and associate a labelset for the protected environ 
ment 410-430. 

Based on the token issued by the authenticator 450, the 
reference monitor 460 determines Which labelset to associate 
With the protected environment. For example, the reference 
monitor 460 may provide the token to each security policy 
module of a security policy framework to thereby obtain 
labels from each security policy module for the particular 
token, or optionally a default label if no speci?c labels for this 
token are found. 

Once the token is used to generate the labelset, the labelset 
is associated With a security association in the reference 
monitor 460. The security association is a unique identi?er of 
the communication connection betWeen a particular pro 
tected environment or partition and the reference monitor 
460. The particular values used for generating the security 
association are dependent upon the particular implementation 
of the present invention. For example, in one illustrative 
embodiment, a combination of a communication identi?er, 
e.g., TCP/IP address, secure socket identi?er, and session 
identi?er may be used to generate a unique security associa 
tion (SA). Alternatively, only the secure socket identi?er and 
session identi?er may be used to generate a SA for a particular 
protected environment or partition. Other types of informa 
tion and other combinations of information may be used so 
long as a unique identi?er may be generated for each pro 
tected environment or partition being managed by the refer 
ence monitor 460. 

This unique security association is generated Within the 
reference monitor 460 and is not accessible outside the ref 
erence monitor 460. The SA is stored in association With the 
labelset generated for the protected environment/partition in 
a data structure associated With the reference monitor 460. 
Using this security association, the reference monitor 460 
may quickly determine a labelset associated With a source of 
a request. That is, by looking at the information regarding the 
communication connection With the source protected envi 
ronment, Which is present, for example, in the header infor 
mation of the request, the reference monitor may generate a 
SA for the request and perform a lookup of the SA in the data 
structure to obtain the associated labelset. In this Way, the 
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12 
reference monitor 460 for use in handling information How 
requests from the protected environments 410-430. 
A token may be used to identify security attributes that are 

recogniZable by the reference monitor 460. For example, a 
user may authenticate With an authenticator 450 using a user 
ID and passWord. The authenticator may provide the pro 
tected environment, from Which the user’ s request for authen 
tication Was received, With a token With the folloWing 
attribute: “userc”. The reference monitor 460 may receive the 
token and build a labelset for the protected environment. For 
example, a reference monitor 460 running With the Group 
DAC and BLP policies may already have userc associated 
With “IBM-GROUP” and “NEWHIRE-GROUP” as Group 
DAC assignments and “CONFIDENTIAL” as a BLP assign 
ment, for example. These labels may be added to a labelset for 
the protected environment. 
A SA for the protected environment may then be generated 

by the reference monitor 460 based on the connection infor 
mation for the protected environment. The SA is then stored 
in association With the generated labelset in the reference 
monitor 460. Thereafter, When a request is received from the 
protected environment, a SA is generated by the connection 
information for the request and is used to retrieve the labelset. 
The SA essentially serves as an internal identi?er of the 

protected environment 410-430 and is generated from the 
connection to the reference monitor 460. This security asso 
ciation may be used in information How requests to thereby 
identify the protected environment from Which an inforrna 
tion ?oW request Was received. For example, When a pro 
tected environment 410-430 connects to the reference moni 
tor 460, it provides a protected environment-name. This name 
may be stored in the reference monitor 460 in association With 
the protected environment’ s associated unique security asso 
ciation (unknoWn to the outside World) and related labelset. 
The protected environment names may be used by a source 
protected environment to identify a target protected environ 
ment in an information How request. 

For example, protected environment A may connect to the 
reference monitor 460 and identify its name as “PARTI 
TIONA” (protected environments may also be referred to as 
“partitions” in the context of the present invention). Protected 
environment B may connect to the reference monitor 460 and 
identify its name as “PARTITIONB”. If protected environ 
ment A Wants to send information to protected environment 
B, protected environment A sends an information How 
request to the reference monitor 460 indicating the target of 
the information How to be “PARTITIONB.” The reference 
monitor 460 Will then do the appropriate labelset lookup, as 
described hereafter, and execute an authoriZation decision for 
the information How request. 

The labelsets permit the reference monitor 460 to perform 
set theory on the labelsets of the source and target protected 
environments 410-430 to determine Which information ?oWs 
are permitted and Which are denied, as Will be described in 
greater detail hereafter. Based on the decision made by the 
reference monitor 460 as to Whether an information How is 
permitted, the communication may be alloWed to How 
through to the target protected environment or it may be 
blocked by the reference monitor 460. 

Reference Monitor Architecture 
FIG. 5 is an exemplary block diagram of a reference moni 

tor 500 in accordance With one illustrative embodiment. As 
shoWn in FIG. 5, the reference monitor 500 includes a com 
munication manager (CM) 510 With a listener sub-compo 
nent 512, an information How mediator (IFM) 520, a policy 
frameWork 530 having a decision combinator 532 and a plu 
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rality of policy modules 534-538. In addition, a protected 
environment labelset data structure 540 and resource labelset 
data structure 550 are maintained during runtime. 

The listener 512 listens for information How requests from 
protected environments 410-430 in FIG. 4. For example, the 
listener 512 may listen to particularports for information How 
requests directed to that port by applications, devices, and/or 
systems in protected environments 41 0-430. The information 
How requests may be, for example, a communication message 
identifying the resource that is the subject of the information 
How, the source protected environment of the information 
How from Which the resource is obtained, and the target 
protected environment of the information How to Which the 
resource is provided. 

In one illustrative embodiment, the information How 
requests designate the protected environment name of the 
target protected environment. From this protected environ 
ment name, the labelset associated With the target protected 
environment may be retrieved. From connection information 
provided in the information How request or obtained inher 
ently from the ports, sockets, etc. via Which the information 
How request is received, the reference monitor may generate 
a SA for the request and use this SA to retrieve the labelset 
associated With the source protected environment. 

For example, the information How request may have a 
format consisting of a message type and a message body as 
folloWs: 

TABLE 1 

Information FloW Request Message Format 

Message Type Message Body 

The message type is the type of message that is being sent 
to or from the reference monitor 500 and the message body 
contains the related information that corresponds to the mes 
sage type. The reference monitor 500, in response to receiv 
ing an information How request message, may respond With a 
response message, if con?gured in a verbose mode of opera 
tion, or a reply message, if the reference monitor 500 is 
con?gured to not be in a verbose mode of operation. These 
different message types are formatted as folloWs: 
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TABLE 2 

Reference Monitor Response Message Format 

Message Type Message Body 

Response <Result> <Maj or <Minor 
Description Description 
Response > Response > 

TABLE 3 

Reference Monitor Reply Message Format 

Message Type Message Body 

Reply <Reply Message> 

In one illustrative embodiment, the message type for mes 
sages sent to the reference monitor 500 may be infoFloWRe 
questStreamOpen, infoFloWRequestStreamSend, infoFloW 
RequestStreamClose, or infoFloWRequestResource. Each of 
these information How request messages and the reference 
monitor 500 response or reply messages Will be described 
hereafter. 

The infoFloWRequestStreamOpen message type is used to 
cause the reference monitor to make a call to the IFM 520 
requesting an information How request decision to grant or 
deny an information stream from the source protected envi 
ronment to the target protected environment. If the informa 
tion stream is granted, the source and target security associa 
tion pair is added to an entry in an open information How 
streams table that is used to determine if an information How 
can be forWarded to the target protected environment by the 
reference monitor. If the infoFloWRequestStreamOpen mes 
sage results in the target protected environment’s labelset 
being updated, the reference monitor 500 Will close any exist 
ing streams of the target protected environment and Will 
notify all source protected environments of the stream clo 
sures Within a reply message type. 

The infoFloWRequestStreamOpen message type has an 
associated message body that identi?es the target protected 
environment With Which the information stream is to be estab 
lished. In an illustrative embodiment, the message body is 
comprised of the target protected environment token. 

In response to the infoFloWRequestStreamOpen message, 
the reference monitor 500 may return one of the folloWing 
response messages: 

TABLE 4 

Response Messages to infoFloWRequestStreamOpen 
Messaoe 

Message 
Type Message Body 

response <Result> <Major Description <Minor Description 
Response > Response > 

response SUCCESS FLOWLGRANTED 
response SUCCESS FLOWLGRANTED TARGETLLSLUPDATED 
response SUCCESS FLOWLDENIED 
response FAILURE INVALIDLPARM 
response FAILURE MSGiOUTiOFiSEQ 
response FAILURE INTERNALiERROR 
response FAILURE COMPONENTLBUSY 
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Messages having a major description response consisting 
of the “FLOW_GRANTED” result from the IFM 520, result 
in a neW entry of the source and target protected environ 
ments’ security association pair being added to the open 
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TABLE 7-continued 

Response Messages to infoFloWRequestStreaInSend 

information How streams table maintained by the reference 5 6&6 
monitor 500. The message having the major description Message 
response consisting of the “FLOW_DENIED” result from the Type M?ss?ge Body 

IFM 520, results in a source and target protected environment response SUCCESS SUCCESS 
security assoc1at1on pa1r not being added to the open 1nfor- respons? FAILURE INVALIDipARM 
mation ?oW streams table. Similarly, the messages having 10 response FAILURE MSGLOUTLOFLSEQ 

major description responses of “INVALID_PARM,” response EIEEEYKIKTEEDRROR 
“ a, 4‘ a, response i 

“MSG—OUT—OF—SEQ’ ” INTERNAL—ERRQR’ and response FAILURE COMPONENTLBUSY 
COMPONENT_BUSY also result in the security associa 

tion pair not being added to the open information How streams 
table. The message having the minor description response 15 If the response message has a major description response 
“TARGET_LS_UPDATED” IS the message returned by the of a “SUCCESS” result from the IFM 520, then the 15 target 
reference monitor When the determines that the protected environrnent receives the inforrnation from the 
target lahelset has to he updated and the Streams asseelated source protected environment. The other major description 
Wlth the target labelset are Close‘l dOWn' _ responses Will result in the target protected environment not 

The feheWlhg replay message 15 Sehl he Preteeted ehVlreh' 20 receiving the information from the source protected environ 
ments When the reference momtor 500 is in verbose mode and ment 
When a stream is forced closed by the reference monitor 500 . . 

. . The following is a reply message format that may be gen 
(e.g., When an infoFlowRequestStreamOpen results in the . . 
target labelset being updated) erated in response to the infoFlowRequestStreamSend mes 

' sage: 

TABLE 5 25 

M?ssag? TABLE 8 
Type Message Body I 

Reply Message to mfoFloWRequestStreaInSend 
reply <Reply Message> Message 
reply referenceMonitor streaInClosed <Target 30 

Nam6> Message 
Type Message Body 

. . reply <Reply Message> 
The 1nfoFloWRequestStreamSend message type is used by mply <Sourc6 Nam» <lnfolma?on> 

a source protected environment to send information to a target 35 
protected environment once the information stream has been 
granted by the reference monitor 500. When the reference . . 
monitor 500 receives this request, the reference monitor 500 Thls reply message may be used by the reference “10mm? 500 
validates that an entry in the Open information ?ow Streams to send the information from the source protected environ 

table exists for the source and target protected environments’ 40 ment to_the target protected envlronmem’ for example‘ 
security association pair thereby indicating that the stream The lhfeplewReqheststreamclese message tyPe 15 used 
information How has been previously granted. The reference by a Source Protected ehVlrOhIheht to Close ah OPeh Streah} to 
monitor 500 then forwards the information to the target pro- a target protected environment. When the reference momtor 
teeted environment a reply rnessage_ The following is receives this request, the reference monitor halts all 
the format of the infoF1OWRequeStStreamSend message; 45 stream information How from the source protected environ 

TABLE 6 ment to the target protected environment. The reference 
monitor 500 then removes the source and target protected 

infoplowR?qu?stgtreamgend Mess?106 Format environments’ security association pair entry from the open 
information How streams table. The infoFloWRequest 

Message Type Message Body 50 StreamClose message has the folloWing format: 

infoFloWRequestStreaInSend <Target <Information> 
N3IH6> TABLE 9 

infoFloWRequestStreaInClose Message Format 
The folloWing are the various types of response messages 

that the reference monitor may generate in response to the 55 Message Type Message Body 

lnfOFlOWRequestStreamSend InessageZ infoFloWRequeststreaInClose <Target N3IH6> 

TABLE 7 _ _ 

The possible responses that the reference monitor 500 may 
Response Messages to infoFloWRequestStreamSend 60 make to an infoFloWRequestStreamClose message are essen 

Me?ge tially the same as shoWn in Table 7 above With the exception 
M?ssag? that the “REQ_DENIED” response message Would not be 
Type Message Body returned by the reference monitor 500. 

response <Result> <Major <Minor D?scription The infoFloWRequestResource message type is used by a 
D?scription ReSpOnSe > 65 source protected environment to request authorization and 
Response > delivery of a resource, e.g., a ?le, chat text, or other type of 

bundled portion of data that is not part of a continuous data 
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stream, to a target protected environment. When the reference 
monitor 500 receives this message type, the reference moni 
tor 500 makes a call to the IFM 520 requesting an information 
How request decision to grant or deny the resource to How 
from the source protected environment to the target protected 
environment. If the information How is granted, then the 
resource is transferred to the target protected environment 
Within a reply message type. If the request results in the target 
protected environments’ labelset having to be updated, the 
reference monitor 500 Will close existing streams of the target 
protected environment and notify the source protected envi 
ronments of the stream closures Within a reply message type 
if the reference monitor 500 is con?gured in verbose mode. If 
the information How is denied, the resource is not transferred 
to the target protected environment. The infoFloWRequestRe 
source message has the folloWing format: 

TABLE 10 

infoFloWRequestResource Message Format 

Message Type Message Body 

infoFloWRequestResource <Target N3IH6> <Resource> 

The possible responses from the reference monitor 500 to 
the infoFloWRequestResource message are essentially the 
same as shoWn in Table 4 above. The folloWing reply message 
is sent to protected environments When the reference monitor 
500 grants the resource information How: 

TABLE 11 

Reply Message for infoFloWRequestResource 
Message 

Message 
Type Message Body 

reply <Reply Message> 
reply <Source N3IH6> <Resource> 

Returning to FIG. 5, When the reference monitor 500 
receives an information How request from a protected envi 
ronment, such as the protected environment 410, through the 
listener 512 of the CM 510, the CM 510 sends a request to the 
IFM 520 for an authorization decision. The authorization 
decision is one that determines Whether the information How 
is to be permitted from the source protected environment, 
e.g., protected environment 410, to the target protected envi 
ronment, e.g., protected environment 430. The authorization 
decision may be made based on a comparison of the target 
protected environment labelset to one or both of the source 
protected environment’s labelset and the resource’s labelset. 

In illustrative embodiments, the IFM 520, in response to 
receiving the request for authorization of the information 
How, may perform a lookup of the identi?ers, e.g., the SA of 
the source protected environment and the protected environ 
ment name of the target protected environment, in the pro 
tected environment data structure 540. As a result of this 
lookup operation, the IFM 520 retrieves the source and target 
protected environments’ associated labelsets from the pro 
tected environment data structure 540 and provides these 
labelsets to the policy framework 530. If the lookup operation 
results in one or more of the source and target protected 
environments not having an associated labelset, the request 
may be denied. Alternatively, a default labelset may be uti 
lized for the protected environment that does not have an 
associated labelset. 
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In addition to associating labelsets With the source and 

target protected environments, the reference monitor 500 
may also associate labelsets With individual items of infor 
mation, i.e. information objects, using the resource labelset 
data structure 550. As Will be discussed in greater detail 
hereafter, in one illustrative embodiment, the labelset of the 
individual item of information, or an effective labelset gen 
erated from the labelset of the individual item of information 
and a labelset of the source protected environment, may be 
compared to the labelset of the target protected environment 
if a labelset for the individual item of information exists in the 
reference monitor 500. If a labelset for the item of informa 
tion does not exist in the reference monitor 500, a labelset for 
the source protected environment may be used and associated 
With the item of information. 

The labelsets essentially de?ne a list of security policies 
Which the policy framework 530 interprets and dispatches to 
the appropriate policy modules 534-538 for processing. The 
policy modules 534-538 may use any of a number of different 
types of algorithms for performing evaluations of the 
labelsets to generate a decision. For example, the policy mod 
ules 534-538 may make use of a Chinese Wall algorithm, a 
Bell LaPadula mandatory access control (MAC) algorithm, a 
group discretionary access control (DAC) algorithm, or the 
like. 

Once all of the individual evaluations are processed by the 
policy modules 534-538, the policy frameWork 530 combines 
the individual decisions to generate a ?nal decision. The 
decision combinator 532 of the policy frameWork 530 serves 
to aggregate the decisions of the individual policy modules 
534-538 and uses a combinatorpolicy, i.e. a set of combinator 
rules, provided in the decision combinator 532 to produce one 
decision, i.e. grant or deny the information How. 

For example, the decision combinator 532 may aggregate 
the decisions of each individual policy module 534-538 by 
using ternary logic to evaluate the results from each policy 
module 534-538 Which can produce the results: GRANTED, 
DENIED, or NO_DECISION. The decision combinator 532 
may operate based on a combinator policy ?le that contains 
one or more combinator policies. By default, the combinator 
policy ?le may contain a default combinator policy as 
described beloW: 

((admin RESULT = GRANTED) 
oR (blp RESULT = GRANTED) 

) 

Where admin and blp are tWo policy modules and the combi 
nator policy indicates that if either of these policy modules 
returns a “GRANTED” result, then the information How is 
granted. 
The combinator policy ?le may be customized by an 

administrator using the folloWing syntax, Which Will be inter 
preted by a combinator policy parser: 

<combinator rule> 
<expression> 

::= <expression> 
::= (NOT <expression>) / 
(<expression>) / 
(<expression> AND <expression>) / 
(<expression> OR <expression>) / 
(<policy module H3IH6> RESULT = 

<result>) 
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-continued 

::= GRANTED / 

DENIED / 
NOiDECISION 

<result> 

In making decisions as to Whether a particular information 
How Will be permitted or denied, the mechanisms of the 
illustrative embodiments make such decisions only upon the 
labelsets of the source protected environment, the target pro 
tected environment, and the individual items of information, 
i.e. the resource labelsets, if any. In this manner, the “actions” 
that are being performed in a transaction, Which in knoWn 
systems must be considered in determining Whether tWo enti 
ties must communicate, are eliminated from the evaluation in 
the illustrative embodiments. 

In effect, the minimalist reference monitor 500 of the illus 
trative embodiments bases decisions only upon the sensitivity 
of the objects, i.e. the items of information involved in the 
information How, and the authoriZation level of the subjects, 
i.e. the source and target protected environments. This alloWs 
the reference monitor 500 to be treated as a “black box” 
thereby simplifying the implementation and signi?cantly 
reducing the siZe of the reference monitor 500 since not every 
possible action betWeen every pair of source and target enti 
ties must be modeled in the reference monitor 500. 

In addition, the level of security provided by the operation 
of the reference monitor 500 is not dependent upon the level 
of the security of the protected entity. This is especially 
important When the mechanisms of the illustrative embodi 
ments are used to protect existing entities Whose level of 
security is poor or unknown and Which may not be able to be 
modi?ed to provide better security. In other Words, because 
the labelsets and their associations are maintained completely 
Within the reference monitor 500, the security, or lack thereof, 
of the protected entities does not negatively affect the security 
offered by the reference monitor 500. The security of the 
reference monitor 500 is dependent only upon the level of 
security de?ned in the labelsets. 

Labelsets 
As mentioned above, the mechanisms of the illustrative 

embodiments make use of labelsets, Which may be stored in 
association With partition names and security associations in 
the protected environment data structure 540, to govern the 
security evaluations performed by the policy frameWork 530. 
These labelsets may be created and managed by reference 
monitor 500 and are used to identify the source and target 
security characteristics Which need to be knoWn in order to 
make an authoriZation decision for an information How. Simi 
larly, as mentioned above and discussed hereafter, labelsets 
may be provided and stored in the resource labelset data 
structure 550 for individual items of information. 

FIG. 6 is an exemplary diagram illustrating an exemplary 
de?nition of a labelset in accordance With one illustrative 
embodiment. As shoWn in FIG. 6, the labelset includes a 
labelset name element <labelset> associated With a version 
element <version> indicating the version of the <labelset>. 
The version element is the assigned version number of the 
data structure. The version element is composed of a major 
element <major> and a minor element <minor>. The major 
element is the assigned major version number of the data 
structure or sub-structure. The major element’s range is 1 to 
(264-1). The minor element is the assigned minor version 
number of the data structure or sub-structure. The minor 
element’s range is 0 to (264-1). 
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The major and minor elements of the version element may 

be thought of as being similar to a software version number, 
e.g., Microsoft WordTM 10.6764 Where 10 is the “major” 
version and 6764 is the “minor” version. The major and minor 
elements are used to determine if different versions of 
labelsets are being compared. 

For example, the ?rst time the reference monitor 500 is 
started, labelsets may get created With major version 1 and 
minor version 0 (1.0). The admin policy module may be the 
only policy module available during the ?rst startup. While 
the initial start up of the reference monitor 500 is up and 
running, the reference monitor 500 administrator may set up 
the reference monitor 500 to add a BLP policy module the 
next time the reference monitor 500 is started. Before the 
system is restarted the administrator may also add a resource 
Which Will assign a labelset With just the admin policy values 
since it is the only policy module running at the current time 
and gets assigned a major and minor version of 1.0. 

After the system restarts the BLP policy module is added. 
A ?rst protected environment (partitionA) may then attempt 
to send a resource to a second protected environment (parti 
tionB). Since the policy modules have been updated, the neW 
major and minor elements are “1” and “1” or 1.1. Thus, any 
neWly generated labelsets Will have a version element of 
“1.1.” Since the resource labelset that is trying to be sent is 
1.0, the reference monitor 500 knoWs it need to update the 
labelset before evaluating an authorization request. 
A count element <count> is also provided that indicates the 

number of labels included in the label list element <labellist>. 
The count element’s range is from 1 to 65535. 

The label list element <labellist> is composed of label 
elements <label> Which are in turn composed of one policy 
type element <policy_type> and one value element <value>. 
The policy type element <policy_type> is an enumerated 
value identifying the security policy associated With the label 
element. Table 1 beloW shoWs an example list of the policy 
types that may be used With the mechanisms of an illustrative 
embodiment. 

TABLE 1 

Example Policy Types 

Name Value Description 

Bell La-Padula 
Security Model 
Based on 

Information 
Sensitivity 
Discretionary 
Access Control 
Based on Group 
Membership 
Chinese Wall 
Security Model 

Blp l 

Groupdac 2 

CW 3 

The value element is an enumerated value identifying the 
policy value and is implementation speci?c. A simple 
example is that for BLP, the policy values may be 1, 2, 3, and 
4 to represent UNCLASSIFIED, CONFIDENTIAL, 
SECRET and TOPSECRET respectively. For Groupdac, for 
example, an organiZation, such as IBM, may have values of 1, 
2, 3, 4, and 5 to represent IBMER, CONTRACTOR, 
NEWHIRE, MGR, EXECUTIVE respectively. A person that 
is a regular employee at IBM and a recent neW hire Would 
thus, have a labelset including values 1 and 3. 

Thus, the policy_type identi?es Which policy is to be 
applied and the policy value identi?es Which speci?c policy 






















