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HIGH-PRESSURE PRESS 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application is a divisional application of Us. Ser. No. 
10/479,682, ?led Jun. 21, 2004 noW U.S. Pat. No. 7,310,990, 
Which is a national stage application of International Appli 
cation No. PCT/SE02/01297, ?led Jul. 1, 2002, Which claims 
the bene?t of Swedish Application No. SE-0102392-8, ?led 
Jul. 4, 2001, the entire disclosures of Which are incorporated 
herein by reference in their entirety. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a high-pressure press of the 

type Which comprises a pressure vessel surrounded by a 
force-absorbing press frame. The invention also relates to a 
method for pressure-related monitoring of such a high-pres 
sure press and to use of one or more rod-shaped members in 
connection With a high-pressure press. 

2. Description of the Related Art 
High-pressure presses of the type stated by Way of intro 

duction are used, among other things, When forming sheet 
shaped blanks, for example, sheets of steel or aluminium, for 
short series products Within the aircraft industry and the 
motor industry. Another ?eld in Which this type of high 
pressure presses is used is Wood compaction When a Work 
piece of Wood is exposed to high pressure, either in a forming 
tool or on its oWn. Reasons for compacting Wood are, for 
example, that it is desirable to increase the hardness of the 
Wood, decrease the moisture content or to obtain a phase in 
pressure impregnation. Yet another range of application is 
Within the food industry in Which high-pressure presses can 
be used to prolong the shelf life of various food and beverage 
products. 

The Working pressure in a high-pressure press can typi 
cally amount to 12000 bar. For reasons of, for instance, secu 
rity, the high-pressure press is usually provided With a pres 
sure gauge Which has a sensor in the pressure vessel for 
measuring the pressure in the press. It is important that a 
pressing operation in progress can be interrupted and the 
pressure reduced if the pressure in the press happens to 
exceed by accident a permissible maximum pressure. HoW 
ever, the traditional pressure gauge provides only relatively 
little information regarding the conditions in the press. 
Although the accuracy of the pres sure gauge is guaranteed by 
its supplier, it has been found to be insuf?cient to entirely rely 
on this single measuring component for such an important 
function. 

BRIEF SUMMARY OF THE INVENTION 

The invention is based on the understanding that by means 
of relatively simple structures satisfactory accuracy can be 
obtained in connection With pressure-related monitoring of a 
high-pressure press, Which comprises a pressure vessel With a 
surrounding force-absorbing press frame by the deformations 
of the press frame being detected during a pressing operation 
in progress, the deformations being related to the pressure 
inside the pressure vessel. 

Thus, the traditional Way of arranging a pressure gauge 
With a sensor in the pressure vessel is obviated by the detec 
tion being carried out according to the invention on the out 
side of the press construction. 
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2 
According to one aspect of the invention, a high-pressure 

press is thus provided, Which comprises detection means 
Which are adapted to detect changes in length of a column 
included in the press frame, the changes in length being 
dependent on the pressure inside the pressure vessel. The 
detection means comprise a limit sWitch Which is adapted to 
detect if the change in length of the column has reached a 
threshold value, preferably corresponding to a certain pres 
sure inside the pressure vessel and, if said threshold value has 
been reached, to interrupt a pressing operation in progress and 
reduce the pressure inside the pressure vessel. 

Embodiments of the invention alloW easy and ef?cient 
monitoring of the high-pressure press, in particular since the 
change in length of the column during a pressing operation in 
progress is proportional to the pressure change inside the 
pressure vessel. 

According to one embodiment of the invention, a device 
suitable for the purpose is provided, comprising an unloaded 
member having a constant length, the member being arranged 
parallel to and adjacent to said column, the change in length 
of the column relative to said member being detected. Con 
veniently, this is brought about in such a manner that the 
position of a ?rst portion of said member is substantially 
constant relative to the position of a ?rst portion of the col 
umn, Whereas the position of a second portion of the column 
is freely movable in the longitudinal direction relative to the 
position of a second portion of said member. 
As said member adjacent to the column, it is preferred to 

use an elongate, preferably rod-shaped member, Which 
extends along the column. One end of the rod-shaped member 
is then suitably adapted to folloW one end of the column, 
Whereas the position of the other end of the rod- shaped mem 
ber relative to the other end of the column Will vary When the 
pressure changes inside the pressure vessel. In the rest of this 
description, the term rod-shaped member Will be used, but it 
should be understood that also other shapes of the member are 
possible. 

The rod-shaped member is thus arranged on a column, 
Which is comprised in the press frame, and is suitably 
mounted on a side of the column that is easily accessible. 
Consequently, the side of the column facing the pressure 
vessel is preferably avoided. In the case When the force 
absorbing press frame is prestressed (such as With a Wire that 
has been Wound round the press frame) to induce a compress 
ing prestress acting in the plane of the press frame, the rod 
shaped member is suitably arranged at a column surface 
Without the prestressing structure. 

According to another embodiment of the invention, the 
temperature in the rod-shaped member is changed in the same 
Way as the press, also in connection With fast changes in 
temperature. Such changes may, for example, be due to the 
fact that the solar radiation is strong or that a cold Wind bloWs 
on the press. By using the change in temperature of the 
column and arranging the rod-shaped member in such a man 
ner that temperature equalization is provided betWeen the 
column and the rod-shaped member, many advantages are 
obtained. One advantage is that the satisfactory temperature 
uniformity betWeen the column and said member eliminates 
the need of temperature compensation. Both the details Will 
obtain the same temperature and, oWing to this fact, the effect 
of the heat expansion is eliminated and the accuracy Will be 
satisfactory. The detected value Will thus be a direct measure 
of the force in the press frame. 

In order to obtain satisfactory temperature uniformity 
betWeen the column and the rod-shaped member, the latter is 
preferably of equal value as regards material having an 
equivalent coe?icient of thermal expansion (at least in their 
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common longitudinal direction). The column and the member 
suitably have the same surface treatment, for example, being 
painted With the same color. 

In order to provide satisfactory temperature transfer from 
the column, the rod- shaped member preferably abuts against 
the column. HoWever, it has turned out that excellent tem 
perature uniformity is obtained even if only one or a feW 
limited portions of the rod-shaped member are in contact With 
the column. Conveniently, the rod-shaped member has a 
smooth and plane contact surface against the column. 

According to another embodiment of the invention, the 
rod-shaped member has a length that corresponds to the 
length of the column. This makes it possible to easily arrange 
a detection structure on one end of the rod-shaped member. 
The accuracy of the measurements becomes very satisfactory, 
and relatively uncomplicated gauges can be used in the detec 
tion structure. HoWever, it should be understood that detec 
tion means can be arranged also at other locations than said 
end, and even detached from the unloaded (e. g. rod-shaped) 
member, for example, When detecting by means of laser. 
As already mentioned, according to an embodiment of the 

invention, one end of the rod-shaped member is suitably 
arranged so as to folloW one end of the column, Whereas the 
other end of the rod- shaped member is movable relative to the 
other end of the column. During a pressing operation in 
progress, the distance betWeen the other end of the column 
and the other end of the rod-shaped member Will thus change, 
Which is detected With the aid of a detection structure. The 
long rod-shaped member makes it possible to arrange the 
detection structure on the other end of the rod-shaped mem 
ber, Which is preferred. Alternatively, the detection structure 
can, hoWever, be arranged on the column or be independent 
from these tWo parts. 

In order to prevent the press from Working at too high a 
pressure, the detection means may comprise a structure that 
detects Whether the change in length of the column has 
reached a threshold value corresponding to a certain pressure 
inside the press. For a typical high-pressure press, a change in 
length of 0.1 m can correspond to a change in pressure of 
150 bar. If it is desirable, for example, to interrupt a pressing 
operation When the pressure in the press amounts to 6600 bar, 
the threshold value is thus set to a change in length of 4.4 mm. 
If the detection structure detects that the set threshold value 
has been reached, the pressing operation is interrupted and the 
pressure released. 

According to an embodiment of the invention, the detec 
tion structure comprises a limit sWitch Which is connected to 
hardWare, i.e. the sWitch is independent of electrical equip 
ment and opens a circuit Which directly releases the pressure 
in the press and possibly opens a circuit Which interrupts the 
supply of pressure medium, if any. The sWitch is arranged in 
a suitable manner on one end of the rod-shaped member and 
can advantageously be formed as a rocker arm having a lever. 
When the column due to its change in length strikes against 
the lever, reinforcement of the movement takes place at the 
other end of the lever, Which end then performs opening of the 
circuit and discharge of the pressure in the press. 

Preferably, the system of security is designed in such a 
manner that a release valve is controlled by means of a signal 
line, While the voltage to the motor Which is connected to the 
pump arrangement is controlled by another signal line. In 
normal operation, signaling takes place via both signal lines. 
If the threshold value is reached, tWo contacts Will thus pref 
erably be broken, Whereby the signaling ceases, thus prevent 
ing further pressure accumulation in the pressure vessel and 
the release valve being opened so that the pressure is released 
from the pressure vessel. 
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4 
The position of the release valve may be controlled by 

means of pneumatic pressure. If the pneumatic pressure or air 
pressure disappears, the release valve is opened. The signal 
that controls the release valve thus suitably affects a device, 
Which may comprise another valve, Which in its turn supplies 
air pressure to the release valve or releases air pressure from 
the release valve. Naturally, alternatives to a pneumatic 
release valve are conceivable, for example hydraulic type 
release valves. 
The system of security having the rocker arm is mechani 

cally compelling, i.e., for example, if play or high friction 
arises betWeen the rod-shaped member and the column, the 
opening of the circuit Will be activated automatically at a 
loWer pressure than normal. This is also the case if a spring 
construction breaks doWn, that keeps one end (e. g. the loWer 
end) of the rod-shaped member and the column, respectively, 
at a constant relative distance. Such a spring construction Will 
be described beloW in the detailed description of the draW 
ings. 
The embodiment described above thus offers a system of 

security Which comprises mechanical detection and Which at 
a certain reached threshold value automatically interrupts the 
pressing operation and releases the pressure from the pres sure 
vessel. It should be understood that other variants are possible 
Within the scope of protection of the appended claims. 

This type of detection structure having limit sWitches or 
threshold sWitches can also be arranged for a press having an 
existing system of security, supplementing a traditional pres 
sure gauge for obtaining an extra system of security. 

Apart from the above-mentioned sWitch for detecting a 
threshold value, the detection means may also include a 
device for continuous measuring of the change in length of 
the column. A length sensor is advantageously used for this 
purpose and, thus, continuous monitoring of the press and the 
current pressure therein can be obtained. Of course, different 
types of length sensors can be used. One example is a length 
sensor having an electromagnetic coil in Which an iron core is 
movable. The iron core is displaced by the column When the 
length of the column changes. 

Various mechanical solutions have been described above, 
the column mechanically affecting the detection means in 
connection With changes in length. HoWever, other solutions 
can also be used, such as optical detection, acoustic detection, 
Bluetooth, etc. 

According to an advantageous embodiment of the inven 
tion, measurements are made in at least yet another position 
on the press frame. Preferably, apart from arranging a ?rst set 
comprising a ?rst rod-shaped member With associated ?rst 
detection means, also a second set comprising a second rod 
shaped member With associated second detection means is 
arranged on the press frame. This multiple detection is used, 
for example, to determine if the load on the press is even or if 
there is a lack of balance. 
The ?rst set is arranged on one column, While the second 

set is arranged on another column in such a manner that the 
?rst and the second set are arranged diagonally relative to a 
symmetry axis of the high-pressure press, the symmetry axis 
being perpendicular to the extension of the columns. In the 
present application, the term diagonally signi?es a direction 
Which does not coincide With the imaginary horiZontal or 
vertical lines that run parallel to said symmetry axis. In other 
Words, the tWo column sides, on Which the respective sets are 
arranged, face different, preferably opposite, directions. 
Those skilled in the art Will realiZe that it is possible to arrange 
several sets of rod-shaped members With associated detection 
means, such as four sets symmetrically located at one comer 
each of the press. 
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Using a high-pressure press ?tted With rod-shaped mem 
bers that are positioned diagonally on the press frame results 
in many advantages. The average value of the change in 
length of the tWo columns can be used to obtain an accurately 
measured pressure in the press, Whereby the value of a pos 
sible traditional pressure gauge can be controlled by the 
obtained measurement result. Another advantage is that it is 
easy to check that the press frame becomes symmetrically 
loaded. Thus, the difference in change in length betWeen the 
columns can be used to measure eccentric load on the press 
frame. Should the maximum permissible extension of any 
one of the columns be exceeded and detected by one of the 
detection means, emergency shutdoWn of the press is accom 
plished. 

Embodiments of the present invention thus provide a con 
struction Which alloWs easy arrangement on an already avail 
able press frame since the press frame per se does not need to 
be changed in any Way. The rod-shaped members of the 
device are simply positioned on the outside of the press frame 
of the high-pressure press. This makes it possible to practi 
cally monitor various aspects of the pressing operation, rela 
tive to the pressure Within a high-pressure press. 

BRIEF DESCRIPTION OF THE SEVERAL 
VIEWS OF THE DRAWINGS 

FIG. 1 shoWs a high-pressure press according to an 
embodiment of the invention. 

FIG. 2 is a side vieW of the high-pressure press in FIG. 1. 
FIG. 3 shoWs the press frame of the high-pressure press 

shoWn in FIG. 1. 
FIG. 4 shoWs a device to be arranged on a press frame 

according to an advantageous embodiment of the present 
invention. 

FIG. 5 is an enlargement of a second portion of the device 
shoWn in FIG. 4. 

FIG. 6 is a longitudinal cross-section of a ?rst portion of the 
device shoWn in FIG. 4. 

FIG. 7 is an exploded vieW of a ?rst portion of the device 
shoWn in FIG. 4. 

FIG. 8 is an enlargement of the loWermost portion of the 
device in FIG. 1. 

FIG. 9 is a cross-sectional vieW of the portion of the device 
shoWn in FIG. 8. 

FIG. 10 is a cross-sectional top vieW of a high-pressure 
press of the type shoWn in FIG. 1. 

DETAILED DESCRIPTION OF THE INVENTION 

FIG. 1 is a front vieW of a high-pressure press 10 according 
to one embodiment of the invention. FIG. 2 is a side vieW of 
the high-pressure press in FIG. 1. The high-pressure press 10 
comprises a pressure vessel or a pressure cylinder 12 inside 
Which a high pressure (e.g. up to 15000 bar) is generated for 
machining a material. The pressure cylinder 12 is surrounded 
by a press frame 14. For reasons of clarity, the press frame 14 
is illustrated in a separate perspective vieW in FIG. 3, the same 
reference numerals being used for the corresponding ele 
ments in FIG. 1, FIG. 2 and FIG. 3. The press frame 14 
comprises tWo columns 16 Which are arranged on one side 
each of the pressure cylinder 12. 

The press frame 14 further comprises tWo solid yokes 18 
Which each have the form of a semicircular surface. The yokes 
18 are arranged at one end each of the pressure cylinder 12 
and form together With the columns 1 6 an internal rectangular 
space 20 in Which the pressure cylinder 12 is housed. The 
columns 16 and the yokes 18 are Wound With Wire 22 in 
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6 
several layers in order to provide prestress in the construction, 
Whereby the service length is prolonged. The Winding 22 is 
farthest out provided With a covering plate. A typical high 
pressure press 10 of this type is knoWn under the trademark 
QUINTUS®. 

In accordance With the present invention, a device 24 for 
measuring pressure of the high-pressure press 10 is arranged 
on the outside of the press frame 14. FIG. 1 and FIG. 2 shoW 
that the device 24 comprises a rod-shaped member 26 Which 
extends along and is substantially of the same length as one of 
the columns 16. The rod- shaped member 26 is kept in position 
by means of hooks 28 Which hold at least certain portions of 
the rod-shaped member 26 in abutment With the column 16. 
The rod-shaped member 26 is at its loWer portion 30 arranged 
adjacent to the column 16 in such a manner that the loWer end 
of the rod-shaped member 26 folloWs the loWer end of the 
column 16, i.e. the distance betWeen these ends is constant. 
HoWever, the upper portion 32 of the rod-shaped member 26 
is freely movable relative to the column 16, Which means that 
the distance in the vertical direction betWeen the upper end of 
the rod-shaped member 26 and the upper end of the column 
16 is variable. The rod-shaped member 26 is at its upper 
portion 32 provided With detection structure 34. When the 
pressure increases inside the pressure cylinder 12, the column 
16 Will be exposed to a change in length. The column 16 Will 
be longer, Which means that the distance in the vertical direc 
tion betWeen the upper end of the rod-shaped member 26 and 
the upper end of the column 16 Will be changed. Since the 
detection structure 34 is arranged at the upper end of the 
rod-shaped member 26, it Will detect the change in length 
Which is proportionate to the change in pressure in the pres 
sure cylinder 12. 

FIG. 4 shoWs a device 50 for arrangement on a press frame 
according to an advantageous embodiment of the present 
invention. The device 50 comprises an elongate rod-shaped 
member 52 Which has the shape of a narroW right parallelepi 
ped. The rod-shaped member 52 is about 3 m and is made of 
steel. The rod-shaped member is at an upper end portion 54 
provided With detection structure (not shoWn) Which is sur 
rounded by a protective hood 56. 

FIG. 5 is an enlargement of a loWer end portion 58 of the 
device shoWn in FIG. 4. The loWer end portion is provided 
With a through hole 60. A pin 62 Which is longer than the 
thickness of the rod-shaped member is inser‘table through the 
hole, its function being explained in more detail in the 
description of FIG. 8 and FIG. 9. 

FIG. 6 is a longitudinal cross-sectional vieW of the upper 
end portion 54 of the rod-shaped member 52 shoWn in FIG. 4, 
Which end portion is provided With detection structure 64. 
FIG. 7 is an exploded vieW of the same portion 54. Thus, the 
upper portion 54 of the rod-shaped member 52 is shoWn, 
Which is provided With detection structure 64 Which are pro 
tected by a hood 56 that is attached to the rod-shaped member 
52 by means of screWs 66. The detection structure 64 com 
prise a limit sWitch 68 and a length sensor 70. 
The limit sWitch 68 comprises an arm 72 having an end 74 

Which protrudes doWnWards and Which is adapted to make 
contact With a column, the change in length of Which is to be 
detected. The arm 72 is positioned above the end surface 76 of 
the rod-shaped member and is kept in position by means of a 
hook-shaped attachment 78, Which attachment 78 is secured 
to the rod-shaped member With the aid of screWs 80 Which 
enter the rod-shaped member 52 via the end surface 76. A pin 
82 Which forms the rotational axis of the arm 72 extends right 
through the attachment 78 and the arm 72. When a column 
thus gets in contact With the end 74 of the arm 72 and pushes 
it upWards, the arm 72 Will pivot round the pin 82, Whereby a 
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reinforced de?ection is obtained at the second end of the arm 
since the pin 82 is placed nearer the ?rst end. This lever or arm 
72 exchanges the movement at the limit position about three 
times, Whereby satisfactory accuracy is obtained. An adjust 
ing screW 84 is arranged under the second end of the arm 72 
and locked by a lock nut. Adjustment of the interrupting 
pressure of the system is adjusted by the adjusting screW 84 
Which is arranged on the arm 72. After adjustment, the adjust 
ing screW 84 is sealed. When the limit position has been 
achieved, the arm 72 thus pushes doWn the adjusting screW 84 
Which, in its turn, affects tWo contacts that break normal 
position signals and that are connected to safety relays Which, 
on the one hand, stop the main motor of the pump arrange 
ment so that further pressure accumulation in the pressure 
vessel is avoided and, on the other, break feeding to the 
release valve, thereby decompressing the press. 

The length sensor 70, Which is analogue, comprises a cur 
rent supplied electromagnetic coil (not shoWn in detail) in 
Which an elongate iron core 71 is movable. The length sensor 
70 is inserted through and screWed to a plate 81. The plate 81, 
in its turn, is kept in position by the same screWs 80 that lock 
the hook-shaped attachment 78. The iron core 71 extends 
doWnWards and is adapted to be in contact all the time With 
that column 16 on Which measuring of changes in length is 
made. During a pressing operation, the column 16 becomes 
longer and therefore pushes the iron core 71 upWards, Which 
results in its position relative to the coil being changed and, 
thus, also the electromagnetic ?eld strength Which is detect 
able therefrom is changed. 

It should be noted that the loWer end of the length sensor 
70, i.e. the loWer end of the iron core 71, is at least initially 
located beloW the doWnWardly extending end 74 of the arm 72 
of the limit sWitch 68. The reason for this is that the length 
sensor 70 continuously is to measure the change in length of 
the column 16, Whereas the limit sWitch 68 only is to detect if 
a highest permissible limit is reached in order to directly be 
able to interrupt the pressing operation and release the pres 
sure from the press. The analogue length sensor 70 gives an 
output signal of 0- 1 0V Which is received by an analogue input 
module in the control system, Which via a limit position 
mechanical relay sWitches a safety relay in the case a prede 
termined limit value of the output signal is obtained. This 
relay then interrupts the feeding to the hydraulic pump. In 
addition, all the safety relays are adapted so that When nec 
essary they disconnect the main engine of the hydraulic sys 
tem. 

FIG. 8 shoWs an enlargement of the loWermost portion 58 
of the device 50 in FIG. 4 and FIG. 5. FIG. 9 is a cross 
sectional vieW of the portion of the device shoWn in FIG. 8. 
These Figures shoW that loWer edge 100 of the rod-shaped 
member 52 is located beloW the loWer edge 102 of the column 
16. The horiZontally arranged pin 62 is inserted through the 
hole 60 provided in the rod-shaped member 52. The pin 62 
abuts against the underside 102 of the column 16. A spring 
construction 106 is by means of screWs 108 attached to the 
loWer yoke of the press frame or a ?xed component arranged 
outside the loWer yoke. The spring construction 106 com 
prises a spring-loaded pin 110 Which has a vertical extension 
and Which presses the rod-shaped member 26 upWards, the 
pin 62 passed through the rod-shaped member 52 being 
pressed against the column 16. Consequently, the pin 62 Will 
abut against the column 16 both during a pressing operation in 
progress and When the press is unloaded and therefore the 
respective loWer ends (100 and 102, respectively) or “Zero 
point” of the rod-shaped member 52 and the column 16 Will 
be located at a constant relative distance. 
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FIG. 10 is a cross-sectional top vieW of a high-pressure 

press 120 ofthe type shoWn in FIG. 1. FIG. 10 thus shoWs a 
?rst column 122 and a second column 124. The columns 122, 
124 are Wound With Wire. It is evident from FIG. 10 that the 
layers of Wire 126 Which are formed by Winding and Which 
are applied round the press frame are substantially of the same 
thickness as a column 122, 124. HoWever, the columns 122, 
124 have a larger Width than said layers of Wire 126. This vieW 
shoWs that not only a rod- shaped member 128 With associated 
detection structure is arranged on a column 122 comprised in 
the press frame, but also a second rod-shaped member 130 
With associated detection structure is arranged on the second 
column 124 comprised in the press frame. An imaginary line 
(shoWn by a dashed line) betWeen the tWo rod-shaped mem 
bers apparently runs diagonally relative to the axis S1 or S2 
perpendicular the columns. 
The arrangement having tWo diagonally arranged rod 

shaped members 128, 130 With associated detection structure 
shoWn in FIG. 10 can be used for measuring an average value 
of the change in length, Which gives an accurate representa 
tion of the pressure in the high-pressure press 120. Further 
more, it is possible to control that the press frame becomes 
symmetrically loaded. The difference in change in length 
betWeen the columns 122, 124 can thus be used for measuring 
eccentric loads on the press frame. If a maximum permissible 
lengthening is exceeded for one of the columns, the detection 
structure of that column Will react, Whereby the press is shut 
doWn in an emergency. Of course, further rod-shaped mem 
bers can be arranged adjacent to the columns, such as another 
tWo. HoWever, it has been found that the existing play side 
Ways betWeen the press frame and the pressure cylinder is so 
small that eccentric loads in this plane can be disregarded. 
Although certain embodiments have been described above, 

the invention is not limited thereto. It should thus be under 
stood that a plurality of modi?cations and variations can be 
provided Without deviating from the scope of the present 
invention Which is de?ned in the appended claims. 

I claim: 
1. A method for pressure-related monitoring of a pressing 

operation in a high-pressure press, Which includes a pressure 
vessel and a force-absorbing press frame surrounding the 
pressure vessel, the method comprising: 

detecting a change in length of a ?rst column of the press 
frame caused by pressure inside the pressure vessel; and 

interrupting a pressing operation and releasing the pres sure 
from the pres sure vessel When the change in length of the 
?rst column has reached a predetermined value. 

2. The method as claimed in claim 1, further comprising 
determining the pressure in the pressure vessel based on the 
detected change in length. 

3. The method as claimed in claim 1, Wherein the step of 
detecting is carried out on an outside of the press frame and on 
a side of the press frame facing a direction other than a side 
facing the pressure vessel. 

4. The method as claimed in claim 1, Wherein the detecting 
step comprises continuously measuring changes in the length 
of the ?rst column. 

5. The method as claimed in claim 1, further comprising: 
detecting changes in length of a second column provided in 

the press frame; and 
comparing changes in length of the second column With 

changes in length of the ?rst column for detecting asym 
metrical deformation of the high-pressure press. 

6. The method as claimed in claim 5, Wherein measuring 
points for detecting the change in length of the ?rst column 
and the second column are located diagonally from each other 
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relative to a symmetry axis of the high-pressure press, the 
symmetry axis being perpendicular to extension of the col 
umns. 

7. A method, comprising: 
operating a high-pressure press having a pressure vessel 

and a force-absorbing press frame; and 

detecting a change in length of at least one column com 
prised in the press frame, the change in length depending 
on a pressure inside the pressure vessel. 

8. The method as claimed in claim 7, Wherein a rod-shaped 
member is arranged substantially parallel to and adjacent to 
said column for detecting the change in length of the column 
relative to the rod-shaped member. 

9. A method, comprising: 
comparing lengths of at least tWo rod-shaped members 

having substantially ?xed lengths With respective col 
umn sections of a force-absorbing press frame having 
lengths that vary according to pres sure forces Within the 
press frame, for detecting an asymmetrical load applied 
to a pressure vessel surrounded by the force-absorbing 
press frame, the rod-shaped members being arranged 
substantially parallel to and adjacent to respective ones 
of tWo columns, each column provided in the press 
frame. 
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10. The method of claim 9, Wherein said tWo rod-shaped 

members are arranged adjacent to one column each in such a 
manner that the rod-shaped members are arranged diagonally 
relative to a symmetry axis of a high-pressure press, the 
symmetry axis being perpendicular to an extension of the 
columns. 

11. A method, comprising: 
positioning a pressure vessel Within a force-absorbing 

press frame; 
pressuriZing the pressure vessel; and 
monitoring a pressure level Within the pressure vessel by 

detecting a change in a dimension of the force-ab sorbing 
press frame resulting from the pressuriZing step. 

12. The method of claim 11, Wherein the monitoring step 
comprises detecting a threshold pressure level Within the 
pressure vessel by detecting a change in the dimension of the 
force-absorbing press frame of a preselected value. 

13. The method of claim 11, Wherein the monitoring step 
comprises measuring a level of pressure Within the pressure 
vessel by measuring a degree of change in the dimension of 
the force-absorbing press frame. 

14. The method of claim 11, Wherein the force-absorbing 
press frame includes a column and Wherein the dimension is 
a length of the column. 

* * * * * 


