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SEMICONDUCTOR DEVICE WITH 
IMPROVED RESIN CONFIGURATION 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application is a divisional application of US. Ser. No. 
11/176,782 ?led Jul. 7, 2005, claiming priority to Japanese 
Patent Application No. 2004-242330 ?led Aug. 23, 2004 all 
of Which are hereby incorporated by reference. 

BACKGROUND OF THE INVENTION 

1. Technical Field 

The present invention relates a semiconductor device. 

2. Related Art 

It is Well knoWn that a Wiring substrate is ?rmly ?xed With 
a semiconductor chip via a resin layer. In such case, removing 
a Wiring substrate from semiconductor chip is prevented by a 
resin layer so as to improve reliability of a semiconductor 
device. 

Japanese Unexamined Patent Publication No. 10-233463 
is an example of related art. 

SUMMARY 

An advantage of the invention is to provide highly reliable 
semiconductor device. 

According to an ?rst aspect of the invention, a semicon 
ductor device of the present invention comprises: a Wiring 
substrate including a Wiring pattern; a semiconductor chip 
installed on the Wiring substrate, including a plurality of pads 
on the surface of the semiconductor chip, Which opposes the 
Wiring substrate; a ?rst resin layer covering over a part of the 
Wiring pattern Within a region of overlapping With the semi 
conductor chip; and a second resin layer installed betWeen the 
semiconductor chip and the ?rst resin layer. Further, the pads 
are oppose to and coupled With a part of the Wiring pattern 
exposed over the ?rst resin layer; and the linear expansion 
coe?icient of the Wiring substrate is larger than that of the 
semiconductor chip, the elastic modulus of the Wiring sub 
strate is loWer than that of the semiconductor chip and the 
linear expansion coe?icient of the ?rst resin layer is larger 
than that of the second resin layer, the elastic modulus of the 
?rst resin layer is loWer than that of the second resin layer. The 
invention shoWs that tWo resin layers, of Which the linear 
expansion coef?cient and the elastic modulus are different 
each other, are installed betWeen the Wiring substrate and the 
semiconductor chip. Hence, these layers prevent the Wiring 
substrate from removing from the semiconductor chip, pro 
viding a highly reliable semiconductor chip. 

In the semiconductor device of the invention, the adhesive 
ness of a part of the Wiring pattern covered by the ?rst resin 
layer With resin may be higher than that of the exposed part of 
the Wiring pattern. This adhesiveness prevents the ?rst resin 
layer for removing from the Wiring substrate. Hence, a further 
highly reliable semiconductor device can be provided. 

In the semiconductor device of the invention may include a 
third resin layer installed on the other surface opposing one 
surface of the Wiring substrate in Which the semiconductor 
substrate is installed. 
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2 
In the semiconductor device, the material of third resin 

layer may be the same of the ?rst resin layer. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The invention Will be described With reference to the 
accompanying draWings, Wherein like numbers refer to like 
elements, and Wherein: 

FIG. 1 shoWs a semiconductor device of a ?rst embodiment 
of the invention. 

FIGS. 2A and 2B shoW a method of manufacturing a semi 
conductor device of the embodiment of the invention. 

FIG. 3 shoWs a circuit board in Which the semiconductor 
device of the embodiment of the invention is mounted. 

FIG. 4 shoWs an electronic device in Which the semicon 
ductor device of the embodiment of the invention is mounted. 

FIG. 5 shoWs an electronic device in Which the semicon 
ductor device of the embodiment of the invention is mounted. 

FIG. 6 shoWs a semiconductor device of a modi?cation of 
the embodiment of the invention. 

DESCRIPTION OF THE EMBODIMENTS 

Embodiments of the invention Will noW be described With 
reference to the accompanying draWings. But the essence of 
the present invention is not limited to the folloWing embodi 
ment. FIG. 1 shoWs a semiconductor device of a ?rst embodi 
ment of the invention. FIG. 1 is a cross sectional vieW of a 
semiconductor device. 
A semiconductor device of the present invention includes a 

Wiring substrate 10 as shoWn in FIG. 1. A material and struc 
ture of the Wiring substrate 10 is not speci?cally limited and 
may be any of Well-known substrates. The Wiring substrate 10 
may be a ?exible or rigid. Otherwise, the Wiring substrate 10 
may be a tape. the Wiring substrate 10 may also a stacked 
multi layered type or a single layer. Further, the con?guration 
of the Wiring substrate 10 is not speci?cally limited. In a 
semiconductor device of the present embodiment, the linear 
expansion coe?icient of the Wiring substrate 10 is larger than 
that of a semiconductor chip 20 described later. The elastic 
modulus of the Wiring substrate 10 is loWer than that of the 
semiconductor chip 20. The Wiring substrate 10 includes a 
Wiring pattern 12 as shoWn in FIG. 1. The Wiring pattern 12 
may be installed on one surface of the Wiring substrate 10. 
Otherwise, tWo of the Wiring patterns 12 may be installed on 
both surfaces of the Wiring substrate 10 as shoWn in FIG. 1. In 
this case, each of the Wiring patterns 12 installed on both 
surfaces of the Wiring substrate 10 may be connected to other. 
When the Wiring substrate 10 is multiple layers, the Wiring 
patterns 12 may be installed betWeen multiple layers of the 
Wiring substrate 10 (not shoWn). A material and structure of 
the Wiring pattem12 is not speci?cally limited. The Wiring 
pattem12 may be a single layered conductive pattern. Other 
Wise, the Wiring pattern12 may be a multiple layered conduc 
tive pattern. In this case, the Wiring pattern 12 may include a 
layer made of cupper. 
A semiconductor device of the embodiment includes the 

semiconductor chip 20 having a plurality of pads 22 as shoWn 
in FIG. 1. The semiconductor chip 20 may include a inte 
grated circuit 21 as shoWn in FIG. 1. A structure of the 
integrated circuit 21 is not speci?cally limited, but may 
include active elements such as transistors and passive ele 
ments such as resisters, capacitors and coils. Pads 22 may be 
electrically connected to the integrated circuit 21. OtherWise, 
the pads 22 may further include pads, Which electrically 
connected to the integrated circuit 21. The pads 22 may be 
installed only at the end of the semiconductor chip 20. The 
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pads 22 may be arranged along four sides of the semiconduc 
tor chip 20 or tWo sides of it. Otherwise, the pads 22 may be 
arranged like an area array. A material and structure of the pad 
22 is not speci?cally limited. The pad 22 may be a thin and 
plane ?lm made of copper, aluminum or gold for example. 
The semiconductor chip 20 is installed on the substrate 10 so 
that the surface including the pads 22 opposes the Wiring 
substrate 10. The pads 22 are opposed to and electrically 
connected to the Wiring pattern 12. In detail, the pads 22 are 
opposed to and electrically connected to a part of the Wiring 
pattern 12 exposed from a ?rst resin layer 30 described later. 
The Wiring pattern 12 may be electrically connected to the 
pads 22 via a conductive member 24 shoWn as FIG. 1. The 
linear expansion coe?icient of the semiconductor chip 20 is 
small than that of the Wiring substrate 10. The elastic modulus 
of the semiconductor chip 20 is higher than that of the Wiring 
substrate 1 0. In other Word, the linear expansion coef?cient of 
the Wiring substrate 10 is larger than that of the semiconduc 
tor chip 20. The elastic modulus of the Wiring substrate 10 is 
loWer than that of the semiconductor chip 20. 
A semiconductor device of the embodiment includes a ?rst 

and second resin layers 30 and 40 as shoWn in FIG. 1. The 
linear expansion coe?icient of the ?rst resin layer 30 is larger 
than that of the second resin layer 40. The elastic modulus of 
the ?rst resin layer 30 is loWer than that of the second resin 
layer 40. The ?rst resin layer 30 covers over a part of the 
Wiring pattern 12 Within a region overlapping the semicon 
ductor chip 20. In such case, the ?rst resin layer 30 may be 
installed on the Wiring substrate 10. Namely, the ?rst resin 
layer 30 may partially contact With the surface of the Wiring 
substrate 10. The ?rst resin layer 30 may be formed so as to 
avoid a part in Which the Wiring pattern 12 is electrically 
connected With the pads 22 of the semiconductor chip 20. The 
?rst resin layer 30 may be formed so as to reach the outside of 
a region of the Wiring substrate 10 on Which the semiconduc 
tor chip 20 is installed. Otherwise, the ?rst resin layer 30 may 
be formed only Within a region overlapping a region of the 
Wiring substrate 10 in Which the pads 22 are formed for the 
semiconductor chip 20 (not shoWn). The plane con?guration 
of the ?rst resin layer 30 is not speci?cally limited. The ?rst 
resin layer 30 may be arranged along the Wiring pattern 12 so 
as to cover the Wiring pattern 12 for example. OtherWise, the 
plane con?guration of the ?rst resin layer 30 may be extended 
toWard the direction of a diagonal line of a region in Which the 
semiconductor chip 20 is installed on the Wiring substrate 10. 
A method of forming the ?rst resin layer 30 is not speci?cally 
limited. A resin layer may be formed covering all over the 
Wiring pattern 12 and partially removed so as to form the 
con?guration of the ?rst resin layer 3 0 as initially designed. In 
a semiconductor device of the embodiment, the second resin 
layer 40 is formed betWeen the semiconductor chip 20 and the 
?rst resin layer 30. The second resin layer 40 may be formed 
Within a region in Which the ?rst resin layer 30 is formed 
shoWn as FIG. 1. OtherWise, the second resin layer 40 may be 
formed reaching the outside of the ?rst resin layer 30 (not 
shoWn). The second resin layer 40 may be formed reaching 
the outside of the semiconductor chip 20 shoWn as FIG. 1. The 
second resin layer 40 may be formed covering over a part of 
the Wiring substrate lo exposed from the ?rst resin layer 3 0. In 
this case, the second resin layer 40 may be formed contacting 
a part of the Wiring substrate10 exposed from the ?rst resin 
layer 30. The second resin layer 40 may be formed covering 
over a part of the Wiring pattern 12 exposed from the ?rst resin 
layer 30. A method of forming the second resin layer 40 is not 
speci?cally limited. A resin material 42 is formed on the ?rst 
resin layer 30 and the Wiring substrate 10 (shoWn in FIG. 2A). 
The resin material 42 may be a paste or a sheet. Then, the 
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4 
semiconductor chip 20 is installed on the Wiring substrate 10 
shoWn as FIG. 2A. In this case, the pads 22 of the semicon 
ductor chip 20 may include a bump 25 as shoWn in FIG. 1A. 
Then, the semiconductor chip 20 is installed With pressing 
and expanding the resin material 42 as shoWn in FIG. 2B. The 
resin material 42 is cured after electrically connecting the 
Wiring pattern 12 to the pads 22. Thus, the Wiring pattern 12 
is electrically connected to the pads 22 and the semiconductor 
chip 20 is ?rmly ?xed to the Wiring substrate 10. Electrical 
connecting the Wiring pattern 12 to the pads 22 may be imple 
mented more than soldering. Alloyed junction of the Wiring 
pattern 12 With the bump 25 may be implemented so as to 
form the conductive member 24 shoWn as FIG. 2B. Other 
Wise, conductive ?ne particles are introduced betWeen the 
Wiring pattern 12 and the bump 25 so as to electrically con 
nect the Wiring pattern 12 With the pads 22 (not shoWn). 
As described above, in a semiconductor device of the 

embodiment, the ?rst and the second resin layers 30 and 40 
are formed betWeen the Wiring substrate 10 and the semicon 
ductor chip 20. In other Word, the Wiring substrate 10 and the 
semiconductor chip 20 are ?xed each other by the ?rst and the 
second resin layers 30 and 40. As described above, in a 
semiconductor device of the embodiment, the linear expan 
sion coef?cient of the ?rst resin layer 30 is larger than that of 
the second resin layer 40,and the elastic modulus of the ?rst 
resin layer 30 is loWer than that of the second resin layer 40. 
Further, the linear expansion coe?icient of the Wiring sub 
strate 10 is larger than that of the semiconductor chip 20, and 
the elastic modulus of the Wiring substrate 10 is loWer than 
that of the semiconductor chip 20. Therefore, contacting the 
Wiring substrate 10 With the ?rst resin layer 30 makes occur 
rence of stress dif?cult at an interface, comparing With the 
contact of the Wiring substrate 10 With the second resin layer 
40. Further, contacting the second resin layer 40 With the 
semiconductor chip 20 also makes occurrence of stress di?i 
cult at an interface, comparing With the contact of the semi 
conductor chip 20 With the ?rst resin layer 30. It is uneasy to 
remove the ?rst resin layer 30 from the second resin layer 40 
since these layers are made of resin. As described above, in a 
semiconductor device of the embodiment, the ?rst resin layer 
30 is formed on the Wiring substrate 10(the Wiring pattern 12) 
and the second resin layer 40 is formed betWeen the semicon 
ductor chip 20 and the ?rst resin layer 30. Hence, these layers 
prevent the Wiring substrate 10 from removing from the semi 
conductor chip 20, providing a highly reliable semiconductor 
chip. 

Here, in a semiconductor device of the embodiment, the 
adhesiveness of a part of the Wiring pattern 12 covered by the 
?rst resin layer 30 With resin may be higher than that of the 
exposed part of the Wiring pattern 12 from the ?rst resin layer 
30. Thus, this adhesiveness prevents removing the ?rst resin 
layer 30 from the Wiring substrate 10, providing a further 
highly reliable semiconductor chip. A method of forming 
parts of the Wiring pattern 12 of Which adhesiveness is differ 
ent each other, is mot speci?cally limited. For example, the 
Wiring pattern 12 is formed With cupper and the surface of it 
is roughly processed. The ?rst resin layer 30 is formed there 
after, so as to heighten the adhesiveness of the ?rst resin layer 
30 With the Wiring pattern 12. Further, the exposed part of the 
Wiring pattern 12 from the ?rst resin layer 30 can be an 
appropriate structure for electrically contact With other con 
ductive member by plating it after forming the ?rst resin layer 
30. Namely, the electrical reliability of the pads 22 of the 
semiconductor chip 20 against the ?rst resin layer 30 can be 
heightened. Hence, this process prevents the Wiring substrate 
10 from removing from the semiconductor chip 20, providing 
a highly-electrically-reliable semiconductor chip. 
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Here, in a semiconductor device of the embodiment, a third 
resin layer 50 may be formed as shown in FIG. 1. The third 
resin layer 50 is formed on the other surface of the wiring 
substrate 10 of which is opposite to one surface on which the 
semiconductor chip 20 is installed. Hence, resin layers are 
formed on the both surfaces of the wiring substrate 10, mak 
ing difference of stresses applied to the both surfaces small. 
Therefore, this structure prevents the wiring substrate 10 
from warpage, buckle and bend, providing a highly reliable 
semiconductor device. Here, the third resin layer 50 may be 
made of the same material of the ?rst resin layer 30. This 
forming makes making difference of stresses applied to the 
both surfaces further small providing a further highly reliable 
semiconductor device. Here, when the wiring pattern 12 is 
formed on the other surface of the wiring substrate 10 oppos 
ing to an surface on which the semiconductor substrate 20 is 
installed, the third resin layer 50 may be formed covering over 
a part of the wiring pattern 12. 
A semiconductor device of the embodiment may further 

include a second semiconductor chip 60 as shown in FIG. 1. 
The second semiconductor chip 60 may be installed on the 
wiring substrate 10. The second semiconductor chip 60 may 
be formed on the other surface of the wiring substrate 10 of 
which is opposite to one surface on which the semiconductor 
chip 20 is installed. Here, a fourth resin layer 55 may be 
formed between the third resin layer 50 and the second semi 
conductor chip 60 as shown in FIG. 1. The linear expansion 
coe?icient of the fourth resin layer 55 is smaller than that of 
the third resin layer 50, and the elastic modulus of the fourth 
resin layer 55 is higher than that of the third resin layer 50. 
This relationship prevents the second semiconductor chip 60 
from removing. Here, the material of fourth resin layer 55 
may be the same of the second resin layer. Otherwise, a 
semiconductor device of the embodiment may not include the 
second semiconductor chip 60 and the fourth resin layer 55. 
A semiconductor device of the embodiment may further 

include an external terminal 70. The external terminal 70 may 
be formed on the other surface of the wiring substrate 10 of 
which is opposite to one surface on which the semiconductor 
chip 20 is installed. The external terminal 70 may be formed, 
electrically connecting to the wiring pattern 12. The external 
terminal 70 may be formed with solider for example. lnclud 
ing the external terminal 70 can provide a semiconductor 
device, which can be easily mounted on a circuit substrate and 
the like. 
A semiconductor device of the embodiment may have the 

above-mentioned structure. FIG. 3 shows a circuit board 1000 
in which the semiconductor device 1 of the embodiment of 
the invention is mounted. Further, as an electronic device 
including a semiconductor device of the embodiment, a not 
type personal computer 2000 is shown in FIG. 4 and a mobile 
phone 3000 is also shown in FIG. 5. 

(Modi?cation) Modi?cation of the embodiment of a semi 
conductor device is explained hereafter. In a semiconductor 
device of the modi?cation, all structures, which were already 
explained, are also applied as much as they can. FIG. 6 shows 
a cross section of a semiconductor device 2 of the modi?ca 
tion of the embodiment. 
A semiconductor device of the modi?cation includes an 

electrical connecting part 14 in the wiring substrate 10 as 
shown in FIG. 6. The electrical connecting part 14 may be a 
part of the wiring pattern 12. The electrical connecting part 14 
is installed on the surface of the wiring substrate on which the 
semiconductor chip 20 is installed. The electrical connecting 
part 14 is arranged outside of a region, which overlaps the 
semiconductor chip 20. The electrical connecting part 14 is 
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6 
exposed from the ?rst resin layer 30 as shown in FIG. 6. In 
other word, in a semiconductor device of the modi?cation, the 
?rst resin layer is formed avoiding the electrical connecting 
part 14. 
A semiconductor device of the modi?cation may include a 

third semiconductor 80 as shown in FIG. 6. The third semi 
conductor chip 80 may include pads 82. As shown in FIG. 6, 
the third semiconductor chip 80 may be formed on the semi 
conductor chip 20 so that other surface of it, which is opposite 
to a surface on which the pads 82 are installed, opposes the 
semiconductor chip 20. The third semiconductor chip 80 may 
be ?xed to the semiconductor chip 20 via a insulating layer 
84. 
A semiconductor device of the modi?cation may include a 

wirer 85 as shown in FIG. 6. The pads 82 of the third semi 
conductor chip 80 is electrically connected to the electrical 
connecting part 14 on the wiring substrate 10 via the wire 85. 
A method of installing the wire 85 is not speci?cally limited; 
any of well-known methods can be applied. Further, a mate 
rial of the wire 85 is also not speci?cally limited, and a gold 
wire can be applied for example. 
A semiconductor device of the modi?cation includes a 

resinpart 90 as shown in FIG. 6. The resinpart 90 may seal the 
?rst and the third semiconductor chips 20 and 80, and the 
wirier 85. This sealing prevents the wire 85 from corruption 
and a plurality of wires 85 from contacting each other, pro 
viding a highly reliable semiconductor device. A method of 
forming the resin part 90 is not speci?cally limited, and any of 
well-known methods can be applied. Further, a range of form 
ing the resin part 90 and the material of it are not speci?cally 
limited. 
A semiconductor device of the modi?cation may include a 

second semiconductor chip 60 as shown in FIG. 6. Otherwise, 
a semiconductor device of the modi?cation may not include 
the second semiconductor chip 60 (not shown.) 

It should be noted that the present invention is not limited 
to the above-mentioned embodiments, and various changes 
and modi?cations can be made within the spirit and scope of 
the invention. For example, the present invention includes 
substantially the same structure (including the structure with 
the same functions, methods, and results and the structure 
with the same goals and results) as the structure of the above 
mentioned embodiments. The present invention also includes 
other structures in which non-essential elements of the above 
mentioned embodiments are substituted. The present inven 
tion also includes the structures that can achieve the same 
effects or the same goals as those achieved by the above 
mentioned embodiments. Moreover, the present invention 
includes other structures in which known methods and tech 
niques are incorporated into the above-mentioned embodi 
ments. 

What is claimed is: 
1. A semiconductor device comprising: 
a wiring substrate including a wiring pattern; 
a semiconductor chip having a pad disposed on a ?rst 

surface thereof and mounted on the wiring substrate so 
that the ?rst surface of the semiconductor chip opposes 
the wiring substrate; 

a ?rst resin layer covering a ?rst part of the wiring pattern, 
overlapping the semiconductor chip, the ?rst resin layer 
including an opening disposed on a second part of the 
wiring pattern, the second part of the wiring pattern 
overlapping the pad; 

a conductive member disposed in the opening of the ?rst 
resin layer and connecting the pad and the second part of 
the wiring pattern; and 
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a second resin layer disposed between the semiconductor 
chip and the ?rst resin layer and at least partially dis 
posed Within the opening of the ?rst resin layer and 
betWeen the ?rst resin layer and the conductive member. 

2. A semiconductor device according to claim 1, Wherein 
an adhesiveness of the ?rst part of the Wiring pattern With 
resin is higher than that of the second part of the Wiring 
pattern With the resin. 

3. A semiconductor device according to claim 1, further 
comprising a third resin layer disposed on a second surface of 
the Wiring substrate opposing a ?rst surface of the Wiring 
substrate. 

4. A semiconductor device according to claim 3, Wherein a 
material of the third resin layer is the same material as the ?rst 
resin layer. 

5. A semiconductor device according to claim 1, Wherein 
the conductive member has a plurality of surfaces, a ?rst 
surface of the plurality of surfaces of the conductive member 
being in contact With the pad, a second surface of the plurality 
of surfaces of the conductive member being contact With the 
second part of the Wiring pattern, at least one surface of the 
plurality of surfaces of the conductive member except for the 
?rst surface of the plurality of surfaces of the conductive 
member and the second surface of the plurality of surfaces of 
the conductive memberbeing in contact With the second resin 
layer. 

6. A semiconductor device according to claim 5, Wherein 
all surfaces of the plurality of surfaces except for the ?rst 
surface of the plurality of surfaces and the second surface of 
the plurality of surfaces are in contact With the second resin 
layer. 

7. A semiconductor device according to claim 3, further 
comprising: 

a second semiconductor chip mounted on the second sur 
face of the Wiring substrate and having a second pad; and 
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a fourth resin layer disposed betWeen the third resin layer 

and the second semiconductor chip. 
8. A semiconductor device according to claim 7, Wherein 

the material of the fourth resin layer is the same material as 
the second resin layer. 

9. A semiconductor device according to claim 7, Wherein 
the linear expansion coef?cient of the fourth resin layer is 
smaller than the linear expansion coef?cient of the third resin 
layer. 

10. A semiconductor device according to claim 7, Wherein 
the elastic modulus of the fourth resin layer is higher than the 
elastic modulus of the third resin layer. 

11. A semiconductor device according to claim 7, Wherein 
the third resin layer includes a second opening on the third 
part of the Wiring pattern. 

12. A semiconductor device according to claim 11, further 
comprising a second conductive member disposed in the sec 
ond opening and connects the second pad and the third part of 
the Wiring pattern. 

13 . A semiconductor device according to claim 12, Wherein 
a part of the fourth resin layer is disposed Within the second 
opening of the third resin layer and betWeen the third resin 
layer and the second conductive member. 

14.A semiconductor device according to claim 12, Wherein 
the second conductive member has a plurality of surfaces, a 
?rst surface of the plurality of surfaces being in contact With 
the second pad, a second surface of the plurality of surfaces 
being in contact With the third part of the Wiring pattern, at 
least one surface of the plurality of surfaces except for the ?rst 
surface of the plurality of surfaces and the second surface of 
the plurality of surfaces being in contact With the fourth resin 
layer. 


