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SYSTEMS AND METHODS FOR 
MINIMALLY-INVASIVE 

OPTICAL-ACOUSTIC IMAGING 

RELATED APPLICATION 

This application is a continuation of US. patent applica 
tion Ser. No. 11/674,568, Which Was ?led on Feb. 13, 2007, 
issuing on Nov. 4, 2008 as US. Pat. No. 7,447,388, Which is 
incorporated herein by reference, and Which is, in turn a 
continuation of US. patent application Ser. No. 10/266,082, 
Which Was ?led on Oct. 7, 2002, issuing on Jul. 17, 2007 as 
US. Pat. No. 7,245,789, Which is also incorporated herein by 
reference. 

FIELD OF THE INVENTION 

This document relates generally to imaging, and particu 
larly, but not by Way of limitation, to systems and methods for 
minimally-invasive optical-acoustic imaging. 

BACKGROUND 

Vardi et al. PCT Patent Application No. PCT/US99/04913, 
Which published on 18 Nov. 1999 as International Publication 
No. WO 99/58059, discusses an optical-acoustic imaging 
device. In that document, Which is incorporated herein by 
reference in its entirety, including its disclosure of a 
guideWire optical-acoustic imaging device, an elongated 
imaging guideWire includes an elongated optical ?ber driven 
by light from a laser. A distal end of the guideWire includes a 
polyvinyldiene ?uoride (PVDF) ?lm pieZoelectric ultra 
sound transducer. The ultrasound transducer transmits ultra 
sound to an imaging region of interest about the distal tip of 
the guideWire, and also receives the returned ultrasound 
energy. The received ultrasound energy deforms a Fiber 
Bragg Grating (FBG or “Bragg grating”) at the distal end of 
the guide Wire, Which, in turn, modulates the optical signal 
through the optical ?ber. Imaging information about the 
region of interest is then obtained at the proximal end of the 
guideWire from the modulated optical signal. 
Among other things, the present applicant has recogniZed 

that a pieZoelectric ultrasound transducer may be dif?cult to 
integrate With a minimally-invasive guideWire because of 
electrical signal losses in ultra?ne electrical conductors 
extending longitudinally through the guideWire assembly. 
Moreover, the present applicant has recogniZed that the ?eld 
of vieW of the Vardi et al. device may be limited by the siZe of 
apertures around the PVDF ultrasound transducers and/ or the 
spacing betWeen FBGs. Furthermore, the present applicant 
has recogniZed that the sensitivity of the Vardi et al. device 
may limit its usefulness in an imaging application. For these 
and other reasons, the present applicant has recogniZed that 
there is an unmet need in the art for improved systems and 
methods for performing optical-acoustic imaging. 

BRIEF DESCRIPTION OF THE DRAWINGS 

In the draWings, Which are not necessarily draWn to scale, 
like numerals describe substantially similar components 
throughout the several vieWs. Like numerals having different 
letter suf?xes represent different instances of substantially 
similar components. The draWings illustrate generally, by 
Way of example, but not by Way of limitation, various 
embodiments discussed in the present document. 

FIG. 1 is a cross-sectional side vieW illustrating generally, 
by Way of example, but not by Way of limitation, one example 
of an FBG strain sensor in an optical ?ber. 
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2 
FIG. 2 is a cross-sectional side vieW illustrating generally, 

by Way of example, but not by Way of limitation, an example 
of an FBG grating interferometer sensor. 

FIG. 3A is a cross-sectional schematic diagram illustrating 
generally one example of a distal portion of an imaging 
guideWire that combines an acousto-optic FBG sensor With 
an photoacoustic transducer. 

FIG. 3B is a cross-sectional schematic diagram illustrating 
generally one example of a distal portion of an imaging 
guideWire that combines an acousto-optic FBG sensor With 
an photoacoustic transducer. 

FIG. 4 is a cross-sectional schematic diagram illustrating 
generally one example of the operation of a blaZed grating 
FBG photoacoustic transducer. 

FIG. 5 is a schematic diagram comparing an expected 
angular sensitivity pattern of an exemplary blaZed FBG opti 
cal-to-acoustic and acoustic-to-optical combined device to 
that of a pieZoelectric sensor. 

FIG. 6 is a schematic diagram illustrating generally one 
technique of generating an image by rotating the blaZed FBG 
optical-to-acoustic and acoustic-to-optical combined trans 
ducer and displaying the resultant series of radial image lines 
to create a radial image. 

FIG. 7 is a schematic diagram that illustrates generally one 
such phased array example, in Which the signal to/from each 
array transducer is combined With the signals from the other 
transducers to synthesiZe a radial image line. 

FIG. 8 is a schematic diagram that illustrates generally an 
example of a side vieW of a distal portion of a guideWire. 

FIG. 9 is a schematic diagram that illustrates generally one 
example of a cross-sectional side vieW of a distal portion of a 
guideWire. 

FIG. 10 is a schematic diagram that illustrates generally 
one example of a cross-sectional end vieW of a proximal 
portion of a guideWire. 

FIG. 11 is a schematic diagram that illustrates generally 
one example of a cross-sectional end vieW of a distal portion 
of a guideWire. 

FIG. 12 is a schematic diagram that illustrates generally 
one example of a cross-sectional side vieW of a distal portion 
of a guideWire. 

FIG. 13A is a cross-sectional schematic diagram illustrat 
ing generally one example of a proximal portion of a 
guideWire, Which is communicatively coupled to an instru 
mentation/control interface via an optical coupler. 

FIG. 13B is a cross-sectional schematic diagram illustrat 
ing generally a further example of a proximal portion of a 
guideWire that is communicatively coupled to an instrumen 
tation/ control interface using an optical coupler. 

FIG. 14A is a block diagram illustrating generally one 
example of the imaging guideWire and associated interface 
components. 

FIG. 14B is a block diagram illustrating generally another 
example of the imaging guideWire and associated interface 
components, including tissue characterization and image 
enhancement modules. 

FIG. 15 is a cross-sectional schematic diagram illustrating 
generally one example of an alternate acoustic-to-optical 
transducer. 

FIG. 16 is a cross-sectional schematic diagram illustrating 
generally one example of operation of the acoustic-to-optical 
transducer of FIG. 15. 

DETAILED DESCRIPTION 

In the folloWing detailed description, reference is made to 
the accompanying draWings that form a part hereof, and in 
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Which is shown by Way of illustration speci?c embodiments 
in Which the invention may be practiced. These embodiments 
are described in su?icient detail to enable those skilled in the 
art to practice the invention, and it is to be understood that the 
embodiments may be combined, or that other embodiments 
may be utiliZed and that structural, logical and electrical 
changes may be made Without departing from the scope of the 
present invention. The folloWing detailed description is, 
therefore, not to be taken in a limiting sense, and the scope of 
the present invention is de?ned by the appended claims and 
their equivalents. 

In this document, the terms “a” or “an” are used, as is 
common in patent documents, to include one or more than 
one. Furthermore, all publications, patents, and patent docu 
ments referred to in this document are incorporated by refer 
ence herein in their entirety, as though individually incorpo 
rated by reference. In the event of inconsistent usages 
betWeen this documents and those documents so incorporated 
by reference, the usage in the incorporated reference(s) 
should be considered supplementary to that of this document; 
for irreconcilable inconsistencies, the usage in this document 
controls. In this document, the term “minimally-invasive” 
refers to techniques that are less invasive than conventional 
surgery; the term “minimally-invasive” is not intended to be 
restricted to the least-invasive technique possible. 

1. EXAMPLES OF FIBER BRAGG GRATING 
ACOUSTO-OPTIC SENSORS 

FIG. 1 is a cross-sectional side vieW illustrating generally, 
by Way of example, but not by Way of limitation, one example 
of a strain-detecting FBG sensor 100 in an optical ?ber 105. 
FBG sensor 100 senses acoustic energy received from a 
nearby area to be imaged, and transduces the received acous 
tic energy into an optical signal Within optical ?ber 1 05. In the 
example of FIG. 1, FBG sensor 100 includes Bragg gratings 
110A-B in an optical ?ber core 115 surrounded by an optical 
?ber cladding 120. Bragg gratings 110A-B are separated by a 
strain sensing region 125, Which, in one example, is about a 
millimeter in length. This example senses strain by detecting 
an “optical displacement” betWeen these gratings 110A-B. 
A ?ber Bragg grating can be conceptualized as a periodic 

change in the optical index (Which is inversely proportional to 
the speed of light in the material) of a portion of the optical 
?ber core 115. Light of a speci?c Wavelength traveling doWn 
such a portion of core 115 Will be re?ected; the period (dis 
tance) 130 of the change in the optical index determines the 
particular Wavelength of light that Will be re?ected. The 
degree of index change and the length 135 of the grating 
determine the ratio of light re?ected to that transmitted 
through the grating. 

FIG. 2 is a cross-sectional side vieW illustrating generally, 
by Way of example, but not by Way of limitation, an operative 
example of an interferometric FBG sensor 100. The example 
of FIG. 2 includes tWo FBGs 110A-B. FBG 110A is partially 
re?ective at a speci?c Wavelength of light passing through 
?ber core 115. FBG 110B is substantially fully re?ective of 
such light. This interferometric arrangement of FBGs 
110A-B is capable of discerning the “optical distance” 
betWeen FBGs 110A-B With extreme sensitivity. The “optical 
distance” is a function of the velocity of light in the material 
of ?ber core 115 as Well as the length 125 betWeen FBGs 
110A-B. Thus, a change in the velocity of light can induce a 
change in optical distance even though the physical distance 
125 betWeen FBGs 110A-B has not changed. 
An interferometer such as FBG sensor 100 can be concep 

tualiZed as a device that measures the interference betWeen 
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4 
tWo paths taken by an optical beam. A partially re?ecting 
FBG 110A (or a partially re?ecting mirror) is used to split the 
incident beam of light into tWo parts. In an interferometer, one 
part of the beam travels along a path that is kept constant (i.e., 
a control path) and the other part travels a path Where some 
change is to be monitored (i.e., a test path). Using partially 
re?ecting FBG 1 1 0A (or a partially re?ecting mirror, either of 
Which may alternatively be in addition to FBG 1 1 0A), the tWo 
parts of the beam are combined. If the tWo paths are identical, 
the parts combine to form the original beam. If the tWo paths 
are different, the tWo parts Will add or subtract from each 
other. This addition or subtraction is knoWn as interference. A 
complete subtraction is called a null and occurs at a precise 
Wavelength of light for a given difference in paths. Measuring 
the Wavelength Where this null occurs yields an indication of 
the difference in optical paths betWeen the tWo beams. In such 
a manner, an interferometer such as FBG sensor 100 senses 

small changes in distance, such as a change in the optical 
distance 125 betWeen FBGs 110A-B resulting from received 
ultrasound or other received acoustic energy. 

In one example, such as illustrated in FIG. 2, the interfero 
metric FBG sensor 100 causes the interference betWeen that 
portion of the optical beam that is re?ected off the ?rst (par 
tially re?ective) FBG 110A With that re?ected from the sec 
ond (substantially fully re?ective) FBG 110B. The Wave 
length of light Where an interferometric null Will occur is very 
sensitive to the “optical distance” 125 betWeen the tWo FBGs 
110A-B. This interferometric FBG sensor 100 of FIG. 2 has 
another very practical advantage. In this example, the tWo 
optical paths along the ?ber core 115 are the same, except for 
the sensing region betWeen FBGs 110A-B. This shared path 
ensures that any optical changes in the shared portion of 
optical ?ber 105 Will have substantially no effect upon the 
interferometric signal; only the change in the sensing region 
betWeen FBGs 125 is sensed. 

2. EXAMPLES OF DEVICES AND METHODS 
IMPROVING FBG RECEPTION 

In one example, an FBG sensor 100 senses strain generated 
by ultrasound or other acoustic energy received from a nearby 
imaging region to be visualiZed and, in response, modulates 
an optical signal in an optical ?ber. Increasing the sensitivity 
of the FBG sensor 100 provides improved imaging. A ?rst 
example of increasing sensitivity is to increase the amount of 
strain induced in the FBG sensor 100 for a given dynamic 
pressure provided by the acoustic energy. A second example 
is to increase the modulation of the optical signal for a given 
change in strain of the FBG sensor 100. 
One technique of increasing the strain induced in the FBG 

sensor 100 is to design the physical attributes of the FBG 
sensor 100 to increase the degree of strain for a given exter 
nally applied acoustic ?eld. In one such example, increased 
strain is obtained by using material that has a high degree of 
strain for a given stress. Calculations indicate that over tWo 
orders of magnitude increase in strain vs. stress (also referred 
to as “compliance”) is obtained by using an optical grade 
plastic, rather than glass, in the ?ber core 115 of the FBG 
sensor 100. One example of a suitable optical grade plastic 
used in ?ber core 115 is poly-methyl-methacrylate (PMMA). 

In a second example, the FBG sensor 100 is shaped so as to 
increase the strain for a given applied acoustic pressure ?eld. 
FIG. 3A is a cross-sectional schematic diagram illustrating 
one such example in Which the FBG sensor 100 is shaped 
such that it mechanically resonates at the frequency of the 
acoustic energy received from the nearby imaging region, 
thereby resulting in increased strain. In the example of FIG. 
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3A, all or a portion of the strain sensing region between FBGs 
110A-B is selected to provide a resonant thickness 300 that 
promotes mechanical resonance of the received acoustic 
energy, thereby increasing the resulting strain sensed by FBG 
sensor 100. In one example, such as illustrated in FIG. 3A, 
this is accomplished by grinding or otherWise removing a 
portion of ?ber cladding 120, such that the remaining thick 
ness of ?ber core 115 and/or ?ber cladding 120 betWeen 

opposing planar (or other) surfaces is selected to mechani 
cally resonate at the frequency of the acoustic energy received 
from the nearby imaging region. 

In one example, for a particular material, mechanical reso 
nance is obtained by making the resonant thickness 300 of the 
strain sensing region substantially the same thickness as 1/2 
the acoustic Wavelength (or an odd integer multiple thereof) 
in the material(s) of FBG sensor 100 at the acoustic center 
frequency of the desired acoustic frequency band received 
from the imaging region. In other examples, such as for other 
materials, the resonant thickness 300 is selected to match a 
different proportion of the acoustic Wavelength that obtains 
the desired mechanical resonance for that material. Calcula 
tions indicate that obtaining such mechanical resonance Will 
increase the strain sensitivity by about an order of magnitude 
over that of a sensor that is not constructed to obtain such 

mechanical resonance. 

In a third example, a special coating 305 is applied to the 
FBG sensor 100 to increase the acoustic pressure as seen by 

the FBG sensor 100 over a band of acoustic frequencies, 

thereby improving its sensitivity over that band. The differ 
ence betWeen the mechanical characteristics of Water (or 
tissue and/or blood, Which is mostly comprised of Water) and 
glass material of the optical ?ber 105 carrying the FBG sensor 
100 is typically so signi?cant that only a small amount of 
acoustic energy “enters” the FBG sensor 100 and thereby 
causes strain; the remaining energy is re?ected back into the 
biological or other material being imaged. For a particular 
range of acoustic frequencies, one or more coatings 305 of 
speci?c thickness 310 and/or mechanical properties (e.g., the 
particular mechanical impedance) of the coating material can 
dramatically reduce such attenuation due to the different 
mechanical characteristics. One example uses quarter Wave 
matching, providing a coating 305 of a thickness 310 that is 
approximately equal to one quarter of the acoustic signal 
Wavelength received from the region being imaged. Using 
such matching, the sensitivity of the FBG sensor 100, over a 
given band of acoustic frequencies of interest, is expected to 
increase by about an order of magnitude. 

In one example, using the above-discussed quarter Wave 
matching and sensor shaping techniques, the sensitivity of the 
FBG sensor 100 approaches that of a pieZoelectric transducer. 
Additionally using optical grade plastic for ?ber core 115, in 
conjunction With one or the other of these techniques, Will 
further increase the sensitivity of the FBG sensor 100. 

Additionally (or alternatively) to the above techniques of 
increasing the strain of the FBG sensor 100 for a particular 
level of acoustic energy, in one example, the optical sensitiv 
ity of the FBG sensor 100 to strain is increased, thereby 
increasing the sensitivity of the FBG sensor 100 to an acoustic 
?eld. In one example, this is accomplished by improved tech 
niques of optical Wavelength discrimination, such as by using 
a ?ber-based Mach-Zehnder interferometer or by construc 
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6 
tion of improved optical ?ber geometries that increase the 
optical sensitivity of the FBG sensor 100 to strain. 

3. EXAMPLES OF SYSTEMS AND METHODS 
IMPROVING ULTRASOUND TRANSMISSION 

The present applicant has recogniZed that While it may be 
possible to implement an imaging guideWire that transmits 
ultrasound using a pieZoelectric transducer, such a design 
may involve a trade-off. If the pieZoelectric transducer radi 
ates the ultrasonic energy in a broad radial pattern, imaging 
quality may be degraded. Conversely, using smaller pieZo 
electric transducers to transmit ultrasound may require sig 
ni?cant electrical voltages in a guideWire in order to achieve 
needed acoustic transmit energy. This is because a smaller 
transducer has a higher electrical impedance, needing a 
higher voltage to achieve the same acoustic poWer. Such a 
guideWire must also use materials of su?icient dielectric 
properties to ensure patient safety. Moreover, adding electri 
cally conducting Wires to a guideWire assembly complicates 
its manufacture. 

HoWever, optical energy can be converted to acoustic 
energy. In one example, therefore, such problems are over 
come using an optical-to-acoustic transmitter, Which, in one 
example, is integrated With an acoustic-to-optical receiver 
such as FBG sensor 100. 

FIG. 3B is a cross-sectional schematic diagram illustrating 
generally one example of a distal portion of an imaging 
guideWire that combines an acousto-optic FBG sensor 100 
With an photoacoustic transducer 325. In this example, pho 
toacoustic transducer 325 includes a blaZed Bragg grating 
330. In the illustrative example of FIG. 3B, blaZed Bragg 
grating 330 is implemented in the strain sensitive region of the 
FBG sensor 100, betWeen FBGs 110A-B, hoWever, this is not 
a requirement. Unlike an unblaZed Bragg grating, Which typi 
cally includes impressed index changes that are substantially 
perpendicular to the longitudinal axis of the ?ber core 115 of 
the optical ?ber 105, the blaZed Bragg grating 330 includes 
obliquely impressed index changes that are at a nonperpen 
dicular angle to the longitudinal axis of the optical ?ber 105. 
A standard unblaZed FBG partially or substantially fully 

re?ects optical energy of a speci?c Wavelength traveling 
doWn the axis of the ?ber core 115 of optical ?ber 105 back up 
the same axis. BlaZed FBG 330 re?ects this optical energy 
aWay from the longitudinal axis of the optical ?ber 105. For a 
particular combination of blaZe angle and optical Wavelength, 
the optical energy Will leave blaZed FBG 330 substantially 
normal (i.e., perpendicular) to the longitudinal axis of the 
optical ?ber 105. In the illustrative example of FIG. 3B, an 
optically absorptive photoacoustic material 335 (also referred 
to as a “photoacoustic” material) is placed on the surface of 
optical ?ber 105. The optically absorptive photoacoustic 
material 335 is positioned, With respect to the blaZed grating 
330, so as to receive the optical energy leaving the blaZed 
grating. The received optical energy is converted in the opti 
cally absorptive material 335 to heat that expands the opti 
cally absorptive photoacoustic material 335. The optically 
absorptive photoacoustic material 335 is selected to expand 
and contract quickly enough to create and transmit an ultra 
sound or other acoustic Wave that is used for acoustic imaging 
of the region of interest about the distal tip (or other desired 
portion) of the imaging guideWire. In one example, the opti 
cally absorptive photoacoustic material 335 is the same mate 
rial as the acoustic matching material 305 discussed above. 

FIG. 4 is a cross-sectional schematic diagram illustrating 
generally one example of the operation of photoacoustic 
transducer 325 using a blaZed Bragg grating 330. Optical 
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energy of a speci?c Wavelength, kl, travels doWn the ?ber 
core 115 of optical ?ber 105 and is re?ected out of the optical 
?ber 105 by blazed grating 330. The outwardly re?ected 
optical energy impinges on the photoacoustic material 335. 
The photoacoustic material 335 then generates a responsive 
acoustic impulse that radiates aWay from the photoacoustic 
material 335 toWard nearby biological or other material to be 
imaged. Acoustic energy of a speci?c frequency is generated 
by optically irradiating the photoacoustic material 335 at a 
pulse rate equal to the desired acoustic frequency. 

In another example, the photoacoustic material 335 has a 
thickness 340 (in the direction in Which optical energy is 
received from blaZed Bragg grating 330) that is selected to 
increase the e?iciency of emission of acoustic energy. In one 
example, thickness 340 is selected to be about 1A the acoustic 
Wavelength of the material at the desired acoustic transmis 
sion/reception frequency. This improves the generation of 
acoustic energy by the photoacoustic material. 

In yet a further example, the photoacoustic material is of a 
thickness 300 that is about 1A the acoustic Wavelength of the 
material at the desired acoustic transmission/reception fre 
quency, and the corresponding glass-based optical ?ber sens 
ing region resonant thickness 300 is about 1/2 the acoustic 
Wavelength of that material at the desired acoustic transmis 
sion/reception frequency. This further improves the genera 
tion of acoustic energy by the photoacoustic material and 
reception of the acoustic energy by the optical ?ber sensing 
region. 

In one example of operation, light re?ected from the blaZed 
grating excites the photoacoustic material in such a Way that 
the optical energy is e?iciently converted to substantially the 
same acoustic frequency for Which the FBG sensor is 
designed. The blaZed FBG and photoacoustic material, in 
conjunction With the aforementioned FBG sensor, provide 
both a transmit transducer and a receive sensor, Which are 
harmoniZed to create an ef?cient uni?ed optical-to-acoustic 
to-optical transmit/receive device. In one example, the optical 
Wavelength for sensing is different from that used for trans 
mission. In a further example, the optical transmit/receive 
frequencies are suf?ciently different that the reception is not 
adversely affected by the transmission, and vice-versa. 

FIG. 5 is a schematic diagram comparing an expected 
angular sensitivity pattern of an exemplary blaZed FBG opti 
cal-to-acoustic and acoustic-to-optical combined device 500 
to that of a pieZoelectric transducer 505. As seen in the 
example of FIG. 5, the optical-to-acoustic-to-optical sensor 
assembly 500 is expected to be capable of operating over a 
speci?c angular range that is substantially similar to that of 
the pieZoelectric transducer 505 of similar dimensions. 
Therefore, in one example, the blaZed FBG optical-to-acous 
tic and acoustic-to-optical combined device 500 is capable of 
using conventional intravascular ultrasound (“IVUS”) tech 
niques. 

FIG. 6 is a schematic diagram illustrating generally one 
technique of generating an image of a vessel Wall 600 by 
rotating the blaZed FBG optical-to-acoustic and acoustic-to 
optical combined transducer 500 and displaying the resultant 
series of radial image lines to create a radial image. In another 
example, phased array mages are createdusing a substantially 
stationary (i.e., non-rotating) set of multiple FBG sensors, 
such as FBG sensors 500A-J. FIG. 7 is a schematic diagram 
that illustrates generally one such phased array example, in 
Which the signal to/from each array transducer 500A-J is 
combined With the signals from one or more other transducers 
500A-J to synthesiZe a radial image line. In this example, 
other image lines are similarly synthesiZed from the array 

20 

30 

35 

40 

45 

50 

55 

60 

65 

8 
signals, such as by using speci?c changes in the signal pro 
cessing used to combine these signals. 

4. EXAMPLES OF GUIDEWIRE DESIGN 

FIG. 8 is a schematic diagram that illustrates generally an 
example of a side vieW of a distal portion 800 of an imaging 
guideWire 805 or other elongate catheter (in one example, the 
guideWire 805 is capable of being used for introducing and/or 
guiding a catheter or other medical instrument, e.g., over the 
guideWire 805). In this example, the distal portion 800 of the 
imaging guideWire 805 includes one or more imaging Win 
doWs 810A, 810B, . . . , 810N located slightly or considerably 

proximal to a distal tip 815 of the guideWire 805. Each imag 
ing WindoW 810 includes one or more optical-to-acoustic 
transducers 325 and a corresponding one or more separate or 
integrated acoustic-to-optical FBG sensors 100. In one 
example, each imaging WindoW 810 includes an array of 
blaZed FBG optical-to-acoustic and acoustic-to-optical com 
bined transducers 500 (such as illustrated in FIG. 7) located 
slightly proximal to distal tip 815 of guideWire 805 having 
mechanical properties that alloW the guideWire 805 to be 
guided through a vascular or other lumen. In one example, the 
different imaging WindoWs 810A, 810B, . . . , 810N are 

designed for different optical Wavelengths, such that indi 
vidual WindoWs can be easily addressed by changing the 
optical Wavelength being communicated through ?ber core 
115. 

FIG. 9 is a schematic diagram that illustrates generally one 
example of a cross-sectional side vieW of a distal portion 900 
of another guideWire 905. In this example, the guide-Wire 905 
includes a solid metal or other core 910 that tapers doWn in 
diameter (e.g., from an outer diameter of about 0.01 1 inches) 
at a suitable distance 915 (e.g., about 50 cm) from the distal 
tip 920, to Which the tapered core 910 is attached. In this 
example, optical ?bers 925 are distributed around the outer 
circumference of the guideWire core 910, and attached to the 
distal tip 920. In this example, the optical ?bers 925 are at 
least partially embedded in a polymer matrix or other binder 
material that bonds the optical ?bers 925 to the guideWire 
core 910 and/or the distal tip 920. The binder material may 
also contribute to the torsion response of the resulting 
guideWire assembly 905. In one example, the optical ?bers 
925 and binder material is overcoated With a polymer or other 
coating 930, such as for providing abrasion resistance, optical 
?ber protection, and/or friction control. In this example, the 
composite structure of the distal region 900 of the guideWire 
905 provides, among other things, ?exibility and rotational 
stiffness, thereby alloWing the guideWire 905 to be maneu 
vered to an imaging region of interest Within a vascular or any 
other lumen. 

FIG. 10 is a schematic diagram that illustrates generally 
one example of a cross-sectional end vieW of a proximal 
portion 1000 of guideWire 905, Which includes guideWire 
core 910, optical ?bers 925, binder material 1005, and outer 
coating 930. In this example, but not by Way of limitation, the 
diameter of the core 910 is about ll/1ooo inch, the diameter of 
the optical ?bers 925 is about (1 .25)/ 1000 inch, and the 
optional outer coating 930 is about (0.25)/ 1000 inch thick. 

FIG. 11 is a schematic diagram that illustrates generally 
one example of a cross-sectional end vieW of distal portion 
900 of guideWire 905, e.g., adjacent to distal tip 920. In this 
example, but not by Way of limitation, the diameter of core 
910 has tapered doWn to about (1 .5)/ 1000 inch, circumferen 
tially surrounded by a void 1100 of about the same diameter 
(e.g., about 11/1ooo inch) as the core 910 near the proximal end 
100 of the guideWire 905. In this example, the optical ?bers 
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925 are circumferentially disposed in the binder material 
1005 around the void 1100. Binder material 1005 provides 
structural support. Optical ?bers 925 are optionally overlaid 
With the outer coating 930. 

FIG. 12 is a schematic diagram that illustrates generally 
one example of a cross-sectional side vieW of a distal portion 
900 of a guideWire 905. In this example, at least one metallic 
or other bulkhead 1200 is provided along the tapered portion 
of the guideWire core 910. The optical ?bers 925 and binder 
1005 are attached to a proximal side of the bulkhead 1200 
near its circumferential perimeter. A distal side of the bulk 
head 1200 is attached, near its circumferential perimeter, to a 
coil Winding 1205 that extends further, in the distal direction, 
to a ball or other distal tip 920 of the guideWire 905. 

5. EXAMPLES OF ACOUSTIC TRANSDUCER 
CONSTRUCTION 

In one example, before the acoustic transducer(s) is fabri 
cated, the guideWire 905 is assembled, such as by binding the 
optical ?bers 925 to the core 910 and distal tip 920 or bulk 
head 1200, and optionally coating the guideWire 905. The 
optoacoustic transducer(s) are then integrated into the 
guideWire assembly 905, such as by grinding one or more 
grooves in the guideWire at the locations of the optoacoustic 
transducer WindoWs 810. In a further example, the depth of 
these groove(s) in the optical ?ber(s) 925 de?nes the resonant 
structure(s) of the optoacoustic transducer(s). 

After the optoacoustic transducer WindoWs 810 have been 
de?ned, the FBGs added to one or more portions of the optical 
?ber 925 Within such WindoWs 810. In one example, the 
FBGs are created using an optical process in Which the por 
tion of the optical ?ber 925 is exposed to a carefully con 
trolled pattern of UV radiation that de?nes the Bragg grat 
ings. Then, a photoacoustic material is deposited or otherWise 
added in the transducer WindoWs 810 over respective Bragg 
gratings. One example of a suitable photoacoustic material is 
pigmented polydimethylsiloxane (PDMS), such as a mixture 
of PDMS, carbon black, and toluene. Thus, in this example, 
the FBGs are advantageously constructed after the major 
elements of the guideWire are mechanically assembled into 
the guideWire assembly 905. 

6. EXAMPLES OF PROXIMAL END INTERFACE 

In one example, the guideWire 905 alloWs for over-the 
guideWire or other insertion of a catheter at the proximal end 
of the guideWire. Therefore, in such an example, the 
guideWire 905 (including any proximal end interface) has an 
outer diameter that is less than or equal to the inner diameter 
(e.g., 0.014 inches) of a catheter to alloW the catheter With a 
similarly-sized inner diameter to travel over the guideWire 
905. FIGS. 13A and 13B provide illustrative examples of an 
optical coupler that easily engages and disengages guideWire 
905. Among other things, this facilitates over-the-guideWire 
catheter insertion, and vieWing an imaging region either 
before, during, or after such a catheter is inserted over-the 
guideWire. 

FIG. 13A is a cross-sectional schematic diagram illustrat 
ing generally one example of a proximal portion 1300 of 
guideWire 905, Which is communicatively coupled to an 
instrumentation/control interface via an optical coupler 1305. 
In this example, proximal portion 1300 of guideWire 905 is 
received Within a receptacle 1310 portion of optical coupler 
1305, and includes one or more blaZed FBGs 1315 to couple 
light into and/or out of one or more respective optical ?bers 
925 of guideWire 905. Optical coupler 1305 includes one or 
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10 
more corresponding blaZed FBGs 1320 to couple light into 
and/or out of one or more respective optical ?bers 1325 of 
optical coupler 1305. In the example of FIG. 13A, the FBGs 
1320 of optical coupler 1305 are located substantially adja 
cent to corresponding FBGs 1315 of guideWire 905 When 
guideWire 905 is engaged Within receptacle 1310 of optical 
coupler 1305. Although FIG. 13A illustrates a multiple-?ber 
embodiment of guideWire 905, the illustrated techniques for 
coupling to an instrumentation/control interface are also 
applicable to a guideWire that includes a single optical ?ber. 

FIG. 13B is a cross-sectional schematic diagram illustrat 
ing generally a further example of a proximal portion 1300 of 
guideWire 905 that is communicatively coupled to an instru 
mentation/control interface using an optical coupler 1305. In 
the example of FIG. 13B, at least one optical ?ber 925 trans 
mits light at a different Wavelength from that at Which it 
receives light. Therefore, such an optical ?ber 925 includes 
tWo separate blaZed FBGs that couple light into and out of 
each such optical ?ber 925. For example, as illustrated in FIG. 
13B, optical ?ber 925A includes a ?rst blaZed FBG 1315A 
operating at the transmit Wavelength, and a second blaZed 
FBG 1330A operating at the receive Wavelength. Optical 
coupler 1305 includes a corresponding ?rst blaZed FBG 
1320A operating at the transmit Wavelength and a second 
blaZed FBG 1335A operating at the receive Wavelength. 
When a proximal portion 1300 of guideWire 905 is fully 
inserted into receptacle 1310, blaZed FBGs 1320A and 
1315A are located substantially adjacent to each other, and 
blaZed FBGs 1335A and 1330A are located substantially 
adjacent to each other. Similarly, optical ?ber 925B and opti 
cal coupler 1305 respectively include substantially adjacent 
transmit FBGs 1315B and 1320B and substantially adjacent 
receive FBGs 1330B and 1335B. 

For additional optoacoustic transducer WindoWs 810 at or 
near the distal portion 900 or elseWhere along guideWire 905, 
corresponding additional blaZed FBGs may similarly be 
included on optical coupler 1305 at the appropriate Wave 
length for transmitting and/or receiving optical energy With 
respect to such additional optoacoustic transducer WindoWs 
810. Moreover, optical coupler 1305 need not be located 
exactly at the proximal end of the guideWire 905, but may 
instead be located anyWhere near the proximal portion 1300 
of the guideWire 905 or even further toWard the distal portion 
900 of the guideWire 905. Also, alignment of the optical 
coupler 1305 to guideWire 905 need not be limited to butting 
guideWire 905 into receptacle 1310 of optical coupler 1305; 
any other alignment mechanism and/or technique is also 
included. 

7. EXAMPLES OF PROCESS AND CONTROL 
IMAGING ELECTRONICS 

FIG. 14A is a block diagram illustrating generally one 
example of the imaging guideWire 905 and associated inter 
face components. The block diagram of FIG. 14A includes 
the imaging guideWire 905, Which is coupled by optical cou 
pler 1305 to an optoelectronics module 1400. The optoelec 
tronics module 1400 is coupled to an image processing mod 
ule 1405 and a user interface 1410 that includes a display 
providing a vieWable still and/or video image of the imaging 
region near one or more acoustic-to-optical transducers using 
the acoustically-modulated optical signal received therefrom. 
In one example, the system 1415 illustrated in the block 
diagram of FIG. 14A uses an image processing module 1405 
and a user interface 1410 that are substantially similar to 
existing acoustic imaging systems. 








