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PRESSURE SWITCH 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a pressure switch, Which 

outputs a detection signal When the pressure value of a pres 
sure ?uid, as detected by a detector, matches and agrees With 
a preset pressure value. 

2. Description of the Related Art 
Heretofore, transporting a Workpiece to a predetermined 

position has been carried out by supplying a negative pres sure 
?uid to a suction transport means made up, for example, from 
a suction pad, and While the Workpiece is attracted under 
suction to the suction pad. In this case, in order to con?rm 
Whether or not the pressure value of the negative pressure 
?uid supplied to the suction pad reaches and attains a prede 
termined pressure, Whereby it can be con?rmed Whether or 
not the Workpiece has been reliably attracted under suction, a 
pressure sWitch is employed. Generally speaking, such a 
pressure sWitch is equipped With a detector made up from a 
semiconductor pressure sensor, Whereby the pressure of the 
?uid is detected based on a resistance value that changes in 
accordance With the pressure imposed on the detector. In 
addition, in the case that the pressure value detected by the 
detector agrees With a preset pressure value that is set before 
hand, it is judged that the Workpiece has been attracted under 
suction and a detection signal is output. 
As disclosed in Japanese Laid-Open Patent Publication 

No. 7-37473, in this type of pressure sWitch, a vacuum piping 
is detachably connected through a pipe coupling, to a pressure 
intake of a main body in Which the detector is accommodated. 
The negative pressure ?uid that ?oWs through the vacuum 
piping is introduced into the main body, Whereby the pres sure 
of the negative pressure ?uid is detected. 

Incidentally, With the aforementioned conventional pres 
sure sWitch, a pipe joint that connects a main body portion 
With vacuum piping is formed of a metal material. The pipe 
joint, Which is formed of a metal material, is connected With 
respect to the main body portion by means of caulking, crimp 
ing or the like. HoWever, With the connection structure of this 
type of pipe joint, since the con?guration of the pipe joint is 
complex, manufacturing costs as Well as the time required to 
manufacture the pipe joint are increased, and hence produc 
tivity is loWered. 

Further, since it is often the case that the main body in 
Which the detector is accommodated is formed from a resin 
material, it is necessary to ensure a predetermined connection 
strength When the metal material pipe joint is connected. For 
example, although such strength can be increased by dispos 
ing a metal Washer betWeen the main body portion and the 
pipe joint, the assembly steps are increased thereby, and along 
With increasing the number of parts used, assembly variances 
tend to occur. 

SUMMARY OF THE INVENTION 

A general object of the present invention is to provide a 
pressure sWitch in Which costs can be reduced by utiliZing a 
joint coupling formed of a resin material, and further Wherein 
the joint coupling can easily and securely be connected With 
respect to a housing. 

The above and other objects features and advantages of the 
present invention Will become more apparent from the fol 
loWing description When taken in conjunction With the 
accompanying draWings in Which a preferred embodiment of 
the present invention is shoWn by Way of illustrative example. 
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2 
BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is an exterior perspective vieW of a pressure sWitch 
according to an embodiment of the present invention; 

FIG. 2 is an exploded perspective vieW of the pressure 
sWitch shoWn in FIG. 1; 

FIG. 3 is a perspective vieW, partially in cross section, of 
the pressure sWitch of FIG. 1, as vieWed from a different 
direction; 

FIG. 4 is an enlarged vertical cross sectional vieW shoWing 
the vicinity of a joint coupling holder, in the pressure sWitch 
illustrated in FIG. 2; 

FIG. 5 is a partial exploded perspective vieW in Which the 
joint coupling holder, a cap and an o-ring of the pressure 
sWitch of FIG. 2 are vieWed from another direction; and 

FIG. 6A, FIG. 6B, FIG. 6C and FIG. 6D are respective 
enlarged vertical cross sectional vieWs, illustrating the assem 
bly steps employed When the joint coupling holder is 
assembled With respect to the housing. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

In FIG. 1, reference numeral 10 indicates a pressure sWitch 
in accordance With an embodiment of the present invention. 

The pressure sWitch 10, as shoWn in FIGS. 1 through 4, 
includes a housing 12, a control substrate 14 disposed inside 
the housing 12, a detector 16, Which detects the pressure of a 
pressure ?uid (e. g., a negative pressure ?uid), disposed on the 
control substrate 14, a joint coupling holder (connecting 
member) 18 mounted in an opening 30 of the housing 12, and 
a joint coupling 20, Which is connected to the joint coupling 
holder 18, and through Which a ?uid ?oWs. 
As shoWn in FIG. 1, the housing 12 is constituted by a plate 

shaped cover 26, on Which a display 22 and operating buttons 
24 are provided, and a bottomed box shaped case 28 to Which 
the cover 26 is j oined and inside of Which the control substrate 
14 is accommodated. An opening of the case 28 is closed by 
mounting the cover 26 thereon, in a state in Which the control 
substrate 14 and the detector 16 are accommodated therein, 
Whereby the case 28 is hermetically closed and sealed. 

Further, an opening 30 is formed substantially centrally in 
the bottom (side surface) 28a of the case 28 (see FIGS. 3 and 
4), and the joint coupling holder 18 is installed and mounted 
in the opening 30. 
The control substrate 14 is ?xed inside the case 28, sub 

stantially in parallel With the bottom 28a of the case 28. The 
control substrate 14 is connected electrically to the display 22 
and the operating buttons 24. The display 22 is capable of 
displaying, for example, the pressure value of the pressure 
?uid, Which is detected by the detector 16. The operating 
buttons 24 are provided, for example, in order to carry out 
operations for setting various modes of operation. 
The detector 16 is mounted on a side surface of the control 

substrate 14 facing the opening 30 of the case 28, and is 
connected electrically With respect to the control substrate 14. 
The detector 16, for example, is constituted from a semicon 
ductor pressure sensor, and is capable of detecting pressure 
based on a resistance value, Which changes by means of the 
pressure of the pressure ?uid that is imposed on the detector 
16. 

A sensor holder 32 is substantially T-shaped in cross sec 
tion, and is constituted by a base member 34 formed on one 
end thereof, Which is installed so as to surround the detector 
16 With respect to the control substrate 14, and a cylindrical 
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member 38 projecting from the base member 34 and having a 
passage 36 de?ned therein through Which the pressure ?uid 
?oWs. 
A space 40 is provided on an inner portion of the base 

member 34, inside of Which the detector 1 6 is accommodated. 
The space 40 communicates With the passage 36 of the cylin 
drical member 38. The cylindrical member 38 is disposed 
substantially in the center of the base member 34 and is 
formed along a straight line, having a given height in a direc 
tion separating aWay from the control substrate 14, such that 
the passage 36 is formed along the axis thereof. More spe 
ci?cally, the passage 36 is arranged so as to face toWards the 
detector 16, Which is disposed inside the space 40. 

The joint coupling holder 18 is formed in a cylindrical 
shape having a through hole (passage) 42 substantially in a 
center portion thereof along the axial direction. One end of 
the joint coupling holder 18 is insertable into the opening 30 
of the housing 12, and a plurality of engagement paWls 
(paWls) 44, Which are compressible in a radial direction, are 
disposed on an outer circumferential side of the through hole 
42. The engagement paWls 44 are arranged circumferentially 
along the joint coupling holder 18 separated by equal inter 
vals, and include expanded portions 46 thereon, Which project 
in a radially outWard direction on ends of the engagement 
paWls 44. Speci?cally, the ends of the engagement paWls 44 
having the expanded portions 46 are provided so as to be 
capable of tilting or being bent radially inWard. 

Further, the outer peripheral surface 44a of the engagement 
paWls 44 is formed in a tapered shape, Which gradually 
expands in diameter from the other end side of the joint 
coupling holder 18 toWard the expanded portions 46. 

The through hole 42 includes a ?rst hole 48 formed on one 
end side of the joint coupling holder 18 and into Which a 
cylindrical member 38 of the sensor holder 32 is inserted, a 
second hole 50 adjacent to the ?rst hole 48 and expanded in 
diameter With respect to the ?rst hole 48, and a third hole 52 
formed on another end side of the joint coupling holder 18 and 
Which is expanded in diameter greater than the second hole 
50. 

Further, a ?rst stepped portion 54 is formed at the boundary 
position betWeen the ?rst hole 48 and the second hole 50, 
Whereas a second stepped portion 56 is formed at the bound 
ary position betWeen the second hole 50 and the third hole 52. 
The ?rst and second stepped portions 54, 56 are formed in 
planar shapes substantially perpendicular to the axis of the 
through hole 42. 

In addition, When the joint coupling 20 is inserted into the 
second and third holes 50, 52 that constitute the through hole 
42, a portion of the joint coupling 20 engages through abut 
ment With the ?rst and second stepped portions 54, 56 (see 
FIG. 3). 

Furthermore, an o-ring 58 is installed via an annular groove 
that is formed in the through hole 42 along an inner circum 
ferential surface of the ?rst hole 48, such that When the 
cylindrical member 38 of the sensor holder 32 is inserted into 
the through hole 42, the o-ring 58 abuts against an outer 
circumferential surface of the cylindrical member 38. 
Accordingly, outWard leaking of the pressure ?uid from 
betWeen the through hole 42 in the joint coupling holder 18 
and the cylindrical member 38 of the sensor holder 32 is 
prevented, and an airtight condition inside the joint coupling 
holder 18 is maintained. 
As shoWn in FIGS. 4 and 5, an annular recess (mounting 

groove) 60 is disposed betWeen the through hole 42 and the 
engagement paWls 44 at one end of the joint coupling holder 
18, and a cap (stopper) 62, Which is substantially U-shaped in 
cross section, is inserted into the recess 60. Inside the recess 
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4 
60, the cap 62 abuts against an inner circumferential surface 
of the engagement paWls 44, thereby regulating displacement 
of the engagement paWls 44 in a radially inWard direction. 
The cap 62 is formed With a hole 64 substantially centrally 

therein, and the cylindrical member 38 of the sensor holder 32 
is inserted through the hole 64 When the joint coupling holder 
18 is installed. Speci?cally, the cylindrical member 38 is 
inserted into the through hole 42 of the joint coupling holder 
18 by Way ofthe hole 64 ofthe cap 62. 

Further, the cap 62 is formed in a cylindrical shape, having 
a tapered surface 66 formed on an outer circumferential sur 
face thereof, Which gradually reduces in diameter toWard the 
end of the cap 62. In addition, the cap 62 is inserted With 
respect to the recess 60 from the tapered surface 66 portion 
thereof. In particular, the engagement paWls 44 of the joint 
coupling holder 18 are pressed in a radially outWard direction 
gradually by the tapered surface 66 of the cap 62, thereby 
securing the joint coupling holder 18 such that the engage 
ment paWls 44 is maintained in a substantially parallel con 
dition With respect to the axis of the joint coupling holder 18, 
by the outer circumferential surface of the cap 62. 

Stated otherWise, the cap 62 functions as a stopper, Which 
regulates radially inWard displacement of the engagement 
paWls 44 making up the joint coupling holder 18. 

Moreover, since the cap 62 covers a portion of the through 
hole 42, disengagement of the o-ring 58 that has been 
installed in the through hole 42 is suitably prevented (see FIG. 
4). 
On the other hand, a pair of pin holes 74a, 74b are formed 

on the outer circumferential surface of the joint coupling 
holder 18. The pin holes 74a, 74b are formed along a straight 
line at substantially symmetric positions about the axis of the 
joint coupling holder 18. A connecting pin 72 is inserted into 
the pin holes 74a, 74b for connecting the joint coupling 20 to 
the joint coupling holder 18. 
The connecting pin 72 is formed substantially in a U- shape, 

and is inserted into one of the pin holes 7411 from a side of the 
ends of a pair of pin members 76 that are separated by a 
predetermined distance, the pin members 76 passing through 
the interior of the joint coupling holder 18, and being inserted 
through the other pin hole 74b. 
The joint coupling 20 is made up of a cylindrical body 

formed With a predetermined length along the axial direction, 
one end of the joint coupling 20 being connected by the 
connecting pin 72 to the other end of the joint coupling holder 
18. Piping 77 through Which a ?uid ?oWs is detachably con 
nected to the other end of the joint coupling 20. The joint 
coupling 20 is not limited to being formed With a straight 
shape, arranged along a straight line from one end to the other 
end thereof. For example, it also is acceptable for the joint 
coupling 20 to have a bent elboW shape, With a substantially 
L-shaped cross section. 
A conduit 78 through Which the pressure ?uid ?oWs via the 

piping 77 is formed at the interior of the joint coupling 20, 
such that When the joint coupling 20 is connected to the joint 
coupling holder 18, the conduit 78 at the other end of the joint 
coupling 20 and the through hole 42 are arranged on a straight 
line and communicate mutually With one another. 

Further, an annular shaped pin groove 80 is formed at a 
position symmetrical With respect to the axis of the joint 
coupling 20 on the outer circumferential surface of the joint 
coupling 20, such that the pin members 76 of the connecting 
pin 72 are inserted respectively into the pin groove 80. Spe 
ci?cally, one end of the joint coupling 20 is inserted into the 
through hole 42 of the joint coupling holder 18, and When the 
joint coupling 20 is in a state of stopped engagement With the 
?rst and second stepped portions 54, 56, the pin members 76 
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of the connecting pin 72 engage respectively With the pin 
groove 80 of the joint coupling 20 by insertion of the con 
necting pin 72 from one of the pin holes 74a in the joint 
coupling holder 18. As a result, the relative positioning of the 
joint coupling 20 and the joint coupling holder 18 along the 
axial direction is regulated by the connecting pin 72, and the 
joint coupling 20 is connected together With the joint cou 
pling holder 18. 

The pressure sWitch according to the embodiment of the 
present invention is basically constructed as described above. 
Next, a brief explanation shall be given concerning a method 
of assembling the pressure sWitch 10. In the folloWing 
description, it shall be understood that the display 22, the 
operating buttons 24, and the control substrate 14, etc., are 
already in an assembled state on the cover 26 that makes up 
one element of the housing 12. 

First, one end of the joint coupling holder 18 is inserted into 
the opening 30 of the case 28 that makes up the housing 12 
shoWn in FIG. 6A (see FIG. 6B), Whereupon the engagement 
paWls 44 project through the opening 30 toWard the inside 
from the bottom 28a of the case 28 (see FIG. 6C).At this time, 
the engagement paWls 44 are at ?rst pressed radially inWard 
and reduced in diameter by the inner Wall surface of the 
opening 30 (see FIG. 6B), and thereafter, are slightly 
expanded radially outWard in diameter again, due to the 
expanded portions 46 projecting With respect to the bottom 
28a of the case 28. 

In addition, together With installing the o-ring 58 in the 
through hole 42 of the joint coupling holder 18, by inserting 
the cap 62 into the recess 60 of the joint coupling holder 18 
from the side of the case 28, the engagement paWls 44 are 
pressed in a radial outWard direction and displacement 
thereof in the radial inWard direction is regulated (see FIG. 
6D). As a result, the expanded portions 46 of the engagement 
paWls 44 engage With the bottom 28a of the case 28, and the 
joint coupling holder 18 is connected With respect to the case 
28 (see FIG. 4). 

Further, at the same time, because the outer peripheral 
surface 44a of the engagement paWls 44 is formed With a 
tapered shape, the engagement paWls 44 are tilted and ?tted 
into engagement by being pressed radially outWardly With the 
cap 62, so that the outer peripheral surface 44a of the engage 
ment paWls 44 deforms the inner circumferential surface of 
the opening 30. 
More speci?cally, since radial inWard displacement of the 

engagement paWls 44 is regulated, in a state in Which the 
expanded portions 46 are engaged With the bottom 28a of the 
case 28, the engagement paWls 44 do not move toWard the 
interior of the opening 30 and are ?rmly ?xed With respect to 
the case 28. Together thereWith, because the outer peripheral 
surface 44a of the engagement paWls 44 is ?tted into engage 
ment With respect to the opening 30, rotational displacement 
of the joint coupling holder 18 including the engagement 
paWls 44 also is regulated. 

Next, the control substrate 14, on Which the sensor holder 
32 including the detector 16 is mounted, is installed in the 
case 28 from above, together With attachment of the cover 26 
(see FIG. 4). Accordingly, the control substrate 14 and the 
sensor holder 32 are accommodated inside the case 28, and 
the open end of the case 28 is closed by the cover 26 (see FIG. 
3). Further, the cylindrical member 38 of the sensor holder 32 
is inserted into the ?rst hole 48 of the joint coupling holder 18, 
Whereupon the outer circumferential surface of the cylindri 
cal member 38 is surrounded and enclosed by the o-ring 58. 
OWing thereto, an airtight condition betWeen the sensor 
holder 32 and the joint coupling holder 18 is maintained 
reliably. 
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6 
Lastly, one end of the joint coupling 20 is inserted into the 

through hole 42 of the joint coupling holder 18, Whereupon 
the joint coupling 20 is positioned by abutment against the 
?rst and second stepped portions 54, 56. Along thereWith, by 
inserting the connecting pin 72 from one of the pin holes 7411 
in the joint coupling holder 18, and by continued insertion 
thereof through the other of the pin holes 74b, the pin mem 
bers 76 are inserted through the pin groove 80 of the joint 
coupling 20, Which has been inserted inside of the joint cou 
pling holder 18, and accordingly, the joint coupling holder 18 
and the joint coupling 20 are connected together. 

Next, operations and effects of the pressure sWitch 10, 
Which has been assembled in the foregoing manner, shall be 
explained. 
A pressure ?uid is supplied to the piping 77 from an unil 

lustrated pressure ?uid supply source (for example, a com 
pressor), Whereupon the pressure ?uid ?oWs through the pip 
ing 77 and into the conduit 78 inside the joint coupling 20. In 
addition, the pressure ?uid, Which ?oWs from the conduit 78 
and into the through hole 42 of the joint coupling holder 18, 
passes through the passage 36 ofthe sensor holder 32 and is 
introduced into the space 40. Accordingly, the pressure of the 
pressure ?uid is imposed With respect to the detector 16 that 
is accommodated in the space 40.A resistance value, Which is 
changed by the pressure, is output to the control substrate 14, 
Whereby the pressure of the pressure ?uid is calculated based 
on the change in the resistance value. The pressure value of 
the pressure ?uid is output to the display 22 from the control 
substrate 14 and displayed, and together thereWith, an output 
signal based on the pressure value may be output to an exter 
nal device. 

In the foregoing manner, in the present embodiment, the 
cylindrically shaped joint coupling holder 18 is made from a 
resin material, Whereby the joint coupling 20 is connectable 
to the housing 12 through the joint coupling holder 18. A 
plurality of engagement paWls 44 having expanded portions 
46 Which expand in a radially outWard direction are tiltably 
disposed on one end of the joint coupling holder 18. The 
engagement paWls 44 engage With the bottom 28a of the case 
28 by means of inserting the one end into the opening 30 of the 
housing 12. In addition, by insertion of the cap 62 into a recess 
60 of the j oint coupling holder 18, Which is formed on an inner 
circumferential side of the engagement paWls 44, radial 
inWard displacement of the engagement paWls 44 is regu 
lated, and the engaged condition of the joint coupling holder 
18 With respect to the housing 12 by the engagement paWls 44 
can be maintained. 

In this manner, by utiliZing the joint coupling holder 18, 
Which is made of a resin material, and by mounting the cap 62 
therein, in a state in Which the engagement paWls 44 are in 
engagement With the opening 30 of the housing 12, the joint 
coupling holder 18 can be easily and reliably connected With 
respect to the housing 12, Which also is formed of a resin 
material. As a result, compared With the conventional pres 
sure sWitch in Which a metallic joint coupling is ?xed by 
caulking to the main body, manufacturing costs can be 
reduced along With shortening the manufacturing time, since 
it is unnecessary to perform any caulking or crimping process 
With respect to the joint coupling. 

Further, the connection can be performed reliably by a 
simple operation, Whereby one end of the joint coupling 
holder 18 is inserted into the opening 30 of the housing 12, 
and the cap 62 is inserted into the recess 60 in a state in Which 
plural engagement paWls 44 are engaged With the bottom 28a 
of the housing 12, and further the joint coupling holder 18, 
Which is made of a resin material, can be directly connected 
With respect to the housing 12. OWing thereto, it becomes 
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unnecessary to provide a metal Washer to increase the 
strength of the connected portion as in the conventional pres 
sure sWitch, the number of parts can be reduced, and assembly 
variances can be suppressed. 

Furthermore, by forming the joint coupling holder 18 from 
a resin material, component costs can be reduced compared to 
the conventional pressure sWitch. 

Still further, because the cap 62 is installed such that it 
covers one end of the joint coupling holder 18, the o-ring 58 
that is installed in the through hole 42 of the joint coupling 
holder 18 can be prevented from falling out. 

The pressure sWitch according to the present invention is 
not limited to the above-described embodiment, and various 
other structures may be adopted as a matter of course, Which 
to not deviate from the essential features and gist of the 
present invention. 

What is claimed is: 
1. A pressure sWitch having a detector therein for detecting 

a pressure of a pressure ?uid, and outputting an output signal 
on the basis of a pressure value detected by said detector, the 
pressure sWitch comprising: 

a housing made of a resin material and accommodating 
said detector therein; 

a joint coupling having a passage therein through Which 
said pressure ?uid ?oWs, and Which is connected to 
piping through Which said pressure ?uid is supplied; 

a connecting member made of a resin material, Which 
connects said housing and said joint coupling; and 

a connecting mechanism for connecting said connecting 
member With respect to said housing, having one or 
more paWls, Which are formed so as to be tiltable in a 
radial direction on an end of said connecting member 
and Which engage With an opening of said housing, and 
a stopper that regulates radial inWard displacement of 
said paWls, 

Wherein said stopper is formed in a cylindrical shape, and 
said connecting member is held With respect to said 
housing through said paWls, as a result of regulating the 
displacement of said paWls, Which are engaged With said 
opening, by said stopper. 
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2. The pressure sWitch according to claim 1, Wherein said 

one or more paWls comprise a plurality of paWls separated a 
predetermined distance from each other in a circumferential 
direction on said end of said connecting member, and Wherein 
an installation groove, into Which said stopper is installed, is 
formed on an inner circumferential side of said paWls thereby. 

3. The pressure sWitch according to claim 2, Wherein an 
outer peripheral surface of said plurality of paWls is formed 
With a tapered shape, Which gradually reduces in diameter 
toWard an end side to Which said joint coupling is connected. 

4. The pressure sWitch according to claim 3, Wherein 
expanded portions, Which bulge in a radial outWard direction, 
are provided on ends of said paWls, said expanded portions 
latching onto a side surface of said housing. 

5. The pressure sWitch according to claim 4, Wherein said 
paWls are pressed by said stopper in a radially outWard direc 
tion toWard an inner circumferential surface of said opening, 
and thereby are ?tted With respect to said opening. 

6. The pressure sWitch according to claim 5, Wherein said 
opening is formed With a tapered shape that gradually reduces 
in diameter toWard a side of said joint coupling, and Wherein 
an outer peripheral surface of said plurality of paWls abuts 
against an inner circumferential surface of said opening. 

7. The pressure sWitch according to claim 6, Wherein said 
paWls are sandWiched and gripped betWeen said stopper and 
said opening in a radial direction. 

8. The pressure sWitch according to claim 1, Wherein said 
detector is disposed on a substrate facing said passage. 

9. The pressure sWitch according to claim 1, Wherein an 
annular pin groove is formed along an outer circumferential 
surface on said joint coupling, and a pair of pin holes, through 
Which a connecting pin is inserted, is formed on said connect 
ing member, Whereby said joint coupling and said connecting 
member are connected With each other through engagement 
of said connecting pin that is inserted through said pin holes 
With said pin groove. 

10. The pressure sWitch according to claim 1, Wherein an 
outer circumferential surface of said stopper includes a 
tapered surface, Which gradually reduces in diameter toWard 
an end of said stopper. 

* * * * * 


