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FREQUENCY-SELECTIVE AND ADAPTIVE 
I/Q MISMATCH DIGITAL COMPENSATION 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application claims the bene?t of US. Provisional 
Application No. 60/790,476, ?led on Apr. 7, 2006. The dis 
closure of the above application is incorporated herein by 
reference in its entirety. 

FIELD 

The present disclosure relates generally to signal process 
ing, and more particularly to signal processing including 
compensation for image rejection. 

BACKGROUND 

The Background description provided herein is for the 
purpose of generally presenting the context of the disclosure. 
Work of the presently named inventors, to the extent it is 
described in this background section, as Well as aspects of the 
description Which may not otherWise qualify as prior art at the 
time of ?ling, are neither expressly or impliedly admitted as 
prior art against the present disclosure. 

Referring noW to FIGS. 1, 2A, and 2B, a heterodyne 
receiver 10 receives radio frequency (RF) signals in a loW 
noise ampli?er (LNA) 12 via an antenna 14. An in-phase (I) 
channel mixer 16 and a quadrature (Q) channel mixer 18 
doWnconvert the incoming RF signals to an intermediate 
frequency (IF). The I/Q channels 20, 22 may be routed to 
respective ?lters 24, 26. The U0 channels may include an 
image signal 23 and a desired signal 25, as shoWn in FIG. 2A. 
Generally, components Within the I/O channels contribute to 
gain and phase mismatch resulting in image residue 27 or 
leakage in a desired signal 25. In other Words, the desired 
signal 25 is corrupted With an image signal 23, as illustrated 
in FIG. 2B. 

RF mixers 16, 18, loW-pass ?lters 24, 26, and analog-to 
digital converters 34, 36 may produce gain and phase mis 
matches betWeen the I and Q channels. Analog-to-digital 
converters 34, 36 convert the analog signals 20, 22 to the 
digital domain. IF mixers 46, 48 receive I and Q signals 
through ?lters 42, 44. A common technique for gain and 
phase mismatch correction is to do the correction inside the IF 
mixers 46, 48. Coef?cients for gain and phase mismatch may 
be obtained in a one-shot calibration by trying to minimiZe the 
image residue into the desired signal. During this process, one 
or more tones are injected into the I/O channels 20, 22 for 
image rejection optimiZation. I/O mismatch is best compen 
sated at the “one-shot” calibration frequencies. Selectivity 
?lters 50, 52 may process digital corrected signals before they 
are combined in summer 53. 

Direct conversion (i.e. homodyne) receivers directly doWn 
convert the RF signals to a baseband signal Without an IF 
conversion. The baseband signal may include l/f noise and 
may be more sensitive to interference than the baseband sig 
nal of a heterodyne receiver. 

Leakage of the image signal into the desired signal may 
occur in the IF mixers 46, 48 When the I/O channel signals are 
subtracted (in summer 53). The coef?cients for gain and 
phase mismatch correction are applied to incoming signals on 
I/Q channels 20, 22. The coef?cients correct the gain and 
phase mismatch betWeen I/O channels 20, 22. Residual phase 
and gain error may be used to determine image rejection. Due 
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2 
to the receiver architecture, When there is no I/ Q mismatch, 
the image rejection may be in?nite. 
Where there is mismatch along the I/O paths, I and Q 

channels are not in exact quadrature, and as a result, image 
leakage appears in the desired signal, and a signal leakage 
appears in the image signals. I/ Q compensation systems used 
in receivers traditionally tried to minimize the image residue 
into the output signal (after summer 53). Some other I/Q 
compensation systems use a neW technique based on the 
estimation of the correlation betWeen the I and Q signals. 
Such I/O mismatch compensation systems apply a digital 
correction ?lter to received I/Q signals. By reducing the cor 
relationbetWeen I/ Q channels, the image leakage in the signal 
band is reduced; and the signal leakage in the image band is 
reduced. 

I/Q mismatch compensation systems based on adaptive 
algorithms are limited by DC offsets, Which affect the corre 
lation betWeen I and Q channels. Still further, I/Q mismatch 
compensation systems may be affected by strong tones, 
Which may be out-of-band interferers that limit correct com 
pensations for I/Q mismatches. 

SUMMARY 

A phase mismatch compensation system comprises a ?rst 
summer that has a ?rst input that communicates With a ?rst 
phase of a received signal and an output. A second summer 
has a ?rst input that communicates With a second phase of the 
received signal and an output. The second phase is offset from 
the ?rst phase. A ?rst ?lter selectively ?lters the output of the 
?rst summer. An adaptive control module determines a pre 
dicted shift betWeen the ?rst and second phases of the 
received signal based on an output of the ?rst ?lter and an 
actual shift betWeen the ?rst and second phases of the 
received signal. A correction module communicates With an 
output of the adaptive control module and the ?rst phase and 
second phase of the received signal. The correction module 
outputs a mismatch correction to second inputs of the ?rst and 
second summers respectively. 

In other features, the ?rst phase comprises an in-phase (I) 
signal, and the second phase comprises a quadrature (Q) 
signal. The adaptive control module determines coef?cients 
for gain and phase mismatch correction. The system further 
comprises a second ?lter that selectively ?lters the output of 
the second summer. 

In other features, the adaptive control module determines 
the predicted shift betWeen the ?rst and second phases based 
on an output from the second ?lter. The ?rst and second ?lters 
comprise at least one of a loW-pass ?lter, a high-pass ?lter, 
and a bandpass ?lter. The bandpass ?lter comprises a high 
pass ?lter and a loW-pass ?lter. The ?rst and second ?lters 
comprise at least one of a ?nite impulse response ?lter and an 
in?nite impulse response ?lter. The ?rst ?lter selectively ?l 
ters direct current (DC) offsets from the output of the ?rst 
summer. The ?rst ?lter selectively ?lters l/f noise from the 
output of the ?rst summer. 

In other features, the adaptive control module generates 
adaptive complex coef?cients (WO(n), Wl(n), . . . ,Wk(n)) for 
the I/ Q mismatch ?lter/correction module: 
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Ufis the complex representation of the respective outputs of 
?rst and second ?lters. Uf (n):I"'(n)+jQ"(n), p. is the adapta 
t1on step size, and n is the time index. The output of the I/Q 
mismatch compensation system may be represented by: 

Where Us is the complex representation of the ?rst and second 
summer outputs (I' represents the output of the ?rst summer; 
Q' represents the output of the second summer). S is the 
complex representation of the input signal, Where S(n):I(n)+ 
jQ(n). S*(n) is the complex conjugate of S, Where S*(n):I 
(n)—jQ(n). k is a tap index that ranges from 1 to n, Where n is 
an integer greater than 1. 

In other features, a receiver comprises the phase mismatch 
compensation system. The receiver further comprises a mixer 
that doWn converts the received signal to an intermediate 
frequency (IF) signal. An analog-to-digital converter digi 
tiZes the IF signal. The phase mismatch compensation system 
receives the ?rst phase and the second phase from the analog 
to-digital converter. The received signal is a radio frequency 
(RF) signal. 

In other features, a gain and phase mismatch compensation 
system comprises a ?rst feedback loop that comprises a ?rst 
summer that has a ?rst input that communicates With a ?rst 
phase of a received signal and an output. A second feedback 
loop comprises a second summer that has a ?rst input that 
communicates With a second phase of the received signal and 
an output. The second phase is offset from the ?rst phase. A 
?rst ?lter of the ?rst feedback loop selectively ?lters the 
output of the ?rst summer. A second ?lter of the second 
feedback loop selectively ?lters the output of the second 
summer. 

In other features, an adaptive control module determines a 
predicted shift betWeen the ?rst and second phases of the 
received signal. The predicted shift is based on outputs of the 
?rst and second ?lters and an actual shift betWeen the ?rst and 
second phases of the received signal. A correction module 
communicates With an output of the adaptive control module 
and the ?rst phase and second phase of the received signal. 
The correction module outputs a mismatch correction to sec 
ond inputs of the ?rst and second summers respectively. 

In other features, the adaptive control module determines 
the predicted shift betWeen the ?rst and second phases based 
on an output from the second ?lter. The ?rst and second ?lters 
comprise at least one of a loW-pass ?lter, a high-pass ?lter, 
and a bandpass ?lter. The ?rst and second ?lters comprise at 
least one of a ?nite impulse response ?lter and an in?nite 
impulse response ?lter. 

In other features, the ?rst ?lter selectively ?lters direct 
current (DC) offsets from the output of the ?rst summer. The 
?rst ?lter selectively ?lters l/f noise from the output of the 
?rst summer. The adaptive control module determines coef 
?cients for gain and phase mismatch correction. 

In other features, a phase mismatch compensation method 
comprises generating an output of a ?rst summer based on a 
?rst phase of a received signal. The method also comprises 
generating an output of a second summer based on a second 
phase of the received signal and selectively ?ltering the out 
put of the ?rst summer in a ?rst ?lter. The second phase is 
offset from the ?rst phase. 

In other features, the method determines a predicted shift 
betWeen the ?rst and second phases of the received signal. 
The predicted shift is based on an output of the ?rst ?lter and 
an actual shift betWeen the ?rst and second phases of the 
received signal. The method also comprises outputting a mis 
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4 
match correction to second inputs of the ?rst and second 
summers respectively. The mismatch correction is based on 
the predicted shift and the ?rst and second phases of the 
received signal. The ?rst phase comprises an in-phase (I) 
signal, and the second phase comprises a quadrature (Q) 
signal. 

In other features, the phase mismatch compensation 
method further comprises determining coef?cients for gain 
and phase mismatch correction. The method comprises selec 
tively ?ltering the output of the second summer in a second 
?lter. The method further comprises determining the pre 
dicted shift betWeen the ?rst and second phases based on an 
output from the second ?lter. The ?rst and second ?lters 
comprise at least one of a loW-pass ?lter, a high-pass ?lter, 
and a bandpass ?lter. The ?rst and second ?lters comprise at 
least one of a ?nite impulse response ?lter and an in?nite 
impulse response ?lter. 

In other features, the phase mismatch compensation 
method further comprises selectively ?ltering direct current 
(DC) offsets from the output of the ?rst summer in the ?rst 
?lter. The method further comprises selectively ?ltering l/ f 
noise from the output of the ?rst summer. 

In other features, a gain and phase mismatch compensation 
method comprises generating an output of a ?rst summer of a 
?rst feedback loop based on a ?rst phase of a received signal. 
The method also comprises generating an output in a second 
summer of a second feedback loop base on a second phase of 
the received signal. The second phase is offset from the ?rst 
phase. 

In other features, the method comprises selectively ?lter 
ing the output of the ?rst summer in a ?rst ?lter of the ?rst 
feedback loop. The method also comprises selectively ?lter 
ing the output of the second summer in a second ?lter of the 
second feedback loop. The method also comprises determin 
ing a predicted shift betWeen the ?rst and second phases of the 
received signal based on an output of the ?rst and second 
?lters and an actual shift betWeen the ?rst and second phases 
of the received signal. The method comprises outputting a 
mismatch correction to second inputs of the ?rst and second 
summers respectively based on the predicted shift and the ?rst 
and second phases of the received signal. 

In other features, the method comprises determining the 
predicted shift betWeen the ?rst and second phases based on 
an output from the second ?lter. The ?rst and second ?lters 
comprise at least one of a loW-pass ?lter, a high-pass ?lter, 
and a bandpass ?lter. The ?rst and second ?lters comprise at 
least one of a ?nite impulse response ?lter and an in?nite 
impulse response ?lter. 

In other features, the method comprises selectively ?lter 
ing direct current (DC) offsets from the output of the ?rst 
summer in the ?rst ?lter. The method further comprises selec 
tively ?ltering l/ f noise from the output of the ?rst summer in 
the ?rst ?lter. The method further comprises determining 
coef?cients for gain and phase mismatch correction. 

In other features, a phase mismatch compensation system 
comprises ?rst summing means for summing that has a ?rst 
input that communicates With a ?rst phase of a received signal 
and an output. Second summing means for summing has a 
?rst input that communicates With a second phase of the 
received signal and an output. The second phase is offset from 
the ?rst phase. The system also comprises ?rst ?ltering means 
for selectively ?ltering the output of the ?rst summing means. 
The system also comprises adaptive control means for con 
trolling. The adaptive control means determines a predicted 
shift betWeen the ?rst and second phases of the received 
signal. The predicted shift is based on an output of the ?rst 
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?ltering means and an actual shift between the ?rst and sec 
ond phases of the received signal. 

In other features, the system also comprises correction 
means for correcting that communicates With an output of the 
adaptive control means and the ?rst phase and second phase 
of the received signal. The correction means outputs a mis 
match correction to second inputs of the ?rst and second 
summing means respectively. The ?rst phase comprises an 
in-phase (I) signal, and the second phase comprises a quadra 
ture (Q) signal. The adaptive control means determines coef 
?cients for gain and phase mismatch correction. 

In other features, the phase mismatch compensation sys 
tem comprises second ?ltering means for selectively ?ltering 
the output of the second summing means. The adaptive con 
trol means determines the predicted shift betWeen the ?rst and 
second phases based on an output from the second ?ltering 
means. The ?rst and second ?ltering means comprise at least 
one of a loW-pass ?lter, a high-pass ?lter, and a bandpass 
?lter. The bandpass ?lter comprises a high-pass ?lter and a 
loW-pass ?lter. 

In other features, the ?rst and second ?ltering means com 
prise at least one of a ?nite impulse response ?lter and an 
in?nite impulse response ?lter. The ?rst ?ltering means selec 
tively ?lters direct current (DC) offsets from the output of the 
?rst summing means. The ?rst ?ltering means selectively 
?lters l/ f noise from the output of the ?rst summing means. 

In other features, the adaptive control module generates 
adaptive complex coef?cients (WO(n),W1(n), . . . ,Wk(n)) for 
the I/Q mismatch ?lter/correction means. 

Ufis the complex representation of the respective outputs of 
?rst and second ?ltering means. Uf(n):I"(n)+jQ"(n), and p. is 
the adaptation step siZe. The output of the I/ Q mismatch 
compensation system may be represented by: 

Where Us is the complex representation of the ?rst and second 
outputs (I' represents the output of the ?rst summing means; 
Q’ represents the output of the second summing means). S is 
the complex representation of the input signal, Where S(n):I 
(n)+jQ(n). S*(n) is the complex conjugate of S, Where S*(n): 
I(n)—jQ(n). k is a tap index that ranges from 1 to n, Where n is 
an integer greater than 1. 

In other features, receiving means for receiving comprises 
the phase mismatch compensation system. The system fur 
ther comprises mixing means for mixing that doWn converts 
the received signal to an intermediate frequency (IF) signal. 
Converting means for converting signals digitiZes the IF sig 
nal. The phase mismatch compensation system receives the 
?rst phase and the second phase from the converting means. 
The received signal is a radio frequency (RF) signal. 

In other features, a gain and phase mismatch compensation 
system comprises ?rst feedback means for feeding back. The 
system also comprises ?rst summing means for summing that 
has a ?rst input that communicates With a ?rst phase of a 
received signal and an output. Second feedback means for 
feeding back comprises second summing means for sum 
ming. The second summing means has a ?rst input that com 
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6 
municates With a second phase of the received signal and an 
output. The second phase is offset from the ?rst phase. 

In other features, ?rst ?ltering means for ?ltering Within 
the ?rst feedback means selectively ?lters the output of the 
?rst summing means. Second ?ltering means for ?ltering 
Within the second feedback means selectively ?lters the out 
put of the second summing means. Adaptive control means 
for controlling determines a predicted shift betWeen the ?rst 
and second phases of the received signal. The predicted shift 
is based on outputs of the ?rst and second ?ltering means and 
an actual shift betWeen the ?rst and second phases of the 
received signal. Correction means for correcting communi 
cates With an output of the adaptive control means and the ?rst 
phase and second phase of the received signal. The correction 
means outputs a mismatch correction to second inputs of the 
?rst and second summing means respectively. 

In other features, the adaptive control means determines 
the predicted shift betWeen the ?rst and second phases based 
on an output from the second ?ltering means. The ?rst and 
second ?ltering means comprise at least one of a loW-pass 
?lter, a high-pass ?lter, and a bandpass ?lter. The ?rst and 
second ?ltering mean comprise at least one of a ?nite impulse 
response ?lter and an in?nite impulse response ?lter. The ?rst 
?ltering means selectively ?lters direct current (DC) offsets 
from the output of the ?rst summing means. The ?rst ?ltering 
means selectively ?lters l/f noise from the output of the ?rst 
summing means. The adaptive control means determines 
coef?cients for gain and phase mismatch correction. 

Further areas of applicability of the present disclosure Will 
become apparent from the detailed description provided here 
inafter. It should be understood that the detailed description 
and speci?c examples, While indicating the preferred embodi 
ment of the disclosure, are intended for purposes of illustra 
tion only and are not intended to limit the scope of the dis 
closure. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The present disclosure Will become more fully understood 
from the detailed description and the accompanying draW 
ings, Wherein: 

FIG. 1 is a functional block diagram of a receiver system 
according to the prior art; 

FIG. 2A is a signal diagram of an image signal and a 
desired signal according to the prior art; 

FIG. 2B is a signal diagram of a desired signal corrupted by 
an image signal according to the prior art; 

FIG. 3A is a functional block diagram of a receiver system 
according to the present disclosure; 

FIG. 3B is a functional block diagram of an I/Q mismatch 
compensation system according to the present disclosure; 

FIG. 4A is a graph of a gain frequency response for a one 
tap ?lter I/ Q mismatch compensation according to the present 
disclosure; 

FIG. 4B is a graph of a phase frequency response for a one 
tap ?lter I/ Q mismatch compensation according to the present 
disclosure; 

FIG. 5A is a graph of a gain frequency response for a three 
tap ?lter I/ Q mismatch compensation according to the present 
disclosure; 

FIG. 5B is a graph of a phase frequency response for a three 
tap ?lter I/ Q mismatch compensation according to the present 
disclosure; 

FIG. 6 is a diagram of a strong interferer according to the 
present disclosure; 
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FIG. 7A is a graph of a frequency response of the I/Q 
mismatch compensation system according to the present dis 
closure; 

FIG. 7B is a graph of a frequency response of the I/Q 
mismatch compensation system including a bandpass ?lter 
according to the present disclosure; 

FIG. 8 is a graph of a radio frequency (RF) spectrum 
according to the present disclosure; 

FIG. 9 is a graph of an RF spectrum at the intermediate 
frequency (IF) With a portion of the RF spectrum selected by 
a bandpass ?lter according to the present disclosure; 

FIG. 10 is a graph of a baseband frequency spectrum 
according to the present disclosure; 

FIG. 11 is a ?owchart of an exemplary I/ Q mismatch com 
pensation operational method according to the present dis 
closure; 

FIG. 12A is a functional block diagram of a high de?nition 
television (HDTV); 

FIG. 12B is a functional block diagram of a cellular phone; 
FIG. 12C is a functional block diagram of a set top box; and 
FIG. 12D is a functional block diagram of a media player. 

DETAILED DESCRIPTION 

The folloWing description is merely exemplary in nature 
and is in no Way intended to limit the disclosure, its applica 
tion, or uses. For purposes of clarity, the same reference 
numbers Will be used in the draWings to identify similar 
elements. As used herein, the term module, circuit and/or 
device refers to an Application Speci?c Integrated Circuit 
(ASIC), an electronic circuit, a processor (shared, dedicated, 
or group) and memory that execute one or more softWare or 

?rmware programs, a combinational logic circuit, and/or 
other suitable components that provide the described func 
tionality. As used herein, the phrase at least one of A, B, and 
C should be construed to mean a logical (A or B or C), using 
a non-exclusive logical or. It should be understood that steps 
Within a method may be executed in different order Without 
altering the principles of the present disclosure. 

Referring noW to FIGS. 3A and 3B, a receiver 54 receives 
radio frequency (RF) signals in a loW noise ampli?er (LNA) 
56 via an antenna 58. An in-phase (I) channel mixer 60 and a 
quadrature (Q) channel mixer 62 doWnconvert the incoming 
RF signals to an intermediate frequency (IF). The I/Q chan 
nels 64, 66 may be routed to respective ?lters 68, 70. The I/Q 
channels 64, 66 may include an image signal and a desired 
signal. 
Summers 72, 74 may compensate gain and/or phase mis 

matches in the analog domain 76. Analog-to-digital convert 
ers 78, 80 convert the compensated signals to the digital 
domain 82. An I/Q mismatch compensation system 83 cor 
rects I/Q channel mismatches and may be implemented any 
Where betWeen the ND converters 78, 80 and IF mixers 88, 90. 
Filters 84, 86, IF mixers 88, 90, and ?lters 92, 94 may process 
digital signals before they are combined in summer 96. 
An adaptive control module 202 of the I/Q mismatch com 

pensation system 83 applies an adaptive ?ltering process to 
I/Q channel paths 203, 205 through a correction computation 
module 204. The U0 channels may include an image signal 
and a desired signal. The adaptive control module 202 
receives subsequent iterations or taps through ?lters 206, 208 
in a feedback loop 209. 

The adaptive control module 202 generates adaptive com 
plex coef?cients (WO(n), Wl(n), . . . , Wk(n)) for the I/Q 
mismatch correction ?lter (correction computation module 
204): 
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Ufis the complex representation of the respective outputs of 
?rst and second ?lters. Uf (n):I"'(n)+jQ"(n), p. is the adapta 
t1on step size, and n is the time index. The output of the I/Q 
mismatch compensation system may be represented by: 

Where Us is the complex representation of the ?rst and second 
summer outputs (I’ represents the output of a ?rst summer 
210; Q’ represents the output of a second summer 211). S is 
the complex representation of the input signal, Where S(n):I 
(n)+jQ(n). S*(n) is the complex conjugate of S, Where S*(n): 
I(n)—jQ(n). k is a tap index that ranges from 1 to n, Where n is 
an integer greater than 1. 
The ?lter coef?cients change according to the amount of 

baseline shift not corrected by the predicted shift S*(n). Gen 
erally, the coef?cients iteratively change the siZe of predicted 
shifts When predicted shifts differ from the actual shift. Adap 
tive coef?cients may be represented as Wk(n+l):Wk(n)+p 
(U S(n)><US(n—k)), Where p. is the adaptation step siZe that 
controls the speed at Which ?lter coef?cients adapt to I/Q 
channel imperfections. 

Referring noW to FIGS. 3A, 3B, 4A, 4B, 5A, 5B, and 6, the 
adaptive control module 202 may be used for Wideband com 
pensation. The adaptive decorrelation process may generate 
coef?cients to Zero the difference in auto-correlation and 
cross-correlation betWeen I/Q outputs through the correction 
computation module 204 and summers 210, 211 for the ?rst 
tap. For higher order taps, coef?cients may be generated from 
minimiZation of higher order correlation properties betWeen 
I/Q channels. Cross-correlation is a measure of similarity of 
I/O signals and auto-correlation is the cross-correlation of a 
signal With itself. Phase mismatch may be represented as a 
non-Zero cross-correlation betWeen I/Q channels. Gain mis 
match may be represented as a difference in auto-correlation 
betWeen I/ Q channels. 

Gain and phase frequency responses are illustrated in 
FIGS. 4A and 4B for a single tap mismatch compensation. 
The single tap mismatch compensation includes the correc 
tion signals 220, 222, and the gain and phase frequency 
responses before correction 224, 226 and after correction 
228, 230. Gain and phase frequency responses are illustrated 
in FIGS. 5A and 5B for a three tap mismatch compensation 
including the correction signal 232, 234, and the gain and 
phase frequency responses before correction 236, 238 and 
after correction 240, 242. The ?rst tap includes, for example, 
only seven additions and seven multiplications and additional 
taps include eight additions and eight multiplication. The tap 
summers and multipliers may share computational resources 
through multiplexing operations. FIG. 6 illustrates a setup for 
simulation results depicted in FIGS. 4A, 4B, 5A, and 5B. 

Referring noW to FIGS. 7A, and 7B, bandpass ?lters 206, 
208 are used to select a band of frequencies Where I/Q signals 
mismatch may be compensated. The ?lters 206, 208 are in the 
coe?icient calculation paths 214, 216, and generally do not 
effect the desired signal path 218, Which therefore alloWs less 
expensive ?lters to be used. The bandpass ?lters may include 
a ?nite impulse response (FIR) ?lter, an in?nite impulse ?lter 
and/or a combination of a loW-pass ?lter With a high-pass 



US 7,672,655 B1 
9 

?lter. The bandpass ?lters 206, 208 may attenuate the effect of 
strong out-of-band interferers 243 and may cancel DC offset. 
FIG. 7A illustrates a frequency response of the system 83 
Without the bandpass ?lters 206, 208; and FIG. 7B illustrates 
the frequency response of the system 83 including fourth 
order bandpass ?lters 206, 208. 

The image rejection ratio (IRR) is the ratio of the image 
frequency signal input to the antenna 58 to the desired input 
frequency signal for identical outputs. When the image rej ec 
tion ratio is measured, the input signal levels of the desired 
and image frequencies are equal. IRR is primarily limited by 
gain and phase mismatches betWeenI and Q channels. In FIG. 
7A, the IRR 246 is, for example 62 dB; and the rejection of the 
strong interferer 247 is 75 dB. In FIG. 7B, the IRR 248 is 84 
dB; and the rejection of the interferer 249 is 55 dB. 

Referring noW to FIGS. 8, 9, and 10, an FM radio receiver 
frequency spectrum 250, an IF spectrum 252, and a baseband 
frequency spectrum 254 are illustrated. In the IF spectrum 
252, bandpass ?lters 206, 208 select the band of interest 258 
Where the image rejection is supposed to be perfect. The 
bandpass ?lters 206, 208 therefore limit effect of strong inter 
ferers 260 on the adaptive control module 202. 

Referring noW to FIG. 11, control starts in step 381. In step 
382, a passband ?lter is selectively determined that Will 
remove interferers from the I/ Q channel signals. The band 
pass ?lter may be ?xed or alternatively reprogrammable. 
Generally, the ?lter may be determined by optimiZing I/Q 
mismatch in the frequency band of interest in the presence of 
various interferer signals and DC offset levels. In step 384, if 
I/Q mismatch is suf?ciently compensated, control ends. If 
step 384 is false, I/O compensation in the adaptive control 
module determines an I/Q mismatch or offset coe?icient in 
step 386. In step 388, the I/ Q channels are updated and control 
loops back to step 384. 

Referring noW to FIGS. 12A-12D, various exemplary 
implementations incorporating the teachings of the present 
disclosure are shoWn. Referring noW to FIG. 12A, the mis 
match compensation system can be implemented in a control 
module 435 of a high de?nition television (HDTV) 437. The 
HDTV 437 includes a display 439, a poWer supply 440, 
memory 441, a storage device 442, a WLAN interface 443 
and associated antenna 444, and an external interface 445. 

The HDTV 437 can receive input signals from the WLAN 
interface 443 and/or the external interface 445, Which sends 
and receives information via cable, broadband Internet, and/ 
or satellite. The HDTV control module 435 may process the 
input signals, including encoding, decoding, ?ltering, and/or 
formatting, and generate output signals. The output signals 
may be communicated to one or more of the display 439, 
memory 441, the storage device 442, the WLAN interface 
443, and the external interface 445. 
Memory 441 may include random access memory (RAM) 

and/or nonvolatile memory such as ?ash memory, phase 
change memory, or multi-state memory, in Which each 
memory cell has more than tWo states. The storage device 442 
may include an optical storage drive, such as a DVD drive, 
and/ or a hard disk drive (HDD). The HDTV control module 
435 communicates externally via the WLAN interface 443 
and/ or the external interface 445. The poWer supply 440 pro 
vides poWer to the components of the HDTV 437. 

Referring noW to FIG. 12B, the mismatch compensation 
system can be implemented in a phone control module 457 of 
a cellular phone 458. The cellular phone 458 includes a phone 
control module 457, a poWer supply 462, memory 464, a 
storage device 466, and a cellular netWork interface 467. The 
cellular phone 458 may include a WLAN interface 468 and 
associated antenna 469, a microphone 470, an audio output 
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10 
472 such as a speaker and/or output jack, a display 474, and a 
user input device 476 such as a keypad and/ or pointing device. 

The phone control module 457 may receive input signals 
from the cellular netWork interface 467, the WLAN interface 
468, the microphone 470, and/or the user input device 476. 
The phone control module 457 may process signals, includ 
ing encoding, decoding, ?ltering, and/or formatting, and gen 
erate output signals. The output signals may be communi 
cated to one or more of memory 464, the storage device 466, 
the cellular netWork interface 467, the WLAN interface 468, 
and the audio output 472. 
Memory 464 may include random access memory (RAM) 

and/or nonvolatile memory such as ?ash memory, phase 
change memory, or multi-state memory, in Which each 
memory cell has more than tWo states. The storage device 466 
may include an optical storage drive, such as a DVD drive, 
and/or a hard disk drive (HDD). The poWer supply 462 pro 
vides poWer to the components of the cellular phone 458. 

Referring noW to FIG. 12C, the mismatch compensation 
system can be implemented in a set top control module 477 of 
a set top box 478. The set top box 478 includes a set top 
control module 477, a display 481, a poWer supply 482, 
memory 483, a storage device 484, and a WLAN interface 
485 and associated antenna 486. 
The set top control module 477 may receive input signals 

from the WLAN interface 485 and an external interface 487, 
Which can send and receive information via cable, broadband 
Internet, and/or satellite. The set top control module 477 may 
process signals, including encoding, decoding, ?ltering, and/ 
or formatting, and generate output signals. The output signals 
may include audio and/or video signals in standard and/or 
high de?nition formats. The output signals may be commu 
nicated to the WLAN interface 485 and/or to the display 481. 
The display 481 may include a television, a projector, and/or 
a monitor. 

The poWer supply 482 provides poWer to the components 
of the set top box 478. Memory 483 may include random 
access memory (RAM) and/or nonvolatile memory such as 
?ash memory, phase change memory, or multi-state memory, 
in Which each memory cell has more than tWo states. The 
storage device 484 may include an optical storage drive, such 
as a DVD drive, and/ or a hard disk drive (HDD). 

Referring noW to FIG. 12D, the mismatch compensation 
system can be implemented in a control module 488 of a 
media player 489. The media player 489 may include a media 
player control module 488, a poWer supply 491, memory 492, 
a storage device 493, a WLAN interface 494 and associated 
antenna 495, and an external interface 499. 
The media player control module 488 may receive input 

signals from the WLAN interface 494 and/or the external 
interface 499. The external interface 499 may include USB, 
infrared, and/ or Ethernet. The input signals may include com 
pressed audio and/or video, and may be compliant With the 
MP3 format. Additionally, the media player control module 
488 may receive input from a user input 496 such as a keypad, 
touchpad, or individual buttons. The media player control 
module 488 may process input signals, including encoding, 
decoding, ?ltering, and/or formatting, and generate output 
signals. 
The media player control module 488 may output audio 

signals to an audio output 497 and video signals to a display 
498. The audio output 497 may include a speaker and/or an 
output jack. The display 498 may present a graphical user 
interface, Which may include menus, icons, etc. The poWer 
supply 491 provides poWer to the components of the media 
player 489. Memory 492 may include random access memory 
(RAM) and/or nonvolatile memory such as ?ash memory, 
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phase change memory, or multi-state memory, in Which each 
memory cell has more than tWo states. The storage device 493 
may include an optical storage drive, such as a DVD drive, 
and/ or a hard disk drive (HDD). 

Those skilled in the art can noW appreciate from the fore 
going description that the broad teachings of the disclosure 
can be implemented in a variety of forms. Therefore, While 
this disclosure includes particular examples, the true scope of 
the disclosure should not be so limited since other modi?ca 
tions Will become apparent to the skilled practitioner upon a 
study of the draWings, the speci?cation and the folloWing 
claims. 
What is claimed is: 
1. A phase mismatch compensation system comprising: 
a ?rst feedback loop comprising a ?rst summer, Wherein 

said ?rst summer has a ?rst input that communicates 
With a ?rst phase of a received signal and has an output; 

a second feed back loop comprising a second summer, 
Wherein said second summer has a ?rst input that com 
municates With a second phase of said received signal 
and has an output, Wherein said second phase is offset 
from said ?rst phase; 

a ?rst ?lter that selectively ?lters said output of said ?rst 
summer; 

an adaptive control module that determines a predicted 
shift betWeen said ?rst and second phases of said 
received signal based on an output of said ?rst ?lter and 
an actual shift betWeen said ?rst and second phases of 
said received signal; and 

a correction module that communicates With an output of 
said adaptive control module and said ?rst phase and 
second phase of said received signal, that outputs a mis 
match correction to second inputs of said ?rst and sec 
ond summers respectively. 

2. The phase mismatch compensation system of claim 1 
Wherein said ?rst phase comprises an in-phase (1) signal. 

3. The phase mismatch compensation system of claim 1 
Wherein said second phase comprises a quadrature (Q) signal. 

4. The phase mismatch compensation system of claim 1 
Wherein said adaptive control module determines coef?cients 
for gain and phase mismatch correction. 

5. The phase mismatch compensation system of claim 1 
further comprising a second ?lter that selectively ?lters said 
output of said second summer. 

6. The phase mismatch compensation system of claim 5 
Wherein said adaptive control module determines said pre 
dicted shift betWeen said ?rst and second phases based on an 
output from said second ?lter. 

7. The phase mismatch compensation system of claim 5 
Wherein said ?rst and second ?lters comprise at least one of a 
loW-pass ?lter, a high-pass ?lter, and a bandpass ?lter. 

8. The phase mismatch compensation system of claim 7 
Wherein said bandpass ?lter comprises a high-pass ?lter and 
a loW-pass ?lter. 

9. The phase compensation system of claim 7 Wherein said 
?rst and second ?lters comprise at least one of a ?nite impulse 
response ?lter and an in?nite impulse response ?lter. 

10. The phase mismatch compensation system of claim 1 
Wherein said ?rst ?lter selectively ?lters direct current (DC) 
offsets from said output of said ?rst summer. 

11. The phase mismatch compensation system of claim 1 
Wherein said ?rst ?lter selectively ?lters l/f noise from said 
output of said ?rst summer. 

12. The phase mismatch compensation system of claim 1 
Wherein Us is a complex representation of said ?rst and sec 
ond summer outputs such that US(n):l'(n)+jQ'(n):S(n)—WO 
(n)><S*(n)—W1(n)><S*(n—l)—W2(n)><S*(n—2)— . . . —Wk(n)>< 
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S*(n—k+l), Where I’ is said ?rst summer output, Q’ is said 
second summer output, S is a complex representation of said 
input signal affected by I/ Q mismatch such that S(n):l(n)+ 
jQ(n), S* is a complex conjugate of S such that S*(n):l(n)— 
jQ(n), and WO(n), Wl(n), W2(n) are adaptive complex coef 
?cients for said correction module Where k is a tap index that 
ranges from 1 to n, Where n is an integer greater than 1. 

13. A receiver comprising the phase mismatch compensa 
tion system of claim 1 and further comprising: 

a mixer that doWn converts said received signal to an inter 
mediate frequency (IF) signal; and 

an analog-to-digital converter that digitiZes said IF signal, 
Wherein the phase mismatch compensation system 
receives said ?rst phase and said second phase from said 
analog-to-digital converter. 

14. The receiver as in claim 13 Wherein saidreceived signal 
is a radio frequency (RF) signal. 

15.A gain and phase mismatch compensation system com 
prising: 

a ?rst feedback loop comprising a ?rst summer, Wherein 
said ?rst summer has a ?rst input that communicates 
With a ?rst phase of a received signal and has an output; 

a second feedback loop comprising a second summer, 
Wherein said second summer has a ?rst input that com 
municates With a second phase of said received signal 
and has an output, Wherein said second phase is offset 
from said ?rst phase; 

a ?rst ?lter of said ?rst feedback loop that selectively ?lters 
said output of said ?rst summer; 

a second ?lter of said second feedback loop that selectively 
?lters said output of said second summer; 

an adaptive control module that determines a predicted 
shift betWeen said ?rst and second phases of said 
received signal based on outputs of said ?rst and second 
?lters and an actual shift betWeen said ?rst and second 
phases of said received signal; and 

a correction module that communicates With an output of 
said adaptive control module and said ?rst phase and 
second phase of said received signal, that outputs a mis 
match correction to second inputs of said ?rst and sec 
ond summers respectively. 

16. The phase mismatch compensation system of claim 15 
Wherein said adaptive control module determines said pre 
dicted shift betWeen said ?rst and second phases based on an 
output from said second ?lter. 

17. The phase mismatch compensation system of claim 15 
Wherein said ?rst and second ?lters comprise at least one of a 
loW-pass ?lter, a high-pass ?lter, and a bandpass ?lter. 

18. The phase compensation system of claim 15 Wherein 
said ?rst and second ?lters comprise at least one of a ?nite 
impulse response ?lter and an in?nite impulse response ?lter. 

19. The phase mismatch compensation system of claim 15 
Wherein said ?rst ?lter selectively ?lters direct current (DC) 
offsets from said output of said ?rst summer. 

20. The phase mismatch compensation system of claim 15 
Wherein said ?rst ?lter selectively ?lters l/f noise from said 
output of said ?rst summer. 

21. The phase mismatch compensation system of claim 15 
Wherein said adaptive control module determines coef?cients 
for gain and phase mismatch correction. 

22. A phase mismatch compensation method comprising: 
generating an output of a ?rst summer of a ?rst feedback 

loop based on a ?rst phase of a received signal; 
generating an output of a second summer of a second 

feedback loop based on a second phase of said received 
signal, Wherein said second phase is offset from said ?rst 
phase; 
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selectively ?ltering said output of said ?rst summer in a 

determining a predicted shift betWeen said ?rst and second 
phases of said received signal based on an output of said 
?rst ?lter and an actual shift betWeen said ?rst and sec 
ond phases of said received signal; and 

outputting a mismatch correction to second inputs of said 
?rst and second summers respectively based on said 
predicted shift and said ?rst and second phases of said 
received signal. 

23. The phase mismatch compensation method of claim 22 
Wherein said ?rst phase comprises an in-phase (1) signal. 

24. The phase mismatch compensation method of claim 22 
Wherein said second phase comprises a quadrature (Q) signal. 

25. The phase mismatch compensation method of claim 22 
further comprising determining coef?cients for gain and 
phase mismatch correction. 

26. The phase mismatch compensation method of claim 22 
further comprising selectively ?ltering said output of said 
second summer in a second ?lter. 

27. The phase mismatch compensation method of claim 26 
further comprising determining said predicted shift betWeen 
said ?rst and second phases based on an output from said 
second ?lter. 

28. The phase mismatch compensation method of claim 26 
Wherein said ?rst and second ?lters comprise at least one of a 
loW-pass ?lter, a high-pass ?lter, and a bandpass ?lter. 

29. The phase compensation method of claim 26 Wherein 
said ?rst and second ?lters comprise at least one of a ?nite 
impulse response ?lter and an in?nite impulse response ?lter. 

30. The phase mismatch compensation method of claim 22 
further comprising selectively ?ltering direct current (DC) 
offsets from said output of said ?rst summer in said ?rst ?lter. 

31. The phase mismatch compensation method of claim 22 
further comprising selectively ?ltering l/f noise from said 
output of said ?rst summer. 

32. A gain and phase mismatch compensation method 
comprising: 
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generating an output of a ?rst summer of a ?rst feedback 

loop based on a ?rst phase of a received signal; 
generating an output in a second summer of a second 

feedback loop base on a second phase of said received 
signal, Wherein said second phase is offset from said ?rst 
phase; 

selectively ?ltering said output of said ?rst summer in a 
?rst ?lter of said ?rst feedback loop; 

selectively ?ltering said output of said second summer in a 
second ?lter of said second feedback loop; 

determining a predicted shift betWeen said ?rst and second 
phases of said received signal based on an output of said 
?rst and second ?lters and an actual shift betWeen said 
?rst and second phases of said received signal; and 

outputting a mismatch correction to second inputs of said 
?rst and second summers respectively based on said 
predicted shift and said ?rst and second phases of said 
received signal. 

33. The phase mismatch compensation method of claim 32 
further comprising determining said predicted shift betWeen 
said ?rst and second phases based on an output from said 
second ?lter. 

34. The phase mismatch compensation method of claim 32 
Wherein said ?rst and second ?lters comprise at least one of a 
loW-pass ?lter, a high-pass ?lter, and a bandpass ?lter. 

35. The phase compensation method of claim 32 Wherein 
said ?rst and second ?lters comprise at least one of a ?nite 
impulse response ?lter and an in?nite impulse response ?lter. 

36. The phase mismatch compensation method of claim 32 
further comprising selectively ?ltering direct current (DC) 
offsets from said output of said ?rst summer in said ?rst ?lter. 

37. The phase mismatch compensation method of claim 32 
further comprising selectively ?ltering l/f noise from said 
output of said ?rst summer in said ?rst ?lter. 

38. The phase mismatch compensation method of claim 32 
further comprising determining coef?cients for gain and 
phase mismatch correction. 

* * * * * 


