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APPARATUS AND METHOD FOR IN-BELT 
CONVEYOR IDLER CONDITION 

MONITORING 

TECHNICAL FIELD 

This disclosure relates generally to monitoring systems 
and more speci?cally to an apparatus and method for in-belt 
conveyor idler condition monitoring. 

BACKGROUND 

Conveyor belts are used in many applications. In some 
applications, conveyor belts are used to transport bulk mate 
rials such as ore, coal and grain. Conveyor belts in such 
applications may be as long as 50 kilometers and may be 
installed in haZardous or environmentally unfriendly areas. 

Typically, a conveyor belt is driven by a head pulley at one 
end and a tail pulley at the other end. BetWeen the head pulley 
and tail pulley, idler rollers are typically used to support the 
belt. The idlers are typically mounted on a frame and rotate on 
bearings. 

SUMMARY 

This disclosure provides an apparatus and method for in 
belt conveyor idler condition monitoring. 

In a ?rst embodiment, a method includes sensing a char 
acteristic of a support structure of a conveyor belt using a 
sensor mechanically coupled to the conveyor belt and Wire 
lessly transmitting a signal corresponding to the sensed char 
acteristic. The method also includes determining a condition 
of the support structure based upon the transmitted signal. 

In particular embodiments, the support structure is one of a 
plurality of support structures and characteristics of each of 
the support structures are sensed and associated With identi 
?ers for the support structures. In other particular embodi 
ments, the support structure includes a plurality of elements 
and each element is sensed by one of a corresponding plural 
ity of sensors. 

In a second embodiment, a system includes a conveyor 
belt, a support structure of the conveyor belt, a sensor 
mechanically coupled to the conveyor belt, and a monitor 
system. The sensor senses a characteristic of the support 
structure and Wirelessly transmits a signal corresponding to 
the sensed characteristic to the monitor system and Wirelessly 
transmits a signal corresponding to the sensed characteristic. 
The monitor system determines a condition of the support 
structure based upon the transmitted signal. 

In a third embodiment, a system includes a sensor, a con 
troller, and a Wireless interface. The sensor is mechanically 
coupled to a conveyor belt, detects a characteristic of a sup 
port structure associated With the conveyorbelt, and produces 
a ?rst signal responsive to the characteristic. The controller 
receives and stores the ?rst signal, and produces a second 
signal according to the stored ?rst signal. The Wireless inter 
face receives and Wirelessly transmits the second signal. 

Other technical features may be readily apparent to one 
skilled in the art from the folloWing ?gures, descriptions, and 
claims. 

BRIEF DESCRIPTION OF THE DRAWINGS 

For a more complete understanding of this disclosure, ref 
erence is noW made to the folloWing description, taken in 
conjunction With the accompanying drawings, in Which: 
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2 
FIG. 1 is a schematic diagram of a conveyor belt system in 

accordance With this disclosure; 
FIG. 2 is a cross section of a conveyor belt system in 

accordance With this disclosure; and 
FIG. 3 is a schematic diagram of an in-belt Wireless sensor 

in accordance With this disclosure. 

DETAILED DESCRIPTION 

FIG. 1 is a schematic diagram of a conveyor belt system 
1 00 in accordance With this disclosure. A conveyor belt 1 02 in 
accordance With this disclosure is installed around a head 
pulley 106 and a tail pulley 104. BetWeen the head pulley 106 
and the tail pulley 104, the belt 102 is supported by idler 
assemblies 108a-108h. 

Idler Wear or bearing failure may result in conveyor belt 
Wear or misalignment. Idler failure may result in a torn con 
veyor belt, With attendant signi?cant loss of production. In 
conventional conveyor belt systems, inspection of idlers may 
be infrequent or expensive for reasons that may include the 
harshness of the conveyor belt environment, the length of the 
belt system, the dif?culty of inspecting idlers While the belt is 
in operation. 

In an embodiment of the present disclosure, Wireless sen 
sor systems 110, 112 and 114 are embedded in the conveyor 
belt 102.As the sensors 110,112 and 114 pass over each ofthe 
idler assemblies 108a-108h, the sensors 110, 112 and 114 
sense one or more characteristics of the idler assembly and 
store the sensed information for later upload to a monitoring 
or control system. Uploading of stored information is per 
formed When the sensor 114 comes Within Wireless commu 
nication range of a Wireless communication node 116. Simi 
larly, When the sensor systems 110 and 112 come Within 
communication range of the i-node 116, they Will perform an 
upload of stored information. 
The node 116 may also be referred to as an intermediate 

node, or i-node. The node 116 is in Wireless communication 
With a gateWay node 118, Which is in communication over a 
communication link 122 With a monitor system 120. 

While the sensor 114 is shoWn communicating Wirelessly 
With the i-node 116, it Will be understood that in other 
embodiments, the sensor 114 may come Within Wireless com 
munication range of, and communicate directly With, the 
gateWay 118. Furthermore, Where the i-node 116 is not in 
Wireless communication range of the gateWay 118, additional 
i-nodes may serve to relay Wireless communications betWeen 
the i-node 116 and the gateWay 118. 

While the conveyor belt 102 is shoWn With three Wireless 
sensors in FIG. 1, it Will be understood that in other embodi 
ments, feWer sensors may be used, or additional sensors may 
be included in a conveyor belt, to provide more frequent 
upload of stored information relating to idler condition. Simi 
larly, additional i-nodes may be installed at other locations 
along the conveyor belt system 100 to permit the use of 
sensors With smaller storage capacity or to provide failure 
resistant redundant communication, as Well as more frequent 
uploads of stored information. Also, While eight idler rollers 
are shoWn in FIG. 1, it Will be understood that in other 
embodiments more or feWer idlers may be used. 

The Wireless sensor systems 110, 112 and 114 have self 
contained poWer supplies, Which may include batteries or 
other poWer supply devices. Where the poWer supply is a 
battery, the battery may be selected to provide a lifetime of 
several years, in order to reduce the frequency of stopping the 
conveyor belt in order to replace the battery. Where the poWer 
supply is a rechargeable device, a recharge terminal 124 may 
be provided to recharge the poWer supply Without requiring 
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contact with the sensors. In the embodiment shown in FIG. 1, 
the recharge terminal 124 utilizes inductive power transfer to 
recharge the power supply in the sensor system 110. 

The recharge terminal 124 also serves as a location refer 
ence for the sensors 110, 112 and 114 as they pass around the 
pulleys and idlers of the conveyor belt system 100. Where the 
conveyor belt 102 rotates in a clockwise direction, as viewed 
in FIG. 1, the idler assembly 108g is identi?ed as the ?rst idler 
encountered after passing the recharge terminal 124, fol 
lowed in sequence by the head pulley 106, the idler pulley 
108h, the idler assemblies 108], 108d and 108b, the tail pulley 
104, and the idler assemblies 108a, 1080 and 108e. By using 
the recharge terminal 124 as a location reference, the sensors 
110, 112 and 114 are able to identify stored information in a 
way that may be correctly interpreted by the monitor system 
120. 

It will be understood that in other embodiments, other 
location references may be provided for the sensors 110, 112 
and 114. In one embodiment, the i-node 116 or other wireless 
device may provide a location reference. In another embodi 
ment, a unique spacing between idler pulleys may be recog 
niZed as a location reference. 

FIG. 2 is a cross section of a conveyor belt system in 
accordance with this disclosure. The conveyor belt 102 of 
FIG. 1 lies atop an idler assembly 10811. The conveyor belt 
102 is fabricated of rubber and is reinforced with steel cords 
222. Embedded within the belt 102 and ?ush with, or adjacent 
to its inner surface (its lower surface in FIG. 2) are the wire 
less sensor systems 110, 112 and 114. The sensor systems 
110, 112 and 114 may be encapsulated in rubber as a plug and 
glued or fastened by other means into position in the conveyor 
belt 102. While the sensors are typically spaced along the 
length of the belt 102, as shown in FIG. 1, they are shown 
within a single cross section of the belt 102 in FIG. 2 for ease 
of description. 

While the embodiment of FIG. 2 is a rubber belt with steel 
cord reinforcements, in other embodiments the conveyor belt 
may be fabricated from other durable and ?exible material, 
either with or without reinforcements. In still other embodi 
ments, the conveyor belt may be linked segments of metal or 
other ?exible or non-?exible material. 

The idler assembly 108a includes three idler rollers 202, 
204 and 206 spaced across the width of the conveyor belt 102, 
giving the belt 102 a U-shaped con?guration when a force 
224 that is exerted by material being carried by the belt 102 
presses it into the idler rollers. The idler roller 202 rotates 
about an axle 208 and is supported on the axle 208 by idler 
bearings 214a and 2141). Similarly, the idler roller 204 rotates 
about an axle 210 and is supported by idler bearings 216a and 
21619. The idler roller 206 rotates about an axle 212 and is 
supported by idler bearings 218a and 21819. The axles 208, 
210 and 212 are supported by a base 220, which may be a 
solid structure, as shown in FIG. 2, or may be a cable running 
along the periphery of the conveyor belt system 100. 
As will be described further with reference to FIG. 3, as 

sensor 110 passes over the idler roller 202, it senses one or 
more characteristics of the condition of the roller 202 and the 
bearings 214a and 2141). Similarly, the sensors 112 and 114 
sense characteristics of the rollers 210 and 212, respectively, 
and their bearings. 

FIG. 3 is a schematic diagram of an in-belt wireless sensor 
system 300 in accordance with this disclosure. The sensor 
system 300 includes a housing 301 that is adapted for fabri 
cation or mounting within a conveyor belt. The sensor system 
300 also includes a controller 308 that is powered by a power 
supply 314. Electrically coupled to the controller 308 are a 
pressure sensor 302, a vibration sensor 304, and a tempera 
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4 
ture sensor 306. The controller 308 is also electrically 
coupled to a wireless interface 310, which sends and receives 
wireless signals via an antenna 312. 
As described with reference to FIG. 1, in some embodi 

ments the power supply 314 may be a battery that is replaced 
when necessary. In other embodiments, the power supply 3 14 
may be a rechargeable device and an optional power input 
device 316 may be included in the sensor system 300. The 
power input device 316 may include a coil, allowing inductive 
power coupling with a external device such as the recharge 
station 124 of FIG. 1. In still other embodiments, the power 
input device 316 may be a force transducer (such as a pieZo 
electric device) that converts some of the force experienced 
by the sensor when passing over an idler assembly into elec 
trical power in order to recharge the power supply 316. 
The wireless sensor system 300 determines that it is pass 

ing over an idler from an increase in pres sure detected by the 
pressure sensor 302. In other embodiments, the system 300 
may determine that a sensor is passing over an idler by 
another method, for example, an amount of time that has 
passed since the sensor passed a location reference. The con 
troller 308 receives measurements of pressure, vibration and 
temperature, respectively, from the sensors 302, 304 and 306 
before, during and after passage of the sensor system 300 over 
an idler. The controller 308 stores the measurements along 
with an identi?er associated with the idler. As discussed with 
reference to FIG. 1, the identi?er may be a sequence number 
indicating the idler’s position in a sequence of idlers that 
follow a location reference. 
When the controller 308 receives a poll message via the 

antenna 312 and the wireless interface 310 from a wireless 
transceiver such as the i-node 116 of FIG. 1, the controller 308 
transmits some or all of the measurements and idler identi? 
ers stored since the last poll message it received. 
As described with reference to FIG. 1, the stored measure 

ments are forwarded from the i-node 116 via the gateway 118 
to the monitor system 120. The application may perform any 
necessary conversion on the received idler identi?er and 
stores the measurements in a database arranged by idler iden 
ti?er. The application then analyZes the received information, 
both within a single measurement and across a time series of 
measurements to detect characteristics and changes in char 
acteristics of idlers. 

Characteristics such as the condition of an idler roller sur 
face, misalignment of a roller or bearing causing the idler to 
be out of true, the condition of idler bearings, and others may 
be determined from an analysis of various ones of the pres 
sure, vibration and temperature measurements acquired and 
sent by the wireless sensor systems 110, 112 and 114. 
Responsive to a condition detected, the monitor system 120 
may schedule maintenance on one of idler assemblies 108a 
108h, change an operating characteristic of the conveyor belt 
system 100 or take some other appropriate action. 

In other embodiments, sensors for characteristics other 
than pressure, vibration and temperature may be used. In still 
other embodiments some amount of calculation and analysis 
may be performed in the wireless sensor system 110, 112 or 
114 prior to transmitting data to the i-node 116. In this way, 
the amount of data to be transmitted may be reduced from an 
embodiment that transmits raw measurement data from the 
sensor system. 

This represents a brief description of one type of wireless 
sensor system 300 according to the present disclosure. Addi 
tional details regarding this type of wireless system are well 
known in the art and are not needed for an understanding of 
this disclosure. Also, this represents one speci?c type of wire 
less sensor system 300 that may be used in the conveyor belt 
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system 100. Other machines or devices could be used that 
include any other or additional components for Wirelessly 
transmitting sensed information regarding idler assemblies. 
In addition, this disclosure is not limited to use With conveyor 
belt systems for transporting ore, coal and grain and could be 
used With conveyor belt systems that transport other items or 
materials. 

The above description and its associated ?gures have 
described and illustrated various aspects of one particular 
implementation of the in-belt conveyor idler condition moni 
toring Wireless sensor 300. Other embodiments of the Wire 
less sensor system 300 could be used Without departing from 
the scope of this disclosure. 

In some embodiments, various functions described above 
are implemented or supported by a computer program that is 
formed from computer readable program code and that is 
embodied in a computer readable medium. The phrase “com 
puter readable program code” includes any type of computer 
code, including source code, object code, and executable 
code. The phrase “computer readable medium” includes any 
type of medium capable of being accessed by a computer, 
such as read only memory (ROM), random access memory 
(RAM), a hard disk drive, a compact disc (CD), a digital video 
disc (DVD), or any other type of media. 

It may be advantageous to set forth de?nitions of certain 
Words and phrases used throughout this patent document. The 
term “couple” and its derivatives refer to any direct or indirect 
communication betWeen tWo or more elements, Whether or 
not those elements are in physical contact With one another. 
The terms “application” and “program” refer to one or more 
computer programs, softWare components, sets of instruc 
tions, procedures, functions, objects, classes, instances, 
related data, or a portion thereof adapted for implementation 
in a suitable computer code (including source code, object 
code, or executable code). The terms “transmit,” “receive,” 
and “communicate,” as Well as derivatives thereof, encom 
pass both direct and indirect communication. The terms 
“include” and “comprise,” as Well as derivatives thereof, 
mean inclusion Without limitation. The term “or” is inclusive, 
meaning and/or. The phrases “associated With” and “associ 
ated thereWith,” as Well as derivatives thereof, may mean to 
include, be included Within, interconnect With, contain, be 
contained Within, connect to or With, couple to or With, be 
communicable With, cooperate With, interleave, juxtapose, be 
proximate to, be bound to or With, have, have a property of, or 
the like. The term “controller” means any device, system, or 
part thereof that controls at least one operation. A controller 
may be implemented in hardWare, ?rmware, softWare, or 
some combination of at least tWo of the same. The function 
ality associated With any particular controller may be central 
iZed or distributed, Whether locally or remotely. 

While this disclosure has described certain embodiments 
and generally associated methods, alterations and permuta 
tions of these embodiments and methods Will be apparent to 
those skilled in the art. Accordingly, the above description of 
example embodiments does not de?ne or constrain this dis 
closure. Other changes, substitutions, and alterations are also 
possible Without departing from the spirit and scope of this 
disclosure, as de?ned by the folloWing claims. 

What is claimed is: 
1. A method comprising: 
sensing a characteristic of a support structure of a conveyor 

belt using a sensor mechanically coupled to the con 
veyor belt; 

Wirelessly transmitting a signal corresponding to the 
sensed characteristic; and 
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6 
determining a condition of the support structure based 
upon the transmitted signal. 

2. The method of claim 1, Wherein the support structure is 
a ?rst support structure of a plurality of support structures, 
and Wherein: 

sensing a characteristic comprises sensing a characteristic 
of each of the support structures and associating the 
sensed characteristics With identi?ers for the support 
structures; 

Wirelessly transmitting a signal comprises Wirelessly trans 
mitting one or more signals corresponding to the sensed 
characteristics and the associated identi?ers for the sup 
port structures; and 

determining a condition comprises determining a condi 
tion of each of the support structures based upon the one 
of more transmitted signals. 

3. The method of claim 2, further comprising: 
sensing a location reference; and 
generating the identi?ers for the support structures accord 

ing to the location reference. 
4. The method of claim 1, Wherein the support structure 

comprises a plurality of elements, and Wherein: 
sensing a characteristic comprises sensing a characteristic 

of each of the elements using a corresponding plurality 
of sensors mechanically coupled to the conveyor belt; 

Wirelessly transmitting a signal comprises Wirelessly trans 
mitting one or more signals corresponding to the sensed 
characteristics of the elements; and 

determining a condition comprises determining a condi 
tion of each of the elements based upon the one or more 
transmitted signals. 

5. The method of claim 4, Wherein: 
the support structure is a ?rst support structure of a plural 

ity of support structures; 
each of the support structures comprises a plurality of 

elements; and 
sensing a characteristic comprises sensing a characteristic 

of a ?rst of the elements for each of the support struc 
tures using a ?rst of the sensors. 

6. The method of claim 1, Wherein Wirelessly transmitting 
a signal comprises: 

Wirelessly transmitting a signal to an intermediate node; 
and 

Wirelessly transmitting the signal from the intermediate 
node. 

7. The method of claim 1, Wherein the characteristic is at 
least one of: pressure, vibration and temperature. 

8. The method of claim 1, further comprising: 
recharging a poWer supply of the sensor. 
9. A system comprising: 
a conveyor belt; 
a support structure associated With the conveyor belt; 
a sensor mechanically coupled to the conveyor belt; and 
a monitor system; 
Wherein: 

the sensor is operable to sense a characteristic of the 
support structure and to Wirelessly transmit a signal 
corresponding to the sensed characteristic to the 
monitor system; and 

the monitor system is operable to determine a condition 
of the support structure based upon the transmitted 
signal. 

10. The system of claim 9, Wherein: 
the support structure is a ?rst support structure of a plural 

ity of support structures; 
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the sensor is operable to: 
sense a characteristic of each of the support structures 

and associate the sensed characteristics With identi? 
ers for the support structures; and 

Wirelessly transmit one or more signals corresponding to 
the sensed characteristics and the associated identi? 
ers for the support structures; and 

the monitor system is operable to determine a condition of 
each of the support structures based upon the one or 
more transmitted signals. 

11. The system of claim 10, Wherein the sensor is operable 
to: 

sense a location reference; and 
generate the identi?ers for the support structures according 

to the location reference. 
12. The system of claim 9, Wherein: 
the support structure comprises a plurality of elements; 
the sensor is a ?rst sensor of a plurality of sensors mechani 

cally coupled to the conveyor belt; 
each of the sensors is operable to sense a characteristic of a 

corresponding element of the support structure and 
Wirelessly transmit a signal corresponding to the sensed 
characteristic to the monitor system; and 

the monitor system is operable to determine a condition of 
each of the elements based upon the transmitted signals. 

13. The system of claim 12, Wherein 
the support structure is a ?rst support structure of a plural 

ity of support structures; 
each of the support structures comprises a plurality of 

elements; and 
each of the sensors is operable to sense a characteristic of 

one of the elements in each of the support structures. 
14. The system of claim 9, further comprising an interme 

diate node, Wherein: 
the sensor is operable to transmit the signal corresponding 

to the sensed characteristic to the intermediate node; and 
the intermediate node is operable to transmit the signal 

corresponding to the sensed characteristic to the monitor 
system. 

15. The system of claim 9, Wherein the characteristic is at 
least one of: pressure, vibration and temperature. 
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16. The system of claim 9, Wherein the sensor comprises a 

rechargeable poWer supply and the sensor is further operable 
to recharge the poWer supply Without stopping a motion of the 
conveyor belt. 

17. A system comprising: 
a sensor mechanically coupled to a conveyor belt and oper 

able to: 
detect a characteristic of a support structure associated 

With the conveyor belt; and 
produce a ?rst signal responsive to the detected charac 

teristic; 
a controller operable to: 

receive the ?rst signal from the sensor; 
store the ?rst signal; and 
produce a second signal according to the stored ?rst 

signal; and 
a Wireless interface operable to receive the second signal 

and Wirelessly transmit the second signal. 
18. The system of claim 17, Wherein: 
the conveyor belt passes over a plurality of support struc 

tures; 
the sensor is operable to detect a characteristic of each of 

the support structures over Which the conveyor belt 
passes and to produce a plurality of ?rst signals respon 
sive to the detected characteristics; and 

the controller is operable to: 
associate an identi?er for the corresponding support 

structure With each ?rst signal; 
store each associated ?rst signal and identi?er; and 
produce the second signal according to the stored asso 

ciated ?rst signals and identi?ers. 
19. The system of claim 18, Wherein the sensor is operable 

to: 

sense a location reference; and 
generate the identi?ers for the support structures according 

to the location reference. 
20. The system of claim 17, Wherein the sensor comprises 

a rechargeable poWer supply and the sensor is further oper 
able to recharge the poWer supply Without stopping a motion 
of the conveyor belt. 


