
US007697063B2 

(12) Ulllted States Patent (10) Patent N0.: US 7,697,063 B2 
Sugihara (45) Date of Patent: Apr. 13, 2010 

(54) IMAGING-DEVICE CLEANING APPARATUS (56) References Cited 

(75) Inventor: Hiroyasu Sugihara, KanagaWa (JP) US' PATENT DOCUMENTS 

(73) Assignee: Canon Kabushiki Kaisha, Tokyo (JP) $1 gifirfzfgl 

( * ) Notice: Subject to any disclaimer, the term of this 200 1360085952833 * l2; ?alevallts et 348/335 
- - ogamlya et . ........ .. 

Patent 15 extended or adlusted under 35 2003/0214599 A1 * 11/2003 110 et a1. ............. .. 348/335 

U-S-C- 154(1)) by 330 days~ 2005/0129394 A1 6/2005 Ichikawa 
(21) Appl NO _ 11/739 586 2005/0275738 A1 12/2005 Arai 

. .. , 

FOREIGN PATENT DOCUMENTS 

(22) Flled: Apr‘ 24’ 2007 JP 07330352 A 12/1995 
_ _ _ JP 2002229110 A 8/2002 

PI‘IOI‘ PubllCatlOIl Data JP 2003_0l8440 Al H2003 
JP 2005-024905 A 1/2005 

US 2007/0201865 A1 Aug. 30, 2007 JP 2005_295152 A 10/2005 

_ _ JP 2006-100875 A 4/2006 
Related US. Application Data 

_ _ _ _ * cited by examiner 

(63) Continuation of application No. 10/795,060, ?led on _ _ _ 

Mar. 5, 2004, noW Pat. No. 7,222,388. Prlmary Exammerfsmh Tran 
Assistant ExamineriAlbert H Cutler 

(30) Foreign Application Priority Data ~Allol’l’ley, Agent, or FirmiCanon U.S.A. 111C. 1.P. 
1v1s1on 

Apr. 10, 2003 (JP) ........................... .. 2003-106790 

(57) ABSTRACT 
(51) Int. Cl. 

H04N 5 /2 25 (200601) An imaging-deyice cleaning apparatus is attached to a camera 
G03B 17/48 (2006 01) by engaging With a lens mount of the camera typically used 

' for attaching a camera lens. The imaging-device cleaning 
G03B 19/00 (2006.01) . . . . 

G03B 29/00 (2006 01) apparatus includes'a noZZle for removing dust and dirt in the 
' vicinity of an imaging section of the camera, and a motor and 

(52) US. Cl. ..................................... .. 348/375; 396/429 a fan for Supplying air to the nozzle to remove the dust and dirt 

(58) Field of Classi?cation Search ............... .. 348/363, from the Vicinity of an image sensor of the camera. 

348/374, 375; 396/352, 358, 402, 532 
See application ?le for complete search history. 

10 13a 24 

11~~ 

13b 13c 18 19b 

1 Claim, 8 Drawing Sheets 

25 22 ~20 

12b 

12a 23/ /21 



US. Patent Apr. 13, 2010 Sheet 1 of8 US 7,697,063 B2 

FIG. 1 



US. Patent Apr. 13, 2010 Sheet 2 of8 US 7,697,063 B2 

FIG. 2 



US. Patent Apr. 13, 2010 Sheet 3 of8 US 7,697,063 B2 

FIG. 3 

1 1 “31:04 2b 
‘12a 23f ,_\___/21 

/\'L / J " 
\ 

3 
\ \ ( 

13b 13018 19b \ 
L 



US. Patent Apr. 13, 2010 Sheet 4 of8 US 7,697,063 B2 

FIG. 4 

11m 

13b 13c 18 19b \ 



US. Patent Apr. 13, 2010 Sheet 5 of8 US 7,697,063 B2 

FIG. 5 



US. Patent Apr. 13, 2010 Sheet 6 0f8 US 7,697,063 B2 

FIG. 6 

K 
17a 17b 17c 



US. Patent Apr. 13, 2010 Sheet 7 of8 US 7,697,063 B2 

17\b 110 FIG‘ 7 4\1 4\2 
( ( ( ( E 20 

1° gf‘é’fme CLEANING AIRFLOW MIRROR SHUTTER EQKIYRA 
APPARATUS START ADJUSTING CONTROL CONTROL 

SWITCH SWITCH CIRCUIT CIRCUIT 
A 

13bI l l 40 ‘I 7 
17a,“ POWERON/OFF ‘ I 

SWITCH 

3o,“ NOZZLE ‘A’ __ 
CONTROL CIRCUIT 

CPU CPU 
31,“ MOTOR 0 

CONTROL CIRCUIT 

32-» DISPLAY CIRCUIT 4 

A A 

331 R 4.? 0 
POWER SUPPLY POWER SUPPLY I POWER A 

' CIRCUIT CIRCUIT ‘ ’[ SUPPLY ‘44 

i 335 —25 
341 AC 15 

POWER SUPPLY 



US. Patent Apr. 13, 2010 Sheet 8 of8 US 7,697,063 B2 

FIG. 8 

( POWERON ) 

>7 
I NO CAMERA MOUNTED? $101 

"YES 
STAND BY x8102 

I 
CLEANING START SWITCH ON @8103 

5112 F—— > <’ '2 
POWER_ON COMMAND CAMERA POWERED ON . $104 

I > YES 

AMOUNT OF 
ST 13 POWER REMAINING IN CAMERA S105 

E " SUFFICIENT? 
FEED POWER 

I > YES 
V 

SEND CLEANING-MODE COMMAND TO CAMERA x5106 
I 

POP UP MIRROR AND OPEN SHUTTER “$107 

I 
EXTEND NOZZLE x5108 

S114 
ERRoR PROCESS OBSTACLE FOUND ? $109 

= NO 
I 

EJECT AIR @8110 

PREDETERMINED S1 1 1 
TIME ELAPSED? 

A, YES 
I I 

I CLEANING FINISHED ) 



US 7,697,063 B2 
1 

IMAGING-DEVICE CLEANING APPARATUS 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

The present application is a continuation of US. patent 
application Ser. No. 10/795,060, ?led Mar. 5, 2004, entitled 
“IMAGING-DEVICE CLEANING APPARATUS”, the con 
tent of Which is expressly incorporated by reference herein in 
its entirety. Further, the present application claims priority 
from Japanese Patent Application No. 2003-106790, ?led 
Apr. 10, 2003, Which is also hereby incorporated by reference 
herein in its entirety. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to an imaging-device clean 

ing apparatus. 
2. Description of the Related Art 
Recently, a large number of digital cameras that record still 

images With image sensors including a CCD have been avail 
able on the market. Such digital cameras do not require photo 
?lms. Instead, the digital cameras focus images on image 
sensors including a CCD and store the image data onto exter 
nal storage devices, such as memory cards or hard disk drives. 
Unlike photo ?lms, the external storage devices alloW 
repeated Writing and erasing of the images, thus conveniently 
reducing the operational cost for consumable supplies. 

The structure of a single-lens re?ex (SLR) digital camera 
With interchangeable lenses tends to accumulate dust and dirt 
in the vicinity of the image sensors When the lenses are 
changed. The dust and dirt stick to the surface of a ?lter 
mounted in the vicinity of the imaging surface, and shadoWs 
of the dust and dirt sensed by the image sensors degrade the 
quality of the images. Unlike photo ?lm, the imaging surface 
of the image sensor is not replaced for each shot. Accordingly, 
once the dust and dirt stick to the image sensor, their shadoWs 
appear in every photo image unless they are removed. To 
solve these problems, the image sensor unit may be sealed as 
tightly as possible or the ?lter may be positioned far from the 
image sensor. Alternatively, a user can detach a lens from the 
camera and expose the image sensor to air in a special mode 
to remove the dust and dirt sticking to the surface of the image 
sensor With a bloWer. 

One of the knoWn arts, for example, Japanese Patent Laid 
Open No. 2002-229110, discloses a camera technology that 
removes dust and dirt sticking to an imaging section by an 
air?oW generator incorporated into a camera body. Unfortu 
nately, in the above-described technology to seal the image 
sensor unit, if the camera has a mechanical focal-plane shut 
ter, the shutter unit itself must be sealed. This sealed structure 
is disadvantageously complicated and bulky. In addition, 
even if the shutter unit is sealed, sliding shutter blades, Which 
are part of the mechanical shutter, cause the surfaces of the 
parts to Wear and generate metal particles. The particles stick 
to the image sensor unit. According to the other solution in 
Which the surface of the ?lter is positioned far from the image 
sensor, as described above, shadoWs of the dust and dirt canbe 
out of focus on the imaging surface. HoWever, the blurs of the 
shadoWs still appear on the image. Therefore, this is not an 
ideal solution. 
A user can detach a lens from the camera and expose the 

image sensor to air in a special mode, and then can remove the 
dust and dirt sticking to the surface of the image sensor With 
a bloWer. In this case, the top of the bloWer may accidentally 
damage the image sensor or the shutter. 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

2 
According to the above-described patent, the dust and dirt 

can be removed from the imaging surface. HoWever, the built 
in air?oW generator requires a modi?cation of the camera 
body structure Which requires increased assembly parts, thus 
disadvantageously resulting in increased cost and compli 
cated assembly. 

SUMMARY OF THE INVENTION 

It is an object of the present invention to provide an imag 
ing-device cleaning apparatus for preventing the imaging 
device from being bulky and costly by providing the cleaning 
apparatus as one of the accessories of the imaging device, 
Which does not require a change in the structure of the imag 
ing device. 

It is another object of the present invention to provide a 
cleaning apparatus for users to easily remove dust and dirt 
sticking to the vicinity of the imaging section Without dam 
aging it. 

To achieve at least one of the above-described objects, 
according to an embodiment of the present invention, a imag 
ing-device cleaning apparatus includes a mount for the clean 
ing apparatus attaching to the imaging device by engaging 
With a lens mount of the imaging device detachably and 
replaceably supporting the lens, a communication unit in the 
vicinity of the mount for communicating With the imaging 
device, a detection unit for detecting Whether the cleaning 
apparatus is attached to the imaging device by the mount, a 
removing unit for removing dust and dirt in the vicinity of an 
imaging section of the imaging device, and a control unit for 
controlling the operation of the removing unit in response to 
the output of the detection unit. 

Further objects, features and advantages of the present 
invention Will become apparent from the folloWing descrip 
tion of the preferred embodiments With reference to the 
attached draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is an external perspective vieW of an imaging-device 
cleaning apparatus according to an embodiment of the 
present invention With its front side upWard. 

FIG. 2 is an external perspective vieW of the imaging 
device cleaning apparatus according to the embodiment of the 
present invention With its back side upWard. 

FIG. 3 is a sectional vieW of the imaging-device cleaning 
apparatus according to the embodiment of the present inven 
tion attached to a camera body When the cleaning operation of 
the cleaning apparatus is inactive. 

FIG. 4 is a sectional vieW of the imaging-device cleaning 
apparatus according to the embodiment of the present inven 
tion attached to the camera body When the cleaning operation 
of the cleaning apparatus is active. 

FIG. 5 is a front vieW of the digital camera used in the 
embodiment of the present invention With a lens detached. 

FIG. 6 is a front vieW of the imaging-device cleaning 
apparatus according to the embodiment of the present inven 
tion attached to the digital camera. 

FIG. 7 is a block diagram shoWing a structure of the imag 
ing-device cleaning apparatus according to the embodiment 
of the present invention attached to the camera. 
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FIG. 8 is a How chart for explaining processes in the imag 
ing-device cleaning apparatus according to the embodiment 
of the present invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

An embodiment of the present invention Will noW be 
described. 

FIGS. 1 and 2 shoW an external vieW of an imaging-device 
cleaning apparatus according to the embodiment. FIG. 1 is a 
vieW of the imaging-device cleaning apparatus according to 
the embodiment With its front/top side facing upWard. In FIG. 
1, a body of the imaging-device cleaning apparatus 10 is 
shoWn. The imaging-device cleaning apparatus 10 includes 
the folloWing components on its front: a display unit 16 
composed of a liquid crystal display, operation buttons 17a, 
17b, and 170, and an intake duct 19a for taking in air to 
generate air?oW. A ?lter (not shoWn) is mounted on the intake 
duct 19a to prevent external dust and dirt from ?oWing in the 
body. The display unit 16 displays operation status or mes 
sages by images or characters. The display unit 16 is com 
posed of, for example, a composite of an LCD, an LED, and 
an element that produces sound. For example, the display unit 
16 displays the intensity of the air?oW ejected from the imag 
ing-device cleaning apparatus 10, required time for cleaning, 
elapsed time of the cleaning, remaining time of battery poWer 
in a camera body 20 shoWn in FIG. 3, a buZZer setting status, 
error messages, various information in multiple-digit display, 
mounting or dismounting of the camera body 20, date and 
time, and a connection status With a CPU 13b of the camera 
body shoWn in FIG. 3. The imaging-device cleaning appara 
tus 10 has operation buttons 17a, 17b, and 170. The operation 
button 17a is a poWer on/off sWitch of the imaging-device 
cleaning apparatus 10. The operation button 17b is a cleaning 
start sWitch that initiates cleaning. The operation button 170 is 
an air?oW adjusting sWitch that adjusts the air?oW rate 
ejected from the imaging-device cleaning apparatus 10. 
These operation sWitches may determine a cleaning time, a 
buZZer setting, and drive settings of cleaning parts. An 
exhaust outlet 19b is arranged on the side of the imaging 
device cleaning apparatus 10 to discharge air ejected from a 
noZZle. A ?lter (not shoWn) is mounted on the exhaust outlet 
19b to clean the discharged air. The imaging-device cleaning 
apparatus 10 is driven by a commercial AC poWer supply 34 
shoWn in FIG. 7. The imaging-device cleaning apparatus 10 
has an AC poWer supply connector 35 shoWn in FIG. 7. 

FIG. 2 is a vieW of the imaging-device cleaning apparatus 
10 With its back/bottom side facing upWard. 
A mount 14 for attaching the camera body 20 of an inter 

changeable-lens camera is arranged on the back/bottom side 
of the imaging-device cleaning apparatus 10. The camera 
body 20 is described beloW. Signal terminals 15 are disposed 
on the mount 14 of the cleaning apparatus to electrically 
communicate With the camera body 20. A noZZle 12a, Which 
cleans the image sensor, is normally collapsed and is accom 
modated in the center of the back/bottom side of the imaging 
device cleaning apparatus 10. Before cleaning, the noZZle 12a 
extends to approach the vicinity of an image sensor 21, as 
shoWn in FIG. 4. The image sensor 21 Will be described 
beloW. During the extension of the noZZle 12a, if the noZZle 
12a touches an obstacle, such as a mirror 22 or a shutter 23, an 
obstacle detection unit 12b detects it and noti?es the result to 
a CPU 13b of the imaging-device cleaning apparatus 10. The 
CPU 13b is described beloW. 
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4 
FIG. 3 is a longitudinal central sectional vieW of the imag 

ing-device cleaning apparatus 10 attached to the camera body 
20 When the cleaning operation is inactive. 

With reference to FIG. 3, the noZZle 1211, Which is a clean 
ing part, is collapsed and accommodated in the center of the 
imaging-device cleaning apparatus 10.A fan 18 is mounted in 
the vicinity of the intake port of the noZZle 12a to generate 
air?oW. The fan 18 is coupled With a shaft of a motor 11 and 
is rotated With the rotation of the motor 11. The motor 11 and 
the CPU 13b are mounted on a circuit board 130. The CPU 
13b of the imaging-device cleaning apparatus 10 controls the 
motor 11 to change the rotation speed. The circuit board 130 
is connected to the signal terminals 15 via a connector 1311. A 
mount 24 of the camera body mechanically connects a lens to 
the camera body 20. Signal terminals 25 are arranged on the 
mount 24 of the camera to electrically connect the lens to the 
camera body 20, thereby providing various types of functions 
including poWer supply. 
As shoWn in FIG. 3, the signal terminals 15 of the imaging 

device cleaning apparatus 10 are arranged so as to electrically 
contact the signal terminals 25 of the camera body 20 When 
the imaging-device cleaning apparatus 10 is attached to the 
camera body 20. Accordingly, the CPU 13b of the imaging 
device cleaning apparatus 10 can communicate With the CPU 
40 of the camera body shoWn in FIG. 7. A mirror 22 can lead 
light incident on the lens to an optical ?nder by a single-lens 
re?ex mechanism. The mirror 22 may be either a quick return 
mirror or a half mirror. The shutter 23 controls exposure on 
the image sensor 21. The image sensor 21 converts an optical 
image into electronic signals. 

FIG. 4 is a longitudinal central sectional vieW of the imag 
ing-device cleaning apparatus 10 attached to the camera body 
20 When the cleaning operation is active. 

During the operation of the imaging-device cleaning appa 
ratus 10, the CPU 13b controls the camera body 20 so that the 
mirror 22 pops up to shunt and the shutter 23 remains open. 
The noZZle 12a extends toWards the image sensor 21 under 
the control of the CPU 13b of the imaging-device cleaning 
apparatus 10. The length of the noZZle 12a is determined such 
that the top of the noZZle 1211 does not touch the image sensor 
21 even at its maximum length. 

FIG. 5 is a front vieW of the camera body 20 With a lens 
removed. 
As described above, the mount 24 of the camera mechani 

cally connects the lens to the camera body 20. The signal 
terminals 25 are arranged on the mount 24 of the camera to 
electrically connect the lens to the body 20, thereby providing 
various types of functions including poWer supply. 

FIG. 6 is a front vieW of the imaging-device cleaning 
apparatus 10, according to the present embodiment, attached 
to the camera body 20 shoWn in FIG. 5. Like elements to those 
illustrated and described in the previous draWings are desig 
nated by like reference numerals in FIG. 6. 

Herein, the mount 14 of the imaging-device cleaning appa 
ratus 10 is ?tted to the mount 24 of the camera body 20, like 
mounting of an interchangeable lens. 

FIG. 7 is a block diagram shoWing the structures of the 
imaging-device cleaning apparatus 10 and the camera body 
20 according to the embodiment, in Which like elements to 
those illustrated and described in the previous draWings are 
designated by like reference numerals. 
The CPU 13b of the imaging-device cleaning apparatus 10 

receives a poWer-on signal from the poWer on/ off sWitch 17a, 
a cleaning start signal from the cleaning start sWitch 17b, and 
an air?oW adjusting signal from the air?oW adjusting switch 
170. The CPU 13b of the imaging-device cleaning apparatus 
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10 mutually communicates With a nozzle control circuit 30, a 
motor control circuit 31, a display circuit 32, and a poWer 
supply circuit 33. 
The noZZle control circuit 30 extends the noZZle in 

response to a noZZle extending signal from the CPU 13b. If 
the obstacle detection unit 12b on the top of the noZZle senses 
some obstacle, the noZZle control circuit 30 noti?es the result 
to the CPU 13b. 

The motor control circuit 31 controls starting or stopping 
the motor 11, as Well as the rotation speed of the motor 11 in 
response to the signals from the cleaning start sWitch 17b and 
the air?oW adjusting switch 170 via the CPU 13b. 

The display circuit 32 receives the operational results of the 
poWer on/off sWitch 17a, the cleaning start sWitch 17b, and 
the air?oW adjusting switch 170, and poWer statuses from the 
poWer supply circuit 33 and the camera body 20. The display 
circuit 32 controls the display unit 16 to display the informa 
tion associated With the received operational results. 

The poWer supply circuit 33 of the imaging-device clean 
ing apparatus 10 receives electric poWer from the AC poWer 
supply 34 via the AC poWer supply connector 35. The poWer 
supply circuit 33 transmits the status of the AC poWer supply 
34 to the CPU 13b of the imaging-device cleaning apparatus 
10. 
The CPU 13b of the imaging-device cleaning apparatus 10 

communicates With the CPU 40 of the camera body via the 
signal terminals 15 of the imaging-device cleaning apparatus 
10 and the signal terminals 25 of the camera body to receive 
signals representing the statuses of a mirror-up, opening of 
the shutter, and the status of a poWer supply 44 in the camera 
body 20. 

The poWer supply circuit 33 of the imaging-device clean 
ing apparatus 10 communicates With a poWer supply circuit 
43 of the camera via the signal terminals 15 of the imaging 
device cleaning apparatus 10 and the signal terminals 25 of 
the camera to mutually sense the statuses of the poWer sup 
plies at all times. The CPU 40 of the camera communicates 
With a mirror control circuit 41, a shutter control circuit 42, 
and the poWer supply circuit 43 of the camera. 

The CPU 40 of the camera, upon receipt of a poWer-on 
command from the CPU 13b of the imaging-device cleaning 
apparatus 10, transmits a poWer-on command to the poWer 
supply circuit 43. Upon receipt of a cleaning-mode command 
signal, the CPU 40 transmits a mirror-up signal and a shutter 
opening signal to the mirror control circuit 41 and the shutter 
control circuit 42, respectively. 

The poWer supply circuit 43 communicates With the poWer 
supply 44 to sense the amount of charge remaining in the 
poWer supply 44. The poWer supply circuit 43 transmits the 
resultant amount in the poWer supply of the camera to the 
CPU 40 and the poWer supply circuit 33 of the imaging 
device cleaning apparatus 10. 

The operation of the imaging-device cleaning apparatus 10 
Will noW be described With reference to the How chart of FIG. 
8. 

The operation starts With poWer-on of the imaging-device 
cleaning apparatus 10 by the poWer on/off sWitch 1711. In step 
S101, the imaging-device cleaning apparatus 10 determines if 
it is mounted on the camera body 20. This is performed by 
checking if communication With the camera body 20 is avail 
able via the signal terminals 15. If the imaging-device clean 
ing apparatus 10 is mounted on the camera body 20, then the 
operation proceeds to S102, Where the imaging-device clean 
ing apparatus 10 enters a standby state. During the standby 
state in step S102, various types of setting for cleaning can be 
carried out by using the poWer on/off sWitch 17a, the cleaning 
start sWitch 17b, and the air?oW adjusting switch 170. In 
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particular, the settings include adjustment of intensity of the 
air?oW and a setting of cleaning time. 

Subsequently, the operation proceeds to step S103. If the 
cleaning start sWitch 17b is on, then the operation proceeds to 
step S104. In step S104, the imaging-device cleaning appa 
ratus 10 senses if the poWer supply 44 of the camera body 20 
is poWered on. If the poWer of the camera body 20 is on, then 
the process proceeds to step S105. In step S105, the imaging 
device cleaning apparatus 10 communicates With the poWer 
supply circuit 43 of the camera body 20 via the poWer supply 
circuit 33 to sense the amount of charge remaining in the 
poWer supply 44 of the camera body 20. 

If, in step S104, the poWer supply 44 of the camera body 20 
is not poWered on, the process proceeds to step S112. In step 
S112, the imaging-device cleaning apparatus 10 transmits a 
control signal that commands poWer-on to the camera body 
20. After the camera body 20 is poWered on, the process 
proceeds to step S105. 

In step S105, if the amount of charge remaining in the 
poWer supply 44 is su?icient, then the process proceeds to 
step S106. In step S106, the imaging-device cleaning appa 
ratus 10 transmits a control signal that commands a cleaning 
mode to the camera body 20 and displays the cleaning mode 
message on the display unit 16 to notify a user. Herein, in the 
cleaning mode of the camera body 20, the mirror 22 of the 
camera body 20 pops up to shunt and the shutter 23 remains 
open. On the other hand, if in step 105 the amount of charge 
remaining in the poWer supply in the camera body 20 is not 
suf?cient, then the process proceeds to step S113. In step 
S113, the imaging-device cleaning apparatus 10 supplies the 
camera body 20 With electric poWer via one of the signal 
terminals 25 of the camera body 20. After the camera body 20 
is supplied With su?icient poWer, in step S106, the imaging 
device cleaning apparatus 10 transmits a control signal that 
commands a cleaning mode to the camera body 20. 
Upon receipt of a cleaning-mode command in step S106, 

the process proceeds to step S107. In step S107, the camera 
body 20 carries out a mirror-up and an opening of the shutter 
operation. After the completion of the mirror-up and the 
opening of the shutter operation, the camera body 20 trans 
mits a control signal notifying the imaging-device cleaning 
apparatus 10 of the completion of the mirror-up and the 
opening of the shutter via the signal terminals 25. Next, the 
process proceeds to step S108, Where the imaging-device 
cleaning apparatus 10 extends the noZZle 12a, as shoWn in 
FIG. 4. While the noZZle 12a is extending, in step S109, the 
obstacle detection unit 12b mounted on the top of the noZZle 
12a attempts to detect any obstacles. Herein, the obstacle may 
be the mirror 22 or the shutter curtain 23 that prevents the 
noZZle from extending. If there are no obstacles, then the 
process proceeds to step S110. In step S110, the imaging 
device cleaning apparatus 10 rotates the built-in fan 18 to 
eject an air jet from the noZZle 12a. 
On the other hand, if in step S109 the obstacle detection 

unit 12b comes into contact With an obstacle (e.g., the mirror 
22 or shutter curtain 23) during the extension of the noZZle 
12a, then the process proceeds to step S114 to carry out an 
error process. The error process stops the extension of the 
noZZle 12a, stores the noZZle 12a in the imaging-device 
cleaning apparatus 10, and displays a message on the display 
unit 16 to notify a user of detecting the obstacle. After the 
error process, the cleaning operation ?nishes. 

Following step S110, in step S111, a determination is made 
Whether a predetermined time (i.e., cleaning time), Which the 
user speci?es in the above-described standby state of step 
S102, has elapsed. If the time has not elapsed, then the process 
returns to step S110. If the time has elapsed, the imaging 
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device cleaning apparatus 10 stops the fan 18, collapses the 
nozzle 12a, stores the nozzle 12a in the imaging-device 
cleaning apparatus 10, and displays a message on the display 
unit 16 to notify the user that the cleaning operation has 
?nished. 

In this embodiment, the folloWing modi?cations can be 
made. 

The air bloWer unit may include a plurality of air outlets. 
With reference again to FIG. 4, the nozzle 12a is a single tube 
With a circular cross-section. Instead of the extending section 
With a circular cross-section, a casing With a rectangular 
cross-section slightly smaller than that of the imaging section 
and With a plurality of substantially equally spaced tubes 
inside may be used. In this case, protrusions are provided at 
the four comers of the top end of the rectangular casing and 
the obstacle detection units 12b are disposed on the protru 
sions. In addition, any other structure that Would enable prac 
tice of the present invention is applicable. 

In the above-described embodiment, air is supplied by a 
fan. Alternatively, compressed air may be supplied by an 
external device, such as a spray can or a pump. To take in 
external compressed gas, the structure of the intake duct 1911 
may be changed so that a spray can containing compressed 
gas or a tube for feeding the compressed gas may be attached. 
Furthermore, an entire nozzle segment may be composed of 
an extendable narroW tube and a jet of compressed gas may be 
directly ejected against the imaging section. In addition, any 
other method for supplying air that Would enable practice of 
the present invention is applicable. 

In the above-described embodiment, air is supplied by a 
fan. Alternatively, the removing unit may include a Wiper to 
Wipe the imaging surface, or a Wiper having an acrylic brush 
may be coupled With the top end of the extendable part of the 
imaging-device cleaning apparatus 10. The longitudinal 
length of the Wiper is identical to the longitudinal length of the 
imaging section. The extendable part is designed to extend so 
that the Wiper touches the imaging surface. An obstacle detec 
tion unit is mounted on the Wiper. When the Wiper touches the 
imaging surface, the obstacle detection unit detects the con 
tact and, in turn, the Wiper may be controlled to automatically 
slide on the imaging surface. In addition, the removing unit 
may comprise any other structure that Would enable practice 
of the present invention. 

In the above-described embodiment, the imaging-device 
cleaning apparatus is poWered from anAC poWer supply. The 
present invention is not limited thereto, and any method of 
supplying poWer to the imaging-device cleaning apparatus 
that Would enable practice of the present invention is appli 
cable. For example, the poWer may be supplied from the 
camera body 20. In this case, the camera body 20 may supply 
the poWer to the imaging-device cleaning apparatus 10 via 
one of signal terminals 25. Moreover, the imaging-device 
cleaning apparatus 10 may include a rechargeable battery to 
charge poWer from the camera body. 

20 

25 

30 

35 

40 

45 

8 
Furthermore, the detection of obstacles may be carried out 

as folloWs: the imaging-device cleaning apparatus 10 
includes a range ?nder and emits ranging light from the back 
side of the imaging-device cleaning apparatus 10. If the mir 
ror-up and the opening of the shutter are successful, the dis 
tance betWeen the back side of the imaging-device cleaning 
apparatus 10 and the imaging surface is properly measured. 
On the contrary, if the mirror-up and the opening of the shutter 
are unsuccessful due to malfunction of the camera body 20, a 
distance betWeen the back side of the imaging-device clean 
ing apparatus 10 and the mirror 22 or the shutter 23 is mea 
sured at a distance that is shorter than the proper distance. 
This measured distance may be used for the determination of 
the presence of some obstacle. In addition, any method of 
detecting obstacles that Would enable practice of the present 
invention is applicable. 

While the present invention has been described With refer 
ence to What are presently considered to be the preferred 
embodiments, it is to be understood that the invention is not 
limited to the disclosed embodiments. On the contrary, the 
invention is intended to cover various modi?cations and 
equivalent arrangements included Within the spirit and scope 
of the appended claims. The scope of the folloWing claims is 
to be accorded the broadest interpretation so as to encompass 
all such modi?cations and equivalent structures and func 
tions. 
What is claimed is: 
1. A camera on Which an imaging-device cleaning appara 

tus can be removably attached thereto, the camera compris 
ing: 

a mount for detachably supporting the cleaning apparatus; 
a signal terminal that electrically connects to the cleaning 

apparatus supported by the mount; 
a communication unit that electrically communicates With 

the cleaning apparatus, Wherein the communication unit 
is positioned in a vicinity of the mount; 

a mirror unit that alternately moves betWeen a doWn state 
Where an object light is led to an optical ?nder side and 
an up state Where the object light is led to an image 
sensor side; 

a shutter unit that alternately travels betWeen an open state 
Where the object light reaches the image sensor and a 
closed state Where the object light does not reach the 
image sensor; and 

a control unit that controls the mirror unit and the shutter 

unit, 
Wherein the control unit moves the mirror unit to the up 

state and travels the shutter unit to the open state, When 
receiving a ?rst signal transmitted from the cleaning 
apparatus supported by the mount via the signal termi 
nal, and transmits a second signal to the cleaning appa 
ratus via the signal terminal after the mirror unit is 
moved to the up state and the shutter unit is traveled to 
the open state. 


