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FIG. 6 
EXAMPLE OF ARRANGEMENT 
STRUCTURE OF DISPLAY PIXEL 
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FIG. 8 
EXAMPLE OF GENERAL RGB PIXEL 
ARRANGEMENT STRUCTURE 
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ELECTRO-OPTICAL DEVICE AND 
ELECTRONIC APPARATUS 

BACKGROUND 

1. Technical Field 
The present invention relates to a liquid crystal display 

device suitable for display of various information. 
2. Related Art 
Nowadays, liquid crystal display devices are used in por 

table apparatuses such as cellular phones and personal digital 
assistances. A liquid crystal display is composed of pixels 
having sub-pixels that have red, green, and blue (hereinafter, 
referred to as R, G, and B) color ?lters. Recently, liquid 
crystal display devices using transparent (hereinafter, 
referred to as W) sub-pixels in addition to R, G, and B sub 
pixels have been proposed (for example, see JP-A-2004 
4822). 

In a liquid crystal display device disclosed in JP-A-2004 
4822, one display pixel is composed of six sub-pixels, that is, 
tWo R sub-pixels, tWo G sub-pixels, one B sub-pixel, and one 
W sub-pixel. In other Words, the proportion of the area of the 
B sub-pixel in one display pixel is half that of the area of the 
R and G sub-pixels. Therefore, in White display, yelloWish 
White is displayed due to the small amount of blue light. 

SUMMARY 

An advantage of some aspects of the invention is that it 
provides an electro-optical device having transparent W sub 
pixels in Which a White balance can be adjusted. 

According to a ?rst aspect of the invention, an electro 
optical device includes: a plurality of display pixels each of 
Which has tWo R sub-pixels, tWo G sub-pixels, one B sub 
pixel, and one W sub-pixel; and a colored layer Which is 
partially formed on the R, G, and B sub-pixels. In the electro 
optical device, uncolored portions are formed in parts of the R 
and G sub-pixels Where the colored layer is not formed. 

The electro-optical device is, for example, a liquid crystal 
display device, and each display pixel is composed of tWo R 
sub-pixels, tWo G sub-pixels, one B sub-pixel, and one W 
sub-pixel. Here, the W color is basically transparency, but 
may have a reddish, bluish, or yelloWish tinge. In particular, 
the W color represents a color Within a range expressed by (X, 
Y):(0.3 to 0.4, 0.3 to 0.4) in the CIE (International Commis 
sion on Illumination) chromaticity diagram. The colored 
layer is formed in a display region of each of the R, G, B, and 
W sub-pixels. Therefore, the area proportion of the B sub 
pixel of the display pixel is half the R or G sub-pixel of the 
display pixel and thus the amount of a B light component is 
less than the amount of an R or G light component. The 
uncolored layer Where the colored layer does not exist is 
formed in the display region of each of the R and G sub 
pixels. In this Way, the amount of the R or G light component 
can be reduced for adjustment. As a result, it is possible to 
adjust the White balance in White display to a predetermined 
color temperature state so as to restrict coloring in the White 
display. 

It is preferable that, in the electro-optical device according 
to the ?rst aspect, the total area of the B sub-pixel and the W 
sub-pixel be substantially equal to the area of the tWo R 
sub-pixels and be substantially equal to the area of the tWo G 
sub-pixels. In this construction, the total area of one color 
sub-pixel of the R, G, and B sub-pixels and the W sub-pixel is 
substantially equal to the area of the tWo other sub-pixels. 

It is preferable that, in the electro-optical device according 
to the ?rst aspect, each of the R, G, and B sub-pixels have a 
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2 
transmissive region and a re?ective region, and the uncolored 
portion be formed in the transmissive region of each of the R 
and G sub-pixels. With this construction, the White balance of 
White display in transmissive display can be adjusted to a 
predetermined color temperature state. 

It is preferable that, in the electro-optical device according 
to the ?rst aspect, the area of the uncolored portion of the 
transmissive region of each of the G sub-pixels be larger than 
the area of the uncolored portion of the transmissive region of 
each of the R sub-pixels. With this construction, it is possible 
to more properly adjust the White balance in any case includ 
ing intermediate grayscale display. 

It is preferable that, in the electro-optical device according 
to the ?rst aspect, each of the R, G, and B sub-pixels have a 
transmissive region and a re?ective region, and the uncolored 
portion is formed in the re?ective region of each of the R and 
G sub-pixels. With this construction, the White balance of 
White display in re?ective display can be adjusted to a prede 
termined color temperature state. 

It is preferable that, in the electro-optical device according 
to the ?rst aspect, the area of the uncolored portion of the 
re?ective region of each of the G sub-pixels be larger than the 
area of the uncolored portion of the re?ective region of each 
of the R sub-pixels. Therefore, the White balance can be more 
properly adjusted in any case including intermediate gray 
scale display. 

It is preferable that, in the electro-optical device according 
to the ?rst aspect, the chromaticity of White displayed by 
using the R, G, B, and W sub-pixels is in a coordinate range 
expressed by Q(, Y):(0.3 to 0.4, 0.3 to 0.4) in a CIE (Inter 
national Commission on Illumination) chromaticity diagram. 
Therefore, the electro-optical device according to the ?rst 
aspect of the invention can perfectly perform White display. 

It is preferable that, in the electro-optical device according 
to the ?rst aspect, the uncolored portion of each of the R 
sub-pixels have an area larger than 10% of the area of the R 
sub-pixel. 

It is preferable that, in the electro-optical device according 
to the ?rst aspect, the uncolored portion of each of the G 
sub-pixels have an area larger than 30% of the area of the G 
sub-pixel. 

It is preferable that, in the electro-optical device according 
to the ?rst aspect, each of the R, G, and B sub-pixels of one of 
the plurality of display pixels perform display by superim 
posing a gray-scale signal Which is applied for display of the 
sub-pixels in one display pixel to sub-pixels having the same 
color With the one display pixel around the one display pixel. 

According to a second aspect of the invention, an electro 
optical device includes: a plurality of display pixels each of 
Which has at least a W sub-pixel and one color sub-pixel; and 
a colored layer Which is formed on the one color sub-pixel. In 
the electro-optical device, an uncolored portion is provided in 
a part of the one color sub-pixel Where the colored layer is not 
formed. 

According to the second aspect of the invention, an electro 
optical device includes the plurality of display pixels each of 
Which has the W sub-pixel and one color sub-pixel. In this 
electro-optical device, the one color sub-pixel has the colored 
layer and the uncolored portion Where the colored layer does 
not exist. Therefore, the White balance in White display can be 
adjusted to a predetermined color temperature state and col 
oring in the White display can be restricted. 

According to a third aspect of the invention, an electronic 
apparatus includes the electro-optical device according to the 
?rst or second aspect as a display unit. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

The invention Will be described With reference to the 
accompanying drawings, Wherein like numbers reference like 
elements. 

FIG. 1 is a plan vieW schematically showing the construc 
tion of a liquid crystal device according to an embodiment. 

FIG. 2 is a plan vieW shoWing the construction of one pixel 
including R, G, B, and W sub-pixels according to the embodi 
ment. 

FIG. 3A is an enlarged plan vieW shoWing the construction 
of a part of an element substrate corresponding to each of the 
R, G, and B sub-pixels. 

FIG. 3B is an enlarged plan vieW shoWing the construction 
of a part corresponding to each of the R, G, and B sub-pixels 
in a color ?lter substrate. 

FIG. 4A is a partial sectional vieW taken along the line 
IVA-IVA of FIGS. 3A and 3B. 

FIG. 4B is a partial sectional vieW taken along the line 
IVB-IVB of FIGS. 3A and 3B. 

FIG. 5 is a partial sectional vieW taken along the line V-V of 
FIG. 2. 

FIG. 6 is a vieW shoWing an example of a pixel arrangement 
structure of a display pixel. 

FIG. 7 is a graph illustrating the relationship betWeen a 
supply voltage and transmittance in a knoWn liquid crystal 
display device. 

FIG. 8 is a vieW shoWing an example of a knoWn pixel 
arrangement structure. 

FIG. 9 is a chromaticity diagram shoWing coordinates of 
the chromaticity of White display. 

FIG. 10 is a vieW shoWing a modi?ed example of the 
construction of the sub-pixel. 

FIG. 11A is a vieW shoWing an example of an electronic 
apparatus to Which the liquid crystal display device according 
to the embodiment is applied. 

FIG. 11B is a vieW shoWing another example of an elec 
tronic apparatus to Which the liquid crystal display device 
according to the embodiment is applied. 

DESCRIPTION OF EXEMPLARY 
EMBODIMENTS 

Hereinafter, preferred embodiments according to the 
present invention Will be described With reference to the 
accompanying draWings. In the folloWing various embodi 
ments, the invention is applied to a liquid crystal display 
device instanced as an electro-optical device. 

Construction of Liquid Crystal Display Device 
In the present embodiment, the invention is applied to an 

active matrix drive type liquid crystal display device using 
a-Si TFT (thin ?lm transistor) elements as an example of a 
three-terminal element. 

First, the construction of a liquid crystal display device 100 
according to the present embodiment Will be described With 
reference to FIGS. 1 to 5. 

FIG. 1 is a plan vieW schematically shoWing the construc 
tion of the liquid crystal display device 100 according to the 
present embodiment. In FIG. 1, a color ?lter substrate 92 and 
an element substrate 91 are disposed on the front side (obser 
vation side) and the rear side of the plane of the ?gure, 
respectively. In addition, in FIG. 1, a longitudinal direction 
(column direction) and a lateral direction (roW direction) of 
the ?gure are de?ned as a Y direction and an X direction, 
respectively. Further, in FIG. 1, individual regions corre 
sponding to R (red), G (green), B (blue), or W (transparent) 
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4 
represent one sub-pixel SG. TWo roWs by tWo columns of 
sub-pixels SG corresponding to R, G, B, and W represent one 
pixel region AG (display pixel AG). 

In the invention, a pixel regionAG is formed of R, G, B, and 
W sub-pixels, unlike the related art in Which a pixel region is 
formed of R, G, and B sub-pixels. Therefore, in the invention, 
display is performed by using a rendering technique different 
from that of the related art. The rendering technique uses an 
image processing technique of superimposing gray-scale sig 
nals applied to sub-pixels SG having R, G, and B color layers 
in one arbitrary pixel region AG to sub-pixels SG of the same 
colors around the pixel regionAG as Well as the sub-pixels SG 
in the pixel region AG. In other Words, each of R, G, and B 
sub-pixels SG in one pixel region AG (display pixel) is 
enabled to perform display by superimposing gray-scale sig 
nals contributing to display of the sub-pixels SG in one dis 
play pixel AG even to sub-pixels SG of the same color in 
display pixels around the one display pixel AG. 

Therefore, an image can be vieWed in a resolution higher 
than the resolution corresponding to the real number of pix 
els. For example, in a case of using a liquid crystal device 
having a screen display resolution corresponding to a QVGA 
(Quarter Video Graphics Array) standard, it is possible to 
realiZe a screen display resolution corresponding to a VGA 
(Video Graphics Array) standard. 

In the liquid crystal display device 100, the element sub 
strate 91 is bonded to the color ?lter substrate 92 disposed to 
be opposite to the element substrate 91 by a frame-shape 
sealant 5, and liquid crystal is enclosed Within the sealant 5 so 
as to form a liquid crystal layer 4. 

Here, the liquid crystal display device 100 may be a liquid 
crystal display device Which uses R, G, B, and W colors for 
color display and an active matrix driving type liquid crystal 
device Which uses a-Si TFT elements as sWitching elements. 
Further, the liquid crystal display device 100 may be a trans 
?ective liquid crystal display device Where each of R, G, and 
B sub-pixels SG has a transmissive region and a re?ective 
region and a liquid crystal display device Which has a multi 
gap structure in Which the thickness of the liquid crystal layer 
4 is different in the transmissive region and the re?ective 
region. 

First, the planar construction of the element substrate 91 
Will be described. On the inner surface of the element sub 
strate 91, there are formed or mounted a plurality of source 
lines 32, a plurality of gate lines 33, a plurality of a-Si TFT 
elements 21, a plurality of pixel electrodes 10, a driver IC 40, 
a plurality of external connection Wiring lines 35, an FPC 
(Flexible Printed Circuit) 41, etc. 
As shoWn in FIG. 1, the element substrate 91 has a project 

ing region 31 extending outWard from one side of the color 
?lter substrate 92. The driver IC 40 is mounted on the pro 
jecting region 31. Each of input terminals (not shoWn) of the 
driver IC 40 are electrically connected to one end of a corre 
sponding one of the plurality of external connection Wiring 
lines 35 and the other end of each of the plurality of external 
connection Wiring lines 35 is electrically connected to the 
FPC 41. The source lines 32 are formed to extend in a Y 
direction at appropriate intervals along an X direction. One 
end of each of the source lines is electrically connected to a 
corresponding one of output terminals (not shoWn) of the 
driver IC 40. 

Each gate line 33 has a ?rst Wiring line 33a formed to 
extend in theY direction and a second Wiring line 33b formed 
to extend in the X direction from an end of the ?rst Wiring line 
33a. The second Wiring lines 33b of the gate lines 33 are 
formed at appropriate intervals along theY direction so as to 
extend in a direction intersecting each of the source lines 32, 
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that is, the X direction. One end of each of the ?rst Wiring lines 
33a of the gate lines 33 is electrically connected to a corre 
sponding one of the output terminals (not shoWn) of the driver 
IC 40. A TFT element 21 is disposed at each of positions 
corresponding to the intersections betWeen the source lines 
32 and the second Wiring lines 33b of the gate lines 33. Each 
TFT element 21 is electrically connected to one of the source 
lines 32, one of the gate lines 33, and one of the pixel elec 
trodes 10 corresponding to the TFT element. One TFT ele 
ment 21 and one pixel electrode 10 are disposed at a position 
corresponding to each sub-pixel SG. Each pixel electrode 10 
is formed of a transparent conductive material, for example, 
ITO (Indium-Tin Oxide). 
A plurality of pixel regions AG are arranged in the X 

direction and theY direction so as to form an effective display 
region V (surrounded by a tWo-dot chain line) in a matrix. In 
the effective display regionV, images such as letters, numer 
als, ?gures, and so on can be displayed. A region outside of 
the effective display regionV is a frame region 38 Which does 
not contribute to display. Further, an alignment ?lm (not 
shoWn) is formed on inner surfaces of the source lines 32, the 
gate lines 33, the TFT elements 21, the pixel electrodes 10, 
etc. 

Next, the planar construction of the color ?lter substrate 92 
Will be described. The color ?lter substrate 92 has a light 
shielding layer (generally called as ‘a black matrix’ and 
abbreviated to ‘BM’ hereinafter), R, G, and B colored layers 
6R, 6G, and 6B, a common electrode 8, etc. Hereinafter, When 
it is unnecessary to distinguish the colors of the colored 
layers, the colored layers Will be simply Written to a ‘colored 
layer 6’, While, When it is necessary to distinguish the colors 
of the colored layers, the red, green, and blue colored layers 
Will be referred to as a ‘colored layer 6R’, ‘colored layer 6G’, 
and ‘colored layer 6B’, respectively. The BM is formed at a 
position partitioning each of the sub-pixels SG. In FIG. 1, the 
colored layer is not provided for a sub-pixel SG correspond 
ing to the sub-pixel W. The common electrode 8 is formed of 
a transparent conductive material such as ITO as the pixel 
electrodes cover almost one entire surface of the color ?lter 
substrate 92. The common electrode 8 is electrically con 
nected to an end of a Wiring line 15 in a comer region E1 of the 
sealant 5, and the other end of the Wiring line 15 is electrically 
connected to an output terminal corresponding to a COM of 
the driver IC 40. 

In the liquid crystal display device 100 having the above 
mentioned construction, the driver IC 40 selects exclusively 
and sequentially the gate lines 33 in the order of G1, G2, . . . 

, Gm-l, Gm (Where m is a natural number) one by one on the 
basis of electric poWer and signals from the FPC 41 connected 
to an electronic apparatus. The selected gate line 33 is sup 
plied With a gate signal of a selection voltage and the other 
unselected gate lines 33 are supplied With non-selection gate 
signals. Then, the driver IC 40 supplies source signals accord 
ing to display contents to the pixel electrode 10 positioned so 
as to correspond to the selected gate line 33 through the 
corresponding source lines 32 (S1, S2, . . . , Sn-l, Sn (Where 

n is a natural number)) and the TFT 21 . As a result, the display 
state of the liquid crystal layer 4 is changed to a non-display 
state or an intermediate display state such that the alignment 
state of the liquid crystal layer 4 is controlled. 

Pixel Construction 

Next, the construction of one pixel region AG Will be 
described With reference to FIG. 2 and so on. FIG. 2 is an 
enlarged plan vieW shoWing a part corresponding to one pixel 
region AG (surrounded by a broken line) of FIG. 1. 
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6 
As shoWn in FIG. 2, one pixel region AG is composed of 

sub-pixels SG that correspond to R, G, B, and W and are 
arranged in a tWo-by-tWo matrix. The individual sub-pixels 
SG corresponding to R, G, B, and W have a transmissive 
region E10 for performing transmissive display and a re?ec 
tive region for E11 for performing re?ective display. 

Next, referring to FIGS. 3A and 3B, the construction of the 
re?ective region E11 and the construction of the transmissive 
region E10 in each of the sub-pixels SG corresponding to R, 
G, and B of FIG. 2 Will be described. 

FIG. 3A is an enlarged plan vieW shoWing the construction 
of a part of the element substrate 91 corresponding to each of 
the R, G, and B sub-pixels SG. FIG. 3B is an enlarged plan 
vieW shoWing the construction of a part corresponding to each 
of the R, G, and B sub-pixels SG in the color ?lter substrate 92 
that is opposite to the element substrate 91 of FIG. 3A. FIG. 
4A is a local sectional vieW taken along the line IVA-IVA of 
FIGS. 3A and 3B, and shoWs the sectional construction of the 
liquid crystal display device 100 corresponding to the re?ec 
tive region E11 of each of the R, G, and B sub-pixels. FIG. 4B 
is a local sectional vieW taken along the line IVB-IVB of 
FIGS. 3A and 3B, and shoWs the sectional construction of the 
liquid crystal display device 100 corresponding to each of the 
R, G, and B sub-pixels SG. 

First, the construction of the re?ective region E11 in one of 
the R, G, and B sub-pixels SG Will be described. 

The gate lines 33 are formed on a loWer substrate 1 formed 
of glass, quartZ, or the like. In FIG. 3A, each of the second 
Wiring lines 33b of the gate lines 33 has a main line portion 
33ba extending in the X direction and a branch line portion 
33bb that is branched from the main line portion 33ba to 
orient in theY direction. A gate insulating layer 50 having an 
insulation property is formed on the loWer substrate 1 and the 
gate lines 33. An a-Si layer 52 is provided as a component of 
the TFT element 21 on the gate insulating layer 50 at a 
position Where the gate insulating layer 50 overlaps the 
branch line portion 33bb of the gate line 33 in plan vieW. The 
source lines 32 are formed on the gate insulating layer 50 to 
extend in a direction intersecting With the gate lines 33. 

Each gate line 32 has a main line portion 32a extending in 
theY direction and a branch line portion 32b that is branched 
from the main line portion 32a to orient in the X direction as 
shoWn in FIG. 3A. A part of the branch line portion 32b of the 
gate line 32 is formed on a part on one end of the a-Si layer 52. 
Capacitance holding electrodes 16 are formed of a metal or 
the like on the gate insulating layer 50 and on a part of the 
other end of the a-Si layer 52. Thereby, the a-Si layer 52 is 
electrically connected to the source line 32 and the capaci 
tance holding electrode 16. Further, the TFT element 21 
including the a-Si layer 52 as an element is formed at a 
position corresponding to the a-Si layer 52. 
A passivation layer 51 (reactivity protecting layer) having 

an insulation property is formed on the source lines 32, the 
capacitance holding electrodes 16, and the gate insulating 
layer 50. The passivation layer 51 has contact holes 5111 
(openings) at positions Where the passivation layer 51 over 
laps the capacitance holding electrodes 16 in plan vieW. A 
plurality of resin layers 17 is formed of a resin material or the 
like on the passivation layer 51. A plurality of ?ne concave 
and convex portions is formed on surfaces of the resin layers 
17 so as to scatter light. The resin layer 17 has contact holes 
1711 at positions corresponding to the contact holes 5111 of the 
passivation layer 51. Re?ective electrodes 5 formed of Al 
(aluminum) or the like and having a re?ective function are 
provided on the resin layers 17. Since the re?ective electrodes 
5 are formed on the resin layer 17 having the plurality of ?ne 
concave and convex portions, the re?ective electrodes 5 have 
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a shape in Which the plurality of ?ne concave and convex 
portions is re?ected. Transmissive opening regions 80 are 
formed at positions of the re?ective electrodes 5 correspond 
ing to the contact holes 51a and 1711 so as to transmit light. 
Pixel electrodes 10 are formed on the re?ective electrodes 5. 

Further, a retardation ?lm 13 (a quarter-Wave plate) is 
disposed on the outer surface of the loWer substrate 1 and a 
polarizing plate 14 is disposed on the outer surface of the 
retardation ?lm 13. Further, a backlight 15 is disposed as an 
illuminating device on the outer surface of the polarizing 
plate 14. Preferably, the backlight 15 is formed by combining 
a light guiding plate With a point light source such as an LED 
(Light Emitting Diode) or a linear light source such as a cold 
cathode ?uorescent tube. 

Meanwhile, the construction of the color ?lter substrate 92 
corresponding to the re?ective region E11 of one of the R, G, 
and B sub-pixels SG is as folloWs. 
An R, G, or B colored layer 6 is formed at a position 

corresponding to the re?ective region E11 on the upper sub 
strate 2 formed of the same material as the loWer substrate 1. 
The thickness of the colored layer 6 is set to d3. The colored 
layer 6 has an uncolored portion 62G formed in the transmis 
sive region E10 and an uncolored portion 61G formed in the 
re?ective region E11. The BM is formed at a position parti 
tioning adjacent colored layers 6. An insulating layer 18 for 
adjusting a cell thickness is formed of a resin material or the 
like on the colored layer 6. The insulating layer 18 functions 
to set the thicknesses (cell thickness) of the liquid crystal 
layer 4 corresponding to the transmissive region E10 and the 
re?ective region E11 of each of the R, G, and B sub-pixels SG. 
In other Words, the insulating layer 18 for adjusting a cell 
thickness has a multi-gap structure so as to uniformly set 
optical characteristics in both of the transmissive region E10 
and the re?ective region E11. The thickness of the insulating 
layer 18 for adjusting a cell thickness is set to the same value 
as the thickness d3 of each colored layer 6. A common elec 
trode 8 is formed on the insulating layers 18 for adjusting a 
cell thickness and so on. 

Further, a retardation ?lm 11 (quarter-Wave plate) is dis 
posed on the outer surface of the upper substrate 2, and a 
polarizing plate 12 is disposed on the outer surface of the 
retardation ?lm 11. 

The above-mentioned element substrate 91 corresponding 
to the re?ective region E11 is disposed opposite to the color 
?lter substrate 92 corresponding to the re?ective region E11 
With the liquid crystal layer 4 interposed therebetWeen. The 
thickness of the liquid crystal layer 4 corresponding to the 
re?ective region E11 is set to d2. 
When display is performed in the re?ective region E11 

having the above-mentioned construction, light entering the 
liquid crystal display device 100 from the outside propagates 
along a path R shoWn in FIGS. 4A and 4B. In other Words, the 
light entering the liquid crystal display device 100 is re?ected 
by the re?ective electrode 5 and reaches an observer. In this 
case, the light from the outside passes through a region Where 
there is formed the R, G, and B colored layers 6, the common 
electrode 8, the pixel electrodes 10, etc., and is re?ected by 
the re?ective electrode 5 positioned on the loWer side of the 
pixel electrodes 10. Then, the re?ected light passes through 
the pixel electrodes 10, the common electrode 8, the color 
layers 6, etc.As a result, the light can express a predetermined 
color With a predetermined intensity such that the observer 
can see a desired color display image. 

Light entering the uncolored portion 61G propagates along 
a path Ra shoWn in FIG. 4A and thus does not pass through the 
colored layer 6G. For this reason, the light entering the uncol 
ored portion 61G cannot express the G (green) color. There 
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8 
fore, When the proportion of the area of the uncolored portion 
61G becomes large in the sub-pixel SG, the amount of light 
entering the uncolored portion 61G from the outside 
increases. As a result, in a case of performing re?ective dis 
play, the amount of the G light component in a screen display 
decreases. 

Next, the construction of the transmissive region E10 in the 
R, G, or B sub-pixel SG Will be described. 
The gate insulating layer 50 is formed on the loWer sub 

strate 1 as shoWn in FIG. 4B. The passivation layer 51 is 
formed on the gate insulating layer 50. The resin layer 17 is 
formed on the passivation layer 51. As described above, the 
resin layer 17 having the ?ne concave and convex regions on 
the surface thereof is formed in the re?ective region E11 
While the resin layer 17 having no ?ne concave and convex 
regions on the surface thereof is formed in the transmissive 
region E10. In other Words, the surface of the resin layer 17 
formed in the transmissive region E10 is almost ?at. The pixel 
electrode 10 is formed on the resin layer 17. Further, the 
retardation ?lm 13 is disposed on the outer surface of the 
loWer substrate 1, and the polarizing plate 14 is disposed on 
the outer surface of the retardation ?lm 13. Furthermore, the 
backlight 15 is disposed on the outer surface of the polarizing 
plate 14. 

The construction of the color ?lter substrate 92 corre 
sponding to the transmissive region E10 of the R, G, or B 
sub-pixel SG is as folloWs. The colored layer 6R, 6G, or 6B is 
formed on the upper substrate 2. The common electrode 8 is 
formed on the colored layer 6. Further, the retardation ?lm 11 
is disposed on the outer surface of the upper substrate 2, and 
the polarizing plate 12 is disposed on the outer surface of the 
retardation ?lm 11. 
The above-mentioned element substrate 91 corresponding 

to the transmissive region E10 is disposed opposite to the 
color ?lter substrate 92 corresponding to the transmissive 
region E10 With the liquid crystal layer 4 interposed therebe 
tWeen. The thickness d1 of the liquid crystal layer 4 corre 
sponding to the transmissive region E10 is set to be larger than 
the thickness d2 of the liquid crystal layer 4 corresponding to 
the re?ective region E11, thereby forming the multi-gap 
structure. 

When transmissive display is performed in the transmis 
sive region E10 having the above-mentioned construction, 
illuminating light emitted from the backlight 15 propagates 
along a path T shoWn in FIG. 4B, passes through the gate 
insulating layer 50, the passivation layer 51, the pixel elec 
trode 10, the colored layer 6, etc., and reaches the observer. In 
this case, the illuminating light expresses a predetermined 
color and a predetermined intensity by passing through the 
colored layer 6R, 6G, or 6B. As a result, the observer can see 
a desired color display image. 

Illuminating light entering the uncolored portion 62G 
propagates along a path Ta shoWn in FIG. 4B, and thus does 
not pass through the colored layer 6G. For this reason, the 
illuminating light entering the uncolored portion 62G does 
not express G (green) color. Therefore, When the proportion 
of area of the uncolored portion 62G in the sub-pixel SG 
becomes large, the amount of illuminating light entering the 
uncolored portion 62G increases. As a result, in a case of 
performing re?ective display, the amount of the G light com 
ponent in a screen display decreases. 

As described above, the amount of the G light component 
in the re?ective display can be adjusted by adjusting the area 
of the uncolored portion 61G, and the amount of the G light 
component in the transmissive display can be adjusted by 
adjusting the area of the uncolored portion 62G. 
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Next, referring to FIG. 5, the construction of a W sub-pixel 
SG Will be described. 

FIG. 5 is a partial sectional vieW taken along the line V-V of 
FIG. 2 and shoWs the sectional construction including a W 
sub-pixel SG. In order to easily understand the difference 
betWeen the sectional construction of the W sub -pixel SG and 
the sectional construction of R, G, or B sub-pixel SG, the 
sectional construction of the G sub-pixel SG is also shoWn in 
FIG. 5. In FIG. 5, the W sub-pixel SG is abbreviated to SG(W) 
and the G sub-pixel SG is abbreviated to SG(G). Hereinafter, 
the above-mentioned elements are indicated by the same 
numerals or symbols and descriptions thereof Will be simpli 
?ed or omitted. 

First, the construction of the element substrate 91 corre 
sponding to the W sub-pixel SG Will be described in com 
parison With the construction of the element substrate 91 
corresponding to the G sub-pixel SG. 

The construction of the color ?lter substrate 92 corre 
sponding to the W sub-pixel SG is as folloWs. The insulating 
layer 18 for adjusting a cell thickness is formed on the upper 
substrate 2, and the common electrode 8 is formed on the 
insulating layer 18 for adjusting a cell thickness. The W 
sub-pixel SG does not have a colored layerusing a White color 
material as described above. 

The above-mentioned element substrate 91 corresponding 
to the W sub-pixel SG is disposed opposite to the color ?lter 
substrate 92 corresponding to the corresponding transmissive 
region E10 With the liquid crystal layer 4 interposed therebe 
tWeen. The thickness of the liquid crystal layer 4 correspond 
ing to the W sub-pixel SG is set to the same value as the 
thickness d1 (zd2+d3) of the liquid crystal layer 4 corre 
sponding to the transmissive region E10 of each of the R, G, 
and B sub-pixels. 

The principle upon Which transmissive display is per 
formed in the W sub-pixel SG is substantially the same as 
described above. In other Words, When transmissive display is 
performed in the W sub-pixel SG, illuminating light emitted 
from the backlight 15 propagates along a path T shoWn in 
FIG. 5, passes through the gate insulating layer 50, the pas 
sivation layer 51, the pixel electrode 10, the common elec 
trode 8, the insulating layer 18 for adjusting a cell thickness, 
etc., and reaches the observer. In this case, the illuminating 
light expresses a predetermined intensity by passing through 
the above-mentioned elements. As a result, it is possible to 
achieve high brightness and high contrast. 

In the liquid crystal display device 100 according to the 
present embodiment, high intensity and high contrast are 
realiZed by using the W display pixel in addition to the R, G, 
and B display pixels. Since the W display pixel does not have 
a color material, in order to set the thickness of the liquid 
crystal layer (cell thickness) corresponding to the transmis 
sive region of the R, G, or B display pixel and the thickness of 
the liquid crystal layer (cell thickness) corresponding to the 
transmissive region of the W display cell to the same value, it 
is necessary to provide a transparent resin layer for adjusting 
a cell thickness at a position corresponding to the W display 
pixel. Further, in the trans?ective liquid crystal display device 
100 having the multi-gap structure, in order to make optical 
characteristics uniform in the transmissive region and the 
re?ective region, a resin layer for a multi-gap structure is 
formed in the re?ective region and the thickness of the liquid 
crystal layer corresponding to the transmissive region is set to 
be larger than the thickness of the liquid crystal layer corre 
sponding to the re?ective region. 

Herein, the term ‘transparent’ may have a reddish tinge, a 
bluish tinge, or a yelloWish tinge, because the resin layer can 
be slightly colored by the inherent color of the resin. In 
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particular, the term ‘transparent’ means a color in a range of 
Qi, Y):(0.3 to 0.4, 0.3 to 0.4) in the CIE chromaticity dia 
gram. 

It is preferable that the relationship among the thickness d1 
of the liquid crystal layer 4 corresponding to the transmissive 
region E10 of each of the R, G, B, and W sub-pixels, the 
thickness d2 of the liquid crystal layer 4 corresponding to the 
re?ective region E11 of each of the R, G, B, andW sub-pixels, 
the thickness d3 of the insulating layer 18 for adjusting a cell 
thickness corresponding to the transmissive region E10 of the 
W sub-pixel, and the thickness d3 of the colored layer 6 be set 
to d1zd2+d3. Further, When the thickness d1 is set to 4 pm and 
the thickness d2 is set to 2 pm, it is preferable to set the 
thickness d3 to about 2 pm. 

Application Example of White Balance Adjustment 
Next, a method of adjusting a White balance by using the 

uncolored portion of the above-mentioned sub-pixel SG Will 
be described by exemplifying a display pixel having a pixel 
arrangement structure shoWn in FIG. 6. In the above descrip 
tion of the construction of the liquid crystal display device 
100, the sub-pixel SG is divided into tWo regions, and only 
one of the tWo regions is provided With the re?ective electrode 
5 so as to be a re?ective region, and the other region Where the 
re?ective electrode 5 is not formed becomes a transmissive 
region. In contrast, in an example to be described beloW, for 
convenience of explanation, it is assumed that the sub-pixel 
SG has a re?ective region Where a re?ective electrode 5 is 
formed and a transmissive region composed of an opening 
portion formed at the center of the re?ective electrode 5 as 
shoWn in FIG. 6. 

The display pixel shoWn in FIG. 6 has sub-pixels SG 
arranged in a tWo by three matrix and one unit is composed of 
six sub-pixels, that is, tWo R sub-pixels, tWo G sub-pixels, one 
B sub -pixel, and one W sub-pixel. In a human eye, the number 
of sensory receptors sensing blue color is smaller than the 
number of sensory receptors sensing red color or green color. 
That is Why the number of the B sub-pixel is feWer than the 
number of the R or G sub-pixels. Since the B sub-pixel does 
not have so much intensity information in comparison With 
the G or R sub-pixel and just maintains a color balance, it is 
possible to markedly improve intensity by replacing the B 
sub-pixel With the W sub-pixel. In the invention, one display 
pixel is composed of R, G, B, and W sub-pixels unlike the 
related art in Which one display pixel is composed of R, G, and 
B sub-pixels. For this reason, in the invention, display is 
performed by using a rendering technique different from that 
in the related art. 

In the display pixel shoWn in FIG. 6, the number of the B 
sub-pixel is feWer than the number of the R or G sub-pixels. 
Therefore, in the Whole display pixel, the area of the B sub 
pixel is smaller than the area of the R or G sub-pixel. In 
particular, in the display pixel, the total area of the B sub-pixel 
of the R, G, and B sub-pixels and the W sub-pixels is sub 
stantially the same as the area of the R sub-pixels or the area 
of the G sub-pixels. In the display pixel shoWn in FIG. 6, as an 
example, the area proportion of the R, G, B, and W sub-pixels 
is 2:2:111. When the liquid crystal display device including 
display pixels having the above-mentioned arrangement 
structure performs White display, a B light component is 
insuf?cient, and thus yelloWish White display is performed. 

In the sub-pixels SG of the display pixel shoWn in FIG. 6, 
uncolored portions 61R and 62R are provided in each of the R 
sub-pixels SG and uncolored portions 61G and 62G are pro 
vided in each of the G sub-pixels SG. The uncolored portions 
indicate portions Where no colored layer 6 is provided. Fur 
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ther, the uncolored portion 61 is provided on the re?ective 
electrode 5 and the uncolored portion 62 is provided on an 
opening portion 20. 
As described above, the amount of the G light component 

in the re?ective display can be adjusted by adjusting the area 
of the uncolored portions 61G. Further, the amount of the G 
light component in the transmissive display can be adjusted 
by adjusting the area of the uncolored portions 62G. Further 
more, as for the R sub-pixels SG, the amount of the R light 
component in the re?ective display can be adjusted by adjust 
ing the area of the uncolored portions 61R. In addition, the 
amount of the R light component in the transmissive display 
can be adjusted by adjusting the area of the uncolored por 
tions 62R. 
As described above, When the display pixel shoWn in FIG. 

6 performs White display, the B light component is insu?i 
cient and thus yelloWish White display is achieved. The 
amount of the R or G light component canbe reduced as much 
as the reduced amount of the B light component by providing 
an uncolored portion in the R or G sub-pixel. As described 
above, in a case of the display pixel shoWn in FIG. 6, When an 
uncolored portion is provided in the R or G sub-pixel, the 
White balance in the White display can be adjusted to be a 
predetermined color temperature state and coloring in the 
White display can be restricted. 

Next, the areas of the uncolored portions 61 and 62 pro 
vided in the R or G sub-pixels SG Will be described. FIG. 7 is 
a graph shoWing the relationship betWeen a supply voltage 
and transmittance in each of the R, G, and B sub-pixels of a 
knoWn liquid crystal display device. The knoWn liquid crystal 
display device is a normally White liquid crystal display 
device including R, G, and B sub-pixels. In the known liquid 
crystal display device, cell thicknesses in the R, G, and B 
sub-pixels are the same. In FIG. 7, the horiZontal axis indi 
cates a supply voltage applied betWeen the pixel electrode of 
the sub-pixel and the common electrode and the vertical axis 
indicates the optical transmittance of the R, G, and B sub 
pixels. The optical transmittance of each of the R, G, and B 
sub-pixels is determined by the liquid crystal alignment state 
of the liquid crystal layer 4. 

In FIG. 7, as the supply voltage increases, the optical trans 
mittance of each of the R, G, and B sub pixels does not vary 
until a predetermined voltage Vc. In a case in Which the 
supply voltage is higher than the voltage Vc, that is, in a case 
of intermediate grayscale display, the liquid crystal alignment 
state of the liquid crystal layer 4 varies, and accordingly, the 
optical transmittance of each of the R, G, and B sub-pixels 
varies. As shoWn in FIG. 7, When the supply voltage exceeds 
the voltage Vc, the curves (hereinafter, referred to as ‘VT 
curves’) shoWing the optical transmittance in each sub-pixel 
sharply descend. In other Words, the optical transmittance in 
each of the R, G, and B sub-pixels decreases. The properties 
in Which the VT curves of the sub-pixels of the individual 
colors descend are different according to the sub-pixels of the 
individual colors. The transmittance of the R sub-pixel 
decreases With the sharpest curve and the transmittance of the 
B sub-pixel decreases With the shalloWest curve. Therefore, 
When the supply voltage is higher than the voltage Vc, the 
transmittance of the B sub-pixel is higher than that of the G 
sub-pixel, and the transmittance of the G sub-pixel is higher 
than that of the R sub-pixel. As understood from the proper 
ties of the graph of FIG. 7, even in any case including inter 
mediate grayscale display, the transmittance of the G sub 
pixel is alWays higher than the transmittance of the R sub 
pixel. 

In FIG. 7, even assuming that the vertical axis indicates the 
optical re?ectance of the sub-pixel, since the value of the 
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optical re?ectance of the sub-pixel is determined by the liquid 
crystal alignment state of the liquid crystal layer 4, the same 
properties as in the case in Which the vertical axis indicates 
the optical transmittance of the sub-pixel are achieved. There 
fore, even in any case including intermediate grayscale dis 
play, the re?ectance of the G sub-pixel is alWays higher than 
the re?ectance of the R sub-pixel. 
From the preceding descriptions, it can be understood that 

the G light component is alWays brighter than the R light 
component in both transmissive display and re?ective dis 
play. Therefore, in a case of adjusting the White balance, it is 
preferable that the decrease in the amount of the G light 
component is larger than the decrease in the amount of the R 
light component. For this reason, the areas of the uncolored 
portions 61G and 62G provided in the G sub-pixel SG 
become larger than the areas of the uncolored portions 61R 
and 62R provided in the R sub-pixel, respectively. As a result, 
it is possible to more properly adjust the White balance in any 
case including intermediate grayscale display. 

Next, a speci?c range of a proportion of each uncolored 
portion corresponding to the R or G sub-pixel SG Will be 
described. FIG. 8 shoWs an example of providing an uncol 
ored portion in a knoWn RGB pixel arrangement structure, 
that is, a display pixel composed of one R sub-pixel, one G 
sub-pixel, and one B sub-pixel. In a case of the knoWn RGB 
pixel arrangement structure shoWn in FIG. 8, in order to 
perform proper White display, the proportion of the total area 
of the uncolored portions to the area of each of the sub-pixel 
is preferably 18% in the R sub-pixel, 44% in the G sub-pixel, 
and 13% in the B sub-pixel. In the display pixel shoWn in FIG. 
6, When the tWo R sub-pixels are regarded as one sub-pixel, 
tWo G sub-pixels are regarded as one sub-pixel, and the W and 
B sub-pixels are regarded as one B sub-pixel, the display pixel 
is regarded to be composed of one R sub-pixel, one G sub 
pixel, and one B sub-pixel similar to the knoWn RGB pixel 
arrangement structure. Further, the B sub-pixel can be 
regarded to have an uncolored portion occupying 50% of the 
area of the B sub-pixel. Therefore, While considering the 
proportion of the area of the uncolored portions correspond 
ing to the area of the sub-pixel for performing proper White 
display in the above-mentioned knoWn RGB pixel arrange 
ment, the higher upper limit of the proportion of the uncol 
ored portions 61 and 62 of the R or G sub-pixel required to 
perform proper White display in the display pixel shoWn in 
FIG. 6 is preferable. 
The loWer limit of the area proportion of the uncolored 

portions of the R sub -pixel SG required for performing proper 
White display is appropriately 10% of the total area of the R 
sub-pixel SG, and the loWer limit of the area proportion of the 
uncolored portions of the G sub-pixel SG required for per 
forming proper White display is appropriately 30% of the total 
area of the G sub-pixel SG. In a case of performing re?ective 
display, for example, When the area of the re?ective electrode 
5 is 35% of the sub-pixel, the proportion of the uncolored 
portions of the R sub-pixel SG becomes 3.5% (:35%><l0%), 
and the proportion of the uncolored portions of the G sub 
pixel SG becomes 9.5% (:35%><30%). In this case, the chro 
maticity of the White display represents the coordinates P in 
the CIE (International Commission on Illumination) chroma 
ticity diagram shoWn in FIG. 9. When the X coordinates in the 
chromaticity diagram corresponding to R, G, B, and W are 
X(R), X(G), X(B), and X(W), respectively, and the Y coor 
dinates corresponding to R, G, B, and W are Y(R), Y(G), 
Y(B), and Y(W), respectively, since White display is realiZed 
in a case of turning on all sub-pixels of each display pixel, the 
coordinates P can be represented by (X, Y):Q((R)+X(G)+X 
(B)+X(W), Y(R)+Y(G)+Y(B)+Y(W)). For example, When 
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an uncolored portion is provided in the R sub-pixel SG and 
the portion of the R colored layer is reduced by half, the X 
coordinate of the coordinates P can be represented by X(R)/ 
2+X(G)+X(B)+X(W). In this case, the coordinates P Q(,Y) of 
the display pixel shoWn in FIG. 6 become about (0.34, 0.39). 
Since a range of each of the coordinates X and Y in Which 
display equivalent to White display is achieved is 0.3 to 0.4, 
respectively, in the display pixel shoWn in FIG. 6, White 
display equivalent to White display can be achieved. 
As described above, in the pixel arrangement structure of 

the display pixel shoWn in FIG. 6 composed of tWo R sub 
pixels, tWo G sub-pixels, one B sub-pixel, and one W sub 
pixel, the uncolored portions 61 and 62 are provided in the 
opening portion 20, that is, the transmissive region and the 
re?ective electrode 5, that is, the re?ective region in each of 
the R and G sub-pixels SG. Therefore, in both transmissive 
display and re?ective display, the White balance in the White 
display can be set to a predetermined color temperature state 
and the coloring in the White display can be restricted. 

Modi?cation 
In the above-mentioned embodiment, the re?ective elec 

trode 5 is formed in every sub-pixel SG, the region Where the 
re?ective electrode 5 is formed has referred to as a re?ective 
region, and the opening portion 20 Where the re?ective elec 
trode 5 is not formed has referred to as a transmissive region. 
HoWever, the invention can be applied to other aspects. For 
example, as shoWn in FIG. 10, a re?ective electrode 5 having 
an opening portion may be formed. HoWever, as described in 
the above-mentioned liquid crystal display device 100, it is 
possible that a sub-pixel is divided to tWo regions such that a 
re?ective electrode 5 is formed in only one of the tWo regions, 
and a re?ective electrode 5 is not formed in the other region. 
In this case, the region Where the re?ective electrode 5 is 
formed becomes a re?ective region and the region Where the 
re?ective electrode 5 is not formed becomes a transmissive 
region. Even in this case, the proportions of R and G light 
components can be reduced by providing uncolored portions 
61 and 62 in the tWo regions of each of the R and G sub-pixels 
and it is possible to set the White balance in White display to a 
predetermined color temperature state. 

In the above-mentioned example of the pixel arrangement 
structure of the display pixel shoWn in FIG. 6, a case in Which 
the area of the B sub-pixel is smaller than the areas of the 
sub-pixels of the other colors has been described. HoWever, 
the method according to the invention can be used even in a 
case in Which the area of the sub-pixel of another color is 
smaller than the areas of the sub-pixels of the other colors. In 
this case, it is possible to set the White balance in White display 
to a predetermined color temperature state by providing 
uncolored portions in the sub-pixels of colors other than the 
color of the sub-pixel having the corresponding small area. 

Electronic Apparatus 
Next, speci?c examples of an electronic apparatus to Which 

the liquid crystal display device 100 according to the inven 
tion can be applied Will be described With reference to FIGS. 
11A and 11B. 

First, an example in Which the liquid crystal display device 
100 is applied to a display unit of a portable personal com 
puter (notebook computer) Will be described. FIG. 11A is a 
perspective vieW shoWing the construction of the personal 
computer. As shoWn in FIG. 11A, the personal computer 710 
includes a main body 712 having a keyboard 711 and a 
display unit 713 to Which the liquid crystal display device 100 
according to the invention is applied. 

Subsequently, an example in Which the liquid crystal dis 
play device 100 according to the invention is applied to a 
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14 
display unit of a mobile telephone Will be described. FIG. 11B 
is a perspective vieW shoWing the construction of the mobile 
telephone. As shoWn in FIG. 11B, the mobile telephone 720 
includes a plurality of operation buttons 721, a mouthpiece 
722, an earpiece 723, and a display unit 724 to Which the 
liquid crystal display device 100 according to the invention is 
applied. 

Electronic apparatuses to Which the liquid crystal display 
device 100 can be applied according to this embodiment may 
be a liquid crystal television set, view?nder type and monitor 
direct-vieW type video recorders, a car navigator, a pager, an 
electronic organiZer, an electronic calculator, a Word proces 
sor, a Workstation, a video phone, a POS terminal, a digital 
still camera, etc. 
The entire disclosure of Japanese Patent Application Nos: 

2005-198384, ?led Jul. 7, 2005 and 2006-090366, ?led Mar. 
29, 2006 are expressly incorporated by reference herein. 
What is claimed is: 
1. An electro-optical device comprising: 
a plurality of display pixels each of Which has tWo Red 

sub-pixels, tWo Green sub-pixels, one Blue sub-pixel, 
and one transparent sub-pixel; 

colored layers including a Red colored layer, a Green col 
ored layer, and a Blue colored layer Which are formed on 
the Red, Green, and Blue sub-pixels respectively; and 

at least one uncolored portion formed in parts of each of the 
Red and Green sub-pixels Where the colored layers are 
not formed, Wherein each of the Blue sub-pixels is 
entirely and substantially uniformly colored, 

Wherein the Red colored layer and the Green colored layer 
enclose the at least one uncolored portion formed on the 
Red and Green sub-pixels respectively and the at least 
one uncolored portion alloWs light to pass through, 

Wherein the area of the at least one uncolored portion is 
determined such that White balance in White display is 
adjusted to a predetermined color temperature. 

2. The electro-optical device according to claim 1, Wherein 
in each of the plurality of display pixels, the total area of the 
Blue sub-pixel and the transparent sub-pixel is substantially 
equal to the area of the tWo Red sub-pixels and is substantially 
equal to the area of the tWo Green sub-pixels. 

3. The electro-optical device according to claim 1, Wherein 
each of the Red, Green, and Blue sub-pixels has a transmis 
sive region and a re?ective region, and a ?rst uncolored por 
tion of the at least one uncolored portion is formed in the 
transmissive region of each of the Red and Green sub-pixels. 

4. The electro-optical device according to claim 1, Wherein 
each of the Red, Green, and Blue sub-pixels has a transmis 
sive region and a re?ective region, and a second uncolored 
portion of the at least one uncolored portion is formed in the 
re?ective region of each of the Red and Green sub-pixels. 

5. The electro-optical device according to claim 4, Wherein 
the at least one uncolored portion includes a plurality of 
uncolored portions and a ?rst uncolored portion of the plu 
rality of uncolored portions is formed in the transmissive 
region of each of the Red and Green sub-pixels. 

6. The electro-optical device according to claim 3, Wherein 
the area of the ?rst uncolored portion of each of the Green 
sub-pixels is larger than the area of the ?rst uncolored portion 
of each of the Red sub-pixels. 

7. The electro-optical device according to claim 4, Wherein 
the area of the second uncolored portion of each of the Green 
sub-pixels is larger than the area of the second uncolored 
portion of each of the Red sub-pixels. 

8. The electro-optical device according to claim 1, Wherein 
the chromaticity of White displayed by using the Red, Green, 
Blue, and transparent sub-pixels is in a coordinate range 
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expressed by Q(, Y):(0.3 to 0.4, 0.3 to 0.4) in a CIE (Inter 
national Commission on Illumination) chromaticity diagram. 

9. The electro-optical device according to claim 1, Wherein 
the at least one uncolored portion of each of the Red sub 
pixels has an area larger than 10% of the area of the Red 
sub-pixel. 

10. The electro-optical device according to claim 1, 
Wherein the at least one uncolored portion of each of the 
Green sub pixels has an area larger than 30% of the area of the 
Green sub-pixel. 

11. The electro-optical device according to claim 1, 
Wherein each of the Red, Green, and Blue sub-pixels of one of 
the plurality of display pixels performs display by superim 
posing a gray-scale signal Which is applied for display of the 
sub-pixels in one display pixel to sub-pixels having the same 
color With the one display pixel around the one display pixel. 

12. An electro-optical device comprising: 
a plurality of display pixels each of Which has at least one 

transparent sub-pixel, one Red sub-pixel, one Green 
sub-pixel, and one Blue sub-pixel; and 

a Red colored layer, a Green colored layer, and a Blue 
colored layer Which are formed on the Red, Green, and 
Blue sub-pixels respectively, 
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Wherein an uncolored portion is provided in a part of each 

of the Red and Green sub -pixels Where the colored layer 
is not formed, Wherein each of the Blue sub-pixels is 
entirely and substantially uniformly colored, 

Wherein the Red colored layer and the Green colored layer 
enclose the at least one uncolored portion formed on the 
Red and Green sub-pixels respectively and the at least 
one uncolored portion alloWs light to pass through, 

Wherein the area of the at least one uncolored portion is 
determined such that White balance in White display is 
adjusted to a predetermined color temperature. 

13. An electronic apparatus comprising the electro-optical 
device according to claim 1 as a display unit. 

14. The electro-optical device according to claim 1, 
Wherein each of the Red, Green, and Blue sub-pixels has a 
transmissive region, and the at least one uncolored portion is 
formed in the transmissive region of each of the Red and 
Green sub-pixels. 

15. The electro-optical device according to claim 1, 
Wherein the area of the at least one uncolored portion is 
determined such that red, green, and blue colored light dis 
played by the colored layers are balanced in a White display. 

* * * * * 


