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NEGATIVE VOLTAGE LEVEL SHIFTER 
HAVING SIMPLIFIED STRUCTURE 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a negative voltage level 

shifter, and more particularly, to a negative voltage level 
shifter having simpli?ed structure. 

2. Description of the Prior Art 
Historically, the primary mode of reducing poWer con 

sumption in electronic circuits has been to insistently scale 
doWn the poWer supply voltage. Recently, a move to 1.8 V 
poWer supply has been popularized among loW-poWer and 
high-speed circuit designers. HoWever, problems may arise 
When a loW-voltage integrated circuit is coupled to a high 
voltage integrated circuit, or When the output signal of an 
integrated circuit having positive operating voltage sWing is 
utiliZed for driving another integrated circuit having negative 
operating voltage sWing. That is, When a front-end integrated 
circuit having a ?rst operating voltage sWing is coupled to a 
back-end integrated circuit having a second operating voltage 
sWing, the ?rst operating voltage sWing of the output signal 
generated by the front-end integrated circuit is required to be 
converted into the second operating voltage sWing by making 
use of a voltage conversion interface. 

Please refer to FIG. 1, Which is a circuit diagram schemati 
cally shoWing a prior-art negative voltage level shifter. As 
shoWn in FIG. 1, the negative voltage level shifter 100 com 
prises a ?rst voltage level processing unit 110, an inverting 
unit 150, and a second voltage level processing unit 160. The 
negative voltage level shifter 100 is poWered With a positive 
supply voltage Vcc, a negative supply voltage —Vpp, and a 
middle negative supply voltage —Vpp/2. The negative voltage 
level shifter 100 receives an input signal Sin having a positive 
operating voltage sWing, eg between 0V and the positive 
supply voltage Vcc, generated by a ?rst circuit unit 101 and 
functions to convert the input signal Sin into an output signal 
Sout having a negative operating voltage sWing, eg between 
0V and the negative supply voltage —Vpp, for use in a second 
circuit unit 102. The ?rst voltage level processing unit 110 is 
employed to convert the input signal Sin into a ?rst internal 
signal Sintxl having an operating voltage sWing betWeen 
—Vpp/2 and Vcc. The inverting unit 150 is utiliZed for invert 
ing the ?rst internal signal Sintxl to generate a second inter 
nal signal Sintx2 having an operating voltage sWing betWeen 
—Vpp/2 and 0V. The second voltage level processing unit 160 
is employed to convert the second internal signal Sintx2 into 
the output signal Sout having desired negative operating volt 
age sWing betWeen 0V and —Vpp. 

The ?rst voltage level processing unit 110 comprises an 
inverter 120, PMOS (P-type metal oxide semiconductor) 
transistors 126 and 127, and NMOS (N —type metal oxide 
semiconductor) transistors 131 and 132. The NMOS transis 
tors 131 and 132 are electrically connected to form a latch 
circuit 140. The inverting unit 150 comprises a PMOS tran 
sistor 151 and an NMOS transistor 152. The second voltage 
level processing unit 160 comprises PMOS transistors 
161~163 and NMOS transistors 171~173. The PMOS tran 
sistor 161 and the NMOS transistor 171 are electrically con 
nected to form an inverter 170. The NMOS transistors 172 
and 173 are electrically connected to form a latch circuit 190. 
That is, the negative voltage level shifter 100 performs a 
negative voltage level shifting operation based on tWo voltage 
level processing units 110, 160 interfaced by the inverting 
unit 150. Since the circuit operation of the negative voltage 
level shifter 100 is performed With the aid of tWo negative 
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2 
supply voltages —Vpp and —Vpp/2, more complicated periph 
eral circuits are required to generate the negative supply volt 
ages —Vpp and —Vpp/2. Furthermore, during the circuit 
operation of the negative voltage level shifter 100, the maxi 
mum voltage stress, occurring to the PMOS transistors 126, 
127 and the NMOS transistors 131, 132, 152, reaches a high 
voltage drop of (V cc+Vpp/2), i.e. betWeen the positive supply 
voltage Vcc and the middle negative supply voltage —Vpp/2. 
In vieW of that, the circuit of the negative voltage level shifter 
100 is complicated and costly due to the demand of latch 
circuits and high voltage transistors for use therein. 

SUMMARY OF THE INVENTION 

In accordance With an embodiment of the present inven 
tion, a negative voltage level shifter having simpli?ed struc 
ture is disclosed for performing a negative voltage level shift 
ing operation. The negative voltage level shifter comprises a 
?rst inverter, a pass unit, a voltage-dividing unit, a second 
inverter, and a third inverter. 
The ?rst inverter comprises an input end for receiving an 

input signal and an output end for outputting a ?rst internal 
signal. The ?rst inverter is poWered With a positive supply 
voltage and performs an inverting operation on the input 
signal for generating the ?rst internal signal. The pass unit 
comprises an input end electrically connected to the output 
end of the ?rst inverter for receiving the ?rst internal signal 
and an output end for outputting a second internal signal. The 
pass unit enables an electrical connection betWeen the input 
and output ends thereof When the ?rst internal signal has a 
voltage greater than a threshold voltage. Alternatively, the 
pass unit disables the electrical connection betWeen the input 
and output ends thereof When the ?rst internal signal has a 
voltage less than the threshold voltage. The voltage-dividing 
unit comprises a ?rst end electrically connected to the output 
end of the pass unit for receiving the second internal signal, a 
second end for receiving a negative supply voltage, and a third 
end for outputting a third internal signal having a voltage 
divided from both the negative supply voltage and the second 
internal signal based on a circuit operation of superposition 
theory. The second inverter comprises an input end electri 
cally connected to the third end of the voltage-dividing unit 
for receiving the third internal voltage and an output end for 
outputting a fourth internal signal. The second inverter is 
poWered With the negative supply voltage and performs an 
inverting operation on the third internal signal for generating 
the fourth internal signal. The third inverter comprises an 
input end electrically connected to the output end of the 
second inverter for receiving the fourth internal voltage and 
an output end for outputting an output signal. The third 
inverter is poWered With the negative supply voltage and 
performs an inverting operation on the fourth internal signal 
for generating the output signal. 

These and other objectives of the present invention Will no 
doubt become obvious to those of ordinary skill in the art after 
reading the folloWing detailed description of the preferred 
embodiment that is illustrated in the various ?gures and draW 
1ngs. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a circuit diagram schematically shoWing a prior 
art negative voltage level shifter. 

FIG. 2 is a circuit diagram schematically shoWing a nega 
tive voltage level shifter in accordance With a ?rst embodi 
ment of the present invention. 
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FIG. 3 shows related signal Waveforms regarding circuit 
operations of the negative voltage level shifter in FIG. 2, 
having time along the abscissa. 

FIG. 4 is a circuit diagram schematically shoWing a nega 
tive voltage level shifter in accordance With a second embodi 
ment of the present invention. 

DETAILED DESCRIPTION 

Hereinafter, preferred embodiments of the present inven 
tion Will be described in detail With reference to the accom 
panying draWings. Here, it is to be noted that the present 
invention is not limited thereto. 

FIG. 2 is a circuit diagram schematically shoWing a nega 
tive voltage level shifter in accordance With a ?rst embodi 
ment of the present invention. As shoWn in FIG. 2, the nega 
tive voltage level shifter 200 comprises a ?rst inverter 210, a 
pass unit 215, a voltage-dividing unit 220, a second inverter 
230, and a third inverter 240. The negative voltage level 
shifter 200 is employed to convert an input signal Sin having 
a positive operating voltage sWing into an output signal Sout 
having a negative operating voltage sWing. The positive oper 
ating voltage sWing falls into a voltage range betWeen a posi 
tive supply voltage Vdd and ground voltage. The negative 
operating voltage sWing falls into a voltage range betWeen a 
negative supply voltage —Vx and ground voltage. 

The ?rst inverter 210 comprises an input end for receiving 
an input signal Sin and an output end for outputting a ?rst 
internal signal Sint1. The ?rst inverter 210 is poWered With 
the positive supply voltage Vdd and performs an inverting 
operation on the input signal Sin for generating the ?rst inter 
nal signal Sint1. The pass unit 215 comprises an input end 
electrically connected to the ?rst inverter 210 for receiving 
the ?rst internal signal Sint1 and an output end for outputting 
a second internal signal Sint2. The pass unit 215 enables an 
electrical connection betWeen the input and output ends 
thereof When the ?rst internal signal Sint1 has a voltage 
greater than a threshold voltage. Alternatively, the pass unit 
215 disables the electrical connection betWeen the input and 
output ends thereof When the ?rst internal signal Sint1 has a 
voltage less than the threshold voltage. 

The voltage-dividing unit 220 comprises a ?rst end elec 
trically connected to the output end of the pass unit 215 for 
receiving the second internal signal Sint2, a second end for 
receiving the negative supply voltage —VX, and a third end for 
outputting a third internal signal Sint3 having a voltage 
divided from both the negative supply voltage —Vx and the 
second internal signal Sint2 based on a circuit operation of 
superposition theory. The second inverter 230 comprises an 
input end electrically connected to the third end of the volt 
age-dividing unit 220 for receiving the third internal voltage 
Sint3 and an output end for outputting a fourth internal signal 
Sint4. The second inverter 230 is poWered With the negative 
supply voltage —Vx and performs an inverting operation on 
the third internal signal Sint3 for generating the fourth inter 
nal signal Sint4. The third inverter 240 comprises an input end 
electrically connected to the second inverter 230 for receiving 
the fourth internal voltage Sint4 and an output end for out 
putting an output signal Sout. The third inverter 240 is poW 
ered With the negative supply voltage —VX and performs an 
inverting operation on the fourth internal signal Sint4 for 
generating the output signal Sout. 

In the ?rst embodiment of the present invention shoWn in 
FIG. 2, the ?rst inverter 210 comprises a ?rst transistor 261 
and a second transistor 271; the pass unit 215 comprises a 
pass transistor 216; the voltage-dividing unit 220 comprises a 
?rst resistor Rdiv1 and a second resistor Rdiv2; the second 
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4 
inverter 230 comprises a ?rst transistor 262 and a second 
transistor 272; and the third inverter 240 comprises a ?rst 
transistor 263 and a second transistor 273. The ?rst transistors 
261~263 and the pass transistor 216 are PMOS transistors or 
P-type junction ?eld effect transistors. The second transistors 
271~273 are NMOS transistors or N-type junction ?eld effect 
transistors. 
The ?rst transistor 261 comprises a ?rst end for receiving 

the positive supply voltage Vdd, a gate end for receiving the 
input signal Sin, a second end electrically connected to the 
pass transistor 216, and a channel Well electrically connected 
to the ?rst end thereof. The second transistor 271 comprises a 
?rst end electrically connected to the second end of the ?rst 
transistor 261, a gate end electrically connected to the gate 
end of the ?rst transistor 261, a second end electrically con 
nected to ground terminal GND, and a channel Well electri 
cally connected to the second end thereof. The pass transistor 
216 comprises a ?rst end electrically connected to the second 
end of the ?rst transistor 261, a gate end electrically con 
nected to ground terminal GND, a second end electrically 
connected to the voltage-dividing unit 220, and a channel Well 
electrically connected to the ?rst end thereof. The ?rst resistor 
Rdiv1 comprises a ?rst end electrically connected to the 
second end of the pass transistor 216 and a second end elec 
trically connected to the second inverter 230. The second 
resistor Rdiv2 comprises a ?rst end electrically connected to 
the second end of the ?rst resistor Rdiv1 and a second end for 
receiving the negative supply voltage —VX. 
The ?rst transistor 262 comprises a ?rst end electrically 

connected to ground terminal GND, a gate end electrically 
connected to the second end of the ?rst resistor Rdiv1, a 
second end electrically connected to the third inverter 240, 
and a channel Well electrically connected to the ?rst end 
thereof. The second transistor 272 comprises a ?rst end elec 
trically connected to the second end of the ?rst transistor 262, 
a gate end electrically connected to the gate end of the ?rst 
transistor 262, a second end for receiving the negative supply 
voltage —VX, and a channel Well electrically connected to the 
second end thereof. The ?rst transistor 263 comprises a ?rst 
end electrically connected to ground terminal GND, a gate 
end electrically connected to the second end of the ?rst tran 
sistor 262, a second end for outputting the output signal Sout, 
and a channel Well electrically connected to the ?rst end 
thereof. The second transistor 273 comprises a ?rst end elec 
trically connected to the second end of the ?rst transistor 263, 
a gate end electrically connected to the gate end of the ?rst 
transistor 263, a second end for receiving the negative supply 
voltage —VX, and a channel Well electrically connected to the 
second end thereof. The circuit operation of the negative 
voltage level shifter 200 is set forth as the folloWings. 

After the ?rst inverter 210 inverts the input signal Sin With 
the aid of the positive supply voltage Vdd, the ?rst internal 
signal Sint1 having operating voltage sWing betWeen ground 
voltage (0V) and the positive supply voltage Vdd is gener 
ated. That is, both the ?rst internal signal Sint1 and the input 
signal Sin have substantially identical operating voltage 
sWing. When the ?rst internal signal Sint1 holds a high level 
voltage such as the positive supply voltage Vdd correspond 
ing to the input signal Sin having a loW level voltage such as 
ground voltage, the pass transistor 216 is turned on for pass 
ing the ?rst internal signal Sint1 to become the second inter 
nal signal Sint2; in turn, the second internal signal Sint2 and 
the negative supply voltage —Vx are divided by the voltage 
dividing unit 220 based on a circuit operation of superpo sition 
theory for generating the third internal signal Sint3. When the 
?rst internal signal Sint1 holds a loW level voltage such as 
ground voltage corresponding to the input signal Sin having a 



US 7,705,630 B1 
5 

high level voltage such as the positive supply voltage Vdd, the 
pass transistor 216 is turned off and the second internal signal 
Sint2 holds the negative supply voltage —Vx; furthermore, the 
third internal signal Sint3 also holds the negative supply 
voltage —Vx. In one embodiment, the resistances of the ?rst 
resistor Rdiv1 and the second resistor Rdiv2 are Well adjusted 
so that the third internal signal Sint3 holds a voltage approxi 
mated to 0V When the second internal signal Sint2 holds the 
high level voltage such as the positive supply voltage Vdd. In 
other Words, the operating voltage sWing of the third internal 
signal Sint3 falls into a voltage range betWeen ground voltage 
(0V) and the negative supply voltage —Vx. 

After the second inverter 230 inverts the third internal 
signal Sint3 With the aid of the negative supply voltage —Vx, 
the fourth internal signal Sint4 having operating voltage 
sWing betWeen ground voltage (0V) and the negative supply 
voltage —Vx is generated. That is, both the fourth internal 
signal Sint4 and the third internal signal Sint3 have substan 
tially identical operating voltage sWing. After the third 
inverter 240 inverts the fourth internal signal Sint4 With the 
aid of the negative supply voltage —Vx, the output signal Sout 
having operating voltage sWing betWeen ground voltage (0V) 
and the negative supply voltage —Vx is generated. In vieW of 
that, the negative voltage level shifter 200 functions to convert 
the input signal Sin having positive operating voltage sWing, 
eg between positive supply voltage Vdd and ground voltage 
(0V), into the output signal Sout having negative operating 
voltage sWing, e. g. betWeen ground voltage (0V) and the 
negative supply voltage —Vx. 

Compared With the prior-art negative voltage level shifter 
1 00, the negative voltage level shifter 200 performs a negative 
voltage level shifting operation essentially based on just three 
inverters Without the aid of any latch circuit. Besides, the 
negative voltage level shifter 200 is poWered With just the 
positive supply voltage Vdd and the negative supply voltage 
—Vx Without the aid of any middle negative supply voltage. In 
summary, the negative voltage level shifter 200 of the present 
invention is capable of performing the negative voltage level 
shifting operation based on a simpli?ed and cost-effective 
circuit. 

FIG. 3 shoWs related signal Waveforms regarding circuit 
operations of the negative voltage level shifter 200 in FIG. 2, 
having time along the abscissa. The signal Waveforms in FIG. 
3, from top to bottom, are the input signal Sin, the ?rst internal 
signal Sint1, the second internal signal Sint2, the third inter 
nal signal Sint3, the fourth internal signal Sint4, and the 
output signal Sout. During interval T1, the input signal Sin 
holds ground voltage (0V) and the ?rst inverter 210 outputs 
the ?rst internal signal Sint1 having the voltage Vdd. Accord 
ingly, the pass transistor 216 is turned on so that the second 
internal signal Sint2 also holds the voltage Vdd. Then, the 
third internal signal Sint3 turns out to have a voltage approxi 
mated to ground voltage (0V) divided from both the voltages 
Vdd and —Vx based on a circuit operation of superposition 
theory. The second inverter 230 generates the fourth internal 
signal Sint4 having the voltage —Vx by inverting the third 
internal signal Sint3 having approximately ground voltage. 
Furthermore, the third inverter 240 generates the output sig 
nal Sout having ground voltage (0V) by inverting the fourth 
internal signal Sint4. 

During interval T2, the input signal Sin holds the voltage 
Vdd and the ?rst inverter 210 outputs the ?rst internal signal 
Sint1 having ground voltage (0V). Therefore, the pass tran 
sistor 216 is turned off so that both the second internal signal 
Sint2 and the third internal signal Sint3 hold the voltage —Vx. 
The second inverter 230 generates the fourth internal signal 
Sint4 having ground voltage (0V) by inverting the third inter 
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6 
nal signal Sint3 having the voltage —Vx. Furthermore, the 
third inverter 240 generates the output signal Sout having the 
voltage —Vx by inverting the fourth internal signal Sint4. 

In the aforementioned circuit operations, the maximum 
voltage stress on the transistors used in the negative voltage 
level shifter 200 is just a voltage drop of Vx, i.e. betWeen 
ground voltage (0V) and the negative supply voltage —Vx. For 
instance, during interval T1, the maximum voltage stress 
occurs to the ?rst transistors 262, 263 and the second transis 
tors 272, 273; meanWhile, a voltage stress of Vdd occurs to 
the pass transistor 216, the ?rst transistor 261, and the second 
transistor 271. Alternatively, during interval T2, the maxi 
mum voltage stress occurs to the pass transistor 216, the ?rst 
transistors 262, 263 and the second transistors 272, 273; 
meanWhile, a voltage stress of Vdd occurs to the ?rst transis 
tor 261 and the second transistor 271. For that reason, an 
occurrence of voltage stress greater than Vx on any transistor 
used in the negative voltage level shifter 200 is avoided. In 
one embodiment, the positive supply voltage Vdd is set to be 
a voltage of 3.3 V and the negative supply voltage —Vx is set 
to be a voltage of —6V; therefore, the maximum voltage stress 
on the transistors used in the negative voltage level shifter 200 
is just a voltage drop of 6V. Accordingly, the negative voltage 
level shifter 200 can be realiZed Without any high voltage 
transistor for further reducing production cost. 

Please refer to FIG. 4, Which is a circuit diagram schemati 
cally shoWing a negative voltage level shifter in accordance 
With a second embodiment of the present invention. As shoWn 
in FIG. 4, the circuit structure of the negative voltage level 
shifter 300 is similar to that of the negative voltage level 
shifter 200 shoWn in FIG. 2, differing only in that the voltage 
dividing unit 220 is replaced With a voltage-dividing unit 320. 
The voltage-dividing unit 320 comprises a third transistor 321 
and a fourth transistor 322. The third transistor 321 comprises 
a ?rst end electrically connected to the second end of the pass 
transistor 216, a gate end for receiving a ?rst control signal 
Sc1, and a second end electrically connected to the gate end of 
the ?rst transistor 262. The ?rst control signal Sc1 is 
employed to adjust a ?rst channel resistance of the third 
transistor 321. The fourth transistor 322 comprises a ?rst end 
electrically connected to the second end of the third transistor 
321, a gate end for receiving a second control signal Sc2, and 
a second end for receiving the negative supply voltage —Vx. 
The second control signal Sc2 is employed to adjust a second 
channel resistance of the fourth transistor 322. The third 
transistor 321 and the fourth transistor 322 are MOS transis 
tors or junction ?eld effect transistors. 

Basically, the voltage-dividing unit 320 is an adjustable 
voltage divider. When the pass transistor 216 is turned on, the 
voltage-dividing unit 320 performs a voltage dividing opera 
tion on both the second internal signal Sint2 and the negative 
supply voltage —Vx based on a circuit operation of superpo 
sition theory for generating the third internal signal Sint3 
having a voltage approximated to ground voltage (0V) 
according to the adjusted ?rst and second channel resistances. 
For that reason, if the voltage of the third internal signal Sint3 
deviates from ground voltage signi?cantly due to an occur 
rence of component aging or other unexpected events, the ?rst 
control signal Sc1 and the second control signal Sc2 can be 
adjusted for correcting the voltage of the third internal signal 
Sint3. 

In another embodiment, both the gate ends of the third 
transistor 321 and the fourth transistor 322 are employed to 
receive same control signal, i.e. the ?rst control signal Sc1 is 
identical to the second control signal Sc2; furthermore, the 
channel Width/length ratio of the third transistor 321 can be 
substantially identical to or different from that of the fourth 
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transistor 322. Since the ?rst channel resistance is determined 
by the channel Width/length ratio of the third transistor 321 
and the second channel resistance is determined by the chan 
nel Width/length ratio of the fourth transistor 322, the dividing 
ratio of the voltage-dividing unit 320 is determined by the 
channel Width/length ratios of the third transistor 321 and the 
fourth transistor 322. 

In conclusion, by making use of a voltage-dividing unit, a 
pass unit, and a plurality of inverters, the negative voltage 
level shifter of the present invention is capable of performing 
a negative voltage level shifting operation based on just a 
positive supply voltage and a negative supply voltage Without 
the aid of any latch circuit and any middle negative supply 
voltage; besides, the maximum voltage stress on the transis 
tors used is reduced signi?cantly. That is, the negative voltage 
level shifter of the present invention is realiZed With a simpli 
?ed circuit for reducing production cost. 

The present invention is by no means limited to the 
embodiments as described above by referring to the accom 
panying draWings, Which may be modi?ed and altered in a 
variety of different Ways Without departing from the scope of 
the present invention. Thus, it should be understood by those 
skilled in the art that various modi?cations, combinations, 
sub-combinations and alternations might occur depending on 
design requirements and other factors insofar as they are 
Within the scope of the appended claims or the equivalents 
thereof. 

What is claimed is: 
1. A negative voltage level shifter, comprising: 
a ?rst inverter comprising an input end for receiving an 

input signal and an output end for outputting a ?rst 
internal signal, the ?rst inverter being poWered With a 
positive supply voltage and performing an inverting 
operation on the input signal for generating the ?rst 
internal signal; 

a pass unit comprising an input end electrically connected 
to the output end of the ?rst inverter for receiving the ?rst 
internal signal and an output end for outputting a second 
internal signal, the pass unit enabling an electrical con 
nection betWeen the input and output ends thereof When 
the ?rst internal signal has a voltage greater than a 
threshold voltage, the pass unit disabling the electrical 
connection betWeen the input and output ends thereof 
When the ?rst internal signal has a voltage less than the 
threshold voltage; 

a voltage-dividing unit comprising a ?rst end electrically 
connected to the output end of the pass unit for receiving 
the second internal signal, a second end for receiving a 
negative supply voltage, and a third end for outputting a 
third internal signal having a voltage divided from the 
negative supply voltage and the second internal signal 
based on a circuit operation of superposition theory; 

a second inverter comprising an input end electrically con 
nected to the third end of the voltage-dividing unit for 
receiving the third internal voltage and an output end for 
outputting a fourth internal signal, the second inverter 
being poWered With the negative supply voltage and 
performing an inverting operation on the third internal 
signal for generating the fourth internal signal; and 

a third inverter comprising an input end electrically con 
nected to the output end of the second inverter for receiv 
ing the fourth internal voltage and an output end for 
outputting an output signal, the third inverter being poW 
ered With the negative supply voltage and performing an 
inverting operation on the fourth internal signal for gen 
erating the output signal. 
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8 
2. The negative voltage level shifter of claim 1, Wherein the 

pass unit comprises a pass transistor comprising: 
a ?rst end electrically connected to the output end of the 

?rst inverter for receiving the ?rst internal signal; 
a gate end electrically connected to a ground terminal; and 
a second end for outputting the second internal signal. 
3. The negative voltage level shifter of claim 2, Wherein the 

pass transistor further comprises: 
a channel Well electrically connected to the ?rst end of the 

pass transistor. 
4. The negative voltage level shifter of claim 2, Wherein the 

pass transistor is a PMOS (P-type metal oxide semiconduc 
tor) transistor or a P-type junction ?eld effect transistor. 

5. The negative voltage level shifter of claim 1, Wherein the 
?rst inverter comprises: 

a ?rst transistor comprising a ?rst end for receiving the 
positive supply voltage, a gate end for receiving the 
input signal, a second end electrically connected to the 
input end of the pass unit, and a channel Well electrically 
connected to the ?rst end of the ?rst transistor; and 

a second transistor comprising a ?rst end electrically con 
nected to the second end of the ?rst transistor, a gate end 
electrically connected to the gate end of the ?rst transis 
tor, a second end electrically connected to a ground 
terminal, and a channel Well electrically connected to the 
second end of the second transistor. 

6. The negative voltage level shifter of claim 5, Wherein the 
?rst transistor is a PMOS transistor or a P-type junction ?eld 
effect transistor. 

7. The negative voltage level shifter of claim 5, Wherein the 
second transistor is an NMOS transistor or an N-type junction 
?eld effect transistor. 

8. The negative voltage level shifter of claim 1, Wherein the 
voltage-dividing unit comprises: 

a ?rst resistor comprising a ?rst end electrically connected 
to the output end of the pass unit and a second end 
electrically connected to the input end of the second 
inverter; and 

a second resistor comprising a ?rst end electrically con 
nected to the second end of the ?rst resistor and a second 
end for receiving the negative supply voltage. 

9. The negative voltage level shifter of claim 8, Wherein the 
third internal signal, outputted from the third end of the volt 
age-dividing unit, has a voltage approximated to a ground 
voltage based on a circuit operation of superposition theory 
regarding resistances of the ?rst and second resistors When 
the ?rst internal signal has a voltage greater than the threshold 
voltage. 

10. The negative voltage level shifter of claim 1, Wherein 
the voltage-dividing unit comprises: 

a ?rst transistor comprising a ?rst end electrically con 
nected to the output end of pass unit, a gate end for 
receiving a ?rst control signal, and a second end electri 
cally connected to the input end of the second inverter; 
and 

a second transistor comprising a ?rst end electrically con 
nected to the second end of the ?rst transistor, a gate end 
for receiving a second control signal, and a second end 
for receiving the negative supply voltage. 

11. The negative voltage level shifter of claim 10, Wherein 
the third internal signal, outputted from the third end of the 
voltage-dividing unit, has a voltage approximated to a ground 
voltage based on a circuit operation of superposition theory 
regarding channel resistances of the ?rst and second transis 
tors When the ?rst internal signal has a voltage greater than the 
threshold voltage. 
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12. The negative voltage level shifter of claim 10, Wherein 
the ?rst and second transistors are MOS transistors or junc 
tion ?eld effect transistors. 

13. The negative voltage level shifter of claim 10, Wherein 
a channel Width/length ratio of the ?rst transistor is substan 
tially identical to a channel Width/length ratio of the second 
transistor. 

14. The negative voltage level shifter of claim 10, Wherein 
a channel Width/length ratio of the ?rst transistor is different 
from a channel Width/length ratio of the second transistor. 

15. The negative voltage level shifter of claim 1, Wherein 
the second inverter comprises: 

a ?rst transistor comprising a ?rst end electrically con 
nected to a ground terminal, a gate end electrically con 
nected to the third end of the voltage-dividing unit for 
receiving the third internal signal, a second end electri 
cally connected to the input end of the third inverter, and 
a channel Well electrically connected to the ?rst end of 
the ?rst transistor; and 

a second transistor comprising a ?rst end electrically con 
nected to the second end of the ?rst transistor, a gate end 
electrically connected to the gate end of the ?rst transis 
tor, a second end for receiving the negative supply volt 
age, and a channel Well electrically connected to the 
second end of the second transistor. 

20 
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16. The negative voltage level shifter of claim 15, Wherein 

the ?rst transistor is a PMOS transistor or a P-type junction 
?eld effect transistor. 

17. The negative voltage level shifter of claim 15, Wherein 
the second transistor is an NMOS transistor or an N-type 
junction ?eld effect transistor. 

18. The negative voltage level shifter of claim 1, Wherein 
the third inverter comprises: 

a ?rst transistor comprising a ?rst end electrically con 
nected to a ground terminal, a gate end electrically con 
nected to the output end of the second inverter for receiv 
ing the fourth internal signal, a second end for outputting 
the output signal, and a channel Well electrically con 
nected to the ?rst end of the ?rst transistor; and 

a second transistor comprising a ?rst end electrically con 
nected to the second end of the ?rst transistor, a gate end 
electrically connected to the gate end of the ?rst transis 
tor, a second end for receiving the negative supply volt 
age, and a channel Well electrically connected to the 
second end of the second transistor. 

19. The negative voltage level shifter of claim 18, Wherein 
the ?rst transistor is a PMOS transistor or a P-type junction 
?eld effect transistor. 

20. The negative voltage level shifter of claim 18, Wherein 
the second transistor is an NMOS transistor or an N-type 
junction ?eld effect transistor. 

* * * * * 


