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J OG DIAL FOR MOBILE TERMINAL 

BACKGROUND 

This invention relates generally to a mobile communica 
tion device, and more particularly to a mobile terminal foruse 
in a Wireless communication system Wherein the mobile ter 
minal includes a jog dial emulation input device. 
A mobile terminal is used for sending and receiving infor 

mation in a Wireless communication system, such as a mobile 
telephone in a cellular telephone system. A mobile telephone 
typically includes a display and input mechanisms, such as 
keypads, buttons, and the like, Which are used to control the 
mobile telephone. The display is used for vieWing informa 
tion and the input mechanisms typically provide for data 
entry, as Well as control of any multi-media interface includ 
ing the display. 

With the groWing popularity of the internet, mobile tele 
phones are being used as receivers for not only voice data, but 
also various forms of visual data vieWable on the display, such 
as e-mail, faxes or other forms of processed documents, pic 
tures, videos or Web pages. Mobile telephones can also func 
tion as a gaming device. Further, some mobile telephones 
noW also include a camera function for capturing images and 
satisfying the rising demand for video or image-based com 
munication. Capturing images is typically accomplished by 
manually actuating the camera function via a shutter button or 
a speci?ed sequence of key strokes. 
As the various functions of a mobile telephone increase, so 

does the need for varying types of input mechanisms for each 
function. At the same time, ?nding Ways to achieve additional 
space savings for mobile telephones is desirable to vendors 
and consumers alike. As mobile telephones become smaller, 
less area is available for the input mechanisms. For ergo 
nomic reasons, there is a limit beloW Which it is undesirable to 
decrease the size. 

A menu list, including a number of icons or other articles, 
are typically arranged horizontally or vertically on the display 
screen. A user of the mobile terminal selects an article, such as 
a command or a choice, by moving a selection cursor via a jog 
dial horizontally or vertically to the desired article. A jog dial 
input device typically permits rotating and pressing opera 
tions for data entry. 
A mobile terminal is shoWn in FIG. 1 and generally desig 

nated at 20. The mobile terminal 20 depicted is adapted for 
use in a Wireless communication netWork and, in the embodi 
ment shoWn in FIG. 1, the mobile terminal 20 is a cellular 
telephone. The mobile terminal 20 comprises a housing 22, 
Which may be of any desired size and shape; hoWever, as 
described above, the trend is toWard a smaller mobile terminal 
20. The housing 22 contains electronic components that are 
operable to transmit and receive telecommunication signals, 
as is knoWn in the art, and for operating other functions of the 
mobile terminal 20. The housing 22 includes an ear piece 24, 
or speaker, for emitting sound and a display 26 for displaying 
alphanumeric text and graphics and other images. The display 
26 can be monochrome or color. A keypad apparatus 28, 
including alphanumeric and function keys 30, may be pro 
vided on the housing 22 for receiving tactile input to enter 
data, make telephone calls, interact With an image on the 
display 26, or otherWise control operation of the mobile ter 
minal 20. Various other controls may also be provided on the 
housing 22, such as special purpose keys (not shoWn) that 
control one or more functional aspects of the mobile terminal 
20. The housing 22 also includes a microphone 32 for input 
ting sound. 
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2 
A “jog dial” 40 is rotatably disposed in the housing 22. The 

jog dial 40 is a Well-knoWn endless loop-type rotary sWitch 
Which functions as a selective input unit. The jog dial 40 is 
both rotatable and pressable. To operate the jog dial 40, the 
user places his ?nger tip on the jog dial 40 and rotates the jog 
dial. Rotation of the jog dial 40 generates signals in accor 
dance With the rotational direction the user is moving the jog 
dial 40. The jog dial 40 signals are sent to an application 
program, or the like, Which varies a bidirectional parameter 
according to the direction of rotation. Rotation of the jog dial 
40 in this manner provides access to an article appreciably 
detached from the currently displayed article. Pressing the j og 
dial 40 ?nalizes and enters the currently displayed article. 

Providing a mobile terminal 20 With the jog dial input 
device 40 is not alWays practical because the jog dial 40 not 
only causes an additional cost, but also requires more space 
Within the housing 22. A typical jog dial is usually about 13 to 
16 mm. in diameter. 
For the foregoing reasons, there is a need for a mobile 

terminal for use in a Wireless communication system Which is 
adapted to e?iciently accommodate multiple functions While 
maintaining compactness and portability. The neW mobile 
terminal should also accommodate a selective input device, 
such as ajog dial. 

SUMMARY 

According to the present invention, a mobile terminal is 
provided for use in a Wireless communication system, the 
mobile terminal comprising a housing having an opening and 
a selective input device. The selective input device includes a 
hub secured in the opening in the housing such that at least a 
portion of the periphery of the hub extends from the housing. 
A capacitance layer is integral With the periphery of the hub. 
A resilient ring is movably disposed on the periphery of the 
hub and operatively connected With the capacitance layer for 
generating signals When the ring is moved relative to the hub. 
A controller is operably connected to the input device for 
receiving and processing the signals. 

BRIEF DESCRIPTION OF THE DRAWINGS 

For a more complete understanding of the present inven 
tion, reference should noW be had to the embodiments shoWn 
in the accompanying draWings and described beloW. In the 
draWings: 

FIG. 1 is a front elevation vieW of an embodiment of a 
mobile terminal including a jog dial input device. 

FIG. 2 is a schematic close-up elevation vieW of a mobile 
terminal in partial cross-section shoWing a jog dial emulation 
input device according to the present invention. 

FIG. 3 is an exploded perspective vieW of the jog dial 
emulation input device shoWn in FIG. 2. 

DESCRIPTION 

Certain terminology is used herein for convenience only 
and is not to be taken as a limitation on the invention. For 

example, Words such as “upper,” “loWer,” “left,” “right,” 
“horizontal,” “vertical,” “upWard,” and “doWnWard” merely 
describe the con?guration shoWn in the FIGs. Indeed, the 
components may be oriented in any direction and the termi 
nology, therefore, should be understood as encompassing 
such variations unless speci?ed otherWise. 
As used herein, the term “keypad” is used to mean any type 

of input device including a touch sensitive area or areas, 
Which may include prede?ned key positions or a gesture area. 
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Further, the term “keypad” is not intended to be limited to a 
keypad based on contacting switch technology. Rather, “key 
pad” as contemplated by this disclosure is intended to refer to 
any type of input technology that might be referred to as such, 
including a non-contacting type more typically referred to as 
a “touchpad” in Which the proximity of conductive bodies is 
sensed. 

Referring noW to the draWings, Wherein like reference 
numerals designate corresponding or similar elements 
throughout the several vieWs, a jog dial emulation input 
device 50 for use in a mobile terminal mobile terminal 
according to the present invention is shoWn in FIG. 2. The 
mobile terminal 20 depicted may be the same mobile terminal 
as shoWn in FIG. 1 and is adapted for use in a Wireless 
communication netWork. In the embodiment shoWn in FIGS. 
1 and 2, the mobile terminal 20 is a cellular telephone, Which 
may be conventional except as otherWise provided in this 
description. It is understood that, because there are many 
types of mobile terminal housings 22 and associated compo 
nents that are Well knoWn in the art and that may be utiliZed to 
practice the present invention, a more detailed description of 
these components is not required. It is understood that the 
present invention is not directed to any particular style of 
mobile terminal or housing. 

The jog dial emulation input device 50 according to the 
present invention comprises a hub 52 and a track 54. As 
shoWn in FIG. 3, the hub 52 has a D-shape, With a straight 
edge being from about 10 mm to about 20 mm long. A 
capacitance layer is provided on the periphery of the hub 52 to 
generate signals in response to movement of the track 54 
relative to the hub 52, as Will be described beloW. 

The track 54 is a rubber ring provided With projections 56, 
or teeth, extending from the outer surface of the track 54. In 
the embodiment shoWn in FIG. 3, the track 54 has 33 teeth 56. 
It is understood, hoWever, that the number of teeth on the track 
54 may be changed Without affecting the functioning of this 
invention. The track 54 is mounted on the periphery of the hub 
52 for slidable rotation relative to the hub 52. The track 54 can 
be in?nitely rotated. 
As With a conventional jog dial, a cavity 58 is provided in 

the housing 22 for receiving the jog dial emulation input 
device 50 (FIG. 2). The cavity 58 is suf?ciently large to 
receive the Whole of the input device 50. The hub 52 is ?xedly 
mounted in the housing 22, although the mounting assembly 
is not shoWn. In the embodiment shoWn in FIG. 2, the input 
device 50 is mounted Within the cavity 58 such that the 
straight edge of the hub 52 is substantially parallel to the 
major sides of the housing 22. The arcuate periphery of the 
hub 52 extends slightly from housing for enabling manipula 
tion of the track 54. 

A main processor and a memory Within the mobile termi 
nal 20 control the overall operation of the mobile terminal 20 
and are together referred to herein as a “controller”. Electrical 
and programmatic functions that are necessary to enable full 
use of the mobile terminal 20 are implemented through the 
controller. The controller, along With any microcode or other 
softWare instructions, comprise means for providing input to 
the mobile terminal 20. Certain embodiments of the present 
invention may be carried out by hardWired circuitry rather 
than by executing softWare, or by a combination of hardWired 
circuitry With softWare. Hence, it Will be recogniZed that the 
present invention is not limited to any speci?c combination of 
hardWare circuitry and softWare, nor to any particular source 
for softWare instructions. The jog dial emulation input device 
50 is operatively connected to the controller according to the 
present invention for processing signals from the input device 
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4 
50 for determining rotation direction and amount, and 
Whether the track 54 is pressed. 

In one example, the jog dial emulation input device 50 is 
used for selecting an application program among a plurality 
of programs stored in the computer and for executing the 
application program chosen by the input device 50. In this 
example, the application programs are represented by 
images, such as articles or icons, on the display 26 of the 
mobile terminal 20. The input device 50 enables image-by 
image vieWing When the track 54 is rotated relative to the hub 
52, With the possibility of stopping on and selecting an image 
to execute the program. 

In use, the track 54 is rotated relative to the hub 52, Which 
generates signals to the controller. In response to the signals, 
the controller determines the direction of rotation, clockWise 
or counterclockwise, of the track 54 and the amount of the 
rotation. If the track 54 is rotated in the counter-clockWise 
direction, the program menu selections are moved succes 
sively in one direction, as indicated by a selection indicator 
displayed on the display unit 26 as the track 54 is rotated. On 
the other hand, if the track 54 is rotated in the clockWise 
direction, the program menu selections are moved succes 
sively in the other opposite direction. In this manner, scrolling 
of the menu items can be effected by rotating the track 54 
proportionate to the amount of rotation. The user, While vieW 
ing What is currently displayed on the display 26, advances 
the track 54 a suitable number of turns in the appropriate 
direction until the desired article is reached. 
When the desired article is displayed through track 54 

rotation, selection of the article can be effected by pressing 
the track 54 against the hub 52. When the user applies a 
predetermined force to the track 54, the controller considers 
the manipulation to be an enter operation or other relevant 
action applicable to the operation mode currently selected. 
Pressing the track 54 ?naliZes and enters the currently dis 
played number or character. Thereafter, When the applied 
force is removed, the input device 50 is restored to the original 
state. 

In another embodiment of the present invention, the jog 
dial emulation input device 50 further includes means for 
generating resistance to rotation. The resistance generating 
means may comprise an arm 60 ?xed at one end to the interior 
of the housing 22 (FIG. 2). The free end of the arm 60 is 
positioned adjacent the track 54 such that the projections 56 
on the track 54 selectively engage the free end of the arm 60 
as the track 54 is rotated. The displayed article is incremented 
or decremented by one every time the track 54 is rotated 
clockWise or counterclockWise, respectively, such that one 
projection 56 passes the end of the arm 60. For example, the 
track is rotated giving a feel corresponding to ?ve clicks. In 
that case, the selected article is incremented ?ve times, an 
increment of one per click. 
The controller may also generate a sound through the 

speaker of the mobile terminal by using a sound driving 
circuit. In alternative embodiments, means for generating 
sound may include a speaker, a buZZer or the like. 
The jog dial emulation input device 50 according to the 

present invention has many advantages, including the look, 
feel and sound of a jog dial-type device, While reducing the 
siZe for minimiZing obstacles in designing and planning elec 
tronic products. 

While the present invention is described herein in the con 
text of a mobile terminal in the form of a mobile cellular 
telephone, it should be understood that the jog dial emulation 
input device of the present invention is not so limited and may 
?nd utility in other electronics devices and applications. For 
example, the term “mobile telephone” as used herein may 
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include a cellular radiotelephone With or Without a multi-line 
display; landline and cordless telephones; a Personal Com 
munications System (PCS) terminal that may combine a cel 
lular telephone With data processing, facsimile and data com 
munications capabilities; internet/intranet access devices; 
organizers; a Personal Digital Assistant (PDA) that can 
include a radiotelephone, pager, internet/ intranet access, Web 
broWser, organiZer, calendar and/or a global positioning sys 
tem (GPS) receiver; Wristwatch keypad devices; and a con 
ventional laptop and/or palmtop receiver or other computer 
system that includes a display. Mobile telephones may also be 
referred to as “pervasive computing” devices. In one embodi 
ment of the present invention, the invention may be imple 
mented on a computer system having a memory circuit for 
storage of data, a display Which acts to generate images, and 
a control circuit that is con?gured to control the ?oW of data 
betWeen the memory and receiver. Further, the jog dial emu 
lation input device may be used on a magnetic and electronic 
recording and reproducing apparatus, or any other apparatus 
Wherein a jog dial is used selectively to input values, such as 
time-of-day settings in a clock mode or characters, alphabetic 
and symbolic, constituting a Word in a text input mode. The 
jog dial emulation input device can also be mounted on a 
remote-control unit of an electronic apparatus and function in 
a similar Way as described herein. 

Although the present invention has been shoWn and 
described in considerable detail With respect to only a feW 
exemplary embodiments thereof, it should be understood by 
those skilled in the art that I do not intend to limit the invention 
to the embodiments since various modi?cations, omissions 
and additions may be made to the disclosed embodiments 
Without materially departing from the novel teachings and 
advantages of the invention, particularly in light of the fore 
going teachings. For example, the present invention is suit 
able for use in a number of portable and non-portable elec 
tronics devices and applications. Accordingly, We intend to 
cover all such modi?cations, omission, additions and equiva 
lents as may be included Within the spirit and scope of the 
invention as de?ned by the folloWing claims. In the claims, 
means-plus-function clauses are intended to cover the struc 
tures described herein as performing the recited function and 
not only structural equivalents but also equivalent structures. 
Thus, although a nail and a screW may not be structural 
equivalents in that a nail employs a cylindrical surface to 
secure Wooden parts together, Whereas a screW employs a 
helical surface, in the environment of fastening Wooden parts, 
a nail and a screW may be equivalent structures. 

What is claimed is: 
1. A mobile terminal for use in a Wireless communication 

system, the mobile terminal comprising: 
a housing having an opening; 
a selective input device including 

a hub secured in the opening in the housing such that at 
least a portion of the periphery of the hub extends 
from the housing, the hub comprising a surface inte 
gral With the periphery of the hub, 

a ?exible ring movably disposed on the periphery of the 
hub and operatively connected With the surface for 
generating signals When the ring is moved relative to 
the hub, the ?exible ring comprising a plurality of 
projections extending outWardly from an outer sur 
face of the ?exible ring; and 

an arm positioned adjacent to the ?exible ring to engage 
the projections as the ?exible ring is moved relative to 
the hub a display article is incremented every time a 
projection passes the arm; and 
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6 
a controller is operably connected to the input device for 

receiving and processing the signals. 
2. A mobile terminal as recited in claim 1, Wherein the 

portion of the hub extending from the housing is arcuate. 
3. A mobile terminal as recited in claim 1, Wherein the hub 

is D-shaped, and the straight side of the hub is inside the 
housing and generally parallel to the major sides of the hous 
ing. 

4. A mobile terminal as recited in claim 1, Wherein the ring 
is formed from rubber. 

5. A mobile terminal as recited in claim 1, Wherein the 
projections are integral With the outer surface of the ring. 

6. A mobile terminal as recited in claim 1, Wherein the arm 
comprises a ?exible member, the ?exible memberbeing ?xed 
to the interior of the housing and adapted to engage an area 
betWeen tWo of the projections as the ring is moved relative to 
the hub. 

7. A mobile terminal as recited in claim 1, Wherein a pre 
determined force on the periphery of the hub generates a 
signal. 

8. A mobile terminal as recited in claim 1, further compris 
ing a visual display for displaying icons representing a selec 
tion, and a selection indicator on the display Which is movable 
in response to signals generated by the movement of the ring 
for selecting the icons. 

9. A mobile terminal as recited in claim 8, Wherein the each 
icon represents an application program. 

10. A mobile terminal as recited in claim 8, Wherein a 
predetermined force on the periphery of the hub generates a 
signal for selecting one of the icons. 

11. A selective input device for a mobile terminal in a 
Wireless communication system, the mobile terminal includ 
ing 

a housing for accommodating a controller adapted to be 
operably connected to the input device for receiving and 
processing the signals from the input device, the selec 
tive input device comprising: 
a hub adapted to be secured in an opening in the housing 

such that at least a portion of the periphery of the hub 
extends from the housing; the hub comprising a sur 
face integral With the periphery of the hub; 

a ?exible ring movably disposed on the periphery of the 
hub and operatively connected With the surface for 
generating signals When the ring is moved relative to 
the hub, the ?exible ring comprising a plurality of 
projections extending outWardly from an outer sur 
face of the ?exible ring; and 

an arm positioned adjacent to the ?exible ring to engage 
the projections as the ?exible ring is moved relative to 
the hub a display article is incremented every time a 
projection passes the arm. 

12. A selective input device as recited in claim 11, Wherein 
the portion of the hub extending from the housing is arcuate. 

13.A selective input device as recited in claim 11, Wherein 
the hub is D-shaped. 

14. A selective input device as recited in claim 11, Wherein 
the ring is formed from rubber. 

15. A selective input device as recited in claim 11, Wherein 
the projections are integral With the outer surface of the ring. 

16. A selective input device as recited in claim 11, Wherein 
a predetermined force on the periphery of the hub generates a 
signal. 

17. The selective input device as recited in claim 1, Wherein 
the surface comprises a capacitance layer integral With the 
periphery of the hub to generate signals in response to move 
ment of the ?exible ring relative to the hub. 
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18. The selective input device as recited in claim 1, Wherein a ?exible ring movably disposed on the outer surface of the 
the arm comprises a free end Which selectively engages the hub, the ?eXible ring Comprising a plurality Of teeth 
projections of the ?exible ring such that rotation of the ?ex- extendlng outwardly from an Outer Surface Of the ?ex 

ible ring; and 
5 an arm positioned adjacent to the ?exible ring to engage the 

teeth as the ?exible ring is moved relative to the hub a 
display article is incremented every time a tooth passes 

ible ring alloWs one projection of the projections to pass and 
snap the free end of the arm toWard another projection giving 
a feel corresponding to a click. 

19. A selective input device for a mobile terminal, the the arm_ 
Selective input device comprising: 20. The selective input device as recited in claim 19, further 

a hub ?xedly Secured in an Opening in a housing Of the 10 comprisingacapacitance layer integral With the outer surface 
mobile terminal SuCh that the huh is immoveahle’ the of the hub to generate signals in response to movement of the 
hub comprising an outer surface on the periphery of the ?exible ring relative to the hub‘ 

hub, ***** 


