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(57) ABSTRACT 

Apparatus and methods of determining con?gurations for 
handling communication path management tra?ic are dis 
closed. Respective communication path management traf?c 
handling con?gurations of communication system elements 
that terminate a communication link, which is a portion of a 
communication path, are determined. If the respective com 
munication path management tra?ic handling con?gurations 
indicate that the communication system elements have been 
con?gured to pass communication path management traf?c 
associated with the communication path toward endpoints of 
the communication path, then communication path manage 
ment traf?c for managing the communication path is 
exchanged through the communication link. Indications of a 
communication path management tra?ic handling con?gura 
tion may be exchanged between the communication system 
elements during establishment of the communication link. 
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APPARATUS AND METHODS OF 
DETERMINING CONFIGURATIONS FOR 
HANDLING COMMUNICATION PATH 

MANAGEMENT TRAFFIC 

FIELD OF THE INVENTION 

This invention relates generally to communications and, in 
particular, to determining con?gurations for handling com 
munication path management tra?ic such as Operations, 
Administration and Maintenance (OAM) tra?ic. 

BACKGROUND 

The IEEE 802.3ah speci?cation describes an Ethernet 
OAM speci?cation that is intended for point-to-point and 
emulated point-to-point IEEE 802.3 links. Those skilled in 
the art Will appreciate that IEEE 802.3ah and IEEE 802.3 
refer to sets of speci?cations that are available from the Insti 
tute of Electrical and Electronics Engineers. 
A point-to -point link might be betWeen Customer Premises 

Equipment (CPE) and an Ethernet Bridge/Switch, for 
example, Where the Ethernet Bridge/Switch terminates both 
the point-to-point link and any OAM packets received from 
the CPE. Point-to-point links are not limited to direct physical 
links betWeen tWo nodes, but can also be extended to a con 
nection betWeen tWo nodes across a logical link, such as an 
Ethernet PseudoWire (PW) over a Multi-Protocol Label 
SWitching (MPLS) netWork or an Ethernet Soft Permanent 
Virtual Circuit (SPVC) in an Asynchronous Transfer Mode 
(ATM netWork). In this case, a Provider Edge or PE node 
terminates the logical link, but might not terminate OAM 
packets received from a CPE. The PE node may instead 
tunnel an OAM packet to reach the far end PE node, Which in 
turn may forWard the OAM packet to its associated CPE. 

Con?guration of one orboth PE nodes to terminate, instead 
of tunnel, OAM packets on their Ethernet Attachment Cir 
cuits (ACs) that provide a logical Ethernet path betWeen tWo 
CPEs, for example, can lead to improper handling of OAM 
packets. According to current IEEE 802.3ah speci?cations, 
for instance, OAM packets are sent only on point-to-point 
links over a single hop. If a PE node in a path betWeen tWo 
CPEs terminates OAM packets, then OAM packets intended 
to manage the complete CPE-to-CPE communication path 
are terminated at an intermediate point along the path, and 
thus do not have the desired effect of managing the complete 
path. Detection of such miscon?gurations, hoWever, can be 
dif?cult since current speci?cations and products do not pro 
vide any mechanisms for intermediate PE nodes or other 
equipment to exchange indications of their respective con 
?gurations. 

SUMMARY OF THE INVENTION 

In some embodiments of the present invention, control 
signalling is used to provide an indication as to Whether 
Ethernet OAM tra?ic is tunnelled by the ACs interconnecting 
tWo CPEs that Will use Ethernet OAM to monitor their Eth 
ernet connectivity. This indication may be encoded in a neW 
Type-Length-Value (TLV) triplet that is included in a label 
mapping message of a Targeted Label Distribution Protocol 
(T-LDP) session betWeen the PEs, for example. 

According to an aspect of the invention, an apparatus 
includes a con?guration determining module and a commu 
nication path management module operatively coupled to the 
con?guration determining module. The con?guration deter 
mining module is operable to determine respective commu 
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2 
nication path management traf?c handling con?gurations of 
communication system elements that terminate a communi 
cation link, Which is a portion of a communication path asso 
ciated With communication path management traf?c. The 
communication path management module is operable to 
exchange communication path management tra?ic, for man 
aging the communication path, through the communication 
link if the respective communication path management tra?ic 
handling con?gurations indicate that the communication sys 
tem elements have been con?gured to pass communication 
path management tra?ic associated With the communication 
path toWard endpoints of the communication path. 
The apparatus may also include an interface that is opera 

tively coupled to the con?guration determining module and to 
the communication path management module, and is oper 
able to enable communications through the communication 
link. In this case, the con?guration determining module may 
be operable to determine the respective communication path 
management traf?c handling con?gurations by receiving 
through the interface an indication of the communication path 
management tra?ic handling con?guration of at least one of 
the communication system elements. 
A communication link establishment module may be 

operatively coupled to the interface and to the con?guration 
determining module, and be operable to establish the com 
munication link, to receive, during establishment of the com 
munication link, the indication of the communication path 
management traf?c handling con?guration of the at least one 
of the communication system elements, and to provide the 
received indication to the con?guration determining module. 

In some embodiments, the communication link is a PW 
betWeen the communication system elements, the communi 
cation path comprises the communication link and respective 
communication links betWeen the communication system 
elements and customer equipment, and the indication com 
prises an indication in a label mapping message received from 
the at least one of the communication system elements. 
The PW may be an Ethernet PW, for example, in Which 

case the communication path management tra?ic may be 
Ethernet OAM tra?ic. 
The communication link may instead be an ATM Virtual 

Circuit (VC) betWeen the communication system elements, 
With the communication path comprising the communication 
link and respective communication links betWeen the com 
munication system elements and customer equipment, and 
the indication comprising an indication in control signalling 
received from the at least one of the communication system 
elements. 
The apparatus may be implemented, for example, in con 

junction With a ?rst one of the communication system ele 
ments and further include a memory storing an indication of 
the communication path management tra?ic handling con 
?guration of the ?rst communication system element. The 
con?guration determining module may in this case be oper 
able to determine the communication path management traf 
?c handling con?guration of the ?rst communication system 
element by receiving from the memory the indication of the 
communication path management tra?ic handling con?gura 
tion of the ?rst communication system element, and to deter 
mine the communication path management tra?ic handling 
con?guration of a second of the communication system ele 
ments by receiving through the interface an indication of the 
communication path management tra?ic handling con?gura 
tion of the second communication system element. 

In some embodiments, the apparatus also includes a com 
munication link establishment module operatively coupled to 
the interface, to the con?guration determining module, and to 
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the memory, the communication link establishment module 
being operable to establish the communication link, to 
receive, during establishment of the communication link, the 
indication of the communication path management tra?ic 
handling con?guration of the second communication system 
element, to provide the received indication to the con?gura 
tion determining module, and to send to the second commu 
nication system element, through the interface, the stored 
indication of the communication path management tra?ic 
handling con?guration of the ?rst communication system 
element. 

Such an apparatus may be implemented in a communica 
tion system element, as noted above, and a communication 
system may include a plurality of communication system 
elements implementing the apparatus. 
A method is also provided, and includes determining 

respective communication path management tra?ic handling 
con?gurations of communication system elements that ter 
minate a communication link, the communication link com 
prising a portion of a communication path associated With 
communication path management tra?ic, determining 
Whether the respective communication path management 
tra?ic handling con?gurations indicate that the communica 
tion system elements have been con?gured to pass commu 
nication path management traf?c associated With the commu 
nication path toWard endpoints of the communication path, 
and exchanging communication path management tra?ic, for 
managing the communication path, through the communica 
tion link Where it is determined that the respective communi 
cation path management traf?c handling con?gurations indi 
cate that the communication system elements have been 
con?gured to pass communication path management traf?c 
associated With the communication path toWard endpoints of 
the communication path. 

Determining respective communication path management 
tra?ic handling con?gurations may involve receiving an indi 
cation of the communication path management tra?ic han 
dling con?guration of at least one of the communication 
system elements. The operation of receiving may include 
receiving the indication of the communication path manage 
ment tra?ic handling con?guration of the at least one of the 
communication system elements during establishment of the 
communication link. 
As noted above, the communication link may be a PW 

betWeen the communication system elements, and the com 
munication path may comprise the communication link and 
respective communication links betWeen the communication 
system elements and customer equipment. In this case, 
receiving may involve receiving the indication in a label 
mapping message received from the at least one of the com 
munication system elements. If the PW comprises an Ether 
net PW, the communication path management traf?c may 
comprise Ethernet OAM tra?ic. 

In another embodiment, the communication link com 
prises an ATM VC betWeen the communication system ele 
ments, the communication path comprises the communica 
tion link and respective communication links betWeen the 
communication system elements and customer equipment, 
and receiving comprises receiving the indication in control 
signalling received from the at least one of the communica 
tion system elements. 

The method may be implemented in conjunction With a 
?rst one of the communication system elements. Where the 
?rst communication system element includes a memory stor 
ing an indication of the communication path management 
tra?ic handling con?guration of the ?rst communication sys 
tem element, determining respective communication path 
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4 
management tra?ic handling con?gurations may involve 
determining the communication path management traf?c 
handling con?guration of the ?rst communication system 
element by receiving from the memory the indication of the 
communication path management tra?ic handling con?gura 
tion of the ?rst communication system element, and deter 
mining the communication path management tra?ic handling 
con?guration of a second of the communication system ele 
ments by receiving from the second communication system 
element an indication of the communication path manage 
ment traf?c handling con?guration of the second communi 
cation system element. 
The method may also include sending to the second com 

munication system element the stored indication of the com 
munication path management tra?ic handling con?guration 
of the ?rst communication system element. 

Such a method may be embodied in instructions stored on 
a computer-readable medium, for example. 
An apparatus according to another aspect of the invention 

includes an interface enabling communications through a 
communication link betWeen ?rst and second communica 
tion system elements that terminate the communication link, 
the communication link comprising a portion of a communi 
cation path, and a communication link establishment module 
operatively coupled to the interface, the communication link 
establishment module being operable to establish the com 
munication link at the ?rst communication system element, 
and to send to the second communication system element, 
during establishment of the communication link, an indica 
tion of a con?guration of the ?rst communication system 
element for handling communication path management traf 
?c associated With the communication path. 
As noted above, the communication link may be a PW 

betWeen the ?rst and second communication system ele 
ments, the communication path may comprise the communi 
cation link and respective communication links betWeen the 
?rst and second communication system elements and cus 
tomer equipment, and the indication may be an indication in 
a label mapping message sent to the second communication 
system element. If the PW is an Ethernet PW, the communi 
cation path management traf?c may be Ethernet OAM traf?c. 

In some embodiments, the communication link comprises 
an ATM VC betWeen the communication system elements, 
the communication path comprises the communication link 
and respective communication links betWeen the communi 
cation system elements and customer equipment, and the 
indication comprises an indication in control signalling sent 
to the second communication system element. 

The apparatus may also include a memory operatively 
coupled to the communication link establishment module, the 
memory storing an indication of the con?guration of the ?rst 
communication system element, in Which case the commu 
nication link establishment module may be further operable 
to receive the indication from the memory. 

A method is also provided, and includes con?guring a ?rst 
communication system element to terminate an end of a com 
munication link betWeen the ?rst communication system ele 
ment and a second communication system element, the com 
munication link comprising a portion of a communication 
path, and sending to the second communication system ele 
ment an indication of a con?guration of the ?rst communica 
tion system element for handling communication path man 
agement tra?ic associated With the communication path. 

Other aspects and features of embodiments of the present 
invention Will become apparent to those ordinarily skilled in 
the art upon revieW of the folloWing description. 



US 7,724,673 B2 
5 

BRIEF DESCRIPTION OF THE DRAWINGS 

Examples of embodiments of the invention Will noW be 
described in greater detail With reference to the accompany 
ing drawings. 

FIG. 1 is a block diagram of a communication system. 
FIG. 2 is a block diagram of a more speci?c example of a 

communication system. 
FIG. 3 is a block diagram of an apparatus according to an 

embodiment of the invention. 
FIG. 4 is a block diagram of a method according to another 

embodiment of the invention. 
FIGS. 5A, 5B, and 5C are block diagrams illustrating 

example data structures that may be used in embodiments of 
the invention. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

FIG. 1 is a block diagram of a communication system 10, in 
Which some embodiments of the invention may be imple 
mented. The communication system 10 includes end user 
communication equipment 12, 18, netWork elements 13, 16, 
and a communication netWork 14. Although many installa 
tions of end user equipment 12, 18 and netWork elements 13, 
16 may be connected to the communication netWork 14, only 
tWo examples of each of these components have been labelled 
in FIG. 1 to avoid overly complicating the draWing. It should 
therefore be appreciated that the system of FIG. 1, as Well as 
the contents of the other draWings, are intended solely for 
illustrative purposes, and that the present invention is in no 
Way limited to the particular example embodiments explicitly 
shoWn in the draWings and described herein. In general, 
embodiments of the invention may include feWer, further, or 
different components interconnected in a similar or different 
order than shoWn. 

The end user equipment 12, 18 represents communication 
equipment that is con?gured to transmit and/ or receive com 
munication tra?ic, Which may include any type(s) of infor 
mation, such as data ?les, pictures, video, voice, etc. 
Although shoWn as being directly connected to the netWork 
elements 13, 16, it Will be apparent that end user equipment 
12, 18 may communicate With the netWork elements 13, 16 
through other access components (not shoWn). 

SWitches and routers are illustrative of the types of com 
munication equipment represented by the netWork elements 
13, 16. The netWork elements 13, 16 provide access to the 
communication netWork 14 and thus have been shoWn sepa 
rately in FIG. 1 for illustrative purposes. The communication 
netWork 14 may also include, in addition to the border or edge 
netWork elements 13, 16, core netWork elements that route 
communication tra?ic through the netWork. 
Many different types of end user, access, and netWork 

communication equipment, as Well as the operation thereof, 
Will be apparent to those skilled in the art. In general, com 
munication tra?ic originating With end user equipment 12, 
18, and/or possibly other sources of communication traf?c, 
for transfer to a destination through the communication net 
Work 14 is received by a netWork element 13, 16, translated 
betWeen different protocols or formats if necessary, and 
routed through the communication netWork. Embodiments of 
the invention are not limited to any particular types of com 
munication equipment, transfer mechanisms, or protocols. 
As noted above, although point-to-point OAM techniques 

may be extended to emulated paths such as PWs provided 
intermediate PE nodes are con?gured to tunnel OAM packets 
to their connected CPEs, current speci?cations and node 
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6 
equipment do not provide any indicationbetWeen PE nodes as 
to Whether each PE node terminates or tunnels OAM packets. 
For example, there is no indication as to Whether or not 
Ethernet ACs enable Ethernet OAM tunnelling in such con 
trol signalling protocols as T-LDP, for Ethernet PWs, orATM 
Private NetWork-to -NetWork Interface (PNNI) or ATM Inter 
NetWork Interface (AINI) for ATM Virtual Circuits (V Cs) 
such as SPVCs. 
Embodiments of the present invention propose PW signal 

ling support to determine Whether a far end AC enables Eth 
ernet OAM tunnelling. An Ethernet PW betWeen ACs Will be 
brought into “in service” only if both ACs have the same 
con?guration With respect to tunnelling Ethernet OAM traf 
?c. Similarly, When ACs are connected by an SPVC in an 
ATM netWork, the PNNI orAINI control signalling protocols 
can be modi?ed to support determination of OAM traf?c 
handling con?gurations. 

Aspects of the present invention are also described beloW 
more generally, in the context of handling communication 
path management traf?c, Which may include OAM Protocol 
Data Units (PDUs), for managing communication paths that 
include respective communication links. An Ethernet PW 
betWeen PE nodes might be connected to CPEs through ACs, 
for example, and in this case the communication path to be 
managed includes the ACs and the PW. 

FIG. 2 is a block diagram of a more speci?c example of a 
communication system in Which embodiments of the inven 
tion could be implemented. The communication system 20 
includes CPEs 22, 30, PE routers 24, 28 as examples of 
communication system elements that might terminate a com 
munication link, and an MPLS netWork 26 as an example of 
a communication network over Which a communication link 
could be established. In the example shoWn, a communication 
path 38 betWeen the CPEs 22, 30 includes not only a com 
munication link 36, illustratively an Ethernet PW, betWeen 
the PE routers 24, 28, but also respective links 32, 34, illus 
tratively ACs, betWeen the PE routers and the CPEs. 

Consider the example of a PW betWeen the PE routers 24, 
28. When a PW is to be established through the MPLS net 
Work 26 to connect the ACs to Which the CPEs 22, 30 are 
connected, the PE routers 24, 28 are con?gured and exchange 
PW signalling information in the form of PW labels associ 
ated With Attachment Individual Identi?ers (AII) associated 
With the AC at each PE router. This exchange takes place over 
a T-LDP session betWeen the PE routers 24, 28. In the case of 
an MPLS netWork 26 as shoWn in FIG. 2, each PE router 24, 
28 adds to the packets it sends on the PW the PW label it 
received from the other PE router (i.e., an inner label) and a 
locally determined tunnel label for an MPLS tunnel 35 
betWeen the PE routers (i.e., an outer label) through the 
MPLS netWork 26. The tunnel label is used to forWard a 
packet betWeen the PE routers 24, 28, and is stripped before 
local PW processing takes place at a receiving PE. As part of 
that local processing, the inner label is then used to forWard 
traf?c on the PW toWard the destination All. The ACs at the 
PE routers 24, 28 may be con?gured to tunnel path manage 
ment tra?ic for managing the end-to-end path 38, illustra 
tively OAM packets, to the CPEs 22, 30. 

In accordance With an aspect of the invention, an indication 
as to Whether each AC enables Ethernet OAM tunnelling is 
provided during PW establishment. The indication is encoded 
into a neW TLV included in label mapping messages in some 
embodiments. Since the information is exchanged by tWo PE 
routers in this case, the PE routers can decide Whether the PW, 
Which is capable of exchanging OAM traf?c, should be 
brought into service. A PE Would not bring the PW into 
service if it detects a mismatch in OAM tunnelling con?gu 
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rations. An error or exception process could also be invoked in 
this event, to raise an appropriate alarm, for example, such 
that an operator is made aWare of the different con?gurations 
and can then act accordingly to resolve the miscon?guration. 

FIG. 3 is a block diagram of an apparatus according to an 
embodiment of the invention. The apparatus 40 includes a 
communication interface 42 operatively coupled to a com 
munication link establishment module 44 and to a communi 
cation path management module 46, a user interface 48 
operatively coupled to the communication link establishment 
module and to the communication path management module, 
and a memory 50 operatively coupled to the communication 
link establishment module, to the communication path man 
agement module, and to a con?guration determining module 
52. The con?guration determining module 52 is also opera 
tively coupled to the communication link establishment mod 
ule 44 and to the communication path management module 
46. 
A communication system device or element in Which or in 

conjunction With Which the apparatus 40 is implemented may 
include other components in addition to those shoWn in FIG. 
3. It should be appreciated that only components involved in 
determining path management tra?ic handling con?gurations 
have been explicitly shoWn in the apparatus 40. It should also 
be appreciated that not all of the components shoWn in FIG. 3 
need necessarily be provided in every embodiment of the 
invention. 

Thus, the apparatus 40 is representative of one illustrative 
embodiment of the invention. Other embodiments may be 
implemented using further, feWer, or different components 
than shoWn in FIG. 3, With similar or different interconnec 
tions. 

The types of connections through Which the components of 
FIG. 3 are operatively coupled may, to at least some extent, be 
implementation-dependent. Communication equipment 
components often use various types of physical connectors 
and Wired connections such as midplane and backplane con 
ductors, although the present invention is in no Way limited to 
Wired connections. In the case of cooperating software func 
tions, for example, an operative coupling may be through 
variables or registers. The communication interface 42 and 
the con?guration determining module 52 might also be con 
sidered to be indirectly coupled together. As described in 
further detail beloW, the con?guration determining module 52 
may receive indications of path management tra?ic handling 
con?gurations through the communication interface 42 either 
indirectly, through the communication link establishment 
module 44 and possibly the memory 50, or directly. 

The communication interface 42 represents one or more 
interfaces, and possibly interfaces of multiple different types, 
that enable the apparatus 40 to at least exchange communi 
cation path management tra?ic With other apparatus. 
Although only a single communication interface 42 is shoWn 
in FIG. 3, multiple interfaces, and potentially different types 
of interfaces, may be provided in some embodiments to 
exchange path management tra?ic and/ or other tra?ic such as 
control signalling for link establishment With other apparatus. 
A communication interface 42 that is used to exchange path 
management tra?ic need not necessarily be a dedicated inter 
face. For example, a communication interface of a netWork 
element might be used for transfer of path management traf 
?c, control signalling, and communication tra?ic. 

In general, the number and types of communication inter 
faces may vary depending on the communication system and 
communication equipment in conjunction With Which the 
apparatus 40 is implemented. Those skilled in the art Will be 
familiar With many examples of communication interfaces. 
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8 
The user interface 48 similarly represents one or more user 

interfaces for receiving inputs from a user. User inputs might 
be used to con?gure a communication link and/or control 
communication path management functions, for instance. 
User interface devices such as a keyboard and a pointing 
device might be provided at 48. Some user interface devices 
might provide both input and output functions, as in the case 
of a touchscreen. Physical interface devices may be used to 
support logical user interfaces such as a Graphical User Inter 
face (GUI) or a Command Line Interface (CLI). Those skilled 
in the art Will be familiar With many examples of user inter 
faces that are commonly used With communication equip 
ment, as Well as their operation. 

One or more memory devices may be used to implement 
the memory 50. Solid state memory devices are common in 
communication and computing equipment, although other 
types of memory devices, including devices for use With 
movable or even removable storage media, may also or 
instead be used. 
As described in further detail beloW, the communication 

link establishment module 44, the communication path man 
agement module 46, and the con?guration determining mod 
ule 52 may be involved in various aspects of determining 
management tra?ic handling con?gurations. At least these 
components may be implemented using hardWare, ?rmware, 
softWare for execution by one or more processing elements, 
or some combination thereof. Any or all of devices such as 

microprocessors, microcontrollers, Programmable Logic 
Devices (PLDs), Field Programmable Gate Arrays (FPGAs), 
Application Speci?c Integrated Circuits (ASICs), NetWork 
Processors (NPs), and other types of “intelligent” integrated 
circuits may be suitable for this purpose. 

Given the many possible options for implementing at least 
the modules 44, 46, 52, these components are described pri 
marily in terms of their functions. Based on the functional 
descriptions, a person skilled in the art Will be enabled to 
implement techniques according to embodiments of the 
invention in any of various Ways. 
The con?guration determining module 52 is operable to 

determine respective communication path management traf 
?c handling con?gurations of communication system ele 
ments that terminate a communication link. The communica 
tion link is a portion of a communication path that is 
associated With communication path management traf?c. 
With reference to FIG. 2, the link 36 is an Ethernet PW in 
some embodiments, and is a portion of an end-to-end path 38 
betWeen the CPEs 22, 32. As those skilled in the art Will 
appreciate, the PW in this example is an inner tunnel or 
logical communication path Which is established through the 
outer MPLS tunnel 35 to connect tWo ACs of the PE routers 
24, 28 though the MPLS netWork 26. 
Where IEEE 802.3ah OAM PDUs are to be used in man 

aging the path 38, it is important to ensure that OAM tunnel 
ling has been properly con?gured and enabled at both of the 
PE routers 24, 28. The apparatus 40 could thus be imple 
mented in conjunction With each of the PE routers 24, 28 to 
alloW a con?guration check to be made at each router. 

In the case of an Ethernet PW, Which includes tWo unidi 
rectional paths to enable bidirectional communications, an 
apparatus 40 could be provided at each PE router 24, 28, and 
possibly integrated into each PE router, to check the con?gu 
ration of the other PE router. If OAM PDU tunnelling has 
been con?gured appropriately at each PE router 24, 28, then 
the PE routers can use the link 36 to transfer OAM PDUs 
betWeen the CPEs 22, 30. OtherWise, each PE router might 
terminate the OAM PDUs. The PE routers 24, 28, While 
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terminating the communication link 36, thus might not nec 
essarily terminate OAM PDUs and/or other forms of path 
management traf?c. 

The communication path management module 46 actually 
handles path management tra?ic in the example shoWn in 
FIG. 3. This module is thus operable to exchange communi 
cation path management tra?ic, for managing a communica 
tion path, through a communication link that forms part of the 
communication path if the respective communication path 
management tra?ic handling con?gurations of terminating 
communication system elements indicate that those elements 
have been con?gured to pass communication path manage 
ment traf?c associated With the communication path toWard 
endpoints of the communication path. For example, the com 
munication path management module 46 might include an 
OAM client and an OAM sub-layer in an IEEE 802.3ah-based 
embodiment. Thus, any of the management functions sup 
ported in IEEE 802.3ah may be supported in embodiments of 
the invention. Other similar or different management func 
tions, such as connectivity monitoring for other types of com 
munication links, may also or instead be supported. 

Referring again to the example shoWn in FIG. 2, When the 
communication path management module at a PE router 24, 
28 receives an OAM PDU from its CPE 22, 30, that module 
either terminates the OAM PDU or forWards the OAM PDU 
through the communication link 3 6. The communication path 
management module at the receiving PE router passes the 
path management tra?ic received on the communication link 
36 toWard a path endpoint (i.e., a CPE 22, 30). This alloWs a 
point-to-point protocol such as IEEE 802.3ah to run over the 
entire communication path 38. In the communication system 
20, a communication path management module passes 
received path management tra?ic directly to a path endpoint. 
HoWever, it should be appreciated that an intermediate com 
munication system element such as a PE router 24, 28 might 
communicate With a path endpoint indirectly. References to 
passing path management tra?ic “toWar ” a path endpoint are 
intended to encompass both direct and indirect transfers of 
path management tra?ic to path endpoints. 

The con?guration determining module 52 may determine 
path management tra?ic handling con?gurations in any of 
various Ways. For example, the communication interface 42 
may enable communications through a communication link, 
and therefore the con?guration determining module 52 could 
receive an indication of the communication path management 
tra?ic handling con?guration of a communication system 
element through the interface. Such an indication could be 
received by the con?guration determining module 52 from 
the communication interface 42 directly or indirectly. 
One possible implementation of indirect con?guration 

determination might involve the communication link estab 
lishment module 44. This module is operable to establish the 
communication link that forms part of a managed communi 
cation path. According to an embodiment of the invention, the 
communication link establishment module 44 receives an 
indication of the communication path management tra?ic 
handling con?guration of a communication system element 
during establishment of the communication link, and pro 
vides the received indication to the con?guration determining 
module 52. The communication link establishment module 
44 might provide the indication to the con?guration deter 
mining module 52 directly, or store the indication in the 
memory 50 for access by the con?guration determining mod 
ule. 
When the apparatus 40 is implemented in, or in conjunc 

tion With, a ?rst one of the communication system elements 
that terminate the communication link, such as the PE router 
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10 
24 in the system 20 of FIG. 2, the memory 50 might also or 
instead be used to store an indication of the communication 
path management tra?ic handling con?guration of that com 
munication system element. Through the user interface 48 
and the communication link establishment module 44, a sys 
tem operator or other personnel might con?gure a communi 
cation link such as a PW, With con?guration information 
being stored in the memory 50. The con?guration determin 
ing module 52 can then determine the communication path 
management traf?c handling con?guration of the local com 
munication system element by accessing the memory 50 or 
otherWise receiving from the memory a stored indication of 
con?guration. 

According to one embodiment, a local con?guration is 
determined by accessing con?guration information that Was 
stored in the memory 50 during link establishment, and the 
con?guration of a remote communication system element is 
received from the remote element. 
The communication link establishment module 44 might 

also report the con?guration of a local communication system 
element to a remote element that terminates the same link. 
Thus, tWo communication system elements that terminate a 
link, such as the PE routers 24, 28 (FIG. 2), may exchange 
their path management tra?ic handling con?gurations With 
each other. This Would alloW each element to independently 
check management tra?ic handling con?gurations for a com 
munication link. This type of exchange might be particularly 
useful in the case of a communication link such as a PW, 
Which is con?gured separately for opposite directions. 

It should be apparent from the foregoing that a communi 
cation link that forms part of a communication path may be a 
PW, an ATM VC, or possibly some other form of a logical 
and/ or physical communication link betWeen communication 
system elements. The managed path may also include respec 
tive communication links, such as ACs, betWeen communi 
cation system elements and customer equipment. In the case 
of a PW, an indication of path management tra?ic handling 
con?guration could be included in a label mapping message. 
For anATM link, such an indication may be provided in PNNI 
or AINI control signalling, for example. 

FIG. 4 is a block diagram of a method according to another 
embodiment of the invention. The method 60 involves con 
?guring a ?rst communication system element to terminate 
an end of a communication link betWeen the element and a 
second communication system element. The communication 
link, as noted above, forms part of a communication path. 
This con?guration, as shoWn at 62, involves con?guring path 
management traf?c handling. In one embodiment, this is a 
con?guration of AC tunnelling for OAM traf?c. 

Tunnelling or other handling characteristics for path man 
agement tra?ic such as OAM PDUs may, but need not nec 
essarily, be con?gured separately from characteristics for 
other types of tra?ic such as communication tra?ic. In some 
embodiments, one tunnelling setting is applied to both com 
munication traf?c and path management tra?ic, Whereas 
other embodiments may involve separately con?guring tun 
nelling for different tra?ic types. 
As those skilled in the art Will appreciate, establishment of 

a communication link may involve con?guration of commu 
nication system elements at each end of the link. 
One or more indications of path management traf?c han 

dling con?guration may be exchanged at 64. Each of the ?rst 
and second communication system elements may send an 
indication of its con?guration to the other element, for 
example. 
A determination is then made at 66 as to Whether respective 

communication path management tra?ic handling con?gura 
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tions of the ?rst and second communication elements indicate 
that the elements have been con?gured to pass communica 
tion path management tra?ic associated With the communi 
cation path toWard endpoints of the communication path. In 
the example shoWn, this determination involves determining 
Whether tunnelling has been enabled. If so, then communica 
tion path management traf?c for managing the communica 
tion path is exchanged through the communication link at 69, 
and otherWise the communication path management traf?c is 
terminated at the ?rst and second communication system 
elements, as shoWn at 68. 

The method 60 is illustrative of one embodiment of the 
invention. Other embodiments may include feWer, further, or 
different operations, performed in a similar or different order, 
than shoWn. These and other operations may also be per 
formed in any of various Ways. 

For example, the method 60 may be applied to any of 
various types of communication links, and accordingly the 
exchanges at 64 and/or 69 may be supported by different 
mechanisms. A TLV triplet in a label mapping message might 
be used at 64 Where the link is a PW, for instance, Whereas 
other indications such as ?ags or additional data ?elds could 
be included in control signalling associated With different 
protocols. 

Further variations of the method 60 may be or become 
apparent to those skilled in the art, from the foregoing appa 
ratus and communication system descriptions, for instance. 

FIGS. 5A, 5B, and 5C are block diagrams illustrating 
example data structures that may be used in embodiments of 
the invention. 

FIG. 5A shoWs an example of a data structure 70, Which 
might be used to store con?guration information in the 
memory 50 (FIG. 3). In this example, the data structure 70 
includes a data ?eld 70 for storing an identi?er or other 
information indicative of a particular communication link 
and/or path, and a data ?eld 76 for storing con?guration 
information indicative of a con?guration associated With the 
communication link/path identi?ed at 72. The con?guration 
information in the data ?eld 76 includes at least an indication 
as to the path management tra?ic handling con?guration of a 
communication system element associated With the identi?ed 
link/path, and may also include other con?guration informa 
tion. Other data ?elds for storing any of various types of 
information associated With the identi?ed link/path may also 
be provided, as shoWn at 74. 

In FIG. 5B, a data structure 80, in Which an indication of a 
management tra?ic handling con?guration could be 
exchanged, is shoWn. The example data structure 80 repre 
sents a simple label mapping message and includes a data 
?eld 82 for label mapping information, and a data ?eld 86 for 
at least management traf?c handling con?guration informa 
tion. The data ?eld 86 includes a con?guration TLV in one 
embodiment An example of such a TLV is shoWn in FIG. 5C 
and described beloW. As for the data structure 70, the data 
structure 80 may include other data ?elds 84, and additional 
con?guration information may be included in the data ?eld 
86. 

FIG. 5C shoWs an example of a TLV format for an LDP 
message. The structure 90 includes an UnknoWn (U) TLV bit 
92, a Forward (F) unknoWn TLV bit 94, a Type ?eld 96 
including information that encodes hoW the Value ?eld 99 is 
to be interpreted, a Length ?eld 98 that speci?es the length of 
the Value ?eld in octets, and the Value ?eld itself, Which 
includes an octet string of “Length” octets that encodes infor 
mation to be interpreted as speci?ed by the Type ?eld. 

In some embodiments, the U and F bits 92, 94 are set to one. 
A neW Type value for Ethernet First Mile (EFM) OAM tun 
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12 
nelling, for example, may be de?ned for inclusion in the Type 
?eld 96. Those skilled in the art Will appreciate that the 
assignment of a neW Type value may involve revieW and 
approval by an authority such as the Internet Assigned Num 
bers Authority (IANA) or by a designated expert. Therefore, 
the present invention is in no Way restricted to any speci?c 
value of the Type ?eld 96. 

The content of the Type ?eld 96 may effectively be used as 
a ?ag to indicate that OAM tunnelling has or has not been 
enabled at an intermediate communication system element. 
For example, a TLV 90 including an OAM tunnelling Type 
value in its Type ?eld 96 might only be included in an LDP 
message When OAM tunnelling has been enabled at a com 
munication system element that sends the LDP message. In 
this case, the Length ?eld 98 may be set to Zero, and the Value 
?eld 99 is not included. 

In other embodiments, the Value ?eld 99 may have a non 
Zero length, and may include an explicit indication of Whether 
or not OAM tunnelling has been enabled. For example, one 
value could be used in the Value ?eld 98 to indicate that OAM 
tunnelling has been enabled, With a different value being used 
to indicate that OAM tunnelling has not been enabled. 

The examples shoWn in FIGS. 5A, 5B, and 5C are intended 
solely for illustrative purposes. Other embodiments may use 
similar or different data or message formats that include 
further, feWer, or different ?elds arranged in a similar or 
different order than shoWn. 

The tunnelling supports of 802.3ah Ethernet OAM could 
be used in conjunction With the techniques described herein 
as an effective end-to-end Ethernet OAM solution. Additional 
signalling of IEEE 802.3ah Ethernet OAM tunnelling con 
?gurations in a control signalling protocol, as described 
above, may yield a comprehensive end-to-end, point-to-point 
Ethernet OAM solution. Such a solution could be an altema 
tive to such heavyWeight mechanisms as the end-to-end 
multi-point mechanisms proposed in current IEEE 802.1ag 
Connectivity Fault Management speci?cations. 
Embodiments of the invention may be used to provide a 

capability to proactively detect the Ethernet OAM tunnelling 
miscon?gurations on ACs, for example, Which may directly 
and negatively affect a customer’s Ethernet OAM behaviour 
and actual service to the customer. As a result, this capability 
could be useful in helping a system or netWork operator to 
pin-point Ethernet OAM con?guration problems on PE rout 
ers, for instance, and may also reduce overall operating 
expenditures. 
What has been described is merely illustrative of the appli 

cation of principles of embodiments of the invention. Other 
arrangements and methods can be implemented by those 
skilled in the art Without departing from the scope of the 
present invention. 

For example, the divisions of functions shoWn in FIG. 3 
and similarly the How of operations in FIG. 4 are intended 
solely for illustrative purposes. The present invention is in no 
Way limited to the speci?c examples shoWn in the draWings 
and described above. 

IEEE 802.3ah, Ethernet PWs, MPLS tunnels, and ATM 
VCs are also intended to be illustrative and not limiting. The 
techniques disclosed herein may be adapted to other types of 
protocols and/or communication links and paths as Well. 

In addition, although described primarily in the context of 
methods and systems, other implementations of the invention 
are also contemplated, as instructions stored on a computer 
readable medium, for example. 
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I claim: 
1. An apparatus comprising: 
a con?guration determining module operable to determine 

respective communication path management tra?ic han 
dling con?gurations of communication system elements 
that terminate a communication link, the communica 
tion link comprising a portion of a communication path 
associated With communication path management traf 
?c; and 

a communication path management module operatively 
coupled to the con?guration determining module and 
operable to exchange communication path management 
traf?c, for managing the communication path, through 
the communication link Where the respective communi 
cation path management traf?c handling con?gurations 
indicate that the communication system elements have 
been con?gured to pass communication path manage 
ment traf?c associated With the communication path 
toWard endpoints of the communication path. 

2. The apparatus of claim 1, further comprising: 
an interface operatively coupled to the con?guration deter 

mining module and to the communication path manage 
ment module, the interface being operable to enable 
communications through the communication link, 

the con?guration determining module being operable to 
determine the respective communication path manage 
ment tra?ic handling con?gurations by receiving 
through the interface an indication of the communica 
tion path management tra?ic handling con?guration of 
at least one of the communication system elements. 

3. The apparatus of claim 2, further comprising: 
a communication link establishment module operatively 

coupled to the interface and to the con?guration deter 
mining module, the communication link establishment 
module being operable to establish the communication 
link, to receive, during establishment of the communi 
cation link, the indication of the communication path 
management traf?c handling con?guration of the at least 
one of the communication system elements, and to pro 
vide the received indication to the con?guration deter 
mining module. 

4. The apparatus of claim 3, Wherein the communication 
link comprises a PseudoWire (PW) betWeen the communica 
tion system elements, 

Wherein the communication path comprises the communi 
cation link and respective communication links betWeen 
the communication system elements and customer 
equipment, and 

Wherein the indication comprises an indication in a label 
mapping message received from the at least one of the 
communication system elements. 

5. The apparatus of claim 4, Wherein the PW comprises an 
Ethernet PW, and Wherein the communication path manage 
ment tra?ic comprises Ethernet Operations, Administration 
and Maintenance (OAM) tra?ic. 

6. The apparatus of claim 3, Wherein the communication 
link comprises an Asynchronous Transfer Mode (ATM) Vir 
tual Circuit (VC) betWeen the communication system ele 
ments, 

Wherein the communication path comprises the communi 
cation link and respective communication links betWeen 
the communication system elements and customer 
equipment, and 

Wherein the indication comprises an indication in control 
signalling received from the at least one of the commu 
nication system elements. 
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7. The apparatus of claim 2, Wherein the apparatus is imple 

mented in conjunction With a ?rst one of the communication 
system elements and further comprises a memory storing an 
indication of the communication path management traf?c 
handling con?guration of the ?rst communication system 
element, the con?guration determining module being oper 
able to determine the communication path management traf 
?c handling con?guration of the ?rst communication system 
element by receiving from the memory the indication of the 
communication path management tra?ic handling con?gura 
tion of the ?rst communication system element, and 

Wherein the con?guration determining module is operable 
to determine the communication path management traf 
?c handling con?guration of a second of the communi 
cation system elements by receiving through the inter 
face an indication of the communication path 
management tra?ic handling con?guration of the sec 
ond communication system element. 

8. The apparatus of claim 7, further comprising: 
a communication link establishment module operatively 

coupled to the interface, to the con?guration determin 
ing module, and to the memory, the communication link 
establishment module being operable to establish the 
communication link, to receive, during establishment of 
the communication link, the indication of the commu 
nication path management tra?ic handling con?guration 
of the second communication system element, to pro 
vide the received indication to the con?guration deter 
mining module, and to send to the second communica 
tion system element, through the interface, the stored 
indication of the communication path management traf 
?c handling con?guration of the ?rst communication 
system element. 

9. A communication system comprising: 
a plurality of communication system elements, each com 

munication system element comprising: 
a con?guration determining module operable to determine 

respective communication path management tra?ic han 
dling con?gurations of communication system elements 
that terminate a communication link, the communica 
tion link comprising a portion of a communication path 
associated With communication path management traf 
?c; and 

a communication path management module operatively 
coupled to the con?guration determining module and 
operable to exchange communication path management 
traf?c, for managing the communication path, through 
the communication link Where the respective communi 
cation path management tra?ic handling con?gurations 
indicate that the communication system elements have 
been con?gured to pass communication path manage 
ment traf?c associated With the communication path 
toWard endpoints of the communication path. 

10. A method comprising: 
determining respective communication path management 

traf?c handling con?gurations of communication sys 
tem elements that terminate a communication link, the 
communication link comprising a portion of a commu 
nication path associated With communication path man 
agement traf?c; 

determining Whether the respective communication path 
management tra?ic handling con?gurations indicate 
that the communication system elements have been con 
?gured to pass communication path management traf?c 
associated With the communication path toWard end 
points of the communication path; and 
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exchanging communication path management tra?ic, for 
managing the communication path, through the commu 
nication link Where it is determined that the respective 
communication path management traf?c handling con 
?gurations indicate that the communication system ele 
ments have been con?gured to pass communication path 
management tra?ic associated With the communication 
path toWard endpoints of the communication path. 

11. The method of claim 10, Wherein determining respec 
tive communication path management tra?ic handling con 
?gurations comprises receiving an indication of the commu 
nication path management tra?ic handling con?guration of at 
least one of the communication system elements. 

12. The method of claim 11, Wherein receiving comprises 
receiving the indication of the communication path manage 
ment tra?ic handling con?guration of the at least one of the 
communication system elements during establishment of the 
communication link. 

13. The method of claim 12, Wherein the communication 
link comprises a PseudoWire (PW) betWeen the communica 
tion system elements, 

Wherein the communication path comprises the communi 
cation link and respective communication links betWeen 
the communication system elements and customer 
equipment, and 

Wherein receiving comprises receiving the indication in a 
label mapping message received from the at least one of 
the communication system elements. 

14. The method of claim 13, Wherein the PW comprises an 
Ethernet PW, and Wherein the communication path manage 
ment tra?ic comprises Ethernet Operations, Administration 
and Maintenance (OAM) traf?c. 

15. The method of claim 12, Wherein the communication 
link comprises an Asynchronous Transfer Mode (ATM) Vir 
tual Circuit (VC) betWeen the communication system ele 
ments, 

Wherein the communication path comprises the communi 
cation link and respective communication links betWeen 
the communication system elements and customer 
equipment, and 

Wherein receiving comprises receiving the indication in 
control signalling received from the at least one of the 
communication system elements. 

16. The method of claim 11, implemented in conjunction 
With a ?rst one of the communication system elements, the 
?rst communication system element comprising a memory 
storing an indication of the communication path management 
tra?ic handling con?guration of the ?rst communication sys 
tem element, Wherein determining respective communication 
path management tra?ic handling con?gurations comprises: 

determining the communication path management tra?ic 
handling con?guration of the ?rst communication sys 
tem element by receiving from the memory the indica 
tion of the communication path management tra?ic han 
dling con?guration of the ?rst communication system 
element; and 

determining the communication path management tra?ic 
handling con?guration of a second of the communica 
tion system elements by receiving from the second com 
munication system element an indication of the commu 
nication path management tra?ic handling con?guration 
of the second communication system element. 

17. The method of claim 16, further comprising: 
sending to the second communication system element the 

stored indication of the communication path manage 
ment traf?c handling con?guration of the ?rst commu 
nication system element. 
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18. A computer-readable medium storing instructions 

executable by a computer, the instructions comprising: 
instructions for determining respective communication 

path management traf?c handling con?gurations of 
communication system elements that terminate a com 
munication link, the communication link comprising a 
portion of a communication path associated With com 
munication path management traf?c; 

instructions for determining Whether the respective com 
munication path management tra?ic handling con?gu 
rations indicate that the communication system ele 
ments have been con?gured to pass communication path 
management traf?c associated With the communication 
path toWard endpoints of the communication path; and 

instructions for exchanging communication path manage 
ment traf?c, for managing the communication path, 
through the communication link Where it is determined 
that the respective communication path management 
traf?c handling con?gurations indicate that the commu 
nication system elements have been con?gured to pass 
communication path management traf?c associated 
With the communication path toWard endpoints of the 
communication path. 

19. An apparatus comprising: 
an interface enabling communications through a commu 

nication link betWeen ?rst and second communication 
system elements that terminate the communication link, 
the communication link comprising a portion of a com 
munication path; and 

a communication link establishment module operatively 
coupled to the interface, the communication link estab 
lishment module being operable to establish the com 
munication link at the ?rst communication system ele 
ment, and to send to the second communication system 
element, during establishment of the communication 
link, an indication of a con?guration of the ?rst commu 
nication system element for handling communication 
path management tra?ic associated With the communi 
cation path. 

20. The apparatus of claim 19, Wherein the communication 
link comprises a PseudoWire (PW) betWeen the ?rst and 
second communication system elements, 

Wherein the communication path comprises the communi 
cation link and respective communication links betWeen 
the ?rst and second communication system elements 
and customer equipment, and 

Wherein the indication comprises an indication in a label 
mapping message sent to the second communication 
system element. 

21. The apparatus of claim 20, Wherein the PW comprises 
an Ethernet PW, and Wherein the communication path man 
agement tra?ic comprises Ethernet Operations, Administra 
tion and Maintenance (OAM) traf?c. 

22. The apparatus of claim 19, Wherein the communication 
link comprises an Asynchronous Transfer Mode (ATM) Vir 
tual Circuit (V C) betWeen the communication system ele 
ments, 

Wherein the communication path comprises the communi 
cation link and respective communication links betWeen 
the communication system elements and customer 
equipment, and 

Wherein the indication comprises an indication in control 
signalling sent to the second communication system 
element. 
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23. The apparatus of claim 19, further comprising: communication system element and a second commu 
a memory operatively coupled to the Communication link nication system element, the communication link com 

establishment module, the memory storing an indication prising a portion Of a Communication path; and 
of the con?guration of the ?rst communication system 

sending to the second communication system element an 
indication of a con?guration of the ?rst communication 
system element for handling communication path man 
agement tra?ic associated With the communication path. 

element, 
the communication link establishment module being fur 

ther operable to receive the indication from the memory. 
24. A method comprising: 
con?guring a ?rst communication system element to ter 

minate an end of a communication link betWeen the ?rst * * * * * 


