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(57) ABSTRACT 

An aerator system for an arti?cial pond comprising an aerator 
housing de?ning an aerator chamber, ?lter media arranged 
Within the aerator chamber, and a control Valve assembly. The 
aerator housing de?nes ?rst, second, and third aerator hous 
ing ports. The ?lter media de?nes ?rst and second portions of 
the aerator chamber. The ?rst aerator housing port is in direct 
?uid communication With the ?rst portion of the aerator 
chamber, and the second and third aerator housing ports are in 
to direct ?uid communication With the second portion of the 
aerator chamber. The control Valve array is operatively con 
nected to the ?rst and second aerator housing ports and may 
be con?gured in a ?rst mode to alloW a portion of the Water 
?owing through the aerator housing to bypass the ?lter media. 
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FLOW CONTROL SYSTEMS AND METHODS 
FOR ARTIFICIAL PONDS 

TECHNICAL FIELD 

The present invention relates to How control systems and 
methods for arti?cial ponds and, more speci?cally, to How 
control systems and methods that improve the How of pond 
Water through an arti?cial pond Water system. 

BACKGROUND OF THE INVENTION 

Residential and commercial gardens often include ponds 
as part of the landscaping. These ponds are designed and 
constructed to look as natural as possible, but are often placed 
at locations Where natural conditions for supporting a healthy 
pond are not found. Accordingly, pumps, ?lters, aerators, and 
the like are employed to support the healthy functioning of the 
pond. This type of pond Will be referred to herein as an 
“arti?cial pond system”. 
Commonly, arti?cial pond systems include a pump hous 

ing or vault that is arranged adjacent to the pond such that 
Water ?oWs by gravity from the pond into the pump vault. A 
pump is located in the pump vault to pump Water Within the 
pump vault into an aerator, such as Waterfall or fountain, that 
reintroduces the Water back into the pond. Under most con 
ditions, the constant circulation of the Water by the pump 
through the aerator promotes a healthy environment in the 
arti?cial pond system. 

Often, ?lters are arranged Within the aerator portion of an 
arti?cial pond system. The ?lters in the aerator portion of an 
arti?cial pond system typically comprise ?lter media that 
supports the groWth of biological organisms such as bacteria 
that remove Waste from the Water ?oWing through aerator 
system. The combination of the ?lter media and the biological 
organism are referred to as a biological ?lter. 

Conventionally, the biological ?lter determines the maxi 
mum ?oW rate of Water through the arti?cial pond Water 
system. In particular, if Water ?oWs through the ?lter media at 
a How rate that exceeds the maximum ?oW rate, the Water can 
carry the biological organisms forming part of the biological 
?lter out of the ?lter media. 

In addition, in conventional aerator systems, the ?lter 
media must be periodically cleaned. The process of cleaning 
the ?lter media portion of a biological ?lter can be messy and 
inconvenient. 

The need thus exists for improved systems and methods for 
controlling the How of Water through the aerator portion of an 
arti?cial pond Water system. 

SUMMARY OF THE INVENTION 

The present invention may be embodied as an aerator sys 
tem for an arti?cial pond comprising an aerator housing 
de?ning an aerator chamber, ?lter media arranged Within the 
aerator chamber, and a control valve assembly. The aerator 
housing de?nes ?rst, second, and third aerator housing ports. 
The ?lter media de?nes ?rst and second portions of the aera 
tor chamber. The ?rst aerator housing port is in direct ?uid 
communication With the ?rst portion of the aerator chamber, 
and the second and third aerator housing ports are in direct 
?uid communication With the second portion of the aerator 
chamber. The control valve array is operatively connected to 
the ?rst and second aerator housing ports and may be con?g 
ured in a ?rst mode to alloW a portion of the Water ?oWing 
through the aerator housing to bypass the ?lter media. 
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2 
BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a side elevation section vieW depicting an example 
pond system incorporating the principles of the present inven 
tion; 

FIG. 2 is a top plan vieW of a portion of an example aerator 
system that may be used in the system of FIG. 1; 

FIG. 3 is a bottom plan vieW of a portion of the example 
aerator system depicted in FIG. 2; 

FIG. 4 is a side elevation vieW of a portion of the example 
aerator system depicted in FIG. 2; 

FIG. 5 is a someWhat schematic rear elevation vieW of the 
aerator system depicted in FIG. 2; 

FIG. 6 is a bottom plan vieW of an portion of another 
example aerator system that may be used in the system of 
FIG. 1; and 

FIG. 7 is a side elevation vieW of a portion of the example 
aerator system depicted in FIG. 6. 

DETAILED DESCRIPTION OF THE INVENTION 

Referring initially to FIG. 1 of the draWing, depicted at 20 
therein is an aerator system constructed in accordance With, 
and embodying, the principles of the present invention. The 
example aerator system 20 is shoWn in the context of an 
example arti?cial pond system 22. 
The example arti?cial pond system 22 comprises, in addi 

tion to the aerator system 20, a pond liner 30, a pump system 
32, and a connecting pipe assembly 34. The pond liner 30 at 
least partly de?nes a pond 36 and helps reduce Water loss to 
the surrounding earth 38. In use, the pump system 32 con 
tinuously forces Water through the pond 36, the connecting 
pipe assembly 34, and the aerator system 20. During normal 
operation of the arti?cial pond system 22, Water from aerator 
system 20 is returned to the pond 36. 
The example aerator system 20 comprises an aerator hous 

ing 40, a valve array 42, and a biological ?lter 44. The aerator 
housing 40 de?nes an aerator chamber 46, and the valve array 
42 is con?gured to control the How of Water from the pump 
system 32 into the aerator chamber 46. In particular, the valve 
array 42 alloWs the user to control the amount of Water that 
passes in a primary directionA through the biological ?lter 44 
When ?oWing through the aerator housing 40. 
The example aerator housing 40 de?nes ?rst, second, third, 

and fourth aerator housing ports 50, 52, 54, and 56. Water 
?oWs into the aerator chamber 46 through the ?rst aerator 
housing port 50 and/or the second aerator housing port 52. 
Water ?oWs out of the aerator chamber 46 through the third 
aerator housing port 54 and/or the fourth aerator housing port 
56. Water ?oWing out of the aerator chamber 46 through the 
third aerator housing port 54 ?oWs into the pond 36. Water 
?oWing out of the aerator chamber 46 through the fourth 
aerator housing port 56 ?oWs into a Waste pipe 58. 
The ?rst aerator housing port 50 is arranged on a ?rst side 

60 of the biological ?lter 44 such that Water ?oWing into the 
aerator housing 40 through the ?rst aerator housing port 50 
must ?oW through the biological ?lter 44 to reach the third 
aerator housing port 54. The second aerator housing port 52 is 
arranged on a second side 62 of the biological ?lter 44 such 
that Water ?oWing into the aerator housing 40 through the 
second aerator housing port 52 may reach the third aerator 
housing port 54 Without ?oW through the biological ?lter 44. 
The example valve array 42 comprises ?rst, second, and 

third valve to assemblies 70, 72, and 74. The ?rst valve 
assembly 70 is connected betWeen the connecting pipe 
assembly 34 and the ?rst aerator housing port 50. The second 
valve assembly 72 is connected betWeen the connecting pipe 
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assembly 34 and the second aerator housing port 52. The third 
valve assembly 74 is connected betWeen the fourth aerator is 
housing port 56 and the Waste pipe 58. 

The example valve array 42 may be placed in any one of a 
number of modes. In a ?rst mode, the ?rst and second valve 
assemblies 70 and 72 are at least partly open to alloW Water to 
How on both the ?rst and second sides 60 and 62 of the 
biological ?lter 44. When in the ?rst mode, the valve array 42 
alloWs the user to set the total How of Water through the 
aerator system 20 at a desired level. 
At the same time, When the valve array 42 is in the ?rst 

mode, the ?rst valve assembly 70 can be set to alloW only 
enough Water to How through the biological ?lter 44 to 
adequately ?lter the Water in the pond system 22 Without 
disrupting operation of the biological ?lter 44. The ?ltered 
Water ?oWing through the ?rst valve assembly 70 and the 
biological ?lter 44 and the un?ltered bypass Water ?oWing 
through the second valve assembly 72 are eventually mixed in 
the pond 3 6. Accordingly, all of the Water ?oWing through the 
pond system 22 eventually passes through and is ?ltered by 
the biological ?lter 44. 

In a second mode, the ?rst valve assembly 70 is closed and 
the second and third valve assemblies 72 and 74 are opened. 
In this second mode, Water ?oWing through the aerator cham 
ber 46 ?oWs in a reverse direction opposite the primary direc 
tion A from the second side 62 to the ?rst side 60 of the 
biological ?lter 44 and out of the aerator housing 40 through 
the Waste pipe 58. This reverse How of Water through the 
biological ?lter 44 effectively back-?ushes the biological 
?lter 44. Periodic back-?ushing of the ?lter 44 can remove 
sediment that Would otherWise clog the biological ?lter 44. 
The valve array 42 can further operate in a third mode in 

Which the second and third valve assemblies 72 and 74 are 
closed and the ?rst valve assembly 70 is at least partly open. 
In this third mode, the pond system 22 operates in a conven 
tional manner, With all of the Water that ?oWs through the 
aerator system 20 ?oWing through the biological ?lter 44. 

The aerator system 20 may be implemented in other forms. 
In particular, the fourth aerator housing port 56, the third 
valve assembly 74, and the Waste pipe 58 may be omitted 
from the valve array 42. In this case, the valve array 42 Will 
not operate in the second mode to alloW back-?ushing of the 
biological ?lter 44. 

In another optional form, the second aerator housing port 
52 and the second valve assembly 72 may be omitted. In this 
form of the aerator system 20, the valve array 42 may not be 
used in the ?rst mode to bypass the biological ?lter 44, but the 
?lter 44 can be back-?ushed by using a hose to direct Water 
into the third aerator housing port 54 and opening the third 
valve assembly 74 to alloW Water to How through the Waste 
pipe 58. 

With the foregoing general understanding of the aerator 
system 20 and the arti?cial pond system 22 in mind, the 
details of construction and operation of the arti?cial pond 
system 22 and an example of an aerator system that may be 
used as the aerator system 20 generally described above. 

Referring still to FIG. 1, it can be seen that the pump system 
32 comprises a pump housing assembly 120, a sediment ?lter 
122, and a pump 124. The pump housing assembly 120 
de?nes a pump chamber 130, a pump chamber inlet port 132, 
and a pump chamber outlet port 134. At least a portion of the 
pump chamber inlet port 132 is arranged beloW a normal 
Water level 136 of the Water in the pond 36. The pump 124 is 
arranged Within the pump chamber 130 and is operatively 
connected to the connecting pipe assembly 34. The connect 
ing pipe assembly 34 extends through the pump chamber 
outlet port 134. A seal is formed betWeen the connecting pipe 
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4 
assembly 34 and the pump chamber outlet port 134 such that 
Water ?oWs out of the pump chamber outlet port 134 through 
the connecting pipe assembly 34. 

During normal operation of the arti?cial pond system 22, 
gravity causes Water to How from the pond 36, through the 
pump chamber inlet is port 132, through the sediment ?lter 
122, and into the pump chamber 130. 
The sediment ?lter 122 is thus designed and arranged to 

prevent debris in the pond 36 from reaching the pump 124. 
The pump 124 pumps Water out of the pump chamber 130 
through the connecting pipe assembly 34. 
As is apparent from FIG. 1, the aerator housing 40 is 

arranged such that the third aerator housing port 54 is at least 
partly above the normal Water level 136 of the pond 36. 
Typically, the third aerator housing port 54 is elevated With 
respect to the normal Water level 136 such that Water Within 
the aerator chamber 46 falls a short distance before reaching 
the pond 36. In particular, in the example arti?cial pond 
system 22, a Waterfall 138 is formed by Water falling from the 
third aerator housing port 54 to the pond 36. The Waterfall 138 
functions to aerate the Water ?oWing through the arti?cial 
pond system 22. The Waterfall 138 is further desirable for 
aesthetic reasons. 

As shoWn in FIGS. 1 and 2, the biological ?lter 44 com 
prises ?lter media 140 that is placed in the aerator chamber 
46. The ?lter media 140 may take many forms, but in the 
example aerator system 20 takes the form of randomly ori 
ented plastic ?bers 142 that de?ne interstitial spaces 144. The 
?bers 142 are lightly bonded to each other such that they 
remain in place during normal use of the ?lter 44. As is 
Well-known in the art, the biological ?lter 44 further com 
prises biological organisms (not shown) that are trapped in 
the interstitial spaces by the ?bers 142 such that Water ?oWing 
through the ?lter media 140 is exposed to these organisms. 
The trapped biological organisms consume certain forms of 
Waste in the Water ?oWing through the ?lter spaces 144. For 
proper operation of the biological ?lter 44, Water should be 
able to How through the ?lter media 140 relatively freely. The 
construction and operation of the biological ?lter is or may be 
conventional and Will not be described herein in further detail. 

FIGS. 1 and 4 illustrate that the ?lter media 140 divides the 
aerator is chamber 46 into ?rst, second, and third chamber 
portions 150, 152, and 154. The ?lter media 140 occupies the 
third chamber portion 154. The ?rst chamber portion 150 is 
on the ?rst side 60 of the ?lter 44, While the second chamber 
portion 152 is on the second side 62 of the ?lter 44. 

FIGS. 2-4 and 7 illustrate the details of a valve array 160 
that may be used in example aerator system 20. The example 
valve array 160 comprises ?rst and second T-?ttings 162 and 
164. As shoWn in FIG. 7, the ?rst T-?tting 162 is connected to 
the connecting pipe assembly 34. 

The example valve array 160 further comprises ?rst, sec 
ond, third, fourth, and ?fth pipe sections 170, 172, 174, 176, 
and 178. The ?rst pipe section 170 is connected betWeen the 
?rst T-?tting 162 and the ?rst aerator housing port 50. The 
?rst valve assembly 70 is arranged in the ?rst pipe section 
170. The second pipe section 172 extends betWeen the ?rst 
and second T-?ttings 162 and 164, and the second valve 
assembly 72 is arranged in the second pipe section 172. The 
?fth pipe section 178 extends betWeen the fourth aerator 
housing port 56 and the third valve assembly 74. 

FIGS. 2-4 and 7 further illustrate the details of an aerator 
housing 180 that may be used in example aerator system 20. 
The example aerator housing 180 comprises an enlarged por 
tion 182 de?ned by a ?rst Wall 184 and a second Wall 186. The 
enlarged portion 182 de?nes the boundaries of the second 
portion 152 of the aerator chamber 46. In the example aerator 
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housing 180, the second aerator housing port 52 takes the 
form ?rst and second openings 188a and 188!) formed in the 
?rst Wall 184, and the third aerator housing port 54 takes the 
form of a lowered section of the second Wall 186. The third 
and fourth pipe sections 174 and 176 extend betWeen the 
second T-?tting 164 and the ?rst and second openings 188a 
and 188b, respectively. 

Referring noW to FIGS. 6 and 7 of the application, depicted 
therein is an aerator housing 190 that may be used in place of 
the aerator housing 180 described above. The example aerator 
housing 190 comprised an enlarged portion 192 de?ned by a 
?rst Wall 194 and a second Wall 196. The enlarged portion 192 
de?nes the boundaries of the second portion 152 of the aerator 
chamber 46. In the example aerator housing 190, the second 
aerator housing port 52 takes the form of ?rst and second 
openings 198a and 198!) formed in the second Wall 196. The 
third aerator housing port 54 takes the form of a loWered 
section of the second Wall 196. The third and fourth pipe 
sections 174 and 176 extend betWeen the second T-?tting 164 
and the ?rst and second openings 198a and 198b, respec 
tively. 
From the foregoing, it should be apparent that the present 

invention may be embodied in forms other than the example 
preferred embodiment described above. The scope of the 
present invention should be determined by the claims 
appended hereto and not the foregoing detailed description. 

I claim: 
1. An aerator system for an arti?cial pond comprising: 
an aerator housing de?ning an aerator chamber and ?rst, 

second, and third aerator housing ports; 
?lter media arranged Within the aerator housing, Where the 

?lter media de?nes ?rst and second portions of the aera 
tor chamber, Where 
the ?rst aerator housing port is in direct ?uid communi 

cation With the ?rst portion of the aerator chamber, 
and 

the second and third aerator housing ports are in direct 
?uid communication With the second portion of the 
aerator chamber; 

a control valve array operatively connected to the ?rst and 
second aerator housing por‘ts; Whereby 

in a ?rst mode, the control valve array alloWs a portion of 
the Water ?oWing through the aerator housing to bypass 
the ?lter media. 

2. An aerator system as recited in claim 1, in Which the 
control valve array alloWs a portion of the Water to ?oW into 
the aerator housing through the ?rst aerator housing port and 
a portion of the Water to ?oW into the aerator housing through 
the second aerator housing port When the control valve 
assembly is in the ?rst mode. 

3. An aerator system as recited in claim 1, in Which the 
Water ?oWing through the aerator housing ?oWs out of the 
third aerator housing port. 

4. An aerator system as recited in claim 1, in Which: 
the aerator housing further de?nes a fourth aerator housing 

port, Where the fourth aerator housing port is in direct 
?uid communication With the ?rst portion of the aerator 
chamber; and 

in a second mode, the control valve array alloWs Water to 
?oW into the aerator chamber through the second aerator 
housing port and out of the aerator chamber through the 
fourth aerator housing port. 

5. An aerator system as recited in claim 4, in Which the 
control valve array comprises ?rst, second, and third valve 
assemblies, Where the ?rst, second, and third valve assem 
blies are operatively connected to the ?rst, second, and fourth 
aerator housing ports, respectively. 
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6 
6. An aerator system as recited in claim 5, in Which the ?rst 

valve assembly is closed and the second and third valve 
assemblies are at least partly open When the control valve 
array is in the second mode. 

7. An aerator system as recited in claim 1, in Which the 
control valve array comprises ?rst and second valve assem 
blies, Where the ?rst and second valve assemblies are opera 
tively connected to the ?rst and second aerator housing ports, 
respectively. 

8. An aerator system as recited in claim 7, in Which the ?rst 
and second valve assemblies are at least partly open When the 
control valve array is in the ?rst mode. 

9. An aerator system as recited in claim 1, in Which the 
control valve array in be con?gured in a third mode to alloW 
all of the Water ?oWing through the aerator housing to ?oW 
through the ?lter media. 

10. An aerator system for an arti?cial pond comprising: 
an aerator housing de?ning an aerator chamber and ?rst, 

second, third, and fourth aerator housing ports; 
?lter media arranged Within the aerator housing, Where 

the ?lter media de?nes ?rst and second portions of the 
aerator chamber, 

the ?rst and fourth aerator housing ports are in direct 
?uid communication With the ?rst portion of the aera 
tor chamber, and 

the second and third aerator housing ports are in direct 
?uid communication With the second portion of the 
aerator chamber; 

a control valve array operatively connected to the ?rst and 
second aerator housing por‘ts; Whereby 

in a ?rst mode, the control valve array alloWs a portion of 
the Water ?owing through the aerator housing to bypass 
the ?lter media; and 

in a second mode, the control valve array alloWs Water to 
?oW into the aerator chamber through the second aerator 
housing port and out of the aerator chamber through the 
fourth aerator housing port. 

11. An aerator system as recited in claim 10, in Which the 
control valve array alloWs a portion of the Water to ?oW into 
the aerator housing through the ?rst aerator housing port and 
a portion of the Water to ?oW into the aerator housing through 
the second aerator housing port When the control valve 
assembly is in the ?rst mode. 

12. An aerator system as recited in claim 11, in Which the 
Water ?oWing through the aerator housing ?oWs out of the 
third aerator housing port When the control valve array is in 
the ?rst mode. 

13. An aerator system as recited in claim 11, in Which the 
control valve array comprises ?rst, second, and third valve 
assemblies, Where the ?rst, second, and third valve assem 
blies are operatively connected to the ?rst, second, and fourth 
aerator housing ports, respectively. 

14. An aerator system as recited in claim 13, in Which 
the ?rst and second valve assemblies are at least partly 

open When the control valve array is in the ?rst mode; 
and 

the ?rst valve assembly is closed and the second and third 
valve assemblies are at least partly open When the con 
trol valve array is in the second mode. 

15. An arti?cial pond Water system comprising: 
a pond; 
a pump vault assembly arranged such that Water in the pond 
?oWs into the pump vault; 

a pump arranged Within the pump vault; 
an aerator housing de?ning an aerator chamber and ?rst, 

second, and third aerator housing ports, Where the third 
aerator housing port is arranged such that Water ?oWing 
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out of the aerator chamber through the third aerator in a second mode, the control Valve array allows Water to 
housing port ?oWs into the pond; ?oW into the aerator chamber through the second aerator 

?lter media arranged Within the aerator housing, Where the housing port and out of the aerator chamber through the 
?lter media de?nes ?rst and second portions of the aera- fourth aerator housing port. 
tor chamber, Where 5 17. An arti?cial pond system as recited in claim 16, in 
the ?rst aerator housing port is in direct ?uid communi- Which: 

cation With the ?rst portion of the aerator chamber, the control Valve array comprises ?rst, second, and third 
and Valve assemblies, Where the ?rst, second, and third Valve 

the second and third aerator housing ports are in direct assemblies are operatively connected to the ?rst, second, 
?uid communication With the second portion of the 10 and fourth aerator housing ports, respectively; and 
aerator chamber; the ?rst Valve assembly is closed and the second and third 

a control Valve array operatively connected betWeen the Valve assemblies are at least partly open When the con 
pump and the ?rst and second aerator housing ports; trol Valve array is in the second mode. 
Whereby 18. An arti?cial pond system as recited in claim 15, in 

in a ?rst mode, the control Valve array alloWs a portion of 15 Which: 
the Water ?oWing through the aerator housing to bypass the control Valve array comprises ?rst and second Valve 
the ?lter media. assemblies, Where the ?rst and second Valve assemblies 

16. An arti?cial pond Water system as recited in claim 15, are operatively connected to the ?rst and second aerator 
in Which: housing ports, respectively; and 

the aerator housing further de?nes a fourth aerator housing 20 the ?rst and second Valve assemblies are at least partly 
port, Where the fourth aerator housing port is in direct open When the control Valve array is in the ?rst mode. 
?uid communication With the ?rst portion of the aerator 
chamber; and * * * * * 


