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the component is activated. Upon activation of the compo 
nents in a predetermined sequence, a controller causes the 
vehicle door to unlock. A method of unlocking a vehicle is 
also disclosed. 
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KEYLESS ENTRY TOUCH PAD SYSTEM AND 
METHOD 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

This application claims priority from and incorporates by 
reference the disclosure of US. Provisional Patent Applica 
tion No. 60/638,159, ?led on Dec. 23, 2004. This application 
also claims priority from and incorporates by reference the 
disclosures of US. Provisional Patent Application No. 
60/638,197, ?led on Dec. 23, 2004, and US. patent applica 
tion Ser. No. 11/315,719, ?led Dec. 22, 2005, both entitled 
Track Position Sensor and Method, and US. Provisional 
Patent Application No. 60/638,198, ?led on Dec. 23, 2004, 
and US. patent application Ser. No. 11/315,717, ?led Dec. 
22, 2005, both entitled Seat Control System. 

FIELD OF THE INVENTION 

The present invention relates generally to keyless access 
touch pad systems and, more particularly, to a keyless entry 
touch pad system for a vehicle. 

BACKGROUND OF THE INVENTION 

Keyless entry systems for vehicles alloW users to lock or 
unlock the doors or trunk of a vehicle Without a key. Remote 
keyless entry systems typically include a pocket-siZed fob 
that includes several pushbuttons that unlock doors or the 
trunk and perform other functions through encoded RF sig 
nals transmitted to a vehicle-installed receiver. Door 
mounted keyless entry systems typically include a keypad 
positioned near the door handle, enabling an authoriZed user 
of the vehicle to input a numeric code and thereby gain entry 
to the vehicle. Such keypads can be used to control other 
functions, as Well. 
Some conventional keypads include an array of mechani 

cal sWitches that are mounted on the keypad and hard-Wired 
to a control module. The keypad typically is ?xed to the door 
panel. As such, the door panel typically includes an opening 
for receiving the keypad. This opening, if not adequately 
protected, may permit the surrounding metal panel to corrode 
and damage the exterior ?nish. In addition, the keypad itself 
includes openings for receiving the sWitches. These openings 
alloW dirt, Water and other contaminants to pass into and 
become trapped Within the sWitch, potentially leading to elec 
trical shorts and other malfunctions. 

Other keyless systems use electronic or capacitive solid 
state sWitches. Unlike mechanical sWitches, electronic 
sWitches contain no moving parts to break or Wear out. HoW 
ever, electronic sWitches may malfunction When contami 
nants such as Water and debris are present on the touch sur 
face. The contaminants may cause unintended sWitch 
actuations. Given that the exterior surface of a vehicle is 
exposed to a tremendous amount of Water, dirt, road spray, 
and other contaminants, electronic sWitches have not proven 
reliable for keyless entry systems. Furthermore, many elec 
tronic sWitches respond to environments With electromag 
netic interference (EMI) in unpredictable Ways, and may not 
conform to increasingly rigid electromagnetic compatibility 
(EMC) standards. 

SUMMARY OF THE INVENTION 

The present invention is directed to a keyless access touch 
pad system. The system preferably includes a dielectric sub 
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2 
strate having ?rst and second opposite surfaces. Preferably, a 
plurality of touch Zones is de?ned on the ?rst surface and a 
plurality of electrode patterns is disposed on the second sur 
face. Each electrode pattern is aligned With a corresponding 
one of the touch Zones. Each electrode pattern preferably 
includes a ?rst electrode in proximity to a second electrode. 
More preferably, each electrode pattern includes an inner 
electrode pad and an outer electrode substantially surround 
ing the inner electrode. A pulse generation circuit is electri 
cally coupled to and provides an excitation signal to the 
electrodes of each electrode pattern 18. The excitation signal 
induces electric ?elds about the electrodes. The electric ?eld 
about each electrode is disturbed When a stimulus, for 
example, human touch, is introduced proximate the corre 
sponding touch Zone. The electrodes preferably are coupled 
to a detection circuit that detects and responds to the distur 
bance to the electric ?elds about each electrode. Each detec 
tion circuit preferably is coupled to a controller that provides 
signals to a controlled device in response to signals received 
from the plurality of detection circuits. Preferably, the pulse 
generation and detection circuits are disposed on a single 
integrated circuit chip that is located on the substrate proxi 
mate the electrode patterns. Preferably, the substrate is free of 
penetrations, at least in areas proximate the electrodes and 
related circuitry and the touch Zones, to reduce the potential 
for contaminants to migrate from the touch Zones to the 
circuit-carrying side of the substrate. Light emitting devices 
may be included to provide visual feedback that a touch Zone 
has been touched or to otherWise illuminate the keypad. 

The present invention is also directed to a capacitively 
coupled electrode pattern ?eld effect touch sensor apparatus. 
The apparatus preferably includes a dielectric substrate hav 
ing ?rst and second opposing surfaces. An electrode pattern 
preferably having an inner electrode and an outer electrode is 
disposed on the ?rst surface. Each of the inner and outer 
electrodes is electrically coupled to a corresponding capaci 
tive plate, also disposed on the ?rst surface. Pulse generation 
and detection circuits can be disposed on the second surface 
and are electrically coupled to one or more capacitive plates 
disposed on the second surface. The plates on the ?rst surface 
are capacitively coupled to the plates on the second surface so 
that the pulse generation and detection circuits are electrically 
coupled to the electrodes. The detection circuits preferably 
are coupled to a controller. The pulse generation and detec 
tion circuits and controller operate as discussed above. 
The present invention is further directed to a method of 

unlocking a door of an automobile using ?eld effect touch 
sensor apparatus. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a front elevation vieW of a keyless entry touch pad 
system disposed on a side vieW mirror of a vehicle according 
to an embodiment of the present invention; 

FIG. 2 is a cross sectional vieW of the system of FIG. 1 
taken along line 2-2; 

FIG. 3 is a schematic diagram of an electrode pattern 
according to the present invention; 

FIG. 4 is a schematic diagram of a preferred embodiment 
of the present invention; 

FIG. 5 is a fragmentary cross sectional vieW of a portion of 
system shoWn in FIG. 2 With dashed lines representing elec 
tric ?ux lines; 

FIG. 6 is a perspective vieW of a capacitively coupled ?eld 
effect electrode pattern according to another embodiment of 
the present invention; 
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FIG. 7 is a schematic diagram of the embodiment shown in 
FIG. 6; 

FIG. 8 is a perspective vieW of a keyless entry touch pad 
system disposed on a pillar of a vehicle according to an 
embodiment of the present invention; and 

FIG. 9 is a fragmentary cross sectional vieW of a keyless 
entry touch pad system according to an embodiment of the 
present invention. 

DETAILED DESCRIPTION OF THE 
ILLUSTRATED EMBODIMENTS 

FIG. 1 illustrates a keyless entry touch pad system 10 for a 
vehicle according to a ?rst embodiment of the present inven 
tion. System 10 includes a virtual keypad 12 having ?ve touch 
Zones Z1-Z5 displayed on side vieW mirror M. In other 
embodiments, more or feWer than ?ve touch Zones may be 
provided, and they may be associated With any other exterior 
surface of the vehicle, for example, the A-pillar or B-pillar, 
movable or ?xed glass areas, door trim, and trunk/hatch trim. 
As best shoWn in FIG. 2, the re?ective glass of mirror M 

includes an exterior surface 14 and an interior surface 16. 
Interior surface 16 typically has a re?ective coating. A plu 
rality of electrode patterns 18 is disposed adjacent interior 
surface 16. Electrode patterns 18 can be disposed on a sub 
strate 20 such as a printed circuit board, ?exible circuit car 
rier, or the like, Which in turn may be adhered to interior 
surface 16 or positioned against interior surface 16 and sub 
sequently locked into place With clips or the like. Alterna 
tively, electrode patterns 18 can be applied directly to interior 
surface 16 or to a re?ective coating or other thin layer thereon. 
In embodiments Where such re?ective coating is conductive, 
an insulating layer should be provided betWeen the re?ective 
coating and electrode patterns 18. Also, as Would be under 
stood by one skilled in the art, the presence of a continuous 
conductive layerbetWeen touch Zones Z1-Z5 and correspond 
ing electrode patterns 18 Would adversely affect the genera 
tion of electric ?elds proximate touch Zones Z1-Z5 and the 
operation of a ?eld effect sensor as discussed beloW. As such, 
it is preferable to not include a conductive layer betWeen 
touch Zones Z1-Z5 and electrode patterns 18, or to include 
deletion lines in any such conductive coating to isolate the 
portion of the coating corresponding to the electrodes com 
prising each electrode pattern 18, as Would be understood by 
one skilled in the art. 

As best shoWn in FIG. 3, each electrode pattern 18 prefer 
ably includes an inner electrode 22 and an outer electrode 24 
substantially surrounding inner electrode 22. Inner and outer 
electrodes 22, 24 of each pattern 18 are electrically coupled to 
a pulse generation circuit and a detection circuit. Preferably, 
the pulse generation and detection circuits are embodied on a 
single integrated circuit 26, as shoWn in FIGS. 2 and 3. Pref 
erably, integrated circuit 26 is disposed on substrate 20 proxi 
mate the corresponding electrode pattern 18, either on the 
same side 2011 of substrate 20 as electrodes 22, 24 or on the 
opposite side 20b of substrate 20. As best shoWn in FIG. 4, 
integrated circuit 26 preferably is connected to inner and 
outer electrodes 22, 24 through resistors R1, R2, respectively. 
In certain embodiments, resistors R1, R2 can be provided 
internally Within integrated circuit 26. In the illustrated 
embodiments, resistors R1, R2 are external to integrated cir 
cuit 26. 

Integrated circuit 26 preferably is a TS-lOO ASIC, avail 
able from TouchSensor Technologies, LLC of Wheaton, Ill. 
The general principles of operation of the TS-lOO ASIC are 
described in US. Pat. No. 6,320,282 to CaldWell, the disclo 
sure of Which is incorporated herein by reference. The pin-out 
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4 
of integrated circuit 26 as shoWn in the draWings corresponds 
to that of the TS- l 00 ASIC, Where the input poWer (+5 volts) 
connection is on pin 1, the ground connection is on pin 2, the 
signal output connection is on pin 3, the outer electrode 24 
connection is on pin 4, the excitation signal connection is on 
pin 5, and the inner electrode 22 connection is on pin 6. 

Wiring associated With the input poWer and signal output 
connections from integrated circuits 26 may be bundled 
together in a harness H, as best shoWn in FIG. 2. Preferably, a 
quick set potting material 28 overlays and seals substrate 20 
and the end of harness H. 

Electrical signals are provided to inner and outer electrodes 
22, 24 via the excitation signal from pin 5, as best shoWn in 
FIG. 4. Preferably, an oscillator output pulse train or square 
Wave signal is provided at pin 5 to both inner electrode 22 and 
outer electrode 24. The oscillator signal may be a square Wave 
oscillating betWeen 0 and +5 volts at a frequency of approxi 
mately 32 kHZ. Alternatively, the oscillator or strobe signal 
may have a frequency of up to or greater than 200 kHZ, 
depending on the detection circuitry used. Furthermore, the 
strobe signal may oscillate betWeen 0 and +3 volts, 0 and +12 
volts, 0 and +24 volts, —5 volts and +5 volts, or any other 
voltage range. 

The applied electrical signals energiZe inner and outer 
electrodes 22, 24, generating an electric ?eld about each of 
electrodes 22, 24. Electric ?ux lines emanate from inner and 
outer electrodes 22, 24 and through mirror M, as best shoWn 
by dashed lines in FIG. 5. A plurality of touch Zones Z1, Z2, 
Z3, Z4 and Z5 is provided on exterior surface 14 of mirror M, 
as best shoWn in FIGS. 1 and 2. Each touch Zone Z1-Z5 
preferably is coaxially aligned With a corresponding inner 
electrode 22 from each of patterns 18. As such, an electric 
?eld corresponding to each of inner and outer electrodes 22, 
24 emanates from each of touch Zones Z1-Z5. For example, 
FIG. 5 illustrates the electric ?elds emanating from the elec 
trodes aligned With touch Zone Z1. 

Although not shoWn in FIG. 5, electric ?ux lines also 
emanate from inner and outer electrodes 22, 24 through sub 
strate 20 aWay from mirror M, rather than through mirror M 
and into touch Zones Z1-Z5. HoWever, the electric ?ux con 
centration Would be greater near exterior surface 14 of mirror 
M given that the electric ?ux concentration is multiplied 
through dielectric substrates such as mirror M, as Would be 
understood by one skilled in the art. In order to shield or 
dissipate such electric ?elds emanating in a direction aWay 
from mirror M so that the detection circuit does not respond to 
stimuli proximate such electric ?elds, system 10 preferably 
includes an insulator, such as potting material 28, adjacent 
side 20b of substrate 20. An air gap, a backing of foam rubber 
or plastic, or other electric ?eld attenuator may be provided in 
lieu of potting material 28. 

Inner and outer electrodes 22, 24 are charged such that all 
of the electric ?elds emanating therefrom have the same 
polarity. As such, the ?elds repel and extend outWardly from 
inner and outer electrodes 22, 24. Field strength is greatest 
closer to electrodes 22, 24, and dissipates With distance from 
electrodes 22, 24. Preferably, the strength of the electric ?elds 
is substantially dissipated at a distance of about 25 mm from 
exterior surface 14 of mirror M. The excitation signal strength 
may be increased or decreased if stronger or Weaker ?elds, 
respectively, are desired. 

Resistors R1, R2 are selected such that a predetermined 
potential difference or voltage is created by each electric ?eld. 
The strengths of the electric ?elds generated about inner and 
outer electrodes 22, 24 are sensed and compared Within the 
corresponding detection circuit. In this Way, the detection 
circuit monitors the strengths of the electric ?elds about the 
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corresponding inner and outer electrodes 22, 24. When an 
object or stimulus, such as a human ?nger, is proximate the 
corresponding touch Zone, the electric ?elds associated With 
inner and outer electrodes 22, 24 are altered. Preferably, the 
stimulus must be 25 mm or closer to one of touch Zones Z1-Z5 

to disrupt the electric ?eld associated With the corresponding 
electrodes, given the ?eld strength is substantially dissipated 
at further distances. The detection circuit generates an output 
signal indicating a touch input at a particular touch Zone When 
the difference in strength betWeen the electric ?elds about 
inner electrode 22 and outer electrode 24 corresponding to 
such touch Zone exceeds a predetermined threshold. 
A further discussion of the principles of operation of pre 

ferred ?eld effect sensors can be found in, for example, US. 
Pat. No. 6,320,282 to CaldWell, the disclosure of Which is 
incorporated herein by reference. 
A sheet of printed graphics G Which identi?es touch Zones 

Z1-Z5 may be adhered to interior surface 16 of mirror M such 
that graphics G are visible from surface 14, as best shoWn in 
FIG. 1. Alternatively, graphics G may be etched, printed, or 
otherWise disposed directly onto interior surface 16 or exte 
rior surface 14 of mirror M. Printing graphics G on exterior 
surface 14 is not preferred, hoWever, given that exposed 
printed graphics may be scratched off or otherWise Wear off. 
In any event, graphics G preferably are aligned With touch 
Zones Z1-Z5 and inner electrodes 22. Graphics G for each 
touch Zone Z1-Z5 may include numbers, letters, or some 
other indicator distinguishing each touch Zone Z1-Z5. Pref 
erably, touch Zones Z1-Z5 are linearly disposed across an 
upper edge of mirror M. 

Preferably, system 10 also includes one or more light 
emitting diodes 30, Wherein each light-emitting diode (LED) 
30 is electrically coupled to a corresponding integrated circuit 
26, as best shoWn in FIG. 4. When integrated circuit 26 
produces an output signal to controller C, described further 
beloW, the associated LED 30 is illuminated. In a preferred 
embodiment, an LED 30 is associated With each integrated 
circuit 26, and positioned on substrate 20 so that each LED 30 
is aligned With a corresponding touch Zone Z1-Z5, as best 
shoWn in FIG. 2. All LEDs 30 preferably are electrically 
coupled to each integrated circuit 26 so that all LEDs are 
triggered upon activation of any of integrated circuits 26. In 
this Way, virtual keypad 12 lights up and is visible to the user 
upon any of integrated circuits 26 outputting a signal to con 
troller C. 

Controller C, for example, a microprocessor, is in commu 
nication With the pulse generation and detection circuits asso 
ciated With each electrode pattern 18, and may be disposed 
either on substrate 20 or remote from substrate 20. Controller 
C receives detection signals from the detection circuit asso 
ciated With each electrode pattern 18. These detection circuits 
are distinguishable from each other so that controller C can 
interpret Which sensor has been activated and/or in Which 
sequence plural sensors have been activated. In response, 
controller C generates a control signal and outputs the control 
signal to a controlled device. In a preferred embodiment, 
controller C is in communication With a lock mechanism in 
one or more of a vehicle’ s doors. When touch Zones Z1-Z5 are 

disturbed in a predetermined sequence, such that the detec 
tion circuits corresponding to these touch Zones output detec 
tion signals to controller C in such sequence, controller C 
generates a control signal causing actuation of the lock 
mechanism, thereby locking or unlocking one or more doors. 

The pulse generation and detection circuits may be hard 
Wired to electrodes 22, 24 via conductors such as lead Wires or 
PCB traces. Alternatively, another aspect of the present inven 
tion provides that the pulse generation and detection circuits 
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6 
can be capacitively coupled to electrodes 22, 24, as best 
shoWn in FIGS. 6 and 7. Electrodes 22, 24 of pattern 18 are 
disposed on side 21a of a dielectric substrate 21. For example, 
substrate 21 may be formed from glass, plastic, ?berglass 
reinforced epoxy resin, or some other dielectric material. 
Electrodes 22, 24 are electrically coupled to capacitive plates 
C1, C2, respectively, Which are also disposed on one side 2111 
of substrate 21. Component 26 is disposed on the opposing 
side 21b of substrate 21, and is electrically coupled to capaci 
tive plates C3, C4, also disposed on side 21b. Plates C1, C2 
are aligned With plates C3, C4, respectively, such that plates 
C1 and C3 are capacitively coupled, and plates C2 and C4 are 
capacitively coupled. As a result, component 26 is capaci 
tively coupled to electrodes 22, 24. 

While capacitive coupling is described With reference to 
system 10, this aspect of the present invention may be appli 
cable for other applications, such as for sensor pads used in 
commercial appliances. Electrodes 22, 24 may be capaci 
tively coupled through a relatively thick dielectric substrate, 
Which Would not otherWise alloW an electric ?eld of suf?cient 
strength to emanate therethrough. Electrodes 22, 24 may be 
located on one side of substrate, and the sense electronics 
located on the other side of the substrate. This alloWs for a 
sealed dielectric substrate, While still alloWing the electrodes 
22, 24 to be located closer to the object to be sensed. 

While system 10 has been described With reference to side 
vieW mirror M, keypad 12 may be disposed on other surfaces 
of the vehicle, such as theA or B pillar of the vehicle, the door 
handle, or a trim piece. Such surface may include a translu 
cent portion for displaying virtual keypad 12. For example, a 
molded ?berglass B pillar 40 may be provided With virtual 
keypad 12 disposed thereon, Which lights up upon activation 
of one or more LEDs associated With the components, as best 
shoWn in FIG. 8. Alternatively, the surface may include 
molded depressions or protrusions, Which de?ne the touch 
Zones. 

Alternatively, a keyless entry touch pad system may be 
provided on a separate substrate, Which is secured to an exte 
rior surface of the vehicle. As best shoWn in FIG. 9, a keyless 
entry pad system 50 is secured to an opening provided Within 
an exterior surface 52 of the vehicle, such as a plastic or metal 
trim piece, the vehicle’ s door handle, or theA or B pillar of the 
vehicle. Surface 52 may include lock tabs 54, so that system 
50 may be easily snapped or clamped in place during manu 
facture. 

System 50 includes an outerpanel 56 formed from a dielec 
tric material, such as glass, plastic or ?berglass reinforced 
epoxy resin. Preferably, panel 56 is translucent. Similar to 
system 10, panel 56 includes a plurality of touch Zones Z1-Z5 
on an exterior surface 58 forming a keypad. Further, a plural 
ity of electrode patterns 18 are disposed adjacent an interior 
surface 60 of panel 56. Patterns 18 may be provided on 
substrate 20, Which is adhered or positioned against interior 
surface 60, as described above. Eachpattem 18 includes inner 
and outer electrodes 22, 24, Which are electrically coupled to 
an active electrical component 26, as described above. Inte 
grated control circuits 26 of system 50 may either be hard 
Wired to electrodes 22, 24, or capacitively coupled thereto. 
Each of integrated control circuits 26 is preferably a TS-lOO 
ASIC, having the same pin-out as described above. Wiring 
associated With input poWer connections and signal output 
connections from integrated control circuits 26 may be 
bundled together in harness H, or an integral connector may 
be provided. A quick set potting material 28 or other insulator 
preferably overlays and seals substrate 20 and the end of 
harness H. Alternatively, an air gap or insulating backing may 
be provided. 
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As described above, touch Zones Z1-Z5 are aligned With 
corresponding inner electrodes 22 such that electric ?elds 
emanate therefrom, as best shoWn in FIG. 5. When an object 
or stimulus, such as a human ?nger, is proximate the corre 
sponding touch Zone, the electric ?eld associated With inner 
electrode 22 is altered. Integrated control circuit 26 is acti 
vated if a difference in ?eld strength betWeen inner electrode 
22 and outer electrode 24 exceeds a predetermined threshold. 
Upon activation, component 26 generates a command signal, 
Which is sent to an associated controller, such as a micropro 
cessor. 

A sheet of printed graphics G may be provided on either 
interior surface 60 or exterior surface 58 of panel 56. Alter 
natively, or in addition to graphics G, exterior surface 58 of 
panel 56 may include molded portions, such as depressions or 
ridges R, de?ning each touch Zone Z1-Z5, as best shoWn in 
FIG. 9. Graphics G may either be printed directly onto panel 
56, or provided on a sheet that is adhered to a surface of panel 
56. Touch Zones Z1-Z5 may be linearly disposed along a 
portion of surface 52, or arranged in some other pattern. 
System 50 may include one or more light-emitting diodes 30 
as discussed above in connection With system 10. 

The embodiments disclosed herein are exemplary only, 
and should not be construed to limit the invention. For 
example, the present invention could be used to control locks 
in doors of buildings, rather than vehicles, or to control opera 
tion of equipment other than locks. Further, the present inven 
tion may be used for various other applications, such as light 
ing, Waking of electronics from sleep mode, etc. Also, aspects 
of one embodiment may be incorporated into another 
embodiment. Thus, this disclosure may be modi?ed Without 
departing from the scope of the present invention, Which is 
de?ned in the folloWing claims. 
We claim: 
1. A keyless entry pad system for unlocking a door of an 

automobile, comprising: 
a dielectric substrate having ?rst and second opposite sur 

faces; 
a plurality of touch Zones disposed on said ?rst surface; 
a printed circuit board having ?rst and second sides, said 

?rst side adjacent said second surface; 
a plurality of electrode patterns disposed on said ?rst side, 

each of said electrode patterns having an inner electrode 
and an outer electrode, each of said inner electrodes 
aligned With one of said touch Zones, said electrodes 
electrically coupled to capacitive plates disposed on said 
?rst side; 

a plurality of integrated control circuits (ICCs) disposed on 
said second side, each of said ICCs electrically coupled 
to capacitive plates disposed on said second side, 
Wherein said plates on said ?rst side are capacitively 
coupled to said plates on said second side so that said 
ICCs are electrically coupled to said patterns, each of 
said ICCs energiZing the electrodes of a corresponding 
pattern such that electric ?elds emanate from the elec 
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trodes, Wherein the electric ?eld of the associated inner 
electrode is disturbed When a stimulus is proximate the 
corresponding touch Zone, thereby causing the corre 
sponding ICC to output a signal indicative of a touch to 
said touch Zone; and 

a controller in communication With said ICC, said control 
ler causing the unlocking of said door upon receipt of 
predetermined signals from said ICCs in a predeter 
mined sequence. 

2. The keyless entry pad system of claim 1, Wherein said 
substrate is translucent. 

3. The keyless entry pad system of claim 2, further com 
prising a plurality of LEDs electrically coupled to said ICCs, 
said LEDs triggered When one of said ICCs outputs a prede 
termined signal. 

4. The keyless entry pad system of claim 3, Wherein said 
LEDs are proximate said substrate so that said substrate is 
illuminated by said LEDs. 

5. The keyless entry pad system of claim 1, Wherein said 
substrate comprises a portion of said automobile. 

6. The keyless entry pad system of claim 5, Wherein said 
substrate is one of a rear vieW mirror, a trim piece, or a pillar. 

7. The keyless entry pad system of claim 1, further com 
prising printed graphics on said second surface, said graphics 
aligned With said touch Zones and visible from said ?rst 
surface. 

8. The keyless entry pad system of claim 1, Wherein said 
printed circuit board is ?exible. 

9. A capacitively coupled electrode pattern ?eld effect 
touch sensor apparatus, comprising: 

a dielectric substrate having ?rst and second opposite sur 

faces; 
an electrode pattern having an inner electrode and an outer 

electrode disposed on said ?rst surface, each of said 
inner and outer electrodes electrically coupled to capaci 
tive plates disposed on said ?rst surface; 

an integrated control circuit (ICC) disposed on said second 
surface, said ICC electrically coupled to capacitive 
plates disposed on said second surface, Wherein said 
plates on said ?rst surface are capacitively coupled to 
said plates on said second surface so that said ICC is 
electrically coupled to said electrodes, said ICC ener 
giZes said electrodes such that an electric ?eld emanates 
from each said electrodes, and said ICC senses distur 
bances in the electric ?elds; and 

a controller in communication With said ICC, Wherein said 
ICC transmits signals to said controller in response to a 
disturbed electric ?eld. 

10. The touch sensor apparatus of claim 9, Wherein said 
ICC applies a strobe signal to each of said electrodes for 
energiZing said electrodes. 

11. The touch sensor apparatus of claim 9, Wherein said 
substrate is ?exible. 


