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SYSTEM AND METHOD FOR PROVIDING 
SERIAL BUS CONNECTIVITY 

TECHNICAL FIELD 

The disclosed embodiments relate generally to the ?eld of 
connectivity. In particular, the disclosed embodiments relate 
to a system and method for providing serial bus connectivity. 

BACKGROUND 

The Universal Serial Bus (U SB) is a connector standard 
that is in Wide use. Currently, numerous standard bodies exist 
(USB 2.0) for enumerating requirements for implementation 
With USB connectors, including requirements for perfor 
mance, hardware, form factor and various data transfer and 
connectivity protocols. As the USB connector becomes more 
popular and Widespread, more applications and standards are 
adopted for the USB. In particular, there has been an effort to 
adopt standards by Which the form factor of the USB becomes 
smaller, and has use in a variety of applications and environ 
ments in order to accommodate increasingly mobile and neW 
computing devices. 
As the name indicates, the USB connector acts as a data 

bus. In a standard mode of operation, the user is able to 
connect numerous devices to a single port using hubs. When 
devices are connected to a host, the host acts as a controller for 
all USB communications that enter through a particular port. 

In general, the USB connector has a physical layer that 
includes hardWare for implementing the data transfer proto 
col by Which data is passed through the USB connector. The 
physical layer performs several functions, including serial 
iZation and de-serialiZation of transmissions, encoding and 
decoding of the signals. Across the USB connector, the pro 
tocol implemented provides for data packets that include 
token, data, and handshake packets. 
Numerous standards have been and are currently being 

developed for the USB. These standards accommodate neW 
smaller form factors, such as Mini-USB, as Well as neW data 
transfer protocols (eg USB 2.0). There is also a neW standard 
for Wireless USB ports. In addition, neW standards accommo 
date use of USB connectors in various environments and 
applications. One standard is provided With “On-the-Go” 
Which enables tWo devices connected through a USB port to 
negotiate for the role of the host. In particular, the On-The-Go 
Standard has introduced a Host Negotiation Protocol for 
enabling one device to act as host and controller in a one-to 
one pairing. 

Another more speci?c standard is the CEA-936A standard, 
Which provides for use of USB connectors (Mini) in the 
context of “car kits”. In this context, a mobile computing 
device, or even a vehicle component, can utiliZe accessory 
devices such as stereo headsets and car chargers. The CEA 
936A is an offshoot of the On-The-Go standard. Among other 
functionality, the CEA-936A standard provides for the host to 
have the ability to detect the particular type or kind of device 
connected to it, using signal line characteristics that are 
caused by the coupling of the particular device. 

BRIEF DESCRIPTION OF FIGURES 

FIG. 1 is a block diagram of a system for providing serial 
bus connectivity to loW-impedance devices, under an 
embodiment of the invention. 

FIG. 2 illustrates a table for identifying a type of device 
coupled to a connector system of a host such as described With 
FIG. 1, under an embodiment of the invention. 
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2 
FIG. 3 illustrates a method for con?guring a serial bus 

connector system to accommodate a particular connected 
device, under an embodiment of the invention. 

FIG. 4 illustrates a system for providing serial bus connec 
tivity in Which one available mode of operation provides for 
the transmission of analog video data, under an embodiment 
of the invention. 

FIG. 5A illustrates a connector cable that connects a stan 
dard, video/audio port of a video output device to a small form 
factor connector port, under an embodiment of the invention. 

FIG. 5B illustrates an alternative connector cable that con 
nects a video port of a video output device to a small form 
factor connector port, under an embodiment of the invention. 

FIG. 5C illustrates a multi-pin plug that connects a plug 
port of a device (video or otherWise) to a small form factor 
connector port, under an embodiment of the invention. 

DETAILED DESCRIPTION 

Embodiments described herein include a system and 
method for providing serial bus connectivity. When imple 
mented on a host device, the serial bus connectivity provided 
by one or more embodiments described herein is versatile, in 
that the host device is capable of detecting a Wide range of 
devices that can be connected through a serial bus connection. 
In particular, embodiments described herein provide for a 
system that can use a serial bus connection to detect both 
active and passive accessory devices, as Well as chargers and 
other types of devices. The passive accessory devices include, 
for example, non-ampli?ed audio devices, such as ear buds or 
stereo headphones. The versatility of the serial bus connec 
tion may be achieved While maintaining many of the require 
ments of an industry standard. 

In addition, one or more embodiments also provide for a 
serial bus connection that can be operated in a mode Where 
video analog data can be outputted through an alternative 
signal line of the serial bus connection. Many serial bus 
connections designate a pair of tWisted data lines as the pri 
mary medium by Which data is to be transferred. In this 
context, the alternative signal line used by one or more 
embodiments Would include a signal line other than the 
tWisted pair of data lines. In one implementation, for 
example, both video and stereo audio are output through a 
serial bus connection that is compliant With one or more USB 
type standards. 

According to embodiments described herein, the serial bus 
connection is a USB type connection. As a USB connection, 
one or more embodiments assume a serial line and compo 

nent con?guration similar to an embodiment described With 
FIG. 1. Furthermore, one or more embodiments provide that 
the USB connection satis?es many of the requirements for 
use as small form-factor connectors (e. g. Mini USB), or With 
mobile and/or mobile environments (e.g. On-The-Go, CEA 
936A). Other embodiments may apply to other forms of serial 
bus connections, such as, for example, serial bus connections 
that are compliant With the IEEE 1394 (so called “FireWire”) 
standards. 
Numerous types of computing devices may be used With 

embodiments described herein. One type of computing 
device that may be employed With one or more embodiments 
include mobile or portable computing devices, including 
Wireless devices for use in messaging and telephony applica 
tions using cellular netWorks. Such devices are sometimes 
called “smart phones”, “hybrid devices” or “multi-function 
devices”. Mobile computing devices are generally small 
enough to ?t in one hand, but provide cellular telephony 
features in combination With other applications. Examples of 
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such other applications include contact applications for man 
aging contact records, calendar applications for managing 
and scheduling events, task applications for keeping lists, and 
camera applications for capturing images. Additionally, 
many types of messaging transports may be provided on such 
mobile computing devices, including SMS, MMS, email and 
instant messaging. 

Other examples of mobile computing devices contem 
plated for use With one or more embodiments described 
herein include portable media players, global positioning sys 
tem devices, personal digital assistants, portable gaming 
machines, and/or devices that combine functionality of such 
devices. In addition, at least some embodiments described 
herein are applicable to desktop computers, laptops, and com 
puter appliances (e.g. set-top boxes). A typical environment 
on Which one or more embodiments may be implemented 
include a Wireless telephony device that can be placed in an 
automobile or other mobile environment, and communicate 
With any one of a plurality of devices that include chargers, 
and both active and passive media headsets. Another environ 
ment on Which one or more embodiments may be imple 
mented includes a small form factor portable device (eg 
digital camera) that canbe used to connect With a video output 
device. 

In one embodiment, a system for providing serial bus con 
nectivity includes a connector component that provides a 
plurality of signal lines. The connector component is con?g 
ured to mate With a connector component of another device, 
so as to extend communications With the other device using 
the plurality of signal lines. The system also includes a physi 
cal layer coupled to the connector component to (i) receive 
input signals from the plurality of signal lines, and to (ii) send 
output signals over the plurality of signal lines. The system 
further comprises a processing resource. When the connector 
component is mated With the connector component of the 
other device, at least one of the processing resource and the 
physical layer is con?gured to identify the other device as 
being any device selected from a group consisting of: (i) a 
passive media device, (ii) an active media device, (iii) an 
adapter having a ?rst current output for enabling recharge, 
and (iv) an adapter having a second current output for 
enabling recharge, Wherein the second current output is 
greater than the ?rst current output. 
As used, the term “passive” in the context of an electrical 

device means a device that has no resource for increasing (at 
least measurably) the poWer or amplitude of an incoming 
signal. 

Furthermore, the term “about” is intended to mean 
approximate, and When used in the context of a numerical 
value (eg “about equal to”), it is intended to mean a corre 
spondence of at least 75% of the stated value. 

In another embodiment, serial bus connectivity may pro 
vide connectivity to a video output device. In one embodi 
ment, a video output device is detected as being connected to 
a serial bus connector. The serial bus connector includes a 
plurality of signal lines, Where the signal lines include a pair 
of data lines that are capable of carrying data in bulk. A ?rst 
signal line may be assigned transfer an analog video data to 
the video output device, Where the ?rst signal line is not one 
of the pair of signal lines. The pair of data lines may be used 
to transfer audio data to the video output device concurrently 
With the ?rst signal line transferring the analog video data. 
As used herein, the term “video output device” means a 

device that is capable of rendering or otherWise displaying 
video for a user. 

One or more embodiments described herein provide that 
methods, techniques and actions performed by a computing 
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4 
device are performed programmatically, or as a computer 
implemented method. Programmatically means through the 
use of code, or computer-executable instructions.A program 
matically performed step may or may not be automatic. 

Additionally, or more embodiments described herein may 
be implemented using modules. A module may include a 
program, a subroutine, a portion of a program, or a softWare 
component or a hardWare component capable of performing 
one or more stated tasks or functions, or alternatively, a hard 
Ware component con?gured through softWare or other pro 
grammatic elements. As used herein, a module can exist on a 
hardWare component independently of other modules, or a 
module can be a shared element or process of other modules, 
programs or machines. 

The use of terms such as “component” or “element”, When 
presented in the context of softWare or programming, may 
refer to code that can be executed to perform a stated function 
or task. Such code may execute or be shared With other 
components or elements, even When a component or element 
is described or shoWn to be disparate from other components. 

Furthermore, one or more embodiments described herein 
may be implemented through the use of instructions that are 
executable by one or more processors. These instructions 
may be carried on a computer-readable medium. Machines 
shoWn in ?gures beloW provide examples of processing 
resources and computer-readable mediums on Which instruc 
tions for implementing embodiments of the invention can be 
carried and/ or executed. In particular, the numerous machines 
shoWn With embodiments of the invention include processor 
(s) and various forms of memory for holding data and instruc 
tions. Examples of computer-readable mediums include per 
manent memory storage devices, such as hard drives on 
personal computers or servers. Other examples of computer 
storage mediums include portable storage units, such as CD 
or DVD units, ?ash memory (such as carried on many cell 
phones and personal digital assistants (PDAs)), Secure Digi 
tal (SD) memory cards, and magnetic memory. Computers, 
terminals, netWork enabled devices (eg mobile devices such 
as cell phones) are all examples of machines and devices that 
utiliZe processors, memory, and instructions stored on com 
puter-readable mediums. 

OvervieW 
FIG. 1 is a block diagram of a system for providing serial 

bus connectivity to paired devices that include loW-imped 
ance devices, under an embodiment of the invention. In FIG. 
1, the serial bus connectivity is assumed to be provided in the 
form of a USB port, such as provided for Mini-USB under the 
CEA-936A standard. Other similar or smaller form-factor 
USB connectors (as compared to the Mini-USB connector) 
are also contemplated With embodiments described herein. 
The components of a system such as shoWn may be provided 
on one or more chips, internal to a computing device. For 
example, the processing resource 110 and the physical layer 
120 may be provided on the same chip, or on different chips. 
The connector system includes a processing resource 110, a 
physical layer 120, and a connector component 130. In one 
implementation, a connector system such as shoWn in FIG. 1 
is provided under a design that corresponds to or is similar to 
a USB design (as promulgated by, for example, by the USB 
2.0 standard). Accordingly, the physical layer 120 and the 
connector component 130 combine to form a USB connector 
port 105. The processing resource 110 may correspond to a 
processor of a host device. The host device may correspond 
to, for example, a mobile computing device, such as a smart 
phone, cellular device, multi-function portable device, or 
other Wireless or cellular device. Alternatively, the mobile 
computing device may correspond to a portable media player. 
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The USB port 105 may be designed in accordance With, for 
example, any one of the standards in use today, including With 
USB On-The-Go and/or CEA-936A. Accordingly, as a USB 
connector port 105, the physical layer 120 and the connector 
component 130 may include the following signal lines (col 
lectively the signal lines 108): voltage supply line 112, data 
pair lines 114 (Dplus and DMin), identity line 115 and ground 
116. A system such as shoWn With FIG. 1 may be imple 
mented to provide multiple modes of operation. For example, 
as a USB port 105, the modes of operation that can be handled 
under the CEA-936A standard include a data transfer mode 
(e.g. bulk data transfer) and an audio mode. The physical 
layer 120 and/ or processing resource 110 may enable the 
USB port 105 as a Whole to perform a mode sWitch. In the data 
transfer mode, the pair of data lines 114 handle the data 
transfer. But in audio mode, one implementation provides 
that the pair of data lines 114 carry audio data (for stereo 
output), While the identity signal line 115 is sWitched to carry, 
for example, an analog video data signal as described With an 
embodiment of FIG. 4. Such a mode sWitch is implemented 
by, for example, the CEA-936A standard for purpose of 
enabling the user to attach a stereo headset for use With a 

cellular device (“hands-free” cellular device use). Without 
such a mode sWitch or operation, the identity signal line 115 
may be used to determine information about connecting 
devices (eg see FIG. 2), or in some implementations (e.g. 
On-The-Go standard), the identity signal line 115 is used to 
identify Which end of the connection is the host for the Host 
Negotiation Protocol. The identity signal line 115 may also 
determine the type of communication session that Will be 
employed betWeen tWo connected devices, in addition to 
determining, in certain cases, Which device is to act as host. 
Under current use and standard implementations, the 

physical layer 120 includes signal characteristic detection 
functionality (“detector 128”). The detector 128 is capable of 
detecting different signal characteristics from the signal lines 
108. A more detailed description of the various signal char 
acteristics and the devices that can be detected from such 
generated signal characteristics (particularly from a standard 
similar to the CEA-936A) is described With FIG. 2. Under 
many such implementations and standards, the physical layer 
120 has a characteristic line impedance 125 that requires the 
use of active components or chargers. For example, under the 
current CEA-936A standard, the characteristic line imped 
ance 125 of the physical layer 120 is about 200K Ohms. At 
this value, the characteristic line impedance 125 is “line 
level” and adequate When a connected device is a device that 
ampli?es the output (e.g. active media component 134) pro 
vided through the connector component 130. With line level 
output, the physical layer 120 does not provide adequate drive 
for passive devices that have media output (“passive media 
device 132”). For example, the line level output is not enough 
to drive an ear bud or other kind of non-ampli?ed headset. 

Under one embodiment, the physical layer 120 is formed to 
have the characteristic line impedance 125 that enables drive 
level output, at least for passive media devices 132. At drive 
level, the characteristic line impedance 125 is less than the 
characteristic impedance 133 of the passive media device 
132. In one embodiment, the characteristic line impedance 
125 less than the characteristic impedance of the loWest 
accommodated device (assumed to be a type of passive media 
device 132) by a ratio that can range betWeen 1:2 to 1:20. In 
one implementation, the ratio of the characteristic impedance 
133 of the passive media device 132 to the characteristic line 
impedance 125 of the physical component is about 3-4: 1. For 
example, in the case Where the characteristic impedance 133 
of the passive media device is about 32 Ohms, the physical 
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6 
layer 120 may be designed to have the characteristic line 
impedance 125 have a value of about 10 Ohms. 

With the characteristic line impedance 125 being at drive 
level for the passive media device 132, an embodiment pro 
vides that the connector system 100 can (i) detect When a 
coupled device is the passive media device 132, and (ii) 
provide signal output With adequate drive for the passive 
media device 132. For example, the user can couple a micro 
phone headset to a mobile computing device and have an 
internal ampli?er drive output for the headset When the user is 
on a call. Also, the user can plug in ear buds or other small ear 
phones and have rich audio output, such as used for music 
playback. 

Device Detection 
FIG. 2 illustrates a table 200 for identifying a type of device 

coupled to a connector system of a host such as described With 
FIG. 1, under an embodiment of the invention. Reference 
made to elements of FIG. 1 is made for illustrative purposes. 
An embodiment of FIG. 2 assumes different class of devices, 
Whether identi?ed by type, manufacturer, kind, or other class 
distinction, often generate common signal characteristics that 
are identi?ers of the particular class of the device. The signal 
characteristics may include, for example: (i) the identity sig 
nal line 115 that can have one of ?ve possible values When 
?rst connected: ?oat (betWeen being pulled high and loW), 
ground, 102K Ohm resistance, 220K Ohm resistance and 
440K Ohm resistance; (ii) a voltage line signal that can be 
pulled high or loW; (iii) a pair of signal lines that can indi 
vidually be pulled high or loW to provide four different com 
binations. Illustrative values populate the table of FIG. 2. 
Numerous additional variations are also possible. For 
example, the detected impedance on the identity line can have 
different granularity and identi?cation levels, thus potentially 
enabling even more classes of detected devices. 
The ?rst four roWs of the table 200 illustrate the different 

classes of devices that can be detected as a coupled device 
through a serial bus connection, under, for example, one or 
more of the standards currently in use today (e.g. CEA 
936A). The devices may be detected through the signal line 
characteristics, such as provided through the combination of 
signal line levels of the voltage supply line 112, data pair line 
114, and identity signal line 115. For example, under an 
enumeration of an existing standard body, the signal line 
characteristics may be used to detect the folloWing classes of 
devices: one or more classes of active headsets 212, one or 

more classes of device chargers 214, and hybrid devices 216 
(assuming active devices). Through use of a physical layer 
having a loW characteristic line impedance (as shoWn by FIG. 
1), one or more embodiments also enable detection of a one or 

more kinds of passive media devices 218. 
FIG. 3 illustrates a method for con?guring a serial bus 

connector system to accommodate a particular connected 
device, under an embodiment of the invention. A method such 
as described by FIG. 3 may be implemented using one or 
more embodiments such as described With FIG. 1 and FIG. 2. 
Accordingly, any reference made to elements described by 
FIG. 1 is intended to illustrate a suitable element or compo 
nent for performing a step of sub-step being described. 

In step 310, a device connection on a serial bus port is 
detected. For example, in the case of a car kit, a device 
connection may be detected When a peripheral stereo headset 
is connected to a mobile computing device (host controller). 

Step 320 provides that relevant signal characteristics are 
detected from the signal lines of the connection formed by the 
host and peripheral device. In the context of a USB type 
connection, these signal characteristics may determine the 
state of the identity signal line 115 (eg ground, ?oating, 
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100K Ohms, 220K Ohms or 440K Ohms), the signal states of 
the data signal lines 114 (eg Which is pulled high) and the 
voltage level (high or loW) on the voltage supply line 112. 
Such an implementation is described in more detail With FIG. 
2. Other embodiments may use other signal characteristics. 
For example, as described elseWhere, different impedance 
levels may be detectable from the identity signal line 115. 
Many video output devices, for example, have a characteristic 
impedance signal line that is in the range of 75K Ohms, and 
this signal line may be carried onto the identity signal line 
115. For the USB serial bus connection, the ability to detect 
the signal characteristics may be an inherent or integral fea 
ture of the physical layer 120. For example, current CEA 
936A standards provide for the physical layer 120 to detect 
many of the signal characteristics shoWn by FIG. 2, including 
through use of signal characteristics that can detect Whether 
the identity signal line 115 is ?oating, or has an impedance of 
100K Ohms, 220K Ohms, or 440K Ohms. 

In step 330, the detected signal characteristics are matched 
to a particular device, or class of device (type of device, 
manufacturer or model etc.). In one embodiment, the process 
ing resource 110 of the host device may employ a lookup table 
(such as shoWn and described With FIG. 2) to match the signal 
characteristics detected from the serial bus connection to a 
particular class of devices. In particular, one embodiment 
provides that the characteristic line impedance of a passive 
media device is detectable as a result of the loW characteristic 
line impedance of the physical layer 120. 

Step 340 provides that the host device performs actions or 
operations to accommodate the device identi?ed on the serial 
bus connection. The operation may include, for example, 
setting a mode of operation for the serial bus connection, or 
identifying What data to drive on individual signal lines of the 
serial bus connection. For example, When the coupled device 
is identi?ed as being an active media device, the host proces 
sor may drive audio out through the signal lines 114 of the 
serial bus connection at line level. At line level, volume con 
trol may be disabled. But When the coupled device is identi 
?ed as being a passive media device, the host processor may 
not drive the audio out at line level, and enable volume con 
trol. If, as described With an embodiment of the FIG. 4, the 
detected output device is identi?ed as being a video output 
device, one implementation provides that the host processor 
sWitches the operation mode of the serial bus connection. 
Where before the data pair lines 114 Were used as the primary 
means for transmitting output, a mode of operation may be 
selected Where the identity signal line 115 is used to carry 
analog video data, While the data pair lines 114 carry audio 
data (in stereo). Numerous other variations and alternatives 
are also contemplated. 

Video Output 
FIG. 4 illustrates a system for providing serial bus connec 

tivity in Which one available mode of operation provides for 
the transmission of analog video data, under an embodiment 
of the invention. In FIG. 4, a system includes a central pro 
cessor 410, an audio codec 420, a video codec 430, and a 
physical layer 440 for a serial bus connector component 450. 
The system may reside on a host device 402. Under one 
implementation, physical layer 440 and serial bus connector 
component 450 combine to provide a USB port 455. The USB 
port 455 may be designed under, for example, the Mini-USB 
standards. 

In an embodiment, the USB port 455 has multiple modes of 
operation. The modes may correspond to settings Where sig 
nal lines that comprise the USB port 455 have different func 
tions. As USB port 455 in compliance With the Mini-USB 
standards, the serial lines include a ground 432, an identity 
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8 
signal line 434, a pair of data lines 436, and a voltage supply 
line 438. HoWever, more of feWer signal lines may be used, 
depending on the particular form factor and standard. 

In one embodiment, USB port 455 may be operated in a (i) 
standard data transfer mode, (ii) environment-speci?c mode 
as dictated betWeen, for example, paired devices that are not 
personal computers, and (iii) media/video transfer mode. In 
the standard data transfer mode, the USB port 455 may be 
capable of transmitting or receiving data in bulk, or through, 
for example, isochronous or interrupt data transfer. The data 
transfer protocol may be compliant With, for example, USB 
2.0 standards. The processor 410 may include a ?rst interface 
405 for enabling communications across the USB port 455. In 
one implementation, the interface 405 is con?gured as an 
Ultra LoW Pin Interface (ULPI) to enable On-The-Go data 
transfer protocols and use. Under ULPI, the link betWeen 
processor 410 and the physical layer 440 is reduced to 8 or 12 
signal lines, as opposed to more signal lines for other USB 
interfaces (e.g. UTMI standard Which provides 22 or 30 sig 
nal lines). With ULPI, data transfer and communications is 
possible using, for example, standard data transfer protocols 
such as USB 2.0 as Well as offshoot protocols (for mobile and 
device environments) such as On-The-Go. 
Under one implementation, in the standard data transfer 

mode, most, if not all, data transfer occurs through use of the 
pair of data lines 436. In the environment-speci?c mode, the 
host device 402 may transfer data in, for example, analog 
form. In addition, the host device 402 may also need to 
negotiate With the connected device for the role of host. The 
environment may correspond to one speci?cally accommo 
dated by a standard (e.g. CEA-936A). In such a mode of 
operation, the signal lines that comprise the USB port 455 
may be con?gured to, at least initially, carry signal character 
istics that are indicative of the type or class of device being 
connected. In the media/video transfer mode, the USB port 
455 carries media data on at least one signal line that is not one 
of the default lines for carrying data (eg pair of data lines 
436). 

In an embodiment, the standard data transfer mode is 
default. The host device 402 is able to receive and transfer 
data primarily through use of paired data lines 436, and the 
link betWeen processor 410 and physical layer 440 is con 
ducted through the interface 405. In one embodiment, When a 
device is ?rst connected, it is identi?ed (e. g. see FIG. 3), and 
at this time, the mode setting may be sWitched as part of the 
con?gurations performed by the processor 410 to accommo 
date the paired device. 

Furthermore, under one embodiment, if the connected 
device is determined to be, for example, a video output 
device, the USB port 455 may be operated in the video trans 
fer mode. As described With an embodiment of FIG. 3, the 
connected device may be detected as being a video output 
device through the impedance level provided on the identity 
signal line. When data is to be transferred, processor 410 
communicates video data 462 to a video codec 430, Which 
then converts the video data to an analog form 464. The 
analog video data 464 is communicated by the physical layer 
440 across the identity signal line 434, as opposed to the pair 
of data lines 436. The data line pair 436 may be used to convey 
other data, such as analog audio data in stereo, or transmit 
audio and receive microphone input. To transmit audio data in 
analog form, the processor 410 may communicate audio data 
472 to the audio codec 420, Which provides analog audio 
output 474 to the physical layer 440. 

In one embodiment, both the audio and video codec 420, 
430 may be linked to the physical layer 440, independent of 
the interface 405. Thus, in the video transfer mode, the video 
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and audio data may be communicated in analog form, outside 
of interface 405 that provides the link betWeen the serial bus 
connection and the processor 410. In the default or other 
modes, the interface 405 provides the link by Which data 
transfer betWeen processor 410 and the serial bus connector 
occurs. 

As described, a system such as shoWn and described With 
FIG. 4 may be implemented to comply With many require 
ments of current USB standards, such as CEA-936A. As such, 
an embodiment shoWn With FIG. 4 may be implemented on a 
Mini-USB port. A typical scenario may correspond to a por 
table video recorder that can output its media data (including 
video data) to a display screen. 

According to an embodiment, the identity signal line 434 is 
paired to communicate With a video port of the video output 
device. The video output device may have a port constructed 
to comply With the form factor and signal line arrangement of 
the USB port 455, With the video port provided on the identity 
signal line. Alternatively, FIG. 5A illustrates a connector 
cable 510 that connects a standard, video/audio port of a 
video output device to a Mini-USB (or other small factor 
USB) port. The connector cable 510 includes one end 512 
having a video plug 514, and a pair of audio plugs 516. 
Another end 518 includes a male Mini-connector 520 that is 
con?gured to mate With, for example, USB port 455 (FIG. 4). 
The cable 510 extends the video plug 514 to the identity 
signal line 434 (FIG. 4), and the pair of audio plugs 516 to the 
pair of data lines 436 (FIG. 4). 

FIG. 5B illustrates an alternative connector cable 550 that 
connects a video port of a video output device to a Mini-USB 
port (such as provided by the USB port 455). One end 552 
includes only a video plug 554, Which can mate With, for 
example, a digital camera or other device Which may not have 
video. Another end 562 includes the Mini-USB connector 
572, Which may use only one pin to convey data. 

FIG. 5C illustrates a multi-pin plug 580 that connects a 
plug port of a device (video or otherWise) to a Mini-USB port 
(such as provided by the USB port 455). A plug end 582 may 
include, for example, three pins, depending on a con?gura 
tion used. Each pin 593 may carry data, such as video data, 
audio output data, and/or microphone data. A connector end 
584 may provide a male connector for the USB port 455. 
When the plug end 582 includes three pins 593, data from or 
to tWo of the pins may be carried to the pair of data lines 436 
(FIG. 4) ofthe USB port 455. A third pin may be used to carry 
data that extends to the identity signal line 434 of the USB 
port 455. 

With regard to an embodiment such as provided With FIG. 
5A or 5B, the presence of a video output device may be 
detected With an impedance on the identity signal line of the 
USB port 455. For example, many current video output 
devices have video plug terminals With characteristic imped 
ance in the range of 75 Ohms. As described With other 
embodiments, the physical layer 440 (FIG. 4) may employ 
impedance detection hardWare or functionality to identify the 
value of the impedance on the identity signal line 434 (or 
other signal line). The processor 410 may then use a lookup 
table (eg see FIG. 2) to pair the detected impedance to a 
device. Upon determining the device is a video output device, 
the processor 410 may implement a mode operation, Where 
video analog data is, for example, transferred out using the 
identity signal line 434. 

Similar concepts may be employed With other types of 
paired devices to enable data transfer using signal lines other 
than the paired data signal lines 436. For example, in an 
embodiment to FIG. 5C, data from or to a third pin of the plug 
may be conveyed With the identity signal line. 
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Still further, another embodiment contemplates an adapter 

that can interconnect a serial bus connector (e. g. Mini-USB) 
With a video jack or plug of a video output device. The adapter 
may include a cable that interfaces With, for example, the 
video input port of the output device, as Well as the USB port 
of a host device. The connection achieved may resemble one 
of the embodiments provided With FIG. 5A-5C. 

While embodiments provided herein have been described 
With speci?c reference to various USB standards and con?gu 
rations, other embodiments contemplate different kinds of 
serial bus connectors. For example, one or more embodi 
ments may be employed on a FIREWIRE standard, Which 
utiliZes tWo pairs of data lines. In such an alternative embodi 
ment, signal lines other than the data pair lines may be used to 
convey additional data (eg video data). 

Although illustrative embodiments of the invention have 
been described in detail herein With reference to the accom 
panying draWings, it is to be understood that the invention is 
not limited to those precise embodiments. As such, many 
modi?cations and variations Will be apparent to practitioners 
skilled in this art. Accordingly, it is intended that the scope of 
the invention be de?ned by the folloWing claims and their 
equivalents. Furthermore, it is contemplated that a particular 
feature described either individually or as part of an embodi 
ment can be combined With other individually described fea 
tures, or parts of other embodiments, even if the other features 
and embodiments make no mention of the particular feature. 
Thus, the absence of describing combinations should not 
preclude the inventor from claiming rights to such combina 
tions. 
The invention claimed is: 
1. A system comprising: 
a connector component that provides a plurality of signal 

lines, Wherein the connector component is con?gured to 
mate With a connector component of another device to 
receive identi?cation information from the other device 
and extend communications With the other device using 
the plurality of signal lines; and 

a physical layer coupled to the connector component, 
Wherein When the connector component is mated With 
the connector component of the other device, the physi 
cal layer is con?gured to: (i) receive one or more input 
signals from the other device via the plurality of signal 
lines, (ii) make a determination as to Whether the other 
device is a passive media device or an active media 
device based at least in part on the identi?cation infor 
mation received from the other device, and (iii) output 
signals to the other device over the plurality of signal 
lines, With respective drive strengths based on the deter 
mination as to Whether the other device is the passive 
media device 

the physical layer enabling use of the plurality of signal 
lines in multiple modes, including (i) a ?rst mode in 
Which the plurality of signal lines include a pair of signal 
lines for communicating digital data, an identity line for 
identi?cation information, and a voltage supply line, and 
(ii) a second mode Wherein the plurality of signal lines 
and the identity line are con?gured to communicate a 
respective analog media signal, concurrently, including 
analog video data on at least one of the pair of signal 
lines or identity line. 

2. The system of claim 1, Wherein the physical layer has a 
characteristic impedance that is less than or equal to an 
impedance of the passive media device. 

3. The system of claim 2, Wherein a ratio of the character 
istic impedance of the physical layer to the impedance of the 
passive media device is betWeen 1:2 and 1:8. 
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4. The system of claim 2, wherein a ratio of the character 
istic impedance of the physical layer to the impedance of the 
passive media device is betWeen 1:3 and 1.4. 

5. The system of claim 2, Wherein the characteristic imped 
ance of the physical layer is less than 10 Ohms. 

6. The system of claim 2, Wherein the characteristic imped 
ance of the physical layer is less than less than 20 Ohms. 

7. The system of claim 2, Wherein physical layer commu 
nicates an output audio signal to the passive media device 
after identifying the passive media device. 

8. The system of claim 1, Wherein the passive media device 
is a stereo audio output device or a mono headset device. 

9. The system of claim 1, Wherein in addition to the physi 
cal layer being capable of identifying the other device as a 
passive media device, the physical layer is capable of identi 
fying the other device as any device selected from a group 
consisting of (i) an active media device, (ii) a charger device 
having a ?rst recharge amperage, and (iii a charger having a 
second recharge amperage, Wherein the second recharge 
amperage is greater than the ?rst recharge amperage. 

10. The system of claim 1, Wherein the connector compo 
nent and the physical layer form at least part of a Universal 
Serial Bus connector. 

11. The system of claim 10, Wherein the Universal Serial 
Bus connector is a mini-Universal Serial Bus connector. 

12. A system comprising: 
a connector component that provides a plurality of signal 

lines, Wherein the connector component is con?gured to 
mate With a connector component of another device to 
extend communications With the other device using the 
plurality of signal lines; 

a physical layer coupled to the connector component, 
Wherein When the connector component is mated With 
the connector component of the other device, the physi 
cal layer is con?gured to: (i) receive input signals from 
other device via the plurality of signal lines, (ii) make a 
determination as to Whether the other device is a passive 
media device, and (iii) output signals to the other device 
over the plurality of signal lines, With respective drive 
strengths that are based on the determination as to 
Whether the other device is the media device; and 

a processing resource coupled to the physical layer, 
Wherein at least one of the processing resource or the 
physical layer is further con?gured to determine 
Whether the other device is: (i) an active media device, 
(ii) a charger device having a ?rst recharge amperage, or 
(iii) a charger having a second recharge amperage, 
Wherein the second recharge amperage is greater than 
the ?rst recharge amperage; 

the physical layer enabling use of the plurality of signal 
lines in multiple modes, including (i) a ?rst mode in 
Which the plurality of signal lines include a pair of signal 
lines for communicating digital data, an identity line for 
receiving identi?cation information, and a voltage sup 
ply line, and (ii) a second mode Wherein the plurality of 
signal lines and the identity line are each con?gured to 
carry a respective analog media signal, concurrently, 
including an analog video data signal. 

13. The system of claim 12, Wherein the physical layer is 
con?gured to identify one or more signal characteristics from 
the plurality of signal lines, and Wherein the processing 
resource matches the one or more signal characteristics With 
one of the devices selected from the group. 

14. The system of claim 12, Wherein the processing 
resource performs operations to con?gure use of the connec 
tor component in response to the processing resource identi 
fying the other device. 
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15. The system of claim 12, Wherein the connector com 

ponent and the physical layer form at least part of a Universal 
Serial Bus connector. 

16. The system of claim 15, Wherein the Universal Serial 
Bus connector is a mini-Universal Serial Bus connector. 

17. The system of claim 12, Wherein the physical layer has 
a characteristic impedance that is less than or equal to an 
impedance of the passive media device. 

18. The system of claim 17, Wherein the characteristic 
impedance of the physical layer is less than less than 10 
Ohms. 

19. The system of claim 17, Wherein physical layer com 
municates an output audio signal to the passive media device 
after identifying the passive media device. 

20. A method for enabling a connector, the method com 
prising: 

receiving an input signal across at least one of a plurality of 
signal lines that are provided With a connector compo 
nent, Wherein the input signal originates from a con 
nected peripheral device; 

detecting a plurality of signal characteristics from the plu 
rality of signal lines; and 

making a determination as to Whether the connected 
peripheral device is a passive media device based, at 
least in part, on the input signal originating from the 
peripheral device and the plurality of signal characteris 
tics; and 

outputting audio data to the connected peripheral device 
over the plurality of signal lines, With drive strength that 
is based on the determination of Whether the connected 
peripheral device is the passive media device; 

enabling use of the plurality of signal lines in multiple 
modes, including (i) a ?rst mode in Which the plurality of 
signal lines include a pair of signal lines for communi 
cating digital data, an identity line for receiving identi 
?cation information, and a voltage supply line, and (ii) a 
second mode Wherein the plurality of signal lines and the 
identity line are each con?gured to carry a respective 
analog media signal, concurrently, including an analog 
video data signal. 

21. A system for providing serial bus connectivity, the 
system comprising: 

a plurality of signal lines provided to be communicatively 
engaged With a corresponding set of signal lines on 
another device; 

a physical layer, provided With the plurality of signal lines, 
that is con?gured to transmit and receive data carried on 
at least some of the plurality of signal lines using a serial 
protocol; and 

Wherein When the plurality of signal lines are communica 
tively engaged With the set of signal lines from the other 
device, the physical layer is operable to enable use of the 
plurality of signal lines in multiple modes, including (i) 
a ?rst mode in Which the plurality of signal lines include 
a pair of signal lines for communicating digital data, an 
identity line for carrying identi?cation information, and 
a voltage supply line, and (ii) a second mode Wherein 
each of the pair of signal lines and the identity line is 
con?gured to carry a respective analog media signal, 
including an analog video data signal concurrently. 

22. The system of claim 21, Wherein in the second mode, 
the identity line outputs analog video data. 

23. The system of claim 22, Wherein in the second mode, 
the pair of signal lines carry audio data. 

24. The system of claim 22, Wherein the processing 
resource detects that the device is the video output device by 
detecting the impedance to be 75 Ohms. 
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25. The system of claim 21, further comprising a process 
ing resource that detects, from the physical layer operating in 
the ?rst mode, that the other device is a video output device, 
and then sWitches operation of the physical layer from the ?rst 
mode to the second mode. 

26. The system of claim 25, further comprising a video 
codec that encodes digital video data from the processing 
resource into a form that is suitable for receipt by the other 
device being an analog device. 

27. The system of claim 25, further comprising an audio 
codec that encodes digital audio data from the processing 
resource into a form that is suitable for receipt by the other 
device being an analog device. 

28. The system of claim 25, Wherein the processing 
resource detects that the device is the video output device by 
detecting an impedance on one or more of the plurality of 
signal lines that is characteristic of a type orparticular device. 

29. The system of claim 25, Wherein the processing 
resource detects that the device is the video output device by 
detecting an impedance on the identity line. 

30. The system of claim 21, further comprising a mating 
structure for mating With the other device. 

31. The system of claim 30, Wherein the mating structure 
has a form factor of a Mini-USB connector. 

32. The system of claim 21, Wherein the plurality of signal 
lines are provided as part of a Wireless port. 

33. A method for providing serial bus connectivity, the 
method comprising: 

detecting that a video output device is connected to a serial 
bus connector, Wherein the serial bus connector includes 
a plurality of signal lines, including a pair of signal lines 
that are operable to carry digital data in bulk When the 
serial bus connector is in a ?rst mode of operation; and 

in response to detecting that the video output device is 
connected to the serial bus connector, operating the 
serial bus connector in a second mode of operation by (i) 
enabling an identity line of the plurality of signal lines to 
transfer an analog video data to the video output device, 
Wherein identity line is provided for receiving identi? 
cation information from a device coupled to the serial 
bus connector during the ?rst mode of operation; and (ii) 
enabling the pair of signal lines to transfer audio data to 
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the video output device concurrently With the identity 
line transferring the analog video data. 

34. The method of claim 33, Wherein detecting that a video 
output device is connected to a serial bus connector includes 
programmatically detecting the video output device using an 
impedance value on one of the plurality of signal lines. 

35. The method of claim 33, Wherein detecting the video 
output device using an impedance value on one of the plural 
ity of signal lines using the impedance value on the ?rst signal 
line. 

36. The method of claim 33, further comprising converting 
video data into the analog video data for transfer on the ?rst 
signal line. 

37. The method of claim 36, further comprising converting 
audio data from digital form into analog form for transfer on 
the pair of signal lines. 

38. A system comprising: 
a connector component that provides a plurality of signal 

lines, Wherein the connector component is con?gured to 
mate With a connector component of another device to 
extend communications With the other device using the 
plurality of signal lines; 

a physical layer coupled to the connector component to (i) 
receive input signals from the plurality of signal lines, 
and to (ii) send output signals over the plurality of signal 
lines; 

a processor coupled to the physical layer; and 
Wherein When the connector component is mated With the 

connector component of the other device, the physical 
layer is con?gured to identify Whether the other device is 
a passive media device and the processor is con?gured to 
selectively enable a volume control feature based, at 
least in part, on the identi?cation; 

the physical layer enabling use of the plurality of signal 
lines in multiple modes, including (i) a ?rst mode in 
Which the plurality of signal lines include a pair of signal 
lines for communicating digital data, an identity line for 
carrying identi?cation information, and a voltage supply 
line, and (ii) a second mode Wherein the plurality of 
signal lines and the identity line are con?gured to carry 
a respective analog media signal, including an analog 
video data signal, concurrently. 

* * * * * 


