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OPTICAL TRANSMISSION SYSTEM 

This invention relates to optical transmission systems for 
transmission of data along an optical ?bre link. 
A knoWn optical transmission system (FIG. 1) consists of a 

terminal node A, B at each end With line ampli?er nodes 
C,D,E betWeen. Only three such line ampli?er nodes are 
shoWn, but tens of such nodes may be provided. Typically, the 
input of such systems consists of a number of channels of 
data. The data is carried as laser light With each channel 
having a different Wavelength (denoted 11 to ln in the Fig 
ures). 

The transmit part 1 of the West terminal node multiplexes 
the incoming channels together to produce a Wavelength divi 
sion multiplex (WDM). The multiplexed signal is ampli?ed 
and fed into the ?rst ?bre span 2. Line ampli?er nodes 3-5 
connected by further ?bre spans use optical ampli?ers to 
boost the multiplexed signal. The receive part 6 of the East 
terminal node demultiplexes the signal back into its separate 
Wavelengths. 

The same applies in the East To West direction (7-11). 
Usually optical ampli?cation is achieved using an Erbium 

Doped Fiber Ampli?er (EDFA). For very long spans (typi 
cally greater than 150 km) the optical ampli?cation provided 
by an EDFA is not suf?cient and Raman ampli?cation is also 
required. Raman ampli?cation Works by pumping laser light 
at a Wavelength loWer than the WDM channels into the ?bre 
span. Some of the energy from the Raman laser is transferred 
to the WDM channels causing them to be ampli?ed. 

The ?rst ?bre span 2 is long enough to require Raman 
ampli?cation. FIG. 2 shoWs in more detail the transmit part 1 
of the West terminal A, the ?rst ?bre span 2 and West-to-East 
ampli?er 3 of the ?rst line ampli?er node C. The transmit part 
1 of the West terminal consists of a Wavelength Division 
Multiplexer 12 that combines the separate Wavelength inputs 
(11 to ln) together. The WDM signal is ampli?ed by an EDFA 
13. 

In line transmission systems it is common to provide an 
optical supervisory channel betWeen nodes. The optical 
supervisory channel provides data channels betWeen nodes to 
alloW the nodes to be controlled and monitored. The optical 
supervisory channel is an optical signal at a Wavelength out 
side the range of the input channels (11 to ln) generated by the 
optical supervisory channel transmitter 14. The optical super 
visory channel is added to the WDM signal at coupler 15. 
Both the WDM signal and the optical supervisory channel are 
transmitted into the ?bre span 2. 

At the line ampli?er node 3, Raman pump laser 17 gener 
ates light that is transmitted into the ?bre span via coupler 16. 
This light travels doWn the ?bre span toWards the West Ter 
minal A amplifying the WDM signal and the optical supervi 
sory channel. The WDM signal and optical supervisory chan 
nel pass through the Raman coupler 16 toWards channel drop 
coupler 19, Which separates the optical supervisory channel 
from the WDM signal. The optical supervisory channel is 
passed to the optical supervisory channel (OSC) receiver 18 
and the WDM signal is passed to the EDFA 20 Where it is 
ampli?ed and transmitted into the next ?bre span. The optical 
supervisory channel is regenerated at the line ampli?er node 
by the optical supervisory channel (OSC) transmitter 21 and 
added to the ampli?ed WDM signal by add coupler 22. 

To achieve the required ampli?cation the Raman pump 
laser generates signi?cant optical poWer (typically 500 mW 
or more). This presents a serious risk of eye damage if vieWed 
by a person Working on this system. To prevent injury occur 
ring it is necessary to ensure that the Raman pump laser is not 
enabled unless its output is safely attached to an unbroken 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

2 
?bre. It is common practice to use the optical supervisory 
channel to enable the Raman pump. 
The receiver 18 monitors the incoming optical supervisory 

channel. If the optical supervisory channel is not present it is 
assumed that the ?bre span 2 is broken or not attached. In this 
case the Raman pump laser 17 is disabled. If the optical 
supervisory channel is present at the receiver 18 then it is 
deduced that the ?bre span 2 must be attached and it is safe to 
enable the Raman pump laser 17. 
The sequence for enabling transmission over a ?bre span is 

as folloWs. Firstly the optical supervisory channel is trans 
mitted. Secondly, if the optical supervisory channel is 
received correctly then the Raman pump laser is enabled. 

For this sequence to be possible the optical supervisory 
channel must be able to be transmitted over the ?bre span 
Without the aid of Raman ampli?cation. For a loW data rate 
optical supervisory channel (such as 2.048 Mbit/s), this is 
possible by using sensitive optical supervisory channel 
receivers. 

There are requirements to increase the data rate of the 
optical supervisory channel to provide more capacity for 
control and netWork management data. 155.52 Mbit/s is a 
typical requirement for the optical supervisory channel. At 
higher data rates, receivers of the required sensitivity are not 
readily available. 
The invention provides a receiver for receiving an optical 

supervisory channel transmitted along an optical ?bre link of 
an optical transmission system, the receiver being capable of 
receiving at a ?rst data rate, the receiver including means for 
enabling a Raman pump laser for injecting light into the ?bre 
link for ampli?cation in response to the receipt of the optical 
supervisory channel at the ?rst data rate, the receiver also 
being capable of receiving the Raman pump ampli?ed optical 
supervisory channel When transmitted at a higher data rate. 
The invention also provides a transmitter for transmitting 

an optical supervisory channel along an optical ?bre link of an 
optical transmission system, the transmitter being capable of 
transmitting at a ?rst data rate, the transmitter also being 
capable of transmitting at a higher data. 

Advantageously, the receiver has greater sensitivity at the 
loW data rate such that it can operate over a long ?bre span 
Without Raman ampli?cation, and less sensitivity at the 
higher data rate such that it requires Raman ampli?cation to 
operate over long spans. 
The optical transmission system may consist of terminal 

nodes and line ampli?er nodes. The receivers of the invention 
may be located in the line ampli?er nodes and in a terminal 
node; the Raman pump lasers may be located in the same line 
nodes as the receivers that enable them. The line ampli?er 
nodes may regenerate the optical supervisory channel. The 
transmitters of the invention may be located in the line ampli 
?er nodes as Well as in a terminal node. 
The invention Will noW be described in detail, by Way of 

example, With reference to the accompanying draWings, in 
Which: 

FIG. 1 is a representation of an optical line transmission 
system, the representation depicting both a knoWn system and 
a system according to the invention; 

FIG. 2 is a representation in more detail of a transmitter of 
one terminal node and part of a ?rst line ampli?er node of the 
line transmission system shoWn in FIG. 1; 

FIG. 3 is a representation of a ?rst form of optical super 
visory channel transmitter for an optical transmission system 
according to the invention; 

FIG. 4 is a representation of a second form of optical 
supervisory channel transmitter for an optical transmission 
system according to the invention; 
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FIG. 5 is a representation of a ?rst form of optical super 
visory channel receiver for an optical transmission system 
according to the invention; 

FIG. 6 is a representation of a second form of optical 
supervisory channel receiver for an optical transmission sys 
tem according to the invention; and 

FIG. 7 is a representation of a third form of optical super 
visory channel receiver for an optical transmission system 
according to the invention. 

Referring to FIGS. 1 and 2, the optical transmission system 
of the invention has the same architecture as the knoWn sys 
tem described With reference to FIGS. 1 and 2, and thus 
consists of a terminal node A,B at each end With line ampli?er 
nodes C,D,E in betWeen, typically tens of such nodes in 
betWeen. The terminal nodes and line ampli?er nodes use 
EDFAs and, in the case of very long spans (typically greater 
than 150 km) Raman ampli?cation as Well. The invention is 
concerned With transmission and reception over those long 
?bre spans Which require Raman ampli?cation. 

In accordance With the invention, the optical supervisory 
channel transmitters and receivers are dual rate over those 
?bre spans requiring Raman ampli?cation. Thus, the trans 
mitter 14 of FIG. 2 may be realiZed by the ?rst or second form 
of transmitter shoWn in FIG. 3 or FIG. 4. Equally, the receiver 
18 of FIG. 2 may be realiZed by the ?rst, second or third form 
of receiver shoWn in FIGS. 5, 6 or 7. Any of the other optical 
supervisory channel transmitters or receivers of the knoWn 
line transmission system of FIG. 1, such as the transmitter 21 
of FIG. 2, could be realiZed by any of the transmitters or 
receivers, respectively, of the invention, Where the intercon 
necting ?bre span requires Raman ampli?cation. 

The optical supervisory channel transmitters of the inven 
tion are capable of transmitting at either a loW rate, or a high 
rate, and the optical channel receivers of the invention are 
capable of receiving at the loW rate and at the high rate. 
Referring to FIG. 2, the folloWing sequence is used to start 
transmission over ?bre span 2 Which requires Raman ampli 
?cation. 

The optical supervisory channels pass control information 
betWeen adjacent nodes, in this case, betWeen terminal node 
A and line ampli?er node C. The optical supervisory channel 
of transmitter 14 commences transmission at a loWer data rate 
(less than 10 Mbit/ s, typically 2.048 Mbit/ s). If the optical 
supervisory channel is received correctly by receiver 18, then 
the Raman pump laser 17 is enabled, thereby amplifying both 
the Wavelength division multiplexed signal channels and the 
optical supervisory channels. 

Control circuits (not shoWn) in each node monitor the 
Raman pumps, in this case, control circuits in node A and 
node C monitor the Raman pump 17, to determine When they 
have started and are operating correctly. The optical supervi 
sory channel receiver 18 Will indicate increased received 
poWer due to the Raman gain. The control circuit in this node 
uses this information to determine that it is ready to sWitch to 
the higher transmission rate. The node, using the optical 
supervisory channels, indicates to control circuits in the node 
on the other end of the linking ?bre span, in this case, the ?bre 
span 2, that it is ready to sWitch to the higher rate. When the 
tWo nodes are both ready to sWitch, the respective control 
circuits simultaneously initiate operation at the higher optical 
supervisory channel data rate (greater than 50 Mbit/s, typi 
cally 155 .52 Mbit/ s). With Raman ampli?cation, the receiver 
18 is noW able to receive the optical supervisory channel at the 
higher data rate. 

The same procedure applies if the Raman pump 17 is 
located upstream of the ?bre link 2, in the node A. 
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4 
TWo possible implementations of the dual rate optical 

supervisory channel transmitter Will noW be described. These 
are used in the line transmission system shoWn in FIG. 1 and 
FIG. 2 in place of the transmitters 14 and 21. 

FIG. 3 shoWs the ?rst implementation of a dual rate optical 
supervisory channel transmitter. This implementation uses 
tWo separate lasers 24, 26 to provide the different rate optical 
supervisory channels. The loW rate optical supervisory chan 
nel data is input to the loW rate laser driver 23 as an electrical 
signal. This modulates the loW rate optical supervisory chan 
nel laser 24 to convert the optical supervisory channel data 
from electrical to optical format. Similarly the high rate opti 
cal supervisory channel data is input to the high rate laser 
driver 25 as an electrical signal. This modulates the high rate 
optical supervisory channel laser 26 to convert the optical 
supervisory channel data from electrical to optical format. An 
optical sWitch 27 is used to select Whether the optical output 
of the optical supervisory channel transmitter Will be the high 
rate or loW rate optical supervisory channel. Control circuits 
(not shoWn) in the nodes on each side of the ?bre link (not 
shoWn) connected to the transmitter shoWn in FIG. 3 control 
the sWitch-over from loWer data rate to higher data rate, as 
described above. 

FIG. 4 shoWs the second implementation of a dual rate 
optical supervisory channel transmitter. This implementation 
uses one laser 30 and selects the data electrically to provide 
the different rate optical supervisory channels. The loW rate 
optical supervisory channel data and high rate optical super 
visory channel data are input to the sWitch 28 as electrical 
signals. The sWitch selects Which electrical signal to be input 
to the laser driver 29. The laser driver 29 modulates the optical 
supervisory channel laser 30 to convert the optical supervi 
sory channel data from electrical to optical format. The laser 
driver 29 and optical supervisory channel laser 30 in this 
implementation can operate at either data rate. This imple 
mentation has the advantage over the implementation shoWn 
in FIG. 3 that it uses a loWer number of optical components 
and is therefore a loWer cost solution, but the procedure for 
sWitch-over is the same. 

Three possible implementations of a dual rate optical 
supervisory channel receiver Will noW be described. These 
are used in the line transmission system shoWn in FIG. 1 and 
FIG. 2 in place of the receiver 18. 

FIG. 5 shoWs the ?rst implementation of a dual rate optical 
supervisory channel receiver. A loW rate receiver 32 is pro 
vided to convert the loW rate optical supervisory channel from 
optical to electrical format. A loW rate data recovery circuit 33 
recovers the digital optical supervisory channel data from the 
electrical signal. Similarly a high rate receiver 34 and high 
rate data recovery circuit 35 are provided for the high rate 
optical supervisory channel. An optical sWitch 32 is used to 
select Which rate is being received. The procedure for sWitch 
over uses control circuits in the nodes on each side of the ?bre 
link feeding the receiver shoWn in FIG. 5, as described above, 
and the procedure is the same for the embodiments shoWn in 
FIGS. 6 and 7. 

FIG. 6 shoWs the second implementation of a dual rate 
optical supervisory channel receiver. The optical supervisory 
channel optical signal is split into tWo paths by an optical 
splitter 36. Each path has approximately half the poWer of the 
incoming signal. 
One path is fed to a loW rate receiver 37 that converts the 

loW rate optical supervisory channel from optical to electrical 
format. A loW rate data recovery circuit 38 recovers the digital 
optical supervisory channel data from the electrical signal. 
Similarly a high rate receiver 39 and high rate data recovery 
circuit 40 are provided for the other path from the splitter. 
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Both receivers 37,39 and both data recovery circuits 38,40 
operate simultaneously. When high rate optical supervisory 
channel data is being received only the high rate data recovery 
circuit 40 Will detect valid data and the loW rate data output 
Will be disabled. Conversely When loW rate optical supervi 
sory channel data is received only the loW rate data recovery 
circuit 38 Will detect valid data and the high rate data output 
Will be disabled. 

FIG. 7 shoWs the third implementation. The optical super 
visory channel optical data is input to a single optical receiver 
41. The receiver output is split electrically and fed to tWo 
electrical ?lter circuits. Filter 42 is a loW rate ?lter and ampli 
?er that ampli?es the loW rate optical supervisory channel 
signal but does not alloW the high rate optical supervisory 
channel signal through. The output of this ?lter is fed to tie 
loW rate data recovery circuit 43. 

Filter 44 is a high rate ?lter and ampli?er that ampli?es the 
high rate optical supervisory channel signal but does not 
alloW the loW rate optical supervisory channel signal through. 
The output of this ?lter is fed to the high rate data recovery 
circuit 45. When high rate optical supervisory channel data is 
being received only the high rate data recovery circuit 45 Will 
detect valid data and the loW rate data output Will be disabled. 
Conversely, When loW rate optical supervisory channel data is 
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received only the loW rate data recovery circuit 43 Will detect 
valid data and the high rate data output Will be disabled. 
The invention claimed is: 
1. A transmitter for transmitting an optical supervisory 

channel at a ?rst data rate along an optical ?ber link of an 
optical transmission system, the transmitter comprising: 
means for transmitting the optical supervisory channel at a 
second data rate that is higher than the ?rst data rate in 
response to Raman ampli?cation commencing in the optical 
?ber link. 

2. The transmitter as claimed in claim 1, in Which the 
higher second data rate is at least tWice the ?rst data rate. 

3. The transmitter as claimed in claim 2, in Which the 
higher second data rate is at least ?ve times the ?rst data rate. 

4. The transmitter as claimed in claim 3, in Which the 
higher second data rate is at least ten times the ?rst data rate. 

5. The transmitter as claimed in claim 1, including a single 
laser for transmitting the optical supervisory channel at either 
data rate. 

6. The transmitter as claimed in claim 1, including a laser 
for transmitting at each data rate, and an optical sWitch for 
selecting a desired laser. 

* * * * * 


