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COHERENT ACCESS REGISTER DATA 
TRANSFER DEVICE AND METHODS 

THEREOF 

FIELD OF THE DISCLOSURE 

The present disclosure relates to data processing devices 
and more particularly to register access in a data processing 
device. 

BACKGROUND 

Data processing devices typically employ bus master mod 
ules that communicate With peripheral modules in the device. 
For example, a bus master of the data processing device can 
communicate With a peripheral module by Writing data to or 
reading data from registers of the peripheral module via a data 
bus. To ensure proper operation of the data processing device, 
in some instances data is Written to or read from the peripheral 
module registers coherently, so that all the data associated 
With an access request is read from or Written to the register 
simultaneously, rather than in portions. For example, a regis 
ter may contain information, such as timing information, that 
changes rapidly. If a ?rst portion of the information is read at 
a ?rst time from the register, and a second portion of the 
information is read at a later time, the tWo portions Will no 
longer be coherent if the second portion has changed. HoW 
ever, in some devices, the siZe of the peripheral device regis 
ters exceeds the siZe of the data bus, requiring multiple data 
transfers over the data bus to access all of the data for a 
register, making it dif?cult to maintain coherency. To pre 
serve coherency, each coherent access register can include its 
oWn shadoW register. HoWever, this effectively doubles the 
amount of register space required for each coherent access 
register. 

Accordingly, it Will be appreciated that an improved device 
and methods for performing coherent accesses Would be 
advantageous. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block diagram of a particular embodiment of a 
data processing device that employs coherent accesses; 

FIG. 2 is a block diagram of a particular embodiment of the 
peripheral module of FIG. 1; 

FIG. 3 is a block diagram of a particular embodiment of the 
bus interface module of FIG. 2; 

FIG. 4 is a block diagram of an alternative embodiment of 
the particular embodiment of the bus interface module of 
FIG. 2; 

FIG. 5 is a block diagram of a particular embodiment of the 
address decode module of FIG. 3; 

FIG. 6 is a How diagram of a particular embodiment of a 
method of performing a Write access to a coherent access 
register; and 

FIG. 7 is a How diagram of a particular embodiment of a 
method of performing a read access from a coherent access 
register. 

DETAILED DESCRIPTION 

Methods and a device for performing coherent access 
requests are disclosed. The methods include receiving a ?rst 
address associated With a ?rst Write or read request. During a 
Write operation, if the ?rst address is associated With a coher 
ent access register, data to be Written is stored at a data latch 
that is connected to a plurality of coherent data access regis 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

2 
ters. A second address and second data associated With a 
second Write request are received. If the second address 
matches the ?rst address, the second data and the latched ?rst 
data are Written to the coherent access register. By latching the 
?rst data and simultaneously Writing the latched ?rst data and 
the second data, overall coherency of the Written data is 
maintained. 

During a read operation, if the ?rst address is associated 
With a coherent access register, a portion of the data stored at 
the coherent access register is stored at the data latch While the 
remaining portion of data is provided to a data bus. A second 
address and second data associated With a second read request 
are received. If the second address matches the ?rst address, 
the portion of data stored at the latch is provided to the data 
bus. By latching the ?rst portion of data and providing that 
data over the bus after the second portion of data has been 
provided, overall coherency of the read data is maintained. In 
addition, because a single latch is used to maintain coherency 
for multiple coherent access registers, the device area is 
reduced. 

Referring to FIG. 1, a particular embodiment of a data 
processing device 100 is illustrated. The device 100 includes 
one or more bus masters including a bus master 102 con 

nected to a peripheral module 104 via an inter-module bus 
130 that includes an ADDRESS bus 131 (ADDRESS), an 
8-bit DATA bus 132 (DATA) and a control bus including a 
read/Write line 133 (R/W). It Will be appreciated that the bus 
interface can have different siZe data andADDRESS buses, as 
Well as additional control signals. The bus master 102 can be 
a central processing unit (CPU), direct memory access 
(DMA) module, netWork control module, and the like. The 
peripheral module 104 can be e.g. a timer, communications 
interface, memory controller, a peripheral device control 
module, and the like. The bus master 102 and the peripheral 
module 104 can be at a single integrated circuit device or can 
be located at different integrated circuit devices. 

The peripheral module 104 includes a number of registers 
that are larger than the siZe of the bus connecting peripheral 
module 104 to bus master 102, including 16-bit coherent 
access registers 110, Which include coherent access registers 
111, 112, and 113, and 16-bit registers 120 that are not coher 
ent access registers. The peripheral module 104 also includes 
a data latch 108 connected to the coherent access registers 
110, and an address latch 109. 

During operation, the bus master 102 performs access 
(read and Write) operations on the peripheral module 104. The 
access operations can be to coherent or non-coherent regis 
ters. It Will be appreciated that the 16-bit registers 120 can be 
accessed using multiple read/Write operations since they are 
non-coherent registers (i.e. do not contain coherent data). 
Accordingly, for purposes of discussion herein, a coherent 
access operation refers to an access operation to a register that 
stores data to, or reads data from, all bits in the register 
simultaneously and is larger than the DATA bus 132 betWeen 
the bus master 102 and the peripheral 104, such as the 16-bit 
coherent access registers 110. Note that While peripheral 
module 104 can have 8-bit registers, they are not addressed 
herein because they are capable of being accessible by the bus 
master 102 during a single data access. 

To perform a non-coherent access operation, the bus mas 
ter 102 issues multiple access requests at inter-module bus 
130 to read/Write data to a non-coherent register in a non 
simultaneous manner. Therefore, the peripheral module 104 
stores the data received on the DATA bus 132 at the time of 
each access. 

To perform coherent access operation, the bus master 102 
issues multiple access requests at the inter-module bus 130 to 
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read/Write data to a coherent register in a simultaneous man 
ner. The peripheral module 104 stores a ?rst portion of the 
data to be Written or read at the latch 108 that is connected to 
all of the coherent access registers 110. The data is stored at 
the latch 108 until it is Written to the selected coherent access 
register (in case of a Write access) or read by the bus master 
102 (in the case ofa read access). 

To perform a coherent Write request, the bus master 102 
performs a series of Write requests, sending a portion of the 
data to be Written in each Write request. For purposes of 
discussion, each Write request in the series of Write requests 
associated With a coherent Write request are referred to as 
partial Write requests. It Will be appreciated that each partial 
Write request includes the same characteristics as a non-co 

herent Write request, including an address, data, and control 
information associated With the operation, and are referred to 
as partial Write requests only to indicate that they are associ 
ated With a series of Write requests that are used to implement 
a coherent Write request. 

For example, in a particular embodiment, to perform a 
coherent Write to a coherent access register the bus master 102 
sends a ?rst partial Write request to the peripheral module 
104, including a ?rst address via the ADDRESS bus 131 and 
a ?rst data via the DATA bus 132. The peripheral module 104 
decodes the ?rst address and, in response to determining that 
it is associated With one of the coherent access registers 110, 
latches the ?rst data at the latch 108 and stores the address at 
the latch 109. 

To complete the coherent Write request, the bus master 102 
sends a second partial Write request including a second 
address and a second data portion to the peripheral module 
104, Which compares the ?rst address stored at the latch 109 
to the second address to determine if the data stored at the 
latch 108 is related to the current partial Write request. In 
response to detecting a match betWeen the addresses, the 
peripheral module 104 simultaneously Writes the ?rst data 
stored in the latch 108 and the second data being provided at 
the DATA bus 132 during the current Write cycle to the one of 
the coherent access registers 110 associated With the ?rst and 
second addresses. 

In one embodiment, the bus master 102 can send interven 
ing Write requests to non-coherent registers of the peripheral 
module 104 betWeen the partial Write requests. In that case, 
the data stored at the latch 108 is maintained until the second 
partial Write request is received. Alternatively, the bus master 
102 can initiate a neW coherent Write request to a different 
coherent register before a ?rst coherent Write request is com 
pleted. In this case, the data stored at the latch 108 is replaced 
by data associated With the neW coherent Write request and the 
neW address replaces the address stored in latch 109. 

To perform a coherent read request, the bus master 102 
issues a series of read requests. For purposes of discussion, 
each read request in the series of read requests associated With 
a coherent read request are referred to as a partial read request. 
HoWever, it Will be appreciated that each partial read request 
includes all the characteristics of a non-coherent read request, 
including an address associated With the operation and con 
trol information, and are referred to as partial read requests 
only to indicate that they are associated With a series of read 
requests that are used to implement a coherent read request. 

For example, to perform a coherent read of a coherent 
access register, the bus master 102 issues a ?rst partial read 
request by sending an address via the ADDRESS bus 131. 
The peripheral module 104 determines that the address is 
associated With one of the coherent access registers 110. In 
response, the peripheral module latches a portion of the data 
stored at the associated register at the latch 108 and provides 
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4 
the remaining portion of the data via the DATA bus 132 and 
latches the ?rst address at the latch 109. The bus master 102 
then issues a second partial read request by sending a second 
address via the ADDRESS bus 131. In response to detecting 
a match betWeen the second address and the ?rst address 
stored at the latch 109, the peripheral module 104 provides 
the portion of the data stored at the latch 108 via the DATA bus 
132. Accordingly, the coherency of the read data is main 
tained. 

In one embodiment, the bus master 102 can send interven 
ing Write requests to non-coherent registers of the peripheral 
module 104 betWeen the partial Write requests. In that case, 
the data stored at the latch 108 is maintained until the second 
partial read request is received and the stored data is provided 
to the DATA bus 132. Alternatively, the bus master 102 can 
initiate a neW coherent read request to a different coherent 
access register before a ?rst coherent read request is com 
pleted. In this case, the peripheral module 104 can replace the 
stored data at the latch 108 With data associated With the neW 
coherent read request and replace the stored address at the 
latch 109 With the address associated With the neW coherent 
read request. 
As discussed above, the latch 108 is used to facilitate 

coherent Write and read requests for each of the coherent 
access registers 110. By employing a single register to per 
form coherent accesses, rather than employing a shadoW reg 
ister for each of the coherent access registers 110, the area of 
the circuitry used to perform the coherent accesses is reduced. 

Referring to FIG. 2, a block diagram of a peripheral module 
204, corresponding to a particular embodiment of the periph 
eral module 104 of FIG. 1, is illustrated. The peripheral mod 
ule 204 includes a bus interface module 220 and a plurality of 
coherent access registers including coherent access registers 
211 and 212. The bus interface module 220 includes a set of 
address nodes connected to the ADDRESS bus 131 and a set 
of data input nodes connected to the DATA bus 132. In addi 
tion, the bus interface module 220 includes a plurality of 
enable outputs (R1_L_EN, R1_H_EN, R2_L_EN, 
R2_H_EN), a plurality of data bus outputs (W_DAT_H and 
W_DAT_L) and a plurality of data bus inputs (R_DAT_H and 
R_DAT_L). Further, the bus interface module 220 also 
includes a latch 208 corresponding to latch 108 of FIG. 1 and 
a latch 209 corresponding to latch 109 of FIG. 1. The coherent 
access register 211 includes a control input connected to the 
R/W line 133, tWo enable inputs connected to the outputs 
R1_L_EN and R1_H_EN respectively, tWo data inputs con 
nected to the DATA bus 132 outputs W_DAT_H and 
W_DAT_L respectively, and tWo data outputs connected to 
the DATA bus 132 inputs R_DAT_H and R_DAT_L respec 
tively. The coherent access register 212 includes a control 
input connected to the R/W line 133, tWo enable inputs con 
nected to the outputs R2_L_EN and R2_H_EN respectively, 
tWo data inputs connected to the DATA bus 132 outputs 
W_DAT_H and W_DAT_L respectively, and tWo data out 
puts connected to the DATA bus 132 inputs R_DAT_H and 
R_DAT_L respectively. 

During operation, to perform a coherent Write request, the 
bus interface module receives a ?rst address via the 
ADDRESS bus 131 and determines that the ?rst address is 
associated With, for example, the coherent access register 
211. In response, the bus interface module 220 latches the ?rst 
data at the DATA bus 132 at the latch 208 and latches the 
address at the latch 209. The bus interface module 220 then 
Waits until a second address is received via the ADDRESS bus 
131 and compares the second address to the ?rst address 
stored in the latch 209. In response to determining a match 
betWeen the ?rst and second addresses, the bus interface 
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module 220 asserts signals at the outputs R1_L_EN and 
R1_L_EN to simultaneously Write the ?rst data stored in the 
latch 208 and the second data at the DATA bus 132 to the 
coherent access register 211. 

To Write the data to the coherent access register 21 1, the bus 
interface module 220 asserts the enable signals at the 
R1_L_EN output and the R1_H_EN output during the same 
Write cycle and deasserts the enable signals to the other reg 
isters, thereby ensuring that data on the buses W_DAT_H and 
W_DAT_L Will only be Written to the appropriate register. 
The bus interface module also provides the data stored at the 
latch via the bus W_DAT_H and provides the data on the 
DATA bus 132 to the bus W_DAT_L, and the data on the 
buses is Written to the coherent access register 211. Note that 
the speci?c embodiment described herein presumes that the 
most signi?cant byte of a coherent access register is alWays 
Written before the least signi?cant byte. It Will be appreciated 
that a module accommodating Writing the most signi?cant 
byte and the least signi?cant byte of a coherent access register 
in any order is readily achievable. 

To perform a coherent read request, the bus interface mod 
ule 220 receives a ?rst address via the ADDRESS bus 131 and 
determines that the address is associated With, for example, 
the coherent access register 211. The bus interface module 
220 then asserts the enable signals R1_L_EN and R1_H_EN 
and deasserts the enable signals to the other registers, thereby 
ensuring that only the coherent access register 211 Will pro 
vide data to the buses R_DAT_H and R_DAT_L. The data on 
one of the buses is latched at the latch 208 depending on the 
address received at the ADDRESS bus 131. The data that Was 
not latched is provided via the DATA bus 132. After receiving 
a second address, the bus interface module 220 compares the 
second address With the ?rst address stored in the latch 209 
and, in response to ?nding a match betWeen the addresses, 
provides the latched data via the DATA bus 132. 

It Will be appreciated that the ?rst and second addresses for 
the read/Write operations discussed herein can have different 
least signi?cant bits and therefore a match betWeen the 
addresses Will typically be betWeen only a portion of the 
complete address for each operation. 

Referring to FIG. 3, a block diagram of a bus interface 
module 320, corresponding to a particular embodiment of 
Write control logic of the bus interface module 220 of FIG. 2 
is illustrated. The bus interface module 320 includes an 
address decode module 302, a data latch 308 corresponding to 
the latch 108 of FIG. 1, and a signal select multiplexer 306. 
The address decode module 302 includes a set of address 
nodes connected to the ADDRESS bus 131, a control input 
connected to the R/W line 133, a plurality of enable outputs 
340 (R1_L_EN, R1_H_EN, R2_L_EN, R2_H_EN), and a 
plurality of control outputs (W_DAT_H_SEL and LD_EN). 
The address decode module 302 also includes a latch 309, 
corresponding to the latch 109 of FIG. 1. The data latch 308 
includes a number of data inputs connected to the DATA bus 
132, a control input connected to the control output LD_EN, 
and a plurality of data outputs. The signal select multiplexer 
306 includes a ?rst set of data inputs connected to the data 
outputs of the latch 308, a second set of data inputs connected 
to the DATA bus 132, a control input connected to the control 
output W_DAT_H_SEL, and a number of data outputs con 
nected to the bus W_DAT_H. A number of data signals from 
the data bus 132 bypass the multiplexer 306 to drive the 
W_DAT_L data bus to the registers. 

During operation, to perform a coherent Write request, the 
address decode module 302 receives a ?rst address via the 
ADDRESS bus 131, decodes the address, and determines 
Whether the ?rst address is associated With a coherent access 
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6 
register. Based on the decoded address, the address decode 
module 302 asserts a signal via the output LD_EN so that the 
data provided by the DATA bus 132 is latched at the latch 308. 
The address decode module also latches the ?rst address at the 
latch 309. 

After the data has been latched, the address decode module 
302 Waits until a second address is received via the 
ADDRESS bus 131, and then compares the received second 
address to the ?rst address stored in the latch 309. Upon 
determining a match, the address decode module 302 asserts 
those enable signals at the enable outputs 340 for the register 
associated With the ?rst and second addresses. Further, the 
address decode module 302 asserts the signal W_DAT_ 
H_SEL, so that data previously stored in the latch 308 is 
provided via the bus W_DAT_H together With data at the 
DATA bus 132 being provided via the bus W_DAT_L, so that 
the data on the buses is simultaneously provided to the coher 
ent access registers. 
The bus interface module 320 can also perform Write 

requests to a non-coherent register. In that case, the address 
decode module controls the signal select multiplexer 306 so 
that data provided by the DATA bus 132 is provided to the bus 
W_DAT_H. The same data is provided to the bus W_DAT_L. 
Accordingly, the data at the DATA bus 132 can be stored at 
either a high byte or a loW byte of the non-coherent register by 
applying the appropriate enable signals at the enable outputs 
340. 

Referring to FIG. 4, a block diagram of a bus interface 
module 420, corresponding to a particular embodiment of 
read control logic of the bus interface module 220 of FIG. 2, 
is illustrated. The bus interface module 420 includes an 
address decode module 402, a data latch 408 corresponding to 
the data latch 108 of FIG. 1, signal select multiplexer 430, and 
buffer 435. The address decode module 402 includes a plu 
rality of address nodes connected to the ADDRESS bus 131, 
a control input connected to the R/W line 133, a plurality of 
enable outputs 440 and a plurality of control outputs (MOD 
ULE_SELECT, LD_EN, and R_DAT_SEL). The address 
decode module also includes a latch 409 corresponding to the 
latch 109 of FIG. 1. The latch 408 includes a plurality of input 
nodes connected to the data bus R_DAT_L, a control input 
connected to the LD_EN output, and a plurality of data out 
puts. The signal select multiplexer 430 includes a plurality of 
data inputs connected to the outputs of the data latch 408, a 
plurality of data inputs from data bus R_DAT_L, a plurality of 
data inputs from data bus R_DAT_H, a plurality of outputs 
connected to buffer 435, and select inputs R_DAT_SEL from 
address decode module 402. Data buffer 435 includes a plu 
rality of data inputs from multiplexer 430, a plurality of data 
outputs connected to the DATA bus 132, and the 
MODULE_SELECT input from address decode module 402. 

During operation, to perform a coherent read request, the 
address decode module 402 receives a ?rst address via the 
ADDRESS bus 131, decodes the address, and determines that 
the ?rst address is associated With one of the coherent access 
registers 110. In response, the address decode module 402 
asserts the enable signals for the selected coherent access 
register, and deasserts the control signals for the remaining 
registers, so that the data stored in the high portion of the 
selected coherent access register is provided to the R_DAT_H 
bus and the data stored in the loWer portion is provided to the 
R_DAT_L bus. 

Further, the address decode module 402 asserts a signal at 
the LD_EN output so that the data from the R_DAT_L bus is 
latched into the data latch 408, While R_DAT_H is coupled to 
the multiplexer 430 and coupled to the data bus 132 through 
multiplexer 430 and buffer 435. 
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The address decode module 402 then Waits until a second 
address is received, and determines if the second address 
matches the ?rst address stored in the latch 409 to indicate 
that the second address correlates to the stored data. If a match 
is detected, the address decode module controls the signal 
select module 430 so that the data stored at the latch 408 is 
provided to the DATA bus 132, thereby providing the loWer 
portion of data from the coherent access register to the bus 
master 102, and maintaining coherency betWeen the upper 
and loWer portions of data. 

It Will be appreciated that although, for purposes of discus 
sion, the bus interface modules 320 and 420 have been illus 
trated separately, the tWo interface modules could be inte 
grated as a single module that performs both coherent Write 
and coherent read accesses. 

Referring to FIG. 5, a block diagram of an address decode 
module 502, corresponding to a particular embodiment of the 
address decode module 302 of FIG. 3, is illustrated. The 
address decode module 502 includes a coherent register com 
pare module 504 and a control logic module 514. The coher 
ent register compare module 504 includes a set of input nodes 
connected to the ADDRESS bus 131 and an output (LD_EN). 
The control logic module 514 includes a set of input nodes 
connected to the ADDRESS bus 131, the read/Write line from 
control bus 133, an input connected to the LD_EN output, a 
set of enable outputs 540 (R1_L_EN, R1_H_EN, R2_L_EN, 
R2_H_EN), and a control output (W_DAT_H_SEL). 

The control logic module 514 includes an address latch 509 
corresponding to the latch 109 of FIG. 1, a comparator 512, 
and a data ready module 507. The address latch 509 includes 
a set of outputs. The comparator 512 includes a set of input 
nodes connected to the ADDRESS bus 131, a set of inputs 
connected to the outputs of the address latch, and a control 
input to receive an enable signal from the data ready module 
507. 
A Write operation is initiated When the address decode 

module 502 receives an address via the ADDRESS bus 131. 
The coherent register compare module 504 compares the 
received address to the addresses associated With the coherent 
access registers 110 to determine if the address is associated 
With a coherent access register. If a coherent access register is 
indicated by the address, the coherent register compare mod 
ule 504 asserts a signal at the output LD_EN. In response, the 
control logic module 514 latches the address at the address 
latch 509 and suppresses assertion of the enable signals, so 
that the ?rst data portion received for the coherent Write is 
latched at the latch 308, rather than Written to the coherent 
access registers 110. In addition, the control logic module 514 
sets the coherent data ready module 507 to indicate that the 
?rst partial Write operation of a coherent Write access has been 
received. 
When the second address on the ADDRESS bus 131 is 

received to complete the coherent Write request, the state of 
the coherent data ready module 507 indicates that the ?rst 
portion of a coherent Write access Was previously received, 
the control logic module 514 determines that the second 
address is the second par‘tial Write operation of a coherent 
Write access. In response, the control logic module 514 com 
pares the second address to the latched ?rst address at the 
comparator 512 and, if a match is determined, asserts the 
appropriate enable signals for the coherent access register 
associated With the ?rst and second addresses. In addition, the 
control logic module 514 asserts a signal at the W_DAT_ 
H_SEL output, so that the ?rst data latched at the data latch 
308 and the data at the DATA bus 132 are simultaneously 
Written to the selected coherent access register, thereby per 
forming a coherent Write access to the register. 
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8 
Referring to FIG. 6, a How diagram of a particular embodi 

ment of a method of performing a Write access to a coherent 
access register is illustrated. At block 602, a bus interface 
module is idle. In response to a Write request being received, 
the method ?oW moves to block 603 Where a coherent data 
ready ?ag is checked to see if any coherent Write access Was 
previously started. If not, How continues to block 605 Where 
the bus interface module decodes the address associated With 
the Write request. If the bus interface module determines that 
the decoded address is not associated With a coherent access 
register, the method ?oW moves to block 618 and the bus 
interface module Writes the data associated With the Write 
request to the storage location associated With the received 
address. The method How then returns to block 602 and the 
bus interface module aWaits another Write request. 

If, at block 605, the bus interface module determines that 
the received address is associated With a coherent access 
register, the method ?oW moves to block 608 and the bus 
interface module latches the data associated With the Write 
request at a data latch, the address at an address latch, and the 
coherent data ready ?ag is set to indicate the ?rst portion of a 
coherent access has been completed. The method How then 
returns to block 602 and the bus interface module aWaits 
another Write request. 

If at block 603, the bus interface module determines that a 
coherent Write data access Was previously started, the method 
?oW moves to block 612 and the bus interface module deter 
mines Whether the address associated With the mo st recently 
received Write request matches the previously received 
address. If so, the method ?oW moves to block 614 and the 
data previously stored at the data latch, together With the data 
associated With the most recent Write request, is Written 
simultaneously to the coherent access register, thereby main 
taining coherency of the data. The coherent data ready ?ag is 
then cleared in block 620 and How then returns to block 602. 

If the addresses do not match at block 612, the method ?oW 
moves to block 605 and the How folloWs one of tWo paths 
depending upon Whether the Write request is a normal byte 
Write to a non-coherent register or the start of a neW coherent 
Write request that supersedes the previously started coherent 
Write operation. In the case of a non-coherent Write, ?oW 
proceeds to block 618 and then 602. In the case of the start of 
a neW coherent Write, ?oW proceeds to block 608 and then 
602. 

Referring to FIG. 7, a How diagram of a particular embodi 
ment of a method of performing a read access to a coherent 
access register is illustrated. At block 702, a bus interface 
module is idle. In response to receiving a read request, the 
method ?oW moves to block 703 Where a coherent data ready 
?ag is checked to see if any coherent read access Was previ 
ously started. If not, How continues to block 705 Where the 
bus interface decodes the address associated With the read 
request. If the decoded address is not associated With a coher 
ent access register, the method ?oW moves to block 718 and 
the bus interface module provides the data from the storage 
location associated With the address to a data bus. The method 
How then returns to block 702 and the bus interface module 
Waits for the next read access. 

HoWever, if the decoded address at block 705 is associated 
With a coherent access register, the method ?oW moves to 
block 708 and the bus interface module latches a ?rst portion 
of data from the coherent access register, While the remaining 
portion of data is provided to the data bus, the address is 
latched, and the coherent data ready ?ag is set to indicate the 
?rst portion of a coherent access has been completed. The 
method How then returns to block 702 and the bus interface 
module Waits for a subsequent read request. 
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If at block 703, the bus interface module determines that a 
coherent read data access Was previously started, the method 
?oW moves to block 712 and the bus interface module deter 
mines Whether there is an address match betWeen the address 
associated With the most recently received read request and 
the previously received address. If there is a match, the 
method ?oW moves to block 714 and the bus interface module 
provides the data stored in the latch to the data bus, thereby 
preserving coherency betWeen the latched data and the data 
previously provided to the data bus. 

If there is not an address match at block 712, the method 
?oW moves to block 705 and the How folloWs one of tWo paths 
depending upon Whether the read request is a normal byte 
read to a non-coherent register or the start of a neW coherent 
read request that supersedes the previously started coherent 
read operation. In the case of a non-coherent read, How pro 
ceeds to block 718 and then 702. In the case of the start of a 
neW coherent read, How proceeds to block 708 and then 702. 
The operation of blocks 705, 718, and 708 Were described in 
greater detail earlier. 

Bene?ts, other advantages, and solutions to problems have 
been described above With regard to speci?c embodiments. 
HoWever, the bene?ts, advantages, solutions to problems, and 
any element(s) that may cause any bene?t, advantage, or 
solution to occur or become more pronounced are not to be 
construed as a critical, required, or essential feature or ele 
ment of any or all the claims. Accordingly, the present dis 
closure is not intended to be limited to the speci?c form set 
forth herein, but on the contrary, it is intended to cover such 
alternatives, modi?cations, and equivalents, as can be reason 
ably included Within the spirit and scope of the disclosure. For 
example, although the embodiments disclosed herein have 
employed a single data latch connected to the coherent access 
registers, multiple latches may be used, Where each latch is 
connected to a bank of coherent access registers. Further, 
although some of the particular embodiments disclosed 
herein have employed 16 bit coherent access registers and an 
8-bit data bus, other con?gurations can be employed, such as 
an 8 bit bus and 32 bit coherent access registers. Such con 
?gurations may employ additional latches to perform each 
coherent access operations. It Will further be appreciated that, 
although some circuit elements are depicted as connected to 
other circuit elements, the illustrated elements may also be 
coupled via additional circuit elements, such as resistors, 
capacitors, transistors, and the like. 
What is claimed is: 
1. A method, comprising: 
receiving at a ?rst time a ?rst Write request comprising a 

?rst data and a ?rst address value, Wherein the ?rst 
address value is received at a ?rst set of address nodes; 

determining if the ?rst address value is associated With one 
of a plurality of coherent access registers, Wherein each 
one of the plurality of coherent access registers is to 
receive data from a plurality of Write requests simulta 
neously; 

storing, in response to determining that the ?rst address 
value is associated With a ?rst register of the plurality of 
coherent access registers, the ?rst data at a latch coupled 
to each of the plurality of coherent access registers; 

receiving at a second time after the ?rst time a second Write 
request comprising a second data and a second address 
value, Wherein the second address value is received at 
the ?rst set of address nodes; 

storing the second data at a second register While maintain 
ing the ?rst data at the latch in response to determining 
the second address value is not associated With any of the 
plurality of coherent access registers; 
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10 
receiving at a third time after the second time a third Write 

request comprising a third data and a third address value, 
Wherein the third address value is received at the ?rst set 
of address nodes; and 

simultaneously storing, in response to determining that the 
third address value is associated With the ?rst register of 
the plurality of coherent access registers, the ?rst data 
stored at the latch and the third data at the ?rst register of 
the plurality of coherent access registers. 

2. The method of claim 1, further comprising: 
receiving at a fourth time a fourth Write request comprising 

a fourth data and a fourth address value, Wherein the 
fourth address value is received at the ?rst set of address 

nodes; 
storing, in response to determining that the fourth address 

value is associated With a second register of the plurality 
of coherent access registers, the fourth data at the latch; 

receiving at a ?fth time a ?fth Write request comprising a 
?fth data and a ?fth address value, Wherein the ?fth 
address value is received at the ?rst set of address nodes; 
and 

simultaneously storing, in response to determining that the 
?fth address value matches the fourth address value, the 
fourth data stored at the latch and the ?fth data at the 
second register of the plurality of coherent access regis 
ters. 

3. The method of claim 1, further comprising storing, in 
response to determining that the third address value is not 
associated With the ?rst register of the plurality of coherent 
access registers, the third data at the latch. 

4. The method of claim 3, ?lrther comprising: 
receiving at a fourth time a fourth Write request comprising 

a fourth data and a fourth address value, Wherein the 
fourth address value is received at the ?rst set of address 

nodes; 
simultaneously storing, in response to determining that the 

fourth address value is associated With a second register 
of the plurality of coherent access registers, the data 
stored at the latch and the fourth data at a second of the 
plurality of coherent access registers. 

5. The method of claim 3, Wherein the third data is stored at 
the latch in response to determining that the third address 
value is associated With one of the plurality of coherent access 
registers. 

6. The method of claim 5, further comprising storing, in 
response to determining that the third address value is not 
associated With one of the plurality of coherent access regis 
ters, the third data at a third register associated With the third 
address value, Wherein the third register is not one of the 
plurality of coherent access registers. 

7. The method of claim 1, further comprising latching the 
?rst address value at an address register in response to deter 
mining that the ?rst address value is associated With one of the 
plurality of coherent access registers. 

8. The method of claim 1, further comprising: 
receiving at a fourth time a fourth Write request comprising 

a fourth data and a fourth address value, Wherein the 
fourth address value is received at the ?rst set of address 
nodes; 

determining if the fourth address value is associated With 
one of the plurality of coherent access registers; 

storing, in response to determining that the fourth address 
value is associated With a third register of the plurality of 
coherent access registers, the fourth data at the latch; 
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receiving at a ?fth time a ?fth Write request comprising a 
?fth data and a ?fth address value, Wherein the ?fth 
address value is received at the ?rst set of address nodes; 
and 

simultaneously storing, in response to determining that the 
?fth address value matches the fourth address value, the 
fourth data stored at the latch and the ?fth data at the 
third register of the plurality of coherent access registers. 

9. The method of claim 8, further comprising storing, in 
response to determining that the fourth address value is not 
associated With the third register of the plurality of coherent 
access registers, the fourth data at the latch. 

10. The method of claim 9, further comprising: 
receiving at a sixth time a sixth Write request comprising a 

sixth data and a sixth address value, Wherein the sixth 
address value is received at the ?rst set of address nodes; 

simultaneously storing, in response to determining that the 
sixth address value is associated With a fourth register of 
the plurality of coherent access registers, the data stored 
at the latch and the sixth data at the fourth register of the 
plurality of coherent access registers. 

11. The method of claim 9, Wherein the ?fth data is stored 
at the latch in response to determining that the ?fth address 
value is associated With one of the plurality of coherent access 
registers. 

12. A method, comprising: 
receiving at a peripheral device at a ?rst time a ?rst Write 

request comprising a ?rst data and a ?rst address value, 
Wherein the ?rst address value is received at a ?rst set of 
address nodes from a bus master device; 

receiving the ?rst data at the peripheral device via a data 
bus coupled between the bus master device and the 
peripheral device; 

determining if the ?rst address value is associated With one 
of a plurality of coherent access registers at the periph 
eral device, Wherein a siZe of a ?rst register of the plu 
rality of coherent access registers larger than a siZe of the 
data bus; 

storing, in response to determining that the ?rst address 
value is associated With the ?rst register of the plurality 
of coherent access registers, the ?rst data at a latch of the 
peripheral device coupled to each of the plurality of 
coherent access registers; 

receiving at a second time a second Write request compris 
ing a second data and a second address value, Wherein 
the second address value is received at the ?rst set of 
address nodes; and 

simultaneously storing, in response to determining that the 
second address value is associated With the ?rst register 
of the plurality of coherent access registers, the ?rst data 
stored at the latch and the second data at the ?rst register 
of the plurality of coherent access registers Without stor 
ing the second data at the latch. 

13. The method of claim 12, further comprising: 
receiving at a third time a third Write request comprising a 

third data and a third address value, Wherein the third 
address value is received at the ?rst set of address nodes; 

determining if the third address value is associated With 
one of the plurality of coherent access registers; 

storing, in response to determining that the third address 
value is associated With a second register of the plurality 
of coherent access registers, the third data at the latch; 

receiving at a fourth time a fourth Write request comprising 
a fourth data and a fourth address value, Wherein the 
fourth address value is received at the ?rst set of address 
nodes; and 
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12 
simultaneously storing, in response to determining that the 

fourth address value matches the third address value, the 
third data stored at the latch and the fourth data at the 
second register of the plurality of coherent access regis 
ters. 

14. The method of claim 12, further comprising storing, in 
response to determining that the second address value is not 
associated With the ?rst register of the plurality of coherent 
access registers, the second data at the latch. 

15. The method of claim 14, further comprising: 
receiving at a third time a third Write request comprising a 

third data and a third address value, Wherein the third 
address value is received at the ?rst set of address nodes; 

simultaneously storing, in response to determining that the 
third address value is associated With a second register of 
the plurality of coherent access registers, the data stored 
at the latch and the third data at a second of the plurality 
of coherent access registers. 

16. A method, comprising: 
receiving at a ?rst time a ?rst Write request comprising a 

?rst data and a ?rst address value, Wherein the ?rst 
address value is received at a ?rst set of address nodes; 

determining if the ?rst address value is associated With one 
of a plurality of coherent access registers, Wherein each 
one of the plurality of coherent access registers is to 
receive data from a plurality of Write requests simulta 
neously; 

storing, in response to determining that the ?rst address 
value is associated With a ?rst register of the plurality of 
coherent access registers, the ?rst data at a latch coupled 
to each of the plurality of coherent access registers; 

receiving at a second time after the ?rst time a second Write 
request comprising a second data and a second address 
value, Wherein the second address value is received at 
the ?rst set of address nodes; 

storing the second data at a second register While maintain 
ing the ?rst data at the latch in response to determining 
the second address value is not associated With any of the 
plurality of coherent access registers; 

receiving at a third time after the second time a third Write 
request comprising a third data and a third address value, 
Wherein the third address value is received at the ?rst set 
of address nodes; and 

simultaneously storing, in response to determining that the 
third address value matches the ?rst address value, the 
?rst data stored at the latch and the third data at the ?rst 
register of the plurality of coherent access registers. 

17. The method of claim 16, further comprising: 
receiving at a fourth time a fourth Write request comprising 

a fourth data and a fourth address value, Wherein the 
fourth address value is received at the ?rst set of address 
nodes; 

determining if the fourth address value is associated With 
one of the plurality of coherent access registers; 

storing, in response to determining that the fourth address 
value is associated With a second register of the plurality 
of coherent access registers, the fourth data at the latch; 

receiving at a ?fth time a ?fth Write request comprising a 
?fth data and a ?fth address value, Wherein the ?fth 
address value is received at the ?rst set of address nodes; 
and 

simultaneously storing, in response to determining that the 
?fth address value matches the fourth address value, the 
fourth data stored at the latch and the ?fth data at the 
second register of the plurality of coherent access regis 
ters. 
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18. The method of claim 16, further comprising storing, in simultaneously storing, in response to determining that the 
response to determining that the third address Value does not fourth address Value is associated With a second register 
match the ?rst address, the third data at the latch. of the plurality of coherent access registers, the data 

19. The method of claim 18, further comprising: stored at the latch and the fourth data at a second of the 
receiving at a ?fth fourth time a fourth Write request com- 5 plurality of coherent access registers. 

prising a fourth data and a fourth address Value, Wherein 
the fourth address Value is received at the ?rst set of 
address nodes; * 


