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To /LZZ 1,071,071?, ¿t nza/y concern: 

Be it known that I, HOWARD H. HERROD, 
Jr., a citizen of the United States, residing at 
Troy, in the county of Bell and State of Texas, 
have invented certain new and 'useful Improve 
ments in Agricultural Implements; and I do 
d_eclare the following to be a full, clear, and 
exact description of the invention, such as will 
enable others Skilled in the art to which it ap 
pertains to make and use the same. l 
This invention relates to agricultural im 

plements, and particularly to a novel construc 
tion of standard and plow-point, cultivator, 
shovel, rake-tooth, or like implement, where 
by the same may be conveniently detached for 
the substitution of another implement and 
whereby the implement when applied to the 
standard will be firmly secured in position. 
The object of the invention is to provide a 

structure which will attain these advantages 
in a simple, convenient, and effective manner. 

In the accompanying drawings, Figure l is 
a perspective view of a standard and cultiva 
tor-tooth embodying the invention. Fig. 2 is 
ahorizontal section through the same. Fig. 
3 is a detail perspective viewof the lower end 
of the standard, and Fig. 4L is a similar View 
of the tooth detached. 
The standard l may be of any general form 

suitable for the purpose and is provided at 
its lower end with a transverse slot 2, open 
ing through its sides and base, and with a ver 
tical slot 3 in the front wall of the bifurcated 
portion formed by the slot 2, said slot 3 open 
ing at its lower end through the lower end of 
said wall and communicating with the slot 2. 
The slots 2 and 3 terminate at the same point 
transversely of the standard l, and thus pro 

y vide a T-shaped shoulder or stop at the point 
where they terminate to serve as an abutment 
for the upper end of the shank or head of the 
implement, as will be presently described. 
The plow-point, cultivator-shovel, tooth 4. 

or other implement is provided upon its rear 
side with a T-head 5, comprising a transverse 
plate or ílange V6 and a centrally-disposed con 
necting-web 7 . This T-head is adapted to fit 
within the slots 2 and 3 of the standard 1 to 
detachably connect the implement thereto, and 

serial Nó.' 206,545. (No model.) 

in applying the implement to the standard the 
T-head is brought into position to have its 
flange 6 and web 7 , respectively, register with 
the slots 2 and 3, and then the implement is 
moved upwardly to slide the T-head into the 
slots, thel parts of the head serving when thus 
applied to detachably connect the implement 
to the standard and to hold the 'implement 
against casual dislocation from longitudinal 
or transverse strain. 

It is to be noted that the T-head övof the 
implement is of substantially the same length 
as the slots 2 and 3 and that the upper end of 
said head 5 is firmly seated against the abut 
ment formed at the terminal upper ends of 
the slots 2 and 3 and that the lower end of 
said head 5 when the implement is secured in 
place is substantially iiush with the lower 
slotted end of the standard. This construc 
tion affords a comparatively long bearing and 
a very firm seat for the implement. In order 
to secure the T-head to the standard, a fasten 
ing 8, which may be a set-screw, a bolt, or 
other type of securingdevice, is passed through 
the rear wall of the bifurcated portion of the 
standard and engages the T-head, thus pre 
venting the latter from slipping out of the 
sockets. - 

It will of course be understood that the T 
head may be cast or otherwise formed upon 
the implements or may be formed independ 
ently of and suitably secured thereto; also, 
that other means than we show may be em 
ployed to retain the T-head in position. 
By the use of the slotted standard and T 

head the implement may be readily and quickly 
detached from the standard and a new one 
substituted therefor, or different types of im 
plements may be made interchangeably con 
nectible with the standard to adapt ._the agri 
cultural apparatus to be employed for various 
kinds of work. 
FromV the foregoing description, taken in 

connection with the accompanying drawings, 
the construction and operation of the inven 
tion will be readily understood without re 
quiring a more extended explanation. 
.Various changes in the form, proportion, 

and the minor details of construction may be 
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resorted to without departing from the prin 
ciple or sacrificing' any of the advantages of 
this invention. 
Having thus described my invention, what 

I claim as new, and desire to secure by Letters 
Patent, is 
A standard for agricultural implements pro 

vided at its lower end with a T-slot terminat 
ing at its upper end in an abutment, in com 
bination with an implement having a T-head 
of' substantially the same length as the slot 

775,770 

and its upper end designed to rest against the 
abutment at the upper end of the T-slot, and 
means for securing the head in the slot, sub 
stantially‘as described. 

1n testimony whereof I have hereunto set 
my hand in presence of two subscribing Wit 
nesses. v . 

HOWARD H. HERROD, JR. 
Witnesses: ~ . 

J. W. SHARP, 
D. O. FINNELL. 


