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To all whom, ¿t may concern.: 
Beit known that I, ANSON MILLS, brigadier 

general United States Army, retired, a citizen 
of the United States, and a resident of Wash 
ington city, in the District of Columbia, have 
invented a new and useful Improvement in 
Cartridge-Belts or Bandoleers, of which the 
following is a specification. - ' ‘ 

In my Patent No. 722,124, of March 3, 1903, 
I have described and claimed an ammunition 
carrier consisting of woven fabric having 
two groups of vpockets integral therewith lof 
cated on opposite faces and opening at oppo 
site edges of the fabric. 
My present improvement embodies the same 

general idea as that set forth in my said Let 
ters Patent, but modified so as to adapt itto the i 
needs of a belt or bandoleer containing pockets 
for receiving clips of cartridges for magazine 
use. To this end the pockets have the p0r 
tions adjoining their open ends or mouths of 
a size and dimensions to receive the clip of 
cartridges, while the other portion of the 
pockets (toward their closed end or bottom) 
is formed with individual thimbles Which re 
ceive the bottle-necks or bullet ends of the 
cartridges. 

In illustration of my improvement I have 
represented in the accompanying drawings a 
bandoleer having cartridge-receiving pockets 
'embodying the invention. 

Figure lis a plan View of a bandoleer made 
in accordance with my invention, the sides of 
the pockets on the right-hand side being drawn 
together by a cord, while the pockets on the 
opposite side are open and the cord omit 
ted from the eyelets. Fig. 2 is a perspective 
View of two of the pockets forming part of 
the bandoleer embodying my invention. Fig. 
3 is a transverse vertical section through‘two 
of the pockets, one on each face of the center 
ply or body fabric of the belt. ' 
A is the bandoleer, made preferably of a 

three-ply woven fabric, the center ply B of 
which constitutes,i_n effect, a pliable band upon 
opposite faces of which the cartridge-receiv 
ing pockets a b are located, the pockets a; on 
one face of the band opening at one edge of 
the band and the pockets Z) on the opposite 
face of the band opening at the opposite edge 

of the band, as shown. , Each pocket is of a 
size to receive and hold a clip or group C of 
cartridges (live in number in this instance) 
and has at its bottom individual thimbles a' 
or b', which extend high enough to receive 
only the bottle-neck of the cartridge. These 
thimbles can be readily woven by proper ma 
nipulation of the binder-warps which enter 
into the composition of the multiply fabric, _ 
as will be understood by reference to my pat! 
ent above named. 
The pockets are preferably of sufiicient 

depth to extend beyond the heads of the clips 
or groups which they contain, so that the sides 
of a pocket, at the mouth end thereof, can be 
drawn together and over the clip, thus cover 
ing and. holding the same'. A convenient 
means for thus drawing together the sides of 
the pocket over the clip is a cord or string c, 
which is passed through eyelet-holes 0l in the 
sides of the pocket at the mouth end and then 
drawn and tied in a bow-knot, so as to pull 
the fabric over the head of the clip and keep 
it in this position, thus holding the clip se 
curely in place. 
tucked under one of the iiaps, so as to be out 
the way, and all that is necessary is to pull on 
one of the ends of the cord, the effect of which 
will be first to untie the bow-knot and then 
to withdraw the cord from the eyelets, thus 
permitting the clip to be removed from its 
pocket. I'make the clips proper with rounded 
corners or edges, so that the fabric which is 
drawn over the same will not be frayed or cut. 

It will be understood that any suitable pro 
vision for closingthe mouths of the pockets 
or retaining the clips or groups therein may 
be employed in lieu of the cord and eyelets. 
What I claim herein as new, anddesire to 

secure by Letters Patent, is- -' ' 
1. A multiply-fabric cartridge-belt or ban 

doleer having, integral with the body of the 
belt,pockets of a _size to accommodate a clip 
or group of cartridges, and thimbles within 
each pocket, at or near the closed end thereof, 
to receive the bullet ends of the individual 
cartridges of the group or clip contained in the 
pocket, substantially as and for the purposes 
hereinbefore set forth. v 

2. In a multiply-fabric cartridge-belt or 
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bandoleer, a pocket on one face, and opening being integral with the body fabric, substan 
at one edge of the body fabric, another pocket tially as and for the purposes hereinbefore 
on the other face, and opening at the opposite set forth. 
edge, -of the fabric, these pockets being of a In testimony whereof Iaf?x my signature in 

5 Sizâ, to accärnmodalte clipshor groups of car- presence of tWo Witnesses. 
tri ges, an thirnb es at t e bottom of each i 
pocket extending high enough to receive only ANSON MILLb' 
the bottle-necks, or bullet ends, of the indi- Witnesses: 
vidual cartridges of the group or clip con- ANsoN S. TAYLOR, 

l0 tained in the pocket, the pockets and thirnbles B. OGLE HARPER. 


