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(57) ABSTRACT 

A vehicular door sash includes a sash frame formed by sub 
jecting a predetermined metal sheet to a roll molding process 
to have a predetermined cross section. The sash frame 
includes a groove portion for retaining a glass-run channel, a 
retainer portion for retaining a Weather strip, a ?ange portion 
that connects the retainer portion and the groove portion and 
partially forms an outer surface of a door of a vehicle, and a 
sash molding con?gured to cover the ?ange portion. The 
?ange portion has a ?rst con?guration in Which the ?ange 
portion is not covered by the sash molding and a second 
con?guration in Which the ?ange portion is covered and com 
pressed by the sash molding. 

2 Claims, 7 Drawing Sheets 
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DOOR SASH FOR VEHICLE AND METHOD 
OF MANUFACTURING THE SAME 

FIELD OF THE INVENTION 

This invention relates to a vehicular door sash provided 
With a sash molding for covering a ?ange portion that forms 
a design part of the vehicular door sash, and to a manufactur 
ing method of the vehicular door sash, in Which the sash frame 
having a predetermined cross section is subjected to an addi 
tional simple molding process so as to form the vehicular door 
sash. 

DESCRIPTION OF THE RELATED ART 

As has been disclosed in publication of Kokai No. 
11-192842 or shoWn in FIG. 7, the vehicular door sash is 
manufacturedusing a sash frame 400 Which includes a groove 
portion 100 that retains a glass-run channel 900, a retainer 
portion 200 provided on a back surface of the groove portion 
100, With Which a Weather strip 800 is ?t, and a ?ange portion 
300 provided betWeen the groove portion 100 and the retainer 
portion 200 for forming a part of an outer surface of the door. 
A single metal sheet is used for integrally forming the sash 
frame 400 through a roll molding process such that bottom 
portions 101 and 201 of the groove portion 100 and the 
retainer portion 200 are fused through spot Welding means 
500. A door sash assembly is, thus, formed using the afore 
mentioned sash frame 400. The door for the vehicle is pro 
duced by assembling the door sash assembly With the door 
panel body. 

Publication 1: Kokai No. 11-192842 

DISCLOSURE OF THE INVENTION 

Description of Conventional Art 

It may be the case that the vehicular door sash as afore 
mentioned is provided With a decorative sash molding 700 on 
the ?ange portion 300. More speci?cally, the vehicle model 
has tWo types, a loWer-cost type provided With no sash mold 
ing, and a luxury type provided With the sash molding 700. In 
the case Where the same sash frame is used for manufacturing 
both types of the door sash, that is, the door sash With the sash 
molding and the door sash With no sash molding, a gap (H) 
formed betWeen the outer frame of the ?ange portion 300 of 
the door sash With the sash molding and a door stop 600 of a 
pillar or a roof is different from that in case of the door sash 
With no sash molding as shoWn in FIG. 7. If the gap (H) is set 
to the value conforming to the luxury type of the door sash 
With the sash molding 700, the value of the gap (H) formed 
upon manufacturing of the loWer-cost type of the door sash 
With no sash molding 700 becomes larger than that of the 
luxury type, resulting in deteriorated appearance. It is pos 
sible to produce the sash frame for manufacturing the door 
sash of the loWer-cost type separately from the luxury type 
through the roll molding process for the purpose of forming 
the appropriate gap (H). The resultant manufacturing cost as 
a Whole, hoWever, may be increased, resulting in little prac 
ticability. It is an object of the invention to provide a vehicular 
door sash and a method of manufacturing the vehicular door 
sash, in Which a ?ange portion of a sash frame having a 
predetermined cross section is subjected to an additional 
molding process to form an engagement portion in a part of 
the ?ange portion such that the sash molding is attached to the 
engagement portion. 
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2 
MEANS FOR SOLVING THE PROBLEM 

Embodiments of the second invention as Will be described 
With respect to a vehicular door sash formed of a sash frame 
produced by subjecting a predetermined metal sheet to a roll 
molding process to have a predetermined cross section. The 
sash frame includes a groove portion for retaining a glass-run 
channel, a retainer portion for retaining a Weather strip, Which 
is provided on a back surface of the groove portion and has its 
bottom surface in contact With a bottom surface of the groove 
portion, and a ?ange portion that connects the retainer portion 
and the groove portion and partially forms an outer surface of 
a door of a vehicle. An end portion of the ?ange portion of the 
sash frame at a side of the groove portion is formed to have an 
engagement portion having a cross section directed upWard 
through roll molding means such that a sash molding is 
attached to the engagement portion for covering the ?ange 
portion. 

Embodiments of the second invention as Will be described 
With respect to a manufacturing process of a vehicular door 
sash comprising the steps of a sash frame molding step of 
processing a predetermined metal sheet through roll molding 
means into a sash frame having a predetermined cross section 
including a groove portion for retaining a glass-run channel, 
a retainer portion for retaining a Weather strip, Which is pro 
vided on a back surface of the groove portion and has its 
bottom surface in contact With a bottom surface of the groove 
portion, and a ?ange portion that connects the retainer portion 
and the groove portion, and partially forms an outer surface of 
a door of a vehicle, and an additional molding step of forming 
a protruding portion that holds the glass-run channel and an 
engagement portion engaged With a sash molding at the 
?ange portion of the sash frame that has been produced in the 
sash frame molding step. 
The additional step is formed of a compressing step of 

compressing a part of a surface of the ?ange portion through 
a predetermined roller, and a bending step of bending a por 
tion of the ?ange portion that has been compressed in the 
compressing step so as to form the protruding portion and the 
engagement portion. 

EFFECT OF THE INVENTION 

According to the ?rst invention, the protruding portion is 
formed on the ?ange portion of the sash frame having the 
predetermined cross section directed to the groove portion 
Where the glass-run channel is retained through the simple 
roll molding process. The thus formed protruding portion 
makes sure to retain the glass-run channel in the groove 
portion. In this Way, the sash frame having the predetermined 
cross section may be used to form the vehicular door sash 
having the protruding portion for holding the glass-run chan 
nel, resulting in e?icient manufacturing of the vehicular door 
sash. 

Further the protruding portion for holding the glass-run 
channel is formed, a tip end of the ?ange portion of the sash 
frame at the side of the groove portion is bent upWard through 
the simple roll molding process. The thus bent portion serves 
as an engagement portion With Which the sash molding is 
attached. Accordingly, the sash frame having the predeter 
mined cross section may be used to form the vehicular door 
sash provided With the sash molding as Well as the vehicular 
door sash With no sash molding through the relatively simple 
process, resulting in reduced cost for manufacturing the 
vehicular door sash With the sash molding. It is possible to 
form the protruding portion and the engagement portion on 
the sash frame having the predetermined cross section such 
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that the ?ange portion may be formed accurately enough to 
have the sash molding assembled therewith. This makes it 
possible to e?iciently manufacture the vehicular door sash 
With the sash molding With enhanced assembly accuracy. 

According to the second invention, the manufacturing 
method includes a sash frame molding step of forming the 
sash frame having the predetermined cross section, and an 
additional molding step of forming the sash frame to have the 
protruding portion that holds the glass-run channel and the 
engagement portion that contributes the attachment of the 
sash molding With the ?ange portion through the roll molding 
means. This makes it possible to e?iciently manufacture the 
vehicular door sash With the sash molding at the reduced 
manufacturing costs. The manufacturing method alloWs both 
types of the vehicular door sash, the one With the sash mold 
ing and the other With no sash molding, to be formed from the 
same sash frame. This makes it possible to e?iciently manu 
facture tWo types of the vehicular door sash each having 
different Width of the ?ange portion. 

The additional step is formed of a compressing step applied 
to a part of the surface of the ?ange portion, and a bending 
step that bends a part of the ?ange portion so as to reduce the 
Width thereof. The vehicular door sash With the sash molding 
may be e?iciently manufactured using the sash frame for 
forming the vehicular door sash With no sash molding through 
the additional molding step performed subsequent to the 
molding step of the sash frame for forming the door sash With 
no sash molding. Accordingly tWo types of the vehicular door 
sash each having a different Width of the ?ange portion may 
be ef?ciently manufactured at reduced manufacturing costs. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a vieW shoWing a manufacturing process of a sash 
frame according to the invention. 

FIG. 2 is a vieW shoWing a cross section of a ?rst sash frame 
as a base material, and a gap formed betWeen a door provided 
With a ?rst door sash formed of the ?rst sash frame and a door 
stop of a vehicle. 

FIG. 3 is a cross section of a semi-?nished sash frame in 
Which a ?ange portion is partially compressed by a ?rst stage 
roller in the additional molding step. 

FIG. 4 is a cross section of the semi-?nished sash frame in 
Which the ?ange portion is further compressed by a second 
stage roller. 

FIG. 5 is a cross section of a second sash frame in the state 
Where the ?ange portion is bent by the third stage roller. 

FIG. 6 is a vieW shoWing a cross section of the second sash 
frame, and a gap formed betWeen a door provided With a 
second door sash formed of the second sash frame and the 
door stop. 

FIG. 7 is a cross section that represents the positional 
relationship betWeen a door sash of conventional type and a 
door stop of the vehicle body 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

Embodiments of the invention Will be described referring 
to FIGS. 1 to 6. A manufacturing (molding) method of a sash 
frame basically used for producing the vehicular door sash 
Will be described hereinafter referring to FIG. 1. The manu 
facturing process (step) shoWn in FIG. 1 is performed through 
various units including: 

an uncoiler unit A that uncoils a strip sheet M, that is, a 
single metal sheet (strip sheet formed of cold rolling steel) 
from a coil around Which the strip sheet M is Wound; 
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4 
a feed unit T that feeds the strip sheet M uncoiled by the 

uncoiler unit A to the next step; 
a ?rst roll molding unit B that includes rollers through 

Which the strip sheet M that has been continuously fed in an 
arroWed direction by the feed unit T is formed into a ?rst sash 
frame 10 as a base; 

a Welding unit C that applies a spot Welding to a predeter 
mined position of the sash frame Which has been roll molded 
through the ?rst roll molding unit B so as to keep its cross 
section constant; and 

a cutting unit E that cuts the ?rst sash frame 1 0 that has been 
spot Welded through the Welding unit C into a piece having a 
predetermined length. 
An additional molding step basically used for manufactur 

ing the vehicular door sash With the sash molding is added 
betWeen the Welding unit C and the cutting unit E as indicated 
by a chain double-dashed line of FIG. 1, through Which a 
second sash frame 20 having the ?ange Width reduced is 
produced. Referring to FIG. 1, the additional molding step is 
performed through a second roll molding unit D including a 
plurality of rollers D1, D2 and D3. The thus provided addi 
tional molding step performed through the second roll mold 
ing unit D makes it possible to e?iciently produce the second 
sash frame 20 (sash frame used for manufacturing the vehicu 
lar door sash provided With the sash molding) having the 
Width of the ?ange portion smaller than that of the ?ange 
portion of the ?rst sash frame 10. 

First Embodiment 

The manufacturing method of the ?rst vehicular door sash 
provided With no sash molding (loWer-cost type), based on 
Which the door sash With the sash molding (luxury type) is 
manufactured Will be described in detail. Referring to FIG. 1, 
the strip sheet M is subjected to the roll molding step through 
the ?rst roll molding unit B, and further to the Welding step 
through the Welding unit C so as to be formed into the ?rst 
sash frame 10 having a predetermined cross section. The thus 
formed ?rst sash frame 10 is basically subjected to a prede 
termined bending process so as to be formed into the ?rst 
vehicular door sash (loWer-cost type) having a predetermined 
con?guration. Upon installment of a vehicle door provided 
With the ?rst vehicular door sash to a vehicle body, a prede 
termined gap (H) is formed betWeen the vehicle door and a 
door stop 90 of a pillar or a roof of the vehicle as shoWn in 
FIG. 2. 
The ?rst sash frame 10 used for manufacturing the ?rst 

vehicular door sash (loWer-cost type) basically includes a 
groove portion 1 in Which a glass-run channel 8 is retained, a 
retainer portion 2 having its bottom surface 21 fused With a 
bottom surface 11 of the groove portion 1 at a spot Welding 
point 4 through the Welding unit C for retaining a Weather 
strip, a ?ange portion 3 having a Width W, Which connects a 
side Wall 12 of the groove portion 1 to a side Wall 22 of the 
retainerportion 2 so as to partially form an outer surface of the 
door, and a contact portion 13 formed on one side surface of 
the groove portion 1 in contact With the Weather strip (not 
shoWn) provided in the door stop 90 of the vehicle. 

Second Embodiment 

The manufacturing method of the second sash frame 20 
used for manufacturing the vehicular door sash provided With 
the sash molding (luxury type) (see FIG. 6) Will be described 
referring to FIGS. 3 to 6. Basically the ?rst sash frame 10 is 
subjected to the manufacturing method of the second sash 
frame 20. Referring to FIG. 1, the ?rst sash frame 10 that has 
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been subjected to the process through the Welding unit C is 
further fed to the process through the second roll molding unit 
D as indicated by the chain double-dashed line. The second 
roll molding unit D is formed of three-stage rollers of D1, D2, 
and D3 in the order from the front side as shoWn in FIG. 1. 
When the ?rst sash frame 10 having the cross section as 
shoWn in FIG. 2 is fed into the thus structured second roll 
molding unit D, the ?ange portion 3 of the ?rst sash frame 10 
is compressed under pressure as shoWn in FIG. 3. That is, a 
space S211 as shoWn in FIG. 2 is compressed under pressure 
such that an end portion 12 as a loWer portion of the ?ange 
portion 3 at the side of the groove portion 1 is tightly ?t With 
the upperportion of the ?ange portion 3. The Whole surface of 
the ?ange portion 3 is pressed against the groove portion 1 and 
the retainer portion 2 so as to be in tight ?t thereWith (see FIG. 
3). 
When the semi-?nished sash frame in the aforementioned 

state is further fed into the second stage roller D2, the surface 
of the ?ange portion 3 of the semi-?nished sash frame is 
further compressed. More speci?cally, each space S211 and 
S2 0 formed at the back surface of the ?ange portion 3 shoWn 
in FIG. 2 is further compressed under pressure such that the 
?ange portion 3 is further brought into the tight ?t state (see 
FIG. 4). A protruding portion 121 is formed on the inner 
surface of the ?ange portion 3 at the side of the groove portion 
1 for retaining the glass-run channel 8 apart from the bottom 
surface 11 of the groove portion 1 by D. The protruding 
portion 121 serves to retain the glass-run channel 8 in the 
groove portion 1 (see FIG. 6). When the semi-?nished sash 
frame is further fed into the third stage roller D3, the end 
portion 12 of the ?ange portion 3 at the side of the groove 
portion 1 is bent upWard as shoWn in FIG. 5. That is, the third 
stage roller D3 serves to perform the bending process. The 
thus bent end portion of the ?ange portion 3 has a cross 
section directed upWard as shoWn in FIGS. 5 and 6. The tip 
end portion directed upWard forms an engagement portion 
123 to Which the sash molding 5 is attached. The resultant 
second sash frame 20 that has been subjected to the bending 
process has the ?ange portion 3 With the Width W' that is 
smaller than the Width (W) of the ?ange of the ?rst sash frame 
10. In other Words, the relationship W>W' is established. 
The thus formed second sash frame 20 of luxury type (With 

sash molding) is subjected to a predetermined bending pro 
cess so as to be formed into a sash assembly having a prede 
termined con?guration. The sash molding 5 for decorative 
purpose is attached onto the surface of the ?ange portion 3 
that constitutes the sash assembly in the state Where its one 
end is engaged With the engagement portion 123 as shoWn in 
FIG. 6. The second vehicular door sash is thus produced. The 
Width of the door sash at the side of the ?ange portion 3, that 
is, its Width in the state Where the sash molding 5 is attached 
has the same value as that of the ?rst vehicular door sash, that 
is, W (see FIG. 6). As a result, the gap betWeen the end of the 
sash molding 5 for the vehicular door and the door stop 90 of 
the vehicle has the same value, that is, H as that in case of the 
?rst vehicular door sash. 

In the embodiment, only the ?ange portion 3 of the ?rst 
sash frame 10 (of loWer-cost type With no sash molding) is 
subjected to the additional simple molding process including 
the compressing step and bending step using the roll molding 
unit D so as to e?iciently manufacture tWo types of the sash 
frames 10 and 20 each having the different ?ange Width. The 
sash molding 5 for decorative purpose is attached to the ?ange 
portion 3 of the sash frame 20, Which has the reduced Width 
such that the door sash of luxury type is e?iciently manufac 
tured. Upon installment of the door provided With the door 
sash (luxury type) to the vehicle body, the gap (H) betWeen 
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6 
the outer frame of the ?ange 3 or the end of the sash molding 
5 of the door sash and the door stop portion 90 of the vehicle 
body is substantially the same as that generated in case of the 
door sash With no sash molding (loWer-cost type). Accord 
ingly, this makes it possible to have no difference in the 
appearance betWeen the luxury type and the loWer-cost type 
of the vehicular door sash. 

In the embodiments of the invention, the sash frame 10 is 
basically produced through the roll molding means. The pro 
cess of producing the sash frame 10, hoWever, is not limited as 
aforementioned. For example, the sash frame formed by pro 
ducing the groove portion 1 and the retainer portion 2 as 
individual members, and integrating them through the hem 
ming process unit may be employed. 
The end portion 12 of the ?ange portion 3 to be compressed 

is formed by compressing the space S211 at the side of the 
groove portion 1 . Alternatively, it may be bent after compress 
ing the space S2c at the side of the retainer portion 2, or each 
space S211 and S20 may be compressed simultaneously and 
then bent. 

LISTING OF ELEMENTS 

1 GROOVE PORTION 
11 BOTTOM SURFACE 
12 SIDE WALL 
121 PROTRUDING PORTION 
123 ENGAGEMENT PORTION 
13 CONTACT PORTION 
2 RETAINER PORTION 
21 BOTTOM SURFACE 
22 SIDE WALL 
3 FLANGE PORTION 
4 SPOT WELDING PORTION 
5 SASH MOLDING 
8 GLASS-RUN CHANNEL 
10 FIRST SASH FRAME 
20 SECOND SASH FRAME 
A UNCOILER UNIT 
B FIRST ROLL MOLDING UNIT 
C WELDING UNIT 
D SECOND ROLL MOLDING UNIT 
D1 FIRST STAGE ROLLER 
D2 SECOND STAGE ROLLER 
D3 THIRD STAGE ROLLER 
E CUTTING UNIT 
H GAP 
S211 SPACE 
S2b SPACE 
S2c SPACE 
T FEED UNIT 
W WIDTH OF FLANGE 
W" WIDTH OF FLANGE 

The invention claimed is: 
1. A vehicular door sash comprising a sash frame, the sash 

frame comprising: 
a groove portion for retaining a glass-run channel; 
a retainer portion for retaining a Weather strip, having a 

bottom surface in contact With a bottom surface of the 
groove portion; and 

a ?ange portion that connects the retainer portion and the 
groove portion and partially forms an outer surface of a 
door of a vehicle; 

Wherein the ?ange portion has a ?rst Width, 
Wherein the ?ange portion is compressed to a second Width 

by a roll molding process Which transforms an outer 
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surface of the ?ange portion into an undulating outer 
surface, the second Width being less than the ?rst Width, 

Wherein an end portion of the compressed ?ange portion of 
the sash frame adjacent the groove portion forms an 
engagement portion having a cross section directed 
upWard such that a sash molding is attachable to the 
engagement portion for covering the compressed ?ange 
portion, 

Wherein a protruding portion is formed by the ?ange por 
tion of the sash frame and a side Wall of said groove 
portion during the roll molding process, said protruding 
portion being directed inWardly toWards the groove por 
tion and engages With a portion of the glass-run channel 
retained in the groove portion so as to hold the glass-run 
channel therein, 

Wherein said ?rst Width is the same as a Width of the sash 
molding, and 

Wherein a gap formed betWeen a door stop of the vehicle 
and an end portion of the ?ange portion opposite the 
groove portion When the ?ange portion in has the ?rst 
Width is equal in length to a gap formed betWeen the door 
stop and an end portion of the sash molding opposite the 
groove portion When the compressed ?ange portion hav 
ing the second Width is covered by the sash molding. 

20 

8 
2. A method of manufacturing a vehicular door sash, the 

method comprising: 
molding a metal sheet in a roll molding unit to form a sash 

frame, the sash frame comprising: 
a groove portion for retaining a glass-run channel; 
a retainer portion for retaining a Weather strip, the 

retainer portion having a bottom surface in contact 
With a bottom surface of the groove portion; and 

a ?ange portion having a ?rst Width and connecting the 
retainer portion and the groove portion and partially 
forms an outer surface of a door of a vehicle; and 

compressing the ?ange portion to a second Width Which 
transforms an outer surface of the ?ange portion into an 
undulating outer surface and transforms a portion of the 
?ange portion into a protruding portion that together 
With a side Wall of the groove portion holds the glass-run 
channel in the groove position and into an engagement 
portion engageable With a sash molding, Wherein the 
?rst Width of the ?ange portion is the same as a Width of 
the sash molding that covers the ?ange portion having 
said second Width and said second Width is less than said 
?rst Width. 
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