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(57) ABSTRACT 

A nozzle for spraying sublimable solid particles and prevent 
ing frost from forming at surfaces of the nozzle. The nozzle 
includes: a cleaning agent block for phase-changing a clean 
ing agent into a snoW containing sublimable solid particles; a 
nozzle block for groWing the cleaning agent snoW through 
adiabatic expansion and spraying the groWn cleaning agent 
snoW onto a surface of an object; a carrier gas block for 
supplying a carrier gas to the nozzle block to mix With the 
cleaning agent snoW; and a heater for heating at least a portion 
of the carrier gas supplied from the carrier gas supply source. 
Fine dry ice particles and liquid CO2, passing through a 
solenoid valve from a C02 reservoir tank and a pressure drop 
of a How rate regulation valve, are introduced into the spray 
nozzle and then mixed With the carrier gas, such as N2 or 
puri?ed air, and discharged. 
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NOZZLE FOR SPRAYING SUBLIMABLE 
SOLID PARTICLES ENTRAINED IN GAS FOR 

CLEANING SURFACE 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a nozzle for spraying sub 

limable solid particles entrained in gas, such as CO2 snoW or 
Ar snoW, onto a surface of an object to be cleaned, and more 
particularly, to a noZZle for spraying sublimable solid par 
ticles capable of preventing frost from forming at surfaces of 
the noZZle and the object due to ultra-loW temperature snoW. 

2. Description of the Related Art 
As is Well knoWn, ?ne contaminant particles can be 

removed from a surface of an object to be cleaned, such as a 
semiconductor Wafer or an LCD (liquid crystal display) sub 
strate, using CO2 mixed With solid particles and gasesiso 
called CO2 SHOWiWIIhOUI damaging the surface of the 
object. 

The CO2 snoW passes through a venturi formed in a noZZle 
to generate solid particles Which then groW and are sprayed 
onto the surface of the object to remove ?ne contaminant 
particles using impact energy of the solid particles colliding 
With the object. The impact energy of the CO2 snoW may be 
increased by accelerating the CO2 snoW using inert gas such 
as N2 (generally, referred to as carrier gas). CO2 snoW that has 
removed contaminants by colliding With the surface of the 
object can be directly sublimated so as to leave no residue on 
the surface of the object. This cleaning method may be per 
formed using sublimable solid particles such as Ar, and so on, 
for the substitution of CO2. 

HoWever, since the cleaning method using the CO2 snoW is 
performed at a very loW temperature of not more than —60° C., 
moisture in the air may condense on the surfaces of the noZZle 
and the object to generate fro st. When frost is generated, 
contaminants in the air may attach to a surface of the substrate 
to seriously damage the semiconductor Wafer or the LCD 
substrate, Which requires a very ?ne cleaning process. 

Therefore, typically, it is possible to prevent frost by 
receiving the noZZle and the object in a sealed chamber and 
maintaining the chamber at high temperature and loW humid 
ity. In this case, since static electricity may be generated in a 
dry environment and cause contaminant particles separated 
from the surface of the object to be reattached to the surface of 
the object, a separate device for preventing static electricity is 
required, Which places a restriction on the cleaning environ 
ment and requires a plurality of auxiliary members. 

SUMMARY OF THE INVENTION 

The present invention provides a noZZle for spraying sub 
limable solid particles entrained in gas for cleaning a surface, 
and a method of cleaning a surface using the noZZle, capable 
of preventing frost from forming at surfaces of the noZZle and 
an object to be cleaned, Without need of separate environmen 
tal control. 

According to an aspect of the present invention, there is 
provided a noZZle for spraying sublimable solid particles 
entrained in gas for cleaning a surface, the noZZle including: 
a cleaning agent block for phase-changing a cleaning agent 
introduced from a cleaning agent supply source into a snoW 
state containing sublimable solid particles; a noZZle block for 
groWing the cleaning agent snoW introduced from the clean 
ing agent block through adiabatic expansion and spraying the 
groWn cleaning agent snoW onto a surface of an object; a 
carrier gas block for supplying a carrier gas introduced from 
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2 
a carrier gas supply source to the noZZle block to mix With the 
cleaning agent snoW; and a heater for heating at least a portion 
of the carrier gas supplied from the carrier gas supply source. 
The spray noZZle may further include a ?oW rate regulation 

valve installed at an inlet port of the cleaning agent block to 
control a ?oW rate of the cleaning agent supplied to an outlet 
port of the cleaning agent block. 
The noZZle block may further include a venturi for groWing 

the cleaning agent snoW introduced from the cleaning agent 
block through adiabatic expansion; and an anti-frost passage, 
formed to surround the venturi, for introducing at least a 
potion of the carrier gas introduced from the carrier gas block. 
The carrier gas may be supplied from the carrier gas block to 
the venturi and the anti-frost passage of the noZZle block in a 
ratio of9zl-7z3. 
The heater may be installed at a side of at least one of the 

carrier gas supply source, the carrier gas block, and a carrier 
gas supply passage from the carrier gas supply source to the 
carrier gas block, or may otherWise be installed at the anti 
frost passage of the noZZle block. 

According to another aspect of the present invention, When 
the present invention employs a multi-noZZle, a spray noZZle 
includes: a cleaning agent block having an inlet port in ?uid 
communication With a cleaning agent supply source, and an 
outlet port made of a plurality of ori?ces disposed in parallel 
to phase change a cleaning agent into a snoW state containing 
sublimable solidparticles; a noZZle block having a plurality of 
inlet ports introducing a cleaning agent snoW formed by the 
ori?ces of the cleaning agent block, a plurality of venturies for 
groWing the cleaning agent snoW introduced to the respective 
inlet ports through adiabatic expansion, and a plurality of 
outlet ports in ?uid communication With the respective ven 
turies to spray the cleaning agent snoW groWn through the 
venturies onto a surface of an object; a carrier gas block 
having an inlet port in ?uid communication With a carrier gas 
supply source, and an outlet port in ?uid communication With 
the plurality of inlet ports of the noZZle block to mix a carrier 
gas With the cleaning agent snoW; and a heater for heating the 
carrier gas supplied from the carrier gas supply source. 
The multi-noZZle of the present invention may also further 

include a ?oW rate regulation valve installed at the inlet port 
of the cleaning agent block to control a ?oW rate of the 
cleaning agent supplied to the outlet port of the cleaning agent 
block. 

Each of the venturies of the noZZle block may be made of 
?rst and second venturies disposed in series to groW the 
cleaning agent snoW tWo times. An intermediate passage hav 
ing a certain inner diameter may be installed betWeen the ?rst 
and second venturies to facilitate the mixing of the cleaning 
agent snoW and the carrier gas. 

In disposing the carrier gas block and the cleaning agent 
block, the carrier gas block may be installed at the inlet port of 
the noZZle block, the cleaning agent block may be installed on 
the noZZle block, and the inlet port of the noZZle block in ?uid 
communication With the ori?ce of the cleaning agent block 
may be in ?uid communication With a throttle rear end of the 
venturi. Alternatively, the carrier gas block may be formed to 
surround the cleaning agent block to be engaged With a front 
end of the noZZle block. 
The noZZle block may be formed to surround the venturi, 

and may further include an anti-frost passage in ?uid com 
munication With the outlet port of the carrier gas block. In this 
connection, the carrier gas may be supplied from the carrier 
gas block to the venturi of the noZZle block and the anti-frost 
passage, in a ratio of 9:1-713. 
The heater may be installed at the anti-frost passage of the 

noZZle block; otherwise, installed at a side of at least one of 
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the carrier gas supply source, the carrier gas block, and a 
carrier gas supply passage from the carrier gas supply source 
to the carrier gas block. 
A thermocouple sensor may be additionally installed at an 

outlet end of the cleaning agent block or the noZZle block to 
determine Whether CO2 is supplied by detecting temperature 
variation When CO2 is sprayed. 

The noZZle may further include a solenoid valve installed at 
the inlet port thereof to control the supply of CO2 through 
open/close operations in response to electrical signals. 

In every case as described, the cleaning agent may be one 
of CO2 or Ar, and the carrier gas may be one of N2 and air. 

According to still another aspect of the present invention, 
there is provided a method of cleaning a surface using sub 
limable solid particles, including: phase-changing a cleaning 
agent into a snoW state containing sublimable solid particles; 
heating at least a portion of carrier gas before mixing the 
cleaning agent With the carrier gas; adiabatically expanding 
the phase changed cleaning agent snoW by mixing With the 
carrier gas; and spraying the mixture of the adiabatically 
expanded cleaning agent and the carrier gas onto a surface of 
an object. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The above and other features and advantages of the present 
invention Will become more apparent by describing in detail 
exemplary embodiments thereof With reference to the 
attached draWings in Which: 

FIG. 1 is a cross-sectional vieW illustrating a spray noZZle 
according to an embodiment of the present invention employ 
ing a single noZZle; 

FIG. 2A is a longitudinal cross-sectional vieW illustrating a 
modi?ed example of the single noZZle of FIG. 1; 

FIG. 2B is a lateral cross-sectional vieW of the single 
noZZle of FIG. 2A; 

FIG. 3 is a perspective vieW illustrating a spray noZZle 
according to another embodiment of the present invention 
employing a multi noZZle; 

FIG. 4 is a cross-sectional vieW taken along line III-III of 
FIG. 3; 

FIG. 5 is a perspective vieW illustrating a modi?ed example 
of the multi noZZle; 

FIG. 6 is a cross-sectional vieW taken along line V-V of 
FIG. 5; and 

FIG. 7 is a schematic vieW illustrating an operation state of 
a spray noZZle according to the present invention. 

DETAILED DESCRIPTION OF THE INVENTION 

The present invention Will noW be described more fully 
With reference to the accompanying draWings, in Which 
exemplary embodiments of the invention are shoWn. This 
invention may, hoWever, be embodied in different forms and 
should not be construed as limited to the embodiments set 
forth herein. Rather, these embodiments are provided so that 
this disclosure is thorough and complete and fully conveys the 
scope of the invention to those skilled in the art. In the draW 
ings, the thickness of layers and regions may be exaggerated 
for clarity. Like elements are denoted by like reference 
numerals throughout the speci?cation and draWings. 

Embodiment 1 

Single NoZZle 

FIG. 1 illustrates a noZZle for spraying sublimable solid 
particles entrained in gas for cleaning a surface in accordance 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

4 
With a ?rst embodiment of the present invention. The noZZle 
of FIG. 1 is a single noZZle having one outlet port for sublim 
able solid particles. 
As shoWn in FIG. 1, the single noZZle in accordance With 

the present invention includes a cleaning agent block 110, a 
?oW rate regulation valve 120, a carrier gas block 130, a 
noZZle block 140, and a heater 150. In this process, a cleaning 
agent is generally referred to as a sublimable material such as 
CO2, Ar, and so on, available for cleaning a surface of an 
object using the noZZle of the present invention. 
The cleaning agent block 110 is a cylindrical pipe member 

that has an inlet port formed at a rear end and is in ?uid 
communication With a cleaning agent supply source (not 
shoWn) such as a CO2 tank through a pipeline. An outlet port 
formed at a front end of the cleaning agent block 110 is made 
of an ori?ce 112 having a small diameter. Preferably, the 
ori?ce 112 is formed long like a needle projecting toWard the 
front of the cleaning agent block 110. In addition, the ?oW 
rate regulation valve 120 is installed adjacent to the inlet port 
of the cleaning agent block 110 to control a supply ?oW rate 
of the cleaning agent supplied to the outlet port. Alternatively, 
the ?oW rate regulation valve 120 may be installed on the 
pipeline connected to the inlet port of the cleaning agent block 
110. 
The carrier gas block 130 surrounds the periphery of the 

cleaning agent block 110, and has an inlet port connected to a 
carrier gas supply source (not shoWn) through a pipeline. An 
outlet port of the carrier gas block 130 is in ?uid communi 
cation With an inlet port of the noZZle block 140 together With 
the outlet port of the cleaning agent block 110, as Will be 
described beloW. Preferably, an outlet port of the carrier gas 
block 130 is located at the outlet port of the cleaning agent 
block 110, i.e., slightly to the rear ofthe ori?ce 112. Inert gas 
such as nitrogen (N 2) or puri?ed air may be used as a carrier 
gas. 
The noZZle block 140 is engaged With front sides of the 

cleaning agent block 110 and the carrier gas block 130 to 
alloW the inlet port of the noZZle block 140 to be in ?uid 
communication With the outlet port of the cleaning agent 
block 110 together With the outlet port of the carrier gas block 
130. Therefore, the cleaning agent supplied through the 
cleaning agent block 110 is mixed With the carrier gas sup 
plied through the carrier gas block 130 at the inlet port of the 
noZZle block 140. The outlet port of the noZZle block 140 is 
directed to the surface of the object, and has a venturi 142 for 
groWing particles of the cleaning agent, i.e., CO2 snoW, 
betWeen the inlet port and the outlet port. 

In addition, the noZZle block 140 has an anti-frost passage 
144 formed surrounding the venturi 142. The anti-prost pas 
sage 144 has a separate inlet port in ?uid communication With 
the outlet port of the carrier gas block 130 to alloW a portion 
of the carrier gas supplied from the carrier gas block 130 to the 
noZZle block 140 to be introduced into the anti-frost passage 
144, and a separate outlet port formed to surround the outlet 
port of the noZZle block 140. The carrier gas is supplied from 
the carrier gas block 130 to the venturi 142 through the inlet 
port of the noZZle block 140 and to the anti-frost passage 144, 
in a ratio of 9:1-713, and preferably 8:2. 
The heater 150, a coil-shaped thermoelectric Wire, is 

installed at the anti-frost passage 144, and preferably at the 
inlet port of the anti-frost passage 144. Thereby, the carrier 
gas ?oWing through the anti-frost passage 144 is heated by the 
heater 150 and sprayed at a temperature of about 100-2000 C. 

Alternatively, the heater 150 may be installed at any one 
side of the carrier gas supply source, the carrier gas block 130, 
and a carrier gas supply passage from the carrier gas supply 
source to the carrier gas block 130. In this case, the high 
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temperature carrier gas is supplied to the venturi 142 as Well 
as to the anti-frost passage 144. As described above, even 
When the high-temperature carrier gas is supplied into the 
venturi 144 of the nozzle block 140, very high-speed CO2 
snoW particles arrive at the surface of the object before they 
are melted by the high-temperature carrier gas, thereby 
obtaining a su?icient cleaning effect. In this case, the nozzle 
may have a more simple structure since the anti-frost passage 
144 is unnecessary. HoWever, since it is advantageous to 
overall cleaning performance that the high-temperature car 
rier gas is not mixed With the CO2 snoW, in consideration of 
particle groWth in the venturi 144, the embodiment of FIG. 1 
may be preferable. 

Aprocess of cleaning a surface of an object using the single 
nozzle in accordance With the present invention is performed 
as folloWs. 

The cleaning agent, CO2, is supplied from the cleaning 
agent supply source to the cleaning agent block 110. It is 
possible to minimize consumption of the cleaning agent by 
controlling ?oW rate of the cleaning agent through the ?oW 
rate regulation valve 120 installed at the cleaning agent block 
110, Without decreasing cleaning performance. The cleaning 
agent is changed into a snoW state in Which gas and solid 
particles are mixed together, through adiabatic expansion 
When the cleaning agent is discharged to the inlet port of the 
nozzle block through the outlet ori?ce 112 of the cleaning 
agent block 110. 

The carrier gas is supplied from the carrier gas supply 
source to the nozzle block 140 through the carrier gas block 
130, and mixed With CO2 snoW at the inlet port of the nozzle 
block 140. The CO2 snoW is accelerated by mixing With the 
carrier gas, and expanded through the venturi 142, thereby 
groWing solid particles in the CO2 snoW. The CO2 snoW pass 
ing through the venturi 142 is sprayed onto the surface of the 
object through the outlet port of the nozzle block 140, and 
kinetic energy of the CO2 snoW is transferred through impact 
to remove contaminants from the surface of the object. 

At the same time, a portion of the carrier gas supplied from 
the carrier gas block 130 ?oWs through the anti-frost passage 
144 of the nozzle block 140 and is heated up to about 100 
2000 C. by the heater 150 installed at the anti-frost passage 
144. A high-temperature carrier gas ?oWs betWeen surfaces 
of the venturi 142 and the nozzle block 140, through Which 
the CO2 snoW passes, to prevent frost from forming at the 
surface of the nozzle. In addition, When the nozzle moves 
along the surface of the object, the high-temperature carrier 
gas sprayed around the CO2 snoW onto the surface of the 
object heats and dries the surface of the object before/after 
cleaning by the CO2 snoW, thereby preventing frost from 
forming at the surface of the object. 

Meanwhile, the nozzle of the present invention may 
employ a thermocouple sensor 160 or 16011 to determine 
Whether CO2 supplied from the cleaning agent supply source 
is sprayed. The thermocouple sensor 160 or 16011 may be 
installed at a side end of the cleaning agent block 110 or one 
side of the nozzle block 140 in order to prevent the sensor 
from being frozen by C02 having a temperature of about —70° 
C. For example, referring to FIG. 1, When the sensor 160 is 
installed at the side of the cleaning agent block 110, the sensor 
160 is preferably ?xed to an end of the outlet port of the 
cleaning agent block 110, i.e., an exterior surface of the 
ori?ce 112, connected to an inner side of the venturi 142. In 
addition, When the sensor 16011 is installed at the one side of 
the nozzle block 140, the sensor 16011 is preferably ?xed to the 
interior of the anti-frost passage 144, i.e., the exterior surface 
of the venturi 142. While not shoWn, the thermocouple sensor 
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6 
160 or 16011 may be ?xed using a predetermined fastening 
means such as a pin, a belt, and so on. 

As described above, the thermocouple sensor 160 or 16011 
installed at the end of the cleaning agent block 110 or the 
nozzle block 140, i.e., the surface of the ori?ce 112 or the 
venturi 142, detects temperature variation Within a tempera 
ture range of —50-0° C. during supply of CO2 through the 
cleaning agent block 110 and N2 through the carrier gas block 
130. 

When no CO2 is supplied, the nozzle of the present inven 
tion maintains a temperature of no less than 0° C., Which is 
detected by the thermocouple sensor 160 or 16011. But When 
CO2 is supplied, the temperature around the cleaning agent 
block 110 is rapidly loWered to decrease the temperature 
detected by the thermocouple sensor 160 or 16011 to no more 
than 0° C. Therefore, the nozzle of the present invention is 
capable of determining Whether CO2 is sprayed by the tem 
perature detected by the thermocouple sensor. 
The nozzle of the present invention may be provided as a 

structure shoWn in FIGS. 2A and 2B by modifying the struc 
ture of FIG. 1. FIG. 2A is a longitudinal cross-sectional vieW 
of a single nozzle, and FIG. 2B is a lateral cross-sectional 
vieW of the single nozzle. Preferably, the single nozzle is 
made of a single nozzle block 180 that is not divided into a 
plurality of blocks, unlike the nozzle of FIG. 1. The nozzle 
block 180 has a ?rst passage 181 for spraying a cleaning agent 
such as CO2 or Ar, formed from an inlet port to an end of an 
outlet port of the nozzle block 180, and the ?rst passage 181 
may be formed to have a venturi shape from the inlet port to 
the outlet port in order to groW CO2 snoW, similar to the 
venturi 142 of FIG. 1. In this case, the ?rst passage 181 may 
include at least one venturi. In addition, as shoWn in FIG. 2B, 
the ?rst passage 181 may include an inlet port 1811) having a 
single Wide passage and an outlet port 1811) having a plurality 
of narroW passages. 

In this modi?ed embodiment, the inlet port of the nozzle 
block 180 is in ?uid communication With the carrier gas 
supply source (not shoWn) so that carrier gas Q, such as N2 or 
CDA (clean dry air), is introduced therethrough. In addition, 
a cleaning agent inlet port 182 in ?uid communication With 
the cleaning agent supply source (not shoWn) is formed at a 
surface spaced apart from an end of the inlet port of the nozzle 
block 180, and the cleaning agent CO2 "“’is supplied through 
the cleaning agent inlet port 182. The cleaning agent inlet port 
182 extends into the interior of the nozzle block 180 to be in 
?uid communication With the ?rst passage 181, and CO2 is 
introduced into the ?rst passage 181. A second passage 183 
for spraying the carrier gas Q is formed betWeen the exterior 
of the ?rst passage 181 and an inner periphery of the nozzle 
block 180. 

In addition, a guide 184 for guiding carrier gas is installed 
at the inlet port of the nozzle block 180. The guide 184 is 
directed to the innerperiphery of the nozzle block 180 to be in 
?uid communication With the second passage 183, most N2 or 
CDA Q supplied from the carrier gas supply source is intro 
duced into the second passage 183 by the guide 184 to ?oW 
toWard the outlet port of the nozzle block 180. 
As shoWn in FIGS. 2A and 2B, the guide 184 has a punched 

hole shape of a predetermined size to be in ?uid communica 
tion With the ?rst passage 181, through Which a portion of the 
carrier gas Q such as N2 or CDA is introduced to be mixed 
With CO2 "*?oWing in from the cleaning agent inlet port 182 
and then discharged to the exterior through the outlet port of 
the nozzle block 180. 
A reference numeral 18211 of FIG. 2A is an ori?ce func 

tioning to phase change the cleaning agent CO2 into a snoW 
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state containing solid particles, and may include a plurality of 
ori?ces arranged parallel to each other. 

Meanwhile, a separate thermocouple sensor 185 may be 
additionally installed at an end of the outlet port of the noZZle 
block to determine Whether CO2 supplied from the cleaning 
agent supply source is sprayed, similar to FIG. 1. In addition, 
While not shoWn, the second passage may further include a 
separate heater functioning as the anti-frost passage 144 of 
FIG. 1. 

Embodiment 2 

Multi NoZZle 1 

FIG. 3 is a perspective vieW of a spray noZZle according to 
a second embodiment of the present invention employing a 
multi noZZle, and FIG. 4 is a cross-sectional vieW taken along 
line III-III of FIG. 3. The embodiment of FIGS. 3 and 4 adds 
the technical spirit of the present invention to a multi noZZle 
described in WO02/075799 Al, entitled “NOZZLE FOR 
INJECTING SUBLIMABLE SOLID PARTICLES 
ENTRAINED IN GAS FOR CLEANING SURFACE”, ?led 
by the present applicant, the disclosure of Which is incorpo 
rated herein in its entirety by reference. 
As shoWn in FIGS. 3 and 4, the multi noZZle in accordance 

With the present invention includes a cleaning agent block 
210, a carrier gas block 230, a noZZle block 240, and a heater 
250. The noZZle block 240 may include a ?rst venturi block 
240a, and a second venturi block 2400, and may further 
include an intermediate block 2401) interposed betWeen the 
?rst and second venturi blocks 240a and 2400 (the present 
embodiment includes the intermediate block 2401)). The ?rst 
venturi block 240a, the intermediate block 240b, and the 
second venturi block 2400 are sequentially disposed from the 
outlet port of the carrier gas block 230. The cleaning agent 
block 210 is formed on the ?rst venturi block 24011. 

The carrier gas block 230 has an inlet port in ?uid commu 
nication With a carrier gas supply source 202, and extends to 
form a fan shape from the inlet port to an outlet port. 

The ?rst and second venturi blocks 240a and 2400 of the 
noZZle block 240 have a plurality of venturies 242a and 2420 
disposed in parallel to a lateral direction. The intermediate 
block 2401) has a plurality of passages 2421) having a certain 
diameter to connect the venturies 242a and 2420 of the ?rst 
and second venturi blocks 240a and 2400. If necessary, as 
shoWn in FIGS. 3 and 4, inlet ports ofthe passages 242b ofthe 
intermediate block 2401) may be formed to have a single 
common space. 

In addition, an anti-frost passage 244 is formed to extend 
around the venturies 242a and 2420 and the passages 24219 of 
the noZZle block 240 (see FIG. 4). An inlet port of the anti 
frost passage 244 is in ?uid communication With the outlet 
port of the carrier gas block 230, and carrier gas is supplied to 
the venturi 242a and the anti-frost passage 244 in a ratio of 
9:1-713, and preferably 8:2. In consideration of manufactur 
ing problems, it is preferable that a plurality of anti-frost 
passages 244 are arranged along the periphery of the noZZle 
block 240. 

The cleaning agent block 210 has an inlet port in ?uid 
communication With a cleaning agent supply source 204, and 
a ?oW rate regulation valve 220 is installed on a pipeline 
adjacent to the inlet port. An outlet port of the cleaning agent 
block 210 is bent at a right angle to the inlet port, extends to 
form a fan shape similar to the carrier gas block 230, and has 
a plurality of ori?ces 212 in ?uid communication With a loWer 
end throttle of the respective venturies 24211 of the ?rst venturi 
block 24011. In consideration of manufacturing problems, a 
cleaning agent inlet port 246 may be formed at an upper 
surface of the ?rst venturi block 240 to function as the ori?ces 
212. 
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8 
The heater 250 is installed at the anti-frost passage 244 of 

the noZZle block 240. When the noZZle block 240 has a plu 
rality of anti-frost passages 244, a plurality of heaters 250 are 
installed at the plurality of anti-frost passages 244, respec 
tively. 

In addition, the noZZle of the present invention may include 
a thermocouple sensor 260 or 26011 to determine Whether CO2 
is sprayed, similar to the single noZZle of FIG. 1. Preferably, 
the thermocouple sensor 260 or 26011 is ?xed to an end of the 
outlet port of the cleaning agent block 210 or an end of the 
venturi block 24011 or 2400 to prevent the sensor from being 
froZen by CO2, as shoWn in FIG. 4, and While not shoWn, may 
be ?xed using a predetermined fastening means such as a pin, 
a belt, or the like. Therefore, the noZZle of the present inven 
tion is capable of determining Whether CO2 is sprayed by the 
temperature detected by the thermocouple sensor 260 or 26011 
installed at the end of the cleaning agent block 210 or the 
venturi block 24011 or 2400. 

Operation of the multi noZZle of the present invention Will 
noW be described. 

Carrier gas is supplied from the carrier gas supply source 
202 to the noZZle block 240 through the carrier gas block 230. 
The carrier gas is accelerated through the respective venturies 
24211 of the ?rst venturi block 24011, a cleaning agent supplied 
through the ori?ce 212 of the cleaning agent block 210 is 
changed to CO2 snoW to be mixed With the carrier gas and 
then discharged to the surface of the object through the inter 
mediate block 2401) and the second venturi block 2400. The 
CO2 snoW is primarily adiabatically expanded at the venturi 
24211 of the ?rst venturi block 240a, and the particles of the 
CO2 snoW groW through the passage 24219 of the intermediate 
block 2401) to be entirely mixed With the carrier gas. And then, 
the CO2 snoW is secondarily adiabatically expanded through 
the venturi 2420 of the second venturi block 2400, thereby 
maximiZing the siZe of the snoW particles. 

Simultaneously, the carrier gas supplied into the anti-frost 
passage 244 of the noZZle block 240 from the carrier gas block 
230 is heated to a high temperature of 100-2000 C. by the 
heater 250 to be sprayed onto the surface of the object through 
the noZZle block 240. 

Modi?ed Embodiment 2 

Multi-NoZZle 2 

FIG. 5 illustrates a modi?ed example of the multi noZZle 
embodiment of FIGS. 3 and 4, and FIG. 6 is a cross-sectional 
vieW taken along line V-V of FIG. 5. 

That is, the embodiment of FIGS. 5 and 6 is realiZed by 
moving a cleaning agent block 210' to the inlet port of the ?rst 
venturi block 24011 from an upper part of the ?rst venturi 
block 240a and installing a carrier gas block 230' to surround 
a periphery of the cleaning agent block 210', unlike the multi 
noZZle of FIGS. 3 and 4. The cleaning agent block 210' and 
the carrier gas block 230' of the embodiment of FIGS. 5 and 
6 are engaged With each other, similar to the single noZZle. 
The cleaning agent block 210' has an outlet port located at 

an outlet side of the carrier gas block 230' and includes a 
plurality of ori?ces 212' parallelly spaced apart from each 
other. As a result, the cleaning agent ejected to an outlet space 
of the carrier gas block 230' from the ori?ce 212' of the 
cleaning agent block 210' is changed into a snoW state through 
adiabatic expansion due to pressure drop. 
The carrier gas block 230' has a pair of inlet ports formed at 

both sides thereof to supply carrier gas from a carrier gas 
supply source (not shoWn) to the both sides of the carrier gas 
block 230'. In addition, the carrier gas block 230' has an outlet 
port for surrounding the outlet port of the cleaning agent 
block 210' to be in ?uid communication With the anti-frost 
passage 244 and the venturies 24211 of the ?rst venturi block 
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24011 of the nozzle block 240. The anti-frost passage 244 is in 
?uid communication With the outlet space of the carrier gas 
block 230' at an upstream side rather than the outlet port of the 
cleaning agent block 210', similar to the single noZZle. There 
fore, the cleaning agent is not introduced into the anti-frost 
passage 244, and only the carrier gas is supplied into the 
anti-frost passage 244. 

Meanwhile, the noZZle block 240 including the ?rst venturi 
block 24011, the intermediate block 240b, the second venturi 
block 2400, and the anti-frost passage 244, and the heater 250 
have the same structure as the embodiment of FIGS. 3 and 4. 
Therefore, its description Will be substituted by that of the 
embodiment of FIGS. 3 and 4 

The noZZle of the present embodiment may include a ther 
mocouple sensor 260' or 26011‘ for determining Whether CO2 
is sprayed, as shoWn in FIGS. 1 and 3, Which is preferably 
installed at an end of the outlet side of the cleaning agent 
block 210' or an end of the venturi block 24011 or 2400 to 
prevent the sensor from being froZen by C02, as shoWn in 
FIGS. 5 and 6. Of course, although not shoWn, the thermo 
couple sensor 260' or 26011‘ may be ?xed using a fastening 
means such as a pin, a belt, and so on. As described above, the 
noZZle of the present invention is capable of determining 
Whether CO2 is sprayed by the temperature detected by the 
thermocouple sensor 260' or 26011‘ installed at the end of the 
cleaning agent block 210' or the venturi block 24011 or 2400. 

Operation of the noZZle of the present invention as shoWn 
in the above different embodiments Will noW be described in 
conjunction With FIG. 7. 

FIG. 7 is a schematic vieW illustrating an operation state of 
the spray noZZle in accordance With the present invention 
described through the embodiments of FIGS. 1 to 6. When a 
high-pressure CO2 cleaning agent is supplied from a C02 
reservoir tank 10 to a cooler 30, the cooler 30 ?lters the CO2 
to change its phase to liquid and supplies the liquid CO2 to a 
spray noZZle. Here, a supply ?oW rate of the liquid CO2 is 
regulated by a ?oW rate regulation valve 120 or 220 installed 
at an inlet side of the spray noZZle, and a minor amount of dry 
ice particles are supplied into the interior of the noZZle 
together With N2 or the air provided from the carrier gas 
supply source 20, depending on a ?oW rate regulated by the 
?oW rate regulation valve 120 or 220. In addition, as 
described in the embodiments of FIGS. 1 to 6, it is possible to 
determine Whether CO2 is sprayed using the thermocouple 
sensor 160, 16011, 260, 26011, 260', or 26011‘ installed at the 
outlet side of the spray noZZle. 

Meanwhile, as shoWn in FIG. 7, the spray noZZle of the 
present invention may install a solenoid valve 170 betWeen 
the cooler 30 and the regulation valve 120 or 220 for supply 
ing the liquid C02. The supply of the liquid CO2 can be 
controlled through open/close operations of the solenoid 
valve 170 in response to electrical signals. 

According to the present invention as described above, the 
noZZle for spraying sublimable solidparticles entrained in gas 
for cleaning a surface in accordance With the present inven 
tion is capable of preventing frost from forming at the sur 
faces of the noZZle and the object by spraying a high-tem 
perature carrier gas directly through the noZZle or along the 
surface of the noZZle. 

Therefore, it is possible to perform a cleaning operation in 
a normal atmosphere since there is no probability of frost. It 
is possible to remarkably simplify the constitution of the 
apparatus since there is no need for a chamber for maintaining 
a dry cleaning environment, or various devices for preventing 
the generation of static electricity. And it is possible to more 
Widely and freely perform the cleaning operation using the 
sublimable solid particles. 
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While the present invention has been particularly shoWn 

and described With reference to exemplary embodiments 
thereof, it Will be understood by those of ordinary skill in the 
art that various changes in form and details may be made 
therein Without departing from the spirit and scope of the 
present invention as de?ned by the folloWing claims. 

What is claimed is: 
1. A noZZle for spraying sublimable solid particles 

entrained in gas for cleaning a surface, the noZZle comprising: 
a cleaning agent block having an inlet port in ?uid com 

munication With a cleaning agent supply source, and an 
outlet port including a plurality of ori?ces, disposed in 
parallel, for phase changing a cleaning agent into a snoW 
containing sublimable solid particles; 

a noZZle block having a plurality of inlet ports for intro 
ducing the cleaning agent snoW, including the ori?ces of 
the cleaning agent block, a plurality of venturies for 
groWing the cleaning agent snoW introduced into the 
respective inlet ports through adiabatic expansion, and a 
plurality of outlet ports in ?uid communication With the 
respective venturies for spraying the cleaning agent 
snoW groWn through the venturies onto a surface of an 
object; 

a carrier gas block having an inlet port in ?uid communi 
cation With a carrier gas supply source, and an outlet port 
in ?uid communication With the plurality of inlet ports 
of the noZZle block for mixing a carrier gas With the 
cleaning agent snoW; and 

a heater for heating the carrier gas supplied from the carrier 
gas supply source. 

2. The noZZle according to claim 1, Wherein each venturi of 
the noZZle block includes ?rst and second venturies disposed 
in series. 

3. The noZZle according to claim 2, including an interme 
diate passage having an inner diameter and located betWeen 
the ?rst and second venturies to facilitate the mixing of the 
cleaning agent snoW and the carrier gas. 

4. The noZZle according to claim 1, Wherein the carrier gas 
block is located at the inlet port of the noZZle block, the 
cleaning agent block is located on the noZZle block, and the 
inlet port of the noZZle block in ?uid communication With the 
ori?ce of the cleaning agent block is in ?uid communication 
With a throttle rear end of the venturi. 

5. The noZZle according to claim 1, Wherein the carrier gas 
block surrounds the cleaning agent block to engage a front 
end of the noZZle block. 

6. The noZZle according to claim 1, Wherein the noZZle 
block surrounds the venturi, and further comprises an anti 
frost passage in ?uid communication With the outlet port of 
the carrier gas block. 

7. The noZZle according to claim 1, further comprising a 
thermocouple sensor for detecting temperature variation 
When the cleaning agent is sprayed to determine Whether the 
cleaning agent is being supplied. 

8. The noZZle according to claim 7, Wherein the thermo 
couple sensor is located at an outlet end of one of the cleaning 
agent block and the noZZle block. 

9. The noZZle according to claim 8, further comprising a 
solenoid valve for controlling the supply of the cleaning agent 
through open/close operations in response to electrical sig 
nals. 


