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ROTARY GAME TABLE 

CROSS-REFERENCES TO RELATED 
APPLICATIONS 

This is a continuation-in-part application taking priority 
from Ser. No. 10/337,623, ?led on Jan. 7, 2003 noW U.S. Pat. 
No. 6,764,409. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates generally to game tables and 

more speci?cally to a rotary game table, Which provides tWo 
of the folloWing, a full siZe pool table, an air poWered hockey 
table or a gaming table by rotation of a combination game 
table. 

2. Discussion of the PriorArt 
It appears that the prior art does not disclose a combination 

full siZe pool table and air poWered hockey table in one 
rotatable structure. U.S. Pat. No. 4,305,581 to Neuharth dis 
closes a pivotable playing table. A billiard table is pivotally 
supported by tWo pedestals in either a horizontal or vertical 
orientation. U.S. Pat. No. 6,155,564 to Tsai discloses an air 
system structure of rotary game table. A double sided game 
surface is pivotally retained in a game table base. The double 
sided game surface includes table soccer on one surface and 
an air poWered hockey table on the opposite surface. U.S. Pat. 
No. 6,347,797 discloses a game table With using modes con 
vertible by Way of rotation. A table body is pivotally retained 
in a table frame. The table body includes, in one embodiment, 
table soccer on one surface and a pool table on the opposite 
surface. 

Accordingly, there is a clearly felt need in the art for a 
rotary game table, Which provides tWo of the folloWing, a full 
siZe pool table, an air poWered hockey table or a gaming table 
by rotation of a combination game table and manipulation of 
a securing device. 

SUMMARY OF THE INVENTION 

The present invention provides a rotary game that is rotated 
to provide tWo of the folloWing, a full siZe pool table, an air 
poWered hockey table or a gaming table. A rotary game table 
includes a combination game table tWo side support members 
and at least one cross member. The combination game table 
includes a full siZe pool table surface formed on one side of 
the combination game table and an air poWered hockey table 
surface formed on the opposite side. The siZe of the pool table 
surface is the same as a regulation siZe pool table. A plurality 
of pool ball pockets are formed in the pool table surface that 
are siZed to receive normal siZed pool balls. A net is prefer 
ably used to capture a billiard ball that falls into one of the 
pool ball pockets. HoWever, other devices may be used to 
capture a billiard ball that falls into a pool ball pocket, such as 
a plastic molded pocket. 

The air poWered hockey table surface includes a plurality 
of air holes formed through the table surface. A diffuser plate 
is disposed beloW the airpoWered hockey table surface. An air 
bloWer is preferably retained in a sliding draWer betWeen the 
pool table surface and the diffuser plate. An air hole is formed 
through the diffuser plate to receive an output of the air 
bloWer. The air bloWer draWs air from inside the combination 
game table and pushes the air through the plurality of air 
holes. A puck slot is disposed on each end of the air poWered 
hockey table to provide scoring in a game of air poWered 
hockey. 
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2 
Preferably, at least one accessory retainer is terminated on 

each end With a single side support member. The at least one 
cross member is also terminated on each end by a single side 
support member. The combination game table is pivotally 
retained by a single side support member on each end thereof. 
At least one locking pin device is disposed in each side 
support member. Each locking pin device is preferably spring 
loaded such that a spring pin is in a normally extended posi 
tion. At least one pin cavity is formed in each end of the 
combination game table to receive the at least one locking pin. 
The at least one locking pin is Withdrawn from the at least one 
pin cavity to alloW the game table to be rotated. A separate 
locking pin may also be used that is WithdraWn from each side 
support member. 
A second embodiment of a rotary game table includes a 

combination game table, tWo side support members, at least 
tWo pivotal support arms and at least one cross member. The 
combination game table is the same as in the ?rst embodi 
ment. Preferably, at least one accessory retainer acts as the at 
least one cross member. The at least one accessory retainer is 
terminated on each end With a single side support member. 
The combination game table is pivotally retained by one side 
support member on each end thereof. Each pivotal support 
arm is pivotally attached to one end of one side support 
member. The pivotal support arms are sWung such that they 
are parallel With the side support members When rotating the 
combination game table. Each pivotal support arm is attach 
able to a single accessory retainer With any suitable quick 
release fastener. The at least one locking pin device may also 
be disposed in each side support member. 
A third embodiment of a rotary game table includes a 

combination game table, tWo side support members, and at 
least one cross member. The combination game table is the 
same as in the ?rst embodiment. The at least one cross mem 

ber is terminated on each end With a single side support 
member. The combination game table is pivotally retained by 
one side support member on each end thereof. At least one 
locking pin device is disposed in each side support member. 
A pivotal support arm may be substituted for the at least 

one locking pin device. Each pivotal support arm Would be 
pivotally attached to one end of one side support member. The 
pivotal support arms are sWung such that they are parallel 
With the side support members When rotating the combination 
game table. Each pivotal support arm is attachable to a single 
cross member With any suitable quick release fastener. 
At least one of the tWo side support members is preferably 

con?gured to retain game accessories such as a plurality of 
billiard balls, cue sticks, a rack, a puck, and tWo hockey 
paddles. A plurality of game accessories is de?ned by at least 
tWo billiard balls. 
A fourth embodiment of a rotary game table includes a 

combination game table, tWo side support members, and at 
least one cross member. The combination game table is the 
same as in the ?rst embodiment. The at least one cross mem 

ber is terminated on each end With a single side support 
member. The combination game table is pivotally retained by 
one side support member on each end thereof. Preferably, tWo 
support latches are in each side support member. One of the 
tWo side support members is preferably con?gured to retain 
game pool accessories such as a plurality of billiard balls, a 
rack and a brush, and the other one of the tWo side support 
member is preferably con?gured to retain hockey accessories 
such as tWo paddles and a puck. 
A gaming table surface may be substituted for the air 

hockey table surface. The gaming table surface includes a 
gaming pocket formed in the combination game table and at 
least one gaming insert. The gaming insert is preferably 
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retained With a plurality of lock clips . A dealer chip holder and 
player chip holders are also formed adjacent the gaming table 
surface. 

Accordingly, it is an object of the present invention to 
provide a rotary game table, Which provides tWo of the fol 
lowing, a pool (billiards) table, an air poWered hockey table or 
a gaming table in a combination game table. 

These and additional objects, advantages, features and 
bene?ts of the present invention Will become apparent from 
the folloWing speci?cation. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a perspective vieW of a rotary game table in 
accordance With the present invention. 

FIG. 2 is a partially exploded perspective vieW of a rotary 
game table in accordance With the present invention. 

FIG. 3 is a perspective vieW of a rotary game table With a 
combination game table in a vertical orientation in accor 
dance With the present invention. 

FIG. 4 is a cross sectional vieW of a combination game 
table of a rotary game table in accordance With the present 
invention. 

FIG. 4a is a cross sectional vieW of an electrical cord of an 
air bloWer routed through a pivot pin of a rotary game table in 
accordance With the present invention. 

FIG. 5 is an enlarged perspective vieW of a locking pin 
device of a rotary game table in accordance With the present 
invention. 

FIG. 6 is an enlarged perspective vieW of a locking pin of a 
rotary game table in accordance With the present invention. 

FIG. 7 is a perspective vieW of a second embodiment of a 
rotary game table in accordance With the present invention. 

FIG. 8 is a partially exploded perspective vieW of a second 
embodiment of a rotary game table in accordance With the 
present invention. 

FIG. 9 is a perspective vieW of a second embodiment of a 
rotary game table With a combination game table in a vertical 
orientation in accordance With the present invention. 

FIG. 10 is a perspective vieW of a third embodiment of a 
rotary game table in accordance With the present invention. 

FIG. 11 is a front vieW of a side support member not shoWn 
in FIG. 10 of a third embodiment of a rotary game table in 
accordance With the present invention. 

FIG. 12 is a perspective vieW of a fourth embodiment of a 
rotary game table in accordance With the present invention. 

FIG. 13 is a front vieW of a side support member not shoWn 
in FIG. 12 of a fourth embodiment of a rotary game table in 
accordance With the present invention. 

FIG. 14 is a perspective vieW of a support latch in a locked 
orientation of a fourth embodiment of a rotary game table in 
accordance With the present invention. 

FIG. 15 is a perspective vieW of a support latch in a 
retracted orientation of a fourth embodiment of a rotary game 
table in accordance With the present invention. 

FIG. 16 is a cross sectional vieW of a support latch in a 
locked orientation of a fourth embodiment of a rotary game 
table in accordance With the present invention. 

FIG. 17 is a perspective vieW of a combination game table 
With a gaming pocket on one side and a pool table surface on 
the other side thereof of a rotary game table in accordance 
With the present invention. 

FIG. 18 is a top vieW of a combination game table With a 
gaming pocket on one side and a pool table surface on the 
other side thereof of rotary game table in accordance With the 
present invention. 
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4 
FIG. 19 is an enlarged partial cross sectional vieW of a 

combination game table With a gaming pocket on one side and 
a pool table surface on the other side thereof of rotary game 
table in accordance With the present invention. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

With reference noW to the draWings, and particularly to 
FIG. 1, there is shoWn a perspective vieW of a rotary game 
table 1. With reference to FIGS. 2-4, the rotary game table 1 
includes a combination game table 10, tWo side support mem 
bers 12 and at least one cross member. The combination game 
table 10 includes a game frame 14, a pool table surface 16, an 
air poWered hockey surface 18 and an air bloWer 20. The pool 
table surface 16 is formed on one side of the combination 
game table 10 and an air poWered hockey table surface 18 
formed on the opposite side. The siZe of the pool table surface 
16 has the same dimensions as a regulation pool table. The 
game frame 14 preferably includes tWo end frame members 
22 and tWo lengthWise frame members 24. The tWo end frame 
members 22 are attached to the tWo lengthWise frame mem 
bers 24 With any acceptable fastening process, such as glue or 
fasteners. 
A perimeter of the pool table surface 16 is preferably 

attached to an inside perimeter of the game frame 14 With 
threaded fasteners, but other attachment methods may also be 
used. The air poWered hockey surface 18 is preferably 
attached to an inside perimeter of the game frame 14 With 
glue, but other attachment methods may also be used. Pool 
ball pockets 26 are formed in the end frame members 22, the 
lengthwise frame members 24 and the pool table surface 16. 
The pool ball pockets 26 are formed substantially through a 
height of the end and lengthWise frame members. Preferably, 
a net 28 is attached to a Wall of each pool ball pocket 26 to 
capture a billiard ball that falls therein. 
The air poWered hockey table surface 18 includes a plural 

ity of air holes 30 formed therethrough. A diffuser plate 35 is 
disposed beloW the air poWered hockey table surface 18 such 
that an air gap 37 is maintained therebetWeen. The air bloWer 
20 is preferably retained in a sliding draWer 34 betWeen the 
pool and air poWered hockey table surfaces. As clearly shoWn 
in FIG. 4, a space or cavity 31 is betWeen pool table surface 16 
and hockey table surface 18 that has air bloWer 20 therein. 
Game table 10 includes a space or cavity 32 constructed to 
receive draWer 34 With air bloWer 20 positioned therein. Air 
bloWer 20, When draWer 34 is in the closed position as shoWn, 
is located in both spaces 31 and 32 of the combination table. 
Cavity 32 is the volume generally enclosed by the table sur 
faces 16 and 18, tWo end frame members 22 and tWo length 
Wise frame members 24 as shoWn in FIGS. 1 and 4. Referring 
back to FIG. 4 an air hole 39 is formed through the diffuser 
plate 35 to receive an output of the air bloWer 20. The air 
bloWer 20 draWs air from inside the combination game table 
10 and preferably through at least one air vent 41 formed 
through the frame 14. The air output from the air bloWer 20 
?oWs through the air hole 41 into the air gap 37 created by the 
diffuserplate 35 and through the plurality of air holes 30 in the 
air poWered hockey table surface 18. The draWer 34 is 
required to alloW the air bloWer 20 to be removed from the 
combination game table 10 for replacement. A puck slot 36 is 
formed through each end frame member 22 to enable scoring 
in a game of air poWered hockey. 
At least one cross member 38 is preferably terminated by 

an end cap 40 on each end thereof. The end cap 40 is attached 
to an end of the at least one cross member 38 and to one of the 
tWo side support members 12 With any suitable fastening 










