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DUAL FUNCTION SEED METER 

FIELD OF THE INVENTION 

The present invention is directed to a mechanical seed 
meter Which can be used on planters, grain drills and air 
seeders. 

BACKGROUND OF THE INVENTION 

In the United States the vast majority of crops are planted 
With roW crop planters, grain drills or air seeders. RoW crop 
planters are designed to place seeds in roWs far enough apart 
to permit the control of Weeds by cultivation and to improve 
harvesting e?iciency. Grain drills and air seeders are used in 
solid planting, When roW spacing is too close to permit culti 
vating or other cultural practices. 

All three seeding machines, meter seed so it can be planted 
uniformly in a ?eld. The roW crop planters usually have the 
more sophisticated metering equipment for singling seeds, 
Whereas the drills and air seeders use volumetric meters 
Which apply a ?xed volume of seed per linear foot. Volumetric 
meters typically comprise ?uted drums Which rotate through 
the seed reservoir, as illustrated in US. Pat. Nos. 3,489,321 
and 3,763,797. Of particular interest is US. Pat. No. 3,489, 
321 Which discloses a metering drum having helical ?utes. 

Singling mechanical seed meters used on planters include 
seed plate meters, ?nger pickup meters and “brush meters”. A 
seed plate seed meter is a mechanical seed meter having a 
rotating plate located at the bottom of the seed hopper. The 
plate is provided With seed cells in Which the seed is trapped. 
If the cells are the correct siZe, only one seed Will be trapped 
in each cell. The plate is then rotated over the discharge area 
and the seed released. US. Pat. Nos. 3,486,659, 4,282,985, 
and 4,609,131 disclose various con?gurations for seed plate 
type seed meters. Of particular interest is US. Pat. No. 4,609, 
131 Which is a hybrid seed dispensing device also having a 
?uted drum for dispensing seed volumetrically. 

Another mechanical seed meter is the ?nger pickup seed 
meter. This meter is used for corn and comprises a series of 
?ngers that pass through the seed reservoir. The ?ngers are 
initially open in the seed reservoir and then close trapping 
seed betWeen the ?ngers and a stationary plate. Additional 
seed trapped by the ?ngers is removed by passing the ?ngers 
over indentations in the stationary plate as the seed is trans 
ported to the discharge area Where the ?nger is opened releas 
ing the seed. One example of a ?nger pickup meter is dis 
closed in US. Pat. No. 3,552,601 

Recently “brush meters” have been used for metering soy 
beans. A vertical rotating seed plate having a plurality of seed 
cells around its periphery passes through the seed reservoir. 
Seed is trapped in the seed cells by brushes. Examples of 
“brush meters” are disclosed in US. Pat. Nos. 4,924,786, 
5,027,725 and 5,058,766. 

SUMMARY OF THE INVENTION 

It is an object of the present invention to provide a simple 
mechanical seed meter that can be selectively sWitched to 
singling seeds or volumetrically metering seeds. The subject 
seed meter can be used on roW crop planters, grain drills and 
air seeders. 

The seed meter of the present invention comprises a casing, 
a metering drum and a slidable gate. The casing de?nes a 
volumetric compartment and a singling compartment. The 
casing is also provided With an inlet to Which the slidable gate 
is mounted. The slidable gate is provided With an opening for 
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2 
selectively directing seeds to either the volumetric compart 
ment or the singling compartment. An outlet in the casing 
doWnstream from the volumetric and the singling compart 
ments dispenses metered seed from the meter. As With the 
casing, the metering drum is divided into tWo sections, (1) a 
volumetric section is rotatively positioned in the volumetric 
compartment, and (2) a singling section is rotatively posi 
tioned in the singling compartment. 
The volumetric section of the drum is provided With radi 

ally extending ?utes de?ning seed receiving valleys. The 
volumetric compartment is provided With a ?exible and resil 
ient ?oW control member that divides the volumetric com 
partment into a seed dispensing space and a seed receiving 
space. The control member controls the amount of seed in the 
seed receiving valleys before they are released to the outlet. 
The singling section of the drum is provided With radially 

extending angled ?utes de?ning seed receiving valleys. The 
?utes extend transversely into outWardly extending ?ngers 
that de?ne seed receiving pockets. A ?exible isolator divides 
the space betWeen the metering drum and the casing into a 
seed receiving space and a seed dispensing space. The ?exible 
isolator comprises a dividing comb having urethane tines. 
The up stream section of the dividing comb is tapered to drive 
excess seed aWay from the seed dispensing space. A holding 
comb holds the seed in the seed pockets as the pockets rotate 
from the seed receiving space to the seed dispensing space. 
After the seed reaches the seed dispensing space the holding 
comb ends and the seed is released to the outlet. A ?exible and 
resilient ?oW regulating member extends transversely across 
the seed receiving space adjacent to the tapered portion of the 
dividing comb. A sealing comb extends betWeen the dividing 
comb and the casing Wall immediately downstream from the 
outlet to prevent seed from short circuiting the meter and 
entering the outlet directly. 
The outer Wall of the singling casing is provided With an 

adjustable portion that forms the outer Wall of the seed dis 
pensing space. More speci?cally, the Width of the seed dis 
pensing space canbe adjusted to accommodate different siZed 
seeds. The adjustable portion comprises a semi-circular insert 
that can be reversed to provide for different siZed seeds. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a side vieW of the present seed meter. 
FIG. 2 is a front vieW of the present seed meter. 
FIG. 2A is a partial cross sectional vieW taken along line 

2A-2A illustrating the overlapping ridges 37 and 39. 
FIG. 3 is a rear vieW of the present seed meter With the 

slidable gate removed. 
FIG. 4 is a cross sectional top vieW of the present seed 

meter. 

FIG. 5 is an exploded vieW of the present seed meter. 
FIG. 6 is a side vieW of the singling section of the metering 

drum. 
FIG. 7 is a side vieW of the volumetric section of the 

metering drum. 
FIG. 8 is a cross sectional side vieW of the present seed 

meter. 
FIG. 9 is a perspective vieW of the center portion of the 

present seed meter shoWing the singling compartment. 
FIG. 10 is a perspective vieW of the center portion of the 

present seed meter shoWing the volumetric compartment. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

The seed meter 10 of the present invention comprises a 
casing 12, a metering drum 14 and a slidable gate 16 having 
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an opening 17. The casing 12 de?nes a ?rst volumetric com 
partment 18 and a second singling compartment 20. Each 
compartment is provided With an inlet through Which the 
slidable gate 16 selectively directs seed. An outlet 24 in the 
casing doWnstream from the volumetric and the singling 
compartments 18 and 20 dispenses metered seed from the 
meter 10. As With the casing 12, the metering drum 14 is 
divided into tWo sections, (1) a volumetric section 26 is rota 
tionally positioned in the volumetric compartment 18, and (2) 
a singling section 28 is rotationally positioned in the singling 
compartment 20. 

The basic casing 12 comprises three plastic parts, (1) a 
volumetric side 30 corresponding to the volumetric compart 
ment 18, (2) a singling side 32 corresponding to the singling 
compartment, and (3) the center portion 34 de?ning the 
shared common Wall of the volumetric and singling compart 
ments 18 and 20. The volumetric side 30 and the singling side 
32 are provided With integrally molded resilient fastening 
assemblies 36 Which engage protuberances 38 extending out 
Wardly from the center portion 34. The volumetric and sin 
gling sides 30 and 32 are provided With inWardly extending 
ridges 37 Which overlap similar ridges 39 on the center por 
tion 34 for sealing the meter 10. 

The top of the center portion 34 is provided With tWo 
transverse channels 40 for receiving the slidable gate 16. The 
center of each channel is provided With an inWardly project 
ing nib 42 for holding the slidable gate in its selected position. 
The volumetric and singling sides 30 and 32 are provided 
With circular apertures 44. The apertures 44 are provided With 
an axially extending rim 46 forming a bearing surface for the 
metering drum 14. The centerportion 34 is also provided With 
a circular aperture 48 through Which the metering drum 14 
extends. The internal edge of aperture 48 forms a bearing 
surface for the metering drum 14. The outlet 24 is provided 
With an outWard extending lip 50 to Which a seed tube, not 
shoWn, is coupled. 
The volumetric compartment 18 of the center portion 34 is 

provided a series of transversely extending slots 52 around a 
portion of its periphery. A ?exible and resilient urethane ?oW 
control member 54 having upstanding T-shaped mounting 
structures 56 is slid onto these slots and trapped therein When 
volumetric side 30 is fastened to the center portion 34. The 
?oW control member 54 de?nes the seed receiving space and 
the seed dispensing space of the volumetric compartment 18. 
Seed passing through the opening 17 in the slidable gate 16 
form a seed puddle around the metering drum 14. As the 
metering drum 14 is rotated counterclockwise seed is cap 
tured in the seed receiving valleys 61 de?ned by the radially 
extending ?utes 63 of the metering drum 14 and transported 
from the seed receiving space 58 into the seed dispensing 
space 60. FloW control member 54 prevents excess seed from 
entering the seed dispensing space 60. As the seed passes into 
the seed dispensing space 60 it is released by the control 
member 54 and falls through the outlet 24. Seed is prevented 
from short circuiting the meter 10 by arranging the bottom 
Wall 62 in close proximity to the top of the radially extending 
?utes 63 thereby forming a barrier to short circuiting. 

The part forming the ?exible and resilient control member 
54 is provided With a transversely extending tang 78 that is 
inserted through the double T-opening Which is located in 
dividing Wall 66 of the center portion 34. This tang 78 forms 
a ?exible and resilient ?oW control member in the singling 
compartment 20 into Which is passes. The singling compart 
ment 20 is provided With a dividing comb 68 and a holding 
comb 70. These combs are integrally formed of urethane and 
are provided With a series of T-shaped mounting structures 
72. These mounting structures are slid into T-shaped slots 73 
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4 
formed in a portion of the outer periphery of the center portion 
34. The holding comb 70 corresponds to the outWardly 
extending ?ngers 74 that de?ne seed receiving pockets 75. 
The holding comb de?nes the seed dispensing space and 
holds singled seeds in the seed receiving pockets 75. The 
dividing comb 68 is provided With an angled upstream por 
tion Which drives excess seed aWay from the seed receiving 
pockets 75. The tines of the dividing comb 68 are longer than 
the tines of the holding comb 70 and extend into the seed 
receiving valleys 79. After the seed reaches the seed dispens 
ing space 73 the holding comb 70 ends and the seed is 
released to the outlet 24. A sealing comb 76 extends betWeen 
the dividing comb 68 and the inner surface of the singling side 
32 immediately doWnstream from the outlet 24 to prevent 
seed from short circuiting the meter 10 and entering the outlet 
24 directly. 
The singling section 32 is provided With a semi-circular 

insert 78. This insert can be reversed to adjust the Width of the 
seed receiving cells. The ?rst side 77 of the insert 78 is ?ush 
With the inner surface of the singling side 32, Whereas the 
second side 81 is recessed aWay from the inner surface to 
accommodate larger seeds. This insert 78 is held in place by 
resilient trapping elements 80, recessed channel 82 and sta 
tionary trapping elements 84. The insert 78 itself is provided 
With radially extending ?ange 86 Which is received by the 
recessed channel 82. In mounting the insert 78 to the singling 
cover, the open ends 88 of the insert 78 are ?rst inserted into 
stationary trapping elements 84 and then the resilient trapping 
elements 80 are pulledback until the radially extending ?ange 
rests against the recessed channel 82. The resilient trapping 
elements 80 are then released trapping the insert in place. 
The metering drum 14 has a volumetric section 26 and a 

singling section 28. The metering drum 14 is driven by a 
hexagonal drive shaft 87 passing through hexagonal aperture 
86. The volumetric section 26 has a series of radially extend 
ing ?utes 63 that de?ne seed receiving valleys 61. The volu 
metric section 26 is a tWo piece plastic drum. Both pieces 88 
and 90 are identical and maybe removed from the hexagonal 
drive shaft Without removing the shaft. The pieces 88 and 90 
are joined together by dovetail joints 89. The outer surface of 
the volumetric section 26 is provided With a transversely 
extending circular rim 91 Which bears against the inner cir 
cular edge of the aperture 44. The inner surface of the volu 
metric section 26 is provided With a series of radially extend 
ing reinforcements 92. Each of the reinforcements is provided 
With a small notch 94. 

The singling section 28 has a series of radially extending 
angled ?utes 93 that terminate in radially extending ?ngers 
74. The ?utes 93 de?ning seed receiving valleys 79 and the 
?ngers 74 de?ning the seed receiving pockets 75. As With the 
volumetric section 26, the singling section 28 is a tWo piece 
plastic drum. Both pieces 96 and 98 as identical and maybe 
removed from the hexagonal shaft. The pieces 96 and 98 are 
joined together by dovetail joints 89. The outer surface of the 
singling section 26 is provided With a bearing surface com 
prising transversely extending circular rim 99 Which bears 
against the inner circular edge of the aperture 48. The inner 
surface is provided With a series of radially extending rein 
forcements 100. The inner surface is also provided With a 
inWardly extending sleeve 101 having an annular set of trian 
gular teeth 102. These teeth ride in the small notches 94 on the 
volumetric section 26 of the metering drum 14. 
The slidable gate 16 has a ?rst outer edge 106 having a ?rst 

resilient latch mechanism 108, and a second outer edge 110 
having a second resilient latch mechanism 112. The latch 
mechanisms 108 and 112 are identical and are provided With 
detents 114 that cooperate With the nibs 42 located in each of 
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the channels 40 to latch the slidable gate 16 into a volumetric 
position or a singling position. In the volumetric position, the 
gate 16 is positioned to block the ?oW of seed into the singling 
compartment 20 and alloW the ?oW of seed through opening 
17 into the volumetric compartment 18. In the singling posi 
tion the opposite happens, and the ?oW of seed is blocked 
from the volumetric compartment 18 and is passed into the 
singling compartment 20. The slidable gate is also provided 
With a doWnWard depending grip 120 Which is grabbed by the 
operator When shifting the slidable gate 16. 

The center portion 34 of the casing is also provided With a 
mounting channel 122 Which engages the frame of a seeding 
machine. An aperture 124 receives a mounting bolt, not 
shoWn, for securing the seed meter to the seeding machine 
frame. 

The center portion 34 of the casing 12 is also provided With 
an opening 126 for receiving and directing fertilizer and other 
chemicals to the seed planting furrow during seeding opera 
tions. 

Having described the preferred embodiment, it Will 
become apparent that various modi?cations can be made 
Without departing from the scope of the invention as de?ned 
in the accompanying claims. 
We claim: 
1. A seed meter for metering seeds for a piece of seeding 

equipment, the seed meter comprising: 
a casing having a volumetric compartment, a singling com 

partment and an outlet for dispensing seed; 
a slidable gate positioned up stream from the compartments 

for selectively directing seed into one of the tWo com 
partments; 

a metering drum having a volumetric section located in the 
volumetric compartment and a singling section located 
in the singling compartment, the metering drum is rota 
tively mounted to the casing, the singling section and the 
volumetric section directing metered seed to the outlet. 

2. A seed meter as de?ned by claim 1 Wherein the volu 
metric section of the metering drum is provided With a series 
of radially extending ?utes de?ning seed receiving valleys. 

3. A seed meter as de?ned by claim 2 Wherein the volu 
metric compartment of the casing is provided With a ?exible 
and resilient ?oW control member Which controls the amount 
of seed in the seed receiving valleys of the volumetric section 
of the metering drum. 

4. A seed meter as de?ned by claim 3 Wherein the singling 
section of the metering drum is provided With a series of 
radially extending angled ?utes that terminate in radially 
extending ?ngers, the ?ngers de?ning single seed receiving 
pockets. 

5. A seed meter as de?ned by claim 4 Wherein the singling 
compartment of the casing is provided With a dividing comb 
for singling seed and a holding comb for holding singled seed 
in the seed receiving pockets. 

6. A seed meter as de?ned by claim 5 Wherein the singling 
compartment of the casing is further provided With a sealing 
comb Which prevents seed from short circuiting the meter and 
directly entering the outlet. 

7. A seed meter as de?ned by claim 6 Wherein the slidable 
gate has a latch mechanism for latching the slidable gate in 
either a volumetric position Wherein seed is directed to the 
volumetric compartment and blocked from the singling com 
partment, or a singling position Wherein seed is directed to the 
singling compartment and blocked from the volumetric com 
partment. 

8. A seed meter as de?ned by claim 7 Wherein the latch 
mechanism is provided With at least tWo detents correspond 
ing to the volumetric position and the singling position Which 
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6 
cooperate With nibs formed in the casing for holding the 
slidable gate in either the volumetric position or the singling 
position. 

9. A seed meter as de?ned by claim 8 Wherein the slidable 
gate is provided With a ?nger grip for facilitating the move 
ment of the slidable gate by an operator. 

10. A seed meter as de?ned by claim 8 Wherein the casing 
comprises a center portion, a volumetric side and a singling 
side, the volumetric side and the center portion de?ning the 
volumetric compartment, and the singling side and the center 
portion de?ning the singling compartment. 

11. A seed meter as de?ned by claim 10 Wherein the volu 
metric and singling sides and the center portion are provided 
With circular apertures having internal edges that form bear 
ing surfaces for the metering drum. 

12. A seed meter as de?ned by claim 11 Wherein the sin 
gling and volumetric sides are provided With integrally 
molded fastening assemblies Which engage protuberances 
molded into the center portion. 

13. A seed meter as de?ned by claim 12 Wherein the center 
portion is provided With tWo channels along Which the slid 
able gate moves. 

14. A seed meter as de?ned by claim 10 Wherein the volu 
metric metering section of the metering drum comprises tWo 
identical parts that are joined together about a drive shaft. 

15. A seed meter as de?ned by claim 14 Wherein the sin 
gling metering section of the metering drum comprises tWo 
identical parts that are joined together about the drive shaft. 

16. A seed meter as de?ned by claim 15 Wherein the tWo 
identical parts of the singling section and the volumetric are 
joined together by dovetail joints. 

17. A seed meter as de?ned by claim 10 Wherein the sin 
gling section of the metering drum is provided With an 
inWardly extending sleeve having triangular teeth that 
engages the volumetric section of the metering drum. 

18. A seed meter as de?ned by claim 17 Wherein the volu 
metric section of the metering drum is provided With a series 
of notches Which engage the inWardly extending sleeve of the 
singling section. 

19. A seed meter as de?ned by claim 10 Wherein the ?oW 
control member located in the volumetric compartment is 
provided With a tang that extends through the center portion 
of the casing into the singling compartment Where it forms a 
?oW control member. 

20. A seed meter as de?ned by clam 10 Wherein the sin 
gling side of the casing is provided With a semi-circular insert 
adjacent the seed holding comb, the semi-circular insert has a 
?rst side Which is ?ush With the singling side and a second 
side having a recessed channel, the semi-circular insert can be 
reversed so that the ?rst side or second side can be located in 
the singling compartment to accommodate different siZed 
seed. 

21. A seed meter as de?ned by claim 20 Wherein the sin 
gling side of the casing is provided With stationary and resil 
ient trapping elements for releasably mounting the semi 
circular insert to the singling side of the casing. 

22. A seed meter as de?ned by claim 10 Wherein the seal 
ing, dividing and holding combs are integral With one another, 
the combs are provided With mounting structures for mount 
ing the combs to the casing. 

23. A seed meter as de?ned by claim 22 Wherein the center 
portion of the casing is provided With a series of slots for 
receiving mounting structures of the sealing, dividing and 
holding combs. 

24. A seed meter as de?ned by claim 10 Wherein the ?ex 
ible and resilient ?oW control member located in the volu 
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metric compartment is provided With mounting structures for receiving mounting structures of the How control member 
mounting the How control member to the casing. located in the Volumetric compartment. 

25. A seed meter as de?ned by claim 24 Wherein the center 
portion of the casing is provided With a series of slots for * * * * * 


