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CELL ANALYSIS USING LASER WITH 
EXTERNAL CAVITY 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

This present invention relates to the analysis and process 
ing of biological cells and other particles and more particu 
larly to a method and device for analyzing and processing 
biological cells using a laser diode With an external cavity. 

2. Discussion of the Background 
In recent years, rapid in-situ monitoring of biological cells 

and detection of ultra-small-volume samples, and even of 
single cells, are in great demand (1). Those analyses and 
processing may include the determination of morphologic 
characteristics of cells and biophysical properties of cells, 
Which is of especial importance in the ?elds of cytochemistry, 
molecular biology, genetics, immunology, and biomedicine 
and so forth. TWo major ?elds are environmental monitoring 
and point-of-care (POC) disease diagnosis including a range 
of applications, from drinking Water quality and food pollu 
tion to epidemics and bioterrorism. 

Several techniques have been used for cell analysis. One 
method for analyZing biological cells at high speed is ?oW 
cytometry (FCM) (2), Wherein the cell samples are marked 
With ?uorescence labels so that they can be recogniZed in a 
detection area. The samples are prepared as a cell suspension 
in a buffer ?uid and chemically treated With one or more 
labels, then they are pumped through a ?oW channel While 
being kept in the center of the channel under hydrodynamic 
focusing control. In the detection area, the cells are illumi 
nated by a focused laser beam and emit ?uorescent light. 
Several detectors are placed at different angles to collect the 
absorption, scattering or ?uorescent light. After ?nishing the 
analysis, the cells are separated into different collectors. 

The traditional method for determining the refractive index 
of the cell is interferometry based on ?oW cytometry (FCM) 
technology (3,4). The cells to be detected are transported into 
the sensor Zone by the hydrodynamic control and irradiated 
by a laser light. The laser light is re?ected from different 
regions in the channel, Which generate an interference pattern 
that moves When the refractive index of the ?oW in the chan 
nel changes. Since the cell generally has a refractive index 
Which is different from that of the surrounding medium, the 
refractive index of the cell is able to be determined by the 
intensity variations in the interference pattern. 

Unfortunately, all these techniques have their individual 
shortcomings. First, the cell sample requires time-consuming 
chemical treatment and ?uorescence labeling; the ?uores 
cence labels Will change the characteristics of the natural 
cells; moreover, those cells labeled With ?uorescent markers 
cannot be further used, such as for transplantation. Second, 
the errors of detecting scattered light from an individual cell 
are quite large; that is Why the result from FCM is a statistic 
distribution and the tested sample requires certain enrichment 
(concentration of cells), Which implies that FCM is not suit 
able for determining the properties of a single cell. Third, due 
to the loW ef?ciency of scattering and ?uorescence from the 
small siZe of biological cells (typically less than 20 pm in 
diameter) and also a limited area Where the ?uorescence 
labels are excited, the signal (intensity) for each cell passing 
through the detection area may be Weak compared to the 
intensity of incident laser light. Therefore, the limits of sen 
sitivity of FCM depend critically on the poWer of the incident 
laser beam and magnitude of the perturbations in the scattered 
or ?uorescent light caused by different variants of the bio 
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2 
logical cells. Finally, a ?oW cytometer is a big and expensive 
machine; it costs normally from $200,000 to $500,000 and 
needs a trained operator. 

Recently, Gourley (U .S. Pat. No. 5,608,519) used a vertical 
cavity surface emitting laser (V CSEL) as a sensor to analyZe 
red blood cells. By placing the cells Within the resonant cavity 
as one part of the gain medium, some parameters of the cells 
can be obtained by analyZing the laser beam emitted from the 
VCSEL. For example, the emission spectrum of VCSEL 
includes information on the cell ingredient because of the 
speci?c energy level structure. The cell siZe can be analyZed 
by the distribution of transversal modes. HoWever, this 
method has its shortcomings. First, the fabrication for this 
peculiar VCSEL is very complicated and vulnerable. Making 
a channel Within the laser die increases the di?iculty of the 
process. Second, the dimension of the channel is limited by 
the siZe of VCSEL. Moreover, this apparatus can only analyZe 
cells With a narroW siZe range under a certain channel Width. 
Thus, big cells may be distorted in the channel and small cells 
might not be e?icient enough in in?uencing the laser emis 
sion. Third, the cells to be analyZed can not be exactly located 
in the middle of channel Without micro?oW control. Finally, it 
is very dif?cult to make the VCSEL resonant. Since the bio 
logical cell serves as a part of the gain medium, Whether the 
laser Will produce an emission after passing through the cells 
many times Will be determined by the energy level structures 
of the cells. If the cells have a very strong absorption, the laser 
Will not lase because of the high loss, and the cavity can not 
operate in resonance. 

Accordingly, While prior art devices alloW for analyZing 
cells, it is desirable to improve these devices by having sys 
tems Which are more accurate, Work With a single operation, 
have loW costs, and high accuracy. 

BRIEF DESCRIPTION OF DRAWINGS 

The accompanying draWings, Which are incorporated into 
and form a part of the speci?cation, illustrate several aspects 
of the present invention and, together With the description, 
serve to explain the principles of the invention. The draWings 
are only for the purpose of illustrating preferred embodiments 
of the invention and are not to be construed as limiting the 
invention. In the draWings: 

FIG. 1 is a perspective vieW of a laser apparatus for micro 
scopic and spectroscopic analysis and processing of biologi 
cal cells according to the present invention; 

FIG. 2a is a perspective vieW of a ?rst design of the analysis 
region for analyZing and processing of biological cells; 

FIG. 2b is a perspective vieW of a second design of the 
analysis region; 

FIG. 3 is a perspective vieW of a third design including 
scanning in tWo directions; 

FIG. 4a is a diagram of one design of a microlens set for 
improving the quality of a laser beam; 

FIG. 4b is a diagram of the optical section of the present 
invention; 

FIGS. 5a and 5b are graphs shoWing test results for cali 
bration beads; 

FIGS. 6a, 6b, 6c, 6d and 6e shoWs the microscopy images 
of ?ve cancerous cells. 

DETAILED DESCRIPTION OF THE INVENTION 

The present invention seeks to overcome the problems of 
the prior art by providing a system for biomedical analysis 
With a single operation, loW costs, and high accuracy. The 



US 7,767,444 B2 
3 

embodiments of the invention may independently provide 
one or more of the advantages set forth below. 
One advantage of the present invention is that the biologi 

cal cells are able to be non-invasively analyZed Without any 
chemical treatment or ?uorescent labeling, Which keeps the 
cells intact and also enables the collected cells to be further 
used or processed after measurement, especially for thera 
peutic purposes. 

Another advantage of the present invention is that the liv 
ing cells are measured one by one in the analysis region in real 
time With high accuracy, Which provides an approach for 
single-molecule detection (SMD) and reduces the sample 
consumption as Well. 
A further advantage of the present invention is that the 

living cells are located Within an external laser cavity and 
analyZed as a Weak feedback apparatus. The light that is 
re?ected back from the external cavity after passing through 
the biological cells once Will ?nally in?uence the character 
istics of laser emission. Therefore, the emission light from the 
combination laser includes the information about the cells. 
Furthermore, this analysis system has a very high resolution 
because of the high sensitivity and multi-ampli?cation func 
tion of a laser cavity. The minimum detectable variation in 
cavity length is theoretically doWn to 10 nm. 

Still another advantage of the present invention is that the 
analysis system is able to scan the cells While they are moving 
through the checking point little by little, hence, the biophysi 
cal properties of the Whole cells may be regenerated accord 
ing to the detection results. 

Yet another advantage of the present invention is that this 
integrated microchip can be constructed by a PDMS replica 
fabricated by soft lithography and sealed against a standard 
glass slide. The employment of cost-e?icient material 
reduces the expense. MeanWhile, the soft lithography pro 
vides a rapid molding technique for microchip fabrication, 
too. 

Another advantage of the present invention is the analysis 
results can be automatically calculated and displayed on a 
screen. After that a corresponding signal Will be sent to a 
control apparatus to steer the direction of cell ?oW. The Whole 
chip has a small siZe enabling portable use. 
A further advantage of the present invention is that the 

channel is suitable for analyZing and controlling the ?oW of 
cells of any siZe under micro?uidic control. The ?oW is driven 
and steered by the electroosmotic force (EOF) generated by 
the electrical ?eld applied on the Wells. By adjusting the ratio 
of voltages applied to the electrodes of the sample Well and 
focusing Wells, the Width of cell ?oW can be narroWed doWn 
to single cell siZe under the hydrofocusing effects (7), in 
addition, the samples Will alWays be kept in the center of 
channel and lined up for detection one by one. 

Accordingly, the invention provides microfabricated com 
pact devices and methods for the rapid analysis of biological 
cells. The cells may be analyZed as living cells. Cell compo 
nents, such as organelles, or protein complexes, proteins, 
chromosomes or other particles may also be analyZed. The 
cells or cell components or other particles are located Within 
an external laser cavity and analyZed in real time as a com 
ponent of a laser medium. 
One object of the present invention is to provide an appa 

ratus for analyZing and determining the biophysical proper 
ties of living cells such as siZe, shape, protein concentration, 
refractive index and so forth. During the measurement, the 
cells can be ?xed in the analysis region or ?oW through the 
external cavity. All data are obtained from the characteristics 
of the laser emission such as spectrum, poWer and more. This 
is because the light re?ected by the external cavity disturbs 
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4 
the lasing of the laser diode after passing through the cell 
interior. Accordingly, the cell properties in?uence the emis 
sion of the laser to a certain extent. 
A further object of present invention is to provide a versa 

tile apparatus for analyZing biological cells. For example, 
cells With different siZes from 1 mm to 100 nm are able to be 
analyZed in the system because of the tunability of the laser 
cavity. By adjusting the voltage to obtain a single cell ?oW, the 
system can be applied to almost any kind of cells. For ana 
lyZing the cells With same siZe and different content, a mirror 
Will be ?xed in a certain position to achieve the optimiZation 
sensitivity. 

Still another object of the present invention is to provide an 
apparatus for manipulating cell ?oW, Wherein the electroki 
netic force generated by an electric ?eld applied on the res 
ervoirs controls the direction of cell ?oW, and the Width of the 
?oW is narroWed doWn to single cell scale after hydrodynamic 
focusing so that the cells are separated and lined up While 
moving to the analysis region. According to the measurement 
results, a corresponding control signal is generated to classify 
the cells into different collection reservoirs. Such an appara 
tus is further described in a PCT application entitled “Micro 
Fluidic Cell Sorter System” Which is based on US. Provi 
sional Application 60/568,266, ?led on May 6, 2004, Which is 
hereby incorporated by reference. 

Yet another object of present invention is to provide an 
apparatus for analyZing biological cells With high sensitivity 
and resolution, Wherein a microlens set is designed to 
improve the beam quality in siZe and shape so that only one 
cell is evenly irradiated by the laser. This strongly increases 
the ef?ciency of the irradiation. In addition, even though the 
Weak feedbacks from the cells are non-resonant in the exter 
nal cavity, they are repeatedly ampli?ed inside the resonant 
cavity of the laser diode. This Will highly improve the sensi 
tivity of cell analysis and remove the requirement for reso 
nance in the external cavity. 

Another object of the present invention is to provide an 
apparatus for analyZing and imaging biological activity in 
living cells including cell cycle, cell division, chromosome 
mutation, protein condensation and more, Wherein the laser 
emission is varied as to individual biological activities, thus 
the information about biological activities is encoded in the 
emission of the laser. For example, the refractive indices of 
cancerous cells vary With the protein concentration inside the 
cells. By monitoring the values of refractive index, the stage 
of cancer disease could be judged. Another example, the 
refractive index also indicates the stages of cell cycle. The 
eukaryotic cells in the S stage have a higher refractive index 
because of the chromosomes’ duplication. HoWever, the G 
stage has no change in chromosome number. 
An additional object of the present invention is to provide 

an apparatus for analyZing and processing biological cells, 
Which is cost-ef?cient and disposable. The use of cheap poly 
mer and glass materials has brought the cost doWn to several 
dollars per piece. Compared With the traditional cell analysis 
With FCM or interferometer, this chip is portable, cheap and 
has easy operation, Which may pave the Way for the applica 
tion of point of care diagnostics or clinical diagnosis at home. 

Different embodiments of the invention may individually 
accomplish only one, or less than all of the above stated 
objects of the invention. 
The present invention may be applied to the diagnosis of 

diseases that are relevant to certain speci?c properties of the 
cells.As an example, cancer diseases are able to be diagnosed 
by this method. It has been Well knoWn that cancer as a 
genetic disease is the result of cumulative alterations in DNA. 
Most of conventional methods like pap smear, microscopy, 
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and blood testing require time-consuming sample prepara 
tion and treatments. Worse, those techniques often discover 
the diseases after noticing symptoms like a lump or unusual 
bleeding or discharge. This is because early cancer may not 
have any symptoms. Detecting cancer early can in?uence the 
outcome of the disease. Recent evidence shoWs that the num 
ber of chromosomes inside cells is a critical mark early in the 
development of cancer, and abnormal numbers of chromo 
somes in a cell may be the ?rst milestone on the road to 
cancer. From a biophysics point of vieW, some physical 
parameters of living cells such as refractive index (RI) Will 
increase With the increment of chromosome amount, Which 
makes it feasible to diagnose cancers by monitoring cellular 
biophysical properties. 

All cell components can be considered as a protein solu 
tion, and the effective refractive index of the cell can be 
expressed as: 

Where n0 is the index of the solvent, 0t is the speci?c refraction 
increment, and C is the concentration of the solute. For pro 
tein, 0t:0.0018, it plays a vital role in determining the refrac 
tive index of the cell (8). 

To achieve the foregoing and other objects, and in accor 
dance With the purposes of the present invention as described 
herein, a laser system for microscopic and spectroscopic 
analysis and processing of biological cells is provided. The 
system includes a semiconductor laser diode and an external 
cavity comprising a microlens set, and mirror placed opposite 
thereto, Wherein the external cavity serves as a feedback 
apparatus to in?uence the emission from the laser. The cell 
travels through the external cavity and affects the feedback so 
as to in?uence the emission from the laser. Because the com 
position of the cell is different from the surrounding, the 
emission frequency and output poWer Will be changed as the 
cell passes by the analysis region. The properties of a living 
cell can be observed by monitoring the frequency shift and 
poWer modulation. 

The terms used in this speci?cation have their ordinary 
meanings in the art. HoWever, to better understand the inven 
tion, it is helpful to clarify the meaning of certain terms. 

The term “cell” includes both prokaryotic and eukaryotic 
cells. Cells may be considered as including their various 
components. Subcellular components, such as organelles or 
protein complexes may be analyZed in a manner similar to 
cells. Particles other than cells may also be analyZed in a 
fashion similar to actual cells. 

The term “micro?uidic channel” refers to all the channels 
for containing and ?oWing the cells and buffer, including but 
not limited to main channels, focusing channels, and branch 
channels. The micro?uidic channels typically have a diam 
eter of cross-section of from 50 to 100 microns. 

The term “cell analysis” refers to the measurement of bio 
physical properties of the cell, for example, refractive index, 
cell siZe, cell shape, or protein concentration. 

The term “electrical circuit” refers to the necessary com 
ponents for applying an electrical ?eld to control a ?oW 
direction and/or a ?oW velocity in the apparatus of the inven 
tion. It may include, but is not limited to electrodes, Wires, one 
or more poWer supplies, one or more controller etc. The 

electrodes and Wires are made of metals like gold, copper or 
aluminum and are coated on the surface of the substrate or 
may be embedded in the matrix of the replica. Both the 
electrodes on the chip and the poWer supplies may be con 
nected to a printed circuit board, Which generates different 
voltages for ?oW control. For example, the voltage applied to 
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6 
a focusing Well normally is higher than the voltage applied on 
the inlet Wells so that the sample passing through the focusing 
area Will be squeeZed into a single cell ?oW. MeanWhile, a 
sWitch on the board Will change the polarity on the outlet 
Wells, so the ?oW direction is subsequently sWitched. 

In some embodiments, electrodes are coated on the sub 
strate beneath the main channel of the micro?uidic structure 
and on the side opposite the micro?uidic structure to generate 
electrical ?elds, so that electromagnetic force Will be strongly 
enhanced. 

Cell Analyzer Architecture and Methods of Cell Analysis 
Referring to FIG. 1, there is shoWn a top vieW of a laser 

apparatus for microscopic and spectroscopic analysis and 
processing of biological cells according to the present inven 
tion. In certain embodiments, the system is able to be fabri 
cated by soft photolithography or microcontact printing 
(uCP) (9). A master is made of a layer of hard material (such 
as SU-8 photoresist from Microchem Corp. and Sotec Micro 
systems formulated in gamma butyrolactone (GBL) solvent, 
Poly(methyl methacrylate) (PMMA) or silicon itself) With a 
desired thickness by traditional photolithography. After that, 
a liquid polymer, Which may be cured, such as PDMS, Mylar 
and so on, Will be poured on the master, forming a replica after 
curing (for the instance of PDMS, for example, cured With the 
ratio of 10:1 and baked for 1 hour at 70 ° C.). Finally, the 
replica is peeled from the master and bonded to a hard sub 
strate using an inductively coupled plasma (ICP) machine, 
Where both of replica and the substrate are exposed to oxygen 
plasma for 18-30 seconds and quickly bonded together Within 
1-2 minutes (8-10). 
The apparatus 10 includes an inlet Well 12 and tWo focus 

ing Wells 14. Outlet Wells 32 and 34 are also provided. A 
microchannel 18 carries cells to a focusing region Where 
channel 16 meets the cell microchannel 18. Microchannel 38 
extends from the focusing region and carries the cells into 
analysis unit 20. This unit contains optical elements including 
a diode laser light source 22, a microlens arrangement 24, and 
mirror 26. The cells recogniZed in the analysis unit are then 
sorted in sorting region 30 into channels leading to Wells 32 
and 34. 
The microlens set is designed to focus the beam from the 

diode on single cells at the laser Wavelength and couple the 
re?ection from the mirror into the diode to interfere With the 
emission of the diode. The microlens focuses the beam doWn 
to single cell siZe so that the cells can be analyZed one by one 
Without overlap. This reduces the beam divergence and 
energy loss on account of scattering. It also improves the 
feedback e?iciency from the external cavity. 

FIG. 2 shoWs the optical elements of the analysis unit 20 
and their relationship to the microchannel 38. These elements 
are formed on a substrate Which is a hard material such as a 

glass slide, a silicon Wafer, or a polymer slab. A laser diode 22 
has a typical dimension of 2 1 5 pm by 300 um by 100 pm (but 
can range from hundreds of microns to millimeter scale) and 
is assembled on the chip under a microscope to serve as a light 
source before the bonding process. The laser diode is 
assembled on the substrate before the replica is bonded to the 
substrate. A corresponding space in the replica is provided to 
?t over the laser diode and ?ber. This is accomplished by 
designing the master to prevent the polymer material of the 
replica from occupying that space. The laser diode has either 
a natural cut surface With a re?ectance of about 30% or has 
one surface Which has an anti-re?ective coating With a re?ec 
tance of about 0.1%. 
A mirror, Which is preferably plated With gold or other high 

re?ection metal like aluminum, is positioned opposite the 
diode so as to form an external cavity With one surface of the 
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diode. The mirror can be plane, concave or other shape 
depending on the applications. A plane mirror forms a Fabry 
Perot cavity. A curved mirror forms a plane-convex or plane 
concave cavity. The mirror may also be a metal coated aper 
ture face of an optical ?ber. A microlens array is set in the 
external cavity to focus the laser doWn to single cell siZe. In 
some embodiments, the microlens array is cast in the replica 
matrix (9). In others, the microlens array may be assembled 
on the substrate and the replica placed over it. An actuator 28 
is shoWn in FIG. 211 for moving the mirror so that the cavity 
can be tuned. The actuator is operated by a comb driver (13). 
In FIG. 2b, the mirror 26 is ?xed rather than being movable. 

FIG. 3 shoWs a third embodiment Where scanning occurs in 
tWo perpendicular directions by placing a second laser diode 
22' above the microchannel. In this case, the mirror Will be a 
metal-coated surface of the substrate, and the output signal is 
detected on the top of the laser diode. Therefore, the biologi 
cal cells moving through the analysis region are analyZed in 
both dimensions. The results are ?nally used to construct a 2D 
distribution of refractive index inside the cells. 

FIG. 4a shoWs a microlens set and its relationship to the 
micro?oW channel. FIG. 4b is a schematic diagram of the 
optical elements. 

In operation, a typical voltage of 100 V/cm from a poWer 
supplier is applied to the electrodes at the bottoms of inlet and 
outlet Wells in order to use electrokinetic forces for moving 
the cells and the solution in Which they are placed. The tWo 
focusing Wells have an relatively higher voltage applied 
thereto to obtain tWo high speed streams. The cell ?oW in the 
center Will be narroWed and the cells Will be lined up in the 
center of the stream. (7) Electrode patterns are coated on the 
substrate using traditional photolithography material. Thus, 
the cells move along microchannel 18 to the focusing region. 
The velocity ofthe cell ?oW is set to be about 0.5 mm/s, and 
the sWitching is completed Within less than 170 ms at this ?oW 
speed. Since the EOF ?oWs in the direction of the negative 
electrode, the target Well Will have applied thereto a negative 
pulse When the cell is coming With the other Wells being kept 
open. At the same time, a solution from the focusing Wells 
meets the solution carrying the cells and causes the cells to 
?oW in the center region of channel 38 (7). The cells are also 
separated so that individual cells can be examined. The cells 
travel through the analysis unit Where light from the laser 
diode is focused by the microlens set onto the cells. The 
resultant light is re?ected from mirror 26 back into the exter 
nal cavity. Light from the laser diode is received in optical 
?ber 25 and carried to an optical detector for a determination 
of the cell parameters, Wherein one end of the optical ?ber is 
put behind the diode and sealed With the substrate, another 
end of the ?ber outside the chip Will connect to a photo 
detector and typically also to a spectrometer through a cou 
pler so that the output poWer can be analyZed With analysis of 
the emission spectrum at the same time. Once the cells are 
identi?ed by the cell parameters after the analysis process, the 
sWitch Will be set in a corresponding state to steer the cells 
into separate Wells in the sorting region 30. 

While FIG. 1 shoWs a single analysis unit, it is possible for 
these units to be arranged in parallel for a greater throughput 
of sample volume. It is also possible to cascade the analysis 
units so that cells collected in an output Well can be reana 
lyZed to obtain better accuracy or analyZed according to a 
different parameter for further sorting. 
As seen in FIG. 4b, the cells travel through the micro?uidic 

channel 38 to reach the analysis region. When the cell appears 
Within the external cavity of the laser, tWo phenomena are 
observed in the parameters of frequency shift and poWer 
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8 
modulation. Both of these phenomena are functions With 
respect to a variation in the effective external cavity length. 

Based on the theory of laser diodes, the ?rst-order approxi 
mation of the emission frequency v and the output intensity I 
under a Weak external feedback are given by (see references 
1 1-14 cited beloW): 

Where v0 and I0 are the laser emission frequency and the 
intensity Without external feedback, respectively. C is an 
important parameter indicating the external feedback 
strength, as de?ned by 

being a constant re?ecting the coupling e?iciency of the 
external re?ection back into the laser cavity, Where r2 and r3 
denote the amplitude re?ection coe?icients of the laser facet 
and the mirror, respectively. '5 d:2nod/ c and "c L:2L/ c represent 
the roundtrip time delay inside the laser diode and inside the 
external cavity, respectively, Where no:3.5 for GaAs is the 
refractive index (RI) of the laser diode; c indicates the speed 
of light in vacuum; d and L represent the length of the diode 
and the effective length of the external cavity depending on 
the refractive index, respectively. 0t stands for the lineWidth 
enhancement factor. ¢ext:4rcvL/ c denotes the phase of exter 
nal re?ection. m is the modulation coe?icient of the self 
mixing interference. 

Both the emission frequency and the output poWer are 
periodic functions With respect to effective external cavity 
length L in the presence of the Weak feedback. Furthermore, 
the period of intensity modulation is M2, Which means for 
7P1 .55 um, each 0.775 um change in L Will accordingly 
produce one period of intensity modulation. For this reason, a 
rough variation of L is obtained by counting the period num 
ber of intensity modulation Which serves as a rough adjust 
ment mechanism. At the same time, the delicate variation of 
less than one period is identi?ed by the emission frequency 
shift that serves for a precision measurement basis. Eventu 
ally, the change in external cavity length AL is achieved as the 
result of combining the rough and delicate segments. 
On the other hand, AL can be caused by a change either in 

the dimension or in the RI of the cavity components based on 
the expression of L as 

kiwi-Li) 

Where nl. and LI. represent the refractive index and the dimen 
sion of individual components of the external cavity, respec 
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tively. After measuring L and one of the variables on the right 
side of equation, the remaining one is determined correspond 
ingly. As an example, considering the cases With and Without 
cells in the buffer, the difference of RI between the cell and the 
buffer results in AL described as 

Where I13 and n2 are the RI of cell and buffer, respectively. r is 
the radius of the cell. Thereby, the RI of the cell is able to be 
?nally calculated after acquiring AL. 

The theoretical resolution of the system under the Weak 
feedback condition is deduced as 

M no 

The resolution of the spectrometer is typically 0.01 nm, the 
minimum detectable AL Will be around 10 nm, Which corre 
sponds to 0.0005 RI variations for 20 um cancer cells. The 
sensitivity and resolution of this measurement system is high 
enough to distinguish cancerous cells from normal cells since 
the refractive index difference betWeen the cancerous cells 
and normal cells is estimated to be approximately 0.02 cal 
culated by the effective medium approximations equation. 
(15) 

Thus, the presence of the cells in the external cavity 
changes the parameters of the laser itself. Light fed from the 
laser to ?ber 25 can be examined in regard to these parameters 
so that different cells may be detected by the difference in the 
parameters of the laser output. 

In order to determine the refractive index of cells, the 
system is calibrated using standard polystyrene beads With a 
nominal index of 1.59. During the calibration, the emission 
spectrum and intensity of polystyrene beads are recorded as 
they pass through the detection region. FIG. 5a shoWs the 
Wavelength shifts caused by the beads With the diameters of 
10 um and 15 pm, respectively. The emission spectrum shoWs 
the Wavelength shift is 0.05 nm for 10 um bead and 0.01 nm 
for 15 um, respectively. FIG. 5b shoWs the effect of the poWer 
modulation caused by the bead With a diameter of 15 pm, 
which produces 5 modulation periods folloWed by another 
uncompleted portion that provides the phase information for 
the precision measurement in the frequency shift. Similarly, 
the 10 um bead produces 3 modulation periods. Therefore, the 
rough changes in L caused by 2110 um and 2115 um beads are 
3.875 um (SXNZ) and 2.325 um (3XN2), respectively. 

According to the equation mentioned above, the initial L is 
calculated to be 436.5 pm, with RI:1.33 in PBS (phosphate 
buffered saline) buffer and 403.5 pm in the external cavity 
length (Refer to the AL equation above, 403.5+(1.33—1)>< 
100:436.5 pm, the Width of the channel is 100 pm, the RI of 
air and PBS are 1 and 1.33, respectively). Inserting the value 
of Wavelength shift and initial cavity length into the equation 
(1), thus, the refractive indices of 010 um and 2115 um beads 
are 1.594 and 1.585, respectively. The calibration results are 
the mean values of three measurements With a marginal dif 
ference of 0.25%, Which rigorously match the nominal value 
1 .59. (1 1) 
Once the system is calibrated, living cells may then be 

measured. FIGS. 6a-6e shoW different types of cancerous 
cells Which can be measured With this technique. These cells 
have refractive indices Which are subsequently determined 
after the cell siZes are measured through those microscopy 
images (6). The photos are taken under an inverted micro 
scope When the cells pass through the analysis region. FIG. 6a 
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shoWs a HeLa cell, a cell derived from cervical cancer cells; 
FIG. 6b is PC12 cell, a clonal cell line derived from a trans 
plantable rat adrenal pheochromocytoma; FIG. 6c MDA 
MB-231, a human cell line Which is a prototype for study of 
hormone-independent breast cancer; FIG. 6d MCF-7, a type 
of breast cancel cells; FIG. 6e Jurkat cell, a CD4 T-cell leu 
kemia cell. 

All cells are cultivated in the culture medium of DMEM 
(Dulbecco’s modi?ed Eagle’s medium) containing 10% FBS 
(fetal bovine serum), and the concentration of cells is diluted 
to around ten cells per microliter With PBS buffer for the 
experimental measurement. The external cavity length L for 
cell measurement is ?xed to 250 um When the buffer is free of 
cells. Cell siZe is determined by microscopy imaging tech 
nology such as shoWn in FIGS. 6a-6e. (6) At the end of the 
experiment, the effective refractive index of the cells is cal 
culated; they are 1.392, 1.395, 1.399, 1.401, and 1.390 
respectively. All indices of cancerous cells tested are larger 
than 1.37, Which is the typical RI ofnormal cells (16). Thus, 
the changes to cells that provide a cancerous phenotype result 
in a relatively larger effective refractive index even though the 
Whole siZe of the cells remains consistent. The results of 
experiments imply that an increase in RI of the living cells is 
a marker for cells turning malignant, Which enables a diag 
nosis of cancers in the early development of the diseases 
Without any requirement of sample treatment. 

Thus, the present system and method can be used to mea 
sure the refractive index of a single living cell so that any 
disease Which produces a change in refractive index can be 
screened for by use of this technique. This includes many of 
the various cancer diseases. Further, cell siZe can be analyZed 
by the same apparatus When the refractive index of the cell is 
determined before the measurement. If the laser light is nar 
roWed doWn to 1-3 um by the microlens set, the cell siZe is 
continuously scanned and calculated in tWo dimensions as the 
cell is moving through the analysis region, hence, the shape of 
the biological cell can be reconstructed according to the 
recorded data. The laser beams serve as the scanners like the 
tip in atom force microscope (AFM), after scanning, the 
shape pro?le is regenerated. 

Thus, by scanning the cells in an external cavity, the light 
emitted from the laser can detect very small differences in 
effective cavity length Which alloWs a determination of dif 
ferent types of cells so that they may be sorted and classi?ed. 
The result of this is a very accurate and simple device Which 
is inexpensive to produce. 
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What is claimed is: 
1. An integrated apparatus for analyzing biophysical 

parameters of cells, comprising: 
a substrate; 
a micro?uidic structure mounted on said substrate; 
a cell analysis unit integrated With said micro?uidic struc 

ture, including a laser light source and an external laser 
cavity; and 

an electrical circuit including a plurality of electrodes; 
Wherein the external laser cavity includes a microchannel 

of said micro?uidic structure, and one surface of said 
laser light source and a mirror parallel to said surface are 
disposed opposite each other across said microchannel, 
and a microlens set that focuses the beam from said laser 
light source through a focusing region in said micro 
channel, and focuses laser light re?ecting from said mir 
ror back to said laser light source so as to in?uence the 
output of said laser light source. 

2. The apparatus of claim 1, Wherein the laser light source 
is a laser diode. 

3. The apparatus of claim 2, Wherein the laser diode is one 
of a natural cut surface With a re?ectance of about 30% and 
one surface anti-re?ective coated With a re?ectance of about 
0.1%. 

4. The apparatus of claim 1, Wherein said mirror is coated 
With gold. 

5. The apparatus of claim 4, Where the mirror is a plane 
mirror to form a Fabry-Perot cavity. 

6. The apparatus of claim 4, Where the mirror is a curved 
mirror to form a plane-concave or plane-convex cavity. 

7. The apparatus of claim 4, Where the mirror is metal 
coated aperture face of an optical ?ber. 

8. The apparatus of claim 1, Where the mirror is adjustable 
by a micromachining actuator. 

9. The apparatus of claim 1, Wherein the microlens is a 
planar microlens. 
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10. The apparatus of claim 9, Wherein the planar microlens 

is fabricated With the micro?uidic system and improves beam 
quality. 

11. The device of claim 1, Where the substrate is a hard 
material. 

12. The apparatus of claim 1, Wherein the said electrical 
circuit applies an electric ?eld to manipulate a micro?oW 
through said micro?uidic structure. 

13. The apparatus of claim 1, Wherein said electrodes are 
located on Wells and generate an electrokinetic force for 
manipulating and driving said cells. 

14. The apparatus of claim 1, Wherein said electrodes are 
coated on the substrate, beneath a main channel of said 
micro?uidic structure and on the side opposite the micro?u 
idic structure. 

15. The apparatus of claim 1, Wherein the micro?uidic 
system contains a focusing structure to narroW the Width of 
cell ?oW by squeezing a cell stream from both sides With a 
focusing buffer. 

16. The apparatus of claim 15, Wherein a sWitching struc 
ture sorts said cells to output Wells after being analyzed. 

17. A method of sorting biological cells, comprising the 
steps of: 

injecting a cell sample comprising cells to be analyzed into 
an inlet; 

applying an electric ?eld to said inlet, focusing reservoirs 
and outlets to drive and steer a cell ?oW in Which cells are 
separated one from another; 

placing one cell to be analyzed in a cell analysis region, 
said region being formed as an external cavity of a laser 
light source that includes a microchannel, and one sur 
face of said laser light source and a mirror parallel to said 
surface are disposed opposite each other across said 
microchannel, 

said cell analysis region further comprising a microlens set 
that focuses the beam from said laser light source 
through focusing region in said microchannel, and 
focuses laser light re?ecting from said mirror back to 
said laser light source so as to in?uence the output of said 
laser light source; 

encoding an emission from said laser based on parameters 
of said cell to be analyzed; and 

sorting said cell into an appointed Well based upon a signal 
of said encoding. 

18. The method according to claim 17, Where said cell 
sample is injected by pipette. 

19. The method according to claim 17, Wherein different 
velocities of ?oW are obtained using electrical ?elds of dif 
ferent value or polarity. 

20. The method according of claim 17, Wherein said cells 
are focused to a single cell Width so that cells move through 
said analysis region one at a time. 

21. The method according to claim 17, Wherein the cells are 
detected by measuring an optical characteristic of the laser 
emission. 

22. The method according to claim 17, Wherein the cell 
analysis region comprises tWo laser light sources for scanning 
in different directions. 

23 . A method of analyzing a biological cell, comprising the 
steps of: 

providing a cell analysis region as an external cavity of a 
laser light source that includes a microchannel, and one 
surface of said laser light source and a mirror parallel to 
said surface are disposed opposite each other across said 
microchannel, 

said cell analysis region further comprising a microlens set 
that focuses the beam from said laser light source 
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through focusing region in said microchannel, and 
focuses laser light re?ecting from said mirror back to 
said laser light source so as to in?uence the output of said 
laser light source; 

placing the cell to be analyzed in the cell analysis region; 
Varying an external feedback strength of said external cav 

ity based on a parameter of said cell so as to Vary an 
emission of the laser; and 

analyzing light emitted from said laser to determine a Value 
of said parameter. 

24. The method according to claim 23, Wherein the param 
eter is the refractive index of the cell. 

25. The method according to claim 23, Wherein the laser 
emission is Varied in frequency. 

26. The method according to claim 23, Wherein the laser 
emission is Varied in intensity. 

27. A cell analysis unit for analyZing biophysical param 
eters of cells, comprising: 
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a microchannel; a laser light source Wherein one surface of 

said laser light source and a mirror parallel to said sur 
face are disposed opposite each other across said micro 
channel; 

a microlens set that focuses the beam from said laser light 
source through a focusing region in said microchannel, 
and focuses laser light re?ecting from said mirror back 
to said laser light source so as to in?uence the output of 
said laser light source. 

28. The unit of claim 27, Wherein the laser light source is a 
laser diode With one of a natural cut surface With the re?ec 
tance of about 30% and one surface anti -re?ective coated 
With the re?ectance of about 0.1%. 

29. The unit of claim 27, Wherein the mirror is adjustable 
by a micromachining actuator. 

3 0. The unit of claim 27, Wherein the external cavity further 
includes a planar micro lens set betWeen said mirror and said 
surface. 


