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image. The landscape pixels can have arbitrary shapes and 
can be augmented With additional 3D information from the 
original data, such as an offset providing additional informa 
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purposes such as to point out a feature. The pixels can also 
convey additional information from the original data using 
other pixel characteristics such as texture, color, transpar 
ency, etc. 
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FLEXIBLE LANDSCAPE DISPLAY SYSTEM 
FOR INFORMATION DISPLAY AND 

CONTROL 

CROSS-REFERENCE TO RELATED 

APPLICATION(S) 

This application is related to US. application entitled 
Media Fusion Remote Access System having Ser. No. 
11/368,625, by Hughes, ?led Mar. 7, 2006 and to US. appli 
cation entitled Integration Of Graphical Application Content 
Into The Graphical Scene Of AnotherApplication having Ser. 
No. 11/368,451, by Feth et al, ?led Mar. 7, 2006, both of 
Which are incorporated by reference herein. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention is directed to a system that displays 

data in a multidimensional format alloWing subtle and com 
plex information of the data to be more easily appreciated 
and, more particularly, to a system that displays tWo-dimen 
sional (2D) as a three-dimensional landscape. 

2. Description of the Related Art 
A problem associated With Working in virtual environ 

ments is that the desktop is very constrained and limited. As 
information environments become more data rich and fast 
moving a method is needed to enable subtle complex infor 
mation to be conveyed to the user in an intuitive Way. 

Because of the attempt to develop a collaborative visual 
iZation architecture for accelerated Work?oW and enhanced 
decision making, there is also a need to provide a backdrop for 
portrayal of supporting information as Well a ?exible infra 
structure for organizing information in a logical manner and 
a means of input and integration of such information. 

SUMMARY OF THE INVENTION 

It is an aspect of the embodiments discussed herein to 
provide a system that gives a user an improved vieW of com 
plex data. 

It is another aspect to the embodiments to present 2D data 
as a 3D landscape image. 

It is also an aspect to provide a capability of augmenting a 
landscape image With additional information visually. 

The above aspects can be attained by a system that grids 
original data, maps the data at the grid locations to height 
values at corresponding landscape image pixel locations and 
renders the landscape pixels into a three-dimensional (3D) 
landscape image. The landscape pixels can be augmented 
With additional 3D information from the original data, such as 
an offset providing additional information, or generated from 
processing of the original data, such as to alert When a thresh 
old is exceeded, or added for other purposes such as to point 
out a feature. The landscape pixels can also be augmented 
With color, texture, icon and transparency information to con 
vey additional information. 

These together With other aspects and advantages Which 
Will be subsequently apparent, reside in the details of con 
struction and operation as more fully hereinafter described 
and claimed, reference being had to the accompanying draW 
ings forming a part hereof, Wherein like numerals refer to like 
parts throughout. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 illustrates a part of gridded image converted in to a 
part ofa 3D landscape. 
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2 
FIG. 2 shoWs landscape variations. 
FIG. 3 illustrates a brightness map converted into a 3D 

landscape. 
FIG. 4 shoWs augmenting of the landscape With an emboss 

ment. 

FIG. 
FIG. 
FIG. 
FIG. 
FIG. 
FIG. 
FIG. 
FIG. 

5 shoWs animating a 3D landscape. 
6 shoWs other variations of landscape modi?cation. 
7 shoWs landscape pixel variations. 
8 illustrates operations of the system. 
9 depicts a typical input data structure. 
10 depicts a typical output data structure. 
11 shoWs typical hardWare. 
12 illustrates hoW a user might use the system. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

The embodiments of the present invention comprise a ?ex 
ible landscape system designed to provide an information 
rich backdrop for intuitive Working Within virtual environ 
ments. Important functions that it performs include as an 
information display, as a user interface for interaction and as 
a frameWork for information organiZation. It does this in a 
static and dynamic manner. This is based upon a scene that is 
broken into discrete elements that can modify in real time. 
The elements build up a complete picture in three-dimensions 
(3D) that can be used to convey information, provide a ?ex 
ible Workspace and also a Workspace interface. The dynamic 
nature is used to convey changing data and provide maximum 
?exibility to the user. 
The embodiments provide a ?exible structure of a Work 

space into Which other information is organized. The system, 
and thus the information that is presents, can be quickly 
embedded and communicated through a totally program 
mable landscape. 
The system is achieved by breaking the display landscape 

up into programmable elements, for example, cubes, 
extruded triangles or some other shape, arranged in a grid, 
Which can be dynamically modi?ed by vertically sliding the 
elements in relation a starting datum. Thus, it is like a 3 
dimensional pixel grid. This can then be used to model a 
speci?c landscape structure or to embed symbols and other 
visual cues. Thus, the landscape represents a sort of 3D image 
in relief. Aspects of the elements can be varied, such as height, 
color, texture, translucency, etc. By doing this information 
can be embedded into the background scene in 3D, Which are 
derived from input data feeds. Information can be conveyed to 
the user With a totally generic frameWork. For example, an 
image or video stream may be the input and the pixel color 
values in that stream are used to create a vertical relief, per 
haps With color, that can be used to represent that information 
in a neW Way. 

As noted above, the embodiments herein describe hoW a set 
of data, typically presented as ?at data, such as an image 
Where information is presented in the image using the bright 
ness of the image pixels or the values in the cells of a spread 
sheet, can be represented as a ?exible landscape for informa 
tion display Within a 3D virtual environment. FIG. 1 shoWs 
hoW a set of information is broken up into discrete elements 
101 each of Which can be represented by a vertical column of 
arbitrary shape and design 103 or 104. The elements can have 
an overall shape, such as the rectilinear column shape shoWn 
and can be augmented With other shape information, such as 
the edge bevel shoWn. Various parameters can be represented 
visually Where in this example the height of each column 
represents the value. For example, the map region shoWn in 
1 00 can be represented in relief by mapping column heights to 
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elevation values. The discrete elements are typically image 
pixels but canbe groupings of pixels, sub-pixels or even entire 
image elements, such as a border or object. Elements may 
also be a data part of an image pixel, for example the blue 
component only. 
By representing data in the manner discussed herein it is 

possible to set up a ?exible landscape environment using 
image input to build Workspace areas for organiZing informa 
tion or setting up areas in Which to Work. In FIG. 2 display 
images 200 and 201 shoW tWo different types of structure. 
Image 200 depicts a single level of dimensionality in the 
object to, for example, emphasiZe a border betWeen regions of 
data. Image 201 shoWs multiple levels or values Within the 
data to, for example, shoW changes in the values of the data. 

Also ?ltering can be applied to extract regions from an 
image 202, such as in region 203, Where for example this 
region 203 may be at sea level and this is either shoWn as a 
single surface 203 or removed altogether 204. Thus, an image 
of a map could be very quickly used to shoW terrain elevation 
and the surrounding sea area. 

FIG. 3 shoWs an example of a terrain map 300 in Which 
height is originally represented as a brightness value. This 
terrain map image is subdivided (gridded). In mapping the 
brightness values at grid locations to a height representation 
the system generates a 3D landscape or terrain 301 using the 
?exible landscape method. The embodiments alloW a 
dynamic and a changing image or video sequence to be auto 
matically be represented as a dynamically changing scene. In 
this case brightness is used to map to height, but it could be 
any parameter in the source data. 

FIG. 4 shoWs hoW additional information can be embossed 
onto the landscape to convey information to the user. Image 
400 illustrates an embossed “7”. This embossing technique 
can be used to augment the height mapping from the original 
image and provide additional information to augment the data 
already being vieWed. Image 401 shoWs an embossed @ 
symbol embedded into the image and represented in the ?ex 
ible landscape 402. Such embossing, for example, could be 
used to alert a user to a particular condition or event and 
embed this alert into the existing Working space. In creating 
such an embossed image, data values for the embossed region 
augment or replace original image values and then the trans 
formation into the ?exible landscape image is performed. The 
embossing can substitute height data for the original data, 
add/ subtract height to the existing data, or otherWise vary the 
data at the embossing site in some Way. 

The embossed elements, like the image elements, can be 
dynamic. FIG. 5 shoWs hoW a dynamic element, shoWn in 
image 500 as a tsunami type Wave structure, modi?es and 
moves through the existing Workspace to signify an event or 
alert to bring the attention to the user. Here it could actually 
represent the onset of a tsunami in a particular region. The 
importance of this is that it augments the existing display, by 
using the same basic representative method. Image sequence 
501 to 505 shoWs a different type of modi?er, Which is like a 
sprite or depression that modi?es the scene and moves 
through to signify another type of event, such as a tornado. 

FIG. 6 illustrates additional Ways that the system can be 
used. Images 600 to 603 inclusive shoW some suggested 
methods of hoW this technique could be applied, Where a 
certain shaped disturbance in the ?exible landscape can then 
augment and represent some signi?cant information to the 
user. The solid and dashed lines represent boundaries of 
image regions With different image values that can be 
depicted as levels as in FIG. 1. Image 600 shoWs an epicenter 
of an earthquake metaphor sending ripples out from a speci?c 
location. Image 601 shoWs a tsunami style metaphor. Image 
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4 
602 is similar to 600 but is constrained to a particular angular 
range. Image 603 shoWs a sprite type formation travelling 
through the surface of the existing landscape. Image 604 
shoWs an embossed symbol in an existing landscape While the 
arroW in image 605 shoWs hoW that this symbol can be moved 
and animated by cyclically varying the height according to a 
Wave function 606. Images 607 and 608 shoW hoW a symbol 
can be animated in form to morph betWeen tWo or more 
different symbols thus conveying information in an addi 
tional manner. 

The column shapes described previously, such as With 
respect to FIG. 1, have been rectilinear, but this is not con 
strained by the method and could be circular, hexagonal or 
any cross sectional shape, even irregular, that can be extruded 
in height, such as the examples shoWn in image 700. Image 
701 shoWs hoW different types of information apart from 
overall height (704) can also be shoWn on the column. Ref 
erence number 703 indicates a vertical modi?er that might be 
used With a dynamic or static modi?er. Reference number 702 
represents the top surface that can use color, texture, trans 
parency or shaders to impart additional information. These 
parameters can also be applied to the sides 705 or the Whole 
object. An image or a 3D object might also be used to modify 
the top surface and convey additional information. 

A source image that may be made up of source pixels each 
of Which has a depth of data, for example red (706), green, 
blue and alpha, all of Which Would have a number of bits 
associated With them. A single pixel is shoWn represented as 
707. As the image drives the column appearance in the ?ex 
ible landscape vieW, different aspects of the source image are 
mapped to the representation of the column. For example, red 
might drive height, green a height modi?er, blue texture type 
for the top surface 702 and alpha determines transparency. 
With the invention, a more complex image can be produced 
that creates a richer visual display and conveys additional 
information to the user. Source images can be combined 
together and also animated to convey additional information 
to the user via this method. 

The operations performed by the system discussed herein 
(see FIG. 8) start With inputting 801 an original image 802, 
such as an image in Which differences are shoWn by changes 
in pixel brightness. The original data is divided or mapped 
into units of the landscape, in this case pixels. That is, one or 
more data values in the original data can correspond to one 
landscape unit. Each of the pixels or landscape units is 
assigned 803 a height value (and other parameters such as 
texture) based on the original pixels input values, such as 
brightness. The assigned values can then be modi?ed 804 to 
provide additional information such as an alert for a condition 
detected in the original image data, such as a Wave height 
above a threshold having it’s pixels ?ash or to emboss part of 
the image. The data is then rendered 805 into a 3D image 806 
using the height and other parameter values using conven 
tional 3D imaging. 
An example of possible input data With an associated data 

structure is depicted in FIG. 9. The input can include an 
original reference map 901 of pixel values 902 that have 
various ranges. The input can also include one or more addi 
tional data maps, such as a perturbance map 903 that also has 
ranges 904. These different data sources can be combined into 
a height 905 and an offset 906 for each pixel. 

FIG. 10 illustrates an example of a display or output data 
structure Where the pixels of each of the layers 910-904 of an 
image 905 is represented by a different display parameter for 
the output pixels 906, including height, offset, color, trans 
parency, texture, etc. 
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Typical hardware of the system includes an image source 
1101 that supplies the image to a shared memory 1102 though 
an I/O unit 1103 as shoWn in FIG. 11. The image canbe stored 
on disc storage 1104 as needed and is processed by compu 
tational units 1105, such as in a desk top or server machine, to 
add additional information such as alert information or an 
embossed portion. This information can be input by alert 
sensors 1106 and other control devices 1107, such as amouse, 
keyboard, etc. The modi?ed image data is processed by a 
graphics processing unit 1108 and output to a display 1109. 

FIG. 12 illustrates a Way in Which a user might use the 
system. The background image is loaded 1201 and converted 
1202 to a 3D landscape. The user can then add 1203 addi 
tional data to augment the 3D image. The additional data is 
organiZed 1204 as desired by the user and the combined 
image is rendered 1205. This image can then be presented to 
the users. If alerts are to be added to the landscape the ren 
dered image 1206 is monitored 1207 for an alert condition. 
Upon receipt of the alert condition, the alert information, 
possibly an embossment, is added 1208 to the image data. 
When needed the added alert information can be animated 
1209. The user Who sees the alert augmented landscape image 
note the alert and takes appropriate action 1210. 

The present invention has been described With respect to 
converting an entire data set, such as an entire image, into a 
landscape hoWever, it is possible to convert only part of a data 
set into a landscape. In addition an image may be processed, 
modi?ed or combined With other image feeds to create the 
?nal result. Thus landscape may represent the combination of 
a number of image inputs. The landscape may also be used to 
connect to a number of non-image based sensors, but have the 
resultant landscape represent the values of those sensors. 

The many features and advantages of the invention are 
apparent from the detailed speci?cation and, thus, it is 
intended by the appended claims to cover all such features 
and advantages of the invention that fall Within the true spirit 
and scope of the invention. Further, since numerous modi? 
cations and changes Will readily occur to those skilled in the 
art, it is not desired to limit the invention to the exact con 
struction and operation illustrated and described, and accord 
ingly all suitable modi?cations and equivalents may be 
resorted to, falling Within the scope of the invention. 

What is claimed is: 
1. A method, comprising: 
receiving ?at dimensional data comprising discrete ele 

ments; 
mapping the discrete elements to column heights of corre 

sponding columns in a three-dimensional landscape 
comprising a plurality of columns; 

modifying the column heights by embossing additional 
three-dimensional information, Wherein the embossing 
varies the column heights Within an embossing site of 
the three-dimensional landscape based on the three-di 
mensional information, thereby augmenting the three 
dimensional landscape With a visual representation of 
the additional three-dimensional information; and 

displaying an image of the three-dimensional landscape 
including the embossing site on a display. 

2. The method as recited in claim 1, Wherein the additional 
three-dimensional information comprises alert information. 

3. The method as recited in claim 1, Wherein the additional 
three-dimensional information comprises an animated 
dynamic element. 

4. The method as recited in claim 1, Wherein the ?at dimen 
sional data is an image and the discrete element corresponds 
to a pixel of the image, further comprising: 
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6 
assigning the pixel of the image a height value responsive 

to corresponding ?rst data values in the ?at data; and 
rendering the pixels With the height value as the three 

dimensional landscape. 
5. The method as recited in claim 1, further comprising: 
modifying additional parameters of the columns corre 

sponding to other values of the discrete element. 
6. The method as recited in claim 5, Wherein the additional 

parameters are selected from a group of parameters compris 
ing pixel offset, color, texture, and transparency. 

7. The method as recited in claim 1, Wherein the mapping 
comprises: 
mapping the ?at dimensional data to discrete elements; and 
assigning corresponding columns to the discrete elements. 
8. The method as recited in claim 7, Wherein the columns 

have a shape comprising one of polygonal, curved, and 
irregular. 

9. The method as recited in claim 1, Wherein the displaying 
comprises: 

dividing the ?at dimensional data With a grid; 
mapping the discrete elements at the grid locations to 

height values at corresponding column locations; and 
rendering the three-dimensional landscape for display on 

the display using the height values. 
10. A method, comprising: 
receiving ?at dimensional data; 
dividing the ?at dimensional data With a grid; 
mapping the discrete elements at grid locations to height 

values at corresponding landscape image pixel loca 
tions; 

rendering landscape pixels at the locations into a three 
dimensional landscape image comprising columns cor 
responding to the landscape pixels having heights cor 
responding to the height values; 

assigning additional parameters to the pixels selected from 
a group of parameters comprising pixel offset, color, 
texture, and transparency responsive to non-image char 
acteristics; 

modifying the heights of the columns by embossing addi 
tional three-dimensional information, Wherein the 
embossing varies the heights of the columns Within an 
embossing site of the three-dimensional landscape 
based on the three-dimensional information, thereby 
augmenting the three-dimensional landscape With a 
visual representation of the additional three-dimen 
sional information; and 

displaying an image of the three-dimensional landscape 
including the embossing site on a display. 

11. A system, comprising: 
one or more processors con?gured to: 

receive ?at dimensional data comprising discrete ele 
ments, 

to map the discrete element to column heights of corre 
sponding columns in a three-dimensional landscape 
comprising a plurality of columns, 

to modify the column heights by embossing additional 
three-dimensional information to vary the column 
heights Within an embossing site of the three-dimen 
sional landscape based on the three-dimensional 
information, thereby augmenting the three-dimen 
sional landscape With a visual representation of the 
additional three-dimensional information, and 

to render a three-dimensional landscape image from the 
three-dimensional landscape including the emboss 
ing site; and 

a display con?gured to display the image. 
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12. The system as recited in claim 11, further comprising mapping the discrete element to column heights of corre 
an input device con?gured to supply augmenting data and the SPOIIdiIIg 00111111115 ‘in a three-dimensiOnal landscape 
one or more processors con?gured to three-dimensionally Compnslng a Plurahty Of Columns; 

modifying the column heights by embossing additional 
5 three-dimensional information, Wherein the embossing 

varies the column heights Within an embossing site of 
the three-dimensional landscape based on the three 

augment the landscape image With the augmenting data by 
modifying the height of one or more columns of the plurality 
of columns based on values of the augmenting data. 

13- A tangible Computer ‘readable medium having Stored dimensional information, thereby augmenting the three 
thereon computer-executable instructions that, if executed by dimensional landscape with a Visual representation of 
a computing device, cause the computing device to perform a 10 the additional three-dimensional information; and 
method comprising: displaying an image of the three-dimensional landscape 

receiving ?at dimensional data comprising discrete ele- mcludmg the embossmg Sue‘ 
ments; * * * * * 


