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REMOTE CONTROL DEVICE AND REMOTE 
CONTROL METHOD FOR VEHICLE 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a vehicular remote control 

device for controlling operation of a vehicle-mounted device 
based on a trigger signal from a predetermined sWitch oper 
ated by an operator such as a driver. The present invention also 
concerns a method of such remote control, and more particu 
larly relates to a method of operating a vehicular remote 
control device for controlling transmission of a request signal 
When the request signal is transmitted from a transmitting unit 
of a vehicle-mounted device to a portable unit carried by the 
operator, based on input of a trigger signal from a predeter 
mined sWitch of the vehicle, such as a door locking sWitch 
operated by the driver. 

2. Description of the Related Art 
Japanese Laid-Open Patent Publication No. 11-131884 

discloses a conventional technology relating to a vehicular 
electronic key system, Which initiates communications 
betWeen a portable unit carried by an operator such as a driver 
and a vehicle-mounted device, based on a trigger signal serv 
ing as an activation signal output from a sWitch operated by 
the operator, Which is disposed on the outer door handle or 
trunk lid of the vehicle, and Which unlocks the doors When an 
ID transmitted from the portable unit to the vehicle-mounted 
device successfully matches an ID stored in the vehicle 
mounted device. 

In Japanese Laid-Open Patent Publication No. l 1-131884, 
the vehicle-mounted device transmits a request signal from 
the transmitting unit thereof to the portable unit based on 
input of the trigger signal that requests transmission of a 
response signal including the ID. In this case, the vehicle 
mounted device has a timer circuit for preventing the battery 
thereof from running out due to successive transmissions of 
request signals based on successive operations of the sWitch 
by the operator. Therefore, When the vehicle-mounted device 
has been operated for a time preset in the timer circuit, the 
vehicle-mounted device becomes idle regardless of Whether 
the trigger signals are input or not, Whereby transmission of 
the request signal is prohibited. 

In such a system, if the trigger signal is input into the 
vehicle-mounted device every time that the operator operates 
the sWitch, the transmitting unit transmits a request signal to 
the portable unit every time that the trigger signal is input. As 
a result, since the total transmission time of the request signal 
becomes long during the predetermined period, the tempera 
ture rises inside the transmitting unit due to transmission of 
the request signal, Which adversely affects the performance of 
the transmitting unit. 

In addition, because the preset time is set in order to prevent 
the battery from running out, even When the total transmission 
time Within the predetermined period of time is shorter than 
the preset time, a rise in temperature inside the transmitting 
unit may still adversely affect performance of the transmitting 
unit, before the timer circuit prohibits transmission of the 
request signal based on the preset time. 
A predetermined Waiting time betWeen communication 

sequences betWeen the vehicle-mounted device and the por 
table unit may be one option for limiting successive transmis 
sions of request signals as a result of successive sWitching 
operations caused by the operator. Such a countermeasure, 
hoWever, could decrease the merchantability of the vehicle 
mounted device. 
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2 
If a device that loWers the transmission level of the request 

signal is installed in the transmitting unit, for suppressing a 
rise in temperature thereof, the vehicle-mounted device may 
become prohibitively expensive. 

SUMMARY OF THE INVENTION 

It is a major object of the present invention to provide a 
vehicular remote control device, Which suppresses rises in 
temperature in the transmitting unit of a vehicle-mounted 
device that communicates With a portable unit, While achiev 
ing reliable operation of the vehicle-mounted device and reli 
able transmission of request signals to the portable unit. A 
further major object of the invention is to provide a method of 
such remote control. 
Another object of the present invention is to provide a 

vehicular remote control device employing a cost-saving 
vehicle-mounted device, as Well as to provide a method for 
remotely controlling such a vehicle-mounted device. 
A vehicular remote control device according to the present 

invention, for controlling operation of a vehicle-mounted 
device based on a trigger signal from a predetermined sWitch 
operated by an operator, comprises: 

a counting unit for increasing a counted value at predeter 
mined regular time intervals during an operation time of the 
vehicle-mounted device in response to inputting ofthe trigger 
signal, While decreasing the counted value at the predeter 
mined regular time intervals during a non-operation time of 
the vehicle-mounted device; and 

a control unit for controlling permission and prohibition of 
the vehicle-mounted device operation based on comparison 
of the counted value With a predetermined threshold value. 

Further, a method of vehicular remote control according to 
the present invention, for controlling operation of a vehicle 
mounted device based on a trigger signal from a predeter 
mined sWitch operated by an operator, comprises: 

a counting step for increasing a counted value at predeter 
mined regular time intervals during an operation time of the 
vehicle-mounted device in response to inputting ofthe trigger 
signal, While decreasing the counted value at the predeter 
mined regular time intervals during a non-operation time of 
the vehicle-mounted device; and 

a controlling step for controlling permission and prohibi 
tion of vehicle-mounted device operation based on compari 
son of the counted value With a predetermined threshold 
value. 
A vehicular remote control device according to another 

aspect of the present invention, for controlling transmission 
of a request signal When the request signal is transmitted to a 
portable unit from a transmitting unit of a vehicle-mounted 
device, based on a trigger signal input from a predetermined 
sWitch of a vehicle operated by an operator, comprises: 

a counting unit for increasing a counted value at predeter 
mined regular time intervals during a transmission time When 
the request signal is transmitted based on inputting of the 
trigger signal, While decreasing the counted value at the pre 
determined regular time intervals during a non-transmission 
time of the request signal; and 

a transmission control unit for controlling permission and 
prohibition of transmission of the request signal based on 
comparison of the counted value With a predetermined thresh 
old value. 

Further, a method of vehicular remote control according to 
another aspect of the present invention, for controlling trans 
mission of a request signal When the request signal is trans 
mitted to a portable unit from a transmitting unit of a vehicle 
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mounted device based on an trigger signal input from a 
predetermined switch of a vehicle operated by an operator, 
comprises: 

a counting step for increasing a counted value at predeter 
mined regular time intervals during a transmission time When 
the request signal is transmitted based on inputting of the 
trigger signal, While decreasing the counted value at the pre 
determined regular time intervals during a non-transmission 
time of the request signal; and 

a transmission controlling step for controlling permission 
and prohibition of transmission of the request signal based on 
comparison of the counted value With a predetermined thresh 
old value. 

With the above-mentioned arrangements, When a trigger 
signal is input to the vehicle-mounted device every time the 
operator operates the sWitch, the counting unit increases or 
decreases the counted value by judging Whether or not the 
vehicle-mounted device is operable, or alternatively, by judg 
ing Whether or not the request signal is transmittable. Based 
on comparison of the counted value With the threshold value, 
the control unit or the transmission control unit controls per 
mission and prohibition for operating the vehicle-mounted 
device, or for transmitting the request signal. 

Thus, based on the input trigger signal, the temperature of 
the transmitting unit rises during the operation time of the 
vehicle-mounted device, or during the time that the request 
signal is transmitted. On the other hand, When the trigger 
signal is not input, the temperature of the transmitting unit 
drops during the non-operation time of the vehicle-mounted 
device, or during the non-transmission time of the request 
signal. 
The counter unit increases the counted value based on the 

temperature rise of the transmitting unit, during the operation 
time of the vehicle-mounted device or during the transmis 
sion time of the request signal. On the other hand, the counter 
unit decreases the counted value based on the temperature 
drop of the transmitting unit, during the non-operation time of 
the vehicle-mounted device or during the non-transmission 
time of the request signal. The control unit and the transmis 
sion control unit compare the counted value, Which represents 
a current temperature of the transmitting unit, With a thresh 
old value, and control permission and prohibition of opera 
tion of the vehicle-mounted device, as Well as permission and 
prohibition of transmission of the request signal, respectively. 

Therefore, according to the present invention, a tempera 
ture rise in the transmitting unit caused by operation of the 
vehicle-mounted device or by transmission of the request 
signal canbe suppressed, While the vehicle-mounted device is 
reliably operated and the request signal is reliably transmitted 
to the portable unit from the transmitting unit. 

Further, in the present invention, because permission and 
prohibition of operation of the vehicle-mounted device or 
transmission of the request signal can be controlled based on 
comparison results of the counted value With the threshold 
value, the initial costs for the vehicle-mounted device can be 
reduced. 

The transmitting unit comprises a transmission circuit for 
converting the request signal into a signal that can be trans 
mitted Wirelessly to the portable unit, and an antenna for 
Wirelessly emitting the converted request signal to the out 
side. The temperature rise in the transmitting unit should be 
interpreted as a temperature rise of both the transmission 
circuit and the antenna, Which together constitute the trans 
mitting unit. 

For example, in the case that the trigger signal is input into 
the vehicle-mounted device every time that the operator oper 
ates the sWitch, a plurality of trigger signals are successively 
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4 
input to the vehicle-mounted device if the operator succes 
sively operates the sWitch, for purposes such as unlocking the 
vehicular doors. 

Further, the operation time of the vehicle-mounted device 
is a period during Which a current is supplied to the door 
locking actuator, for locking or unlocking the doors in a 
so-called keyless entry mode. The non-operation time of the 
vehicle-mounted device is a period during Which current is 
not supplied to the door locking actuator. 

The threshold value comprises a ?rst threshold value and a 
second threshold value that is loWer than the ?rst threshold 
value. The control unit and the transmission control unit 
preferably prohibit operation of the vehicle-mounted device 
and transmission of the request signal, respectively, When the 
counted value exceeds the ?rst threshold value. On the other 
hand, the control unit and the transmission control unit pref 
erably permit operation of the vehicle-mounted device and 
transmission of the request signal, respectively, When the 
counted value falls to the second threshold value or loWer. 

This makes it possible to reliably control permission and 
prohibition of operation of the vehicle-mounted device, and 
transmission of the request signal, in response to a tempera 
ture rise in the transmitting unit. 

Further, it is possible to reliably operate the vehicle 
mounted device and reliably transmit the request signal 
Within a range of the operating temperature of the vehicle 
mounted device including the transmitting unit, by setting the 
?rst threshold value so as to correspond to an upper limit 
operating temperature, and setting the second threshold value 
so as to correspond to a predetermined temperature that is 
loWer than the upper limit operating temperature. 

Also, prohibition of operation of the vehicle-mounted 
device and transmission of the request signal is preferably 
lifted When the counted value falls to the second threshold 
value or loWer, for thereby permitting operation of the 
vehicle-mounted device and transmission of the request sig 
nal. 

In this manner, operation of the vehicle-mounted device 
and transmission of the request signal to the portable unit are 
e?iciently and reliably controlled. 

In addition, When the control unit or the transmission con 
trol unit judges that the counted value could exceed the ?rst 
threshold value before the next regular time interval, opera 
tion of the vehicle-mounted device or transmission of the 
request signal may preferably be prohibited at that time. 

In this manner, the transmitting unit is prevented from 
becoming deteriorated due to a rise in temperature of the 
transmitting unit. 
The counter unit preferably increases the counted value by 

adding a ?rst preset value at regular time intervals, during the 
operation time of the vehicle-mounted device or during the 
transmission time of the request signal. On the other hand, the 
counter unit preferably decreases the counted value by sub 
tracting a second preset value at regular time intervals during 
the non-operation time of the vehicle-mounted device or dur 
ing the non-transmission time of the request signal. 
The above and other objects, features, and advantages of 

the present invention Will become more apparent from the 
folloWing description When taken in conjunction With the 
accompanying draWings in Which preferred embodiments of 
the present invention are shoWn by Way of illustrative 
example. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block diagram of a vehicular remote control 
device according to an embodiment of the present invention; 
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FIG. 2 is a plan view schematically illustrating a vehicle to 
which there is applied a system for using the remote control 
device shown in FIG. 1; 

FIG. 3 is a ?owchart showing a process for unlocking the 
doors of a vehicle; 

FIG. 4 is a timing chart of a comparative example, showing 
a rise in temperature in an LP transmitting circuit and a LF 
transmission antenna, during communications between a 
control unit and a portable unit; 

FIG. 5 is a ?owchart for showing a process performed 
within a counter and a determination unit, for determining 
whether to transmit a request signal or not; and 

FIG. 6 is a timing chart showing suppression of a rise in 
temperature in the LF transmitter circuit and the LF transmis 
sion antenna, according to the determination shown in FIG. 5, 
during communications between the control unit and the por 
table unit. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

As shown in FIGS. 1 and 2, a vehicular electronic key 
system (vehicular remote control device) 10 according to an 
embodiment of the present invention generally comprises a 
vehicle-mounted device 16 mounted on a vehicle 12, and a 
portable unit 18 which is carried by the user (operator) of the 
vehicle 12, e.g., the driver, and which performs radio com 
munications with the vehicle-mounted device 16. 

Although the portable unit 18 may be a card key including 
an IC chip (not shown) or a conventional key, the portable unit 
18 used in the present embodiment is a card key that can start 
the engine of the vehicle, even when the card key resides in a 
pocket of the operator. 

The portable unit 18 includes a battery 110 such as a button 
cell, a control unit 100, an LP receiving antenna 108 for 
receiving a request signal Sr of an LP signal having a fre 
quency of, for example, 125 kHZ, an LP receiving circuit 106 
connected to both the LF receiving antenna 108 and the 
control unit 100, an RF transmission antenna 104 for trans 
mitting a response signal Sa of an RF signal having a fre 
quency of, for example, 315 MHZ, and an RF transmitting 
circuit 102 connected both to the RF transmission antenna 
104 and the control unit 100. 
The control unit 100 is usually in sleep mode. When an 

activation request signal, including an activation code for 
activating the control unit 100 and requesting a response 
signal, is initially transmitted from the vehicle-mounted 
device 16, the control unit 100 of the portable unit 18 wakes 
up, i.e., is activated, from the sleep mode. In this manner, the 
portable unit 18 saves power. 

The request signal Sr transmitted to the portable unit 18 
from the vehicle-mounted device 16 is composed of the acti 
vation request signal, having a relatively small quantity of 
data including the activation code to activate the portable unit 
18, and a challenge code request signal, having a relatively 
large quantity of data including a challenge code for ensuring 
security. 
The activation request signal and the challenge code 

request signal may be transmitted at once, or the activation 
request signal may be transmitted ?rst, wherein the challenge 
code request signal is then transmitted after authentication is 
performed, for example, by matching a response signal Sa 
transmitted from the portable unit 18 in response to the acti 
vation request signal. Usually, an ID stored in the portable 
unit 18 is read out therefrom and contained within the 
response signal Sa. 
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6 
On the other hand, the vehicle 12 includes an ECU as a 

control unit 80, to which the components described below are 
connected. 
An outer door handle 21 of the driver’ s door of the vehicle 

12 includes a door unlocking sensor 20, which is used for 
unlocking the doors, and a door locking switch 22, which is 
used for locking the doors. 

The door unlocking sensor 20 is disposed on a surface of 
the outer door handle 21, on a side thereof that faces the 
vehicle body, that is, on the inner surface of the outer door 
handle 21. The door unlocking sensor 20 is composed of a 
switch utiliZing an electrostatic capacitive touch sensor. The 
door unlocking sensor 20 is normally placed in an off-state. 
When the operator grips the outer door handle 21, and more 
precisely when the operator’s ?ngers touch the inner surface 
of the outer door handle 21, the door unlocking sensor 20 is 
turned on, and outputs signals, that is, trigger signals, at a 
predetermined level. 
On the other hand, the door locking switch 22 is disposed 

on a surface of the outer door handle 21, on an outer side 
thereof. The door locking switch 22 comprises a mechanical 
switch such as a microswitch. The door locking switch 22 
also is normally turned off. When turned on and placed in 
operation, i.e., when an operator’ s ?nger presses a button that 
is mounted on the outer surface of the outer door handle 21, 
the door locking switch 22 outputs signals, that is, trigger 
signals, at a predetermined level. 
Each of the doors of the vehicle 12 includes a door switch 

28 for detecting whether the door is open or closed (see FIG. 
1). The door switch 28 is turned on when the door is open, and 
turned off when it is closed. 

Further, each of the doors comprises a door locking actua 
tor 14 for locking or unlocking the door. 
An LF transmission antenna 48 for establishing extrave 

hicular communications is mounted on a side mirror on the 
driver’s side. In this case, the LF signals, which act as request 
signals, from an LP transmitting circuit 58 connected to the 
LF transmission antenna 48 are transmitted through the LF 
transmission antenna 48 wirelessly, and are received by the 
LF receiving circuit 106 of the portable unit 18 through the LF 
receiving antenna 108. 
The vehicle 12 further comprises an RF unit comprising an 

RF receiving antenna 40 and an RF receiving circuit 42 dis 
posed underneath the instrument panel. In this case, RF sig 
nals, which act as response signals Sa, are transmitted from 
the portable unit 18 through the RF transmission antenna 104 
in response to the request signals Sr, and are received on the 
vehicle side through the RF receiving antenna 40 of the 
vehicle-mounted device 16, so as to authenticate the response 
signals Sa between the vehicle-mounted device 16 and the 
portable unit 18, or more precisely, between the control unit 
80 of the vehicle-mounted device 16 and the control unit 100 
of the portable unit 18. 
The LP transmission antenna 48 has a predetermined effec 

tive transmission range (not shown) around the vehicle 12, 
such that the range outside the vehicle has a radius substan 
tially corresponding to the length of the operator’s, i.e., the 
driver’s, arm. On the other hand, the RF receiving antenna 40 
has a broad effective range for receiving the RF signals (not 
shown), up to a range having a radius of 5 m around the RF 
receiving antenna 40. Therefore, the effective reception range 
of the RF receiving antenna 40 is broad enough to include the 
effective transmission range of the LF transmission antenna 
48. 
Each of the control unit 80 of the vehicle-mounted device 

16 and the control unit 100 of the portable unit 18 includes a 
CPU (Central Processing Unit), a ROM (Read Only 
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Memory), a RAM (Random Access Memory), a clock gen 
erator, a counter, and a timer (not shown). The CPU automati 
cally carries out a series of calculations or data processing 
operations according to programs and data stored in the 
ROM. 

The door unlocking sensor 20 and the door locking sWitch 
22, both ofWhich are connected to the control unit 80, output 
trigger signals serving as activation signals in accordance 
With the operator’s actions. The control unit 80 Wirelessly 
transmits request signals Sr through the LF transmitting cir 
cuit 58 and the LF transmission antenna 48 to the portable unit 
18, for a predetermined transmission period in response to the 
input trigger signals. 

In this case, every time the operator or driver touches, i.e., 
operates, either the door unlocking sensor 20 or the door 
locking sWitch 22, the door unlocking sensor 20 or the door 
locking sWitch 22 outputs a trigger signal having a predeter 
mined pulse level to the control unit 80. 

Thus, if the operator touches the door unlocking sensor 20 
or the door locking sWitch 22 in succession, a plurality of 
pulses are successively input to the control unit 80 from the 
door unlocking sensor 20 or the door locking sWitch 22, and 
then request signals Sr are successively transmitted to the 
portable unit 18 based on the input pulses. 

MeanWhile, because each of the sWitches outputs one trig 
ger signal pulse to the control unit 80 per each single opera 
tion by the operator, if the operator touches the door unlock 
ing sensor 20 for a long period of time, for example, the door 
unlocking sensor 20 still outputs only one pulse representing 
the trigger signal to the control unit 80. 

The control unit 80 comprises a counter (counting means) 
92 and a determination unit (control unit and transmission 
control unit) 94 in order to suppress a rise in temperature in 
the LF transmitting circuit 58 and the LF transmission 
antenna 48, Which act together as the transmitting unit, during 
the transmission period of the request signals Sr. 

The counter 92 increases a counted number by adding or 
incrementing a ?rst preset value thereto at regular time inter 
vals during transmission of the request signals Sr When the 
request signals Sr are transmitted based on the input trigger 
signals, that is, during an operation time of the vehicle 
mounted device 16. On the other hand, the counter 92 
decreases the counted number by subtracting or decrement 
ing a second preset value therefrom at regular time intervals 
during non-transmission of the request signals Sr When the 
request signals Sr are not transmitted as a result of no trigger 
signals being input, that is, during a non-operation time of the 
vehicle-mounted device 16. 

The counted value represents a value counted in relation to 
the current temperature in the LF transmitting circuit 58 and 
the LF transmission antenna 48, Which together make up the 
transmitting unit. The incremented ?rst preset value is a value 
corresponding to a temperature rise coef?cient, i.e., tempera 
ture raised per unit time in the LF transmitting circuit 58 and 
the LF transmission antenna 48 during transmission of the 
request signals Sr. The decremented second preset value is a 
value corresponding to a temperature drop coe?icient, i.e., 
temperature loWered per unit time in the LF transmitting 
circuit 58 and the LF transmission antenna 48 during a time 
When the request signals Sr are not transmitted. The regular 
time interval is a time interval during Which the counter 92 
adds one incremented ?rst preset value to another, or sub 
tracts one decremented second preset value from another. The 
counter 92 sets, for instance, a unit time as the regular time 
interval. The operation time of the vehicle-mounted device 1 6 
is a period during Which current is supplied to the door lock 
ing actuator 14 in a so-called keyless entry mode. The non 
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8 
operation time is a period during Which current is not supplied 
to the door locking actuator 14. 
The determination unit 94 compares the counted value 

obtained by the counter 92 With predetermined threshold 
values, including a prohibition value (?rst threshold value) 
and a lifting value (second threshold value), Wherein the 
determination unit 94 either prohibits orperrnits transmission 
of the request signals Sr to the portable unit 18 from the 
control unit 80 based on the comparison results, thereby 
prohibiting or permitting operation of the vehicle-mounted 
device 16. 
The prohibition value herein corresponds to a counted 

value representing an upper limit of the operating temperature 
of the LF transmitting circuit 58 and the LF transmission 
antenna 48. Therefore, if the counted value obtained by the 
counter 92 exceeds the prohibition value, the determination 
unit 94 judges that the LF transmitting circuit 58 and the LF 
transmission antenna 48, Which operate to transmit the 
request signals Sr, have deteriorated in quality, because the 
temperatures in the LF transmitting circuit 58 and the LF 
transmission antenna 48 have exceeded their upper limit 
operating temperatures. 
The lifting value herein corresponds to a counted value 

representing a predetermined temperature that is loWer than 
the upper limit of the operating temperature. Therefore, When 
the counted value obtained by the counter 92 falls to the lifting 
value or loWer, for a ?rst time after the counted value obtained 
by the counter 92 has once exceeded the prohibition value, 
then the determination unit 94 judges that the LF transmitting 
circuit 58 and the LF transmission antenna 48 can properly 
transmit the request signals Sr, that is, that the vehicle 
mounted device 16 can operate Without problems, because 
the current temperatures in the LF transmitting circuit 58 and 
the LF transmission antenna 48 have fallen to the upper limit 
operating temperatures thereof or loWer. 

Thus, the determination unit 94 prohibits transmission of 
the request signals Sr to the portable unit 18 When the counted 
value exceeds the prohibition value, and lifts the prohibition 
When the counted value falls to the lifting value or loWer. In 
other Words, the determination unit 94 prohibits operations of 
the vehicle-mounted device 16, such as unlocking the door, 
When the counted value exceeds the prohibition value, and 
lifts the prohibition on operations of the vehicle-mounted 
device 16 When the counted value falls to the lifting value or 
loWer. 

Further, if the determination unit 94 judges that the counted 
value could potentially exceed the ?rst threshold value before 
the next regular time interval, the determination unit 94 may 
then prohibit transmission of the request signals Sr, and thus 
also prohibit operation of the vehicle-mounted device 16. 

Next, effects and advantages of the system (vehicular 
remote control device) 10 shall be explained While referring 
to FIGS. 1 through 6. 

In the present embodiment, a case in Which the operator 
touches the door unlocking sensor 20 outside of the vehicle 12 
in order to unlock the vehicle door shall be explained as an 
example. In this case, a trigger signal is output from the door 
unlocking sensor 20 to the control unit 80, in order to carry out 
authentication betWeen the control unit 80 and the portable 
unit 18. 

FIG. 3 is a ?owchart shoWing a general unlocking process 
for unlocking the door of the vehicle 12 (see FIGS. 1 and 2). 

In step S1, When an operator outside of the vehicle 12 
touches the door unlocking sensor 20, the door unlocking 
sensor 20 outputs a trigger signal to the control unit 80 at a 
predetermined level, in response to operation by the operator. 
The control unit 80 determines Whether or not communica 
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tions between the control unit 80 and the portable unit 18 are 
currently prohibited (step S2). If not, the control unit Wire 
lessly transmits an LP signal as a request signal Sr (activation 
request signal) to the portable unit 18 from the LF transmit 
ting circuit 58 and the LF transmission antenna 48 (step S3). 

The portable unit 18 receives the request signal Sr at the LF 
receiving circuit 106 through the LF receiving antenna 108, 
and passes it to the control unit 100 to initiate the control unit 
100 of the portable unit 18 and read out the ID stored in the 
ROM thereof. Then, the control unit 100 transmits the RF 
signal as a response signal Sa, including the ID from the RF 
transmitting circuit 102 and the RF transmission antenna 104, 
to the vehicle-mounted device 16. 

The control unit 80 of the vehicle-mounted device 16 
receives the response signals Sa through the RF receiving 
antenna 40 and the RF receiving circuit 42, and compares an 
ID contained in the response signal Sa With the ID stored in 
the ROM of the control unit 80 (step S4). When the IDs are the 
same, the portable unit 18 is identi?ed as being legitimate, 
and successfully authenticated. This enables unlocking of the 
doors in step S5. 
When the operator does not touch the door unlocking sen 

sor 20 in step S1, When communications betWeen the control 
unit 80 and the portable unit 18 are prohibited in step S2, or 
When authentication is unsuccessful in step S4, the control 
unit 80 does not unlock the door. 

The process for prohibiting or permitting transmission of 
the request signals Sr, Which is controlled by the counter 92 
and the determination unit 94 during communications 
betWeen the control unit 80 and the portable unit 18 in step S3 
shoWn in FIG. 3, shall be explained next referring to FIGS. 4 
through 6. 

FIG. 4 is a timing chart illustrating a comparative example, 
and shoWing a temperature rise in the LF transmitter circuit 
and the LF transmission antenna during communications 
betWeen the control unit and the portable unit. 

FIG. 5 is a ?owchart shoWing a process for prohibiting or 
permitting transmission of the request signals Sr, as con 
trolled by the counter 92 and the determination unit 94, 
Wherein the judgment process includes a counting step and a 
transmission controlling step. 

FIG. 6 is a timing chart shoWing suppression of the rise in 
temperature in the LF transmitting circuit 58 and the LF 
transmission antenna 48, during the aforementioned commu 
nications betWeen the control unit 80 and the portable unit 18. 
An example in Which a trigger signal at a predetermined 

level (pulses emitted With a constant frequency) is output to 
the control unit 80 every time the operator touches the door 
unlocking sensor 20 at regular time intervals shall be 
explained With respect to this embodiment. This represents a 
case in Which the operator touches the door unlocking sensor 
20 multiple times successively for purposes other than 
unlocking the door. That is, this is not a normal door unlock 
ing process based on a single operation of the door unlocking 
sensor 20 by the operator, as shoWn in FIG. 3 
The components shoWn in FIGS. 1 and 2 shall be referred 

to When necessary While explaining the comparative example 
shoWn in FIG. 4. 

In the comparative example, as shoWn in FIG. 4, every time 
the operator touches the door unlocking sensor 20 at the 
regular time intervals (i.e., at times t1, t5, t7 and t9), a pulse of 
the trigger signal having a predetermined level is output, and 
then the control unit 80 transmits an LP signal, as the request 
signal Sr, to the portable unit 18 through the LF transmitting 
circuit 58 and the LF transmission antenna 48, during the 
transmission time (during each of the periods from t1 to t2, t5 
to t6, t7 to t8, and t9 to t11) based on the input trigger signal. 
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In response to the received request signal Sr, the portable unit 
18 transmits an RF signal, as a response signal Sa, to the 
vehicle-mounted device 16, during a period in Which the 
request signal Sr is not transmitted (during each of the periods 
from t2 to t5, t6 to t7, and t8 to t9). The response signal Sa is 
transmitted for a certain period of time, for example, the time 
corresponding to t3 to t4. 

In this case, during the transmission periods from t1 to t2, 
t5 to t6, t7 to t8, and t9 to t11, temperatures in the LF trans 
mitting circuit 58 and the LF transmission antenna 48, Which 
make up the transmitting unit, increase over time. On the 
other hand, during the non-transmission periods from t2 to t5, 
t6 to t7, and t8 to t9, When request signals Sr are not trans 
mitted, the temperatures in the LF transmitting circuit 58 and 
the LF transmission antenna 48 decrease over time. 

HoWever, because the request signal Sr is transmitted to the 
portable unit 18 every time that a pulse of the trigger signal is 
input to the control unit 80 at the regular time intervals, at time 
t10, the temperatures in the LF transmitting circuit 58 and the 
LF transmission antenna 48 exceed the upper limit operating 
temperatures of the LF transmitting circuit 58 and the LF 
transmission antenna 48. Therefore, after time t10, the char 
acteristics of the LF transmitting circuit 58 and the LF trans 
mission antenna 48 tend to deteriorate adversely due to the 
rise in temperature. 
By contrast, as shoWn in FIG. 5, in the present embodi 

ment, a rise in temperature in the LF transmitting circuit 58 
and the LF transmission antenna 48 caused by transmission of 
the request signals Sr is suppressed by steps S6 to S8, Which 
make up the counting step, as Well as by steps S9 to S12, 
Which make up the transmission control step. 

Namely, as shoWn in FIG. 6, Whenever the operator touches 
the door unlocking sensor 20 (see FIGS. 1 and 2) at the regular 
time intervals (i.e., at times t21, t25, t27, t29 and t34), a trigger 
signal pulse at a predetermined level is output to the control 
unit 80. Whenever the input of the trigger signal triggers the 
request signal Sr, that is, Whenever step S6 in FIG. 5 is YES 
(during each of the periods t21 to t22, t25 to t26, t27 to t28, 
and t34 to t35), the counter 92 of the control unit 80 increases 
the counted value by adding an incremented ?rst preset value 
thereto (step S7) per the regular time interval, for example, 
during the period betWeen t22 and t24. On the other hand, 
during periods When the request signal Sr is not transmitted 
(i.e., periods t22 to t25, t26 to t27, t28 to t34, and after t35), 
that is, When step S6 in FIG. 5 is NO, the counter 92 decreases 
the counted value by subtracting a given value therefrom (step 
S8) per the regular time interval, for example, during each of 
the periods from t24 to t25, t30 to t31, t31 to t33, and t33 to 
t34. 
The determination unit 94 ?rst compares the counted value 

obtained by the counter 92 With the prohibition value (step 
S9). If the counted value exceeds the prohibition value (YES 
in step S9), the determination unit 94 judges that the tempera 
tures in the LF transmitting circuit 58 and the LF transmission 
antenna 48 exceed the upper limit of the operating tempera 
ture, and prohibits transmission of the request signal Sr to the 
portable unit 18 (step S10). 
On the other hand, if the counted value does not exceed the 

prohibition value (NO in step S9), operation of the determi 
nation unit 94 does not progress to step S10, and hence 
transmission is not prohibited. 

Next, the determination unit 94 compares the counted 
value With the lifting value (step S11). If the counted value 
does not exceed (i.e., is at or beloW) the lifting value (YES in 
step S11), the determination unit 94 judges that the tempera 
tures in the LF transmitting circuit 58 and the LF transmission 
antenna 48 have fallen to a predetermined temperature Within 
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the range of the operation temperature or loWer, and therefore 
lifts the prohibition and permits transmission of the request 
signal Sr to the portable unit 18 (step S12). 
On the other hand, if the counted value exceeds the lifting 

value (NO in step S11), the determination unit 94 maintains 
the present state With respect to communications betWeen the 
control unit 80 and the portable unit 18. That is, if the control 
unit 80 and the portable unit 18 are in communication With 
each other When the operation comes to step S11, then such 
communications are maintained. HoWever, if transmissions 
of request signals Sr to the portable unit 18 are prohibited at 
that time, the determination unit 94 maintains the prohibition 
of such transmissions. 

The present embodiment shall be explained in detail refer 
ring to FIG. 6. During the period from t21 to t28, the deter 
mination unit 94 (see FIGS. 1 and 2) determines if the counted 
value does not exceed the prohibition value (NO in step S9) 
and the lifting value (YES in step S11), or Whether the 
counted value is a predetermined value betWeen the prohibi 
tion value and the lifting value (NO in step S11), and then 
permits transmission of the request signals Sr. 

At time t28, because the counted value exceeds the prohi 
bition value (YES in step S9), the determination unit 94 
prohibits transmission of request signals Sr to the portable 
unit 18 (step S10). Then, during the period from t28 to t30, the 
determination unit 94 continues to prohibit transmission of 
the request signals Sr, because the counted value still exceeds 
the prohibition value (YES in step S9), orbecause the counted 
value exceeds the lifting value (N O in step S11) even though 
the counted value does not exceed the prohibition value (N O 
in step S9). 

At time t30, because the counted value does not exceed the 
prohibition value (NO in step S9) and the lifting value (YES 
in step S11), the determination unit 94 lifts prohibition of 
transmission of the request signals Sr. This makes it possible, 
after time t30, to transmit request signals Sr to the portable 
unit 18 from the vehicle-mounted device 16. In other Words, 
prohibition of transmission of the request signals Sr is lifted 
When the counted value falls to the lifting value or loWer. 

Because transmission of the request signals Sr is prohibited 
during the period from t28 to t30, and further because the 
response signals Sa generated in response to the request sig 
nals Sr are not received during the period from t30 to t34, 
communications, such as the LF signal as the request signal 
Sr and the RF signal as the response signal Sa, during those 
periods behave as illustrated by the dotted lines in FIG. 6. The 
response signal Sa is transmitted for a certain time, for 
example for a period of time corresponding to t23 to t24, 
during periods When the request signals Sr are not transmit 
ted, that is, during each of the periods from t22 to t25, t26 to 
t27, t28 to t34, and after t35. 

Although the above explanations exemplify a case in 
Which mutual authentication betWeen the control unit 80 and 
the portable unit 18 is carried out based on the trigger signal 
caused by operation of the door unlocking sensor 20 by the 
operator, similar explanations are also applicable to a case in 
Which the trigger signal is output from the door locking 
sWitch 22. 
As mentioned above, in the present embodiment, When 

trigger signals are successively input to the control unit 80 in 
response to successive operations of the door unlocking sen 
sor 20 or the door locking sWitch 22 by the operator, the 
counter 92 increases or decreases the counted value, thereby 
determining Whether or not transmission of the request signal 
Sr based on the trigger signal can be permitted, that is, 
Whether the vehicle-mounted device 16 can be properly oper 
ated, at that time. Further, the determination unit 94 prohibits 
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12 
transmission of the request signals Sr, and thus controls 
operation of the vehicle-mounted device 16, based on com 
parison of the counted value With the prohibition value. The 
determination unit 94 also permits transmission of the request 
signals Sr based on comparison of the counted value With the 
lifting value. 

Namely, during the time that the request signals Sr are 
transmitted based on the input trigger signals (t21 to t22, t25 
to t26, t27 to t28, and t34 to t35), the temperatures of the LF 
transmitting circuit 58 and the LF transmission antenna 48 
rise. On the other hand, during the non-transmission period 
When the request signals Sr are not transmitted (t22 to t25, t26 
to t27, t28 to t34, and after t35), the temperatures of the LF 
transmitting circuit 58 and the LF transmission antenna 48 
drop. The counter 92 therefore increases the counted value by 
adding or incrementing a ?rst preset value thereto per the 
regular time interval, in response to rises in temperature in the 
LF transmitting circuit 58 and the LF transmission antenna 
48, during the transmission period of the request signals Sr, 
that is, during the operation time of the vehicle-mounted 
device 16. Further, the counter 92 decreases the counted value 
by subtracting or decrementing a second preset value there 
from per the regular time interval, in response to a drop in 
temperature in the LF transmitting circuit 58 and the LF 
transmission antenna 48, during the non-transmission time of 
the request signal Sr, that is, during the non-operation time of 
the vehicle-mounted device 16. The determination unit 94 
compares the counted value, Which corresponds to current 
temperatures in the LF transmitting circuit 58 and the LF 
transmission antenna 48, With the prohibition value and the 
lifting value, in order to prohibit or permit transmission of the 
request signal Sr, and thus to control operation of the vehicle 
mounted device 16. 

Normally, mutual authentication betWeen the vehicle 
mounted device 16 and the portable unit 18 is conducted 
based on the input of a trigger signal from the door unlocking 
sensor 20, or When the door locking sWitch 22 is operated by 
the operator. In addition to normal authentication, even When 
the operator successively operates the above-mentioned 
sWitches such that a plurality of trigger signals are input to the 
control unit 80 of the vehicle-mounted device 16, the present 
invention can ensure transmission of the request signal Sr to 
the portable unit 18, that is, operation of the vehicle-mounted 
device 16 can be ensured, While suppressing rises in tempera 
ture in both the LF transmitting circuit 58 and the LF trans 
mission antenna 48 due to transmission of the request signal 
Sr, or stated otherwise, due to operation of the vehicle 
mounted device 16. 

Further, according to the present embodiment, because 
transmission of the request signal Sr is prohibited or permit 
ted based on the results of comparing the counted value With 
the prohibition value and the lifting value, it is possible to 
reduce the cost of the vehicle-mounted device 16. 

Also, because prohibition and permission of transmission 
of the request signals Sr are determined using the prohibition 
value and the lifting value, both prohibition and permission of 
transmission of the request signal Sr are reliably controlled 
corresponding to rises in temperature in the LF transmitting 
circuit 58 and the LF transmission antenna 48. 
The prohibition and permission of transmission of the 

request signal Sr is ef?ciently controlled as Well by lifting the 
prohibition of transmission of the request signals Sr Whenever 
the counted value falls to the lifting value or loWer, after 
having prohibited transmission of the request signals Sr due 
to the counted value exceeding the prohibition value. 
The LP transmitting circuit 58 and the LF transmission 

antenna 48 are reliably prevented from becoming deteriorated 



US 7,778,743 B2 
13 

due to rises in temperature, by prohibiting transmission of the 
request signals Sr to the portable unit 18 Whenever the deter 
mination unit 94 determines that the counted value could 
exceed the prohibition value before the next time interval. 

Further, reliable transmission of the request signals Sr 
Within the range of the operating temperature can be achieved 
by setting the prohibition value as a value re?ecting the upper 
limit operating temperature of the LF transmitting circuit 58 
and the LF transmission antenna 48, and by setting the lifting 
value as a predetermined value re?ecting a temperature that is 
loWer than limit temperature and Within the range of the 
operating temperature. 

Although certain preferred embodiments of the present 
invention have been shoWn and described in detail, it should 
be understood that various changes and modi?cations may be 
made to the embodiments Without departing from the scope 
of the invention as set forth in the appended claims. 

What is claimed is: 
1. A vehicular remote control device con?gured for con 

trolling transmission of a request signal When the request 
signal is transmitted to a portable unit from a transmitting unit 
of a vehicle-mounted device, based on a trigger signal input 
from a predetermined sWitch of a vehicle operated by an 
operator, comprising: 

a counting unit con?gured for increasing a counted value at 
predetermined regular time intervals during a transmis 
sion time of said request signal in response to inputting 
of said trigger signal, While decreasing said counted 
value at saidpredetermined regular time intervals during 
a non-transmission time of said request signal; and 

a transmission control unit con?gured for controlling per 
mission and prohibition of transmission of said request 
signal based on comparison of said counted value With a 
predetermined threshold value, 

Wherein said threshold value comprises a ?rst threshold 
value and a second threshold value that is loWer than said 
?rst threshold value, and 

Wherein said control unit is con?gured to prohibit trans 
mission of said request signal When said counted value 
exceeds said ?rst threshold value, and permits transmis 
sion of said request signal When said counted value falls 
to the second threshold value or loWer. 

2. The vehicular remote control device according to claim 
1, Wherein prohibition of transmission of said request signal 
is lifted in order to permit transmission of said request signal 
When said counted value falls to said second threshold value 
or loWer. 

3. The vehicular remote control device according to claim 
1, Wherein transmission of said request signal is prohibited 
When said control unit judges that said counted value exceeds 
said ?rst threshold value before a next regular time interval. 
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4. The vehicular remote control device according to claim 

1, Wherein said counting unit increases said counted value by 
adding a ?rst preset value to said counted value at said regular 
time intervals during the transmission time of said request 
signal, and decreases said counted value by subtracting a 
second preset value from said counted value at said regular 
time intervals during the non-transmission time of said 
request signal. 

5. A method of vehicular remote control for controlling 
transmission of a request signal When the request signal is 
transmitted to a portable unit from a transmitting unit of a 
vehicle-mounted device based on a trigger signal input from 
a predetermined sWitch of a vehicle operated by an operator, 
comprising: 

a counting step for increasing a counted value at predeter 
mined regular time intervals during a transmission time 
of said request signal in response to inputting of said 
trigger signal, While decreasing said counted value at 
said predetermined regular time intervals during a non 
transmission time of said request signal; and 

a transmission controlling step for controlling permission 
and prohibition of transmission of said request signal 
based on comparison of said counted value With a pre 
determined threshold value, 

Wherein said threshold value comprises a ?rst threshold 
value and a second thresholdvalue that is loWer than said 
?rst threshold value, and Wherein said controlling step 
prohibits transmission of said request signal When said 
counted value exceeds said ?rst threshold value, and 
permits transmission of said request signal When said 
counted value falls to said second threshold value or 
loWer. 

6. The method of vehicular remote control according to 
claim 5, Wherein said transmission controlling step lifts pro 
hibition of transmission of said request signal in order to 
permit transmission of said request signal When said counted 
value falls to said second threshold value or loWer. 

7. The method of vehicular remote control according to 
claim 5, Wherein said transmission control step prohibits the 
operation of said vehicle-mounted device When it is judged in 
saidtransmission control step that said counted value exceeds 
said ?rst threshold value before a next regular time interval. 

8. The method of vehicular remote control according to 
claim 5, Wherein said counting step increases said counted 
value by adding a ?rst preset value to said counted value at 
said regular time intervals during the transmission time of 
said request signal, and decreases said counted value by sub 
tracting a second preset value from said counted value at said 
regular time intervals during the non-transmission time of 
said request signal. 


