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CONNECTION SYSTEM, IN PARTICULARA 
PLUG-IN CONNECTION SYSTEM FOR THE 
TRANSMISSION OF DATA AND POWER 

SUPPLY SIGNALS 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The invention relates to a connection system, and in par 

ticular to a plug-in connection system for the preferably con 
tactless transmission of data and poWer supply signals 
betWeen a sensor means and a base unit in a measuring and 
transmission system. The term “connection system” as used 
in the present invention encompasses all possible coupling 
mechanisms Which can be mechanically and electrically con 
nected and isolated, plug connectors comprising a plug and 
socket element obviously being the most conventional 
examples of connectors of this type in electrical engineering. 
Such connectors may be con?gured in a directly contacting 
manner, but also in a contactless manner, for example induc 
tively, capacitively or optically. 

2. Background Art 
The contactless transmission of sWitch signals and AC 

voltages in tele-communications and data transmission sys 
tems is knoWn from DE 195 40 854 A1, for example, in the 
form of an electromagnetic multiple coupler. The non-contact 
and passive transmission means of the multiple coupler used 
in this case supersede plug-in connections and alloW electri 
cal isolation of the electrical signals betWeen, for example, a 
telecommunications and data transmission engineering main 
device and an external operator device such as is to be used, 
for example, in ?elds of application in Which there is a risk of 
explosions such as fuel depots, oil conveying plants and oil 
re?ning plants. 
DE 100 55 090 A1 discloses a plug-in connection system 

for connecting a transmission line to a sensor, Which system 
also operates in a contactless manner and is provided With 
plug-internal electronics. The signals are transmitted induc 
tively, the transmitted signal comprising a supply voltage 
signal and measurement signal in superimposed form. 
The closest prior art is represented by DE 197 19 730 C1 

Which also relates to a plug-in connection system for the 
contactless transmission of data and poWer supply signals 
betWeen a sensor means and a base unit in a measuring and 
transmission system. In this case, a sensor means, for 
example for a temperature probe, is coupled to a sensor-side 
plug-in connection element. The sensor means has a certain 
“intelligence”, as it has anA-D converter for the measurement 
signal of the thermocouple representing the measuring sensor 
and a microprocessor-assisted control and memory unit con 
nected doWnstream thereof. In the sensor-side plug-in con 
nection element, Which is coupled to the sensor means, there 
is provided a data modulator/demodulator unit in combina 
tion With a poWer signal receiver, Which unit is connected to 
a ?rst coupling partner element of an inductive coupling for 
the contactless transmission of data andpoWer supply signals. 
The second coupling partner element of the inductive cou 
pling path is located in the base-side plug-in connection ele 
ment Which is linked, for the purposes of the supply of data 
and poWer, to the corresponding lines of a bus system. In this 
base-side plug-in connection element there is provided, again 
in combination, a data modulator/demodulator unit With a 
poWer signal transmitter, Which unit poWers the sensor sys 
tem via the primary current supply originating from the bus 
system. 

With regard to the invention, it should be noted that mea 
suring and transmission systems of this type are often used in 
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2 
a harsh industrial environment such as, for example, in large 
scale chemical processing plant. The measuring points are in 
such cases frequently far removed from the central control 
room. This gives rise to the problem that it is generally not 
possible for the process operators to discern on site at a 
measuring point Whether the plug-in connection system is 
operating optimally, in particular Whether the measuring and 
transmission system is in an appropriate operating state for 
the measurement variables to be picked off. It may be possible 
to query this only via the control room. 

Starting herefrom, the object of the invention is to specify 
a connection system, and in particular a plug-in connection 
system for the preferably contactless transmission of data and 
poWer supply signals, Wherein it can be discerned from the 
connection system itself Whether the measuring and transmis 
sion system linked thereto is operating correctly. 

SUMMARY OF THE INVENTION 

This object is achieved by a connection system according 
to the invention comprising a sensor-side connection element 
With a poWer signal receiver, a data modulator/demodulator 
unit Which can be coupled at least indirectly, for the purposes 
of signalling, to at least one measuring sensor of the sensor 
means, as Well as a ?rst coupling partner element for the 
preferably contactless transmission of data and poWer supply 
signals via a coupling path, a base-side connection element 
With a second coupling partner element of the coupling path, 
a poWer signal transmitter, a data modulator/demodulator 
unit, a data interface Which can be connected to the base unit 
With respect to data, as Well as a primary poWer supply, and a 
microprocessor-assisted control and memory unit in at least 
one of the connection elements, and in at least one of the 
connection elements an optical diagnosis display unit Which 
displays de?ned state parameters Within the measuring and 
transmission system. Examples of state parameters of this 
type include the voltage supply state, the data transmission 
behaviour or the state of the sensor of the measuring and 
transmission system. With regard to the monitoring of the 
state of the sensor and the displaying thereof, in particular, the 
connection system may be of “intelligent” con?guration in 
such a Way that it causes initiation of the test routines for 
determining the state of the sensor of its control and memory 
unit. 

In principle, the optical diagnosis display unit can be based 
on one or more light-emitting diodes, Wherein differing state 
parameters of the measuring and transmission system can be 
displayed by differing colouring and/or ?ash frequencies of 
the display signal. A plurality of light-emitting diodes, corre 
sponding to the basic colours red, blue and green, may thus 
also be provided in the optical diagnosis display unit. These 
diodes can be activated, in accordance With the principle of 
the additive mixture of colours, to generate a display signal of 
any colour. 

In the case of a pH measuring point, for example, the colour 
of the light-emitting diode module could be activated as a 
function of the measured hydrogen ion concentration. The 
optical diagnosis display unit can thus be based on What is 
knoWn as the litmus test. If a loW pH is measured, the optical 
diagnosis display unit is lit up red; if a high pH is measured, 
the unit is lit up blue. 

Other optical displays such as, for example, LCD displays, 
Which optionally output error or status codes or in the manner 
of plain-text messages, can also be used. 

In a preferred development, the optical diagnosis display 
unit can also be used as an additional interface for optical data 
transmission. The visible light representing the display signal 
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is therefore additionally amplitude, frequency or phase 
modulated, so the data thus represented can be received and 
further evaluated using an additional device. 

In a further preferred embodiment, the connection system 
can additionally be equipped With an interface for the Wireless 
communication of data to a separate entity such as, for 
example, a PDA, MDA, PC laptop and the like. The interface 
may be in the form of a radio or infrared interface, infrared 
transmission (IrDA) displaying signi?cant advantages, such 
as loW poWer consumption, highly secure transmission of 
data through the direct optical transmission route and a 
simple connection construction, over radio solutions such as, 
for example, Bluetooth. Furthermore, an interface of this type 
is noWadays part of the basic equipment of many communi 
cations devices. 

Preferred embodiments With regard to the positioning of 
the diagnosis display unit or the light-emitting diodes provide 
an arrangement on a printed circuit board arranged in the 
interior of the connection system, the display signal being 
discernible from the outside via WindoWs in the housing of the 
connection system. A WindoW of this type may preferably be 
an annular WindoW provided in the sensor-remote housing 
portion of the connection system. The display signal of the 
diagnosis display unit is therefore visible both from all radial 
spatial directions and from behind if the connection system is 
mounted, for example, in What is knoWn as a dip tube, thus 
obstructing any lateral vieW of the connector. 

Further features, advantages and details of the subject 
matter of the invention Will emerge from the folloWing 
description in Which an embodiment is described in detail 
With reference to the appended draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIGS. 1 and 2 are side vieWs of a plug-in connection system 
in the coupled and detached states, 

FIG. 3 is a block diagram of the internal construction of the 
plug-in connection system, and 

FIG. 4 is an axial section of a socket element of the plug-in 
connection system. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

The plug-in connection system shoWn in FIGS. 1 and 2 
comprises a sensor-side plug element 1 to Which there is 
directly fastened a sensor means 2 shoWn schematically in the 
present case to be tubular. This means may, for example, be a 
pH probe comprising a temperature detection means, but also 
any other type of sensor such as, for example, an oxygen or 
conductivity probe. The sensor means 2 is positioned in this 
case in the process to be monitored. In order to forWard the 
measurement data to a corresponding base unit, such as for 
example a ?eld bus device, a data and supply line 3 is linked 
to the ?eld bus device via the plug-in connection system 
according to the invention. The data line could in this case 
also be in the form of a tWo-Wire bus line. The socket element 
4, Which comprises a recess 6, the shape of Which is adapted 
to the plug-in portion 5 of the plug element 1, for mechanical 
and inductive coupling betWeen the plug element 1 and socket 
element 2, cooperates in this case With the plug element 1. 
The engagement, Which Will not be described in detail, 
betWeen the plug element 1 and the socket element 4 is 
cancelled by a release sleeve 7, thus alloWing the plug-in 
connection system to be brought into the uncoupled position 
shoWn in FIG. 2. 
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4 
FIGS. 3 and 4 shoW the functional construction of the 

plug-in connection system comprising the plug element 1 and 
the socket element 4. The sensor means 2 thus comprises, for 
example, an elementary sensor 8 for detecting a pH and/or a 
redox potential of a process liquid and an elementary sensor 
9 for detecting the temperature of the process liquid. Both 
sensors 8, 9 supply a respective analogue voltage signal 
Which is issued to the A-D converter 10 linked, for the pur 
poses of signalling, to the plug element. The plug element is 
integrated into a microcontroller 11 Which, as the central 
control and memory unit, is functionally responsible in a 
knoWn manner for the basic controlling, the processing of 
command and measurement data and the forWarding thereof. 

Also provided in the plug element 1 is circuitry comprising 
the poWer signal transmitter 12, data modulator/demodulator 
unit 13 and a ?rst coupling partner element 14 for the induc 
tive contactless coupling path 15 betWeen the plug element 1 
and socket element 4. 

The second coupling partner element 16 is arranged at its 
head side on the socket element 4 and is connected to circuitry 
consisting of the poWer signal transmitter 17 and modulator/ 
demodulator unit 18. In the socket element 4, as in the plug 
element 1, a microcontroller 19 takes over the central control 
and memory outputs in conjunction With the poWer supply 
and the data exchange of the plug-in connection system. The 
data is exchanged via an RS 485 modern, as the data interface 
20, to a base unit (not shoWn in detail) such as, for example, 
a Pro?bus ?eld device. Finally, the entire plug-in connection 
unit is poWered via a primary current supply 21. The plug-in 
connection system as a Whole, including the sensor means 2, 
is in compliance With the explosion prevention regulations. 

Finally, there is provided in the socket element 4 an optical 
diagnosis display unit (denoted in its entirety by reference 
numeral 22) Which is activated by the microcontroller 19 and 
comprises, in the embodiment shoWn in the present case, tWo 
light-emitting diodes 23, 24. These tWo light-emitting diodes 
23, 24 are used in a manner to be discussed in detail herein 
after to display state parameters Within the measuring and 
transmission system. 

Before this is considered, the basic mode of operation of 
the plug-in connection system, such as is knoWn per se from 
the prior art, Will brie?y be outlined. Starting from the sensor 
side, the analogue signals supplied by the tWo elementary 
sensors 8, 9 are digitised in the A-D converter 10. The micro 
controller 11 calculates the corresponding measured values 
and outputs these to the portion of the circuit embodying the 
poWer signal receiver 12 and the modulator/ demodulator unit 
13. This portion of the circuit converts the digital information 
via the measured values into a modulation suitable for trans 
mission via the inductive coupling path 15; examples of such 
modulation include amplitude, frequency or phase modula 
tion. On the side of the socket element 4, the corresponding 
digital information is ?ltered out by the modulator/demodu 
lator unit 18 and transmitted via the data interface 20 and the 
bus line 3 to a ?eld device for further processing. The micro 
controller 19 controls in this case the How of data by sWitch 
ing, for example, the data interface 20 from Receive to Send. 

For poWering the plug-in connection system as a Whole, the 
poWer signal transmitter 17 comprising the modulator/de 
modulator unit 18 is controlled in such a Way, starting from 
the base-side primary current supply 21 via the microcontrol 
ler 19, that, in addition to modulated data signals used, for 
example, for parametrising the sensor means 2, poWer supply 
signals, i.e. for example a carrier voltage, are transmitted via 
the coupling path 15. The carrier voltage is processed by the 
poWer signal receiver 12 comprising the modulator/demodu 
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lator unit 13 in such a Way that the components in the plug 
element 1 can be fully powered. 

The core of the invention is the diagnosis display unit 22 
Which is controlled by the microcontroller 19 and serves as a 
status display for displaying state parameters at the plug-in 
connection system itself. Simple on-site diagnosis of the mea 
suring system provided in the plug-in connection system is 
thus possible. 

The orderly state of the poWer supply can thus be signalled, 
for example, by continuous illumination of the green light 
emitting diode 23 and a drop in voltage or insuf?cient poWer 
supply as a result of this LED 23 being sWitched off. Correct 
data transmission Within the plug-in connection system via 
the plug element 1 and socket element 4 and correct trans 
mission of data betWeen the plug-in connection system itself 
and the ?eld device, as the superordinate base unit, can be 
signalled by ?ashing of the green light-emitting diode 23. 
Defective transmission of data betWeen the communication 
partners described can, for example, be represented by con 
tinuous or ?ashing illumination of the red light-emitting 
diode 24. 

Further state parameters Which can be displayed include, 
for example, the status of the sensor. For this purpose, the plug 
element contains means for monitoring operation. In the case 
of ion-sensitive sensors, for example, Which generally consist 
of a high-resistance measuring electrode and a relatively loW 
resistance reference electrode, the internal resistance of the 
electrode is accordingly measured by superimposing test 
voltages on the DC measurement signals themselves. The 
impedance of the high-resistance measuring electrode or the 
reference electrode can be calculated from the relationship 
betWeen the output voltage and test voltage. This calculation 
can be carried out by the microcontrollers 11 and 19 in the 
plug-in connection system itself or in a separate base unit 
such as the ?eld device. If the calculated internal resistance 
exceeds or falls beloW de?ned limits, this is an indication that 
an error has occurred in one of the electrodes. This check is 
generally carried out in the ?eld device Which, in the event of 
an error, generates a corresponding error message and for 
Wards the message to the socket element 4 of the plug-in 
connection system via the data interface 20. The microcon 
troller 19 of the plug-in connection system is then able to 
activate the red light-emitting diode 24. Differing causes of 
error, such as disturbance of the data transmission or elec 
trode errors, can then be visually represented by differing 
?ash frequencies of the light-emitting diode 24. 

Errors and/or diagnosis limits can also be checked directly 
in the plug-in connection system via the microcontrollers 11, 
19 thereof. The plug-in connection system is thus able to 
generate error messages independently of the ?eld device and 
also to display the messages by means of the light-emitting 
diodes 23, 24. 

Moreover, the light-emitting diodes 23, 24 can also be used 
for transmitting information data. For this purpose, the diodes 
are activated by the microcontroller 19 in such a Way that the 
visible LED light is additionally modulated for the transmis 
sion of data. Examples of the form of modulation include, 
again, amplitude, frequency or phase modulation. This data 
can then be extracted from the LED signal and further evalu 
ated using an additional device. 

Finally, FIG. 3 shoWs in the socket element 4 a further 
separate data interface 25 in the form of an IrDA infrared 
interface. 

The inner mechanical construction of the socket element 4 
Will be described With reference to FIG. 4. The second cou 
pling partner element 16, in the form of an indicated induction 
coil 26, is thus con?gured as the core of the annular recess 6 
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for the plug-in portion 5. When the plug-in portion 5 is 
plugged in, a corresponding annular coil in the head of the 
plug-in portion 5 comes to lie radially outside the induction 
coil 26, thus forming the coupling path 15. 
The electronic components of the socket element 4, as Were 

described With reference to FIG. 3, are arranged on a central 
printed circuit board 27 in the housing 28 of the socket ele 
ment 4. These components also include the tWo light-emitting 
diodes 23, 24, the light signals of Which may be seen via the 
WindoW 29 in the housing 28 of the socket element 4. The 
transmission of light betWeen the LEDs 23, 24 and the Win 
doW 29 can be improved via optical Waveguides (not illus 
trated in detail) in the form, for example, ofY-shaped plastics 
material bodies. In general, it must be ensured that all of the 
light-emitting components in the socket element 4 facilitate 
an exchange of light or radiation via corresponding WindoWs 
in the housing 28. Indicated by broken lines in FIG. 4, by Way 
of example, is an annular WindoW 30 in the rear housing 
portion 31, via Which WindoW the light from light-emitting 
diodes (not illustrated in detail) can be irradiated in all radial 
directions. 

What is claimed is: 
1. A plug-in connection system for a contactless transmis 

sion of data and poWer supply signals betWeen a sensor means 
and a base unit in a measuring and transmission system, the 
plug-in connection system comprising: 

a data and poWer supply line connected to the base unit; 
a sensor-side connection element, the sensor means being 
mounted to said sensor-side connection element, said 
sensor-side connection element comprising a poWer sig 
nal receiver, a data modulator/demodulator unit Which 
can be coupled at least indirectly, for the purposes of 
signaling, to at least one measuring sensor of the sensor 
means and said sensor-side connection element com 
prising a ?rst coupling partner element for contactless 
transmission of data and poWer supply signals via a 
coupling path; 

a base-side connection element coupled to said data and 
supply line, said base-side connection element compris 
ing a second coupling partner element of the coupling 
path, a poWer signal transmitter, a data modulator/de 
modulator unit, a data interface Which can be connected 
to the base unit With respect to data and a primary poWer 
Supply; 

a microprocessor-assisted control and memory unit in at 
least one of the connection elements; and 

an optical diagnosis display unit in at least one of the 
connection elements for displaying state parameters 
Within the measuring and transmission system, said 
optical diagnosis display unit comprising at least one 
light-emitting diode, Wherein the at least one light-emit 
ting diode of the optical diagnosis display unit is located 
on a printed circuit board arranged in an interior of the 
connection system and the display signal is discernible 
from outside via WindoWs in the housing of the connec 
tion system. 

2. A connection system according to claim 1, Wherein the 
optical diagnosis display unit generates a signal representing 
the poWer supply state of the measuring and transmission 
system. 

3. A connection system according to claim 1, Wherein the 
optical diagnosis display unit generates a signal representing 
the data transmission behavior of the measuring and trans 
mission system. 
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4. A connection system according to claim 1, wherein the 
optical diagnosis display unit generates a signal representing 
the state of the sensor of the measuring and transmission 
system. 

5. A connection system according to claim 4, Wherein the 
test routines for determining the state of the sensor can be 
initiated by the control and memory unit of one of the con 
nection elements. 

6. A connection system according to claim 1, Wherein 
differing state parameters of the measuring and transmission 
system can be displayed by differing coloring and/or ?ash 
frequency of the display signal of the diagnosis display unit. 

7. A connection system according to claim 1, Wherein a 
plurality of light-emitting diodes are provided in said optical 
diagnosis display unit, said plurality of light-emitting diodes 
corresponding to the basic colors and being activated in 
accordance With the principle of the additive mixture of col 
ors for generating a display signal of any color. 

8. A connection system according to claim 1, Wherein the 
display signal of the optical diagnosis display unit can addi 
tionally be modulated for optical data transmission. 

9. A connection system according to claim 1, further com 
prising another interface for the Wireless communication of 
data to a separate entity. 

10. A connection system according to claim 1, Wherein a 
WindoW is provided, said WindoW being an annular WindoW in 
the sensor-remote housing portion of the connection system. 

11. A connection system according to claim 1, Wherein for 
con?guring the connection system as a plug-in connection 
system, the sensor-side connection element is a plug element 
and the sensor-remote connection element is a socket element 
or vice versa. 

12. A connection system according to claim 1, Wherein the 
sensor-side connection element and the sensor means are 
rigidly connected to each other. 

13. A connection system according to claim 1, Wherein 
there is provided in the sensor-side connection element, for 
digitiZing the measurement signal, an A-D converter coupled 
to the at least one measuring sensor for the purposes of sig 
naling. 

14.A connection system, in particular a plug-in connection 
system for contactless transmission of data and poWer supply 
signals betWeen a sensor means and a base unit in a measuring 
and transmission system, the connection system comprising: 

a sensor-side connection element comprising a poWer sig 
nal receiver, a data modulator/ demodulator unit Which 
can be coupled at least indirectly, for the purposes of 
signaling, to at least one measuring sensor of the sensor 
means and said sensor-side connection element com 
prising a ?rst coupling partner element for contactless 
transmission of data and poWer supply signals via a 
coupling path; 

a base-side connection element comprising a second cou 
pling partner element of the coupling path, a poWer 
signal transmitter, a data modulator/ demodulator unit, a 
data interface Which can be connected to the base unit 
With respect to data and a primary poWer supply; 

a microprocessor-assisted control and memory unit in at 
least one of the connection elements; and 

an optical diagnosis display unit in at least one of the 
connection elements for displaying state parameters 
Within the measuring and transmission system, said 
optical diagnosis display unit comprising at least one 
light-emitting diode, Wherein the at least one light-emit 
ting diode of the optical diagnosis display unit is located 
on a printed circuit board arranged in an interior of the 
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connection system and the display signal is discernible 
from outside via WindoWs in the housing of the connec 
tion system. 

15. A connection system according to claim 14, Wherein 
the WindoW provided is an annular WindoW in the sensor 
remote housing portion of the connection system. 

16.A connection system, in particular a plug-in connection 
system for contactless transmission of data and poWer supply 
signals betWeen a sensor means and a base unit in a measuring 
and transmission system, the connection system comprising: 

a sensor-side connection element comprising a poWer sig 
nal receiver, a data modulator/demodulator unit Which 
can be coupled at least indirectly, for the purposes of 
signaling, to at least one measuring sensor of the sensor 
means and said sensor-side connection element com 
prising a ?rst coupling partner element for contactless 
transmission of data and poWer supply signals via a 
coupling path; 

a base-side connection element comprising a second cou 
pling partner element of the coupling path, a poWer 
signal transmitter, a data modulator/ demodulator unit, a 
data interface Which can be connected to the base unit 
With respect to data and a primary poWer supply; 

a ?rst microprocessor-supported control and memory unit 
provided in said sensor-side connection element; 

a second microprocessor-supported control and memory 
unit provided in said base-side connection element; and 

an optical diagnosis display unit in at least one of the 
connection elements for displaying state parameters 
Within the measuring and transmission system. 

17. A plug-in connection system for a contactless transmis 
sion of data and poWer supply signals betWeen a sensor means 
and a base unit in a measuring and transmission system, the 
plug-in connection system comprising: 

a data and poWer supply line connected to the base unit; 
a sensor-side connection element, the sensor means being 
mounted to said sensor-side connection element, said 
sensor-side connection element comprising a poWer sig 
nal receiver, a data modulator/demodulator unit Which 
can be coupled at least indirectly, for the purposes of 
signaling, to at least one measuring sensor of the sensor 
means and said sensor-side connection element com 
prising a ?rst coupling partner element for contactless 
transmission of data and poWer supply signals via a 
coupling path; 

a base-side connection element coupled to said data and 
supply line, said base-side connection element compris 
ing a second coupling partner element of the coupling 
path, a poWer signal transmitter, a data modulator/de 
modulator unit, a data interface Which can be connected 
to the base unit With respect to data and a primary poWer 
Supply; 

a microprocessor-assisted control and memory unit in at 
least one of the connection elements; and 

an optical diagnosis display unit in at least one of the 
connection elements for displaying state parameters 
Within the measuring and transmission system, said 
optical diagnosis display unit comprising at least one 
light-emitting diode, Wherein the at least one light-emit 
ting diode of the optical diagnosis display unit is located 
on a printed circuit board arranged in an interior of the 
connection system and the display signal is discernible 
from outside via WindoWs in the housing of the connec 
tion system, Wherein at least one of the WindoWs pro 
vided is an annular WindoW in the sensor-remote hous 
ing portion of the connection system. 



US 7,785,151 B2 
9 10 

18.Aplug-in connection system fora contactless transmis- a base-side connection element coupled to said data and 
sion of data and poWer supply signals between a sensor means supply line, said base-side connection element compris 
and a base unit in a measuring and transmission system, the ing a SeCOnd coupling partner element Of the Coupling 
p1ug_in Connection System Comprising; path, a poWer signal transmitter, a data modulator/de 

a data and power Supply line Connected to the base unit; 5 modulator unit, a'data 1nterface Wh1ch can he connected 
_ _ _ to the base unit W1th respect to data and a pnmary poWer 

a sensor-side connect1on element, the sensor means be1ng Supply. 

mounted to Sald SePSOY'SIde Come/CUP? element’ 529d a microprocessor-assisted control and memory unit in at 
sensor-side connect1on element comprising a poWer s1g- least one of the Connection elements. and 

Hal recelver’ a data modlllalor/demodulator umt Whlch 10 an optical diagnosis display unit in at least one of the 
can be? Coupled at least mdlreclly’ for the purposes of connection elements for displaying state parameters 
slgnahng’ to a? least one measuring sénsor Ofthe Sensor Within the measuring and transmission system, wherein 
m?“ and Sald sellsor'slde connect1on element Com‘ amicroprocessor-supported control and memory unitis 
pns1ng a ?rst coupl1ng partner element for contactless provided in both Connection elements 
transmission of data and poWer supply signals Via a 
coupling path; * * * * * 


