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HANDHELD ELECTRONIC DEVICE WITH 
REDUCED KEYBOARD AND ASSOCIATED 
METHOD OF PROVIDING IMPROVED 
DISAMBIGUATION WITH REDUCED 

DEGRADATION OF DEVICE 
PERFORMANCE 

BACKGROUND 

1. Field 
The invention relates generally to handheld electronic 

devices and, more particularly, to a handheld electronic 
device that has a reduced keyboard and that facilitates the 
entry of text in communications. 

2. Description of the Related Art 
Numerous types of handheld electronic devices are knoWn. 

Examples of such handheld electronic devices include, for 
instance, personal data assistants (PDAs), handheld comput 
ers, tWo-Way pagers, cellular telephones and the like. Many 
handheld electronic devices also feature a Wireless or other 
communication capability, although other handheld elec 
tronic devices are stand-alone devices that are functional 
Without communication With other devices. Such handheld 
electronic devices are generally intended to be portable, and 
thus are of a relatively compact con?guration in Which keys 
and other structures often perform multiple functions under 
certain circumstances or may otherWise have multiple aspects 
or features assigned thereto. With advances in technology, 
handheld electronic devices are built to have progressively 
smaller form factors yet have progressively greater numbers 
of applications and features resident thereon. As a practical 
matter, the keys of a keypad can only be reduced to a certain 
small siZe before the keys become relatively unusable. 

In language entry applications, such as in a messaging or 
e-mail application, a keypad must be capable of generating 
substantially all of the elements desirable or necessary to 
form the relevant language. For example, in a language that 
employs Latin letters, a keypad must be capable of generating 
substantially all tWenty-six of the Latin letters. In order to 
provide such functionality With relatively feW keys, some 
keypads have included multiple linguistic elements per key, 
such as providing a plurality of Latin letters on each of at least 
some of the keys When the keypad is used to generate a 
language that employs Latin letters. 

In order to make use of the multiple linguistic elements on 
any given key, numerous keystroke interpretation systems 
have been provided. For instance, a “multi-tap system” alloWs 
a user to substantially unambiguously specify a particular 
linguistic element, for example, on a key by pressing the same 
key a number of times equal to the position of the desired 
linguistic element on the key. Anther keystroke interpretation 
system includes key chording in Which keys are pressed in 
various combinations to achieve particular results. Still 
another keystroke interpretation system might include a dis 
ambiguation routine Which seeks to interpret the keystrokes 
in vieW of stored dictionary data, linguistic rules, stored algo 
rithms, and/ or the like. 

While such disambiguation systems have been generally 
effective for their intended purposes, such disambiguation 
systems are not Without limitation. In certain applications, the 
function of a disambiguation routine can be cumbersome if a 
user must expend substantial effort in entering language. One 
such situation in Which this may occur is in the context of a 
Word that may not already be in the stored dictionary. Another 
exemplary situation in Which this may occur is When a Word 
is already be stored in the dictionary but is considered to have 
a relatively loW frequency, and this may require signi?cant 
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2 
input effort by the user to achieve the desired Word. Also, a 
desired Word may not already be stored in the dictionary of 
the device. It thus Would be desirable to provide a handheld 
electronic device having a reduced keyboard Wherein the 
device might make available to a user Words and the like that 
the user might reasonably be expected to enter, With such 
availability being provided substantially Without introducing 
a signi?cant processing burden on the device. Such Words and 
the like might, for example, be someWhat unconventional. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a front elevational vieW of an improved handheld 
electronic device; 

FIG. 2 is a schematic vieW of the handheld electronic 
device of FIG. 1; 

FIG. 3 is a schematic vieW of a portion of a processor 
apparatus of the handheld electronic device of FIG. 2; 

FIG. 4 is a ?rst exemplary message on the handheld elec 
tronic device of FIG. 1; and 

FIG. 5 is another exemplary message on the handheld 
electronic device. 

Similar numerals refer to similar parts throughout the 
speci?cation. 

DESCRIPTION 

An improved handheld electronic device having a reduced 
keyboard provides facilitated language entry by making 
available to a user certain Words that a user may reasonably be 
expected to enter. Incoming data, such as the text of a mes 
sage, can be scanned for proper nouns, for instance, since 
such proper nouns might not already be stored in memory and 
might be expected to be entered by the user When, for 
example, forWarding or responding to the message. A proper 
noun can be identi?ed, for instance, on the basis that it begins 
With an upper case letter. The proper nouns can be stored, for 
example, in memory that may, by Way of further example, be 
a temporary dictionary. 

Accordingly, an aspect of the invention is to provide an 
improved handheld electronic device that has a reduced key 
board and that provides facilitated entry of language. 

Another aspect of the invention is to provide an improved 
handheld electronic device having a reduced keyboard that 
can store certain data in one or more temporary or other 
dictionaries for retrieval in certain contexts. 

Another aspect of the invention is to provide an improved 
handheld electronic device that has a reduced keyboard, that 
identi?es proper nouns in incoming data, and that stores the 
proper nouns in memory for later identi?cation. 

Another aspect of the invention is to provide an improved 
handheld electronic device that has a reduced keyboard and 
that facilitates the entry of language Without introducing a 
signi?cant degradation in performance to provide such fea 
ture. 

Another aspect of the invention is to provide an improved 
method of enabling disambiguation of an entry on a handheld 
electronic device having a reduced keyboard. 

These and other aspects of the invention are provided by an 
improved method of enabling disambiguation of an input into 
a handheld electronic device. The handheld electronic device 
is of a type that includes an input apparatus, an output appa 
ratus, and a memory having a plurality of objects stored 
therein. The plurality of objects include a plurality of lan 
guage objects. The input apparatus includes a plurality of 
input members, With each of at least a portion of the input 
members having a plurality of linguistic elements assigned 
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thereto. The general nature of the method can be stated as 
including receiving on the handheld electronic device a quan 
tity of data including a number of language objects, identify 
ing from among the number of language objects a number of 
proper language objects, and storing in the memory at least 
some of the proper language objects. The method further 
includes detecting an ambiguous input including a number of 
input member actuations, With each of at least a portion of the 
input members including a number of linguistic elements 
assigned thereto, and With at least one of the input members 
having a plurality of linguistic elements assigned thereto. The 
method further includes identifying in the memory a proper 
language object that corresponds With the ambiguous input 
and outputting at least a portion of the proper language object 
as a proposed disambiguation of the ambiguous input. 

Other aspects of the invention are provided by an improved 
handheld electronic device, the general nature of Which can 
be stated as including a processor apparatus, an input appa 
ratus, and an output apparatus. The processor apparatus 
includes a memory having a plurality of objects stored 
therein, With the plurality of objects including a plurality of 
language objects. The input apparatus includes a plurality of 
input members, With each of at least a portion of the input 
members having a plurality of linguistic elements assigned 
thereto. The handheld electronic device is adapted to receive 
thereon a quantity of data including a number of language 
objects. The processor apparatus is adapted to identify from 
among the number of language objects a number of proper 
language objects. The processor apparatus is adapted to store 
in the memory at least some of the proper language objects. 
The processor apparatus is adapted to detect an ambiguous 
input including a number of input member actuations, With 
each of at least a portion of the input members including a 
number of linguistic elements assigned thereto, and With at 
least one of the input members having a plurality of linguistic 
elements assigned thereto. The processor apparatus is 
adapted to identify in the memory a proper language object 
that corresponds With the ambiguous input. The output appa 
ratus is adapted to output at least a portion of the proper 
language object as a proposed disambiguation of the ambigu 
ous input. 
An exemplary improved handheld electronic device 4 in 

accordance With the invention is indicated generally in FIGS. 
1 and 2. The handheld electronic device 4 includes a case 8, an 
input apparatus 12, an output apparatus 16, and a processor 
apparatus 20. The present exemplary embodiment of the 
handheld electronic device 4 includes applications and/or 
routines resident thereon such as, for example, and Without 
limitation, a disambiguation routine and an e-mail client, 
although other and/or additional applications and/ or routines 
can be provided. 

The input apparatus includes a keypad 24 that includes a 
plurality of keys 28. The input apparatus 12 additionally 
includes a track Wheel 32 for additional input. Many of the 
keys 28 have one or more letters 30 assigned thereto, and a 
some of the keys 28 have a plurality of letters 30 assigned 
thereto. In the present exemplary embodiment, the exemplary 
letters 30 are Latin letters, and the exemplary Latin letters 
serve as linguistic elements for language entry into the hand 
held electronic device 4. It is understood that While the lin 
guistic elements of the instant exemplary embodiment are 
depicted as being characters, speci?cally Latin letters, the 
linguistic elements could be other elements such as, for 
example and Without limitation, other types of characters, 
ideograms, portions of ideograms such as strokes, and other 
elements that can be used in the generation of language. The 
expressions “text” and “Word”, and variations thereof, are to 
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4 
be broadly construed herein and are not intended to be limit 
ing in any fashion With regard to a particular language, a 
particular portion of a language or a means of providing an 
expression in a language, or to a particular language type or 
format. 
The output apparatus 16 in the present exemplary embodi 

ment includes a display 36. The output apparatus 16 may 
additionally include other output devices such as lights, 
speakers, and other output devices Without limitation. 
As can be seen in FIG. 2, the processor apparatus 20 

includes a processor Which may be, for instance and Without 
limitation, a microprocessor (HP) 40 and Which is responsive 
to inputs from the input apparatus 12 and provides output 
signals to the output apparatus 16. The processor apparatus 20 
additionally includes a memory 44 With Which the micropro 
cessor 40 interfaces. The memory 44 can be any of a variety 
of storage devices such as, for example and Without limita 
tion, RAM, ROM, EPROM, EEPROM, and/or other devices. 
The memory 44 includes a generic Word list 48 that has a 

plurality of language objects and frequency objects stored 
therein. The language objects are, in the instant example, 
representative of Words. The language objects and the fre 
quency objects are associated. A given frequency object is 
representative of a frequency value that re?ects, for instance, 
the relative likelihood that a language object With Which the 
frequency object is associated is What is intended by a user 
When the user makes an input via the keypad 24. The memory 
44 includes other objects stored and organiZed therein, as Will 
be described in greater detail beloW. 
The processor apparatus 20 has resident thereon a disam 

biguation routine that interfaces With the memory 44 and the 
objects stored therein to provide output in response to input 
via the input apparatus 12. Certain Words and the like may 
advantageously be stored in one or more temporary dictio 
naries or other dictionaries in the memory 44 and made avail 
able to the user, such as When the user might reasonably be 
expected to Wish to input such Words. The Words in such a 
temporary or other dictionary may be accorded a relatively 
high frequency value in order that such Words, if appropriate, 
Will be presented in Whole or in part to the user at an early 
opportunity during the text entry process to limit the editing 
effort and other input that might otherWise be required to 
enter such Words. 

Although many uses for the invention Will be apparent, one 
exemplary use is presented herein as being in the context of 
electronic mail. As can be seen in FIG. 4, for example, a 
messages 52 has been received on the handheld electronic 
device 4. The exemplary message 52 in FIG. 4 includes, for 
instance, a recipient 54, a sender 56, and a subject 60 for 
reference by the user. 

Each such message 52 can be said to include a quantity of 
data Which, in the example of such a message 52, is comprised 
largely of text. Such text may include a number of language 
objects in the form of Words, shortcuts, and the like that may 
include knoWn parts of speech such as nouns, verbs, pro 
nouns, adverbs, etc. 

In a situation Where, for example, a user enters a replying or 
forWarding command With respect to one of the messages 52, 
the user can reasonably be expected to Wish to enter certain 
language. Such expected language might include, for 
example, a reference to something that has already been 
referred to in a prior message, for instance a prior message in 
the same message thread. In some circumstances, some of the 
language that a user can reasonably be expected to Wish to 
enter can be ascertained prior to entry of such language by the 
user. 
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Thus, certain language is advantageously stored in one or 
more temporary or other dictionaries in the memory 44 for 
ready use by a user in entering language. While language is 
described herein as being stored in temporary dictionaries, it 
is understood that the language could alternatively be stored 
in relatively permanent dictionaries. It is also noted that the 
stored data is described herein as being employed in the 
context of a response to a message or a forwarding of a 
message, but it is understood that the stored data can be used 
in any type of data entry context, such as in the context of 
using a broWser, a Word processor, and the like Without limi 
tation. 

In identifying language objects that the user might be 
expected to enter and that may not already be stored in the 
memory 44, the device 4 and the exemplary method in accor 
dance With the invention advantageously identify proper lan 
guage objects such as proper nouns, for instance, in the mes 
sage 52 for potential storage in a dictionary. An exemplary 
proper noun might include, for example, the name of a per 
son, the name of a place, the name of a product, the name of 
a business, etc., Without limitation. In the present exemplary 
embodiment that employs the English language, a proper 
noun typically begins With an upper case letter. In order to 
identify proper nouns, therefore, the device 4 analyZes data, 
such as the incoming message 52, and identi?es the Words in 
the data that begin With an upper case letter. The identi?ed 
Words can then be compared With Words in the generic Word 
list 48. An upper case Word that is not found in the generic 
Word list 48 can then be added to a temporary dictionary 84 on 
the basis that the upper case Word is likely to be a proper noun. 
If an identi?ed Word is found in the generic Word list 48, the 
identi?ed Word might be ignored and not added to the tem 
porary dictionary 84 on the basis that it is already stored 
elseWhere in the memory 44. As an alternative, an identi?ed 
Word that is found in the generic Word list 48 may be stored in 
the temporary dictionary 84 in a form having its ?rst letter 
being an upper case letter if, for example, the corresponding 
Word stored in the generic Word list 48 is a loWer case Word. 

While the exemplary device 4 and method are described 
herein in the context of proper language objects beginning 
With an upper case letter, it is understood that proper language 
objects in non-English languages potentially can be identi?ed 
in other fashions. It thus is understood that the teachings 
herein are not intended to be limited to proper language 
objects having initial upper case letters. Rather, the teachings 
can be applied to any type of proper language object that can 
be generally identi?ed by the device 4 as being such. 

The analysis of all of the language objects in a quantity of 
data such as a message can be cumbersome and can consume 

a signi?cant portion of the processing capability of the device 
4, particularly if the message is long. Proper nouns are a class 
of language object that the user can reasonably be expected to 
type and that have a good likelihood of not already having 
been stored in a dictionary on the device 4. Limiting such 
additional processing substantially to Words having an initial 
upper case letter, Which Would include proper nouns, thus 
advantageously saves processing poWer and provides 
enhanced disambiguation capability Without introducing sig 
ni?cant processing overhead to provide such bene?t. 
An example is presented in FIGS. 4-5. The message 52 

includes the folloWing Words With initial upper case letters: 
“Felicity”, “Are”, “Robbie”, “Plastix”, “Industries”, 
“Framble”, “If”, and “Koto’s”. Words such as “Are”, “Indus 
tries”, and “If ’ are ordinary nouns 68 that likely to be found in 
the generic Word dictionary 48. Such ordinary nouns 68 are 
unlikely to become stored in the temporary dictionary 84, 
unless such Words are being stored as neW Words With an 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

6 
initial capital, as mentioned above. Words such as “Felicity”, 
“Robbie”, “Plastix”, “Framble”, and “Koto’s” are proper 
nouns 72 and are unlikely to be found in the generic Word 
dictionary 48. The Words “Felicity”, “Robbie”, “Plastix”, 
“Framble”, and “Koto’ s”, if not found in the generic Word list 
48, Will be stored in the temporary dictionary 84 for use in 
facilitating future text entry. 

In this regard, of the eight Words “Felicity”, “Are”, “Rob 
bie”, “Plastix”, “Industries”, “Framble”, “If”, and “Koto’s” 
that Were analyZed by the processor apparatus 20, three of the 
Words, i.e., “Are”, “Industries”, and “If”, Were ordinary nouns 
68. Five of the eight Words, i.e., “Felicity”, “Robbie”, “Plas 
tix”, “Framble”, and “Koto’s”, Were proper nouns 72. It is 
further noted that the mes sage 52 includes a total of thirty-?ve 
Words. Only ?ve Words of the thirty-?ve Were proper nouns 
72, and in the present example these ?ve Words are the only 
Words that had not previously been stored on the device 4. The 
processing of only eight Words, i.e., the Words starting With an 
upper case letter, to obtain the ?ve proper nouns 72 advanta 
geously requires signi?cantly less processing by the device 4 
than if the device 4 Were required to process all thirty-?ve 
Words of the message 52 in order to identify the ?ve Words, 
i.e., “Felicity”, “Robbie”, “Plastix”, “Framble”, and 
“Koto’ s”, that had not previously been stored in the memory 
44. 
The device 4 can be con?gured in any of a variety of 

fashions to enable it to identify proper Words for potential 
storage in the memory 44. The example mentioned above is 
directed generally toWard the device 4 identifying proper 
Words by identifying Words having an initial upper case char 
acter. This can be accomplished in various Ways. For 
example, the device 4 could be con?gured to identify Words 
having an initial character Within the ASCII range &#065 
through &#090. This ASCII range includes the upper case 
Latin letters. The device additionally or alternatively could be 
con?gured, for example, to identify Words having an initial 
character coded to be Within a certain range in the Unicode 
standard or being among a predetermined Unicode set. Other 
Ways of identifying proper Words Will be apparent. While the 
example presented herein is directed toWard the identi?cation 
of proper Words by identifying Words having an initial char 
acter that is upper case, the device could additionally or 
alternatively be con?gured to identify, for instance, upper 
case letters that are other than the initial character, characters 
that include a diacritic, and the like Without limitation. 
The ?rst temporary dictionary 84 may additionally include 

frequency objects stored therein that provide frequency val 
ues for association With the stored language objects. Altema 
tively, the language objects in the ?rst temporary dictionary 
84 may be associated in some other fashion With a frequency 
value that is relatively high. In this regard, and as Will be set 
forth in greater detail beloW, the exemplary disambiguation 
routine employed on the handheld electronic device 4 iden 
ti?es language objects in the memory 44 and presents the 
language objects, in Whole or in part, to the user in response 
to an ambiguous input for the purpose of providing proposed 
disambiguated interpretations of the ambiguous input. The 
output oftentimes may include a plurality of language objects, 
in Whole or in part, listed in some fashion in a descending 
order of frequency value and/or in accordance With other 
criteria. By associating With the language objects stored in the 
?rst temporary dictionary 84 frequency objects of a relatively 
high frequency value, the language objects identi?ed in the 
?rst temporary dictionary 84 during operation of the disam 
biguation routine may be output at a position of relatively 
high probability, i.e., frequency, in order to make such lan 
guage objects readily available to the user. Such ready access 
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to such language objects by the user facilitates entry and 
reduces the amount of input effort that may otherwise be 
required of the user. 
An exemplary neW message 64 in the form of a reply 

message to the original message 52 is depicted in FIG. 5. A 
text input location 128 is indicated by a cursor 136. The 
present exemplary neW message 64 includes a text compo 
nent 116 and a variant component 120. The text component 
116 is output at a text input location 128. The variant com 
ponent 120 is, in the exemplary embodiment of the depicted 
handheld electronic device 4, output at a loWer region of the 
display 36. The contents of the output include a default output 
124 and a number of variants 132. The default output 124 “Fr” 
is depicted as being output as both the text component 116 at 
the text input location 128 and as the leftmost variant 132 in 
the variant component 120. In addition to the variant compo 
nent 120 including the default output 124, the variant com 
ponent 120 outputs a number of variants 132 adjacent the 
default output 124 to provide alternate proposed outputs. 

In the present example, the user has actuated the key 28 to 
Which the letters 30 “D” and “F” are assigned, folloWed by an 
actuation of the key 28 to Which the letters 30 “E” and “R” are 
assigned. These key combinations could indicate a desire by 
the user to enter Words such as “feed”, “deep”, “drive” and the 
like. When Words such as this are identi?ed in the generic 
Word list 48, a portion of the Word can be output as a variant 
132 based in order of descending frequency. HoWever, in the 
present example the Word “Framble” has previously been 
identi?ed as being a proper name and has already been added 
to the temporary dictionary 84. “Framble” has also been 
associated With a frequency object having a relatively high 
frequency value. In the present example, “Framble” is asso 
ciated With a frequency object having a higher frequency 
value than any of the Words in the generic Word list 48 that 
correspond With the aforementioned tWo keystrokes. As such, 
“Fr” is listed as the default output 160. 

In this regard, the Word “Framble” is made available to the 
user to facilitate text entry. The Word “Framble” Was made 
available to the user because it previously had been identi?ed 
as a proper noun 72 and Was added as such to the temporary 
dictionary 84. The Word “Framble” advantageously Was iden 
ti?ed by the processor apparatus 20 in the context of analyZ 
ing eight Words from the message 52, rather than in the 
context of analyZing all thirty-?ve Words of the message 52. 
The device 4 and the method described herein thus facilitate 
text entry, and this feature is provided Without introducing 
signi?cant additional processing overhead to the device 4. 
A portion of the disclosure of this patent document con 

tains material Which is subject to copyright protection. The 
copyright oWner has no objection to the facsimile reproduc 
tion by anyone of the patent document or patent disclosure, as 
it appears in the Us. Patent and Trademark O?ice patent ?le 
or records, but otherWise reserves all copyrights Whatsoever. 

While speci?c embodiments of the invention have been 
described in detail, it Will be appreciated by those skilled in 
the art that various modi?cations and alternatives to those 
details could be developed in light of the overall teachings of 
the disclosure. Accordingly, the particular arrangements dis 
closed are meant to be illustrative only and not limiting as to 
the scope of the invention Which is to be given the full breadth 
of the claims appended and any and all equivalents thereof. 
What is claimed is: 
1. A method of enabling disambiguation of an input into a 

handheld electronic device, the handheld electronic device 
including an input apparatus, an output apparatus, and a 
memory having a plurality of objects stored therein, the plu 
rality of obj ects including a plurality of language objects, the 
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8 
input apparatus including a plurality of input members, each 
of at least a portion of the input members of the plurality of 
input members having a plurality of linguistic elements 
assigned thereto, the method comprising: 

receiving on the handheld electronic device a quantity of 
data including a number of language objects; 

identifying from among the number of language objects in 
the received data a number of proper language objects, 
each proper language object having at least one upper 
case character; 

identifying at least some of the proper language objects as 
each comprising the same characters as one of the lan 
guage objects stored in the memory and having at least 
one character of a different case than the same character 

of said one of the language objects; 
storing in the memory said at least some of the proper 

language objects; 
detecting an ambiguous input including a number of input 
member actuations of a number of the input members of 
the plurality of input members, each of at least a portion 
of the input members of the number of input members 
including a number of linguistic elements assigned 
thereto, at least one of the input members of the number 
of input members having a plurality of linguistic ele 
ments assigned thereto; 

identifying in the memory a proper language object of the 
at least some of the proper language objects that corre 
sponds With the ambiguous input; and 

outputting at least a portion of the proper language object 
as a proposed disambiguation of the ambiguous input. 

2. The method of claim 1, further comprising identifying as 
a proper language object a language object from among the 
number of language objects that is a proper noun. 

3. The method of claim 1, further comprising identifying as 
a proper language object a language object from among the 
number of language objects having an upper case character as 
an initial character. 

4. The method of claim 1, further comprising identifying as 
a proper language object a language object from among the 
number of language objects having an initial portion that 
corresponds With a code designation Within a predetermined 
range of code designations. 

5. The method of claim 1, further comprising identifying as 
a proper language object a language object from among the 
number of language objects having an initial character Within 
a predetermined ASCII range. 

6. The method of claim 1, further comprising identifying as 
a proper language object a language object from among the 
number of language objects having an initial character Within 
the ASCII range &#065 through &#090. 

7. The method of claim 1, further comprising comparing 
the proper language objects of the number of proper language 
objects With the language objects of the plurality of language 
objects to identify the at least some of the proper language 
objects for storage in the memory. 

8. The method of claim 1, further comprising determining 
that the quantity of data is greater in siZe than a predetermined 
size. 

9. The method of claim 1, further comprising: 
detecting at least one of a replying input and a forWarding 

input With respect to the data; and 
responsive to said detecting one of a replying input and a 

forWarding input, performing said identifying from 
among the number of language objects in the received 
data a number of proper language objects and said stor 
ing in the memory said at least some of the proper 
language objects. 
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10. The method of claim 1, further comprising associating 
With at least a ?rst proper language object of the at least some 
of the proper language objects a frequency object having a 
relatively high frequency value. 

11. A handheld electronic device comprising: 
a processor apparatus including a memory having a plural 

ity of objects stored therein, the plurality of objects 
including a plurality of language objects; 

an input apparatus including a plurality of input members, 
each of at least a portion of the input members of the 
plurality of input members having a plurality of linguis 
tic elements assigned thereto; 

an output apparatus; 
the handheld electronic device being adapted to receive 

thereon a quantity of data including a number of lan 
guage objects; 

the processor apparatus being adapted to identify from 
among the number of language objects in the received 
data a number of proper language objects, each proper 
language object having at least one upper case character, 
the processor apparatus being further adapted to identify 
at least some of the proper language objects as each 
comprising the same characters as one of the language 
objects stored in the memory and having at least one 
character of a different case than the same character of 
said one of the language objects; 

the processor apparatus being adapted to store in the 
memory said at least some of the proper language 
objects; 

the processor apparatus being adapted to detect an ambigu 
ous input including a number of input member actua 
tions of a number of the input members of the plurality of 
input members, each of at least a portion of the input 
members of the number of input members including a 
number of linguistic elements assigned thereto, at least 
one of the input members of the number of input mem 
bers having a plurality of linguistic elements assigned 
thereto; 

the processor apparatus being adapted to identify in the 
memory a proper language object of the at least some of 
the proper language objects that corresponds With the 
ambiguous input; and 

the output apparatus being adapted to output at least a 
portion of the proper language object as a proposed 
disambiguation of the ambiguous input. 

12. The handheld electronic device of claim 11 Wherein the 
processor apparatus is adapted to identify as a proper lan 
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10 
guage object a language object from among the number of 
language objects that is a proper noun. 

13. The handheld electronic device of claim 11 Wherein the 
processor apparatus is adapted to identify as a proper lan 
guage object a language object from among the number of 
language objects having an upper case character as an initial 
character. 

14. The handheld electronic device of claim 11 Wherein the 
processor apparatus is adapted to identify as a proper lan 
guage object a language object from among the number of 
language objects having an initial portion that corresponds 
With a code designation Within a predetermined range of code 
designations. 

15. The handheld electronic device of claim 11 Wherein the 
processor apparatus is adapted to identify as a proper lan 
guage object a language object from among the number of 
language objects having an initial character Within a prede 
termined ASCII range. 

16. The handheld electronic device of claim 11 Wherein the 
processor apparatus is adapted to identify as a proper lan 
guage object a language object from among the number of 
language objects having an initial character Within the ASCII 
range &#065 through &#090. 

17. The handheld electronic device of claim 11 Wherein the 
processor apparatus is adapted to compare the proper lan 
guage objects of the number of proper language objects With 
the language objects of the plurality of language objects to 
identify the at least some of the proper language objects for 
storage in the memory. 

18. The handheld electronic device of claim 11 Wherein the 
processor apparatus is adapted to determine that the quantity 
of data is greater in size than a predetermined size. 

19. The handheld electronic device of claim 11 Wherein the 
processor apparatus: 

is adapted to detect at least one of a replying input and a 
forWarding input With respect to the data; and 

responsive to detecting one of a replying input and a for 
Warding input, is adapted to identify from among the 
number of language objects in the received data the 
number of proper language objects and to store in the 
memory the at least some of the proper language objects. 

20. The handheld electronic device of claim 11 Wherein the 
processor apparatus is adapted to associate With at least a ?rst 
proper language object of the at least some of the proper 
language objects a frequency object having a relatively high 
frequency value. 
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