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(57) ABSTRACT 

Various methods and apparatuses provide unicast channel 
data acquisition, such as antenna information, from MBMS 
subframes. A method of operating a Wireless communica 
tions network infrastructure entity is disclosed comprising 
transmitting a subframe (300) comprising a unicast symbol 
(301) in a ?rst predetermined symbol position Within said 
subframe (300), said unicast symbol (301) comprising a ?rst 
antenna reference information; de?ning said ?rst antenna 
reference information as a second antenna reference informa 
tion; and transmitting a second subframe comprising a second 
unicast symbol in a second predetermined symbol position 
Within said second subframe, said second unicast symbol 
comprising said second antenna reference information. 
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APPARATUSES AND METHODS FOR 
MULTI-ANTENNA CHANNEL QUALITY 

DATA ACQUISITION IN A 
BROADCAST/MULTICAST SERVICE 

NETWORK 

FIELD OF THE DISCLOSURE 

The present disclosure relates generally to communication 
networks providing Multimedia Broadcast Multicast Service 
(MBMS), and more particularly to methods and apparatuses 
for providing and receiving unicast channel information 
When MBMS is promulgated Within a communication net 
Work coverage area. 

BACKGROUND 

Multimedia Broadcast Multicast Service (MBMS) is 
described in various standards such as the Third Generation 
Partnership Project (3GPP), Universal Mobile Telephone 
System (U MTS) standards. More recently, MBMS function 
ality has been speci?ed in relation to orthogonal frequency 
division multiplexing (OFDM) physical layers, such as those 
exempli?ed by the IEEE 802.16e-2005 amendment or 3GPP 
Long Term Evolution (LTE) project (to Which the term 
Evolved MBMS or EMBMS is sometimes applied). MBMS 
over OFDM and other selected physical layer structures (of 
Which EMBMS is an example) enables a multicast approach 
referred to as multicast broadcast single frequency netWork 
(MBSFN). OFDM is particularly favorable for MBSFN 
operation When the OFDM symbols contain a cyclic pre?x 
(CP) that can constructively recover multiple signal paths 
from one or more transmission sources. MBSFN techniques 

operate by simulcasting (i.e. transmitting on identical time 
frequency netWork resources) from various cells (base trans 
ceiver stations or “enhanced node Bs”, eNB’s), over a given 
geographic area. Such areas may be de?ned by the radio 
coverage area of a group of base transceiver stations or even 
smaller areas as de?ned by antenna coverage sectors of the 
base transceiver station. Sometimes the term single frequency 
netWork area (SFA) is de?ned as the set of cells participating 
in the simulcasting procedure. 

In addition to receiving MBMS service (Where the generic 
term MBMS is understood to include 3GPP LTE-speci?c 
EMBMS), a mobile station, also referred to as “User Equip 
ment” or “UE,” may also engage in communication using 
dedicated channels or other via unicast signaling Where the 
UE communicates With a speci?c base transceiver station. 

Receiving unicast information by a UE is distinguishable 
from MBMS delivery reception, because the MBSFN is gen 
erally broadcast from one or more base transceiver stations 
(i.e. the SPA) such that a UE receives one composite desired 
signal from the base transceiver stations. Therefore, the indi 
vidual base transceiver station transmissions are indistin 
guishable to the UE in the case of MBMS reception. Note that 
in the current context, While MBSFN transmission from mul 
tiple base stations is expected to be a typical operating mode, 
transmission from a single base station is speci?cally recog 
nised as a practical case. 

HoWever a UE must have the ability to make measurements 
of individual base stations both for mobility and link adapta 
tion purposes. In the 3rd Generation Partnership Project 
(3GPP) Long Term Evolution (LTE) core speci?cations base 
transceiver stations may be de?ned With up to 4 antenna ports. 
A set of associated reference symbols (RS, numbered RS 0, 1, 
2, 3) may be de?ned and applied to Multiple Input, Multiple 
Output (MIMO) transmission of unicast doWnlink traf?c. 
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2 
HoWever, the UE is generally required to access only RS 0 
and 1 for mobility measurement purposes, and may further 
need to access only RS 0 and 1 for reception of any unicast 
transmission from a speci?c cell delivered in coordinated 
fashion With the MBSFN transmission. 

As speci?ed by 3GPP, a doWnlink subframe formatted for 
MBMS transmission using the multicast broadcast single 
frequency netWork approach (MBSFN) over the Multicast 
Channel (MCH) is applied by time-division multiplexing 
(TDM) unicast and MBSFN subframes (note that here, the 
terms MCH and MBSFN subframe are used to indicate a 
subframe simulcast by one or most base stations). In at least 
one con?guration, in any MBSFN subframe region associ 
ated With control data, only RS 0 and RS 1 Will be present and 
transmitted in unicast mode by each base station, and any 
reference symbols transmitted over the MBSFN or MCH 
portion of the subframe may not be used as a phase reference 
for demodulating MIMO unicast transmissions or for 
demodulating any subsequent unicast subframe (i.e. a sub 
frame dedicated to use by the so-called doWnlink shared 
channel (DL-SCH) in the case of 3GPP LTE). Nor may ref 
erence symbols transmitted over the MBSFN be used for 
other purposes related to the cell-speci?c unicast transmis 
sion, such as link adaption or MIMO transmission rank adap 
tion. 

Accordingly, given the adopted TDM approach to MBSFN 
structure in 3GPP LTE (and similar systems), and unicast 
allocated subframes, it Would not be possible to maintain 
appropriate link adaptation metrics for all possible (up to 4) 
MIMO streams for a unicast subframe folloWing a broadcast 
subframe due to the absence of RS 2 and 3 during a MBSFN 
allocated (i.e. MCH-allocated) subframe. 

Therefore, a means is required to enable observation of, 
and link adaptation in consideration of, the 3rd and 4th anten 
nas (antennas numbered 2 and 3) While receiving MCH 
allocated subframes or at least to minimiZe the impact of not 
observing antennas 2 and 3 While receiving MBSFN prior to 
re-commencement of non-MBSFN transmissions. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block diagram illustrating an exemplary 
MBSFN OFDM subframe containing one unicast OFDM 
control symbol and eleven OFDM MBSFN or MCH-related 
symbols With the single OFDM control symbol containing 
reference symbols (RS) for antenna 1 and antenna 2. 

FIG. 2 is a diagram illustrating an exemplary OFDM uni 
cast subframe Wherein various symbols of the subframe may 
contain antenna information. 

FIG. 3 is a block diagram illustrating an exemplary OFDM 
subframe having a single control symbol Wherein the antenna 
information contained by the control symbol may be rede 
?ned on subsequent subframes. 

FIG. 4 is a block diagram illustrating an exemplary OFDM 
subframe having a ?rst control symbol and Wherein a second 
symbol carrying a unicast transmission is transmitted and 
Which contains information for antenna 3 or antenna 3 and 4. 

FIG. 5 is a block diagram illustrating an exemplary OFDM 
subframe Wherein the ?rst unicast subframe after an MBSFN 
subframe contains information for antenna 3 or antennas 3 
and 4. 

FIG. 6 is a block diagram of a base transceiver station or 
eNB in accordance With various embodiments. 

FIG. 7 is a block diagram of a mobile station or user 
equipment (UE) in accordance With various embodiments. 
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FIG. 8 is a How chart illustrating a method of operation of 
an eNB in accordance With the embodiment illustrated in 
FIG. 3. 

FIG. 9 is a How chart illustrating a method of operation of 
an eNB in accordance With the embodiment illustrated in 
FIG. 4. 

FIG. 10 is a How chart illustrating a method of operation of 
an eNB in accordance With the embodiment illustrated in 
FIG. 5. 

DETAILED DESCRIPTION 

Methods and apparatuses for providing unicast informa 
tion during promulgation of MBMS frames are provided 
herein. 
As previously discussed, a mobile station (“user equip 

ment” or “UE”) must have the ability to make measurements 
of individual base stations, that is receive unicast information, 
both for mobility support and link adaptation. The present 
disclosure provides various solutions such that a UE may 
obtain such information While receiving MBMS data. 

Turning noW to the draWings Wherein like numerals repre 
sent like components, FIG. 1 illustrates an MBSFN subframe 
as de?ned by the 3GPP Radio Access NetWork (RAN) Work 
ing group. In the MBSFN subframe 100 either the ?rst OFDM 
symbol 101 (symbol number 0) or both the ?rst OFDM sym 
bol 101 and the second OFDM symbol 103 (symbol number 
1) may contain unicast control information. More generally, a 
larger number of symbols could contain unicast control infor 
mation. 
As illustrated by FIG. 1, if only the ?rst symbol 101 is 

required for sending the unicast control channel (referred to 
as the PDCCH in 3GPP LTE), then the ?rst symbol 101 Will 
not contain reference symbols (RS’s) for any 3rd and 4”’ base 
transceiver station or “E-UTRAN NodeB” (eNB) antenna 
ports present. More particularly, RS2 and RS3 could not be 
transmitted using the RS locations de?ned in 3GPP TS 
36.211, 3GPP Technical Speci?calionfor Physical Channels 
and Modulation, Section 5.6.1.2, “Physical resource map 
ping” (March 2007) Which is incorporated by reference 
herein. 

For example a UE should be able to make Channel Quality 
Indicator (CQI) measurements and, more generally, rank 
adaptation and pre-coding vector optimisation for the various 
antennas during MBSFN subframe transmission. In a purely 
unicast subframe, as illustrated by FIG. 2, the OFDM sub 
frame 200 may provide reference symbols for the various 
antennas at various suitable symbol location numbers. Thus, 
some solution is needed to provide reference symbols and 
enable CQI measurements for all antennas during an MBSFN 
subframe. 
A ?rst embodiment is illustrated by FIG. 3. In FIG. 3 an 

MBSFN subframe 300 contains only a single unicast symbol 
301. Thus in the embodiment illustrated by FIG. 3, antenna 
rotation, or more generally re-mapping, is applied in subse 
quent MCH subframes. As illustrated in FIG. 3, the de?nition 
of antenna 0 (or 0 and 1) is re-mapped betWeen all 4 antennas. 
This method is a non-invasive method to permit observation 
of all 4 eNB antennas. 

Therefore, in sequence, MCH-allocated subframes (or 
group of subframes), antennas 0 through 3 are de?ned such 
that each antenna is designated as “antenna 1” for at least 1 
transmission of the subframe, each antenna is designated as 
antenna 2 for other transmissions and so on. For example, if 
the eNB supports 4 antennas, the available eNB antennas are 
re-mapped in the unicast region, that is, the unicast symbol 
301, of the MCH-allocated subframe 300 according to an a 
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4 
priori knoWn re-mapping sequence. It is to be understood that 
the mapping may be onto 1 or 2 reference symbol locations 
depending upon the sub-frame con?guration. Rotation or 
sWapping may also be permitted (i.e. in antenna port order, 
12, 23, 34, 41 or 12, 34, 12, 34, etc.) for the embodiment of 
FIG. 3. The embodiment of FIG. 3 can restrict a UE channel 

estimator to operate Within an MBSFN subframe, but permits 
observation of all eNB antennas prior to re-commencement of 
unicast transmission. 

If only the ?rst OFDM symbol 301 is assigned for PDCCH 
purposes in MBSFN sub-frame 300, then TS 36.211 speci?es 
RS locations for RSO and RS 1. These locations may include 
hopping or shifting of RS locations Within a symbol from one 
cell to the next, or from one subframe to the next. Thus the 
?rst embodiment method for making available observations 
of antenna ports 3 and 4 is to rotate, or re-map, the association 
of an RS With antenna ports in each MBSFN-allocated sub 
frame. For example, in subframe n, antenna ports 0 and 1 are 
respectively associated With RSO and RS 1, While in subframe 
n+1 antenna ports 2 and 3 are respectively associated With 
RSO and RS1, and so on. 

In a second embodiment, Which is illustrated by FIG. 4, 
reference symbols for antennas 2 and 3, transmitted on a 
unicast basis by each base station participating in the 
MBSFN, are inserted into the MBSFN subframe in the posi 
tion of an MCH or data or reference symbol. 

In FIG. 4, a unicast control portion 401 contains reference 
symbols for antennas 0 and 1. The unicast portion 401 may be 
folloWed by a series of MCH or MBSFN allocated OFDM 
symbols (symbols numbered 1 through 11). At least one of the 
MBSFN allocated OFDM symbols, for example symbol 
number 3 403 or symbol number 7 405 or symbol number 1 
406, Will be replaced With a unicast OFDM symbol and Will 
contain the additional unicast reference symbols for antennas 
2 and 3. 

More speci?cally, if only the ?rst OFDM symbol 401 in an 
MBSFN subframe 400 Were initially allocated for PDCCH 
transmission, and therefore only RSO and RS1 Were initially 
available for processing at the UE, an additional unicast sym 
bol containing RS2 or RS2 and RS3 Would be transmitted in 
the remaining portion of the MBSFN subframe, that is, into 
one of symbol numbers 1 through 11, of the subframe 400. 
Note that While transmission of either RS2 or RS2 and RS3 is 
possible, further restrictions on the number of permitted 
antenna ports might restrict optionality to only transmitting 
RS2 and RS3. 

If a ?rst OFDM symbol 401 and a second OFDM symbol in 
an MBSFN subframe Were initially allocated for PDCCH 
transmission, only RSO and RS1 may be made initially avail 
able for processing at the UE, even though locations for RS2 
and RS3 are available. Reasons that only RSO and RS 1 may be 
initially made available include minimiZing RS symbol over 
head, or that the unicast control information itself does not 
gain a signi?cant advantage from RS from eg 4 antennas. 
RS2 and RS3 may then be inserted into a MBSFN subframe 
that Was initially con?gured for only RSO and RS 1. 

Furthermore, RS2 and RS3 may be inserted into the ?rst 
unicast OFDM symbol that contains RSO and RS 1, though the 
overhead if RS are spaced every 6 subcarriers Would be quite 
high, With 2/3 of the symbol used for RS from 4 antennas. 

In general, insertion may be accomplished via either 
replacing or puncturing. A multicast symbol may be replaced, 
or part of a multicast symbol may be punctured, With unicast 
RS information. A portion of the unicast symbol that is not 
initially used for RS from antennas 3 and 4 may be punctured. 
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Further in the various embodiments, the impact of such 
unicast RS replacement on the system may be minimized if 
MBSFN subframes are clustered together. 

The method illustrated by FIG. 4 can limit loss of spectral 
ef?ciency in MBSFN or MCH-allocated subframes due to 
unnecessary RS provisioning until it is required, that is, until 
just before the recommencement of MIMO-enabled unicast 
transmissions. This approach is most e?icient if MBSFN or 
MCH subframes are clustered in one group or several groups 
in a speci?c time interval (Which may be referred to as a 
resource allocation interval or superframe). In some embodi 
ments, the last subframe of the group of MBSFN or MCH 
associated subframes may have RS from all 4 antennas. 

Thus one embodiment illustrated by FIG. 4, requires uni 
cast transmission of at least a second OFDM symbol in an 
MBSFN subframe or sequence of MBSFN subframes before 
the ?rst subframe containing a MIMO-enabled unicast trans 
mission. Speci?cally all cells, that is, all eNB’s, participating 
in the MBSFN Would need to transmit at least tWo unicast 
control symbols in the speci?ed MBSFN subframes. 

In some embodiments delivering such PDCCH allocations 
may be embedded in the semi-statically con?gured MBSFN 
subframe sequence, and incorporated by a centralised entity, 
Which could be referred to as the Multicast Coordination 
Entity (MCE), in transport block dimensioning for delivery 
over each single frequency area (SFA, the area covered by an 
MBSFN). Further in the various embodiments, the impact of 
the additional unicast control overhead on the system opera 
tion may be minimized if MBSFN subframes are clustered 
together. 

The embodiments of FIG. 3 and FIG. 4 may have inef? 
ciencies if a single stream transmit diversity technique such as 
cyclic delay diversity is employed for MBSFN or MCH sub 
frame transmission but not for unicast transmission (eg in 
order to minimize RS overhead for MCH) or for the ?nal 
MCH subframe before unicast transmission. 

For such cases, FIG. 5 illustrates another embodiment in 
Which reference symbols for at least the 3rd and 4th antenna 
are located in the ?rst unicast subframe 503 after an MBSFN 
subframe 501. The ?rst unicast subframe 503 of the subse 
quent unicast subframes are required to contain reference 
symbols for antennas not observable in MCH subframes. 

The next, that is, the second unicast subframe may then 
commence With standard operation such as transmitting data. 
Because this method places a constraint on the system, the 
various embodiments may ease this constraint by grouping 
MCH subframes into one contiguous block. It is to be under 
stood that a similar grouping approach may also be employed 
to enhance the embodiments described With respect to FIG. 3 
and FIG. 4. 

HoWever, a disadvantage may occur in that if the contigu 
ous MCH subframes form a long enough block, a gap in 
unicast tra?ic may become noticeable to the user (e.g. typi 
cally gaps of 100 ms or greater are noticeable for voice). 
Therefore an alternative embodiment may de?ne bursts or 
clusters of MCH subframes Which are of a maximum size in 
time. 

FIG. 6 is a block diagram of a base transceiver station or 
eNB 600 in accordance With the various embodiments. A base 
transceiver station, or eNB may be alternatively referred to as 
a cell. The eNB 600 Will comprise a transceiver or multiple 
transceivers 601 and comprises multiple antennas (not 
shoWn). The transceiver 601 is coupled to a processor or 
processors 603. In the various embodiments the processor/ s 
603 comprise a unicast reference symbol 605 module for 
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6 
including antenna reference symbols into unicast and multi 
cast subframes in accordance With the various embodiments 
herein described. 

It is to be understood that FIG. 6 is for illustrative purposes 
only and is for illustrating the module 605 in accordance With 
the present disclosure, and is not intended to be a complete 
schematic diagram of the various components and connec 
tions therebetWeen required for a base transceiver station/ 
eNB. Therefore, an eNB Will comprise various other compo 
nents not shoWn in FIG. 6 and still be Within the scope of the 
present disclosure. 

FIG. 7 is a block diagram illustrating components of a 
mobile station in accordance With the various embodiments. 
Mobile station 700 comprises at least user interfaces 705, at 
least one processor 703, a graphical display 707 and one or 
more transceivers 701 capable of receiving signals from mul 
tiple antennas. The processor or processors 703 Will also 
comprise a symbol decoding module 709 such that the mobile 
station may detect antenna reference symbols and make CQI 
measurements in accordance With the various embodiments 
described herein. 

It is to be understood that FIG. 7 is for illustrative purposes 
only and is for illustrating the symbol decoding module 709 
of a mobile station in accordance With the present disclosure, 
and is not intended to be a complete schematic diagram of the 
various components and connections therebetWeen required 
for a mobile station. Therefore, a mobile station Will comprise 
various other components not shoWn in FIG. 7 and still be 
Within the scope of the present disclosure. 

FIG. 8 is a How chart illustrating a method of operation of 
an eNB in accordance With the embodiment illustrated in 
FIG. 3. In 801 reference symbols for a ?rst antenna set, Which 
may comprise one or more antennas, is de?ned by an eNB. In 
803 a unicast symbol is transmitted on a ?rst subframe includ 
ing the reference symbols. In 805, the reference symbols of 
the ?rst antenna may be rede?ned at the same OFDM symbol 
number position of the ?rst subframe for a second antenna or 
set of antennas in a next subframe, or at any other suitable 
OFDM symbol number position. In 807 a unicast symbol in 
the second subframe includes the second antenna or second 
antenna set reference symbols. Note that the reference sym 
bol may not be explicitly provided but rather in some embodi 
ments, only the time-frequency location of the reference sym 
bol, in other Words, unicast antenna reference information, 
may be provided such that the reference symbol or symbols 
may be obtained by the UE. 

FIG. 9 illustrates a method of operation of an eNB corre 
sponding to FIG. 4. Thus in 901 and 903 a unicast symbol is 
transmitted on a ?rst subframe Which includes reference sym 
bols for a ?rst antenna or ?rst antenna set. In 905, a multicast 
symbol position is de?ned for transmitting a second unicast 
symbol containing a second antenna or second antenna set 
reference symbols. The second unicast symbol, Which may be 
a control symbol, is transmitted in the MBSFN subframe in 
907. 

FIG. 10 illustrates a method of operation of an eNB in 
accordance With the embodiment illustrated in FIG. 5. Thus 
assuming a unicast subframe Was transmitted after a given 
multicast subframe With antenna symbol information in 
1 001, reference symbol information Will be again transmitted 
on the next unicast subframe folloWing 

Thus various embodiments Were disclosed for enabling 
measurements, such as CQI measurements, When a multi 
antenna base transceiver station such as an eNB is con?gured 
to transmit a carrier frequency or frequency layer in a unicast/ 
MBMS-mixed con?guration. 
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While the preferred embodiments have been illustrated and 
described, it is to be understood that the disclosure is not so 
limited. Numerous modi?cations, changes, variations, sub 
stitutions and equivalents Will occur to those skilled in the art 
Without departing from the spirit and scope of the present 
invention as de?ned by the appended claims. 
What is claimed is: 
1. A method of operating a Wireless communications net 

Work infrastructure entity comprising: 
transmitting a subframe comprising a unicast symbol in a 

?rst predetermined symbol position Within said sub 
frame, said unicast symbol comprising a ?rst antenna 
reference information; 

de?ning said ?rst antenna reference information as a sec 
ond antenna reference information; and 

transmitting a second subframe comprising a second uni 
cast symbol in a second predetermined symbol position 
Within said second subframe, said second unicast sym 
bol comprising said second antenna reference informa 
tion, Wherein said second predetermined symbol posi 
tion is identical to said ?rst predetermined symbol 
position. 

2. The method of claim 1, Wherein at least one of said ?rst 
antenna reference information or said second antenna refer 
ence information is a unicast antenna reference symbol. 

3. The method of claim 1, Wherein the step of transmitting 
a subframe further comprises: 

transmitting a mixed con?guration subframe, said sub 
frame comprising at least one unicast symbol and a 
plurality of multicast symbols. 

4. The method of claim 3, further comprising; 
transmitting a multicast broadcast single frequency net 
Work (MBSFN) subframe, said subframe comprising a 
plurality of orthogonal frequency division multiplexed 
(OFDM) symbols. 

5. A base station comprising: 
at least three transmit antennas; 
a transceiver coupled to said at least three transmit anten 

nas; and 
at least one processor coupled to said transceiver, said 

transceiver and said processor con?gured to: 
transmit a subframe comprising a unicast symbol in a ?rst 

predetermined symbol position Within said subframe, 
said unicast symbol comprising a ?rst antenna reference 
information; 

de?ne said ?rst antenna reference information as a second 
antenna reference information; and 
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transmit a second subframe comprising a second unicast 

symbol in a second predetermined symbol position 
Within said second subframe, said second unicast sym 
bol comprising said second antenna reference informa 

5 tion, Wherein said second predetermined symbol posi 
tion is identical to said ?rst predetermined symbol 
position. 

6. The base station of claim 5, Wherein said transceiver and 
said processor are further con?gured to: 

0 transmit a mixed con?guration subframe, said subframe 
comprising at least one unicast symbol and a plurality of 
multicast symbols. 

7. The base station of claim 6, Wherein said transceiver and 
said processor are further con?gured to: 

transmit a multicast broadcast single frequency netWork 
(MBSFN) subframe, said subframe comprising a plural 
ity of orthogonal frequency division multiplexed 
(OFDM) symbols. 

8. A mobile station comprising: 
a transceiver; and 
at least one processor coupled to said transceiver, said 

transceiver and said processor con?gured to: 
receive a subframe comprising a unicast symbol in a ?rst 

predetermined symbol position Within said subframe, 
said unicast symbol comprising a ?rst antenna reference 
information; and 

receive a second subframe comprising a second unicast 
symbol in a second predetermined symbol position 
Within said second subframe, said second unicast sym 
bol comprising said second antenna reference informa 
tion, Wherein said second predetermined symbol posi 
tion is identical to said ?rst predetermined symbol 
position. 

9. The mobile station of claim 8, Wherein said transceiver 
and said processor are further con?gured to: 

receive a mixed con?guration subframe, said subframe 
comprising at least one unicast symbol and a plurality of 
multicast symbols. 

10. The mobile station of claim 9, Wherein said transceiver 
and said processor are further con?gured to: 

receive a multicast broadcast single frequency netWork 
(MBSFN) subframe, said subframe comprising a plural 
ity of orthogonal frequency division multiplexed 
(OFDM) symbols. 
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