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Systems and methods are provided for processing different 
concurrent tasks by a subsystem managed by a central pro 
cessor. Each tasks is comprised of successive messages 
including a ?rst message, intermediate messages, and a last 
message. Each intermediate message comprises a subtask 
parameter and a link to the next message that indicates the 
time When the next message is to be processed. The central 
processor and the subsystem are connected to a storage 
memory and several counters associated With respective 
tasks. The system and method reduce task disruptions of the 
system. 
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METHOD OF EXECUTING CONCURRENT 
TASKS BY A SUBSYSTEM MANAGED BYA 

CENTRAL PROCESSOR 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application is based upon and claims priority from 
prior French Patent Application No. 03-05064, ?led Apr. 24, 
2003, the entire disclosure of Which is herein incorporated by 
reference. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to managing tasks executed 

by a subsystem, and more particularly to the management by 
a central processor of a subsystem Which processes tasks in 
real time. 

2. Description of Related Art 
A system that includes a central processor, possibly oper 

ating With a real-time operating system, and a subsystem 
managed by the processor is typically used in multimedia 
applications. In particular, the subsystems are used to execute 
audio or video decompression tasks on data ?oWs (streams). 

It is for instance knoWn to manage a video decoder using an 
STi5580 central processor. Conventionally, the processor 
sends a task to be executed by the decoder. A How of elemen 
tary subtasks constitutes a task (e.g., for a task of decoding 
successive images). In practice, the video decoder comprises 
a digital signal processor (generally referred to as a “DSP”). 
After the subtask is sent, the subsystem must respond to the 
central processor, then the central processor sends neW sub 
tasks to the subsystem. 

This procedure suffers from draWbacks. In particular, it 
requires the processor to have a very short response time. This 
implies the use of a high-performance processor and makes 
its integration more dif?cult. Moreover, many processor oper 
ating systems do not guarantee a suf?ciently short response 
time. These draWbacks are more particularly felt in real-time 
applications, especially in multimedia applications. Indeed, 
the playing or recording multimedia data is sometimes sig 
ni?cantly disrupted for the user by the operation of the pro 
cessor. 

In addition, the processor’ s management of responses from 
the subsystem sloWs doWn the execution of other tasks by the 
processor. The central processor’s memory can then be insuf 
?cient and cause an erasure of data to be processed. On a 
separate account, the precision in the timing of subtasks by 
the subsystem is insuf?cient. 

Multimedia functions such as pause, fast forWard, and the 
like are not easy to manage, and the synchroniZation of image 
and sound is also dif?cult to manage. 

These requirements also imply a relatively complex and 
laborious development, integration, and quali?cation of the 
application softWare. 

Real-time management is also dif?cult to integrate into the 
subsystem’s operating system. 

SUMMARY OF THE INVENTION 

In vieW of these draWbacks, it is an object of the present 
invention to provide methods of executing tasks and systems 
that overcome one or several of these draWbacks. 

One embodiment of the present invention provides a 
method of processing concurrent tasks by a subsystem man 
aged by a central processor. Each of the tasks is comprised of 
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2 
successive messages including a ?rst message, intermediate 
messages, and a last message, and each of the intermediate 
messages comprises at least one subtask parameter and a link 
to the next message that indicates a time of processing of the 
next message. According to the method, for each task, there is 
a step of Writing by the central processor, and a step of 
processing by the subsystem. The Writing step including the 
sub-step of Writing a message in a memory. If a counter is 
initially free for access, access to the counter is prohibited by 
the subsystem. And then if the counter has a Zero value, a link 
is Written in the subsystem that indicates a time of processing 
of the ?rst message by the subsystem. OtherWise, a link to the 
next message is Written in the sub system, With the link to the 
next message being included in the message Written in the 
memory. The Writing step also includes the sub-steps of incre 
menting the counter by a number representative of presence 
of the message of the task in the memory, and ending the 
prohibition against accessing the counter. The processing step 
includes the sub-steps of if the counter is initially free for 
access, prohibiting access to the counter by the central pro 
cessor; if the counter has a non-Zero value, reading the link to 
the next message and decrementing the counter; ending the 
prohibition against accessing the counter; and processing the 
subtask parameters of the next message at the time indicated 
in the link to the next message. 

Another embodiment of the present invention provides an 
electronic system for executing concurrent tasks. The system 
includes a storage memory, a central processor capable of 
generating and Writing messages of the concurrent tasks in 
the storage memory, a subsystem capable of reading the mes 
sages from the storage memory, counters, and semaphores 
associated With the counters. Each of the tasks is comprised of 
a ?rst message, a plurality of intermediate messages, and a 
last message, and each intermediate message comprises at 
least one subtask parameter and a link to the next message. 
The subsystem comprises command means for requesting the 
processing of one of the messages at the time speci?ed in the 
link of the preceding message, and processing means for 
processing the message in response to the request. Each of the 
counters is associated With one of the tasks, is capable of 
being incremented by the central processor, and is capable of 
being decremented by the sub system. Each of the semaphores 
authoriZes an access by the central processor to the counter 
associated With that semaphore only in the absence of an 
access by the subsystem to that counter, and authoriZes an 
access by the subsystem to the associated counter only in the 
absence of an access by the central processor to that counter. 

Other objects, features, and advantages of the present 
invention Will become apparent from the folloWing detailed 
description. It should be understood, hoWever, that the 
detailed description and speci?c examples, While indicating 
preferred embodiments of the present invention, are given by 
Way of illustration only and various modi?cations may natu 
rally be performed Without deviating from the present inven 
tion. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 shoWs a block diagram of a system in accordance 
With one embodiment of the present invention; 

FIG. 2 shoWs the structure of three successive packets 
belonging to the same task in accordance With one exemplary 
embodiment of the present invention; and 
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FIG. 3 shows a representation of a semaphore used in one 
exemplary embodiment of the present invention. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

Preferred embodiments of the present invention Will be 
described in detail hereinbeloW With reference to the attached 
draWings. 

Preferred embodiments of the present invention provide a 
method of processing different concurrent tasks by a sub 
system managed by a central processor. The tasks are com 
prised of successive messages that include a ?rst message, 
intermediate messages, and a last message. Each intermediate 
message comprises at least one subtask parameter and a link 
to the next message indicating the time of processing the next 
message. The central processor and the subsystem are con 
nected to a plurality of counters associated to respective tasks 
and to a storage memory. 

According to the method, for each task, there is a sub-step 
of Writing by the central processor, and a sub-step of process 
ing by the subsystem. In the sub-step ofWriting by the central 
processor, a message is Written in the memory, and then if the 
counter is initially free for access, access to the associated 
counter by the subsystem is prohibited. And then, if the 
counter has a Zero value, the central processor Writes in the 
subsystem a link indicating the time of processing of the ?rst 
message by the subsystem. Otherwise, the link to the next 
message is Written in the subsystem, With this link being 
included in the message Written in the memory. Next in the 
sub-step of Writing, the counter is incremented by the central 
processor by a number representative of the presence of a 
message of the task in the memory, and then the prohibition 
against accessing the counter is ended. In the sub-step of 
processing by the subsystem, if the counter is initially free for 
access, access to the associated counter by the central proces 
sor is prohibited, and then if the counter has a non-Zero value, 
the subsystem reads the link to the next message previously 
Written and decrements the associated counter. Then, the 
prohibition against accessing the associated counter is ended, 
and then the subsystem processes the subtask parameters of 
the next message at the time indicated in that link. 

In some embodiments, the link to the next message also 
indicates the length of the next message. Additionally, in 
some embodiments, the messages of a task are arranged 
sequentially in the memory. Preferably, in such embodiments 
the link to the next message does not comprise the address of 
the next message in the memory. 

In another embodiment, the link to the next message also 
indicates the address of the next message in the memory. 
Preferably, in such embodiments prior to Writing a mes sage in 
the memory, the central processor consults the list of available 
addresses in the memory, determines an address at Which to 
store the mes sage in the memory, and Writes the address of the 
message in the link of the preceding message. 

In some embodiments, the link to the next message also 
indicates the type of the next message. In one such embodi 
ment, at least one link of a message indicates an immediate 
processing of the next message, and the method further 
includes immediately processing the next message. Prefer 
ably, in such an embodiment, at least one link to the next 
message indicates a processing conditioned by an external 
event, and the method further includes: receiving by the sub 
system a signal representative of an external event, and then 
processing the next mes sage by the subsystem. Preferably, the 
signal is a video synchronization signal. 
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4 
In some embodiments, the link to the next message indi 

cates the time of processing the next message by a relative 
time interval separating the processing of the next message 
and that of the message comprising the link. 

Preferably, the ?rst message of a task does not contain 
subtask parameters, and the last message comprises a link 
indicating the end of the task. In one embodiment, the indi 
cation of the time of processing the next message in the link 
of the last message comprises a Zero value. 

In some embodiments, the subsystem executes video pro 
cessing tasks comprising the management of image acquisi 
tion, the management of image display, and image encoding/ 
decoding; and When several links indicate the same time of 
execution for several messages, the subsystem gives priority 
to processing the subtask parameters of an image acquisition 
management message, then to the subtask parameters of an 
image display message, and then to the subtask parameters of 
an image encoding/decoding message. 

In some embodiments, the subsystem and the central pro 
cessor receive as input a common clock signal and determine 
their respective system times on the basis of that clock signal. 
Preferably, in such embodiments, the processing of param 
eters of a message is performed When the system time of the 
subsystem is equal to the time indicated for the processing of 
the message. 
The present invention also provides electronic systems for 

executing concurrent tasks. One preferred system includes 
storage memory, a central processor, a subsystem capable of 
reading the messages Written in the storage memory, 
counters, and semaphores. The central processor is capable of 
generating and Writing successive messages constituting a 
plurality of concurrent tasks in the storage memory, With each 
task being comprised of a ?rst message, a plurality of inter 
mediate messages, and a last message, and With each Written 
intermediate message comprising at least one subtask param 
eter and a link to the next message. The subsystem comprises 
command means requesting the processing of a message at 
the time speci?ed in the link of the preceding message, and 
processing means for processing the message at that time in 
response to the request. Each counter is associated With one of 
the tasks, and is capable of being incremented by the central 
processor and decremented by the subsystem. Each sema 
phore authoriZes an access by the central processor to a 
counter associated to that semaphore only in the absence of an 
access by the subsystem to the counter, and authoriZes an 
access by the subsystem to the associated counter only in the 
absence of an access by the central processor to the counter. 

Preferably, the memory comprises at least a plurality of 
FIFO-type parallel storage lines, Whose input is connected to 
the central processor and Whose output is connected to the 
subsystem. 

In some embodiments, the system has a clock that supplies 
the same clock signal to the central processor and to the 
subsystem. Preferably, in such embodiments, the central pro 
cessor and the subsystem each have means for determining a 
system time as a function of the clock signals. In one embodi 
ment, the subsystem comprises a time module for comparing 
the system time and the time of execution of a message, and 
generating the request upon an equality betWeen the system 
time and the time of execution. 

In some embodiments, the subsystem has an input for 
receiving external events other than clock signals. Preferably, 
in such embodiments the subsystem is capable of synchro 
niZing the processing of at least one message With a received 
external event. 

In one embodiment, the counter comprises the number of 
messages of a task stored in the memory. 
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Accordingly, preferred embodiments of the present inven 
tion propose processing different concurrent tasks formed by 
a ?rst message, intermediate messages, and a last message. 
The intermediate messages comprise a subtask parameter and 
a link to the next message, With this link indicating the time 
for processing the next message. A counter is associated With 
each task. A semaphore is used to avoid con?icts in accessing 
the counter, from the central processor or the sub system. The 
counter can also discriminate Whether the message is a ?rst 
message, an intermediate message, or a last message. 

Such a system can notably reduce, or even eliminate, the 
sending of information from the subsystem to the central 
processor to manage the execution of tasks. This system 
further enables a reduction in the response time requirements 
for the central processor. This system moreover alloWs the 
subtasks of a task to execute at a determined time. This system 
also alloWs the subsystem and the central processor to access 
common data Without con?ict. In addition, the system alloWs 
the load on the central processor’s memory to be to relieved. 

Exemplary embodiments of the present invention Will noW 
be described in detail With reference to FIGS. 1-3. FIG. 1 
shoWs an exemplary embodiment of a system for implement 
ing processes of the present invention. The system 1 com 
prises a central processor 2, a message processing subsystem 
3, and a memory 4. The central processor 2 has Write access to 
the memory 4, While the subsystem 3 has read access to the 
memory 4. The system 1 further comprises counters 5 that are 
each associated With a respective task. Each counter 5 is 
associated With an access management semaphore 6, Which 
manages read and Write access of the central processor 2 or 
the subsystem 3 . A time module 7 commands the execution of 
subtasks by a processing module 8 of the subsystem 3 at 
determined times. Advantageously, the system 1 of this 
embodiment also comprises an intermediate storage register 
9, Which is connected betWeen the memory 4 and the process 
ing module 8. 

The subsystem can be implemented by integrating or not 
integrating the different elements described above. Further, 
the dimensions of the busses betWeen the different elements 
of the system 1 are designed so as to ensure suf?cient ?oW 
rates for the particular application. 

The general operation of the system of FIG. 1 in accor 
dance With an embodiment of the present invention is as 
folloWs. The central processor 2 generates the messages and 
determines the times When subtasks are to be executed by the 
subsystem 3. This management of processing times alloWs 
the central processor 2 to easily manage multimedia functions 
such as fast forWard, pause, and the like in audiovisual ?oWs 
(streams). The synchronization of audio and video ?oWs is 
moreover easier to manage, especially in the case Where one 
system manages audio ?oWs and another system manages 
video ?oWs. Examples of message structures are described in 
detail beloW. 

For each subtask, the central processor 2 carries out a step 
of Writing a message in the memory 4. During this Writing 
step, the central processor 2 Writes a message in the memory 
4, and a test is made to determine Whether the counter 5 is free 
for access, via the associated semaphore. If the counter is free 
for access, the central processor 2 prohibits the subsystem 3 
from accessing the counter 5. If the counter is not free for 
access, the central processor 2 reneWs the test until the 
counter 5 is free for access. The central processor 2 then reads 
the value in the counter 5. If the counter 5 has a zero value, the 
processor Writes a link indicating the time of processing of the 
?rst message in the subsystem 3, for example in the time 
module 7. If the counter 5 has a non-zero value, the central 
processor 2 Writes in the subsystem 3 a link to the next 
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6 
message, initially included in the message Written in the 
memory. The counter is incremented by the central processor 
2 by a number representing the presence of a message of the 
task in the memory 4. The central processor 2 thus has an 
incrementation output 21. The central processor 2 then ends 
the prohibition against accessing the counter 5. 
The subsystem 3 processes the parameters of the messages 

stored in the memory 4. During a step of processing a message 
or subtask parameters, the sub system 3 tests beforehand 
Whether the counter 5 is free for access. If the counter 5 is free 
for access, the subsystem 3 prohibits the central processor 2 
from accessing the counter 5. If the counter 5 has a non-zero 
value, the subsystem 3 reads the link to the message currently 
being processed, With this link being contained in the previ 
ous message. The counter 5 is then decremented and the 
prohibition against accessing counter 5 is then ended. The 
subsystem 3 has an output 31 for decrementing the counter 5. 
The subsystem 3 processes the subtask parameters of the 

current message at the time indicated in the link of the previ 
ous message. The time When a message is processed is, for 
example, managed by the time module 7. The time module 7 
compares, for example, the time indicated in the link of the 
previous message With the current time, for example obtained 
from a system time shared With the subsystem 3. When the 
indicated time is equal to the current time, the time module 7 
orders the processing of the corresponding message by the 
subsystem 3. 

Authorizations to access the counter 5 are thus managed by 
the semaphore 6. An exemplary one-bit semaphore is illus 
trated in FIG. 3. The illustrated semaphore 6 forbids access to 
an element other than the one being accessed When the bit is 
equal to l, and authorizes all access When the bit is equal to 0. 
The semaphore 6 serves to avoid simultaneous access to the 
counter 5 by the central processor 2 and the subsystem 3. This 
prevents erroneous entries in the counter 5. 

Several types of counter 5 can be used. For example, the 
counter 5 can be made to memorize the number of subtasks or 
messages that remain to be processed for a task, or, again, the 
counter 5 can produce just a binary state to indicate Whether 
or not a message from the task is present in the memory 4. If 
the counter 5 memorizes the number of messages that remain 
to be processed, the central processor 2 can consult the 
counter 5 to determine Whether a de?ned subtask has been 
executed. In particular, the counter can serve to discriminate 
Whether the message is a ?rst message of a task, an interme 
diate message, or a last message. The counter also alloWs the 
central processor 2 to reset or erase a task; to do this, the 
central processor 2 needs only to Write a zero value in the 
counter 5. 

FIG. 2 shoWs the structure of three successive packets 
belonging to the same task in accordance With one exemplary 
embodiment of the present invention in Which the system 
comprises a central processor and a subsystem. As shoWn, the 
message structures of a task T comprise three messages M0 to 
M2. These messages have been generated successively by the 
central processor. Here, “successively” means that for a given 
task the messages have been generated in a determined order. 
The processor can generate messages for other tasks, for 
example in the interval separating the generation of messages 
M0 and M1. Message M0 is the ?rst message of task T, 
message M1 is an intermediate message, and message M2 is 
the last message of that task. 
The message M0 in this embodiment just comprises a link 

L0 to message M1. This ?rst message M0 preferably does not 
comprise subtask parameters, since it has not been preceded 
by any message of task T. Accordingly, the execution time of 
possible parameters of M0 could not have been de?ned in 
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another message of task T. Link L0 comprises a pointer to the 
address of M1 in memory 4, an indicator of the type of the 
message M1, and an indicator of the execution time of M1. 
Link L0 can also include an indicator of the length of message 
M1, a request for the immediate execution of message M1 
(Which implies the immediate processing of M1 by the sub 
system), a request for the conditional execution of message 
M1 (e.g., by monitoring external events: a signal representing 
an external event indicated in the request is received, and then 
message M0 is processed; it is also possible to monitor a 
video synchronization signal). 

The address pointer is fundamental in embodiments in 
Which successive messages of a task are not Written one after 
the other in a FIFO memory. The length indicator alloWs use 
of subtask parameters of variable length. 

The execution time indicator, contained in L0, speci?es the 
execution time of parameters P1 of M1, de?ned subsequently. 
The indicator of the execution time of the next mes sage can be 
implemented in several Ways. There can be used either an 
absolute indicator that indicates the absolute time of execu 
tion relative to the system time, or a relative indicator that 
de?nes the time interval separating a message from the next 
message. The relative indicator makes it easier to modify the 
execution time of a set of subtasks, since all that is required is 
to modify one indicator to modify the execution time of the 
next messages. This type of link is particularly advantageous 
for managing multimedia functions such as those described 
above. 

The time can be de?ned by a numerical value, Whose 
increment is a unit time interval, for example the period of one 
cycle of the system clock. The central processor 2 and the 
subsystem 3 preferably use the same clock signal. 

Generally, each ?rst message and each intermediate mes 
sage can include the information of L0 described for M0, 
concerning the next message. 

Message M1 has a link L1 to the next message M2, With a 
structure similar to that of link L0. Message M1 further com 
prises a Zone P1 containing parameters corresponding to data 
of the task to be processed by the subsystem 3. 

Message M2 also comprises a link L2 to a next message, 
and a Zone P2 comprising subtask parameters. Link L2 and 
Zone P2 have the same overall structure as L1 and P1 respec 
tively. 

Message M2 preferably comprises a link L2 indicating that 
M2 is the last message of a task. This reduces requirements 
for other signaling means for the central processor 2. Prefer 
ably, unused Zones or indicators of L2 are utiliZed to indicate 
that M2 is the last message of task T. It is possible to assign a 
Zero value to an indicator of link L2 to provide that inforrna 
tion. Provisions can be made to include a Zero value as an 

indication of the execution time of the next message in L2. 
For example, in one illustrative embodiment there is pro 

vided a link to the next message having the folloWing struc 
ture: a 28-bit siZe pointer to the next message, an 8-bit siZe 
indicator of the type of the next message, and a 32-bit siZe 
indicator of the execution time. 

Several types of modes for storing messages or message 
parameters can be employed. In accordance With a ?rst 
embodiment shoWn in FIG. 1, With each task processed by the 
central processor 2 there is associated a line in the FIFO 
memory. Accordingly, the central processor 2 Writes succes 
sive messages of a given task at the FIFO memory input. This 
embodiment enables, if need be, an address pointer not to be 
Written in the link of a message, since successive messages 
are arranged in the memory one after the other, in the order of 
processing by the subsystem 3. With each line of the FIFO 
memory 4, there is associated a memory space of a register 9. 
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8 
Once a message at the FIFO memory output is processed, its 
link is stored in the subsystem 3. In the illustrated embodi 
ment, the indicator of the execution time of the next message 
is stored in the time module, While the next message pointer 
and the indicator of the length of the next message are stored 
in register 9. In the ?gure, the folloWing labels identify por 
tions of messages: STP corresponds to subtask parameters, 
NMP corresponds to a next message pointer, NML corre 
sponds to next message length indicator, and ETS corre 
sponds to a next message execution time indicator. The next 
message is then placed at the output of the corresponding line 
of the FIFO memory 4. This message can be processed since 
the subsystem 3 has all the information. 

In this example, the use of the address pointers NMP is 
optional since messages of the same task are placed one after 
the other in a FIFO line by the central processor 2. 

It can also be arranged for the central processor 2 to transfer 
a ?rst message of a task directly into register 9. In general, 
register 9 can be considered as forming a Whole With the 
memory 4. 

In accordance With a second embodiment, the messages or 
message parameters are stored in an arbitrary memory 4, 
Which is accessible for Writing by the central processor and 
accessible for reading by the subsystem 3. This creates a 
chained list of messages or subtasks. This memory can be of 
any type, for example integrated into the subsystem, or split 
betWeen a memory of the subsystem and an extra external 
memory. 
A subsystem for managing video can implement the fol 

loWing tasks: video decoding, video display, video acquisi 
tion (capture), video encoding, video decoding and display, or 
video acquisition and encoding. 
An adapted central processor is used to determine the 

execution times of different messages of a task, and to de?ne 
the order of execution of messages belonging to different 
tasks. HoWever, the folloWing exceptions could occur: the 
central processor could generate several messages having a 
link containing the same execution time indication, or orders 
of priority could have to be modi?ed due to disruptions on a 
task. There can then be de?ned orders of priority in the execu 
tion, Which the subsystem 3 takes into account during those 
exceptions. For example, the subsystem 3 can carry out sev 
eral tasks amongst the folloWing: video processing tasks 
(comprising image acquisition management), image display, 
and image encoding/ decoding management. The subsystem 
then processes, in decreasing order of priority: the subtask 
parameters of an image acquisition management message, 
the subtask parameters of an image display message, and then 
the subtask parameters of an image encoding/ decoding mes 
sage. 

Naturally, the present invention is not limited to the 
examples and embodiments described and illustrated above, 
but is amenable to many variants. Thus, although the system 
has been presented schematically in independent blocks, it 
can be envisaged in practice to integrate the central processor, 
subsystem, and memory, or simply to integrate the subsystem 
and the memory. LikeWise, although there has been described 
the use of a common clock signal to determine a system time 
in the central processor and in the subsystem, there could 
alternatively be provided an absolute time common to the 
central processor and to the subsystem. 
Embodiments of the present invention can be embedded in 

hardWare, softWare, or a combination of hardWare and soft 
Ware. Any processor, controller, or other apparatus adapted 
for carrying out the functionality described herein is suitable. 
The present invention can also be embedded in a computer 
program product, Which comprises all the features enabling 
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the implementation of the methods described herein, and 
Wl11Cl1iWheI1 loaded in an information processing systemi 
is able to carry out these methods. Computer program means 
or computer program in the present context mean any expres 
sion, in any language, code or notation, of a set of instructions 
intended to cause a system having an information processing 
capability to perform a particular function either directly or 
after conversion to another language. Such a computer pro 
gram can be stored on a computer or machine readable 

medium alloWing data, instructions, messages or message 
packets, and other machine readable information to be read 
from the medium. The computer or machine readable 
medium may include non-volatile memory, such as ROM, 
Flash memory, Disk drive memory, CD-ROM, and other per 
manent storage. Additionally, a computer or machine read 
able medium may include, for example, volatile storage such 
as RAM, buffers, cache memory, and netWork circuits. Fur 
thermore, the computer or machine readable medium may 
comprise computer or machine readable information in a 
transitory state medium such as a netWork link and/or a net 
Work interface, including a Wired netWork or a Wireless net 
Work, that alloW a device to read such computer or machine 
readable information. 

While there has been illustrated and described What are 
presently considered to be the preferred embodiments of the 
present invention, it Will be understood by those skilled in the 
art that various other modi?cations may be made, and equiva 
lents may be substituted, Without departing from the true 
scope of the present invention. Additionally, many modi?ca 
tions may be made to adapt a particular situation to the teach 
ings of the present invention Without departing from the cen 
tral inventive concept described herein. Furthermore, an 
embodiment of the present invention may not include all of 
the features described above. Therefore, it is intended that the 
present invention not be limited to the particular embodi 
ments disclosed, but that the invention include all embodi 
ments falling Within the scope of the appended claims. 

What is claimed is: 
1.A method of processing a plurality of concurrent tasks by 

a subsystem managed by a central processor, the method 
comprising, for each task, the steps of: 

Writing by the central processor, the Writing step including 
the sub-steps of: 
Writing a current message of the task in a memory, the 

task being comprised of a plurality of successive mes 
sages including a ?rst message, at least one interme 
diate message, and a last message, the current mes 
sage being one of the successive messages of the task 
that is currently being processed, each of the interme 
diate messages of the task comprising at least one 
subtask parameter and a link to the next message of 
the task that indicates a time for processing the next 
message of the task, the next message being the next 
successive message of the task; 

determining if a counter is free for access based on a 
value of an access management semaphore that is 
associated With the counter; 

if the counter is free for access, changing the value of the 
access management semaphore so as to prohibit 
access by the subsystem to the counter, and: 
if the counter has a Zero value, Writing in the sub 

system a link that indicates a time for processing 
the ?rst message of the task by the subsystem, or 

if the counter has a non-Zero value, Writing in the 
subsystem a link to the next message of the task, 
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10 
this link to the next message of the task being 
included in the current message of the task Written 
in the memory; 

incrementing the counter by a number representative of 
presence of the current message of the task in the 
memory; and 

changing the value of the access management sema 
phore so as to end the prohibition against the sub 
system accessing the counter; and 

processing by the subsystem, the processing step including 
the sub-steps of: 
determining if the counter is free for access based on the 

value of the access management semaphore; 
if the counter is free for access, changing the value of the 

access management semaphore so as to prohibit 
access by the central processor to the counter; 

if the counter has a non-Zero value, reading, from the 
current message, the link to the next message of the 
task and decrementing the counter; 

changing the value of the access management sema 
phore so as to end the prohibition against the central 
processor accessing the counter; and 

processing the subtask parameters of the next message 
of the task at the time for processing the next message 
of the task that is indicated in the link to the next 
message of the task, this link to the next message of 
the task being included in the current message of the 
task. 

2. The method according to claim 1, Wherein the link to the 
next message of the task in each of the intermediate messages 
of the task also indicates a length of the next message of the 
task. 

3. The method according to claim 1, Wherein the plurality 
of successive messages of the task are arranged sequentially 
in the memory. 

4. The method according to claim 3, Wherein the link to the 
next message of the task in each of the intermediate messages 
of the task does not include an address of the next message of 
the task in the memory. 

5. The method according to claim 1, Wherein the link to the 
next message of the task in each of the intermediate messages 
of the task also indicates an address of the next message of the 
task in the memory. 

6. The method according to claim 5, Wherein the Writing 
step further includes the sub-step of: 

prior to the sub-step of Writing the current message of the 
task in the memory, consulting a list of available 
addresses in the memory, determining an address at 
Which to store the current message of the task in the 
memory, and Writing the address of the current mes sage 
of the task in the link of the preceding message of the 
task. 

7. The method according to claim 1, Wherein the link to the 
next message of the task in each of the intermediate messages 
of the task also indicates a type of the next message of the 
task. 

8. The method according to claim 7, Wherein the link to the 
next message of the task in each of the intermediate messages 
of the task is capable of indicating an immediate processing of 
the next message of the task. 

9. The method according to claim 8, Wherein the link to the 
next message of the task in each of the intermediate messages 
of the task is capable of indicating processing of the next 
message of the task conditioned by an external event. 

10. The method according to claim 9, Wherein the process 
ing step further includes the sub-step of: 
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receiving a video synchronization signal representative of 
an external event, and then processing the next mes sage 
of the task. 

11. The method according to claim 1, Wherein the link to 
the next message of the task in each of the intermediate 
messages of the task indicates the time for processing the next 
message of the task by a relative time interval separating the 
processing of the next message of the task and the processing 
of the current message of the task. 

12. The method according to claim 1, Wherein the ?rst 
message of the task does not include subtask parameters. 

13. The method according to claim 12, Wherein the last 
message of the task comprises a link indicating end of the 
task. 

14. The method according to claim 13, Wherein the indi 
cation of the time for processing the next message of the task 
in the last message of the task comprises a zero value. 

15. The method according to claim 1, 
Wherein the subsystem executes video processing tasks 

comprising the management of image acquisition, the 
management of image display, and image encoding/de 
coding, and 

When tWo or more links indicate the same time for process 
ing the next message of the task, the subsystem gives 
priority to processing the subtask parameters of an 
image acquisition management message, then to the 
subtask parameters of an image display message, and 
then to the subtask parameters of an image encoding/ 
decoding message. 

16. The method according to claim 1, further comprising 
the step of providing a common clock signal to the subsystem 
and the central processor, each of the subsystem and the 
central processor determining its system time based on the 
common clock signal. 

17. The method according to claim 16, Wherein the pro 
cessing of the subtask parameters of one of the messages of 
the task is performed When the system time of the subsystem 
is equal to the time for processing that message that is indi 
cated in the link to that message. 

18. An electronic system for executing a plurality of con 
current tasks, the system comprising: 

a storage memory; 
a central processor for generating and Writing messages of 

the concurrent tasks in the storage memory, each of the 
tasks being comprised of a plurality of successive mes 
sages including a ?rst message, at least one intermediate 
message, and a last message, each of the intermediate 
messages of the task comprising at least one subtask 
parameter and a link to the next message of the task that 
indicates a time for processing the next message of the 
task, the next message being the next successive mes 
sage of the task; 

a subsystem for reading the messages of the tasks from the 
storage memory, the subsystem comprising command 
means for requesting the processing of one of the mes 
sages of one of the tasks at the time for processing the 
one message of the one task that is indicated in the link 
of the preceding message of the one task, and processing 
means for processing the one message of the one task in 
response to the request; 

a plurality of counters, the counters being associated With 
the tasks such that a different one of the tasks is associ 
ated With each of the counters, each of the counters 
indicating the number of messages of that counter’s one 
associated task that are stored in the storage memory, 
each of the counters being incremented by the central 
processor to indicate the Writing of a message of that 
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12 
counter’s one associated task in the storage memory, and 
each of the counters being decremented by the sub 
system to indicate the reading of a message of that 
counter’s one associated task from the storage memory; 
and 

a plurality of semaphores, the semaphores being associated 
With the counters such that a different one of the counters 
is associated With each of the semaphores, each of the 
semaphores authorizing an access by the central proces 
sor to that semaphore’s one associated counter only in 
the absence of an access by the subsystem to that sema 
phore’s one associated counter, and authorizing an 
access by the subsystem to that semaphore’s one asso 
ciated counter only in the absence of an access by the 
central processor to that semaphore’s one associated 
counter. 

19. The system according to claim 18, Wherein the storage 
memory comprises a plurality of FIFO-type parallel storage 
lines, the input of each of the storage lines being connected to 
the central processor and the output of each of the storage 
lines being connected to the subsystem. 

20. The system according to claim 18, further comprising a 
clock supplying a single clock signal to the central processor 
and the subsystem. 

21. The system according to claim 20, Wherein the central 
processor and the subsystem each include means for deter 
mining a system time as a function of the single clock signal. 

22. The system according to claim 21, Wherein the sub 
system comprises a time module for comparing the system 
time and the time for processing the one message of the one 
task, and for generating the request upon an equality betWeen 
the system time and the time for processing. 

23. The system according to claim 18, Wherein the sub 
system includes an input for receiving external events other 
than clock signals. 

24. The system according to claim 23, Wherein the sub 
system includes means for synchronizing the processing of at 
least one of the messages of one of the tasks With a received 
external event. 

25. The system according to claim 18, Wherein the link to 
the next message of the task in each of the intermediate 
messages includes an execution time indicator that indicates 
the time for processing the next message of the task. 

26. A non-transitory machine readable medium encoded 
With a program for processing a plurality of concurrent tasks 
by a subsystem managed by a central processor, the program 
containing instructions for performing, for each task, the 
steps of: 

Writing by the central processor, the Writing step including 
the sub-steps of: 
Writing a current message of the task in a memory, the 

task being comprised of a plurality of successive mes 
sages including a ?rst message, at least one interme 
diate message, and a last message, the current mes 
sage being one of the successive messages of the task 
that is currently being processed, each of the interme 
diate messages of the task comprising at least one 
subtask parameter and a link to the next message of 
the task that indicates a time for processing the next 
message of the task, the next message being the next 
successive message of the task; 

determining if a counter is free for access based on a 
value of an access management semaphore that is 
associated With the counter; 

if the counter is free for access, changing the value of the 
access management semaphore so as to prohibit 
access by the subsystem to the counter, and: 
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if the counter has a Zero value, Writing in the sub 
system a link that indicates a time of processing for 
the ?rst message of the task by the subsystem, or 

if the counter has a non-Zero value, Writing in the 
subsystem a link to the next message of the task, 
this link to the next message of the task being 
included in the current message of the task Written 
in the memory; 

incrementing the counter by a number representative of 
presence of the current message of the task in the 
memory; and 

changing the value of the access management sema 
phore so as to end the prohibition against the sub 
system accessing the counter; and 

processing by the subsystem, the processing step including 
the sub-steps of: 
determining if the counter is free for access based on the 

value of the access management semaphore; 

if the counter is free for access, changing the value of the 
access management semaphore so as to prohibit 
access by the central processor to the counter; 

if the counter has a non-Zero value, reading, from the 
current message, the link to the next message of the 
task and decrementing the counter; 
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changing the value of the access management sema 

phore so as to end the prohibition against the central 
processor accessing the counter; and 

processing the subtask parameters of the next message 
of the task at the time for processing the next message 
of the task that is indicated in the link to the next 
message of the task, this link to the next message of 
the task being included in the current message of the 
task. 

27. The non-transitory machine readable medium accord 
ing to claim 26, Wherein the plurality of successive messages 
of the task are arranged sequentially in the memory. 

28. The non-transitory machine readable medium accord 
ing to claim 26, Wherein the link to the next message of the 
task in each of the intermediate messages of the task indicates 
the time for processing the next message of the task by a 
relative time interval separating the processing of the next 
message of the task and the processing of the current message 
of the task. 

29. The non-transitory machine readable medium accord 
ing to claim 26, Wherein the program further contains instruc 
tions for performing the step of providing a common clock 
signal to the subsystem and the central processor, each of the 
subsystem and the central processor determining its system 
time based on the common clock signal. 

* * * * * 


