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(57) ABSTRACT 

A light assembly for a vehicle includes a light unit having a 
housing and a lens attached to the housing. A cradle is dis 
posed on the housing, and the cradle includes a ?rst guide 
surface. A body panel includes a cantilevered portion, and the 
cantilevered portion includes a tab projecting from an interior 
side of the cantilevered portion. The tab is con?gured to be 
slidably disposed adjacent the ?rst guide surface to locate the 
cantilevered portion relative to the light unit. 

20 Claims, 3 Drawing Sheets 
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FENDER TAB AND LOCATING CRADLE 

FIELD OF THE INVENTION 

The present invention pertains to the ?eld of automotive 
lights, and more particularly to devices for securing out 
thrusts on body panels. 

BACKGROUND 

Wraparound light assemblies for vehicles include a lens 
having surfaces facing tWo directions, such as a vehicle front 
direction and a vehicle side direction, or a vehicle rear direc 
tion and a vehicle side direction. A housing attached to the 
lens encloses electronics and other components of the light 
assembly. Some Wraparound lights are designed to have an 
aggressive or sporty shape for aesthetic reasons. When 
installed, the lens abuts a body panel of the vehicle. 

SUMMARY 

In one disclosed embodiment, a light assembly is provided 
for a vehicle body. The light assembly includes a light unit, a 
cradle, and a body panel including a tab. The light unit 
includes a housing and a lens attached to the housing. The 
cradle is disposed on the housing, and the cradle includes a 
?rst guide surface. The body panel includes a cantilevered 
portion, and the tab projects from an interior side of the 
cantilevered portion. The tab is con?gured to be slidably 
disposed adjacent to the ?rst guide surface to locate the can 
tilevered portion relative to the light unit. 

In another embodiment, a light assembly is provided for a 
vehicle. The light assembly includes a housing, a cradle 
attached to the housing, a lens attached to the housing, and a 
body panel attached to the housing. The cradle includes a slot 
de?ned by tWo spaced apart surfaces. The lens has a primary 
light emitting surface and a secondary light emitting surface 
at an angle relative to the primary surface, and the secondary 
surface includes tWo spaced apart projections separated by a 
recess. The body panel has a side panel including a substan 
tially V-shaped edge de?ning an outthrust, and the outthrust 
has a portion that is substantially ?ush With at least a portion 
of the secondary surface. The body panel also includes a tab 
projecting from the outthrust, and the tab is slidably engaged 
With the slot. 

In another embodiment, a cradle is provided for securing a 
tab projecting from an outthrust de?ned by a V-shaped edge 
of a body panel to a light assembly on a vehicle. The cradle 
includes a ?rst portion that is contoured to the shape of the 
light assembly, and the ?rst portion is con?gured to be 
attached to the light assembly. The cradle also includes a 
second portion, With the second portion including tWo spaced 
apart surfaces de?ning a slot con?gured to be slidably 
engaged by the tab. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The description herein makes reference to the accompany 
ing draWings Wherein like reference numerals refer to like 
parts throughout the several vieWs, and Wherein: 

FIG. 1 is a perspective vieW of a vehicle With a Wraparound 
light assembly having an aggressive or sporty lens shape; 

FIG. 2 is a perspective vieW of the interior of a light assem 
bly having a cradle attached to a housing and a tab projecting 
from a body panel and engaging a slot in the cradle; 

FIG. 3 is an exploded vieW of the body panel and the lens 
and housing; 
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2 
FIG. 4 is a rear vieW of a cradle and an embodiment of the 

tab; 
FIG. 5 is a rear vieW of a cradle and an embodiment of the 

tab; and 
FIG. 6 is a top vieW of a portion of the cradle and the tab of 

FIG. 5. 

DETAILED DESCRIPTION 

A Wraparound light assembly With an aggressive or sporty 
lens design can improve the appearance of a vehicle. HoW 
ever, implementing an aggressive or sporty lens design is 
problematic. For example, FIG. 1 illustrates a Wraparound 
light assembly 10 for a vehicle 12. The light assembly 10 
includes a lens 14 With a side-facing portion 16 having tWo 
spaced apart projections 16a, 16b. For proper ?t and ?nish, a 
body panel 18 abutting the lens 14 includes an outthrust 20 
that ?ushly abuts at least a portion 160 the lens 14 When 
installed. The outthrust 20 can not be secured directly to the 
lens 14 due to the brittleness of the lens 14 material. If unse 
cured, the outthrust 20 can be bent With minimal force, as the 
body panel 18 is often made of thin sheet metal, and the 
position of the outthrust 20 cannot be controlled With su?i 
cient accuracy for an optimal ?t and ?nish. Thus, an unse 
cured outthrust 20 degrades the appearance of the vehicle 12. 
Due to the dif?culty of securing the outthrust 20, among other 
reasons, designers have avoided aggressive or sporty lens 14 
shapes. 
To overcome the problems associated With aggressive or 

sporty lens 14 designs, a light assembly 10 as recited in the 
claims is provided. As illustrated in FIG. 2, the light assembly 
10 includes a housing 22, a cradle 24 attached to the housing 
22, and a tab 26 projecting from an interior side 20b of the 
outthrust 20 and slidably engaged With the cradle 24. 
As illustrated in FIG. 3, the lens 14 has a primary light 

emitting surface, shoWn as a front-facing surface 28, and a 
secondary light emitting surface, shoWn as the side-facing 
surface 16. The primary light emitting surface often emits a 
greater amount of light than the secondary light emitting 
surface. While the primary light emitting surface can face 
squarely to the front or rear of the vehicle 12 and the second 
ary light emitting surface can be angled ninety degrees rela 
tive to the primary surface to face squarely to the side of the 
vehicle 12, modem vehicles generally include much more 
streamlined lens 14 designs. As such, the primary light emit 
ting surface and secondary light emitting surface can be 
angled relative to the front/rear facing direction and side 
facing direction, respectively, and the bend betWeen the pri 
mary light emitting surface and secondary light emitting sur 
face can exceed ninety degrees. Moreover, neither light emit 
ting surface need be a plane. Often, the lens 14 Will be 
contoured to conform to a streamlined vehicle design. As 
such, the surfaces are not necessarily parallel or perpendicu 
lar to the direction light is emitted. 
The side-facing surface 16 includes tWo spaced apart pro 

jections 16a, 16b separated by a recess 30. The projections 
16a, 16b can narroW as they extend toWard the opposing end 
of the vehicle 12, though the exact shape of the projections 
16a, 16b can vary depending on desired appearance of the 
vehicle 12. For example, the projections 16a, 16b can stay the 
same Width as they extend, or the projections 16a, 16b can 
include sharp angles or steps in alternative to the illustrated 
smooth, ?oWing shape. The recess 30 can include a depres 
sion 32 in the lens 14 that is at least as deep as the thickness of 
the outthrust 20 on the body panel 18, though for tolerance 
reasons the depression 32 can be deeper. The recess 30 can 
include a cutout 34 betWeen the projections 16a, 16b, or the 
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depression 32 can be spanned by lens 14 material. If the 
depression 32 is spanned by material, a slot or other aperture 
(not shoWn) can be included to accept the tab 26 on the 
outthrust 20 of the body panel 18. Though the projections 
16a, 16b as illustrated extend substantially horizontally, the 
projections 16a, 16b can extend in an alternative direction, 
such as at an approximately forty ?ve degree angle relative to 
the horiZon, vertically, or in other directions. For example, the 
recess 30 can be on the front-facing surface 28 of the lens 14 
if the outthrust 20 is a portion of the hood of the vehicle 12. 
Also, the lens 14 can include at least one ?ange 35 for con 
nection to the housing 22. As illustrated, the ?ange 35 extends 
from the loWer projection 16a and is substantially perpen 
dicular to an adjacent portion of the projection 16a. Alterna 
tively, the ?ange 35 can extend from a different portion of the 
lens 14, such as the projection 16b or the bottom side as 
illustrated of the projection 16a. 

The lens 14 can be made of a transparent or translucent 
plastic, such as polycarbonate, a talc ?lled polycarbonate, 
PMMA, or any other material recogniZed as suitable by one 
of skill in the art having knowledge of the present application. 
If the lens 14 is used for a headlight, it can be made of a plastic 
such as polycarbonate With a talc ?ller, Which is capable of 
providing support for adjacent components and can be coated 
for chip resistance. The lens 14 When used in a taillight is not 
generally subject to forces as great as a lens 14 in a headlight, 
so the lens 14 in a taillight can be made of less expensive 
materials such as PMMA, Which is heat Weldable for connec 
tion to the housing 22 or other components. Additionally, the 
entire lens 14 need not be made of a single material. For 
example, the lens 14 can include a side marker 36 that is a 
different material, or a separate piece dyed a different color 
and attached to the remainder of the lens 14. 

The lens 14 canbe attached to the housing 22 to form a light 
unit 13. The housing 22, in conjunction With the lens 14, 
encloses at least one lamp and its components. Because the 
components can be sensitive to moisture, the housing 22 can 
be sealingly attached to the lens 14. The seal canbe created by 
gluing the ?ange 35 of the lens 14 to a glue track 38 included 
in the housing 22. The glue track 38 can be, as illustrated, an 
elongated platform portion of the housing 22 extending sub 
stantially parallel to an adjacent portion of the lens 14, such as 
the ?ange 35. This arrangement permits the ?ange 35 to be 
narroW and, therefore, reduce the likelihood that the ?ange 35 
Will fracture. Additionally, the glue track 38 can be straight or 
include a slight curve corresponding to a curve in the adjacent 
portion of the lens 14. The glue track 38 can be formed 
integrally With the housing 22 or formed separately and 
attached after formation. The glue track 38 need not have a 
planar top surface, though the top surface or side surface of 
the glue track 38 should correspond With the shape of the 
?ange 35 on the lens 14 for optimal sealing. The housing 22 
can extend along at least a portion of the projections 16a, 16b, 
though it need not. The exact shape of the housing 22 depends 
on the con?guration of the lens 14, the lamp, and other com 
ponents. The housing 22 can have a complex shape With many 
bends, protrusions, and other geometries. The housing 22 can 
be made from ASA or any other material recogniZed as suit 
able by one of skill in the art having knoWledge of the present 
application. 
As illustrated in FIG. 2, the cradle 24 is attached to the 

housing 22. FIG. 4 illustrates the cradle 24 in greater detail. 
The cradle 24 as illustrated includes a slot 40 de?ned by tWo 
spaced apart surfaces 24a, 24b. The slot 40 can be oriented to 
prevent movement of the outthrust 20 in the vehicle 12 Width 
direction, i.e., the surfaces 24a, 24b can be aligned substan 
tially parallel to the length of the vehicle 12 . Alternatively, the 
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4 
slot 40 can be oriented in different directions, for example 
With the surfaces 24a, 24b aligned parallel to the Width of the 
vehicle 12. The slot 40 can be siZed such that When the tab 26 
is inserted, a gap substantially equal to a tolerance exists 
betWeen each side of the tab 26 and the surfaces 24a, 24b of 
the slot. Thus, the tab 26 cannot move outside its tolerance. 

Alternatively, the cradle 24 can include only one surface, 
e.g., one of 24a and 24b. In this case, the cradle 24 may only 
protect movement of the outthrust 20 in one direction. For 
example, if only surface 24b is included, there is no surface 
such as 2411 to prevent the outthrust from moving in a direc 
tion aWay from surface 24b. HoWever, even if only one sur 
face, eg one of24a and 24b, is included the outthrust 20 can 
be prevented from movement in multiple directions because 
another object, such as the depression 32, can prevent inWard 
movement of the outthrust 20. 
The slot 40 can additionally include a tapered opening 42 

as illustrated in FIG. 6. The tapered opening 42 can narroW in 
Width along a length of the slot 40 extending in the direction 
the tab 26 is slid. The tapered opening 42 simpli?es assembly 
because the slot 40 can self-locate the tab 26 With respect to 
the housing 22. The cradle 24 can also include at least one 
ridge 44 running a length of the slot 40 as illustrated in FIG. 
4. The ridge 44 can limit the tab 26 from moving relative to a 
depth of the slot 40, i.e., in the vehicle 12 height direction as 
illustrated, by contacting a bend 260 in the tab 26 if the tab 26 
is moved toWard the ridge 44. 
The cradle 24 can be molded integrally With the housing 

22, or formed separately and attached to the housing 22. If 
formed separately, the cradle 24 can be shaped to conform to 
the contours of the housing 22.As such, the cradle 24 can have 
a complex shape. For example, due to sizing limitations, the 
location Where the slot 40 is disposed can be spaced apart 
from an available cradle 24 attachment point. In this case, the 
cradle 24 includes a curved body 240 or is otherWise shaped 
to conform to the siZing requirements. The cradle 24 can also 
include ?anged edges or similar structures for additional 
strength. The cradle 24 can have a simpler shape if the loca 
tion of the connection betWeen the cradle 24 and housing 22 
is not limited by the geometry of the housing 22. The cradle 
24 can be made of molded plastic, stamped metal, or any other 
material recogniZed as suitable by one of skill in the art 
having knoWledge of the present application. 
As illustrated in FIG. 3, the body panel 18 has a side panel 

46 including a substantially V-shaped edge 48 de?ning the 
outthrust 20. The body panel 18 can additionally include a top 
panel 50 angled relative to the side panel 46, With the top 
panel 50 forming part of the hood or truck of the vehicle 12. 
The side panel 18 can additionally include at least part of a 
fender 52. The fender 52 is typically at an opposing end of the 
body panel 18 from the outthrust 20. 
The outthrust 20 can be a cantilevered portion of the body 

panel 18. The outthrust has a portion 2011 that is substantially 
?ush, i.e., ?ush Within design tolerances, With at least a por 
tion 160 of the side-facing surface 16 of the lens 14. The exact 
shape of the outthrust 20 can vary from the illustrated 
V-shape. For example, the outthrust 20 can include sharp 
corners, have a hook shape, or include a more intricate or 
ornate design than illustrated. For optimal ?t and ?nish, the 
shape of the outthrust 20 conforms to the shape of the edges 
of the projections 16a, 16b adjacent the recess 30. As such, 
the length of the outthrust 20 corresponds With the length of 
the recess 30. The body panel 18 can be formed by stamping 
sheet metal. Alternatively, the body panel 18 can be a com 
posite, such as carbon ?ber. 
The tab 26 projects from an interior surface of 20b the 

outthrust 20 as illustrated in FIG. 2. The tab 26 can limit or 
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substantially eliminate movement of the outthrust 20 in the 
vehicle 12 Width and height directions. The tab 26 can project 
from adjacent a vertex 54 of the outthrust 20. The exact 
location of the tab 26 can be determined based on the stiffness 
of the outthrust 20, the location of the slot 40, and the geom 
etry of the lens 14 and housing 22. However, the tab 26 should 
project from su?iciently close to the vertex 54 of the outthrust 
20 that the tip of the outthrust 20 is relative stationary and 
adequately supported in order to ensure an adequate ?t and 
?nish. 

The exact shape of the tab 26 can vary depending on the 
location of the slot 40 and geometry of the housing 22 and 
lens 14. For example, if the housing 22 includes the glue track 
38, the tab 26 can include a portion 26a projecting over the 
glue track 38 so as not to contact the ?ange 35 of the lens 14 
attached to the glue track 38. The portion 2611 can extend 
substantially in the vehicle 12 Width direction, beginning on a 
side of the glue track 38 adjacent the outthrust 20 and extend 
ing to adjacent the slot 40. The tab 26 can also include an 
engaging portion 26b that extends substantially parallel to the 
surfaces 24a, 24b of the slot 40, Which is in the vehicle 12 
height direction as illustrated. Movement of the engaging 
portion 26b can be limited by the surfaces 24a, 24b of the slot 
40 to prevent movement of the outthrust 20 in the vehicle 12 
Width direction. 
As illustrated in FIG. 4, the tab 26 can additionally include 

the bend 26c angled relative to the vehicle 12 height direction 
at the end of the engaging portion 26b. The bend 260 can be 
con?gured to contact either the ridge 44 in the slot 40 or the 
bottom of the slot 40 to prevent the outthrust 20 from moving 
in the vehicle 12 height direction as illustrated. Alternatively, 
a bulged portion, a T-shaped bend, or another shape capable 
of preventing movement of the tab 26 relative to the depth of 
the slot 40 can be used in place of the bend 260. The tab 26 can 
be formed integrally With the body panel 18 by, for example, 
stamping the shape of the tab 26 into the body panel 18. 
Alternatively, the tab 26 can be a separate piece of plastic, 
composite or metal attached to the body panel 18. 
As illustrated in FIGS. 5 and 6, the tab 26 can include an 

S-shaped bend 60 extending in the vehicle length direction. 
FIG. 5 illustrates the tab 26 including the bend 60 from the 
side, While FIG. 6 illustrates the bend 60 from above. The 
bend 60 adds strength to the tab 26. While the illustrated 
S-shaped bend 60 includes tWo bends extending parallel to 
the depth of the slot, the tab 26 can alternatively include one 
bend or more than tWo bends. Additionally, the bends can be 
angled differently from shoWn, so a tab 26 having tWo bends 
can alternatively form a Z-shape. 

The body panel 18 can also include at least one ?ange 56 
projecting from the side panel 46, for example, from betWeen 
the outthrust 20 and the fender 52. Additional or alternative 
?anges 56 can project from the top panel 50 or other locations 
on the body panel 18. The ?ange 56 is an additional connec 
tion point for the body panel 18, and can connect the body 
panel 18 to the housing 22, to another body panel, or to a 
different portion of the vehicle 12. 

The lens 14 can be attached to the housing 22 using fas 
teners such as screWs and clips, as Well as through glue and, 
depending on the lens 14 and housing 22 materials, Welding. 
The cradle 24, if a separate piece, is attached to the housing 
22, also using fasteners such as clips or screWs, or using glue. 
The body panel 18 and lens 14 are then slidably engaged such 
that the tab 26 is disposed betWeen the tWo surfaces 24a, 24b 
of the slot 40. The tapered opening 42 can alloW the tab 26 to 
be self-located With respect to the housing 22. The engage 
ment of the tab 26 and slot 40 can permit the outthrust 20 to 
remain ?ushly engaged With the lens 14 by preventing the 
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6 
outthrust 20 from moving beyond a tolerance amount in the 
vehicle 12 Width direction and the vehicle height 12 direction. 
The housing 22 can be connected to the body panel 18 at 
additional locations, such as the ?ange 56. Thus, a quality ?t 
and ?nish of the body panel 18 and lens 14 are achieved even 
With an aggressively or sporty shaped lens 14. 
The light assembly 10 thus permits the lens 14 to include 

aggressive or sporty shapes While still permitting the body 
panel 18 to be secured for a quality ?t and ?nish. Additionally, 
because the placement of the cradle 24 and the tab 26 are 
?exible, the designs of the lens 14, housing 22, and body 
panel 18 need not be entirely overhauled to include an aggres 
sive or sporty lens 14 shape. For example, the cradle 24 can be 
designed for attachment to an existing housing 22 design, if 
desired, in order to reduce design and manufacturing costs. 

While the invention has been described in connection With 
What is presently considered to be the most practical and 
preferred embodiment, it is to be understood that the inven 
tion is not to be limited to the disclosed embodiments but, on 
the contrary, is intended to cover various modi?cations and 
equivalent arrangements included Within the spirit and scope 
of the appended claims, Which scope is to be accorded the 
broadest interpretation so as to encompass all such modi?ca 
tions and equivalent structures as is permitted under the laW. 
What is claimed is: 
1. A light assembly for a vehicle comprising: 
a light unit including a housing and a lens attached to the 

housing; 
a cradle disposed on the housing, the cradle including a ?rst 

guide surface; 
a body panel including a cantilevered portion, the cantile 

vered portion including a tab projecting from an interior 
side of the cantilevered portion, Wherein the tab is con 
?gured to be slidably disposed adjacent the ?rst guide 
surface to locate the cantilevered portion relative to the 
light unit. 

2. The light assembly of claim 1, Wherein the cradle 
includes a second guide surface, and Wherein the tab is con 
?gured to slidably engage a slot de?ned by the ?rst and 
second guide surfaces. 

3. The light assembly of claim 1, Wherein a Width of the slot 
decreases along a length of the slot extending in a direction in 
Which the tab is con?gured to be slid. 

4. The light assembly of claim 1, Wherein the tab includes 
a contact portion spaced apart from the ?rst guide surface in 
a direction perpendicular to the ?rst guide surface by a pre 
determined distance, the contact portion con?gured to con 
tact the ?rst guide surface to prevent movement of the canti 
levered portion in the direction beyond the predetermined 
distance. 

5. The light assembly of claim 4, Wherein the ?rst guide 
surface includes a ridge extending a length of the guide sur 
face, the ridge con?gured to be contacted by the tab to prevent 
movement of the cantilevered portion beyond a predeter 
mined distance in a direction perpendicular to the ridge. 

6. The light assembly of claim 1, Wherein the housing 
includes an elongated platform including a portion extending 
substantially parallel to an adjacent portion of the lens, 
Wherein the lens is attached to the elongated platform, and 
Wherein the guide surface and cantilevered portion are on 
opposing sides of the platform. 

7. The light assembly of claim 1, Wherein the cradle is 
formed separately from the housing. 

8. A light assembly for a vehicle comprising: 
a housing; 
a cradle attached to the housing and including a slot de?ned 

by tWo spaced apart surfaces; 
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a lens attached to the housing and having a primary light 
emitting surface and a secondary light emitting surface 
at an angle relative to the primary surface, the secondary 
surface including tWo spaced apart projections separated 
by a recess; 

a body panel attached to the housing and having a side 
panel including a substantially V-shaped edge de?ning 
an outthrust, the outthrust having a portion that is sub 
stantially ?ush With at least a portion of the secondary 
surface, the body panel also including a tab projecting 
from the outthrust and slidably engaged With the slot. 

9. The light assembly of claim 8, Wherein the housing 
includes an elongated platform extending adjacent to at least 
one of the projections, Wherein the cradle is attached to the 
housing adjacent the platform. 

10. The light assembly of claim 9, Wherein at least one of 
the projections is joined to the platform, and Wherein the tab 
includes a ?rst portion extending over the platform and a 
second portion at angle to the ?rst, the second portion engag 
ing the slot. 

11. The light assembly of claim 9, Wherein the lens 
includes a ?ange that is glued to the housing along the plat 
form. 

12. The light assembly of claim 8, Wherein the tab projects 
from adjacent a vertex of the outthrust. 

13. The light assembly of claim 8, Wherein a portion of the 
tab slidably engaged With the slot includes a bend extending 
substantially parallel to a length of the slot and Wherein the 
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slot includes a ridge extending the length of the slot, the ridge 
disposed adjacent the bend When the tab is engaged With the 
slot. 

14. The light assembly of claim 8, Wherein the cradle is a 
separate piece contoured to the shape of the light assembly. 

15. The light assembly of claim 8, Wherein the slot is Wider 
than the Width of the tab by a predetermined amount. 

16. The light assembly of claim 8, Wherein the body panel 
includes a ?rst portion extending in a ?rst vehicle direction 
and a second portion extending in a second vehicle dimen 
sion, and Wherein the body panel and tab are part of a single 
piece of stamped sheet metal. 

17. The light assembly of claim 8, Wherein the tab includes 
a bend substantially perpendicular to a length of the slot. 

18. A cradle for securing a tab projecting from an outthrust 
de?ned by aV-shaped edge of a body panel to a light assembly 
on a vehicle, the cradle comprising: 

a ?rst portion contoured to the shape of the light assembly, 
the ?rst portion con?gured to be attached to the light 
assembly; and 

a second portion including tWo spaced apart surfaces de?n 
ing a slot, the slot con?gured to be engaged by the tab. 

19. The cradle of claim 18, Wherein a Width of the slot 
decreases along a length of the slot extending in a direction in 
Which the outthrust is con?gured to be slid. 

20. The cradle of claim 19, Wherein the slot includes a ridge 
extending a length of the slot. 

* * * * * 


