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FIXING DEVICE FOR A VACUUM PUMP 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application is based on French Patent Application No. 
0553428 ?led Nov. 10, 2005, the disclosure of Which is 
hereby incorporated by reference thereto in its entirety, and 
the priority of Which is hereby claimed under 35 U.S.C. §1 19. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to the ?eld of high rotation 

speed vacuum pumps, Which are fastened to and connected to 
a structure such as a vacuum enclosure or a pipe to generate a 

hard vacuum. It concerns more particularly a device for ?xing 
such vacuum pumps. 

2. Description of the Prior Art 
In the electronic and micromechanical component indus 

tries, machining or plasma processing methods are executed 
inside an enclosure in Which a controlled vacuum must be 
maintained. 

Generating the vacuum necessitates the use of pumps 
capable of quickly generating and maintaining a hard vacuum 
adapted to the machining or processing method. Turbomo 
lecular type pumps are generally used, consisting of a pump 
body in Which a rotor is driven in rotation at high speed, for 
example at more than thirty thousand revolutions per minute. 
With such high rotation speeds, the rotor acquires a very high 
kinetic energy. 

The pump bodies include a coaxial inlet ori?ce that is 
connected to an outlet ori?ce of the structure such as the 
vacuum enclosure or the pipe. The pump is generally fastened 
only to the structure, and is supported only by the area sur 
rounding the pump inlet ori?ce and the corresponding ori?ce 
of the structure. The pump body therefore includes a coaxial 
annular ?ange around the inlet ori?ce, threaded holes are 
provided on the Wall of the structure around the outlet ori?ce, 
holes are provided through the coaxial annular ?ange of the 
pump body, and headed bolts are ?tted so that their shanks 
pass through the latter holes and bolt into threaded holes in the 
Wall of the structure to fasten the vacuum pump to the struc 
ture With the ?ange pressed against the Wall of the structure. 

The shanks of the bolts are conventionally cylinders of 
circular section, With a smooth portion that passes through a 
hole having a diameter slightly greater than the diameter of 
the shank, and With a threaded end portion that is screWed into 
an associated threaded hole. 

Standards specify the respective dimensions of the ?ange, 
the bolts and the necessary holes, together With the number of 
bolts and holes, as a function of the pump diameters. 

Accordingly, for an ATHM type turbomolecular pump 
from ALCATEL, the pump is ?xed by providing a ?ange of 
the DN 250 iso-F type conforming to the “PNEUROP 66061” 
standard, With tWelve bolts of M10 type the shank Whereof 
has a length of approximately thirty millimeters for a diam 
eter of ten millimeters, and the holes in the ?ange and the 
structure have a nominal diameter of eleven millimeters. 

Such ?xing structures are entirely satisfactory under nor 
mal conditions of use, and are thus able to Withstand the 
mechanical forces generated by the operation of the vacuum 
pump in normal use. 
On the other hand, it has been found that an insurmountable 

problem may arise in the event of accidental destruction of the 
pump rotor When rotating at full speed. On this assumption, 
the rotor running at the full rotation speed is then out-of 
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2 
balance, may violently strike the Wall of the pump body, 
imparting to it a transverse or radial displacement force, and 
may rub strongly on the Wall of the pump body, imparting to 
it a coaxial rotation torque. Because of the high energy stored 
in the rotor rotating at high speed, the mechanical stresses 
applied by the rotor to the pump body are very high, and those 
stresses are transmitted to the device ?xing the vacuum pump 
to the structure. This results in violent shear forces on the 
?xing bolts, and it has been found that in current structures 
these forces cause the bolts to break. The pump is then 
detached from the structure and constitutes a dangerous pro 
jectile that can ?y around the place of use. 

One solution is proposed by the document WO-2004/020 
839, Which describes a device for ?xing a vacuum pump to a 
Wall of the structure, comprising an annular ?ange coaxial 
With and fastened to the vacuum pump body around the inlet 
ori?ce. Threaded holes are provided on the Wall of the struc 
ture, through-holes are provided in the annular ?ange, and 
headed bolts are ?tted so that their shanks pass through the 
through-holes and are screWed into the associated threaded 
holes to fasten the vacuum pump to the structure, With the 
?ange pressed against the Wall of the structure. The through 
holes comprise a distal portion in the shape of a circular 
section cylinder folloWed by a coaxial enlarged proximal 
portion of circular section adjacent the Wall of the structure. 
In the event of shear forces in any lateral direction in the area 
of the connection betWeen the vacuum pump and the struc 
ture, this conformation alloWs ?exing of the bolt shank and a 
corresponding lateral offset betWeen the through-hole and the 
associated threaded hole. 

This solution absorbs the violent shear forces to Which the 
?xing bolts are subjected. However, the rotor rotation speed is 
higher in neW generation turbomolecular pumps. In the event 
of a pump crash, the energy that must be dissipated and not 
transmitted to the structure becomes much greater and in this 
con?guration the yield strength prior to the bolts breaking 
becomes insuf?cient. Furthermore, this solution does not pre 
vent the pump from becoming detached from the structure in 
the event of the bolts breaking. 
An object of the present invention is to eliminate the draW 

backs of the prior art. To this end the invention proposes to 
modify the vacuum pump ?xing structure to increase the 
strength With Which the vacuum pump is retained on the 
structure and to prevent the ?xing bolts breaking and the 
pump separating in the event of the rotor bursting While 
running at full rotation speed, Whilst remaining compatible 
With the applicable standards. 

SUMMARY OF THE INVENTION 

To this end, the present invention proposes an annular 
?ange for ?xing a vacuum pump to a Wall of a structure, 
including holes adapted to cooperate With headed bolts for 
fastening the vacuum pump to the structure With the ?ange 
pressed against the Wall, characterized in that it comprises 

an upper ring and a loWer ring cooperating to clamp the end 
of the pump body betWeen the upper ring and the loWer 
ring, 

at least one cavity formed in a face of the upper ring that is 
in a plane perpendicular to that of the face of the upper 
ring intended to come into contact With the Wall of the 
structure. 

The invention also consists in a system for ?xing a vacuum 
pump to a Wall of a structure comprising an annular ?ange 
disposed coaxially With the pump body around the inlet ori 
?ce of the pump and including holes adapted to cooperate 
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With headed bolts for fastening the vacuum pump to the 
structure With the ?ange pressed against the Wall, character 
iZed in that: 

the annular ?ange comprises an upper ring and a loWer ring 
cooperating to clamp the end of the pump body betWeen 
the upper ring and the loWer ring, 

at least one ?rst cavity in a face of the upper ring in contact 
With a face of the end of the pump body and at least one 
second cavity in the face of the end of the pump body, the 
?rst cavity being coupled With the second cavity to form 
a housing, and 

at least one ?exible material stud inserted into the housing. 

In a preferred embodiment, the ?rst cavity is in a face of the 
upper ring that is in a plane perpendicular to that of the face of 
the upper ring intended to come into contact With the Wall of 
the structure. 

In a variant, the housing has a circular section in a plane 
perpendicular to the axis of the pump body. 

This shape of housing associated With cylindrical studs 
leads to a con?guration in Which the studs are loaded in shear 
in the event of a failure. This type of con?guration has the 
advantage of simple fabrication and of alloWing the pump to 
rotate in the ?ange through a maximum angle of 5 °, Which the 
studs can accommodate Without breaking. 
The maximum siZe of the housing and of the stud must be 

compatible With the constraints imposed by standardization 
of the ?ange. The housing is produced With a diameter equal 
to or very slightly less than that of the stud to enable intro 
duction of the studs With a slight radial compression by virtue 
of the elasticity of the material; the studs are therefore unable 
to escape from their housing. For example, the ?xing system 
according to the invention may include housings having a 
diameter of 1010.1 mm and studs of diameter 1010.5 mm for 
a height of 1410.5 mm, Which leads to a maximum compres 
sion ofthe stud of 0.6 mm. 

In another variant, the housing has an oblong section in a 
plane perpendicular to the axis of the pump body. 

The housing delimited by the coupling of the cavity on the 
?ange and the cavity at the end of the pump body is advanta 
geously of oblong shape in order to increase the volume of the 
studs, With the aim of improving their damping capacity, at 
the same time as complying With the geometrical constraints 
of the standard. 

In one particular embodiment of the invention, the cavities 
forming the housing When coupled are of rounded shape With 
different radii of curvature for each of the cavities. One of the 
cavities forming the housing preferably has a rounded shape 
espousing that of the stud and rounded comers in order to 
prevent contact With sharp edges degrading the stud. The 
other cavity has a much larger radius of curvature, alloWing 
Working in compression, reducing the stress on the stud. In 
this type of con?guration, compression of the studs in the 
housing alloWs a 300 rotation of the pump body, preventing 
the studs from breaking. 

Destruction of the rotor leading to rotation of the pump 
body generates compression stresses over the length of the 
stud that are absorbed by virtue of the elastic deformation 
properties of the material constituting the stud. 

According to the invention, the stud is made of a ?exible 
material, preferably an elastomer material. The nature of the 
material constituting the studs, in terms of stiffness and 
damping quality, alloW slight displacement of the ?ange rela 
tive to the end of the pump body Without the stud breaking. 
The elastomer is preferably chosen from polysiloxanes, poly 
chloroprenes and their copolymers, homopolymers and 
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4 
copolymers of isoprene, and homopolymers and copolymers 
of isobutylene, and in particular a copolymer of isobutylene 
and isoprene. 

For a con?guration Working in shear, a polychloroprene 
With a Shore hardness of 70 Will be preferred. For a con?gu 
ration Working in compression, a copolymer of isobutylene 
and isoprene With a Shore hardness of 70 Will be preferred. 

In the extreme situation Where the stud breaks, the safety of 
the installation Will nevertheless continue to be assured 
because the pump body sandWiched betWeen the upper ring 
and the loWer ring Will turn betWeen them Without risk of the 
retaining bolts breaking. 

The invention further consists in a method of ?xing a 
vacuum pump to a Wall of a structure by means of a ?xing 
system comprising an annular ?ange disposed coaxially With 
the pump body around the inlet ori?ce of the pump and 
including holes adapted to cooperate With headed bolts to 
fasten the vacuum pump to the structure With the ?ange 
pressed against the Wall . According to the invention, the annu 
lar ?ange includes an upper ring and a loWer ring consisting of 
tWo half-rings. The method comprises the folloWing steps: 

the upper ring is placed around the end of the pump body 
from above, the upper ring including at least one ?rst 
cavity in its face in contact With an end face of the pump 
body and being coupled to a second cavity in the face of 
the end of the pump body to form a housing, 

a stud is inserted into the housing from beloW, 
each half-ring constituting a loWer ring is placed around the 

end of the pump body under the upper ring, 
the upper ring and the loWer ring are assembled by bolts, 
the assembly comprising the ?ange around the pump body 

is ?xed to the Wall of the structure by means of headed 
bolts. 

Other features and advantages of the present invention Will 
become apparent on reading the folloWing description of one 
embodiment, Which is of course given by Way of illustrative 
and nonlimiting example, and from the appended draWings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a diagrammatic vieW shoWing a turbomolecular 
pump structure according to the present invention in longitu 
dinal section and its ?xing to a structure such as a vacuum 
enclosure. 

FIG. 2 is a bottom vieW of the upper ring according to the 
invention. 

FIG. 3 is a top vieW of the loWer ring according to the 
invention. 

FIG. 4 is an exploded perspective vieW of the ?xing device 
according to the invention. 

FIG. 5 is a vieW in section of the ?xing system according to 
the invention in the plane of the bolts ?xing the pump to the 
structure. 

FIG. 6 is a vieW in section of the ?xing system according to 
the invention in the plane of the studs. 

FIGS. 7a, 7b and 70 show variants of a housing and the 
associated stud. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

Consider ?rst of all FIG. 1, shoWing a turbomolecular type 
vacuum pump structure 1 fastened to a Wall 2 associated With 
a structure 3 such as a vacuum enclosure, for example. 
The vacuum pump 1 comprises a pump body 4 in Which a 

rotor 5 rotates at high speed about the axis I-I of the pump 
body 4. The pump body 4 includes an inlet ori?ce 6 coaxial 
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With the pump body 4 through Which the pumped gases 7 
enter and a discharge ori?ce 8 through Which the discharge 
gases 9 are evacuated. The rotor 5 is driven in rotation in the 
pump body 4 by an internal motor 10 and is guided laterally 
by magnetic or mechanical bearings 11 and 12. 

The Wall 2 associated With the structure 3 comprises a 
pumped gas outlet ori?ce 13 in corresponding relationship 
With the inlet ori?ce 6 of the vacuum pump 1. The structure 3 
delimits a closed enclosure isolated from the outside environ 
ment and in Which the vacuum pump 1 is able to create a 
controlled vacuum. The Wall 2 may be the envelope of the 
structure or of ?xing means connected to the structure, such 
as for example a ?ange associated With a structure such as a 
vacuum enclosure or a pipe, adapted to receive the ?xing 
?ange of the pump. 

According to the present invention, a stainless steel annular 
?ange 14 including an upper ring 15 provided With a shoulder 
16 and a loWer ring 17 is ?tted onto the body 4 of the vacuum 
pump 1, around the end 18 of the pump body 4 coaxial With 
the inlet ori?ce 6, in order to enable the vacuum pump 1 to be 
?xed to the Wall 2 of the structure 3. The shoulder 16 alloWs 
axial positioning of the upper ring 15 on the pump body 4. 

FIG. 2 is a perspective vieW of the upper ring 15 in accor 
dance With the present invention. The upper ring 15 is 
intended to have its contact face 20 against the Wall 2 of a 
structure 3. The ring 15 is of annular shape and includes a 
shoulder 16 intended to facilitate placing it over the end 18 of 
the pump body 4. In the embodiment represented in FIG. 2, 
the ring 15 has tWelve regularly spaced through-holes 21 in it, 
in accordance With the “PNEUROP 66061” standard cur 
rently in force. In one particular embodiment the through 
holes are of the type described in the document WO-2004/ 
020839 and comprise a distal portion in the shape of a 
cylinder of circular section folloWed by a coaxial enlarged 
proximal portion of circular section adjacent the Wall of the 
structure. In practice, the proximal portion of the through 
holes may advantageously have a proximal portion in the 
shape of a cylinder of circular section joined to the distal 
portion of the through-hole by a frustoconical distal portion 
of circular section. 

The upper ring 15 also comprises tWelve cavities 22 regu 
larly distributed over its annular internal Wall 23 in contact 
With the end 18 of the pump body and disposed betWeen the 
through-holes 21 of each pair. 

FIG. 3 shoWs in perspective the loWer ring 17 Which also 
has tWelve through-holes 30 in it corresponding to the 
through-holes 21 in the upper ring 15. To enable positioning 
of the loWer ring 17 around the end 18 of the pump body 4, it 
consists of tWo half-rings 17a and 17b. 

The FIG. 4 explodedperspective vieW shoWs the upper ring 
15, the loWer ring 17 and the end 18 ofthe pump body 4. The 
end 18 of the pump body 4 carries cavities 40 that are coupled 
to respective cavities 22 of the upper ring 15 to form housings 
40-22 adapted to accommodate studs 41. 

These three components are assembled as folloWs. 

(a) The upper ring 15 is placed around the upper end 18 of the 
body 4 of the turbomolecular pump 1 from above. The shoul 
der 16 on the upper annular ring 15 enables its axial position 
on the pump body 4 to be adjusted. 

(b) The studs 41 are inserted into their housings 40-22 from 
below. 

(c) The loWer ring 17 is ?tted by disposing each half-ring 17a 
and 17b around the end 18 of the turbomolecular pump, under 
the upper ring 15. The upper ring 15 and the tWo loWer 
half-rings 17a and 17b are assembled by bolts 42 to constitute 
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6 
the annular ?ange 14. Notches 43 are provided in the pump 
body 4 to facilitate the passage of the bolts 42. In this Way it 
is possible to transport the turbomolecular pump and to fasten 
it to the structure or chassis 3 Without having to hold the upper 
ring 15 in place manually. 

(d) The assembly comprising the turbomolecular pump 4 and 
the annular ?ange 14 is ?xed to the chassis 3 by headed bolts 
44 in the smooth holes 21 and 30 passing through the rings 15 
and 17, respectively. 

In the event of destruction of the rotor 5 When running at the 
full rotation speed, the kinetic energy stored in the rotor 5 is 
transmitted to the pump body 4, Which tends to rotate. The 
invention aims to absorb this energy thanks to the elastic 
deformation properties of the material of the studs. Clearly, 
the pump body 4 can move in rotation until the stud 41 abuts 
against the lateral Wall of the volume formed by the coupled 
cavities 22 and 40. The nature of the elastomer studs, in terms 
of stiffness and damping quality, Will alloW a small displace 
ment of the annular ?ange 14 relative to the end 18 of the 
pump body 4 Without breaking the studs 41. Energy is dissi 
pated by crushing the studs 41. The structure of the system 
therefore guarantees that the bolts 44 Will remain in place in 
any event because the shear stresses imposed on them are 
greatly reduced. 

Moreover, if one of the studs 41 is unable to absorb su?i 
cient energy to prevent it breaking, the debris from the stud 41 
Will in?ltrate in the rotation direction betWeen the annular 
?ange 14 and the end 18 of the pump body 4, the effect of 
Which Will be to continue to brake the rotation of the pump 
body 4, preventing it from turning freely inside the ?ange 14. 

FIG. 5 shoWs the ?xing system according to the present 
invention in section in the plane of the bolts 44 for ?xing the 
pump to the structure. In accordance With the applicable 
standards, threaded holes 50 distributed around the outlet 
ori?ce 13 are provided in the Wall 2 of the structure 3. Asso 
ciated smooth through-holes 21 are provided in the upper ring 
15 into Which bolts 44 With heads 51 are ?tted so that their 
shanks 52 pass through the holes 21 and screW into the asso 
ciated threaded holes 50 to fasten the vacuum pump 1 to the 
structure 3 With the face 20 of the ?ange 14 pressed against the 
Wall 2 of the structure 3. 

FIG. 6 is a vieW of the ?xing system according to the 
invention in section in the plane of the studs 41, parallel to that 
of FIG. 5. According to the invention, the annular internal 
face 23 of the upper ring 15 comprises cavities 22. The end 18 
of the pump body 4 also comprises cavities 40. The cavities 22 
and 40 cooperate in pairs to form housings 40-22 into Which 
studs 41 made of a ?exible material are inserted. This material 
is preferably an elastomer such as a polysiloxane, a polychlo 
roprene or a copolymer of chloroprene, isoprene or a copoly 
mer of isoprene, or isobutylene or a copolymer of isobuty 
lene. Here the material used is a copolymer of isoprene and 
isobutylene. 

FIG. 7a shoWs the mounting in shear of a cylindrical stud in 
accordance With a different embodiment of the invention. The 
volume of the housing, delimited by the cavity 70 in the upper 
ring 71 and the cavity 72 on the end 73 of the pump body, has 
a circular section in a plane perpendicular to the axis of the 
pump body. The volume of the housing is adapted to alloW 
compression of the stud 74 in its housing. 

FIG. 7b shoWs the mounting in shear of an oblong stud in 
accordance With a further embodiment. The volume limited 
by the cavities 75 in the upper ring 76, the cavity 77 on the end 
78 of the pump body and the stud 79 may advantageously be 
of oblong shape, i.e. have a length greater than their Width. 
This embodiment increases the volume of the stud 79, and 
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therefore the quantity of polymer, With the aim of improving 
the damping capacities of the stud 79 at the same time as 
complying With the geometrical constraints of the standard. 

FIG. 7c shows the mounting in compression of a cylindri 
cal stud in accordance With a further embodiment. The upper 
portion of the housing 80 has a dimension very close to that of 
the stud 81 and rounded corners to prevent sharp edges shear 
ing the stud 81. The loWer portion 82 has a much larger radius 
of curvature for gentler Working in compression. With this 
type of mounting, the cylindrical studs 81 are loaded in com 
pression in the event of a failure. 

The invention is not limited to the embodiments described 
and lends itself to many variants that Will be readily apparent 
to the person skilled in the art. Naturally, the invention applies 
not only to vacuum pumps ?xed by a system With tWelve bolts 
conforming to the “PNEUROP 66061” standard, but also to 
vacuum pumps of different siZes ?xed by different standard 
iZed systems adapted to their siZe. 

The invention claimed is: 
1. A system of rings for ?xing a vacuum pump to a Wall of 

a structure the body of the pump having an end capable of 
being clamped by the system of rings, said system of rings 
including bolt holes adapted to cooperate With headed bolts 
for fastening the vacuum pump to the structure With the 
system of rings pressed against the Wall, characterized in that 
the system of rings comprises: 

a loWer ring and 
an upper ring cooperating to clamp the end of the pump 
body betWeen the upper ring and the loWer ring, the 
upper ring including 
a contact face that is intended to come into contact With 

the Wall of the structure and 
an annular face perpendicular to the contact face and 

adapted to be installed parallel to and in contact With 
a face of the end of the pump body said annular face 
having at least one cavity formed therein, said cavity 
being separate from the bolt holes, and at least one 
?exible material stud inserted into each said cavity. 

2. A system for ?xing a vacuum pump to a Wall of a 
structure, comprising a system of rings disposed coaxially 
With an end of the pump body around the inlet ori?ce of the 
pump and including bolt holes adapted to cooperate With 
headed bolts for fastening the vacuum pump to the structure 
With the system of rings pressed against the Wall, character 
iZed in that: 

the system of rings comprises an upper ring and a loWer 
ring cooperating to clamp the end of the pump body 
betWeen the upper ring and the loWer ring, 

Wherein there is at least one ?rst cavity, separate from the 
boll holes, in a face of the upper ring for installation 
parallel to and in contact With a face of the end of the 
pump body, and at least one second cavity, separate from 
any bolt holes, in the face of the end of the pump body, 
the ?rst cavity being coupled With the second cavity, and 
the space formed by the coupled cavities being a stud 
housing, and 

at least one ?exible material stud inserted into the stud 
housing. 

3. A ?xing system according to claim 2, Wherein the ?rst 
cavity is in a face of the upper ring that is in a plane perpen 
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dicular to that of the face of the upper ring intended to come 
into contact With the Wall of the structure. 

4. A ?xing system according to claim 2, Wherein the hous 
ing has a circular section in a plane perpendicular to the axis 
of the pump body. 

5. A ?xing system according to claim 2, Wherein the hous 
ing has an oblong section in a plane perpendicular to the axis 
of the pump body. 

6. A ?xing system according to claim 2, Wherein the cavi 
ties forming the housing When coupled are of rounded shape 
With different radii of curvature for each of the cavities. 

7. A ?xing system according to claim 2, Wherein the stud is 
made of an elastomer. 

8. A ?xing system according to claim 7, Wherein the elas 
tomer is chosen from polysiloxanes, polychloroprenes and 
their copolymers, homopolymers and copolymers of iso 
prene, and homopolymers and copolymers of isobutylene. 

9. A method of ?xing a vacuum pump to a Wall of a 
structure by means of a ?xing system comprising a system of 
rings disposed coaxially With the pump body around the inlet 
ori?ce of the pump and including bolt holes adapted to coop 
erate With headed bolts to fasten the vacuum pump to the 
structure With the system or rings pressed against the Wall, 
characterized in that the system of rings includes an upper 
ring and includes a loWer ring consisting of tWo half-rings and 
in that the method comprises the folloWing steps: 

the upper ring is placed around the end of the pump body 
from above, the upper ring including at least one ?rst 
cavity, separate from the bolt holes, in a face of the upper 
ring placed in contact With a face of the end of the pump 
body, 

the upper ring is place in contact With and aligned With the 
face of the end of pump body so that the ?rst cavity is 
coupled to a second cavity, separate from any bolt holes 
in the face of the end of the pump body, the space formed 
by the coupled cavities being, a stud housing, 

a stud is inserted into the stud housing from beloW, 
each half-ring constituting a loWer ring is placed around the 

end of the pump body under the upper ring, 
the upper ring and the loWer ring are assembled by bolts, 
the assembly comprising the system of rings around the 
pump body is ?xed to the Wall of the structure by means 
of headed bolts. 

10. The ?xing system according to claim 5, Wherein the 
housing With an oblong section is ?tted With a stud of corre 
sponding oblong section. 

11. A ?xing system according to claim 2, Wherein the 
cavities forming the housing have a section in a plane perpen 
dicular to the axis of the pump body Which is a rounded shape 
With different radii of curvature for each of the cavities. 

12. A ?xing system according to claim 2, Wherein the 
cavities each have a generally cylindrical shape With the axis 
of each cylinder parallel to said contacting faces of the upper 
ring and end of the pump body, the cavities forming a housing 
When coupled Which has a section of rounded shape in the 
plane perpendicular to the axes of the cylinders, With different 
radii of curvature in the section for each of the cavities. 


