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HEATED INSULATING GLASS PANEL WITH 
A FITTING 

FIELD OF THE INVENTION 

The present invention relates to a heated dielectric unit 
With a ?tting. More particularly, the present invention relates 
to a heated insulating glass panel having a ?tting for routing 
Wires to and from the heated insulating glass panel. 

BACKGROUND OF THE INVENTION 

Those skilled in the art knoW that electrical poWer is uti 
liZed to produce heat in dielectric panels (a.k.a., units), for 
example, insulating glass (IG) panels, that have a conductive 
thin-?lm coating disposed thereon. In order to provide the 
electrical poWer to such heated dielectric panels, electrical 
Wires are typically connected to bus bars that are disposed on 
the heated dielectric panels. 

Often, electrical Wires from, for example, an electrical 
poWer source, are routed by pathWays, for example, conduit, 
raceWays, and panel frames, to the heated dielectric panels. 
To safely provide electrical routing and connection to the 
heated dielectric panels, the National Electrical Code (N EC) 
and the UnderWriters Laboratories (UL) have established per 
formance standards. 
UL Wiring standards, as they apply to an IG panel, require, 

for example, that Wiring must be protected in a recogniZed 
conduit or raceWay. The protected Wiring and any connectors, 
through Which the protected Wiring may be disposed, must 
Withstand 35 pounds of a pulling force for 60 seconds in any 
direction. Further, the protected Wiring must not exceed 6 feet 
in length and must terminate in an electrical junction box that 
meets the NEC requirements or standards. 

In addition to these UL Wiring standards, IG panels are 
expected to have a spacer edge that is impervious to moisture, 
thus it is not practical to anchor Wiring directly to the spacer 
edge. It is common that space for channel Wiring is limited to 
1/2 inch betWeen the glass panels. Any connectors that are 
utiliZed for routing Wires need to be compatible With the 
material make up of sealants and spacers. 

The Wiring must be capable of entering and leaving the 
space betWeen the IG units and anyWhere along the IG unit, 
With the exception of the loWer horizontal panel edge, knoWn 
as a panel sill. When entering or leaving the space betWeen the 
IG units, the Wiring must be capable of extending directly 
aWay or tangentially aWay from the IG unit, While taking up a 
minimum of space. No matter hoW the Wiring is routed, it is 
necessary for the manufactured IG unit to maintain the spac 
er’s seal integrity. 

Thus, a ?tting that is capable of meeting at least the above 
stated requirements has been sought. 

SUMMARY OF THE INVENTION 

The present invention relates to an insulating dielectric 
panel that comprises at least tWo dielectric sheets that are 
parallel to and spaced apart from one another, With a spacer 
disposed therebetWeen. The spacer has a spacer edge Where a 
?tting is disposed thereon. The ?tting is comprised of a ?tting 
tubular portion that is disposed on a ?tting base portion. The 
?tting is capable of routing Wires therein. An extension, 
capable of routing the Wires at a chosen angle that is com 
monly knoWn to those skilled in the art as an “elboW”, may be 
disposed on an end of the tubular portion that is opposite the 
base portion. 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

2 
Further advantages of the present invention Will be appar 

ent from the folloWing description and appended claims, ref 
erence being made to the accompanying draWings forming a 
part of a speci?cation, Wherein like reference characters des 
ignate corresponding parts of several vieWs. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1a is a cross-sectional vieW of an insulating dielectric 
panel With a ?rst ?tting disposed thereon in accordance With 
the present invention; 

FIG. 1b is a three dimensional vieW, in the direction of the 
line 119-119, of FIG. 1a; 

FIG. 10 is a cross-sectional vieW of the insulating dielectric 
panel With a second ?tting disposed thereon in accordance 
With the present invention; 

FIG. 2 is a three dimensional vieW of an elboW in accor 
dance With the present invention; 

FIG. 3 is a three dimensional vieW of the second ?tting of 
FIG. 10; 

FIG. 4 is an electrical schematic in accordance With the 
present invention; and 

FIG. 5 is a three dimensional vieW of the connecting of the 
elboW of FIG. 2 With the second ?tting of FIG. 10. 

DETAILED DESCRIPTION OF THE INVENTION 

FIG. 1a illustrates a ?rst ?tting 10 disposed on an insulat 
ing dielectric panel 20. The ?rst ?tting 10 is shoWn having a 
?rst ?tting tubular portion 11 and a ?rst ?tting base portion 
12. The ?rst ?tting tubular portion 11 is shoWn disposed, for 
example, in a substantially perpendicular fashion, at one end 
onto the ?rst ?tting base portion 12. 

HoWever, it is Within the spirit and scope of the present 
invention that the ?rst ?tting tubular portion 11 may extend 
aWay from the ?rst ?tting base portion 12 at various angles. 
As illustrated throughout, ?tting tubular portions 11,11' (see, 
for example, FIGS. 10, 3 for tWo separate vieWs of the second 
?tting tubular portion 11') have a generally circular cross 
section, but it is Within the spirit and scope of the present 
invention that the ?tting tubular portions 11,11' may have 
other cross-sectional shapes, for example, rectangular and 
triangular. 
As further illustrated in FIG. 1a, the ?rst ?tting tubular 

portion 11 has a ?rst ?tting bore 13 therethrough, With at least 
one radially oriented ?rst ?tting tubular hole 14 that connects 
to the ?rst ?tting bore 13, and With at least one optional ?tting 
slot 15. Wires 1811,!) are shoWn being routed through a path 
Way that comprises the ?rst ?tting bore 13 and then through 
the ?rst ?tting tubular hole 14. 

The ?rst ?tting tubularpor‘tion 11 may be integrally formed 
(for example, of die cast metal, of molded plastic, or into a 
machined metal part) With the ?rst ?tting base portion 12, 
Which has at least one attachment means 16 (for example, a 
screW 16b, Whose threads 17b are shoWn as hidden items, a 
rivet, or an adhesive), Which are knoWn in the art, to secure the 
?rst ?tting 10 onto the insulating dielectric unit 20. 
The insulating dielectric unit 20 has at least tWo dielectric 

sheets 21, 21', Which are in a parallel arrangement With one 
another, With a spacer 22 disposed therebetWeen. A space (or 
gap) 23 betWeen the sheets 21,21' may be evacuated of air or 
the space 23 may have a rare gas disposed therein. The spacer 
22 is shoWn With a primary sealant 24 disposed betWeen the 
spacer 22 and the sheets 21,21', near the perimeter of the 
insulating dielectric unit 20. A recess 47 may be formed at the 
perimeter of the insulating dielectric unit 20, by the Way in 
Which the spacer 22 and the sheets 21,21' are disposed. As 
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such, the recess 47 may be utilized as a pathway for routing 
the Wires 1811,!) on the outside of the insulating dielectric unit 
20. 

The spacers 22,22‘ may, for example, comprise a plastic, a 
rubber compound, a metal, or combinations thereof, and the 
spacers 22,22‘ may, for example, be solid or tubular. Spacer 
holes that are utiliZed for Wire passage into the space 23 may 
have hole inserts (not shoWn), Which are common in the art, 
for reducing chaf?ng of Wires 18a, b. The cross-section of the 
spacers 22,22‘ may, for example, be rectangular (as shoWn) or 
tapered (not shoWn). Desiccant, Which is not shoWn, but 
Which is common in the art, may be disposed Within holloW 
spacers 22,22‘ to absorb moisture Within the insulating dielec 
tric panel 20. 

The spacers 22,22‘ have a spacer edge 27, Where a spacer 
layer 28 is formed or disposed thereon. It is a discovery of the 
present invention that the spacer layer 28, for example, a 
metal layer, has been found to cooperate With the ?tting base 
portions 12,12‘ and the attachment means 16 (like screWs 
1611,19) to alloW the ?ttings 10,10‘ to meet a UL 35 pound pull 
test on the Wires 1811,!) for 60 seconds or less in any direction, 
and, consequently, on the ?ttings 10,10‘. 

Hence, if a pulling force (i.e., in a direction aWay from the 
?ttings 10,10‘) of 35 pounds or less is communicated to one or 
each of the Wires 1811,!) for 60 seconds or less in any direction, 
then the Wires 1811,!) Will remain in electrical communication 
With a conductive coating 29 (for example, a chemical vapor 
deposition (CVD) coating), Which is disposed on a major 
interior surface 26 of the dielectric sheet 21‘. In addition, the 
?ttings 10,10‘ Will remain attached to the spacer layer 28, 
Which may be, for example, a metal layer disposed on the 
exterior of a plastic or a rubber spacer 22,22‘ or is the metal 
spacer 22,22‘ itself. 
Note that one or both of the Wires 1811,!) may be routed 

through a pathWay that comprises the bores 13,13‘, Which, in 
addition to extending through the tubular portions 11,11‘, 
may also extend through holes in the base portions 12,12‘ and 
through holes in the spacer 22‘ (shoWn in FIG. 10, but the 
spacer 22‘ could also be utiliZed With the ?rst ?tting 10 as 
shoWn in FIGS. 1a, b). The slot 15 may be utiliZed to route the 
Wires 1811,!) in a direction that is tangential to the edge 27 of 
the spacers 22,22‘. 
As depicted in FIG. 4, the Wire 1811 could be connected to 

a bus bar 43a via the bore 13‘ and into the space 23 (see, for 
example, FIG. 10), Where the Wire 1811 is disposed onto the 
?rst bus bar 4311 (or indirectly, exteriorly to tabs on the bus 
bars 43, not shoWn). On the other hand, the Wire 18b could 
exit the ?tting 10‘ by Way of tubular hole 14‘ and be routed in 
the recess 47 betWeen the tWo dielectric sheets 21,21‘ to an 
opposite side of the insulating dielectric panel 20. 
As shoWn on the left side of the insulating dielectric panel 

20 in FIG. 4, the Wire 18b could be disposed through a hole 45 
(that may have an insert therethrough) that is disposed 
through the spacer 22‘. Upon entering the space 23, the Wire 
18b is disposed onto the second bus bar 43b, thus the Wires 
1811,!) are electrically connected across a portion of the con 
ductive coating 29. When electricity is communicated (via an 
electrical source of poWer 41), by Way of Wires 18a,b, to the 
conductive coating 29, heat is generated by the insulating 
dielectric unit 20. 

The dielectric sheets 21,21‘ may comprise glass, ceramic, 
or glass-ceramic. The conductive coating 29 may comprise a 
doped metal oxide, like tin oxide doped With ?uorine, Which 
could be disposed With a thickness that is one micron or less. 
The dielectric sheets 21,21‘ may be transparent, opaque, or 
translucent. 
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FIG. 1b is a three dimensional vieW, in the direction of line 

119-119 of FIG. 1a, Where both screWs 1611,!) and Wires 1811,!) 
are further illustrated. The insulating dielectric panels 20, as 
so constructed, may be utiliZed as a heated dielectric panel 
assembly (see U.S. Application Publication No. 2003/ 
0127452, Which is incorporated herein by reference) in, for 
example, architectural, commercial, automotive, and appli 
ance applications, to name just a feW. 

FIG. 4 is an electrical schematic of the present invention, 
Where one insulating dielectric unit 20 is shoWn connected in 
an electrical circuit 40. It is, hoWever, Within the spirit and 
scope of the present invention that multiple insulating dielec 
tric units 20 could be connected to the electrical source of 
poWer 41, in much the same manner as the insulating dielec 
tric unit 20 of FIG. 4. 

Although not shoWn, the electrical poWer to the bus bars 
4311,!) may be controlled by a microprocessor that may utiliZe 
a triac or other solid state sWitching device. The micropro 
cessor and the triac or other solid state sWitching device may 
be disposed, for example, in the recess 47, a frame, a Wire 
chase, or the like, of the insulating dielectric units 20. The 
disposal and control of these devices are disclosed in Us. 
patent application Ser. No. ll/200,724 that Was ?ledAug. 10, 
2005, Which is incorporated herein by reference. 
The conductive thin ?lm 29 may also comprise a conduc 

tive metal oxide that has loW emissivity (loW-E) properties, 
Which consequently Would radiate most of the heat from the 
coating 29 into the dielectric sheet 21‘ and then aWay from the 
dielectric sheet 21‘ (i.e., doWn in FIG. 1a), to heat objects and 
people by Way of radiation or to heat air by Way of convection. 
Thus, little heat Would be directed toWard the space 23 or into 
the dielectric sheet 21. 

It is also a discovery of the instant invention that the ?ttings 
10,10‘ are capable of alloWing the Wiring 1811,!) to enter and 
leave the space 23 betWeen tWo insulating dielectric units 20 
and along the insulating dielectric units 20, While taking up a 
minimum amount of that space, for example, 1/2 inch in Width, 
and yet maintain the spacer’s seal integrity. When the Wiring 
1811,!) is routed in the recess 47 of the insulating dielectric 
units 20, a secondary sealant 52 may be disposed in the recess 
47 to properly seal and safely contain the Wires 18a,b, as 
illustrated in FIG. 10. 

FIG. 2 depicts an elboW 30 having an elboW body 34 With 
an elboW tubular portion 31 disposed thereon. The elboW 
tubularportion 31 has male elboW tubular threads 32 disposed 
thereon and an elboW tubular bore 35 disposed therethrough. 
In addition, the elboW tubular bore 35 extends Within the 
elboW body 34 to a junction With an elboW body bore 33, 
Which are illustrated as being circular in cross-section. 
Although threads 19‘ and 32 are shoWn throughout as male 
threads, it is Within the spirit and scope of the present inven 
tion that the threads 19‘ and 32 could be female, Wherein 
mating parts Would have male threads. 

In addition, the elboW body bore 33 is shoWn as being 
disposed substantially perpendicular to the elboW tubular 
bore 35. HoWever, the bore 33 may have other cross-sectional 
shapes, for example, rectangular and triangular, and could be 
disposed at angles other than 90 degrees to the bore 35, and 
still remain Within the spirit and scope of the present inven 
tion. 
The elboW 30 may be utiliZed in conjunction With the ?rst 

?tting 10 of FIGS. lab, where the ?rst ?tting tubular portion 
11 Would cooperate (e.g., in intimate contact) With the elboW 
body bore 33 to form a Wire pathWay through the bores 13, 33, 
35 for the Wires 18a,b. As a result, the Wires 1811,!) Would be 
tangentially (i.e., With respect to the spacer edge 27) received 
by the elboW 30 at the elboW bore 35, and then redirected at a 
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more perpendicular orientation toward the spacer edge 27 by 
Way of the bores 13 and 33. The Wires 1811,!) may exit the ?rst 
?tting tubular portion 11 via the ?rst ?tting tubular holes 14 or 
continue on through holes in the ?tting base 12 and the spacer 
22', as mentioned above With regard to FIG. 10. 

The elbow threads 32 (shoWn as male) are utilized to coop 
erate With conduit 51 (common in the art and shoWn in FIG. 
10) having mating (shoWn as female) threads, for example, 
5/16 inch ?exible conduit through Which the Wires 1811,!) may 
be routed. Typically, it is su?icient to utiliZe tWo or three turns 
on the threads 19',32 of the respective threaded parts 10',30, in 
order to provide an adequate retention force betWeen the 
threads 19',32 and the inner mating (female) threads of the 
conduit 51. It is Within the spirit and scope of the present 
invention that the ?rst ?tting 10 may be utiliZes Without the 
use of any conduit or Without the use of the mating conduit 51. 

FIG. 3 illustrates a second ?tting 10' that is an alternate 
embodiment of, and yet much the same as, the ?tting 10 of 
FIGS. lab. The second ?tting 10' comprises a second ?tting 
tubularportion 11' and a second ?tting base portion 12', Where 
the second ?tting tubular portion 11' is disposed, for example, 
in a substantially perpendicular fashion, at one end onto the 
second ?tting base portion 12'. HoWever, it is Within the spirit 
and scope of the present invention that the second ?tting 
tubular portion 11' may extend aWay from the second ?tting 
base portion 12' at various angles. 

Also shoWn in FIG. 3 are optional attachment means holes, 
like base hole 16', that alloW, for example, the attachment 
screWs 1611,!) to cooperate With the spacer layer 28 for dis 
posing the second ?tting base portion 12' onto the spacer 22' 
(or 22). A second ?tting tubular bore 13' alloWs Wires 1811,!) to 
be routed into and out of at least one second ?tting tubular 
hole 14', or the second tubular bore 13' may continue through 
the second base portion 12' and, thus alloW the Wires 1811,!) to 
be routed through the spacer 22', as mentioned above. 

The second ?tting 10' at least varies from the ?rst ?tting 10 
in that the second ?tting 10' has the tubular threads 19' dis 
posed on an exterior surface of the ?tting tubular portion 11', 
as illustrated in FIG. 3. The threads 19' (shoWn as male in 
shape) are utiliZed to cooperate With the mating threads that 
are formed Within the conduit 51, like the 5/16 inch ?exible 
conduit mentioned above, through Which the Wires 1811,!) may 
be routed. It is knoWn that the 5/16 inch conduit is su?icient to 
contain tWo #16 AWG (American Wire Gauge) Wires. 

FIG. 1c shows an embodiment of the present invention 
utiliZing the second ?tting 10' Where the second bore 13' 
extends through the second tubular portion 11', through the 
second base portion 12', and then through a second spacer 22'. 
In FIG. 10 the Wire 1811 is shoWn extending into the space 23 
betWeen the dielectric sheets 21,21‘, Where it could then be 
disposed onto one of the bus bars 4311 or 43b. 

Also shoWn in FIG. 10 is the cooperation betWeen the 
conduit 51 (in hidden form) and the threads 19' of the second 
?tting 10'. Wire 18b exits the second ?tting 10' by Way of the 
second ?tting tubular hole 14'. 

After the ?ttings 10,10' are initially disposed on the insu 
lating dielectric panel 20 (by Way of, for example, double 
faced adhesive tape or a small quantity of adhesive), the 
screWs 1611,!) are tightened to mount the ?tting 10,10' to the 
panel 20, and then the Wires 1811,!) are routed through the 
bores 13, 13', 33, 35, the holes 14, 14', the panel edge 27, 
and/ or the recess 47. Next, the conduit 51 may be secured to 
the threads 19' and then the secondary sealant 52 may be 
disposed over the base portions 12 or 12' of the respective 
?ttings 10 or 10', the Wires 1811 and/or 18b, the panel edge 27, 
the recess 47, and/ or possibly portions of the conduit 51. 
When the secondary sealant 52 has cured, the Wires 1811,!) can 
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6 
be further routed into the conduit 51 and then the conduit 51 
can be tightened to the second ?tting 10'. 
When utiliZing the elboW 30, the ?rst ?tting 10 may be 

utiliZed in place of the second ?tting 10', Wherein the tubular 
portion 11 is pressed tightly (via intimate contact) into the 
elboW bore 33, an elboW set screW and an elboW set screW hole 
(neither of Which are shoWn but Which are common in the art) 
are utiliZed to secure the elboW 30 to the ?rst tubular portion 
11 of the ?rst ?tting 10. Next, the Wires 1811,!) are routed 
through the elboW bores 33,35 and the elboW 30 is tightened 
by Way of the threads 32 to the conduit 51. Then the secondary 
sealant 52 may be disposed in much the same manner as noted 
above. 

It is Within the spirit and scope of the present invention that 
the elboW 30 could be formed Without the threads 32 and that 
no conduit or conduit other than the ?exible conduit 51 (e. g., 
Without mating threads) could be utiliZed. 

At an end of the conduit 51 (Which is opposite the insulat 
ing dielectric unit 20), With the Wires 1811,19 routed therein, 
may be terminated in, for example, a threaded adaptor (not 
shoWn, but common in the art) that Would alloW the conduit 
51 to be disposed in a standard NEC junction box (not shoWn, 
but also common in the art). 

Thus, the present invention ef?ciently, safely, and Water 
tightly routes, via the inventive ?ftings 10,10', electrical Wir 
ing 18a,b, for heated insulating dielectric panels 20, Which 
are connected to electrical poWer service 41 and panel termi 
nations, like 43a,b. This is achieved While meeting UL and 
NEC performance standards. 

In accordance With the provisions of the patent statutes, the 
principles and modes of operation of this invention have been 
described and illustrated in its preferred embodiments. HoW 
ever, it must be understood that the invention may be prac 
ticed otherWise than speci?cally explained and illustrated 
Without departing from its spirit or scope. 
What is claimed is: 
1. An insulating dielectric panel, comprising: 
a pair of dielectric sheets; 
a spacer disposed betWeen the pair of dielectric sheets, the 

spacer forming a space betWeen the pair of dielectric 
sheets therein and having a spacer edge external to the 
internal space betWeen the dielectric sheets; and 

a ?tting comprised of a ?tting base portion and a ?tting 
tubular portion, the ?tting base portion being disposed 
on the external spacer edge and the ?tting tubular portion 
being disposed on the ?tting base portion; 

the ?tting tubular portion disposed externally aWay from 
the ?tting base portion and capable of routing Wires 
therethrough. 

2. The insulating dielectric panel of claim 1, Wherein the 
dielectric sheets comprise glass, ceramic, or glass-ceramic. 

3. The insulating dielectric panel of claim 1, Wherein the 
dielectric sheets are transparent. 

4. The insulating dielectric panel of claim 1, Wherein the 
?tting base portion and the ?tting tubular portion are disposed 
in a perpendicular relationship. 

5. The insulating dielectric panel of claim 1, Wherein the 
?tting tubular portion has an axial bore therethrough and at 
least one radially oriented hole at the external spacer edge, the 
?tting tubular bore and the ?tting radial hole form a pathWay 
for routing the Wires. 

6. The insulating dielectric panel of claim 5, Wherein the 
?tting base portion and the spacer each has a hole aligned With 
the ?tting tubular axial bore, thus alloWing the Wires to be 
routed to the space betWeen the dielectric sheets. 

7. The insulating dielectric panel of claim 1, further com 
prising an elboW, the elboW comprising: 
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an elbow body, the elbow body having an elbow body bore 
disposed therein; and 

an elbow tubular portion, the elbow tubular portion being 
disposed on the elbow body, the elbow tubular portion 
having an elbow tubular bore axially disposed there 
through, and the elbow tubular bore extending into the 
elbow body to a junction with the elbow body bore; 

wherein the ?tting tubular portion has a ?tting bore axially 
disposed therethrough, the exterior of the ?tting tubular 
portion being capable of intimate contact with the elbow 
body bore, and the elbow body bore, the elbow tubular 
bore, and the ?tting bore form a pathway for routing the 
wires. 

8. The insulating dielectric panel of claim 7, wherein the 
elbow tubular portion comprises male threads disposed on an 
exterior surface thereof. 

9. The insulating dielectric panel of claim 1, wherein the 
external spacer edge comprises a spacer layer disposed 
thereon, the spacer layer cooperates with attachment means to 
dispose the ?tting base portion on the spacer. 

10. The insulating dielectric panel of claim 9, wherein the 
spacer layer comprises a metal and the attachment means 
comprise at least one screw, at least one rivet, or an adhesive. 

11. The insulating dielectric panel of claim 9, wherein the 
?tting tubular portion and the ?tting base portion are capable 
of maintaining a position on the spacer layer when a pulling 
force of thirty-?ve pounds or less is communicated to the 
wires for 60 seconds or less, in any direction. 

12. The insulating dielectric panel of claim 1, wherein the 
?tting is further comprised of cast metal, machined metal, or 
plastic. 

13. The insulating dielectric panel of claim 1, wherein one 
of the two dielectric sheets has an electrically conductive 
doped metal oxide thin ?lm coating disposed on a surface that 
is adjacent to a space between the sheets. 

14. The insulating dielectric panel of claim 13, wherein the 
thin ?lm coating is one micron or less in thickness. 

15. The insulating dielectric panel of claim 13, wherein the 
thin ?lm coating comprises a low emissivity coating. 
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16. The insulating dielectric panel of claim 1, wherein the 

?tting tubular portion comprises a slot. 
17. The insulating dielectric panel of claim 1, wherein the 

?tting further comprising a male thread disposed on an exte 
rior surface thereof. 

18. The insulating dielectric panel of claim 1, wherein at 
least a partial recess is formed between the dielectric sheets at 
the external spacer edge. 

19. The insulating dielectric panel of claim 18, wherein at 
least one wire is disposed in the recess by way of a sealant. 

20. An insulating dielectric heater assembly comprising 
the insulating dielectric panel of claim 1, wherein the insu 
lating dielectric heater assembly is utiliZed as an architectural 
panel assembly, as a commercial panel assembly, as an auto 
motive panel assembly, or as an appliance panel assembly. 

21. An insulating glass heater assembly, comprising: 
a ?rst glass sheet and a second glass sheet, the ?rst glass 

sheet having a major surface with a conductive thin ?lm 
coating disposed thereon, and at least two bus bars dis 
posed on the conductive thin ?lm coating; 

a spacer disposed between the two glass sheets on a periph 
ery thereof, the spacer forming a gap between the two 
glass sheets therein, the bus bars being adjacent the gap, 
the spacer having a spacer edge external to the gap, and 
at least a partial recess formed at the external spacer 
edge; and 

a ?tting comprised of a ?tting base portion and a ?tting 
tubular portion, the ?tting base portion being disposed 
on the external spacer edge and the ?tting tubular portion 
disposed externally away from the ?tting base portion 
and having an axial bore therethrough and a radial hole 
that connects to the axial bore; 

wherein wires are routed through the ?tting and then at 
least one wire is routed into the gap and at least one wire 
is routed around the recess, and both wires being elec 
trically connected to the bus bars. 

* * * * * 


