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ANALOG-TO-DIGITAL CONVERTER 

CROSS-REFERENCE TO RELATED 
APPLICATION 

This application claims priority under 35 U.S.C. §l 19(e) to 
Us. Provisional Patent Application Ser. No. 60/972,372, 
“10.3 GS/s 6 bit Interleaved/Pipelined ADC Using Open 
Loop Ampli?ers and Digital Calibration for a Maximumi 
Likelihood Sequence Detection Receiver in 90 nm CMOS,” 
by Ali NaZemi et. al, ?led Sep. 14, 2007. The subject matter of 
the foregoing is incorporated herein by reference in its 
entirety. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

This invention relates generally to analog-to-digital con 
ver‘ters. More particularly, it relates to high speed analog-to 
digital converters using lookahead pipelined architecture and 
open-loop residue ampli?ers. 

2. Description of the Related Art 
There is a need for high speed analog-to-digital converters 

(ADCs). For example, there is strong commercial interest in 
10 Gbit/s serial data transmission. In order to enable high 
performance sampling detectors, such as the Viterbi detector, 
a higher receive SNR is required than is required for subop 
timal detectors such as decision feedback equaliZation. In 
order to provide these higher SNRs, l0 Gigasamples per 
second (GS/ s) ADCs With 5-8 bits of accuracy are currently 
required. 

HoWever, poWer dissipation is a signi?cant problem for 
higher speed ADCs. In fact, all previously reported multi 
GHZADCs use too much poWer to be considered viable for 10 
Gbit/ s serial data transmission applications.A useful ?gure of 
merit in evaluating the poWer e?iciency of an ADC is the 
quantization energy EQ, expressed in picojoules per conver 
sion step: 

Power 
E _ (1) 

Q _ ZENOBQFW) 

Where PoWer is the poWer consumption in Watts, ENOB is the 
effective number of bits of the ADC, and FBWis the full-speed 
bandWidth of the converter (equal to Fs/2 in a full Nyquist 
ADC). The presently reported state of the art for very high 
speedADCs is l .6 GS/ s conversion rate but With quantiZation 
energy of 7.4 pJ/conv-step. A more poWer ef?cient ADC is 
reported at only 1.0 pJ/conv-step but it only has a conversion 
rate of 80 MS/s. 

A goal of currentADCs is a conversion rate of l 0 GS/ s With 
a resolution of 5 bits per sample and a quantiZation energy of 
0.3 pJ/conv-step. This goal is important in order to reduce 
overall system poWer to a point where 10 Gbit/ s data trans 
mission using the V1terbi detector Would be commercially 
viable using current technology. 
TWo common architectures for high speed ADCs are ?ash 

and pipeline. The ?ash ADC is the simplest and inherently 
fastestADC. It uses 2N—l parallel comparators, Where N is the 
number of bits. The incoming analog value is simultaneously 
applied to each of the comparators, With the aggregate results 
from all of the comparisons determining the digital represen 
tation. Besides complexity and poWer consumption that 
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2 
groWs geometrically With resolution, high-resolution ?ash 
converters have tight offset requirements that further increase 
poWer consumption. 
The pipelined ADC uses simpler, loWer resolution ADC 

stages Which Work concurrently on different samples of the 
input, so the throughput is equal to the speed of a given stage 
and is almost independent of the number of stages. The poWer 
consumption of a pipeline groWs linearly With the number of 
bits, and offset requirements are reduced in the loW resolution 
ADC stages When redundancy is applied. HoWever, the ADC 
stages typically include linear residue ampli?ers, Which tra 
ditionally are implemented as operational ampli?ers con 
nected in a negative feedback con?guration. The use of a 
closed feedback loop increases the poWer consumption. 

Thus, there is a need for high speed ADCs that can achieve 
both high speed and high accuracy While simultaneously 
achieving loW poWer consumption. 

SUMMARY OF THE INVENTION 

The present invention overcomes the limitations of the 
prior art by providing a lookahead pipelined ADC architec 
ture that uses open-loop residue ampli?ers With calibration. 
This approach is able to achieve a high-speed, high-accuracy 
ADC With reduced poWer consumption. 

In one aspect, an ADC pipeline unit includes a plurality of 
lookahead pipeline stages (i.e., an ADC lookahead pipeline) 
coupled to a calibration unit. The ADC lookahead pipeline 
includes open-loop residue ampli?ers, Which results in faster 
and/or loWer poWer operation. The lookahead architecture 
alloWs other circuitry to keep pace With the open-loop ampli 
?ers. The calibration unit compensates for non-linearity in the 
open-loop ampli?ers. Furthermore, assume that the ADC 
pipeline unit performs an N-bit digital conversion. The ADC 
pipeline generates M raW bits, With M>N, thus adding redun 
dancy to compensate for the loWer accuracy open-loop ampli 
?ers. 
One advantage of using open-loop residue ampli?ers is that 

they can increase the sampling rate possible at a given poWer 
consumption by removing the requirement for linear ampli 
?ers. In an ADC pipeline unit With open-loop residue ampli 
?ers, the comparators in the sub-ADCs consume signi?cant 
poWer relative to the residue ampli?ers. This is in contrast to 
a conventional ADC pipeline in Which the overall stage poWer 
consumption is typically dominated by the poWer consump 
tion of the operational ampli?er. To reduce comparator poWer 
and to reduce the risk of comparator metastability (Which is 
important to achieve a loW bit-error rate), the lookahead 
architecture is used in order to give the comparator more time 
to regenerate. To achieve higher accuracy than is possible 
based solely on component manufacturing tolerances, non 
linear calibration is used to desensitiZe the ADC pipeline 
from errors in the gain and offset values of the open-loop 
residue ampli?ers. 

In one aspect, the ADC pipeline unit includes M lookahead 
pipeline stages for an N-bit ADC With M>N and each looka 
head pipeline stage generates l raW bit. In other Words, the 
ADC pipeline unit uses a sub-radix architecture. 

In another aspect, various techniques are used to improve 
performance and/or manufacturability. For example, resistor 
and comparator trimming circuits can be used to compensate 
for process variations. Circuits that reduce charge sharing 
betWeen sample and hold capacitors and the inputs to open 
loop ampli?ers can increase the gain bandWidth product. 
Variable duty cycle can be used to adjust hoW much time is 
allocated to various phases of comparator operation, thus 
increasing performance. 
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In another aspect of the invention, pipeline units as 
described above are multiplexed to produce an interleaved 
ADC. The interleaved ADC includes an analog demulti 
plexer, K ADC channels and a digital multiplexer. For 
example, an incoming 10 GS/ s analog stream can be demul 
tiplexed into eight 1.25 GS/s analog streams (KI8). Each 
ADC channel converts one of these analog streams into a 
corresponding digital streams, Which are then multiplexed 
together to form the ?nal digital output stream. In one design, 
each ADC channel includes tWo ADC pipeline units. One unit 
is in operation While the other is in calibration. The tWo 
pipeline units automatically interchange roles of operation 
and calibration. 

Other aspects of the invention include systems using the 
devices described above, and methods corresponding to and 
applications for these devices and systems. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The invention has other advantages and features Which Will 
be more readily apparent from the folloWing detailed descrip 
tion of the invention and the appended claims, When taken in 
conjunction With the accompanying draWings, in Which: 

FIG. 1 is a block diagram illustrating a pipelined ADC 
architecture, suitable for use With the present invention. 

FIG. 2 is a block diagram of a lookahead ADC pipeline 
With open-loop residue ampli?ers, according to the invention. 

FIG. 3 is a circuit diagram of a residue ampli?er and a 
sample-and-hold circuit. 

FIG. 4 is a circuit diagram of a resistor trimming circuit. 
FIG. 5A (prior art) is a circuit diagram illustrating charge 

sharing. 
FIG. 5B is a circuit diagram of a circuit to reduce charge 

sharing. 
FIG. 6 is a circuit diagram of a comparator input pre 

ampli?er. 
FIG. 7 is a circuit diagram of a circuit for adjusting the duty 

cycle ofa clock signal. 
FIG. 8 is a circuit diagram of an open-loop ampli?er. 
FIG. 9 is a block diagram of an interleaved ADC using 

parallel ADC channels. 
FIG. 10 is a block diagram of a circuit that sWitches 

betWeen calibration and normal operation for ADC pipeline 
units. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Throughout the folloWing description, a 10.3 GS/s 6 bit 
ADC With an input bandWidth of 5.1 GHZ Will be used to 
illustrate various aspects of the invention. To increase reso 
lution With moderate poWer dissipation, this example circuit 
uses a pipelined architecture With open-loop ampli?ers and 
digital calibration. Various trimming circuits are used to 
enhance yield over process. A 1 bit per stage approach 
increases the gain-bandWidth product for a given poWer con 
sumption. To achieve a bit error rate (BER)<10_l2 required by 
the example application (90 nm CMOS MLSD MMF trans 
ceiver), each comparator utiliZes a probability of a meta 
stable event signi?cantly loWer than 10'”, resulting in a 
comparator maximum clock rate of 1.5 GHZ. An 8 Way inter 
leaved ADC design is used, comprising 8 ADC channels 
clocked at 1.3 GHZ. Each ADC channel includes tWo ADC 
pipelines, alloWing continuous background calibration. The 
input of each pair is selected through an analog multiplexer. In 
a conventional 1 bit per stage architecture, the comparator is 
alloWed to make a decision Within half a clock cycle. By 
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4 
contrast, this examples uses a bit look-ahead scheme shoWn in 
FIG. 1 to increase the comparator regeneration time. Simu 
lations shoW that 10 pipelined stages can achieve 6 ENOB 
after calibration. 

FIG. 1 is a block diagram illustrating a pipelined ADC 
architecture suitable for use With the present invention. The 
ADC pipeline 100 includes an input sample-and-hold stage 
110 folloWed by a number of loW resolution ADC stages 
120A-120N. The stages 120 preferably are identical, except 
that the beginning and ending stages may be different due to 
their location at the beginning or end of the pipeline 100. In 
this example, each ADC stage 120 is a 1-bit stage. Each stage 
120 includes a 1-bit analog-to-digital converter (e.g., a com 
parator) 121, a 1-bit digital-to-analog converter 122 (e.g., a 
sWitch), an analog subtractor 123, a gain stage (i.e., the resi 
due ampli?er) 125, and a sample-and-hold circuit 129. The 
1-bit ADC 121, Which Will also be referred to as a sub-ADC, 
makes a 1-bit decision on the input signal Vim- for the stage 
120. This bit d,- is used in the sub-DAC 122 to generate a 
voltage VDASCZ- representing the contribution of that bit dl- to 
the input signal Vim. The subtractor 123 subtracts the contri 
bution VDASCZ- from the input signal Vim- to develop a residue, 
Which is the remaining value of the input signal after the value 
of the previously decided bits is removed. The residue ampli 
?er 125 multiplies the residue by a gain value G (Which is 2 if 
the stage converts one effective bit). The resulting residue res, 
is held in a sample-and-hold circuit 129 and used as the input 
signal Vim. for the next stage. Thus, each stage is operating to 
produce 1 bit of the result. The gain of 2 applied by the residue 
ampli?er 125 scales the residue so that the same circuitry can 
be used for the next stage. The speed of this converter is 
limited by the critical path consisting of the 1-bit ADC (typi 
cally a comparator) 121, the 1-bit DAC (Which is typically 
just a sWitch) 122, the subtractor 123, and the residue ampli 
?er 125. 

Unlike conventional ADC pipelines, the residue ampli?ers 
125 according to the invention are implemented as open-loop 
ampli?ers. In a conventional ADC pipelines, the residue 
ampli?ers 125 are closed-loop ampli?ers. Closed-loop 
ampli?ers can be more closely controlled, in terms of param 
eters such as gain and nonlinearity. HoWever, closed-loop 
ampli?ers have more severe speed limitations or require more 
poWer to achieve a given speed than open-loop ampli?ers. 
The use of open-loop ampli?ers provides higher speed (in 
creases sWing and bandWidth) With loWer poWer. It can also 
reduce requirements on transistor performance. 

HoWever, because the gain G provided by open-loop 
ampli?ers 125 can be less controlled, some form of redun 
dancy is preferably employed to avoid the loss of analog 
information in the pipeline. In one approach, a sub-radix 
architecture With redundancy is used. In a non-redundant 
architecture, the total number of raW bits dl- generated by the 
stages 120 is the same as the number of bits in the digital 
representation. In a redundant architecture, the stages 120 
produce more raW bits dl- than the number of output bits in the 
digital representation. The extra bits represent redundant 
information Which is used to correct errors in the pipeline. In 
a sub-radix architecture, each stage 120 outputs one raW bit d, 
but effectively converts less than one output bit of the digital 
representation. Therefore, the total number of stages 120 is 
more than the number of output bits in the digital value. 

For example, in one non-redundant architecture, each stage 
120 effectively converts 1 bit and the residue ampli?er gain G 
is 2. Therefore, eight stages 120 are required to implement an 
8-bit A/D conversion. The eight raW bits dl- are the actual 
output bits in the digital representation of the analog value, 
With the raW bit from stage 1 being the most signi?cant output 
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bit. As an example of a sub-radix architecture, each stage 120 
might generate 1 raW bit but convert only 0.8 output bits With 
a residue ampli?er gain G of 20's. More stages 120 are 
required, 10 stages in this case to implement an 8-bit A/D 
conversion. The 10 raW bits d. from the stages 120 are not the 
8 output bits in the digital representation but are used to 
generate the ?nal 8 bits using knoWn algorithms. The sub 
radix architecture alloWs gains errors to be tolerated by an 
amount proportional to the amount of gain reduction. It also 
alloWs redundancy With not much additional hardWare. 

A popular redundancy technique is a 1.5 output bits/ stage 
architecture. In this technique, each stage 120 outputs 2 raW 
bits (thereby requiring additional comparators, Which dissi 
pate additional poWer), and backend processing uses this 
redundant information to improve accuracy. Using this tech 
nique, the accuracy of the ADC pipeline is set primarily by the 
accuracy of the interstage gain G. Because the gain of open 
loop interstage ampli?ers 125 is not as Well controlled, this 
technique is not preferred for the present application. A sub 
radix architecture, on the other hand, maintains 1 output bit 
per stage but provides redundancy by interstage gains of less 
than 2, and the accuracy of the interstage gain G is not as 
central to the architecture. This requires additional stages 120 
(for example, an 8-bit ADC pipeline might require 10 or 11 
stages using this technique) but only 1 comparator per stage. 
Again, backend processing uses the redundant information to 
provide the required accuracy. 

FIG. 2 is a block diagram of an ADC pipeline With looka 
head capability. In a conventional ADC pipeline, the high 
speed comparator 121 regenerates betWeen clock phases. 
This alloWs the comparator output time for positive feedback 
to drive the output to the desired value. Because of the rela 
tively sloWer closed-loop interstage ampli?ers, the clock 
period is set long enough that the comparator 121 has plenty 
of time to regenerate. HoWever, With faster open-loop inter 
stage ampli?ers 125 and the resulting shorter clock periods, 
the comparator 121 may not have enough time to completely 
regenerate. One solution is to use a lookahead pipeline. 

In the lookahead pipeline, the critical timing path, consist 
ing of the ampli?er settling time plus the comparator regen 
eration time, is broken into tWo shorter paths. In the example 
shoWn, all stages 120 (other than the ?rst stage 120Q) have a 
pair of comparators 121(X) and 121(Y) (rather than a single 
comparator) that operates to develop the possible values for 
the stage based on the input value to the previous stage. This 
basically alloWs the interstage ampli?cation and the com 
parator operation to occur in parallel, giving the comparators 
an entire clock half-period to regenerate. In this architecture, 
the ?rst stage 120Q (that generates raW bit D1) is a “half 
stage” that uses a single comparator. The remaining stages 
120B-N use tWo comparators 121 per stage. The last stage 
may be simpli?ed since there is no folloWing stage. The last 
stage could contain only the circuitry required to generate the 
last raW bit DN (e.g., eliminating the subtractor 123N and 
open-loop ampli?er 125N). The architecture is someWhat 
more complex that anADC pipeline Without lookahead, but it 
alloWs much higher speeds When the interstage ampli?er’s 
speed is comparable to the comparator’s speed. 

In some sense, the sub-ADC 121 operation for a lookahead 
stage is moved ahead one stage. Referring to FIG. 2, stage 
120B determines bit D2. HoWever, the input value to stage 
120B is the original Vin. It is not the residue of Vin after the 
contribution due to bit D 1 has been removed, as Would be the 
case in anADC pipeline Without lookahead. In fact, the output 
of stage 120B (rather than the input) is the residue after the D 1 
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6 
contribution has been removed. This one-stage shift is What 
alloWs the interstage ampli?cation and the comparator opera 
tion to occur in parallel. 

HoWever, the sub-ADC 121 for stages 120B-N becomes 
more complex. The sub-ADC 121B for the second lookahead 
stage 120B includes tWo comparators 121BQ() and 121B(Y). 
These comparators determine the bit D2 for stage 120B. Com 
parator 121BQ() determines bit D2 assuming that bit D 1 is a 1. 
Comparator 121B(Y) determines bit D2 assuming that bit D l 
is a 0. SWitch 127B determines Which result to select, depend 
ing on the output of sub-ADC 121Q of the previous stage 
120Q. The bit D2 is fed to the sub-DAC 122C of stage 120C. 
As described above, the lookahead pipeline architecture 

alloWs (approximately) a full clock half period for the com 
parators to regenerate. There is also the potential to use part of 
the ampli?er settling time for comparator regeneration, since 
the ampli?er output Will be approaching its ?nal value closely 
enough that the comparator threshold has been passed and the 
comparator can begin regenerating. 

FIG. 3 is a circuit diagram of one implementation of the 
sample-and-hold circuit 110. (Note that Vref in FIG. 3 is a 
different reference voltage than Vrefin FIG. 2. For a common 
mode voltage of0 as in FIG. 2, Vrefin FIG. 3 Would be set to 
0.) The open loop con?guration shoWn in FIG. 3 trades stable 
gain and higher linearity for a higher bandWidth at a given 
poWer consumption. The overall bandWidth of the ampli?er 
in a closed-loop con?guration is divided by 1/[3, Where [3 is the 
feedback factor. Therefore for a gain of approximately 2, the 
ampli?er in a closed-loop con?guration could require signi? 
cantly more poWer than the open-loop con?guration. Further 
more, the short channel effect in the 90 nm devices (in this 
example) alloWs a relatively high linearity for open-loop 
ampli?ers Where the differential pair input is submitted to the 
full scale amplitude of the signal. A total harmonic distortion 
of 45 dB has been obtained for input signal amplitude of 250 

mVPP-diff 
To alleviate gain variations due to process and temperature 

variations, a resistor trimming circuit controls the resistor 
absolute value accuracy to Within:3%. FIG. 4 is a circuit 
diagram of an example resistor trimming circuit. Resistors R1 
and R2 form a voltage divider, as do resistors R3 and R4. 
Resistors R1, R2 and R3 are on-chip and their resistances may 
vary, for example as a result of process variations. Resistor R4 
has a Well-controlled resistance value, for example it may be 
an off-chip resistor manufactured to tight tolerance that is 
electrically connected to the rest of the circuit via electrical 
ports (e.g., pads orpins) on the chip. Even though the absolute 
value of resistors of R1 and R2 may vary, their ratio Will be 
fairly constant. Thus, the voltage V1 Will not vary much as a 
function of process variations. State machine 410 varies the 
resistance of (digitally) programmable on-chip resistor R3 
until voltage V2 matches V1, as determined by comparator 
420. At that point, the state machine 410 remembers the 
correct digital code for resistor R3 and trims the other on-chip 
resistors accordingly. Resistor R4 and the ratio R1/ R2 are 
chosen so that resistor R3 has the desired resistance When this 
happens. 

In the example circuit, three bits are used to control the 
resistor R3. The state machine 410 counts through the three 
bits. At some point in the count, the comparator 420 output 
Will ?ip. The state machine 410 is triggered by this and 
remembers the 3-bit sequence for correctly trimming resistor 
R3. If the other on-chip resistors are the same as R3 and 
intended to be set to the same resistance, the state machine 
410 outputs the 3-bit sequence to the other on-chip resistors. 

FIGS. 5A (prior art) and 5B are circuit diagram illustrating 
a charge sharing reduction circuit for use With a sample-and 
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hold circuit 110. In FIG. SA, on clock phase (1)1, switch 510 
closes, switch 520 opens and the main capacitor Cmain is 
charged. On clock phase (1)2, switch 510 opens, switch 520 
closes and the charge on main capacitor Cmm-n drives buffer 
550. The circuit shown in FIG. 3 uses a similar approach, but 
is a differential circuit. However, the buffer 550 has a parasitic 
capacitance CP. On clock phase (1)2, the charge on the main 
capacitor Cmal-n is shared with the parasitic capacitor CP, thus 
lowering the overall voltage. In this particular example, the 
ADC is operating at high speed so Cmal-n preferably has a low 
capacitance. However, this increases the effect of charge shar 
mg. 

FIG. 5B is a circuit diagram of a circuit that reduces this 
effect. In effect, the parasitic capacitor CP is “pre-charged” 
while the main capacitor Cmm-n is charging. Thus, less charge 
is transferred between the two capacitors to equalize their 
voltage levels. On clock phase (1)1, switches 510 and 512 close 
and switch 520 opens. Both the main capacitor Cmm-n and the 
parasitic capacitor CP are charged. On clock phase (1)2, 
switches 510 and 512 open and switch 520 closes. The charge 
on main capacitor Cmain drives buffer 550. Charge sharing 
between the two capacitors CP and Cmm-n is reduced because 
they have both been previously charged to approximately the 
same level. In the example circuit, this reduction in charge 
sharing can increase the gain bandwidth product by 10-20%. 

Referring back to FIGS. 1 and 2, FIG. 6 is a circuit diagram 
of a input pre-ampli?er for comparator 121. The comparator 
input pre-ampli?er is regenerative to provide high gain (e.g., 
>100) within a small fraction of the ADC clock cycle. In this 
example, it includes a PMOS fully differential input pair 610 
and a regenerative NMOS pair 620 to obtain a low time 
constant. The remaining regeneration is performed by cas 
cading a latch 630 after the pre-ampli?er stage. Because of 
the high number of comparators used in each ADC channel, 
the device siZes preferably are scaled down to reduce power 
consumption, for example resulting in <1 mW power dissi 
pation per comparator in this example. 

The resulting increase in input referred offset is corrected 
by an offset trimming circuit for each comparator. This circuit 
consists of a 4 bit DAC 652 controlled by a state machine 654. 
During the trimming phase, the inputs of the comparator are 
shorted. The state machine 654 sweeps the DAC 652 through 
the digital codes adding additional offset until the nominal 
offset of the comparator is cancelled. This limits the input 
referred offset of each comparator to :2 mV in this particular 
design. 

The comparators run at high speeds and make a compari 
son decision on every clock cycle. The decision canbe broken 
into two periods: a settling period during which the input to 
the comparator is allowed to settle and a decision period 
during which the comparator makes the decision. If the set 
tling period is too short, bad decisions will be made because 
the comparator is deciding based on unsettled data. If the 
decision period is too short, bad decisions will be made 
because the comparator does not have enough time to make a 
decision. Thus, a decision need be made regarding how much 
of each clock cycle is allocated to the settling period versus 
the decision period. If the settling period is de?ned as one 
clock level (e.g., clock high) and the decision period as the 
other clock level (e. g., clock low), then the allocation decision 
is equivalent to deciding the duty cycle of the clock signal. 

FIG. 7 is a circuit diagram of a circuit for adjusting the duty 
cycle of a clock signal. The incoming clock signal 710 is split 
into two clock signals 710A and 710B. One clock signal 710B 
propagates through a series of delay circuits (implemented in 
this example as pairs of inverters). This creates multiple ver 
sions 720A-N of the clock signal, each delayed by a different 
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8 
amount related to version 710A. One of the delayed versions 
720X is selected by multiplexer 730 and combined with 
710A. The result is a clock signal with a variable duty cycle. 
The duty cycle is determined by which delayed version 
720A-N is selected. The resulting clock signal is used to clock 
the comparator according to FIG. 6. 

FIG. 8 is a circuit diagram of an open-loop residue ampli 
?er 125. This particular design adds a source follower 820 to 
a resistively loaded differential ampli?er 810. The ampli?er 
810 uses programmable resistors that can be trimmed using 
the approach described in FIG. 4. The source followers 820 
improve the gain bandwidth product in a power ef?cient 
manner. The output of the source followers 820 drives NFET 
switches 830 in a deep N well. 

Consider again stage 120C in FIG. 2. In one implementa 
tion, the open-loop residue ampli?er 125B is implemented by 
the source follower architecture shown in FIG. 8. The inputs 
to ampli?er 125B are IN+ and IN- in FIG. 8, and the outputs 
of ampli?er 125B are OUT+ and OUT- in FIG. 8. The output 
drives the comparators 121CQ() and 121C(Y) as well as the 
subtractor 123C. The comparators 121C are implemented as 
shown in FIG. 6. The inputs to the comparators 121C are in+ 
and in- in FIG. 6, and the output is Q in FIG. 6. The subtractor 
123C is based on the capacitor structure of FIG. 3. On one 
clock phase, the capacitors are charged according to the out 
put of ampli?er 125B. The reference voltage Vrefon the left 
side of the capacitor structure is set to the common mode 
voltage of the differential signal: 0 in this example. On the 
other clock phase, the capacitors are discharged according to 
the output of comparator 121B(X) or 121B(Y), as applicable, 
meaning that the reference voltage Vrefon the right side of the 
capacitor structure is set to the common mode voltage plus or 
minus Vrej/2 (from FIG. 2) according to the output of the 
comparator 121BQ() or 121B(Y), as applicable. 

Using stage 120C as an example, on clock phase (1)1, the 
capacitors are charged by the output of ampli?er 125B (FIG. 
8 in this example). This ampli?er output also drives the input 
of comparators 121CQ() and 121C(Y) (FIG. 6 in this 
example). These comparators are clocked by clk+, which can 
start before (1)1 ends. The latch starts to latch around the 
beginning of clock phase (1)2 and is ready to output by the end 
of clock phase (1)2. The output of the selected latch 121C then 
drives the subtractor 123D of the next stage 120D during 
clock phase (1)1. Note that the stages alternate clocking. Sub 
tractor 123C is driven by latch 121B during clock phase (1)2, 
subtractor 123D is driven by latch 121C during clock phase 
(1)1, and so forth. 

FIG. 9 is a block diagram of an interleaved ADC based on 
the approaches described above. In this design, the ADC 
includes eight parallel time-interleaved ADC channels 900A 
H. The eight channels 900A-H are time interleaved by analog 
demultiplexer 910 on the input side and a digital multiplexer 
(not shown) on the output side. Each ADC channel 900 oper 
ates at a nominal conversion rate of 1.25 GS/ s (actual conver 
sion rate 1.29 GS/ s). Each ADC channel 900 includes two 
ADC lookaheadpipelines 910 (labelled as sliceA and slice B) 
of 1 1 stages each, with one pipeline in service at any one time 
and the other available for calibration. Each of the 16 looka 
head pipelines 910 uses open-loop interstage ampli?ers and 
subranging lookahead pipeline architecture. Lookup table 
calibration compensates for non-linearities. There are 16 
lookup tables 920 for the non-linear calibration, one for each 
of the 16 pipelines 910. Each lookup table 920 takes the 11-bit 
raw input from the lookahead pipeline 910 as input and out 
puts the corrected 8-bit digital value. 

Allowing for the expected worst case offset values and 
interstage gain tolerance (for the open-loop ampli?ers), com 
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puting the required redundancy gives an ADC pipeline 910 
With 1 1 stages and an interstage nominal gain G of 1.75. The 
3 sigma input referred offset including comparators and resi 
due ampli?ers is estimated at 26 mV. This results in an inter 
stage gain G of less than 1.82. With gain G:1.75, 11 stages are 
required to achieve 8 bit performance With 10% tolerance on 
the gain G. 

The use of parallel (interleaved) ADC channels 900 can 
cause problems due to different gain and offset characteristics 
of the converters. The calculated tolerances for 8-bit perfor 
mance include an offset mismatch<0.62 LSB:0.73 mV and 
gain mismatch<0.34%. HoWever, these mismatches are 
largely compensated for by the lookup table. Similarly, the 
parallel ADC channels 900 may have sampling time mis 
match. The calculated tolerance is timing mismatch<4 ps 
(static skew). Conventional techniques are used to address 
timing mismatch. 
As shoWn in FIG. 9, a lookup table approach is used to 

compensate for ampli?er non-linearity. AnADC pipeline 910 
typically requires fairly linear residue ampli?ers 125 if the 
result is to be used Without additional correction. One draW 
back of using open-loop ampli?ers 125 is they can be non 
linear. Different approaches can be used to compensate for 
effects caused by the non-linearity of open-loop ampli?ers 
125. The overall ADC pipeline unit includes anADC pipeline 
910 folloWed by a calibration unit, Which in this example is a 
lookup table 920. As a result of the non-linearities of the 
individual stages 120 in the pipeline 910, the response of the 
overall ADC pipeline 910 has a complex non-linear charac 
teristic. Denote this by a function f(vin). In other Words, the 
raW bits dl generated by the pipeline stages do not map in a 
linear manner to the output bits in the ?nal digital represen 
tation. In FIG. 9, the “distorted” raW bits dz. from the ADC 
pipeline 900 are applied as an address into a lookup table 920 
Which stores the inverse of the non-linear characteristic. 
Thus, the LUT 920 reverses the effects of the non-linear 
open-loop ampli?ers, and the output of the LUT 920 is used 
as the digital output of the ADC. 

In the example of FIG. 9, the LUTs 920 are continuously 
calibrated to generate the non-linear mapping stored in LUT 
920. A counter 942 and calibration DAC 944 generate a 
knoWn voltage ramp. This is applied (by multiplexers 915) to 
the input of the ADC pipelines 900 under calibration (the 
other ADC pipeline in each pair is under normal operation). 
The resulting raW bits dl- are observed. In this particular 
example, the calibration unit 942/944 generates a sloW but 
accurate ramp. Since the ramp can be relatively sloW, a digital 
ramp (e. g., from the system DSP) canbe applied to a digital to 
analog converter (DAC) 944 that has the required accuracy. 
The knoWn ramp values are applied to the ADC pipeline 900, 
and the resulting raW bits dl- are used as an address in the 
lookup table 920 that contains the knoWn ramp value (i.e., the 
actual output bits corresponding to vin). In this Way, all pos 
sible values of vin are represented in the table 920 by the raW 
bits dl- corresponding to that value of vin. 

The lookup tables 920 are updated using an LMS algo 
rithm, Where the error is computed as the difference betWeen 
the current content of the lookup table entry addressed by the 
pipeline output and the expected output, Which is the output 
of the counter 942. If the tWo quantities are identical, the 
lookup table 920 entry is already correct and it does not need 
to be updated. Correspondingly, the error is Zero, so that no 
update takes place. HoWever, if the tWo quantities differ, there 
Will be an update. The LMS algorithm effectively averages 
many updates, so that the entries in the lookup table 920 are 
not computed based on a single conversion, but on an average 
of many conversions. 
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10 
Each interleaved ADC channel 900 includes tWo pipeline 

units Which are constantly being sWapped betWeen normal 
operation and calibration modes, at a rate of about 1 MHZ. At 
any given instant, one of the tWo pipelined units is in normal 
operation, While the other is in calibration. Approximately 
every microsecond, the units are automatically interchanged. 
FIG. 10 is a block diagram of a circuit that achieves this. In 
one approach, the circuit 1010 is a state machine. Multiplex 
ers 915 determines Whether live signal or calibration signal is 
input to each ADC pipeline unit (denoted as sliceA and slice 
B in FIG. 10). Multiplexer 925 determines Which ADC pipe 
line unit is used as output for live data. Circuit 1010 synchro 
niZes these multiplexers. 

For example, assume that slice A is live and slice B is in 
calibration. When circuit 1010 receives a “sWitch A/B” sig 
nal, it sWitches the settings for multiplexers 915 so that live 
signal noW goes to slice B and slice A receives calibration 
signal. Circuit 1010 Will also sWitch multiplexer 925 so that 
live data is noW received from slice B instead of slice A, but 
there is a delay because pipeline unit A must ?rst empty its 
live data before the sWitch can occur at the output. To an 
external observer, the pair of pipelined units operates as a 
single high-precision ADC channel 900. 
Although the detailed description contains many speci?cs, 

these should not be construed as limiting the scope of the 
invention but merely as illustrating different examples and 
aspects of the invention. It should be appreciated that the 
scope of the invention includes other embodiments not dis 
cussed in detail above. Various other modi?cations, changes 
and variations Which Will be apparent to those skilled in the 
art may be made in the arrangement, operation and details of 
the method and apparatus of the present invention disclosed 
herein Without departing from the spirit and scope of the 
invention as de?ned in the appended claims. Therefore, the 
scope of the invention should be determined by the appended 
claims and their legal equivalents. Furthermore, no element, 
component or method step is intended to be dedicated to the 
public regardless of Whether the element, component or 
method step is explicitly recited in the claims. 

In the claims, reference to an element in the singular is not 
intended to mean “one and only one” unless explicitly stated, 
but rather is meant to mean “one or more.” In addition, it is not 
necessary for a device or method to address every problem 
that is solvable by different embodiments of the invention in 
order to be encompassed by the claims. 
What is claimed is: 
1. AnADC pipeline unit for converting input analog values 

to N-bit digital representations, the ADC pipeline unit imple 
mented as a single integrated circuit and comprising: 
M lookahead pipeline stages, each lookahead pipeline 

stage generating 1 raW bit for a total of M raW bits, With 
M>N, the stages including open-loop residue ampli?ers, 
the M lookahead pipeline stages comprising an input 
sample-and-hold stage for receiving the input analog 
value, the input sample-and-hold stage including: 
an input node; 
a main capacitor coupled betWeen a ?rst node and 

ground; 
a buffer having an input; 
a ?rst sWitch(es) coupled betWeen the input node and the 
main capacitor, and betWeen the input node and the 
input to the buffer; and 

a second sWitch coupled betWeen the ?rst node and the 
input to the buffer; 

the ?rst sWitch(es) closed and the second sWitch open 
during a sample phase and the ?rst sWitch(es) open 
and the second sWitch closed during a hold phase; and 
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a calibration unit coupled to the lookahead pipeline stages 
to compensate for non-linearity in the open-loop residue 
ampli?ers. 

2. The ADC pipeline unit of claim 1 Wherein the M looka 
head pipeline stages further comprise: 

a ?rst lookahead pipeline half-stage coupled to the input 
sample-and-hold, for producing a ?rst raW bit; and 

M-1 lookahead pipeline stages coupled in series to the ?rst 
lookahead pipeline half-stage, each lookahead pipeline 
stage producing an additional raW bit; 

Wherein each of the half-stage and the ?rst M-2 stages 
includes an open-loop residue ampli?er. 

3. The ADC pipeline unit of claim 2 Wherein: 
the ?rst lookahead pipeline half-stage includes a single 

comparator for determining the ?rst raW bit; and 
each of the M-1 lookahead pipeline stages includes tWo 

comparators, one comparator for determining the raW bit 
for the stage assuming that the raW bit from a previous 
stage Was 0 and another comparator for determining the 
raW bit for the stage assuming that the raW bit from the 
previous stage Was 1. 

4. The ADC pipeline unit of claim 1 Wherein the lookahead 
pipeline stages can operate at a conversion rate of 1.25 GS/ s 
or higher at an effective resolution of at least 5 bits per sample. 

5. The ADC pipeline unit of claim 1 Wherein the lookahead 
pipeline stages can operate at a quantization energy of 0.3 
pJ/conv-step or less. 

6. The ADC pipeline unit of claim 1 Wherein N28. 
7. The ADC pipeline unit of claim 1 Wherein N25. 
8. AnADC pipeline unit for converting input analog values 

to N-bit digital representations, the ADC pipeline unit imple 
mented as a single integrated circuit and comprising: 
M lookahead pipeline stages, each lookahead pipeline 

stage generating 1 raW bit for a total of M raW bits, With 
M>N, the stages including open-loop residue ampli?ers; 

a calibration unit coupled to the lookahead pipeline stages 
to compensate for non-linearity in the open-loop residue 
ampli?ers; and 

a circuit for adjusting a duty cycle of a clock signal, 
Wherein the lookahead pipeline stages include compara 
tors that generate the 1 raW bit for the stages, the com 
parators clocked by the clock signal, the duty cycle of the 
clock signal determining a settling period and a decision 
period for the comparator. 
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9. The ADC pipeline unit of claim 8 Wherein the circuit for 

adjusting a duty cycle of a clock signal comprises: 
an input node for receiving a clock signal; 
a series of delay circuits, a beginning of the series coupled 

to the input node, the series creating a plurality of 
delayed clock signals; 

a multiplexer coupled to the delay circuits to receive the 
plurality of delayed clock signals as inputs, the multi 
plexer selecting one of the delayed clock signals as an 
output; and 

a logic circuit coupled to the input node and to the output of 
the multiplexer, for combining the clock signal With the 
delayed clocked signal to produce a clock signal of 
adjustable duty cycle. 

10. The ADC pipeline unit of claim 8 Wherein the M 
lookahead pipeline stages comprise: 

an input sample-and-hold stage for receiving the input 
analog value; 

a ?rst lookahead pipeline half-stage coupled to the input 
sample-and-hold, for producing a ?rst raW bit; and 

M-1 lookahead pipeline stages coupled in series to the ?rst 
lookahead pipeline half-stage, each lookahead pipeline 
stage producing an additional raW bit; 

Wherein each of the half-stage and the ?rst M-2 stages 
includes an open-loop residue ampli?er. 

11. The ADC pipeline unit of claim 10 Wherein: 
the ?rst lookahead pipeline half-stage includes a single 

comparator for determining the ?rst raW bit; and 
each of the M-1 lookahead pipeline stages includes tWo 

comparators, one comparator for determining the raW bit 
for the stage assuming that the raW bit from a previous 
stage Was 0 and another comparator for determining the 
raW bit for the stage assuming that the raW bit from the 
previous stage Was 1. 

12. The ADC pipeline unit of claim 8 Wherein the looka 
head pipeline stages can operate at a conversion rate of 1.25 
GS/ s or higher at an effective resolution of at least 5 bits per 
sample. 

13. The ADC pipeline unit of claim 8 Wherein the looka 
40 head pipeline stages can operate at a quantization energy of 

0.3 pJ/conv-step or less. 
14. The ADC pipeline unit of claim 8 Wherein N28. 
15. The ADC pipeline unit of claim 8 Wherein N25. 

* * * * * 


