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(57) ABSTRACT 

A system is provided including a chamber having an internal 
environment different from an external environment. The 
chamber includes a transmission line, disposed through a 
partition Wall of the chamber, for transmitting an electromag 
netic Wave therethrough. A plurality of generators, disposed 
outside the chamber, are included for generating electromag 
netic Waves for measurement, and a ?rst multiplex/demulti 
plex unit is disposed outside the chamber for multiplexing a 
plurality of electromagnetic Waves from the plurality of gen 
erators and sending a multiplexed electromagnetic Wave to 
the transmission line and demultiplexing a multiplexed elec 
tromagnetic Wave received from the transmission line. A sec 
ond multiplex/demultiplex unit is disposed inside the cham 
ber for multiplexing a plurality of electromagnetic Waves and 
sending a multiplexed electromagnetic Wave to the transmis 
sion line and demultiplexing a multiplexed electromagnetic 
Wave received from the transmission line. A plurality of mea 
surement units are disposed inside the chamber for directing 
electromagnetic Waves received from the second multiplex/ 
demultiplex unit to to-be-measured regions and sending elec 
tromagnetic Waves from the to-be-measured regions to the 
second multiplex/demultiplex unit. 

9 Claims, 5 Drawing Sheets 
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FIG. 3 
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TRANSMISSION TECHNIQUE IN SYSTEM 
INCLUDING CHAMBER 

This application claims priority from Japanese Patent 
Application No. 2003-383316, entitled “CHAMBER APPA 
RATUS, SEMICONDUCTOR MANUFACTURING APPA 
RATUS, AND DEVICE MANUFACTURING METHOD” 
and ?led Nov. 13, 2003, the entire contents of Which are 
incorporated herein by reference. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a technique, in a system 

including a chamber serving to maintain an environment dif 
ferent from an external environment, for transmitting a signal 
betWeen the inside and outside of the chamber. Such a cham 
ber may be, for example, a purge chamber ?lled With an inert 
gas inside, or a vacuum chamber. Further, the present inven 
tion relates to a device manufacturing apparatus and method 
applied With such a transmission technique. 

2. Description of the Related Art 
As semiconductor manufacturing apparatuses, there are 

knoWn a type having a purge chamber ?lled With an inert gas 
inside and a type having a vacuum chamber under negative 
pressure inside. When transmitting a signal betWeen the 
inside and outside of the chamber in each of those types of 
semiconductor manufacturing apparatuses, a feedthrough 
portion is usually provided at a Wall of the chamber and the 
transmission is carried out through it, thereby preventing 
leakage of the inert gas inside the chamber to the outside or 
preventing reduction of the degree of vacuum inside the 
chamber. 

To give an example, in a semiconductor manufacturing 
apparatus described in JP-A Hl0-50497, a feedthrough por 
tion is provided at a Wall of a vacuum chamber for transmit 
ting therethrough an electrical signal of a probe disposed in 
the vacuum chamber to the outside thereof. To give a further 
example, there is also knoWn a semiconductor manufacturing 
apparatus using optical ?bers as signal transmission lines 
Wherein a light emitted by a laser disposed outside a vacuum 
chamber is introduced into the vacuum chamber through an 
optical ?ber so as to be used for a given measurement and a 
detected measurement light is guided out to the outside of the 
vacuum chamber through another optical ?ber. In recent 
years, as semiconductor manufacturing apparatuses have 
been becoming more complicated and increasing in scale, 
more units have been installed inside a chamber and, there 
fore, the number of feedthrough portions for connecting 
betWeen the inside and outside of the chamber has been 
increasing. 
On the other hand, as a communication technique using 

optical ?bers, there is knoWn, for example, a technique of 
Wavelength division multiplex communication that multi 
plexes lights having different Wavelengths by a multiplexer/ 
demultiplexer to carry out tWo-Way communication through 
one optical cable (e.g., see JP-A H06-265746). 

In general, the chambers of tho se semiconductor manufac 
turing apparatuses are required to be very strong in structure 
because if it is a purge chamber that is ?lled With an inert gas 
inside, it should prevent leakage of the purge gas, While, if it 
is a vacuum chamber, it should ensure a vacuum inside. 
Therefore, a very large area in the partition Wall of the cham 
ber is required only for transmitting one signal through the 
feedthrough portion. Under these circumstances, there is a 
problem that if the number of transmission signals is 
increased, feedthrough portions are required at the Wall of the 
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2 
chamber as many as the number of the signals, thereby caus 
ing an increase in siZe and price of the apparatus. 

Further, there is also a problem that the degree of inert gas 
purity or vacuum inside the chamber is loWered due to the 
in?uence of outgas discharged from a feedthrough connector 
so that impurities are mixed into a semiconductor to be manu 
factured, thereby reducing the yield of semiconductor ele 
ments. 

SUMMARY OF THE INVENTION 

The present invention has been made in consideration of 
the prior art disadvantages a described above and has an 
exempli?ed object to reduce the number of transmission lines 
that extend through a partition Wall of a chamber. 

In order to accomplish the foregoing object, the present 
invention has the folloWing modes. 

Speci?cally, according to the present invention, the fore 
going object is attained by providing a system including a 
chamber having an internal environment different from an 
external environment, the system comprising a transmission 
line, disposed through a partition Wall of the chamber, for 
transmitting an electromagnetic Wave therethrough; a ?rst 
multiplex/demultiplex unit, disposed outside the chamber, for 
multiplexing a plurality of electromagnetic Waves and send 
ing a multiplexed electromagnetic Wave to the transmission 
line and demultiplexing a multiplexed electromagnetic Wave 
received from the transmission line; and a second multiplex/ 
demultiplex unit, disposed inside the chamber, for multiplex 
ing a plurality of electromagnetic Waves and sending a mul 
tiplexed electromagnetic Wave to the transmission line and 
demultiplexing a multiplexed electromagnetic Wave received 
from the transmission line. 

Further, the foregoing object is also attained by providing 
a system including a chamber having an internal environment 
different from an external environment, the system compris 
ing a transmission line, disposed through a partition Wall of 
the chamber, for transmitting an electromagnetic Wave there 
through; a plurality of generators, disposes outside the cham 
ber, for generating electromagnetic Waves for measurement, 
respectively; a ?rst multiplex/demultiplex unit, disposed out 
side the chamber, for multiplexing a plurality of electromag 
netic Waves from the plurality of generators and sending a 
multiplexed electromagnetic Wave to the transmission line 
and demultiplexing a multiplexed electromagnetic Wave 
received from the transmission line; a second multiplex/de 
multiplex unit, disposed inside the chamber, for multiplexing 
a plurality of electromagnetic Waves and sending a multi 
plexed electromagnetic Wave to the transmission line and 
demultiplexing a multiplexed electromagnetic Wave received 
from the transmission line; and a plurality of measurement 
units, disposed inside the chamber, for directing electromag 
netic Waves received from the second multiplex/demultiplex 
unit to to-be-measured regions and sending electromagnetic 
Waves from the to-be-measured regions to the second multi 
plex/demultiplex unit, respectively. 

According to the present invention, the number of the 
transmission lines that extend through the partition Wall of the 
chamber can be reduced. 

Other objects and advantages besides those discussed 
above shall be apparent to those skilled in the art from the 
description of a preferred embodiment of the invention Which 
folloWs. In the description, reference is made to the accom 
panying draWings, Which form a part thereof, and Which 
illustrate an example of the invention. Such an example, 
hoWever, is not exhaustive of the various embodiments of the 
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invention, and therefore reference is made to the claims which 
follow the description for determining the scope of the inven 
tion. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The accompanying drawings, which are incorporated in 
and constitute a part of the speci?cation, illustrate embodi 
ments of the invention and, together with the description, 
serve to explain the principles of the invention. 

FIG. 1 is a schematic diagram showing the state, as seen 
from above, of a semiconductor manufacturing apparatus 
according to a preferred embodiment of the present invention. 

FIG. 2 is a detailed block diagram for explaining structures 
of limit sensors and roles of optical multiplexers/ demultiplex 
ers in the semiconductor manufacturing apparatus in FIG. 1. 

FIG. 3 is a detailed block diagram for explaining structures 
of linear scales and roles of the optical multiplexers/demul 
tiplexers in the semiconductor manufacturing apparatus in 
FIG. 1. 

FIG. 4 is a ?owchart of manufacturing processes for manu 
facturing semiconductor devices. 

FIG. 5 is a ?owchart ofa wafer process in FIG. 4. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

FIG. 1 is a schematic diagram showing the state, as seen 
from above, of a semiconductor manufacturing apparatus 
according to a preferred embodiment of the present invention. 
In FIG. 1, numeral 1 denotes a chamber of the semiconductor 
manufacturing apparatus, and 2 aY-stage disposed inside the 
chamber 1. The Y-stage 2 is movable in a Y-direction by a 
Y-axis drive mechanism (not illustrated). 

Numeral 3 denotes a linear scale ?xed to an inner surface of 
the chamber 1 for measuring a Y-direction position of the 
Y-stage 2, 4 a detector ?xed to the Y-stage 2 for outputting a 
Y-direction position signal indicative of the Y-direction posi 
tion of the Y-stage 2 by being displaced relative to the Y-di 
rection linear scale 3, 6 aY-direction plus-side limit sensor for 
outputting a Y-direction plus-side limit signal by detecting 
that the Y-stage 2 has moved to a drive limit position in a plus 
Y-direction, and 7 a Y-direction minus-side limit sensor for 
outputting aY-direction minus-side limit signal by detecting 
that the Y-stage 2 has moved to a drive limit position in a 
minus Y-direction. Numeral 5 denotes an in-chamber optical 
multiplexer/demultiplexer having functions of multiplexing 
the Y-direction position signal, theY-direction plus-side limit 
signal, the Y-direction minus-side limit signal, and so forth, 
the Y-direction minus-side limit signal, and so forth, sending 
out a multiplexed signal to the outside of the chamber 1, and 
so forth. 

Numeral 8 denotes an X-stage disposed on the Y-stage 2 
and being movable in an X-direction by an X-axis drive 
mechanism (not illustrated), and 9 a linear scale ?xed on the 
Y-stage 2 for measuring an X-direction position of the 
X-stage 8. Numeral 10 denotes a detector ?xed to the X-stage 
8 for outputting an X-direction position signal indicative of 
the X-direction position of the X-stage 8 by being displaced 
relative to the X-direction linear scale 9, 11 an X-direction 
plus-side limit sensor for outputting an X-direction plus-side 
limit signal by detecting that the X-stage 8 has moved to a 
drive limit position in a plus X-direction, and 12 an X-direc 
tion minus-side limit sensor for outputting an X-direction 
minus-side limit signal by detecting that the X-stage 8 has 
moved to a drive limit position in a minus X-direction. The 
X-direction position signal, the X-direction plus-side limit 
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4 
signal, and the X-direction minus-side limit signal are sent to 
the in-chamber optical multiplexer/demultiplexer 5 where 
these signals are multiplexed along with the Y-direction posi 
tion signal, the Y-direction plus-side limit signal, and the 
Y-direction minus-side limit signal. 
Numeral 13 denotes an in-chamber transmission line com 

posed of one optical ?ber for transmitting the information 
multiplexed by the in-chamber optical multiplexer/demulti 
plexer 5, and 14 a feedthrough portion provided at a partition 
wall of the chamber 1. The feedthrough portion 14 has a 
strong structure that can prevent leakage of an inert gas inside 
the chamber 1 to the outside or reduction of the degree of 
vacuum inside the chamber 1. 
Numeral 15 denotes an out-chamber transmission line 

composed of one optical ?ber for transmitting the signal 
having passed through the feedthrough portion 14, 16 an 
out-chamber optical multiplexer/demultiplexer for dividing 
the multiplexed signal from the in-chamber optical multi 
plexer/demultiplexer 5 into the original individual signals, 17 
a signal processing section for the Y-direction plus-side limit 
signal divided and selected by the out-chamber optical mul 
tiplexer/demultiplexer 16, 18 a signal processing section for 
theY-direction minus-side limit signal selected in a like man 
ner, 19 a signal processing section for the X-direction plus 
side limit signal selected in a like manner, 20 a signal pro 
cessing section for the X-direction minus-side limit signal 
selected in a like manner, 21a signal processing section for 
the Y-direction position signal selected in a like manner, and 
22 a signal processing section for the X-direction position 
signal selected in a like manner. 
Numeral 23 denotes a control section of the semiconductor 

manufacturing apparatus. The control section 23 is capable of 
driving the non-illustrated Y-axis drive mechanism and 
X-axis drive mechanism based on processing result informa 
tion from the signal processing section 17 to the signal pro 
cessing section 22 to thereby carry out positioning of the 
Y-stage 2 and the X-stage 8 at predetermined positions. 

FIG. 2 is a block diagram for explaining structures of the 
respective limit sensors 6, 7, 11, and 12 and roles, related to 
them, of the respective optical multiplexers/demultiplexers 5 
and 16. As shown in the ?gure, the signal processing section 
17 to 20 can feed lights respectively having wavelengths k1, 
k2, k3, and A4 to the out-chamber optical multiplexer/demul 
tiplexer 16. The wavelengths k1, k2, k3, and k4 slightly differ 
from one another. The out-chamber optical multiplexer/de 
multiplexer 16 and the in-chamber optical multiplexer/de 
multiplexer 5 are each the same element as the multiplexer/ 
demultiplexer used in the foregoing conventional wavelength 
division multiplex communication. The combination of both 
optical multiplexers/demultiplexers 5 and 16 makes it pos 
sible to multiplex the lights of the wavelengths k1, k2, k3, and 
k4 and transmit a multiplexed light through the transmission 
lines 13 and 15 to demultiplex the multiplexed light to extract 
the original lights of the wavelengths k1, k2, k3, and k4, in 
two ways. 

Symbols 6a and 6b denote a light-proj ecting portion and a 
light-receiving portion of the Y-direction plus-side limit sen 
sor 6, respectively. The light-projecting portion 6a and the 
light-receiving portion 6b are formed by two optical ?bers for 
introducing the light of wavelength k1 extracted by demulti 
plexing at the in-chamber optical multiplexer/demultiplexer 5 
into the Y-direction plus-side limit sensor 6 and for guiding it 
out therefrom. The introduced light is projected from an end 
portion of the guide-in side optical ?ber at the light-proj ecting 
portion 6a and received at an end portion of the guide-out side 
optical ?ber at the light-receiving portion 6b. When the 
Y-stage 2 has not reached the position of the Y-direction 
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plus-side limit sensor 6, the light projected from the light 
projecting portion 6a is received at the light-receiving portion 
6b, then multiplexed With other lights at the in-chamber opti 
cal multiplexer/demultiplexer 5 and sent, along With the other 
lights, to the out-chamber optical multiplexer/demultiplexer 
16 through the in-chamber transmission line 13, the 
feedthrough portion 14, and the out-chamber transmission 
line 15. 
When the light of Wavelength k1 is included in the received 

light, the out-chamber optical multiplexer/demultiplexer 16 
extracts the light of Wavelength k1 and sends it to the signal 
processing section 17. The signal processing section 17 
judges Whether or not the light of Wavelength k1, Which Was 
sent out, has returned and, if positive, it sends to the control 
section 23 information indicating that the Y-stage 2 has not 
reached the position of the Y-direction plus-side limit sensor 
6. 

Symbols 7a and 7b denote a light-proj ecting portion and a 
light-receiving portion of the Y-direction minus-side limit 
sensor 7, respectively. The light-projecting portion 7a and the 
light-receiving portion 7b are formed by tWo optical ?bers for 
introducing the light of Wavelength k2 extracted at the in 
chamber optical multiplexer/demultiplexer 5 into the Y-direc 
tion minus-side limit sensor 7 and for guiding it therefrom. 
The introduced light is projected from an end portion of the 
guide-in side optical ?ber at the light-projecting portion 7a 
and received at an end portion of the guide-out side optical 
?ber at the light-receiving portion 7b. When theY-stage 2 has 
not reached the position of the Y-direction minus-side limit 
sensor 7, the light projected from the light-projection portion 
7a is received at the light-receiving portion 7b, then multi 
plexed With other lights at the in-chamber optical multiplexer/ 
demultiplexer 5 and sent, along With the other lights, to the 
out-chamber optical multiplexer/demultiplexer 16 through 
the in-chamber transmission line 13, the feedthrough portion 
14, and the out-chamber transmission line 15. 
When the light of Wavelength k2 is included in the received 

light, the out-chamber optical multiplexer/demultiplexer 16 
extracts the light of Wavelength k2 and sends it to the signal 
processing section 18. The signal processing section 18 
judges Whether or not the light of Wavelength k2, Which Was 
sent out, has returned and, if positive, it sends to the control 
section 23 information indicating that the Y-stage 2 has not 
reached the position of the Y-direction minus-side limit sen 
sor 7. 

Symbols 11a and 11b denote a light-proj ecting portion and 
a light-receiving portion of the X-direction plus-side limit 
sensor 11, respectively. The light-projecting portion 11a and 
the light-receiving portion 11b are formed by tWo optical 
?bers for introducing the light of Wavelength k3 extracted at 
the in-chamber optical multiplexer/demultiplexer 5 into the 
X-direction plus-side limit sensor 11 and for guiding it out 
therefrom. The introduced light is projected from an end 
portion of the guide-in side optical ?ber at the light-proj ecting 
portion 11a and received at an end portion of the guide-out 
side optical ?ber at the light-receiving portion 11b. When the 
X-stage 8 has not reached the position of the X-direction 
plus-side limit sensor 11, the light projected from the light 
projecting portion 11a is received at the light-receiving por 
tion 1 1b, then multiplexed With other lights at the in-chamber 
optical multiplexer/demultiplexer 5 and sent, along With the 
other lights, to the out-chamber optical multiplexer/demulti 
plexer 16 through the in-chamber transmission line 13, and 
feedthrough portion 14, and the out-chamber transmission 
line 15. 
When the light ofWavelength k3 is included in the received 

light, the out-chamber optical multiplexer/demultiplexer 16 
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6 
extracts the light of Wavelength k3 and sends it to the signal 
processing section 19. The signal processing section 19 
judges Whether or not the light of Wavelength k3, Which Was 
sent out, has returned and, if positive, it sends to the control 
section 23 information indicating that the X-stage 8 has not 
reached the position of the X-direction plus-side limit sensor 
11. 

Symbols 12a and 12b denote a light-projecting portion and 
a light-receiving portion of the X-direction minus-side limit 
sensor 12, respectively. The light-projecting portion 12a and 
the light-receiving portion 12b are formed by tWo optical 
?bers for introducing the light of Wavelength k4 extracted at 
the in-chamber optical multiplexer/demultiplexer 5 into the 
X-direction minus-side limit sensor 12 and for guiding it out 
therefrom. The introduced light is projected from an end 
portion of the guide-in side optical ?ber at the light-proj ecting 
portion 12a and received at an end portion of the guide-out 
side optical ?ber at the light-receiving portion 12b. When the 
X-stage 8 has not reached the position of the X-direction 
minus-side limit sensor 12, the light projected from the light 
projecting portion 12a is received at the light-receiving por 
tion 12b, then multiplexed With other lights at the in-chamber 
optical multiplexer/demultiplexer 5 and sent, along With the 
other lights, to the out-chamber optical multiplexer/demulti 
plexer 16 through the in-chamber transmission line 13, the 
feedthrough portion 14, and the out-chamber transmission 
line 15. 
When the light of Wavelength k4 is included in the received 

light, the out-chamber optical multiplexer/demultiplexer 16 
extracts the light of Wavelength k4 and sends it to the signal 
processing section 20. The signal processing section 20 
judges Whether or not the light of Wavelength k4, Which Was 
sent out, has returned and, if positive, it sends to the control 
section 23 information indicating that the X-stage 8 has not 
reached the position of the X-direction minus-side limit sen 
sor 12. 

FIG. 3 is a block diagram for explaining structures of the 
linear scales 3 and 9 and the detectors 4 and 10 and roles, 
related to them, of the respective optical multiplexers/demul 
tiplexers 5 and 16. As shoWn in the ?gure, the position signal 
processing section 21 can feed a light having a Wavelength A5 
to the out-chamber optical multiplexer/demultiplexer 16, 
While the position signal processing section 22 can feed a 
light having a wavelength )6 slightly different from Wave 
length A5 to the out-chamber optical multiplexer/demulti 
plexer 16. 
As described in relation to FIG. 2, the out-chamber optical 

multiplexer/demultiplexer 16 and the in-chamber optical 
multiplexer/demultiplexer 5, When combined, make it pos 
sible to multiplex the lights having the different Wavelengths 
k5 and k6 and transmit a multiplexed light through one opti 
cal ?ber and then to extract the original lights of Wavelength 
k5 and wavelength )6 by demultiplexing, in tWo Ways. 

Symbols 4a and 4b denote a light-proj ecting portion and a 
light-receiving portion of the detector 4, respectively. The 
light-projecting portion 4a and the light-receiving portion 4b 
are formed by tWo optical ?bers for introducing the light of 
Wavelength k5 extracted at the in-chamber optical multi 
plexer/demultiplexer 5 into the detector 4 and for guiding it 
out therefrom. The introduced light is projected from an end 
portion of the guide-in side optical ?ber at the light-proj ecting 
portion 4a and received at an end portion of the guide-out side 
optical ?ber at the light-receiving portion 4b. 
The light of Wavelength k5 form the light-projecting por 

tion 411 is re?ected by the linear scale 3 having a surface on 
Which graduations adapted to re?ect or absorb the light are 
engraved, and is received at the light-receiving portion 4b, 
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then multiplexed With other lights at the in-chamber optical 
multiplexer/demultiplexer 5 and sent, along With the other 
lights, to the out-chamber optical multiplexer/demultiplexer 
16 through the in-chamber transmission line 13, the 
feedthrough portion 14, and the out-chamber transmission 
line 15. When the light of Wavelength k5 is included in the 
received light the out-chamber optical multiplexer/demulti 
plexer 16 extracts the light of Wavelength k5 and sends it to 
the position signal processing section 21. The position signal 
processing section 21 can detect the position of the Y-stage 2 
by counting pulses, or the like, of the light of Wavelength k5 
having returned With its light intensity in the form of pulses or 
sineWaves, and send this position information to the control 
section 23. 

Symbols 10a and 10b denote a light-proj ecting portion and 
a light-receiving portion of the detector 10, respectively. The 
light-receiving portion 10a and the light-receiving portion 
10b are formed by tWo optical ?bers for introducing the light 
of wavelength )6 demultiplexed at the in-chamber optical 
multiplexer/demultiplexer 5 into the detector 10 and for guid 
ing it out therefrom. The introduced light is projected from an 
end portion of the guide-in side optical ?ber at the light 
projecting portion 10a and received at an end portion of the 
guide-out side optical ?ber at the light-receiving portion 10b. 

The light of wavelength )6 from the light-projecting por 
tion 10a is re?ected by the linear scale 9 having a surface on 
Which graduations adapted to re?ect or absorb the light are 
engraved, and received at the light-receiving portion 10b, the 
multiplexed With other lights at the in-chamber optical mul 
tiplexer/demultiplexer 5 and sent, along With the other lights, 
to the out-chamber optical multiplexer/demultiplexer 16 
through the in-chamber transmission line 13, the feedthrough 
portion 14, and the out-chamber transmission line 15. When 
the light of wavelength )6 is included in the received light, the 
out-chamber optical multiplexer/demultiplexer 16 extracts 
the light of wavelength )6 and sends it to the position signal 
processing section 22. The position signal processing section 
22 can detect the position of the X-stage 8 by counting pulses, 
or the like, of the light of wavelength )6 having returned With 
its light intensity in the form of pulses or sineWaves, and send 
this position information to the control section 23. 

NoW, a description Will be given of a method of controlling 
the Y-stage 2 and the X-stage 8 in the foregoing structure. In 
order to control the Y-stage 2, the control section 23 ?rst 
con?rms the state of the Y-direction plus-side limit sensor 6 
and the state of the Y-direction minus-side limit sensor 7 and 
determines the direction in Which the Y-stage 2 is alloWed to 
move. Speci?cally, ?rst, the signal processing sections 17 and 
18 feed a light of Wavelength k1 and a light of Wavelength A2 
to the out-chamber optical multiplexer/demultiplexer 16. The 
lights of Wavelengths k1 and k2 are multiplexed With each 
other by the out-chamber optical multiplexer/demultiplexer 
16 and sent to the in-chamber optical multiplexer/demulti 
plexer 5 through the out-chamber transmission line 15, the 
feedthrough portion 14, and the in-chamber transmission lien 
13, then demultiplexed into the original optical signals of 
Wavelengths k1 and k2 by the in-chamber optical multi 
plexer/demultiplexer 5. The demultiplexed light of Wave 
length k1 is projected from the light-proj ecting portion 6a of 
the Y-direction plus-side limit sensor 6, While the demulti 
plexed light of Wavelength k2 is projected from the light 
projection portion 7a of the Y-direction minus-side limit sen 
sor 7. 

The projected light of Wavelength k1 is received at the 
light-receiving portion 6b When theY stage 2 has not reached 
the position of the Y-direction plus-side limit sensor 6. On the 
other hand, the projected light of Wavelength k2 is received at 
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8 
the light-receiving portion 7b When the Y-stage 2 has not 
reached the position of the Y-direction minus-side limit sen 
sor 7. The received lights of Wavelengths k1 and k2 are 
multiplexed With other lights by the in-chamber optical mul 
tiplexer/demultiplexer 5 and sent, along With the other lights, 
to the out-chamber optical multiplexer/demultiplexer 16 
through the in-chamber transmission line 13, the feedthrough 
portion 14, and the out-chamber transmission line 15. 
When the light of Wavelength k1 is included in the received 

light, the out-chamber optical multiplexer/demultiplexer 16 
extracts the light of Wavelength k1 and sends it to the signal 
processing section 17. On the other hand, When the light of 
Wavelength k2 is included in the received light, the out 
chamber optical multiplexer/demultiplexer 16 extract the 
light of Wavelength k2 and sends it to the signal processing 
section 18. Then, the signal processing section 17 judges 
Whether or not the light of Wavelength k1, Which Was sent out 
a described above, has returned and, if positive, it sends to the 
control section 23 information indicating that the Y-stage 2 
has not reached the position of the Y-direction minus-side 
limit sensor 7. Based on this information, the control section 
23 can determine a drive direction so that the Y-stage 2 does 
not exceed either limit. Then, the control section 23 moves the 
Y-stage 2 to theY-direction plus-side limit sensor 6 by the use 
of the non-illustrated Y-axis drive mechanism. 

This makes the position of the Y-stage 2 de?nite. Accord 
ingly, thereafter, it is possible to move the Y-stage 2 to a 
desired position based on information about the linear scale 3 
from the detector 4. Speci?cally, ?rst, the signal processing 
section 21 feeds a light of Wavelength A5 to the out-chamber 
optical multiplexer/demultiplexer 16. This light of Wave 
length k5 is multiplexed With other lights by the out-chamber 
optical multiplexer/demultiplexer 16 and transmitted to the 
in-chamber optical multiplexer/demultiplexer 5 through the 
out-chamber transmission line 15, the feedthrough portion 
14, and the in-chamber transmission line 13, then demulti 
plexed into the original optical signal of Wavelength k5 by the 
in-chamber optical multiplexer/demultiplexer 5. The demul 
tiplexed light of Wavelength k5 is projected toWard the linear 
scale 3 from the light projecting portion 4a of the detector 4. 

In this event, since the graduations, Which re?ect or absorb 
the light, are engraved on the surface of the linear scale 3, the 
presence and absence of light reception of the light of Wave 
length k5 are repeated at the light-receiving portion 4b fol 
loWing the movement of theY-stage 2. In case of the presence 
of the light reception, the received light is multiplexed With 
other lights by the in-chamber optical multiplexer/demulti 
plexer 5 and sent to the out-chamber optical multiplexer/ 
demultiplexer 16 through the in-chamber transmission line 
13, the feedthrough portion 14, and the out-chamber trans 
mission line 15. The out-chamber optical multiplexer/demul 
tiplexer 1 6 demultiplexes the received light to extract the light 
of Wavelength k5 and sends it to the position signal process 
ing section 21. The position signal processing section 21 
detects the position of theY-stage 2 by counting repetitions of 
pulses or sineWaves of the light of Wavelength k5 having 
returned With its light intensity in the pulse or sineWave from, 
and sends this information to the control section 23. Based on 
this information, the control section 23 controls theY-stage 2. 
A control method for the X-stage 8 is the same as the 

foregoing control method for the Y-stage 2 except that the 
linear scale 9, the detector 10, the X-direction plus-side limit 
sensor 11, the X-direction minus-side limit sensor 12, and the 
X-axis drive mechanism are used instead of the linear scale 3, 
the detector 4, the Y-direction plus-side limit sensor 6, the 
Y-direction minus-side limit sensor 7, and the Y-axis drive 
mechanism. Speci?cally, the direction in Which the X-stage 8 
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is allowed to move is determined by the use of the X-direction 
plus-side limit sensor 11 and the X-direction minus-side limit 
sensor 12, then the X-stage 8 is moved to the X-direction 
plus-side limit sensor 11 by the X-axis drive mechanism. 
Thereafter, the position of the X-stage 8 is detected by count 
ing pulses or sineWaves of a light of wavelength )6 output 
from the detector 10 according to the movement of the 
X-stage 8 along the linear scale 9, thereby controlling the 
X-stage 8. 

NoW, a description Will be given of processes of manufac 
turing a semiconductor device by the use of the semiconduc 
tor manufacturing apparatus as described above. FIG. 4 
shoWs the How of the entire manufacturing processes for the 
semiconductor device. In step 1 (circuit design), a circuit 
design for the semiconductor device is carried out. In step 2 
(mask manufacture), a mask formed With designed circuit 
patterns is produced. On the other hand, in step 3 (Wafer 
manufacture), a Wafer is produced using a material such as 
silicon. Step 4 (Wafer process) is called a pre-process, 
Wherein, using the produced mask and Wafer, actual circuits 
are formed on the Wafer according to the lithography tech 
nique. The next step, step 5 (assembling), is called a post 
process Which is a process of forming semiconductor chips by 
the use of the Wafer obtained in step 4 and includes assem 
bling processes such as an assembly process (dicing and 
bonding) and a packaging process (chip sealing). In step 6 
(inspection), inspections such as an operation con?rmation 
test and a durability test are carried out for the semiconductor 
devices manufactured in step 5. The semiconductor devices 
are completed through these processes and then shipped (step 
7). The pre-process and the post-process are carried out in 
dedicated separate factories, respectively, and maintenance is 
performed for each of these factories by a remote mainte 
nance system. Further, betWeen the pre-process factory and 
the post-process factory, data communication is carried out 
for exchanging information about production management 
and apparatus maintenance through the Internet or a private 
line netWork. 

FIG. 5 shoWs the detailed How of the foregoing Wafer 
process. In step 11 (oxidation), the surface of the Wafer is 
oxidiZed. In step 12 (CVD), an insulating ?lm is formed on 
the surface of the Wafer. In step 13 (electrode formation), 
electrodes are formed on the Wafer by vapor deposition. In 
step 14 (ion implantation), ions are implanted into the Wafer. 
In step 15 (resist processing), a sensitive material is applied to 
the Wafer. In step 16 (exposure), the circuit patterns of the 
mask are printed on the Wafer by exposure suing the forego 
ing exposure apparatus. In step 17 (development), the 
exposed Wafer is developed. In step 18 (etching), portions 
other than developed resist images are etched. In step 19 
(resist stripping), the unnecessary resist after the etching is 
removed. By implementing these steps repeatedly, multiple 
circuit patterns are formed on the Wafer. Since manufacturing 
equipment used in the respective steps is maintained by the 
remote maintenance system, it is possible to prevent occur 
rence of trouble and, even if trouble occurs, quick recovery is 
enabled, and therefore, it is possible to improve the produc 
tivity of the semiconductor devices as compared With con 
ventional techniques. 

Preferred modes of the present invention Will be enumer 
ated hereinbeloW. 
A chamber apparatus of the preferred mode is character 

iZed by comprising a chamber for maintaining an environ 
ment different from an external environment, an external 
multiplex processing means for, outside the chamber, multi 
plexing a plurality of signals sent to the inside of the chamber 
or demultiplexing a multiplexed signal sent from the inside of 
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10 
the chamber, an internal multiplex processing means for, 
inside the chamber, multiplexing a plurality of signals sent to 
the outside of the chamber or demultiplexing a multiplexed 
signal sent from the outside of the chamber, a signal trans 
mission line connecting betWeen the external multiplex pro 
cessing means and the internal multiplex processing means 
for transmitting the multiplexed signal, and a feedthrough 
portion for alloWing the signal transmission line to extend 
betWeen the inside and outside of the chamber. 

Herein, the chamber may be, for example, a purge chamber 
?lled With an inert gas inside, or a vacuum chamber. The 
multiplexing may be, for example, multiplexing by time divi 
sion multiplex or Wavelength division multiplex. The multi 
plexing may be carried out for all the signals or part of the 
signals. Each of the external multiplex processing means and 
the internal multiplex processing means may be, for example, 
a means using a multiplexer and a demultiplexer, or a means 
using an optical multiplexer/demultiplexer. The external mul 
tiplex processing means and the internal multiplex processing 
means for carrying out multiplexing outside the chamber and 
an internal processing means for carrying out demultiplexing 
inside the chamber, an internal multiplex processing means 
for carrying out multiplexing inside the chamber and an exter 
nal processing means for carrying out demultiplexing outside 
the chamber, or an external multiplex processing means for 
carrying out multiplexing and demultiplexing outside the 
chamber and an internal multiplex processing means for car 
rying out demultiplexing and multiplexing inside the cham 
ber. The signal transmission line may be, for example, a 
transmission line for an electrical signal or an optical ?ber. 
The chamber apparatus may be, for example, one for an 
exposure apparatus or one for an etching apparatus. 

In this structure, the plurality of signals sent to the inside of 
the chamber from the outside thereof are multiplexed together 
by the external multiplex processing means outside the cham 
ber, sent to the inside of the chamber through the signal 
transmission line via the feedthrough portion, and demulti 
plexed by the internal multiplex processing means inside the 
chamber. Alternatively, the plurality of signals sent to the 
outside of the chamber from the inside thereof are multi 
plexed together by the internal multiplex processing means 
inside the chamber, sent to the outside of the chamber through 
the signal transmission line via the feedthrough portion, and 
demultiplexed by the external multiplex processing means 
outside the chamber. Therefore, the number of each of the 
signal transmission lines and feedthrough portions can be set 
to be smaller than the number of signals. For example, one 
signal transmission line and one feedthrough portion may be 
suf?cient. Accordingly, it is possible to provide a chamber 
apparatus that can transmit more signals betWeen the inside 
and outside of a chamber and is less affected by an outgas 
Without causing an increase in siZe and price of the apparatus, 
and further to provide a semiconductor manufacturing appa 
ratus using such a chamber apparatus. 

In the preferred mode, the signal transmitted/received 
betWeen the inside and outside of the chamber is an optical 
signal, and the signal transmission line is composed of an 
optical ?ber. In this case, each of the external multiplex pro 
cessing means and the internal multiplex processing means 
can be formed by an optical multiplexer/demultiplexer for 
Wavelength multiplex communication. 

Further, the chamber apparatus may have a plurality of 
sensors for detecting a predetermined state inside the cham 
ber and sending detection signals to the outside of the cham 
ber through the signal transmission line. Each sensor may be 
con?gured to return an optical signal having been sent to the 
inside of the chamber from the outside thereof, to the outside 
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of the chamber as an optical signal having information about 
the presence or absence of a predetermined object in the 
chamber. Each sensor may be an encoder. 

Furthermore, the chamber apparatus may be con?gured 
such that the X- and Y-stages are provided so as to be driven 
in the chamber, the encoders are for measuring the positions 
of the X- andY-stages, and the X- andY-stages are controlled 
by a control means provided outside the chamber on the basis 
of optical signals from the encoders. 
A semiconductor manufacturing apparatus of the preferred 

mode is characterized by comprising the foregoing chamber 
apparatus. Further, a device manufacturing method of the 
preferred mode is characteriZed by manufacturing a device 
using such a semiconductor manufacturing apparatus. 

Moreover, another device manufacturing method of the 
preferred mode is characteriZed by comprising a step of trans 
mitting and receiving a plurality of signals related to device 
manufacture betWeen the inside and outside of a chamber 
When manufacturing a device by the use of the chamber 
maintaining an environment different from an external envi 
ronment, and a step of, When transmitting and receiving the 
plurality of signals, multiplexing the respective signals and 
then passing a multiplexed signal through a transmission line 
extending through a feedthrough portion of the chamber. 

According to the foregoing preferred modes, in the cham 
ber apparatus having the purge chamber ?lled With an inert 
gas inside or having the vacuum chamber under negative 
pressure inside, or the semiconductor manufacturing appara 
tus having such a chamber apparatus, the signals exchanged 
betWeen the inside and outside of the chamber are ?rst mul 
tiplexed together and then transmitted through the 
feedthrough portion so that the number of feedthrough por 
tions can be reduced. Therefore, it is possible to contribute to 
a reduction in siZe and price of the chamber apparatus and the 
semiconductor manufacturing apparatus employing it. Fur 
ther, it is possible to improve the yield of semiconductor 
devices that are manufactured by using the apparatus. 

The present invention is not limited to the above embodi 
ments and various changes and modi?cations can be made 
Within the spirit and scope of the present invention. Therefore, 
to apprise the public of the scope of the present invention, the 
folloWing claims are made. 

What is claimed is: 
1. A system including a chamber having an internal envi 

ronment different from an external environment, the system 
comprising: 

a plurality of generators disposed outside of the chamber 
and each con?gured to generate a plurality of light 
Waves; 

a transmission line disposed through a partition Wall of the 
chamber and con?gured to transmit a light Wave there 
through; 

a plurality of measurement units disposed inside of the 
chamber and each con?gured to direct a plurality of light 
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Waves to an associated measurement region and to 
receive a plurality of light Waves from the associated 
measurement region; 

a ?rst multiplexer/demultiplexer disposed outside of the 
chamber and con?gured (i) to multiplex a plurality of 
light Waves generated by the plurality of generators to 
generate ?rst multiplexed light Waves, (ii) to send the 
?rst multiplexed light Waves to the transmission line, 
and (iii) to demultiplex second multiplexed light Waves 
received from the transmission line to generate ?rst 
demultiplexed light Waves; 

a second multiplexer/demultiplexer disposed inside of the 
chamber and con?gured (i) to demultiplex the ?rst mul 
tiplexed light Waves received from the transmission line 
to generate second demultiplexed light Waves, (ii) to 
send the second demultiplexed light Waves, as the plu 
rality of light Waves to be respectively directed by the 
plurality of measurement units to the regions, (iii) to 
multiplex the plurality of light Waves respectively 
received by the plurality of measurement units from the 
regions, to generate the second multiplexed light Waves, 
and (iv) to send the second multiplexed light Waves to 
the ?rst multiplexer/demultiplexer via the transmission 
line; and 

a plurality of signal processors disposed outside of the 
chamber and each con?gured to receive the ?rst demul 
tiplexed light Waves that correspond to the plurality of 
light Waves respectively received by the plurality of 
measurement units from the regions, and to perform 
respective signal processing for the measurements. 

2. A system according to claim 1, Wherein the light Waves 
generated by the plurality of generators have Wavelengths 
different from each other. 

3. A system according to claim 1, Wherein the transmission 
line includes an optical ?ber. 

4. A system according to claim 1, Wherein one of the 
plurality of measurement units functions as a light-proj ecting 
portion and a light-receiving portion of a photointerrupter. 

5. A system according to claim 1, Wherein one of the 
plurality of measurement units functions as a light-proj ecting 
portion and a light-receiving portion of a position detector. 

6. A system according to claim 1, further comprising a 
scale disposed in one of the regions. 

7. A system according to claim 1, further comprising a 
controller disposed outside of the chamber con?gured to 
receive outputs from the plurality of signal processors. 

8. A system according to claim 7, further comprising a 
to-be-controlled unit disposed inside the chamber, Wherein 
the controller is con?gured to control the to-be-controlled 
unit based on the received outputs. 

9. A system according to claim 8, Wherein the to-be-con 
trolled unit is a movable unit, and the controller is con?gured 
to control a position of the movable unit based on the received 
outputs from the plurality of signal processors. 

* * * * * 


