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optical sensing system 104 held by the sensor frame, and an 
output unit. The sensor ?xation device is adapted to be placed 
against an anatomical location of a subject, within which is an 
artery. The optical sensing system 104 includes an optical 
waveguide, an optical source device to supply optical energy 
to the optical waveguide, and an optical detector to detect an 
amount of optical energy exiting the optical waveguide. The 
optical sensing system 104 is adapted to sense an arterial 
pulse from the compression or ?exing of at least a portion of 
the optical waveguide resulting in reduction of the amount of 
light exiting the optical waveguide. The output unit is con?g 
ured to receive a signal indicative of the amount of light 
exiting the optical waveguide and to generate a measure of the 
vital sign based at least in part on the received signal. 
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OPTICAL POWER MODULATION VITAL 
SIGN DETECTION METHOD AND 

MEASUREMENT DEVICE 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application claims the bene?t of and priority to US. 
Provisional Patent Application Ser. No. 60/ 898,269, ?led on 
Jan. 31, 2007 and US. Provisional Patent Application Ser. 
No. 60/998,745, ?led on Oct. 15, 2007, titled “Method for 
Measurement of Physiological Pulses Using a Deformable 
Optical Waveguide,” all of which are herein incorporated by 
reference in their entirety. 

TECHNICAL FIELD 

This invention relates to detecting vital signs, and more 
particularly to a vital sign measurement device. 

BACKGROUND 

Blood pressure refers to the force exerted by circulating 
blood on the walls of blood vessels and constitutes one of the 
principal vital signs. The systolic pressure is the peak pres 
sure in the arteries, which occurs near the beginning of the 
cardiac cycle. The diastolic pressure is the lowest pressure, 
which is at the resting phase of the cardiac cycle. The average 
pressure throughout the cardiac cycle is reported as the mean 
arterial pressure. The pulse pressure re?ects the difference 
between the maximum and minimum pressures measured. 

Blood pressures can be measured invasively (by penetrat 
ing the skin and measuring inside the blood vessels) or non 
invasively The former is usually restricted to a hospital set 
ting. The non-invasive auscultatory and oscillometric 
methods are simpler and quicker than invasive methods, have 
less complications, and are less unpleasant and less painful 
for the patient. Non-invasive measurement methods are more 
commonly used for routine examinations and monitoring. 

The auscultatory method typically uses a stethoscope and a 
sphygmomanometer. An in?atable cuff is placed around the 
upper arm at roughly the same vertical height as the heart and 
pneumatically connected to a mercury manometer or aneroid 
gauge. The mercury manometer measures the height of a 
column of mercury, giving an ab solute cuff pres sure measure 
ment without need for calibration and consequently not sub 
ject to the errors and drift of calibration which affect other 
pressure gauges. The cuff is in?ated manually by repeatedly 
squeezing a rubber bulb until the brachial artery is completely 
occluded. While listening with the stethoscope over the bra 
chial artery distal to the pressurized cuff, the examiner slowly 
releases the pressure in the cuff. When blood just starts to ?ow 
in the artery, the turbulent ?ow creates a “whooshing” or 
pounding sound (?rst Korotkoff sounds). The pressure at 
which this sound is ?rst heard is the systolic blood pressure. 
The cuff pressure is further released until no sound can be 
heard (?fth Korotkoff sound), at the diastolic blood pressure. 

Oscillometric methods are sometimes used for continuous 
monitoring and sometimes for making a single measurement. 
The equipment is functionally similar to that of the ausculta 
tory method but does not rely on the use of a stethoscope and 
an examiner’s ear. Instead, the detection means is a pressure 
sensor that is pneumatically connected to the cuff and regis 
ters the (relatively small) oscillations in cuff pressure that are 
synchronous with the arterial pressure waveform. The ?rst 
oscillation in cuff pressure does not occur at the systolic 
pressure, but at a cuff pressure substantially above systolic 
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2 
pressure. The cuff is initially in?ated to a pressure in excess of 
the systolic blood pressure. The cuff pressure is then gradu 
ally reduced. The values of systolic and diastolic pressure are 
calculated from the different oscillation amplitudes that occur 
at various cuff pressures by the use of an algorithm. Algo 
rithms used to calculate systolic and diastolic pressure often 
use experimentally obtained coe?icients aimed at matching 
the oscillometric results to results obtained by using the aus 
cultatory method as well as possible. 

SUMMARY 

In some aspects, a vital sign measurement device includes 
a sensor ?xation device, a sensor frame held by the sensor 
?xation device, an optical sensing system held by the sensor 
frame, and an output unit. The sensor ?xation device is 
adapted to be placed against an anatomical location of a 
subject, within which is an artery. The optical sensing system 
includes an optical waveguide, an optical source device to 
supply optical energy to the optical waveguide, and an optical 
detector to detect an amount of optical energy exiting the 
optical waveguide. The optical sensing system is adapted to 
sense an arterial pulse from the compression or ?exing of at 
least a portion of the optical waveguide, which results in 
reduction of the amount of optical energy exiting the second 
end of the optical waveguide. The output unit is con?gured to 
receive a signal indicative of the amount of light exiting the 
optical waveguide and to generate a measure of the vital sign 
based at least in part on the received signal. 
The vital sign measurement device operates on the prin 

ciple of optical power modulation, namely that an arterial 
pulse can cause the ?exing or compression of an optical 
waveguide to result in a change in an amount of optical energy 
transmitted to the second end of the optical waveguide. By 
monitoring the amount of light that exits the second end of the 
optical waveguide, data regarding the arterial pulse can be 
obtained and used to determine various vital signs. The opti 
cal sensing system can be con?gured to detect optical signals 
representative of a series of arterial pulses and the output unit 
can be adapted to determine a pulse waveform for each of the 
series of arterial pulses based on the amount of optical energy 
exiting the second end of the optical waveguide. The optical 
sensing system can be adapted to sense the pulsatile opening 
of the artery by the compression and ?exing of the compress 
ible optical waveguide resulting in a pulsatile decrease in an 
amount of detected light. The optical detector can be optically 
coupled to the optical waveguide such that the optical detec 
tor receives substantially all of the optical energy from the 
optical source that does not escape from the sides of the 
optical waveguide. The optical source can include a coherent 
light source. 

In some implementations, the sensor ?xation device can be 
a cuff including an in?atable bladder within the cuff. The 
in?atable bladder may partially encircles the limb. The cuff 
can be made of a fabric material. The cuff can be adapted to 
apply pressure to the anatomical location and thereby com 
press an artery within the anatomical location. For example, 
the cuff can apply pressure when the in?atable bladder is 
in?ated. The sensor frame can be attached to the cuff at a 
location that is not coincident with any part of the bladder. 
The sensor frame can be held in opposition to the limb by its 
attachment to the cuff such that the pressure applied to the 
limb by the sensor frame is substantially equal to the pressure 
applied to the limb by the surrounding cuff when the in?at 
able bladder is in?ated. 

In some implementations, the device can include a sensor 
pad within the sensor frame, which can be positioned adjacent 
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to the anatomical location. The sensor pad can be con?gured 
such that it moves as a result of increased contact pressure 
caused by the in?ation of the bladder. The movement of the 
sensor pad can result in the compression or ?exing of the 
optical waveguide. In some implementations, the sensor pad 
can be positioned at a midpoint of the sensor ?xation device. 
In other implementations, the sensor pad can be positioned at 
a distal location of the sensor ?xation device. In some imple 
mentations, the sensor pad can be con?gured such that pul 
satile tensioning of the sensor ?xation device does not pro 
duce pulsatile movement of the sensor pad, whereas pulsatile 
opening of the artery within the anatomical location produces 
a pulsatile movement of the sensor pad. In some implemen 
tations, a maximum contact pressure applied to the sensorpad 
can cause a reduction of 20-80% (e.g., a 50-70% reduction) in 
the total amount of light exiting the optical waveguide. 

In some implementations, the device can include a load 
spring attached to at least a portion of the sensor frame and 
also supporting the sensor pad. The load spring can be con 
?gured to counter at least some of the pressure exerted against 
the sensor pad at the anatomical location of a subject. The 
load spring can be adapted to allow a desirable displacement 
of the sensor pad at a maximum pressure. In some implemen 
tations, the load spring can be adapted to provide a maximum 
displacement of the sensor pad between 0.5 and 3 millimeters 
at a maximum pressure. 

In some implementations, the device can include a pres sure 
sensor to detect a pressure applied to the anatomical location. 
The output unit can receive a pressure input indicative of the 
pressure applied to the anatomical location from the pressure 
sensor. In some implementations, the output unit can generate 
the vital sign using the signal indicative of the optical signal 
received and the pressure input. 

In some implementations, the anatomical location of the 
subject is an upper arm. The sensor frame can be con?gured 
on the sensor ?xation device so that the optical sensing sys 
tem is positioned to sense movement due to a pulse of a 
brachial artery resulting in the compression or ?exing of at 
least a portion of the compressible optical waveguide. In 
some implementations, the vital sign can be at least one of a 
heart rate, an arterial pulse waveform, a systolic blood pres 
sure, a diastolic blood pressure, a mean arterial blood pres 
sure, a pulse pressure, and an arterial compliance. 

In some implementations, the device can include a 
waveguide support structure having a non-compliant surface 
to support at least a portion of the optical waveguide. The 
optical sensing system can be adapted to cause a ?exural 
deformation in an unsupported portion of the optical 
waveguide in response to an arterial pulse. 

In some implementations, the device can include a ?exible 
and incompressible support surface that supports the optical 
waveguide over substantially all of its length. For example, 
the waveguide support surface can be a ?exible electronic 
circuit board. The waveguide can be bonded to the support 
surface with a ?exible elastomer adhesive. In some imple 
mentations, the optical source device, the optical detector, 
and/ or associated electronic components can be mounted on 
the surface of the waveguide support surface. In some imple 
mentations, the waveguide support surface can include a sup 
port return element which is con?gured within the support 
surface and adapted to oppose the ?exing of the support 
surface. In some implementations including a sensor pad, the 
support return element can be adapted to provide an increas 
ing contact pressure between the sensor pad and the optical 
waveguide as the sensor pad moves from a rest position to a 
position of maximum displacement. The optical waveguide 
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4 
can be adapted such that said increasing contact pressure 
causes a decreasing amount of light exiting the second end of 
the optical waveguide. 

In some implementations, the optical waveguide can be a 
compliant waveguide including a cladding devining a lumen 
and a core disposed within the lumen. The core having a 
refractive index greater than the refractive index of the clad 
ding. The cladding can have a ?at surface. In some imple 
mentations, the cladding and/or the core can include an elas 
tomer having a Shore A hardness of between 25 and 75. In 
some implementations, the cladding can have a Shore A 
durometer of between 45 and 5 5 and the core can have a Shore 
A hardness between 30 and 45. In some implementations, the 
waveguide can be capable of guiding at least 10,000 modes 
(e.g., at least 50,000 modes). In some implementations, the 
core can have a refractive index between 1.43 and 1.50 (e. g., 
between 1.45 and 1.47) and the cladding can have a refractive 
index between 1.39 and 1.48 (e.g., between 1.39 and 1.41). In 
some implementations, the core can have a radius of at least 

45 micrometers (e.g., between 150 and 200 micrometers). 
In some implementations, the optical waveguide can 

include an elastomer (e.g., a siloxane elastomer). The elas 
tomer can be selected from the group consisting of polysilox 
ane, polyurethane, polybutadine rubber, and combinations 
thereof. 

In some aspects, a method of measuring a vital sign in a 
subject can include transmitting optical energy into a ?rst end 
of the optical waveguide, detecting an amount of optical 
energy ensiting a second end of the optical waveguide, and 
generating a measure of the vital sign based on the detected 
amount of optical energy exiting the second end to of the 
optical waveguide. The optical waveguide is positioned with 
a sensor frame and the sensor frame is positioned against an 
anatomical location of a subject, within which is an artery. 
The optical waveguide is positioned to compress or ?ex in 
response to an arterial pulse. The amount of optical energy 
exiting the second end of the optical waveguide is detected 
using an optical detector heldby the sensor frame. The optical 
detector generates a signal indicative of an amount of optical 
energy received. The amount of optical energy exiting the 
second end of the optical waveguide changes in response to 
arterial pulses. 

In some implementations, the sensor frame can be held by 
a sensor ?xation device and the method can further include 
applying a pressure to the anatomical location of the subject 
with the sensor ?xation device. In some implementations, 
method can further include varying the pres sure applied to the 
anatomical location with the sensor ?xation device over a 
period of time and determining a series of pulse characteris 
tics for arterial pulses during the period of time from changes 
in the amount of optical energy exiting the second end of the 
optical waveguide over the period of time. The generated 
measure of the vital sign can be based on the series of pulse 
characteristics during the period of time. 

In some implementations, the method can include obtain 
ing a measured blood pressure measurement and then esti 
mating a second blood pres sure measurement. Estimating the 
second blood pres sure measurement can be based on an initial 

pulse characteristic, obtained at an initial time, and a subse 
quent pulse characteristic obtained as a subsequent time, used 
to estimate the second blood pressure measurement. The ini 
tial time is closer to the time of the measured blood pressure 
estimate than the subsequent time. The generated measure 
ment of the vital sign is based on the measured blood pres sure 
measurement, the initial pulse characteristic, and the subse 
quent pulse characteristic. In some implementations, the ini 
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tial pulse characteristic and the subsequent pulse character 
istics can be pulse amplitudes. 

In some aspects, a method of measuring a subject’s blood 
pressure can include applying a varying pressure to an ana 
tomical location of a subject, within which is an artery, detect 
ing an arterial pulse waveform with an optical power modu 
lation sensor, and determining a systolic blood pressure and a 
diastolic blood pressure based on the detect arterial pulse 
waveform as a function of the applied and varied pressure. 
The optical power modulation sensor includes an optical 
waveguide adapted to be compressed or ?exed in response to 
an arterial pulse. The compression or ?exing of the optical 
waveguide results in a reduction in the amount of light trans 
mitted to an end of the optical waveguide. The arterial pulse 
waveform being detected from the amount of light exiting the 
end of the optical waveguide. 

The details of one or more implementations of the inven 
tion are set forth in the accompanying drawings and the 
description below. Other features, objects, and advantages of 
the invention will be apparent from the description, drawings, 
and claims. 

DESCRIPTION OF DRAWINGS 

FIG. 1 depicts one implementation of the vital sign mea 
surement device. 

FIGS. 2A, 2B, and 2C depict various implementations of 
the vital sign measurement device positioned on an upper 
arm, and showing three different levels of cuff pressure rela 
tive to arterial systolic pressure. 

FIG. 3 depicts a series of pulses during de?ation of a cuff 
detected by a pressure sensor pneumatically coupled to the 
cuff compared to simultaneously obtained pulses detected by 
an optical sensing system held by a sensor ?xation device. 

FIG. 4 depicts an implementation of a vital sign measure 
ment device having a sensor ?xation device with an in?atable 
bladder. 

FIGS. 5A, 5B, and 5C depict an implementation of an 
sensor frame containing the components of an optical sensing 
system. 

FIG. 6 depicts an implementation of the optical sensing 
system on a ?exible an incompressible waveguide support 
surface. 

FIGS. 7A-7C depict implementations of optical sensing 
systems. 

FIGS. 8A and 8B depict how a compressed waveguide 
results in a reduction in the amount of transmitted light. 

FIGS. 9A and 9B depict how a ?exed waveguide results in 
a reduction in the amount of transmitted light. 

FIGS. 10A-10D are cross-sectional views of different 
implementations of the waveguide. 

FIG. 11 depicts the pulsatile light transmission in a 
waveguide subjected to an oscillating deformation due to an 
arterial pulse. 

FIG. 12 depicts an implementation of an analytical method 
used to determine one or more vital signs by the output unit. 

Like reference symbols in the various drawings indicate 
like elements. 

DETAILED DESCRIPTION 

As shown in FIG. 1, a vital sign measurement device can 
include a sensor ?xation device 102, a sensor frame 200 
holding an optical sensing system, and an output unit 106. An 
output from the optical sensing system in the sensor frame 
200 can be used to determine the measurement of a vital sign, 
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6 
for example, blood pressure of a patient, and speci?cally 
systolic and diastolic measures for the blood pressure of the 
patient. 
The sensor ?xation device 102 holds the sensor frame 200 

and applies it against an anatomical location of a subject 112, 
within which is an artery 118. In the FIG. 1, for example, the 
anatomical location 112 is an upper arm of a human patient. 
The sensor frame 200 can be positioned so that the optical 
sensing system 104 senses movement corresponding to an 
arterial pulse when the sensor frame 200 is placed against the 
anatomical location 112 of the subject. In this manner it is 
possible to detect arterial pulses with the optical sensing 
system when the sensor ?xation device 102 is exerting a 
pressure on the subject’s arm 112 that is at or below systolic 
pressure, but not detect arterial pulses when the sensor ?xa 
tion device 102 is above systolic pressure. Accordingly, sys 
tolic pressure can be determined as the pressure applied to the 
anatomical location 112 when the ?rst arterial pulse is 
detected by the optical sensing system, as a pressure is 
reduced from a pressure exceeding systolic pressure. Alter 
natively, systolic pressure can be determined to be the last 
pressure at which an arterial pulse is observed by the optical 
sensing system, as the pressure is as the pressure is increased 
to a pressure exceeding systolic pressure. Furthermore, the 
vital sign measurement device can measure the relative 
strength of one or more arterial pulses, and/ or detect a pulse 
waveform, when the sensor ?xation device is exerting a pres 
sure of less than systolic pressure on the patient’s arm, and 
from those measurements, determine a number of different 
vital sign measurements including systolic and diastolic pres 
sure measurements for the subject. For example, diastolic 
pressure can be determined based on predetermined pulse 
waveform characteristics, such as a ratio of pulse amplitudes 
and/or the shape of the pulse waveform between arterial 
pulses. 
The optical sensing system 104 employs what may be 

referred to as an optical power modulation method to detect 
and measure arterial pulses. An example optical sensing sys 
tem that implements such an optical power modulation 
method, referring in particular to FIG. 5C, includes an optical 
waveguide 212 held by the sensor frame 200, an optical 
source 202 positioned to supply optical energy to a ?rst end of 
the optical waveguide 212, and an optical detector 240 posi 
tioned to detect an amount of optical energy exiting a second, 
opposite end of the optical waveguide 212. An output unit 
106, for example as shown in FIG. 1, is connected so as to 
receive a signal, for example an electrical signal, from the 
optical sensing system, and in particular from the optical 
detector 240, wherein the signal is indicative of an amount of 
light at a given point in time exiting the second, opposite end 
of the optical waveguide that is detected by the optical detec 
tor 240. From that received signal, the output unit 106 gen 
erates a measure of the vital sign. The optical sensing system 
104 is acted upon, or responds to, an arterial pulse by virtue of 
the compression or ?exing of at least one portion of the 
optical waveguide 212 of the sensing system, which results in 
a reduction to the amount of optical energy exiting the optical 
waveguide and accordingly a reduction in the amount of 
optical energy received by the optical detector. 
By way of example, a vital sign can include a heart rate, an 

arterial pulse waveform, a systolic blood pressure measure, a 
diastolic blood pressure measure, a mean arterial blood pres 
sure measure, a pulse pressure measure, and/or a measure 
ment of arterial compliance. In some implementations, the 
vital signs can be determined from the timing of arterial 
pulses, the amplitude and/or magnitude of arterial pulses, 
and/or from arterial pulse waveforms. In some implementa 
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tions, the vital signs can be determined from output received 
from the optical sensing system 104 alone, while in other 
implementations the vital signs can be determined from that 
output in combination with other data (e. g., data regarding the 
pressure within a pneumatic cuff). As example of the former 
case, a heart rate can be determined from the output received 
from the optical sensing system 104 alone. The present vital 
sign measurements can be taken in any limb location, includ 
ing but not limited to the upper arm, the wrist area, the legs, 
and the digits. 

Sensor Fixation Device 
The sensor ?xation device can be any structure adapted to 

hold and position a sensor frame 200 or a portion thereof 
adjacent to an anatomical location of a subject 112 such that 
the optical sensing system 104 within the sensor frame 200 
can detect an arterial pulse. The sensor ?xation device can 
hold the sensor frame 200 adjacent to an anatomical location 
of a subject 112 at a predetermined sensor ?xation pressure or 
at an adjustable sensor ?xation pressure. For example, the 
sensor ?xation device can be an adhesive bandage or a cuff 

(e. g., an elastic cuff or an in?atable cuff). 
As shown in FIG. 4, a sensor ?xation device 102 can be an 

in?atable cuff 120 having an in?atable bladder 122. For 
example, the sensor ?xation device 102 can be an assembly 
that includes a cuff comprising a fabric material that is con 
?gured to surround or encircle an anatomical location (e. g., a 
limb) of a subject. The in?atable bladder 122 can be posi 
tioned within the cuff to partially surround or encircle a limb. 
As such, the sensor ?xation device 102 is adapted to apply 
pressure to the limb when in?ated and thereby compress an 
artery within the limb. 

Generally, a cuff-type sensor ?xation device 102 for use in 
the presently described systems and methods can be of a type 
that either completely or partially encircles the limb, or may 
be of a type that applies pressure locally as may be advanta 
geous in certain anatomical locations, including the wrist 
over the radial artery. The bladder 122 in such a device 102 
can be pneumatically connected to a pump 124 via a hose 116, 
as is the case in FIG. 4. In some implementations such as that 
shown in FIG. 4, a pneumatically in?atable cuff can be 
in?ated (e.g., via a pump 124) and de?ated (e.g., via a valve 
126) to adjust the pressure applied to a portion of a subject’s 
body 112. In some implementations, a system can include an 
in?ation controller 452, such as is included in the output unit 
106 as shown in FIG. 12, to control the in?ation and de?ation 
of the cuff. In other implementations, an in?ation controller 
can be included as a separate controller unit to control the 
operation of the vital sign measurement device. 
As such, various forms of a sensor ?xation device can be 

applied to various different portions of a subject’s body. The 
sensor ?xation device can be sized and arranged for place 
ment at an anatomical location of a subject’s body adjacent to 
a predetermined artery of the subject. As shown in FIGS. 1 
and 2A-2C, the sensor ?xation device 102 can be positioned 
on an upper arm (above a subject’s elbow) so that the optical 
sensing system within the sensor frame 200 can sense move 
ment corresponding to an arterial pulse in the brachial artery 
118. The sensor ?xation device can also be adapted for place 
ment on the wrist so that the optical sensing system in the 
sensor frame can sense movement corresponding to an arte 

rial pulse in the radial artery. The sensor ?xation device can 
also be positioned on a leg (e.g., at the ankle to detect pulses 
in an artery), the neck, or any other part of the body where an 
arterial pulse can be detected. 
As shown in FIGS. 2A-2C, the sensor frame 200 can be 

positioned proximal to the midpoint of the sensor ?xation 
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8 
device 102 (as shown in FIG. 2A), at the mid point of the 
sensor ?xation device 102 (as shown in FIGS. 2B and 2C), or 
distal to the mid point of the sensor ?xation device 102 (not 
shown). The placement of the sensor frame 200, and more 
speci?cally the sensing portion (e.g., a sensor pad) of the 
sensor frame 200, with respect to a pressure imparting device 
can impact the data obtained. In implementations where the 
sensor ?xation device 102 applies pressure to the anatomical 
location, such as shown in FIGS. 2A-2C, the position of the 
sensing portion of the sensing frame 200 within the sensor 
?xation device 102 can impact the data obtained. In some 
implementations, a pressure applied to an artery lying below 
the surface of an anatomical location can be non-uniform. For 
example, although a pressure imparting body placement 
device 102 can apply a uniform pressure, the pressure trans 
mitted through the layers of tissue can result in a non-uniform 
pressure against an artery lying some distance below the 
surface. In some implementations, the pressure applied to an 
artery lying some distance below the skin by an in?atable cuff 
can be greatest at the cuff midline and less at the cuff margins. 
The location of the sensor frame 200 relative to the sensor 
?xation device 102 can be ?xed to optimize the sensitivity to 
selected features of the arterial pulse. In some implementa 
tions, the sensor frame 200 and the sensing portion (e.g., the 
sensor pad) of the sensor frame 200 can be located at the 
midline 134 of the cuff such that it is not responsive to pul 
satile enlargement of the arterial segment under the proximal 
part of the cuff when the cuff pressure exceeds systolic pres 
sure, thereby allowing a precise determination of the systolic 
pressure when the midsection of the arterial segment opens. 

In other implementations, not shown, the sensor frame 200 
and the sensing portion (e. g., a sensor pad) of the sensor frame 
200 can be located near the distal margin of the cuff such that 
it is responsive speci?cally to the pulsatile arterial dimension 
changes at that location. Accordingly, the unique features of 
the arterial pulse waveform at diastolic pressure at a distal 
position can be identi?ed, and effects of arterial compliance 
in more distal arteries can be detected. Outward ?exing of the 
skin at the midline 134 of the cuff, and also distal to the 
midline 134, occurs during systole when the cuff pressure is 
below systolic pressure. At cuff pressures exceeding systolic 
blood pressure, the arterial oscillations are limited to the 
proximal area of the cuff, as discussed above. 

In some implementations, not shown, the device can 
include a second pressure imparting device separate from the 
sensor ?xation device holding the sensor frame having the 
optical sensing system. The second pressure imparting device 
can be adapted to be placed against a second anatomical 
location of a subject proximal to the anatomical location of 
the sensor ?xation device to allow for arterial pulse detection 
by the optical sensing system at a position distal to and sepa 
rated from the pressure imparting device. Accordingly, the 
optical sensing system can detect an arterial pulse waveform 
at a position spaced away and distal to the point of arterial 
occlusion, and thus allow for the detection of unique features 
of an arterial waveform. The second pressure imparting 
device can be an in?atable cuff. In some implementations, 
both the pressure imparting device and the sensor ?xation 
device can be in?atable cuffs. 

FIG. 2A depicts a sensor ?xation device 102 imparting a 
pressure on the arm exceeding arterial systolic pressure of the 
brachial artery suf?cient to result in a minimal arterial open 
ing under the leading edge of the sensor ?xation device 102 at 
systole. The amount of pressure imparted against the sensor 
?xation device 102 will pulsate slightly due to the arterial 
expansion at the leading edge during an arterial pulse. No 
arterial opening occurs at the positioning of the sensor frame 
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200, and therefore the optical sensing system 104 in the 
sensor frame 200 does not produce a pulsatile signal. A pul 
satile signal, however, will occur at a higher pressure if the 
sensor frame 200 is located at a position proximal to the 
midpoint of the sensor ?xation device 102 than if it is located 
at the midpoint of the sensor ?xation device 102. 

FIG. 2B depicts a sensor ?xation device 102 imparting a 
pressure slightly exceeding arterial systolic pressure, such 
that the arterial opening 118 extends nearly to the midpoint of 
the sensor ?xation device 102 at systole. The oscillation in 
pressure imparted against the sensor ?xation device 102 dur 
ing an arterial pulse pressure would be much larger than in the 
case of FIG. 2A, as the arterial expansion occurs over nearly 
half of the segment located within the sensor ?xation device. 
Nevertheless, no arterial opening occurs at the sensor ?xation 
device 102 midpoint, and therefore the optical sensing system 
104 in the sensor frame 200 does not produce a pulsatile 
signal. 

FIG. 2C depicts a sensor ?xation device 102 imparting a 
pressure below arterial systolic pressure, such that the entire 
artery segment 118 opens momentarily at systole. The oscil 
lations in pressure imparted against the sensor ?xation device 
102 during an arterial pulse will be even greater in amplitude. 
The arterial opening at the location under the sensor frame 
200 causes the optical sensing system 104 to register a pul 
satile signal. 
The top portion of FIG. 3 depicts pressure pulses sensed in 

a sensor ?xation device 102 imparted by the series of arterial 
pulses as the imparted pressure by the sensor ?xation device 
102 is decreased from a pressure exceeding systolic blood 
pressure of a subject to a pressure below diastolic blood 
pressure of a subject. The bottom portion of FIG. 3 depicts 
pulses determined from the optical sensing system with the 
sensor frame at the midpoint of a sensor ?xation device 102 as 
the pressure imparted by the sensor ?xation device is 
decreased from a pressure exceeding systolic blood pressure 
of a subject to a pressure below diastolic blood pressure of a 
subject. As shown, the optical sensing system within the 
sensor frame does not detect any pulses until the imparted 
pressure is at or below systolic blood pressure. This can allow 
for an accurate determination of systolic blood pressure and 
the waveform detected by the optical sensing system can 
allow for the calculation of other vital signs. 

FIG. 4 depicts one implementation of a sensor ?xation 
device 102. The sensor ?xation device can be an in?atable 
cuff 120 having an in?atable bladder 122. The cuff can 
include a fabric material con?gured to surround a limb of a 
subject. The in?atable bladder 122 can partially, but not com 
pletely, encircle the limb, and can be adapted to apply pres 
sure to the limb when in?ated and thereby compress an artery 
within the limb. The in?atable cuff 120 can be adapted to be 
wrapped around the upper arm of a subject and to hold a 
sensor frame 200 in a position to apply equal pressure to the 
limb. An optical sensing system can be located within the 
sensor frame 200 to detect arterial pulses from the brachial 
artery. The cuff 120 can include hook and loop fasteners 132 
(e. g., Velcro®) or other fastening devices, which can be used 
to secure the cuff 120 around a limb of a subject. The cuff 120 
can be wrapped around a subject’s limb and the bladder 122 
can be in?ated to impart a pressure on the limb. The bladder 
122 can be connected to a pump 124 by a hose 116. The 
bladder 122 can also be attached to a valve 126 which can 
control the de?ation of the bladder 122. The pressure in the 
bladder 122 can be measured with a pressure transducer 128. 
The pressure transducer 128 can be located in the bladder, as 
shown, or can be pneumatically connected to the bladder 122 
(e.g., via the hose 116). 
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10 
The components of the optical sensing system can be pack 

aged within the sensor frame 200 (e.g, a housing) located at 
the midpoint 134 of the cuff 120. The sensor frame 200 can be 
attached to the cuff at a location that is not coincident with 
part of the bladder. The sensor frame 200 can be in opposition 
on the cuff such that the pressure applied to the limb by the 
sensor frame is substantially equal to the pressure applied to 
the limb by the surrounding cuff fabric when the in?atable 
bladder 122 is in?ated. For example, the upper surface of the 
sensor frame 200 can be approximately ?ush with an inside 
surface of the cuff. The sensor frame 200 can be positioned on 
the cuff 120 so that the optical sensing system 104 can sense 
a pulse of an artery when the cuff 120 is wrapped around an 
anatomical location of a patient. 

Output Unit 
As shown in FIGS. 4 and 12, the output unit receives 

signals (e.g., electrical signals) representative of an amount of 
optical energy (e.g., light) exiting the second end of the opti 
cal waveguide and thus detected by the optical detector 240. 
These signals can be transmitted via electrical wires 108. In 
some implementations, the output unit 106 can also receive 
other data. For example, as shown in FIG. 4, wires 108 can 
transmit data in the form of signals (e.g., electrical signals) 
from a pressure transducer in the bladder 122 of a cuff 120 to 
the output unit 106 to allow the output unit 106 to determine 
an amount of pressure applied to an anatomical location of a 
patient. In some implementations, the output unit 106 can 
receive data regarding the amount of optical energy received 
by an optical detector from the optical sensing system via 
wireless transmission. 
As shown in FIGS. 1, 4, and 12, the vital sign measurement 

device can include a display unit 114 to depict one or more 
vital signs (e.g., heart rate, systolic pressure, and diastolic 
pressure). As shown in FIG. 4, the output unit 106 can be 
packaged with the display unit 114. In some implementa 
tions, not shown, the output unit can be within the sensor 
frame, can be in another portion of the cuff assembly, or can 
be remotely located and in communication with the optical 
sensing system via wireless transmissions. Wires can transmit 
data (e.g., via electrical signals) from the output unit 106 to 
the display device 114. In other implementations, the output 
unit 106 can transmit vital sign measurements via wireless 
transmission. 

In some implementations, the output unit can include an 
alarm system to produce a human detectable signal when a 
vital sign measurement generated by the output unit meets a 
predetermined criteria. For example, the output unit can be 
adapted to create a visual or audio alarm to alert a user that a 

detected vital sign is outside of a predetermined range. 
The output unit 106 can perform a number of data process 

ing steps, calculations, or estimating functions, some of 
which are discussed below. The output unit 106 can include a 
processor to determine the vital sign from signals from the 
optical sensing system with or without other data (e.g., data 
regarding a pressure applied to an anatomical location by an 
in?atable cuff as shown in FIG. 4). 

Sensor Frame 

As shown in FIGS. 5A, 5B, and 5C, an optical sensing 
system 104 canbe contained within a sensing frame 200 (e. g., 
a housing). The function of the sensor frame 200 is to main 
tain pressure against the skin and transmit the mechanical 
impulse of arterial pulses to the optical sensing system 104 
without transmitting the pneumatic cuff pressure pulse. The 
function of the optical sensing system 104 is to generate a 
signal representative of the arterial pulse. 
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The sensor frame 200 can be placed against an anatomical 
location (e.g., against a subject’s skin) to sense arterial pulses 
by the movement of the sensor pad 232, which can be posi 
tionable adjacent to the anatomical location. The sensor pad 
232 can be con?gured such that it moves as a result of 
increased contact pressure caused by the in?ation of the blad 
der. The movement of the sensor pad 232 can result in the 
compression or ?exing of the optical waveguide 212. The 
sensor frame 200 can also include a load spring 234 attached 
to the sensor pad 232 to counter the force applied to the sensor 
pad 232 by the anatomical location of the subject. The load 
spring 234 can also be attached to at least a portion of the 
sensor frame 200. The sensor frame 200 can also include 
structures to support the waveguide, such as a ?exible and 
incompressible waveguide support surface 233, upon which 
the waveguide rests, and/ or a non-compliant waveguide sup 
port structure 235 to support the optical waveguide 212 
against the forces applied to the optical waveguide 212 by the 
sensor pad 232. The sensor frame 200 can also include wires 
108 to transmit data from the optical detector 240 to the 
output unit 106. In some implementations, not shown, the 
sensor frame 200 can include an output unit and can include 
wires that transmit data from the output unit to an external 
source (e. g., a display). In some implementations, the sensor 
frame 200 can have a width of between 0.7 and 1.3 inches 
(e.g., about 1 inch), a length of between 1.5 and 2.2 inches 
(e.g., about 1.7 inches), and a thickness of between 0.3 and 
0.9 inches (e.g., about 0.6 inches). 
As shown in FIGS. 5A, 5B, and 5C, a sensor pad 232 

adapted for placement against an anatomical location of a 
subject can be attached to a load spring 234. The sensor pad 
232 can extend out of the sensor frame 200 when in a relaxed 
state. For example, the sensor pad 232 can extend out of the 
sensor frame 200 by at least 0.1 inch (e.g., between 0.1 and 
0.3 inches). As shown, the sensor pad 232 extends out from 
the sensor housing 200 by 0.161 inches. The sensor pad 232 
can have any shape. The sensor pad 232 can have a diameter 
of at least 0.3 inches, for example between 0.3 and 0.8 inches 
(e.g., about 0.6 inches). In some implementations, for 
example as shown in FIG. 5C, the sensor pad 232 can be 
attached to the spring 234 by a hinge 236 that allows for the 
back and forth motion of the sensor pad 232. In some imple 
mentations, as shown in FIG. 5C, the sensor pad 232 can have 
an inclined upper surface. The sensor pad 232 can be attached 
to or otherwise positioned to cause the compression or ?exing 
of the optical waveguide 212 of the optical sensing system 
104. As shown in FIG. 5C, the sensor pad 232 can include a 
pressing portion 238 adapted to cause the localized compres 
sion of the optical waveguide 212. The sensor pad 232 can 
also be positioned within a cutout 252. The spacing between 
the cutout 252 and the sensor pad 232 can impact the amount 
of movement of the sensor pad 232 allowed by the sensor 
housing 200 due to arterial pulses. The spacing between the 
cutout 252 and the sensor pad 232 can be about 0.1 inches. 

Wires 108 can transmit data from the optical detector 240 
to an output unit 106, as discussed above. In some implemen 
tations, not shown, the output unit can be included within the 
sensor frame and wires can transmit vital sign data to devices 
outside of the housing. In some implementations, not shown, 
the optical sensing system 104 can transmit data from the 
sensor frame 200 by wireless transmission. 
The load spring 234 can counter a force applied to the 

sensor pad 232 from an arterial pulse and return the sensor 
pad to an initial state after the arterial pulse. The load spring 
234 can thus limit the amount of compression and ?exural 
deformation of the waveguide due to an arterial pulse. The 
load spring 234 can be selected such that the optical trans 
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mission factor is most sensitive to waveguide deformation 
within the useful range of cuff pressures. The combination of 
the load spring 234 and other features of the sensor frame 200 
and the optical sensing system 104 can provide countering 
forces such that an applied pressure of 150 mmHg will dis 
place the sensor pad by at least 1 mm from a resting state. In 
some implementations, the sensor frame 200 and optical 
sensing system 104 can be adapted such that an applied pres 
sure of 150 mmHg will displace the sensor pad by at least 2 
mm from the resting state. In some implementations, the load 
spring 234 can be adapted to provide a maximum displace 
ment of the sensor pad between 0.5 and 3 millimeters at a 
maximum pressure (e.g., between 0.8 and 1.5 millimeters at a 
maximum pressure). In some implementations, the sensor 
frame 200 and optical sensing system 104 can be adapted 
such that an applied pressure of between 80 and 150 mmHg 
(e.g., between 100 and 130 mmHg) can render an upper 
surface of the sensor pad approximately ?ush with an upper 
surface of the sensor frame 200. In some implementations, the 
sensor pad 232 can be nearly ?ush with the sensor frame 200 
when placed against the anatomical location of a patient by 
the occluding device 102 with the occluding device providing 
a pressure to the anatomical location exceeding systolic pres 
sure. In some implementations, the upper surface of the sen 
sor frame 200 can be approximately ?ush with an inner sur 
face of the sensor ?xation device (e.g., the in?atable cuff). 
The sensor frame 200 can also include a waveguide sup 

porting structures, such as the ?exible and incompressible 
waveguide support surface 233 and/or a non-compliant 
waveguide support structure 235 to support the waveguide 
212 of the optical sensing system 104 against the force 
applied by the sensor pad 232. The waveguide support surface 
233 can have a ?exible and incompressible support surface 
and can extend along the entire length of the optical 
waveguide 212. In some implementations, as shown in FIG. 
6, the waveguide support 233 can have a support return ele 
ment 237 con?gured within the support surface and adapted 
to oppose the ?exing of the support surface. For example, the 
support return element 237 within the waveguide support 233 
can be a member with a high memory, such as a steel spring, 
which can return the waveguide to its non-deformed position 
following each pulsatile deformation. The support return ele 
ment 237 can be adapted to provide an increasing contact 
pressure between the sensor pad and the optical waveguide as 
the sensor pad moves from a rest position to a position of 
maximum displacement, with the optical waveguide adapted 
such that said increasing contact pressure causes a decreasing 
amount of light exiting the optical waveguide. In some imple 
mentations, the support return element 237 can work with the 
load spring 234 to accomplish the increasing contact pres 
sure. In some implementations, the waveguide support sur 
face 233 can be a ?exible electronic circuit board, to which 
the waveguide is bonded with a ?exible elastomer adhesive. 
As shown in FIG. 6, the waveguide support surface 233 can 
also support and carry the optical source 202 and/or the opti 
cal detector 240. In some implementations, other associated 
electronic components can be mounted on the waveguide 
support surface 233. 
The waveguide support structure 235 is non-compliant. In 

some implementations, as shown in FIG. 7A the waveguide 
support structure 235 can support the portion of the 
waveguide 212 being acted upon by the sensor pad 232 (e. g., 
over substantially all of its length). Accordingly, the 
waveguide 212 can be compressed between the waveguide 
support 235 and pressing portion 238. FIGS. 8A and 8B, 
discussed below, depict how the compression of the 
waveguide 212 can result in a reduction in the amount of light 
















