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KEY-UPDATING METHOD, ENCRYPTION 
PROCESSING METHOD, KEY-INSULATED 
CRYPTOSYSTEM AND TERMINAL DEVICE 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

This application is based upon and claims the bene?t of 
priority from the prior Japanese Patent Applications No. 
P2005-241094, ?led on Aug. 23, 2005 and No. P2006 
114712, ?led on Apr. 18, 2006; the entire contents of Which 
are incorporated herein by reference. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a key-updating method in 

a key-insulated crypto system, encryption processing method, 
a key-insulated cryptosystem, and a terminal device used in 
the key-insulated cryptosystem. 

2. Description of the Related Art 
Along With progress of so-called information technology 

(IT), a crypto system for carrying out encryption processing of 
information to be transmitted and received has been Widely 
used in these days. 

In such a cryptosystem, there is a problem that security of 
information to be encrypted cannot be secured When a cryp 
tographic algorithm used for the encryption processing is 
once analyZed. 

However, in reality, rather than the case Where the crypto 
graphic algorithm is analyZed, there is a problem that a key 
used for encryption processing is exposed outside due to 
carelessness of a user Who uses the cryptosystem. 

Therefore, to cope With such key exposure, so-called “key 
insulated crypto system” has been knoWn (see, for example, Y. 
Dodis, J. KatZ, S. Xu and M. Yung, “Key-Insulated Public 
Key Cryptosystems”, Proc. of Eurocrypt 2002, Lecture Notes 
in Computer Science Vol. 2332, 2002, Springer-Verlag, P. 
65-82 (hereinafter referred to as “Reference Document 1”), 
and M. Bellare andA. Palacio, “Protecting against Key Expo 
sure: Strongly Key-Insulated Encryption With Optimal 
Threshold”, Cryptology ePrint Archive 064, the Internet 
URLzhttp://eprint.iacr.org/2002 (hereinafter referred to as 
“Reference Document 2”). In the key-insulated cryptosys 
tem, it is possible to decrypt information Which is encrypted 
by other users in the key-insulated cryptosystem for a prede 
termined time period, by using a user decryption key stored in 
a terminal device connected to a communications netWork. 

In addition, in the key-insulated cryptosystem, “key-updat 
ing information” is generated by using “secret information” 
stored in an external device (for example, an IC card) con 
nected to a terminal device. A user of the terminal device can 
update the user decryption key used in the terminal device by 
using the key-updating information. 

That is, one of great features in the key-insulated crypto 
system is as folloWs. Even in a case Where some of the user 
decryption keys, Which are applied for a certain time period, 
are exposed outside, as long as the total number of the 
exposed decryption keys does not exceed a certain number, 
the decryption keys, Which are applied for a time period other 
than the time period during Which the exposed key is applied, 
are still unknoWn to persons and systems other than the user. 
That is, security in the time period other than the time period, 
during Which the exposed decryption key is applied, is not 
affected at all. 

Here, a speci?c con?gurational example of a key-insulated 
cryptosystem Will be brie?y described. For example, an 
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2 
update interval of a user decryption key is assumed to be one 
day, and the key is assumed to be updated for (N-l) times, 
that is, for N days. 
A user (a terminal device) in the key-insulated cryptosys 

tem uses general public-key encryption (for example, RSA 
encryption and ElGamal encryption) to generate N pairs of a 
public key and a decryption key ((Pki, Ski)l éZEN) and to 
publish pk:(pk,-)O§i§N as a public key. 

In addition, the user (the terminal device) stores dkOIskO as 
an initial decryption key. Furthermore, the decryption key 
sk:(skl-)O;i§Nis set as a master key hk* (secret information), 
and the master key hk* is enclosed in an external device (for 
example, a tamper-proof region in an IC card or the like). 

For example, at the j -th time key update, the external device 
generates key-updating information dJ-IskJ- based on the mas 
ter key hk* and the fact that it is the j-th time key update. The 
generated key-updating information dj is transmitted to the 
terminal device connected With a secured communications 
path. 
The user (the terminal device) generates a neW decryption 

key dkj:dj by using the key-updating information and 
erases the previous decryption keys dkj_l and dj. 

SUMMARY OF THE INVENTION 

HoWever, the above-described conventional key-insulated 
cryptosystem has the folloWing problems. Speci?cally, there 
is a problem that a user cannot ?exibly update a decryption 
key, since an external device used by the user in the key 
insulated cryptosystem is basically only one. 

For example, in a case Where the external device is kept at 
a user’s home, the user cannot update a decryption key While 
the user is not home. 
A case Where the user carries an external device can be 

considered, but this raises another problem that the key-insu 
lated cryptosystem is compromised When a decryption key is 
lost or stolen. In addition, a case Where a plurality of external 
devices are prepared can be considered, and an identical 
master key hk* (secret information) is enclosed in each of the 
external devices. HoWever, even in this case, since the key 
insulated cryptosystem is compromised When any of the 
external devices is lost or stolen, security of encrypted infor 
mation is deteriorated as compared With a case Where the only 
one external device is prepared. 
The present invention has been made in vieW of the forgo 

ing situations. Accordingly, it is an object of the present 
invention to provide a key-updating method, an encryption 
processing method, a key-insulated cryptosystem, and a ter 
minal device, Which can more ?exibly carry out a key update 
Without deteriorating security of encrypted information. 

To solve the above-described problems, the present inven 
tion has the folloWing aspects. First of all, a ?rst aspect of the 
present invention has a feature as folloWs. In a key-updating 
method in a key-insulated cryptosystem, the key-insulated 
cryptosystem is provided With: a terminal device (a terminal 
device 20) for carrying out encryption processing; and an 
external device Which is used for updating a terminal secret 
key (for example, a decryption key dkj) stored in the terminal 
device and Which stores secret information that is a secret key 
selected from a predetermined number of pairs of a public key 
and a secret key. In the key-updating method, the plurality of 
external devices (external devices 40A and 40B) are associ 
ated With the number of updates of the terminal secret key 
Which has already been updated (for example, Whether the 
number of updates is odd-numbered or even-numbered), and 
a different piece of secret information (a master key hk*0dd or 
a master key hk’l‘mm) is stored in each of the external devices. 
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The key-updating method includes: a step of selecting the 
external device depending on the number of updates; and a 
step of causing the selected external device to generate key 
updating information being used for updating the terminal 
secret key based on the number of updates and the stored 
secret information. 

In this aspect, a plurality of different external devices are 
associated With the number of updates of the terminal secret 
key Which has already been updated, and a different piece of 
secret information is stored in each of the external devices. 
That is, a user of the terminal device can selectively use the 
external devices Which are installed at a plurality of different 
places by connecting the external devices associated With the 
number of updates of the terminal secret key. In addition, 
since a different piece of secret information is stored in each 
of the external devices, a certain number of decryption keys 
cannot be obtained even in a case Where any of the external 
devices is lost or stolen. Thus, security of the key-insulated 
cryptosystem can be maintained. 

That is, in this aspect, key updates can be more ?exibly 
carried out Without deteriorating the security of the encrypted 
information. 
A second aspect of the present invention, Which is related 

to the ?rst aspect of the present invention, has a feature as 
folloWs. The terminal device further includes a step of obtain 
ing external device identi?cation information from the exter 
nal device for uniquely identifying the external device. In the 
step of selecting the external device, it is determined Whether 
or not an external device connected to the terminal device is 
an external device to Which a request for an update of the 
terminal secret key should be made, based on the external 
device identi?cation information and the number of updates. 
A third aspect of the present invention has a feature as 

folloWs. A key-insulated cryptosystem is provided With: a 
terminal device (a terminal device 20) for carrying out 
encryption processing; and an external device Which is used 
for updating a terminal secret key (for example, a decryption 
key dkj) stored in the terminal device and Which stores secret 
information that is a secret key selected from a predetermined 
number of pairs of a public key and a secret key. In the 
key-insulated cryptosystem, the plurality of external devices 
(the external devices 40A and 40B) are associated With the 
number of updates of the terminal secret key Which has 
already been updated (for example, Whether the number of 
updates is odd-numbered or even-numbered), and a different 
piece of secret information (a master key hk*odd or a master 
key hk’kmm) is stored in each of the external devices. The 
terminal device is provided With: an external device identi? 
cation information obtaining unit (an update unit 205) con 
?gured to obtain external device identi?cation information 
from the external device for uniquely identifying the external 
device; and an external device determination unit (the update 
unit 205) con?gured to determine Whether or not an external 
device (for example, the external device 40A) connected to 
the terminal device is an external device to Which a request for 
an update of the terminal secret key should be made, based on 
the external device identi?cation information obtained by the 
external device identi?cation information obtaining unit and 
the number of updates. The external device is provided With a 
key-updating information generating unit (a key-updating 
information generating unit 403) con?gured to generate key 
updating information (for example, used for updating the 
terminal secret key based on the number of updates and the 
stored secret key information. 
A fourth aspect of the present invention has a feature as 

folloWs. A terminal device is connected to an external device 
storing secret information that is a secret key selected from a 
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4 
predetermined number of pairs of a public key and a secret 
key, and the terminal device is used in a key-insulated cryp 
tosystem. The plurality of external devices are associated 
With the number of updates of the terminal secret key Which 
has already been updated. A different piece of secret infor 
mation is stored in each of the external devices. The terminal 
device includes: an external device identi?cation information 
obtaining unit con?gured to obtain external device identi? 
cation information from the external device for uniquely 
identifying the external device; and an external device deter 
mination unit con?gured to determine Whether or not an 
external device connected to the terminal device is an external 
device to Which a request for an update of the terminal secret 
key should be made, based on the external device identi?ca 
tion information obtained by the external device identi?ca 
tion information obtaining unit and the number of updates of 
the terminal secret key Which has already been updated. 

In addition, the present invention includes the folloWing 
aspect. A ?fth aspect of the present invention has a feature as 
folloWs. In an encryption processing method in a key-insu 
lated cryptosystem, the key-insulated cryptosystem is pro 
vided With: a terminal device (for example, a terminal device 
10A) for carrying out encryption processing; and external 
devices (external devices 40A and 40B) each used for updat 
ing a terminal secret key (for example, a decryption key dkj) 
stored in the terminal device and Which store secret informa 
tion that is a secret key selected from a predetermined number 
of pairs of a public key and a secret key. The key-insulated 
cryptosystem includes at least a ?rst external device (the 
external device 40A) and a second external device (the exter 
nal device 40B). The ?rst and second external devices are 
associated With the number of updates of the terminal secret 
key Which has already been updated (for example, Whether 
the number of updates is odd-numbered or even-numbered). 
The ?rst and second external devices respectively store dif 
ferent pieces of secret information (a master key hk*0dd or 
master key hk*even). The encryption processing method 
includes: a step of selecting any of the ?rst and second exter 
nal devices depending on the number of updates; a step of 
causing the selected ?rst or second external device to generate 
key-updating information (for example, dj) used for updating 
the terminal secret key based on the number of updates and 
the stored secret information; a step of updating the terminal 
secret key to a post-?rst-update terminal secret key (a decryp 
tion key dkj_l) by using the key-updating information gener 
ated by the ?rst external device; a step of updating the termi 
nal secret key to a post-second-update terminal secret key (a 
decryption key dkj) by using the key-updating information 
generated by the second external device at the timing of an 
update immediately once the post-?rst-update terminal secret 
key is generated; a step of causing the terminal device to 
encrypt information (a plaintext m) by using a ?rst public key 
(a public key pkj_l) corresponding to the post-?rst-update 
terminal secret key and a second public key (a public key pkj) 
corresponding to the post-second-update terminal secret key; 
and a step for causing another terminal device (for example, 
the terminal device 20) different from the terminal device to 
decrypt the information by using the post-?rst-update termi 
nal secret key and the po st- second-update terminal secret key. 

In this aspect, information is encrypted by using both pub 
lic keys Which are a public key (the second public key) cor 
responding to the number of updates of a terminal secret key 
and a public key (the ?rst public key) corresponding to a 
period immediately before the public key. In addition, the 
encrypted information cannot be decrypted unless using both 
decryption keys Which are the post-second-update terminal 
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secret key and the post-?rst-update terminal secret key that is 
immediately before the post-second-update terminal secret 
key. 

Therefore, even in a case Where any of the ?rst and second 
external devices is lost or stolen, an attacker Who obtains the 
external device cannot decrypt the encrypted information at 
all even by using the external device, thus security of the 
key-insulated cryptosystem can be further improved. 
A sixth aspect of the present invention, Which is related to 

the ?fth aspect of the present invention, has a feature as 
folloWs. The terminal device further includes a step of obtain 
ing external device identi?cation information for uniquely 
identifying the ?rst external device and external device iden 
ti?cation information for uniquely identifying the second 
external device, respectively from the ?rst and second exter 
nal devices. In the step of selecting any one of the ?rst or 
second external device, it is determined Whether or not an 
external device connected to the terminal device is an external 
device to Which a request for an update of the terminal secret 
key should be made, based on the external device identi?ca 
tion information and the number of updates. 
A seventh aspect of the present invention, Which is related 

to the ?fth aspect of the present invention, has a feature as 
folloWs. The ?rst external device is associated With a ?rst 
cycle for generating key-updating information, the second 
external device is associated With a second cycle for generat 
ing key-updating information, the second cycle being shorter 
than the ?rst cycle. In the step of selecting any one of the ?rst 
and second external devices, any one of the ?rst and second 
external devices is selected depending on an update period of 
the terminal secret key. In the step of generating the key 
updating information, any one of the ?rst and second external 
devices generates the key-updating information, based on the 
update period and the stored secret information. In the step of 
updating the terminal secret key to a post-second-update ter 
minal secret key, the terminal device updates the terminal 
secret key to a post-second-update terminal secret key by 
using the key-updating information generated by the second 
external device. 
An eighth aspect of the present invention, Which is related 

to the ?fth aspect of the present invention, has a feature as 
folloWs. In the encrypting step, the terminal device encrypts 
the information by using a public key corresponding to the 
terminal secret key and by using update period information 
indicating the update period. 
A ninth aspect of the present invention, Which is related to 

the ?fth aspect of the present invention, has a feature as 
folloWs. G1 and G2 are set as a group Where an order is q, g is 
set as a generator ofthe G1, e:Gl><G2—>G2 is set as a bilinear 
mapping satisfying e(g“, gb):e(g, g)”. The key-updating 
information is generated by using a hash function determined 
based on the bilinear mapping. 
A tenth aspect of the present invention has a feature as 

folloWs. A key-insulated cryptosystem is provided With: ter 
minal devices (for example, terminal devices 10A and 20) 
each for carrying out encryption processing; and external 
devices (for example, external devices 40A and 40B) Which 
are used for updating a terminal secret key (for example, a 
decryption key dkj) stored in the terminal device and Which 
store secret information that is a secret key selected from a 
predetermined number of pairs of a public key and a secret 
key. The key-insulated cryptosystem includes at least a ?rst 
external device (the external device 40A) and a second exter 
nal device (the external device 40B). The ?rst and second 
external devices are associated With the number of updates of 
the terminal secret key Which has already been updated (for 
example, Whether the number of updates is odd-numbered or 
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even-numbered). A different piece of secret information (a 
master key hk*0dd or a master key hk*even) is stored in each of 
the ?rst and second external devices. The ?rst and second 
external devices are provided With a key-updating informa 
tion generating (a key-updating information generating unit 
403) con?gured to generate key-updating information (for 
example, dj) used for updating the terminal secret key based 
on the number of updates and the stored secret information. 
The terminal devices are provided With: an external device 
identi?cation information obtaining unit (an update unit 205) 
con?gured to obtain external device identi?cation informa 
tion for uniquely identifying the ?rst external device and 
external device identi?cation information for uniquely iden 
tifying the second device, respectively from the ?rst and 
second external devices; an external device determination 
unit (an update unit 205) con?gured to determine Whether or 
not an external device connected to the terminal device is an 
external device to Which a request for an update of the termi 
nal secret key should be made, based on the external device 
identi?cation information obtained by the external device 
identi?cation information obtaining unit and the number of 
updates; and an encryptor (an encryptor 105) con?gured to 
encrypt information (a plaintext m) by using the ?rst public 
key (the public key pkj_1) and the second public key (the 
public key pkj), the ?rst public key corresponding to the 
post-?rst-update terminal secret key (the decryption key 
dkj_l) Which is the terminal secret key updated by using the 
key-updating information generated by the ?rst external 
device, and the second public key corresponding to the post 
second-update terminal secret key (the decryption key dkj) 
Which is the terminal secret key updated by using the key 
updating information generated by the second external device 
at the timing of an update immediately once the post-?rst 
update terminal secret key is generated. 
An eleventh aspect of the present invention, Which is 

related to the tenth aspect of the present invention, has a 
feature as folloWs. The terminal devices further include a 
decryptor (a decryptor 209) con?gured to decrypt the infor 
mation by using the post-?rst-update terminal secret key and 
the post-second-update terminal secret key. 
A tWelfth aspect of the present invention, Which is related 

to the tenth aspect of the present invention, has a feature as 
folloWs. The ?rst external device is associated With a ?rst 
cycle for generating key-updating information, the second 
external device is associated With a second cycle for generat 
ing key-updating information, and the second cycle being 
shorter than the ?rst cycle. The external device determination 
unit selects any one of the ?rst and second external devices 
depending on an update period of the terminal secret key. The 
key-updating information generator causes any one of the 
?rst and second external devices to generate the key-updating 
information, based on the update period and the stored secret 
information. The encryptor encrypts the information by using 
a public key corresponding to the terminal secret key and by 
using update period information indicating the update period. 
A thirteenth aspect of the present invention has a feature as 

folloWs. Terminal devices (for example, terminal devices 10A 
and 20) are connected to external devices (for example, exter 
nal devices 40A and 40B) storing secret information that is a 
secret key selected from a predetermined number of pairs of 
a public key and a secret key, and the terminal devices are 
used in a key-insulated cryptosystem. The external devices 
include at least a ?rst external device (the external device 
40A) and a second external device (the external device 40B). 
The ?rst and second external devices are associated With the 
number of updates of the terminal secret key Which has 
already been updated (for example, Whether the number of 
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updates is odd-numbered or even-numbered). A different 
piece of secret information (a master key hk*0dd or a master 
key hk*even) is stored in each of the ?rst and second external 
devices. The terminal device includes: an external device 
identi?cation information obtaining unit (an update unit 205) 
con?gured to obtain external device identi?cation informa 
tion for uniquely identifying the ?rst external device and 
external device identi?cation information for uniquely iden 
tifying the second external device, respectively from the ?rst 
and second external devices; an external device determina 
tion unit (the update unit 205) con?gured to determine 
whether or not an external device connected to the terminal 
device is an external device to which a request for an update 
of the terminal secret key should be made, based on the 
external device identi?cation information obtained by the 
external device identi?cation information obtaining unit and 
the number of updates of the terminal secret key which has 
already been updated; and an encryptor (an encryptor 105) 
con?gured to encrypt information (a plaintext m) by using a 
?rst public key (a public key pkj_l) and a second public key (a 
public key pkj), the ?rst public key corresponding to a post 
?rst-update terminal secret key (a decryption key dkj_ l) which 
is the terminal secret key updated by using the key-updating 
information generated by the ?rst external device, and a sec 
ond public key corresponding to a post-second-update termi 
nal secret key (a decryption key dkj) which is the terminal 
secret key updated by using the key-updating information 
generated by the second external device at the timing of an 
update immediately once the po st-?rst-update terminal secret 
key is generated. 
A fourteenth aspect of the present invention, which is 

related to the ninth aspect of the present invention, has a 
feature as follows. A decryptor (a decryptor 209) con?gured 
to decrypt the information by using the post-?rst-update ter 
minal secret key and the post-second-update terminal secret 
key is further included. 
A ?fteenth aspect of the present invention, which is related 

to the ninth aspect of the present invention, has a feature as 
follows. The ?rst external device is associated with a ?rst 
cycle for generating key-updating information, the second 
external device is associated with a second cycle for generat 
ing key-updating information, and the second cycle being 
shorter than the ?rst cycle. The external device determination 
unit selects any one of the ?rst and second external devices 
depending on an update period of the terminal secret key. The 
encryptor encrypts the information by using a public key 
corresponding to the terminal secret key and by using update 
period information indicating the update period. 
A sixteenth aspect of the present invention, which is related 

to the ninth aspect of the present invention, has a feature as 
follows. G1 and G2 are set as a group where an order is q, g is 
set as a generator ofthe G1, e:G1><G2—>G2 is set as a bilinear 
mapping satisfying e(g“, gb):e(g, g)“ . The key-updating 
information is generated by using a hash function determined 
based on the bilinear mapping. 

According to the aspects of the present invention, it is 
possible to provide a key-updating method, an encryption 
processing method, a key-insulated cryptosystem, and a ter 
minal device, which can more ?exibly carry out a key update 
without deteriorating security of encrypted information. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a general schematic con?gurational diagram of a 
key-insulated cryptosystem according to a ?rst embodiment 
of the present invention. 
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8 
FIG. 2 is a logical block con?gurational diagram of a 

terminal device to transmit a ciphertext according to the ?rst 
embodiment of the present invention. 

FIG. 3 is a logical block con?gurational diagram of a 
terminal device to receive a ciphertext according to the ?rst 
embodiment of the present invention. 

FIG. 4 is a logical block con?gurational diagram of a 
public information server according to the ?rst embodiment 
of the present invention. 

FIG. 5 is a logical block con?gurational diagram of an 
external device according to the ?rst embodiment of the 
present invention. 

FIG. 6 is an operational ?owchart of the key-insulated 
crypto system according to the ?rst embodiment of the present 
invention. 

FIG. 7 is an operational ?owchart of the key-insulated 
crypto system according to the ?rst embodiment of the present 
invention. 

FIG. 8 is an operational ?owchart of the key-insulated 
crypto system according to the ?rst embodiment of the present 
invention. 

FIG. 9 is an operational ?owchart of a key-insulated cryp 
tosystem according to a second embodiment of the present 
invention. 

FIG. 10 is an operational ?owchart of the key-insulated 
cryptosystem according to the third embodiment of the 
present invention. 

FIG. 11 is an operational ?owchart of the key-insulated 
cryptosystem according to the third embodiment of the 
present invention. 

FIG. 12 is an operational ?owchart of the key-insulated 
cryptosystem according to the third embodiment of the 
present invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

First Embodiment 

Next, the ?rst embodiment of the present invention will be 
described. It should be noted that, in the description of the 
following drawings, identical or similar portions are denoted 
by identical or similar reference numerals. However, it should 
be noted that the drawings are schematic and that proportions 
of respective siZes and the like are different from the actual 
ones. 

Therefore, speci?c siZes and the like should be judged by 
referring to the following description. In addition, portions 
different in relation and proportion of respective siZes among 
the drawings are of course included. 

(General Schematic Con?guration of Key-Insulated Crypto 
system) 

FIG. 1 is a general schematic con?gurational diagram of a 
key-insulated cryptosystem according to the present embodi 
ment. As shown in FIG. 1, the key-insulated cryptosystem 
according to the present embodiment is con?gured with ter 
minal devices 10A and 10B, a terminal device 20, a public 
information server 30, and external devices 40A and 40B. 
The terminal devices 10A and 10B, the terminal device 20, 

and the public information server 30 are connected to a com 
munications network 1. 

In the key-insulated cryptosystem according to the present 
embodiment, by use of a user decryption key dk (a terminal 
secret key) which is stored in the terminal device 20 (the 
terminal device) connected to the communications network 1, 
information which is encrypted by a transmission terminal 
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(for example, the terminal device 10A) used by another user 
in the key-insulated cryptosystem can be decrypted only for a 
predetermined time period. 

It should be noted that, in the key-insulated cryptosystem 
according to the present embodiment, the encryption process 
ing of information to be transmitted and received is carried 
out in accordance With the encryption scheme described in 
the above-described Reference Document 1 or 2. 

The terminal devices 10A and 10B encrypt a plaintext m by 
using a user public key pk of the terminal device 20, and 
transmit a ciphertext c, Which is encrypted from the plaintext 
m, to the terminal device 20. 

The terminal device 20 receives the ciphertext c Which is 
transmitted by the terminal device 10A (or 10B), and decrypts 
the received ciphertext c to the plaintext m by using the user 
decryption key dk of the terminal device 20. In the present 
embodiment, the terminal devices 10A and 10B and the ter 
minal device 20 con?gure a terminal device for carrying out 
encryption processing. 
What may be needed as the terminal devices 10A and 10B 

and the terminal device 20 include a personal computer and 
PDA (personal digital assistant), each of Which is provided 
With a communications interface for accessing the commu 
nications netWork 1. 

In addition, as the terminal device like the terminal device 
10B, a mobile communications terminal (for example, a cel 
lular telephone terminal) capable of accessing the communi 
cations netWork 1 via a radio base station 111 may be used. 

The public information server 30 publishes the user public 
key pk of the terminal devices 10A and 10B and the terminal 
device 20, Which con?gure the key-insulated cryptosystem, 
via the communications netWork 1. 

Each of the external devices 40A and 40B stores a master 
key hk* (secret information) used for updating the user 
decryption key dk of the terminal device 20, the user decryp 
tion key dk being stored in the terminal device 20. In the 
present embodiment, the external device 40A is installed at a 
user’s home RG. In addition, the external device 40B is 
installed at an of?ce OF. 

The master key hk* is a secret key selected from a prede 
termined number of pairs of a public key and a secret key by 
using general public key encryption (for example, RSA 
encryption and ElGamal encryption). The master key hk* is 
used for generating key-updating information d for updating 
the user decryption key dk (the terminal secret key) of the 
terminal device 20. 

In the present embodiment, the external devices 40A and 
40B, i.e., a plurality of external devices are associated With 
the number of updates of the decryption key dk Which has 
already been updated. 

In addition, in the external devices 40A and 40B, different 
master keys hk* (speci?cally, a master key hk*0dd and a 
master key hk*even) are respectively stored. It should be noted 
that details of the master keys hk* stored in the external 
devices 40A and 40B Will be described later. 

Each of the external devices 40A and 40B can be con?g 
ured With, for example, an IC card having a tamper-proof 
region and an IC card reader/Writer. In addition, in a case 
Where the terminal device is a mobile communications termi 
nal, a charger of the terminal device may be con?gured to 
include functions of the external device 40A (40B). 

(Logical Block Con?guration of Key-Insulated Cryptosys 
tem) 

Next, logical block con?gurations of the terminal device 
10A (10B), the terminal device 20, the public information 
server 30, and the external device 40A (40B), Which con?g 
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10 
ure the key-insulated cryptosystem according to the present 
embodiment, Will be described beloW. 

(1) Terminal Device 10A 
FIG. 2 is a logical block diagram of the terminal device 

10A. The terminal device 10B also has a con?guration similar 
to that of the terminal device 10A. It should be noted that 
since portions related to the present invention Will be mainly 
described, there is a case Where the terminal device 10A is 
provided With a logical block necessary for implementing 
functions of the terminal device 10A (such as a voice com 
munications unit), Which is not shoWn or Whose description is 
omitted (this is also the case of the terminal device 20, the 
public information sever 30, and the external device 40A, 
Which Will be described beloW). 
As shoWn in FIG. 2, the terminal device 10A is provided 

With a communications unit 101, an input unit 103, an encryp 
tor 105, and a recorder 107. 

The communications unit 101 provides a communications 
interface for connecting to the communications netWork 1. In 
addition, the communications unit 101 relays a ciphertext c 
and the like Which are transmitted by the encryptor 105. 
The input unit 103 is an interface (for example, a drive 

device for a keyboard or a data recording medium) for input 
ting a plaintext m Which is to be encrypted in the encryptor 
105. 
The encryptor 105 encrypts the plaintext m, Which is input 

ted by the input unit 103, to generate a ciphertext c. Speci? 
cally, the encryptor 105 obtains a user public key pk of the 
terminal device 20, the key being published on the public 
information server 30, and encrypts the plaintext m by using 
the obtained user public key pk of the terminal device 20. 
The recorder 1 07 records the user public key pk and the like 

of the terminal device 20, Which are obtained from the public 
information server 30. 

(2) Terminal Device 20 
FIG. 3 is a logical block diagram of the terminal device 20. 

As shoWn in FIG. 3, the terminal device 20 is provided With a 
communications unit 201, a generator 203, an update unit 
205, a storage unit 207, a decryptor 209, and an output unit 
211. 
The communications unit 201 provides a communications 

interface for connecting to the communications netWork 1. In 
addition, the communications unit 201 is connected to the 
generator 203, the update unit 205, the decryptor 209, and the 
output unit 211, in order to relay key-updating information d, 
a decryption key dk, and the like, Which are transmitted and 
received among the logical blocks. 

The generator 203 generates a predetermined number of 
pairs of a public key and a secret key by using general public 
key encryption (for example, RSA encryption and ElGamal 
encryption). 
The update unit 205 updates a user decryption key dk of the 

terminal device 20. Speci?cally, the update unit 205 updates 
the decryption key dk by using the key-updating information 
d Which is generated by the external device 40A or the exter 
nal device 40B. 

In particular, in the present embodiment, the external 
device 40A is associated With odd-numbered updates of the 
decryption key dk. On the other hand, the external device 40B 
is associated With even-numbered updates of the decryption 
key dk. 

In addition, the update unit 205 can obtain external device 
identi?cation information from the external devices for 
uniquely identifying the external devices 40A and 40B. In the 
present embodiment, the update unit 205 con?gures an exter 
nal device identi?cation information obtaining unit. 
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Furthermore, the update unit 205 can determine Whether or 
not an external device connected to the terminal device 20 is 
an external device to Which a request for an update of the 
decryption key dk should be made, based on the obtained 
external device identi?cation information and the number of 
updates for Which the user decryption key dk of the terminal 
device 20 (the terminal secret key) has already been updated. 
In the present embodiment, the update unit 205 con?gures an 
external device determination unit. 

The storage unit 207 stores: a predetermined number of 
pairs of a public key and a secret key Which are generated by 
the generator 203; the user decryption key dk of the terminal 
device 20; and the like. 

The decryptor 209 decrypts a ciphertext c Which is trans 
mitted by the terminal device 10A (10B). Speci?cally, the 
decryptor 209 decrypts the ciphertext c by using the user 
decryption key dk of the terminal device 20, the key being 
stored in the storage unit 207. The decryptor 209 can store a 
plain text In Which is restored by decrypting the ciphertext c 
in the storage unit 207, and can output the plaintext m to the 
output unit 211. 

The output unit 211 outputs the plaintext m or the like, 
Which is obtained by decrypting the ciphertext c. For 
example, the output unit 211 is con?gured With a liquid 
crystal display for displaying contents of the plaintext m and 
the like, and With a drive device for recording data of the 
plaintext m and the like on a recording medium (for example, 
a memory card). 

It should be noted that, in the present embodiment, the 
terminal device 10A (10B) and the terminal device 20 have 
different logical blocks. HoWever, the terminal device 10A 
(10B) may include the logical block of the terminal device 20 
in addition to the logical block of the terminal device 10A. 
Similarly, the terminal device 20 may include the logical 
block of the terminal device 10A in addition to the logical 
block of the terminal device 20. 

(3) Public Information Server 30 
FIG. 4 is a logical block diagram of the public information 

server 30. As shoWn in FIG. 4, the public information server 
30 is provided With a communications unit 301, a controller 
303, and a public information database 305. 

The communications unit 301 provides a communications 
interface for connecting to the communications netWork 1. In 
addition, the communications unit 301 relays a user public 
key pk of the terminal device 20 or the like, Which is trans 
mitted by the controller 303. 

The controller 303 stores the user public key pk of the 
terminal device 20 or the like, Which is transmitted by the 
terminal device 20, in the public information database 305. In 
addition, the controller 3 03 transmits the user public key pk of 
the terminal device 20 or the like, Which is stored in the public 
information database 305, in response to a request from the 
terminal device 10A or the like. 

The public information database 305 stores the user public 
key pk of the terminal device 20 or the like, and forms a public 
information database con?gured With the user public key pk 
in the key-insulated cryptosystem. 

(4) External Device 40A 
FIG. 5 is a logical block con?gurational diagram of the 

external device 40A. It should be noted that the external 
device 40B also has a con?guration similar to that of the 
external device 40A. As shoWn in FIG. 5, the external device 
40A is provided With a communications unit 401, a key 
updating information generator 403, and a recorder 405. 

The communications unit 401 provides a communications 
interface for connecting to the communications netWork 1. In 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

12 
addition, the communications unit 401 relays key-updating 
information d or the like Which is transmitted by the key 
updating information generator 403. 
The key-updating information generator 403 generates 

key-updating information d used for updating the user 
decryption key dk of the terminal device 20 by using a master 
key hk* (speci?cally, a master key hk*0dd), Which is recorded 
in the recorder 405. 

In addition, in the present embodiment, as described above, 
the external device 40A is associated With the odd-numbered 
updates of the decryption key dk. 

That is, the key-updating information generator 403 gen 
erates key-updating information d used for updating the 
decryption key dk based on the number of updates of the 
decryption key dk and the stored master key hk* (speci?cally, 
the master key hk*0dd). Speci?cally, the key-updating infor 
mation generator 403 generates key-updating information d 
based on an instruction from the terminal device 20 in a case 
of the odd-numbered update of the decryption key dk. In the 
present embodiment, the key-updating information generator 
403 con?gures a key-updating information generator. 

In addition, the key-updating information generator 403 
can transmit external device identi?cation information for 
uniquely identifying the external device 40A in response to a 
request from the terminal device 20 (the update unit 205). It 
should be noted that, as the external device identi?cation 
information, for example, device type information and a pro 
duction serial number of the external device 40A can be used. 
The recorder 405 records a master key hk* (speci?cally, a 

master key hk*0dd). It should be noted that the master key hk* 
is preferably recorded in a tamper-proof region of the 
recorder 405. 

(Operations of Key-Insulated Cryptosystem) 
Next, by referring to FIGS. 6 to 8, operations of the key 

insulated cryptosystem according to the present embodiment 
Will be described. 

In the key-insulated cryptosystem according to the present 
embodiment, the once-generated user public key pk of the 
terminal device 20 is not changed, but only the decryption key 
dk is updated for every predetermined time period. 

In addition, in the present embodiment, the description Will 
be made by assuming that an update interval of the decryption 
key dk is half a day (a predetermined time period) and that a 
user of the terminal device 20 uses the key-insulated crypto 
system for N days. 
The user of the terminal device 20 alternately uses the 

external device 40A Which is installed at the user’ s home RG, 
and the external device 40B Which is installed at the o?ice OF, 
and carries out an update of the decryption key dk every half 
a day. 

(1) Storage of Master Key 
FIG. 6 shoWs an operational ?oW from the time When the 

terminal device 20 generates master keys hk* (a master key 
hk*0dd and a master key hk*even) to the time When the gener 
ated master keys hk* are stored in the external devices 40A 
and 40B. 

In Step S101, the terminal device 20 generates a predeter 
mined number of pairs of a public key and a secret key by 
using general public key encryption (for example, RSA 
encryption and ElGamal encryption). 

Speci?cally, the terminal device 20 generates 2N pairs of a 
public key and a secret key ((pk,., skihgézzv) corresponding 
to utiliZation for N days. 

In Step S102, the terminal device 20 sets the public key 
(pki)O§l-§2N as a user public key pk of the terminal device 20 
in the key-insulated cryptosystem. 
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In Step S103, the terminal device 20 transmits the public 
key pk to the public information server 30. 

In Step S104, the public information server 30 stores the 
public key pk, Which is received from the terminal device 20, 
in the public information database 305. 

In Step S105, the terminal device 20 stores dkOIskO as an 
initial decryption key in the storage unit 207. 

In Step S106, the terminal device 20 sets a secret key 
sk:(ski) (i:odd number and léiéN) as a master key hk*0dd 
of the external device 40A, and transmits the master key 
hk*0dd to the external device 40A. 

In Step S107, the external device 40A stores the master key 
hk*0dd in the recorder 405. 

In Step S108, the terminal device 20 sets a secret key 
sk:(ski) (i:even number and 1 éiéN) as a master key hk*even 
of the external device 40B, and transmits the master key 
hk*even to the external device 40B. 

In Step S109, the external device 40B stores the master key 
hk* in the recorder 405. 

even 

(2) Update of Decryption Key dk 
FIG. 7 shoWs an operational ?oW along Which the terminal 

device 20 updates the decryption key dk. As shoWn in FIG. 7, 
in Step S201, the terminal device 20 determines that a prede 
termined time period (half a day) has passed since the last 
update of the decryption key dk, and recognizes that the j-th 
time update of the decryption key dk is needed. 

In Step S202, the terminal device 20 determines Whether 
the j -th time update of the decryption key dk is odd-numbered 
or even-numbered. 

In a case Where the update of the decryption key dk is 
odd-numbered (“j:odd number” in Step S202), the terminal 
device 20 requests the external device 40A to generate key 
updating information d needed for updating the decryption 
key dk (speci?cally, the decryption key dkj_1) in Step S203. 

It should be noted that the user of the terminal device 20 
connects the terminal device 20 to the external device 40A 
prior to the processing in Step S203. 

In addition, along With the processing of the terminal 
device 20 in Step S203, it may be determined Whether or not 
the external device 40A is an external device Which should be 
used for the j-th time (odd-numbered) update of the decryp 
tion key dk, by obtaining external device identi?cation infor 
mation from the external device 40A for uniquely identifying 
the external device 40A. 

In Step S204, the external device 40A generates key-up 
dating information dJ-IskJ- by using the master key hk*0dd 
Which is stored in the recorder 405, and period information j 
Which is associated With the fact that it is the j -th time update 
of the decryption key dk. It should be noted that a speci?c 
method of generating the key-updating information d]. folloWs 
the method disclosed in the above-described Reference 
Document 1 and the like. 

In Step S205, the external device 40A transmits the gener 
ated key-updating information dj to the terminal device 20. 
On the other hand, in a case Where the update of the decryp 

tion key dk is even-numbered (“j:even number” in Step 
S202), the terminal device 20 requests the external device 
40B to generate key-updating information d needed for 
updating the decryption key dk (speci?cally, the decryption 
key dkj_l) in Step S206. 

It should be noted that the user of the terminal device 20 
connects the terminal device 20 to the external device 40B 
prior to the processing in Step S206. 

In addition, along With the processing in Step S206, it may 
be determined Whether or not the external device 40B is an 
external device Which should be used for the j-th time (even 
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numbered) update of the decryption key dk, by obtaining 
external device identi?cation information from the external 
device 40B for uniquely identifying the external device 40B. 

In Step S207, the external device 40B generates key-up 
dating information dj:skj by using the master key hk*even 
Which is stored in the recorder 405, and period information j 
Which is associated With the fact that it is the j -th time update 
of the decryption key dk. 

In Step S208, the external device 40B transmits the gener 
ated key-updating information to the terminal device 20. 

In Step S209, the terminal device 20 generates a decryption 
key dkj:dj by using the key-updating information d]. and the 
period information j, Which are received from the external 
device 40A or the external device 40B. A speci?c method of 
generating the key-updating information dj folloWs the 
method disclosed in the above-described Reference Docu 
ment 1 and the like. 

In Step S210, the terminal device 20 erases the key-updat 
ing information and the old decryption key dk (speci?cally, 
the decryption key dkj_l) from the storage unit 207. 

(3) Transmission and Reception of Ciphertext 
FIG. 8 shoWs an operational ?oW along Which the terminal 

device 10A transmits a ciphertext c to the terminal device 20 
and the terminal device 20 decrypts the ciphertext c. As 
shoWn in FIG. 8, in Step S301, the terminal device 10A 
requests the public information server 30 to send the user 
public key pk of the terminal device 20. 

In Step S302, in response to the request from the terminal 
device 10A, the public information server 30 transmits the 
user public key pk of the terminal device 20 to the terminal 
device 10A. 

In Step S303, the terminal device 10A selects a public key 
pk,- corresponding to a period i, during Which the ciphertext c 
is generated, from the received public keys pk. The terminal 
device 10A then encrypts a plaintext m, Which contains the 
contents of a message to be transmitted to the user of the 
terminal device 20, by using the public key pk,- and a prede 
termined encryption algorithm (for example, RSA encryp 
tion), and generates a ciphertext c. 

In Step S304, the terminal device 10A transmits the gen 
erated ciphertext C to the terminal device 20. 

In Step 305, the terminal device 20 decrypts the received 
ciphertext c by using the decryption key dk Which is stored in 
the storage unit 207, and the predetermined encryption algo 
rithm (for example, RSA encryption), and restores the plain 
text m. 

(Operations and Effects) 
According to the key-insulated cryptosystem in accor 

dance With the present embodiment as described above, the 
number of updates of the decryption key dk is associated With 
a plurality of different external devices, i.e., the external 
devices 40A and 40B. A different piece of master keys (a 
master key hk*0dd and a master key hk* ) is stored in each 
of the external devices. 

That is, the user of the terminal device 20 can selectively 
use the external devices Which are installed at a plurality of 
different places (the user’s home RG and the of?ce OF), by 
connecting the external device associated With the number of 
updates of the decryption key dk (for example, connecting the 
external device 40A in a case of an odd-numbered time 
update of the decryption key dk). 

In addition, since a different master key hk* (the master 
key hk*0dd or the master key hk*even) is stored in each of the 
external devices, even in a case Where any of the external 
devices is lost or stolen, security of the key-insulated crypto 

even 
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system can be maintained because a certain number of 
decryption keys dk cannot be obtained. 

That is, according to the key-insulated cryptosystem in 
accordance With the present embodiment, an update of the 
decryption key dk can be more ?exibly carried out Without 
deteriorating the security of the encrypted information (for 
example, the ciphertext c). 

Second Embodiment 

Next, the second embodiment of the present invention Will 
be described. Hereinafter, portions different from those of the 
above-described ?rst embodiment Will be mainly described. 
(Logical block con?guration of key-insulated cryptosystem) 

Logical block con?gurations of a terminal device 10A 
(10B), a terminal device 20, a public information server 30, 
and an external device 40A (40B), Which con?gure a key 
insulated crypto system according to the present embodiment, 
are similar to those of the terminal device 10A (10B), the 
terminal device 20, the public information server 30, and the 
external device 40A (40B) according to the ?rst embodiment 
of the present invention. 

(1) Terminal Device 10A 
In the present embodiment, an encryptor 105 encrypts a 

plaintext m by using the folloWing public key pk. Firstly, the 
encryptor 105 uses a public key pkj_l (a ?rst public key) 
corresponding to a decryption key dkj_l (a post-?rst-update 
terminal secret key) Which is updated by using key-updating 
information (for example, key-updating information dj_1) 
generated by the external device 40A (a ?rst external device). 

Secondly, the encryptor 105 uses a public key pkj (a second 
public key) corresponding to a decryption key dkj (a post 
second-update terminal secret key) Which is updated by using 
key-updating information (for example, key-updating infor 
mation generated by the external device 40B (a second 
external device) at the timing of an update (i) immediately 
once the decryption key dkj_l is generated. 

The encryptor 105 encrypts a plaintext m (information) by 
using the both public keys Which are the public key pkj_l and 
the public key pkj. 

(2) Terminal Device 20 
In the present embodiment, the decryptor 209 decrypts a 

ciphertext c by using the both decryption keys Which are the 
decryption key dkj_l (the post-?rst-update terminal secret 
key) and the decryption key dkj (the post-second-update ter 
minal secret key). The decryptor 209 can store the plaintext 
m, Which is restored by decrypting the ciphertext c, in the 
storage unit 207, and can output the ciphertext c to the output 
unit 211. 

(Operations of Key-Insulated Cryptosystem) 
Next, by referring to FIG. 9, operations of the key-insulated 

cryptosystem according to the present embodiment Will be 
described. 

In the key-insulated cryptosystem according to the present 
embodiment, as in the case of the above-described ?rst 
embodiment, the once-generated user public key pk of the 
terminal device 20 is not changed, but only the decryption key 
dk is updated for every predetermined time period. 

In addition, the description Will be made by assuming that 
an update interval of the decryption key dk is half a day (a 
predetermined time period) and that the user of the terminal 
device 20 uses the key-insulated cryptosystem for N days. 

The user of the terminal device 20 alternately uses the 
external device 40A (the ?rst external device) Which is 
installed at the user’s home RG, and the external device 40B 
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(the second external device) Which is installed at the of?ce 
OF, and carries out an update of the decryption key dk every 
half a day. 

(1) Storage of Master Key 
An operational How of storing a master key according to 

the present embodiment is similar to that of the above-de 
scribed ?rst embodiment (see, FIG. 6). 

(2) Update of Decryption Key dk 
FIG. 9 shoWs an operational ?oW along Which the terminal 

device 20 updates the decryption key dk. As shoWn in FIG. 9, 
processing from Step S201A to S209A is similar to that of the 
above-described ?rst embodiment (see, FIG. 7). 

In Step S210A, the terminal device 20 erases the key 
updating information and the old decryption key dk (spe 
ci?cally, the decryption key dkj_2) from the storage unit 207. 

(3) Transmission and Reception of Ciphertext 
An operational How of transmission and reception of a 

ciphertext according to the present embodiment is similar to 
that of the above-described ?rst embodiment (see, FIG. 8). 

HoWever, in the present embodiment, in Step S303, the 
terminal device 1 0A selects, from the received public keys pk, 
a public key pk]. corresponding to a period j during Which the 
ciphertext c is generated, and a public key pkj_ 1 corresponding 
to a period j-l Which is immediately before the period of the 
public key pkj. 

Furthermore, the terminal device 10A applies a combina 
tion of the public key pkj_l and the public key pkj to a prede 
termined encryption algorithm (for example, RSA encryp 
tion). The terminal device 10A encrypts the plaintext m Which 
contains the contents of the message to be transmitted to the 
user of the terminal device 20, by applying the combination of 
the public key pkj_l and the public key pk]- to the encryption 
algorithm, so that the ciphertext c is generated. 

In addition, in Step S305, the terminal device 20 applies the 
decryption key dkj Which is stored in the storage unit 207, and 
the decryption key d H corresponding to a period j-l Which 
is immediately before the period of the decryption key dkj, to 
a predetermined encryption algorithm (for example, RSA 
encryption). The terminal device 20 decrypts the received 
ciphertext c by applying the combination of the decryption 
key dkj and the decryption key dkj_l to the encryption algo 
rithm, so that the plaintext m is restored. 

(Operations and Effects) 
In the present embodiment, the plaintext m is encrypted by 

using the both public keys Which are the public key pk]. cor 
responding to the period j during Which the ciphertext c is 
generated, and the public key pkj_l corresponding to the 
period j-l Which is immediately before the period of the 
public key pkj. In addition, the ciphertext c Which is encrypted 
from the plaintext m cannot be decrypted, unless using the 
both decryption keys Which are the decryption key dkj and the 
decryption key dkj_ 1 corresponding to the period j-l Which is 
immediately before the period of the decryption key dkj. 

For this reason, even in a case Where any of the external 
devices 40A and 40B is lost or stolen, an attacker Who obtains 
the external device cannot decrypt the ciphertext c at all even 
by using the external device. Therefore, the security of the 
key-insulated cryptosystem can be further improved. 

In addition, even in a case Where the attacker uses the 
key-updating information d stored in the external device and 
the user decryption key dk of the terminal device 20 exposed 
at a speci?c time, it is possible to guarantee the security of 
decryption keys dk, Which are generated in a period including 
the speci?c time and in periods before and after the period, 
throughout those periods. 
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That is, according to the key-insulated cryptosystem in 
accordance With the present embodiment, an update and 
encryption processing can be more ?exibly carried out With 
out deteriorating the security of the encrypted information 
(for example, the ciphertext c). 

Third Embodiment 

Next, a third embodiment of the present invention Will be 
described. In the above-described ?rst and second embodi 
ments, the key-updating information d for updating a decryp 
tion key dk (a terminal secret key) is generated by invariably 
alternately using tWo external devices (the external devices 
40A and 40B). HoWever, in the present embodiment, the tWo 
external devices do not have to be alternately used. That is, in 
the present embodiment, consideration is made for improving 
convenience for users, While a certain level of the security of 
a key-insulated cryptosystem is guaranteed. 

Speci?cally, in the present embodiment, a decryption key 
dk is updated every day. A user of a terminal device 20 
updates the decryption key dk every day by using an external 
device 40B, Which is installed at an o?ice OF. Furthermore, 
the user of the terminal device 20 updates the decryption key 
dk only once in a month by using the external device 40A, 
Which is installed at a user’s home RG. 

The user of the terminal device 20 does not have to update 
the decryption key dk by invariably alternately using the 
external devices 40A and 40B. Therefore, the user can keep 
the external device 40A, Which is used only once in a month, 
in a physically safe place such as a storage (not shoWn) at the 
user’s home RG. 

Hereinafter, portions different from the ?rst or second 
embodiment Will be mainly described, and the description of 
portions similar to the ?rst or second embodiment Will be 
properly omitted. 

(Logical Block Con?guration of Key-Insulated Cryptosys 
tem) 

Logical block con?gurations of a key-insulated cryptosys 
tem according to the present embodiment are similar to the 
logical block con?gurations of the key-insulated cryptosys 
tem according to the ?rst and second embodiments (see FIGS. 
2 to 5). 

In the present embodiment, the external device 40A (a ?rst 
external device) is used only once in a month to generate 
key-updating information 6i. That is, the external device 40A 
is associated With a thing that is used every one month (a ?rst 
cycle). 
On the other hand, the external device 40B (a second exter 

nal device) is used every day to generate the key-updating 
information 6i except for the case Where the external device 
40A is used. That is, the external device 40B is associated 
With a one-day cycle (a second cycle). In this manner, the 
cycle in Which the external device 40B is used to generate the 
key-updating information 6i is set shorter than the cycle (one 
month cycle) in Which the external device 40A is used to 
generate the key-updating information 6i. 

In the present embodiment, based on a bilinear mapping 
satisfying a predetermined condition, generation of the key 
updating information 6i, generation of a ciphertext c, and 
restoration of a plaintext m are carried out. Speci?cally, G1 
and G2 are set as a group Where an order is q, and g is set as 

a generator of G1. Furthermore, e:Gl><G2—>G2 is set as the 
bilinear mapping satisfying an equation 1. 
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In addition, G and H are set as hush functions shoWn in an 

equation 2. 

Furthermore, s1 and s2 are selected at random from a set Zq 
Which is a set of integers l to q-l. The selected s1 is stored as 
a master key 1 in the external device 40B. In addition, the 
selected s2 is stored as a master key 2 in the external device 
40A. 

In addition, in the present embodiment, a date i is used for 
generation (operation) of an initial decryption key dkO and a 
ciphertext c. The date i is expressed in a form of “year/month/ 
day”. For example, in a case ofAug. l, 2006, it is expressed as 
“2006/08/01”. 

Next, a functional block carrying out processing different 
from that of the ?rst or second embodiment Will be described. 
An updater 205 of the terminal device 20 according to the 
present embodiment selects one of the external devices 40A 
and 40B depending on an update period of a decryption key 
dk (a terminal secret key). Speci?cally, a decryption key dk on 
the ?rst day of every month is generated by updating a decryp 
tion key dk on the previous day, e. g., the last day of the 
previous month, by using the master key 2 Which is stored in 
the external device 40A. 
On the other hand, a decryption key dk on a day other than 

the ?rst day of every month is generated by updating a decryp 
tion key dk on the previous day by using the master key 1 
Which is stored in the external device 40B. 
The updater 205 generates an initial decryption key dkO by 

using, for example, an equation 3 in a case Where utiliZation 
starts from Aug. 1, 2006 (an update of a decryption key dk 
starts from the folloWing day). 

dkO:H(2006/08/01)‘1-H(2006/08/01)‘2 (equation 3) 

In addition, the updater 205 generates a decryption key dkl 
of the date i by using an equation 4 including the decryption 
key dkl-_l on the previous day and the key-updating informa 
tion 6i. 

dkfoi -dk,-,1 (equation 4) 

It should be noted that the updater 205 erases the decryp 
tion key dkl-_ 1 on the previous day and the key-updating infor 
mation 6i from a storage unit 207 once the decryption key dkl 
is generated. 

In addition, on a public information server 30 according to 
the present embodiment, the folloWing information is pub 
lished as a user public key pkg” of the terminal device 20. 

It should be noted that hl and b2 are obtained by an equa 
tion 5. In addition, the public key pkg” is commonly used in all 
periods. 

hZIg’2 (equation 5) 

In addition, a key-updating information generator 403 of 
the external devices 40A and 40B generates key-updating 
information 6i by using the hash function H Which is deter 
mined based on the above-described bilinear mapping. Spe 
ci?cally, in a case Where a date i is the ?rst day of a month (for 
example, Sep. 1, 2006), the key-updating information gen 
erator 403 generates the key-updating information 6i by using 
an equation 6. 

6i:H(a date on the ?rst day ofthe previous 
rnontl1)’S2-H(i)S2 (equation 6) 








