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INFORMATION RECORDING MEDIUM, 
RECORDING/REPRODUCING APPARATUS, 
AND RECORDING/REPRODUCING METHOD 
TO DISTINGUISH BETWEEN AN ORIGINAL 
RECORDING BLOCK AND A REPLACEMENT 

RECORDING BLOCK 

CROSS-REFERENCE TO RELATED PATENT 
APPLICATIONS 

This application is a continuation of application Ser. No. 
11/152,237 ?led on Jun. 15, 2005, currently pending, Which 
claims the bene?t of Korean Patent Application No. 2004 
60282 ?led on Jul. 30, 2004, in the Korean Intellectual Prop 
erty O?ice, the disclosures of Which are incorporated herein 
by reference. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
Aspects of the present invention relate to information 

recording media, and more particularly, to an information 
recording medium, a recording/reproducing apparatus, and a 
recording/reproducing method, by Which data replacement 
upon logical overWrite (LOW) occurring in a spare area or in 
a user data area may be e?iciently managed. 

2. Description of the Related Art 
ReWritable information recording media generally include 

a spare area in a portion of a data area to achieve defect 
management. In other Words, When defective data is detected 
While user data is being recorded in a user data area (an area 
left by excluding the spare area from the data area) or While 
data recorded in the user data area is being reproduced, a 
replacement of the defective data is recorded in the spare area. 

In Write-once information recording media, such defect 
management method is applied to logical overWrite (LOW). 
Logical overWrite is a technique that generates the same 
effect as the reWrite of data to Write-once information record 
ing media. In other Words, to update data already recorded in 
the user data area, the recorded data is treated as defective 
data, and replacement data that replaces the recorded data is 
recorded in the spare area. Accordingly, the logical address of 
the data already recorded in the user data area is still used as 
the logical address of the replacement data, although the 
physical address of the replacement data is different from the 
physical address of the already-recorded data. Hence, a host 
can detect that the data already recorded in the user data area 
Was overWritten, because the host accesses only a logical 
address. Thus, the host can easily manage the Write-once 
information recording media. 

HoWever, a method of recording update data in an unre 
corded area of a user data area instead of a spare area and 

providing replacement information (i.e., defect entry infor 
mation) has been used to achieve LOW based on defect man 
agement to fully utiliZe the capacity of a Write-once informa 
tion recording medium. 

This recording of a replacement in the unrecorded area of 
the user data area to achieve LOW complicates the recovery 
of replacement data destroyed by poWer failure or an error of 
replacement information. Where an area in Which a replace 
ment of defective data or a replacement for LOW is recorded 
is limited to a spare area, a replacement block exists only in 
the spare area. Hence, replacement data can be recovered by 
searching only the separate spare area for replacement blocks. 
HoWever, as a user data area is used as the area in Which a 
replacement of defective data or a replacement for LOW is 
recorded, there appears a need to classify the blocks recorded 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

2 
in a user area on an information recording medium into user 

blocks (original data block that is not replaced by a neW 
block) and replacement blocks. In addition, Where replace 
ment data is recorded in the user data area, predetermined 
rules are needed to easily recover the replacement data. 

In summary, Where a replacement of user data for LOW 
cannot be recorded only in a spare area but also in a user data 
area, user blocks cannot be distinguished from replacement 
blocks due to the absence of a physical boundary betWeen a 
physical area in Which the user blocks are recorded and a 
physical area in Which the replacement blocks are recorded. 
Particularly, Where a user block is replaced by a replacement 
block, and the replacement block is replaced again, a ?nal 
replacement block cannot be identi?ed. Finally, a drive sys 
tem cannot distinguish betWeen a case Where a replacement 
block is replaced again and a case Where a block is recorded 
in a physically unrecorded space in response to a command to 
record data in a space that is physically recorded With data but 
logically unrecorded. 
The above mentioned conventional problems Will noW be 

described With reference to FIGS. 1A through 1C. Referring 
to FIG. 1A, in case 1, a 1st update of original data A is 
recorded in track #1, and a 2nd update is recorded in track #2. 
In case 2, a 1st update of original data A is recorded in track 
#2, and a 2nd update is recorded in track #1. In case 3, a 1st 
update of original data A is recorded in track #2, and a 2nd 
update is recorded in a spare area SA. In case 4, a 1st update 
of original dataA is recorded in a spare area, and a 2nd update 
is recorded in track #2. 

As shoWn in FIG. 1A, although only data A" obtained by 
updating original dataA tWice exists in a logical space, a ?nal 
update, namely, data A", is recorded in different locations in 
a physical space in cases 1 through 4. 

Referring to FIG. 1B, in case 5, original data, data A, a ?rst 
update of the data A, data A', and a second update of the data 
A, data A", are sequentially recorded in a physical volume 
space of track #2 in a user data area. Referring to FIG. 1C, in 
case 6, original data, data A, a ?rst update of the data A, data 
A', and original data, data B, are sequentially recorded in a 
physical volume space of track #2 in a user data area. 

As shoWn in cases 5 and 6, although physical recording 
statuses in cases 5 and 6 are the same, recording statuses of 
actual information recording mediums in cases 5 and 6 are 
different. Thus, a block to be recorded needs to include spe 
ci?c information so that a drive system can distinguish tWo 
different cases. 

SUMMARY OF THE INVENTION 

An aspect of the present invention provides an information 
recording medium, a recording/ reproducing apparatus, and a 
recording/reproducing method, by Which a replacement for 
logical overWriting (LOW) occurs in any of a spare area and 
a user data area to thereby improve the ef?ciency of data 
reproduction. 

According to an aspect of the present invention, there is 
provided an information recording medium comprising: a 
user data area for recording user data; and a spare area for 
replacing a defect in the user data area, Wherein: a replace 
ment recording block that replaces an original recording 
block recorded in the user data area is recorded in the spare 
area or an unrecorded area of the user data area, and a record 

ing block includes at least one of an original address or a 
previous address, the original address indicating a location of 
the original recording block and the previous address indicat 
ing a location of an immediately previous recording block. 
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The recording block may include a data part that contains 
original data or replacement data and an additional informa 
tion part that contains additional information about the origi 
nal data or the replacement data. The additional information 
part may contain at least one of the original address or the 
previous address. 

According to another aspect of the present invention, there 
is provided an information recording medium comprising: a 
user data area for recording user data; and a spare area for 
replacing a defect in the user data area, Wherein: a replace 
ment recording block that replaces an original recording 
block recorded in the user data area is recorded in the spare 
area or an unrecorded area of the user data area; and each of 
the original recording block and the replacement recording 
block includes identi?cation information useable to deter 
mine Whether each recording block is the original recording 
block or the replacement recording block. 

Each recording block may include a data part that contains 
original data or replacement data and an additional informa 
tion part that contains additional information about the origi 
nal data or the replacement data. The additional information 
part may contain the identi?cation information. 

The additional information part may comprise at least one 
of an original address ?eld that indicates a location of the 
original recording block or a previous address ?eld that indi 
cates a location of an immediately previous recording block. 
The identi?cation information may be a speci?c identi?er 
recorded in at least one of the original address ?eld or the 
previous address ?eld. 

According to another aspect of the present invention, there 
is provided an information recording medium comprising: a 
user data area for recording user data; and a spare area for 
replacing a defect detected in the user data area, Wherein: a 
replacement recording block that replaces an original record 
ing block recorded in the user data area is recorded in the 
spare area or an unrecorded area of the user data area; and a 

value of a physical address of the replacement recording 
block is alWays larger than a value of a physical address of a 
recording block previous to the replacement recording block 
and a value of a physical address of the original recording 
block or alWays smaller than a value of a physical address of 
a recording block previous to the replacement recording 
block and a value of a physical address of the original record 
ing block. 

According to another aspect of the present invention, there 
is provided a recording/reproducing apparatus comprising: a 
Write/read unit Writing data to and reading data from an infor 
mation recording medium having a user data area for record 
ing user data and a spare area for replacing a defect in the user 
data area, Wherein a replacement recording block that 
replaces an original recording block recorded in the user data 
area is recorded in the spare area or an unrecorded area of the 

user data area; and a controller controlling the Write/ read unit 
to Write a recording block on the information recording 
medium, Wherein the Written recording block includes at least 
one of original address information indicating a location of 
the original recording block or previous address information 
indicating a location of an immediately previous recording 
block for the original recording block. 

According to another aspect of the present invention, there 
is provided a recording/reproducing apparatus comprising: a 
Write/read unit Writing data to and reading data from an infor 
mation recording medium having a user data area for record 
ing user data and a spare area for replacing a defect in the user 
data area, Wherein a replacement recording block that 
replaces an original recording block recorded in the user data 
area is recorded in the spare area or an unrecorded area of the 
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4 
user data area; and a controller controlling the Write/read unit 
to Write a recording block on the information recording 
medium, Wherein the Written recording block includes iden 
ti?cation information used to determine Whether the Written 
recording block is an original recording block or a replace 
ment recording block. 

According to another aspect of the present invention, there 
is provided a recording/reproducing apparatus comprising: a 
Write/read unit Writing data to and reading data from an infor 
mation recording medium having a user data area for record 
ing user data and a spare area for replacing a defect in the user 
data area, Wherein a replacement recording block that 
replaces an original recording block recorded in the user data 
area is recorded in the spare area or an unrecorded area of the 

user data area; and a controller controlling the Write/read unit 
to Write the replacement recording block on the information 
recording medium so that a value of a physical address of the 
replacement recording block is alWays larger than a value of 
a physical address of a previous replacement recording block 
and a value of a physical address of the original recording 
block or alWays smaller than a value of the physical address of 
the previous replacement recording block and a value of the 
physical address of the original recording block. 

According to another aspect of the present invention, there 
is provided a recording/reproducing apparatus comprising: a 
Write/read unit Writing data to and reading data from an infor 
mation recording medium having a user data area for record 
ing user data and a spare area for replacing a defect in the user 
data area, Wherein a replacement recording block that 
replaces an original recording block recorded in the user data 
area is recorded in the spare area or an unrecorded area of the 

user data area; and a controller recovering replacement infor 
mation about the original recording block and the replace 
ment recording block by referring to an original address ?eld 
of the replacement recording block that indicates a location of 
the original recording block and a previous address ?eld of 
the replacement recording block that indicates a location of 
an immediately previous recording block, Which is replaced 
by the replacement recording block. 

According to another aspect of the present invention, there 
is provided a recording/reproducing method comprising: 
Writing data to and reading data from an information record 
ing medium having a user data area for recording user data 
and a spare area for replacing a defect in the user data area, 
Wherein a replacement recording block that replaces an origi 
nal recording block recorded in the user data area is recorded 
in the spare area or an unrecorded area of the user data area; 
and Writing a recording block on the information recording 
medium, Wherein the recording block comprises at least one 
of an original address ?eld indicating a location of the original 
recording block or a previous address ?eld indicating a loca 
tion of an immediately previous recording block. 

According to another aspect of the present invention, there 
is provided a recording/reproducing method comprising: 
Writing data to and reading data from an information record 
ing medium having a user data area for recording user data 
and a spare area for replacing a defect in the user data area, 
Wherein a replacement recording block that replaces an origi 
nal recording block recorded in the user data area is recorded 
in the spare area or an unrecorded area of the user data area; 
and Writing a recording block on the information recording 
medium, Wherein the recording block comprises identi?ca 
tion information used to determine Whether the Written 
recording block is an original recording block or a replace 
ment recording block. 

According to another aspect of the present invention, there 
is provided a recording/reproducing method comprising: 
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Writing data to and reading data from an information record 
ing medium having a user data area for recording user data 
and a spare area for replacing a defect in the user data area, 
Wherein a replacement recording block that replaces an origi 
nal recording block recorded in the user data area is recorded 
in the spare area or an unrecorded area of the user data area; 
and Writing a replacement recording block on the information 
recording medium so that a value of a physical address of the 
replacement recording block is alWays larger than a value of 
a physical address of a recording block previous to the 
replacement recording block and a value a physical address of 
the original recording block or alWays smaller than a value of 
a physical address of the recording block previous to the 
replacement recording block and the value the physical 
address of the original recording block. 

According to another aspect of the present invention, there 
is provided a recording/reproducing method comprising: 
Writing data to and reading data from an information record 
ing medium having a user data area for recording user data 
and a spare area for replacing a defect in the user data area, 
Wherein a replacement recording block that replaces an origi 
nal recording block recorded in the user data area is recorded 
in the spare area or an unrecorded area of the user data area; 
and recovering replacement information about the original 
recording block and the replacement recording block by 
referring to an original address ?eld of the replacement 
recording block that indicates a location of the original 
recording block and a previous address ?eld of the recording 
block that indicates a location of an immediately previous 
recording block, Which is replaced by the replacement record 
ing block. 
Where the immediately previous recording block is also 

the original recording block, the original address ?eld and the 
previous address ?eld may have a same value. 
Where an expression of the form “at least one of A or B” is 

used herein, the expression should be interpreted as A or B or 
A and B. 

Additional aspects and/or advantages of the invention Will 
be set forth in part in the description Which folloWs and, in 
part, Will be obvious from the description, or may be learned 
by practice of the invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

These and/or other aspects and advantages of the invention 
Will become apparent and more readily appreciated from the 
folloWing description of the embodiments, taken in conjunc 
tion With the accompanying draWings of Which: 

FIGS. 1A through 1C are reference diagrams illustrating 
conventional problems; 

FIG. 2 is a block diagram of a recording/reproducing appa 
ratus according to an embodiment of the present invention; 

FIG. 3 is a detailed block diagram of the recording/repro 
ducing apparatus of FIG. 2; 

FIG. 4 is a block diagram of a structure of an information 
recording medium used in the recording/reproducing appa 
ratus of FIG. 2; 

FIG. 5 is a block diagram of a data structure of a replace 
ment entry shoWn in FIG. 4; 

FIG. 6 is a block diagram ofa structure ofa block Which is 
recorded/reproduced as a unit in/from a user data area of the 
information recording medium shoWn in FIG. 4; 

FIG. 7A illustrates a physical volume space of an informa 
tion recording medium on Which original and replacement 
blocks has been recorded, according to an embodiment of the 
present invention; 
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6 
FIG. 7B illustrates a logical volume space of the informa 

tion recording medium shoWn in FIG. 7 
FIG. 8 is a block diagram of structures of replacement 

entries produced based on the recorded blocks illustrated in 
FIG. 7A; 

FIGS. 9A-9D are block diagram of structures of replace 
ment entries recovered based on the recorded blocks illus 
trated in FIG. 7A; 

FIG. 10 is a ?owchart illustrating a method of recording 
data according to an embodiment of the present invention; 
and 

FIG. 11 is a ?owchart illustrating a method of recovering a 
replacement entry according to the present invention. 

DETAILED DESCRIPTION OF THE 
EMBODIMENTS 

Reference Will noW be made in detail to the present 
embodiments of the present invention, examples of Which are 
illustrated in the accompanying draWings, Wherein like ref 
erence numerals refer to the like elements throughout. The 
embodiments are described beloW in order to explain the 
present invention by referring to the ?gures. 

FIG. 2 is a block diagram of a recording/reproducing appa 
ratus 200 according to an embodiment of the present inven 
tion. Referring to FIG. 2, the recording/reproducing appara 
tus 200 includes a Write/read unit 220 and a controller 210. 
The Write/read unit 220 Writes data to an information record 
ing medium 400, under control of the controller 21 0 and reads 
out Written data to reproduce the Written data. The controller 
210 controls the Write/read unit 220 to Write/read data in a 
recording unit block or obtains effective data by processing 
data read by the Write/read unit 220. The recording/reproduc 
ing apparatus 200 as disclosed herein includes features for 
recording and reproducing; hoWever, as Will be appreciated 
by persons skilled in the art, some aspects of the invention 
relate only to recording information and other aspects of the 
invention relate only to reproducing information. Thus, as the 
context may imply, recording/reproducing includes an appa 
ratus for recording, an apparatus for reproducing or an appa 
ratus for recording and reproducing information. 
Upon Writing, the controller 210 controls the Write/read 

unit 220 to Write data by performing logical overWriting 
(LOW) according to a command of a host 240 or under the 
control of the recording/reproducing apparatus 200. LOW 
denotes a technique in Which data recorded in a user data area 
of a Write-once recording medium is updated by recording 
replacement data in a spare area or in an unrecorded area of 
the user data area, and addresses of the original data and the 
replacement data are managed so that a host cannot recogniZe 
any change to a logical address. This management is achieved 
by Writing a replacement entry and recording the replacement 
entry on the information recording medium. As described 
above, the controller 210 controls the Write/read unit 220 to 
Write replacement data to a spare area or to an unrecorded area 
of a user data area according to LOW. The controller 210 
generates a block including a data part based on a Write 
command of a ho st and an additional information part With a 
previous address ?eld and an original address ?eld of a block 
to be replaced and controls the Write/read unit 220 to Write the 
generated block to the information recording medium 400. 
Where a replacement entry having replacement information 
is not reproduced before recording or reproducing data, the 
controller 210 recovers the replacement entry using values of 
the previous address ?eld and the original address ?eld 
included in the additional information part of the block. 
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FIG. 3 is a detailed block diagram of the recording/repro 
ducing apparatus 200 of FIG. 2. Referring to FIG. 3, the 
recording/reproducing apparatus 200, i.e., a disc drive, 
includes a pickup 250, Which serves as the Write/read unit 
220. The information storage medium 400 is installed to be 
accessed by the pickup 250. The recording/reproducing appa 
ratus 200 includes a host interface (UP) 211, a digital signal 
processor (DSP) 212, an RF AMP 213, a servo 214, and a 
system controller 215, Which serve as the controller 210. 
Where data is to be Written to the information storage 

medium 400, the host UP 211 receives the data to be Written 
and a Write command together With information about a lo gi 
cal address of the to-be-Written data from the host 240 and 
transmits the received data, command, and information to the 
system controller 215. 
The system controller 215 receives the Write command 

from the host UP 211 and performs an initialiZation necessary 
for the Writing. In particular, in a case other than Where data is 
overWritten to a recorded area, the system controller 215 
controls the pickup 250 to Write the data to an address indi 
cated by the Write command. On the other hand, When data is 
to be overWritten to a recorded area, the system controller 215 
controls the pickup 250 to Write the update data to an unre 
corded area of a user data area using linear replacement, 
generate a defect entry indicating a status of replacement 
based on LOW, and Write the defect entry to a temporary 
defect information area of the information recording medium 
400. Since data is Written on the information recording 
medium 400 in a recording unit block, the system controller 
215 generates a block by determining values of a previous 
address ?eld and an original address ?eld With reference to a 
not-yet-replaced block and replacement entry and controls 
the pickup 250 to Write the block to the information recording 
medium 400. 

The DSP 212 adds additional data, such as parity, to the 
to-be-Written data received from the host UP 211 to achieve 
error correction, performs ECC (error correction code) 
encoding on the resultant to-be-Written data to produce an 
error-corrected block, namely, an ECC block, and modulates 
the ECC block in a predetermined scheme. The RF AMP 213 
converts data output from the DSP 212 into an RF signal. The 
pickup 250 receives the RF signal from the RF AMP 213 and 
Writes the RF signal to the information storage medium 400. 
The servo 214 receives a command necessary for servo con 
trol from the system controller 215 and servo-controls the 
pickup 250. 
Where data is to be read from the information storage 

medium 400, the host UP 211 receives a read command from 
the host 240. The system controller 215 performs an initial 
iZation necessary for the reading. In particular, the system 
controller 215 converts a logical address indicated by the read 
command into a physical address and searches for a replace 
ment address from the replacement entry on the basis of the 
converted physical address. If the replacement entry cannot 
be read out, the system controller 215 recovers the replace 
ment entry. The replacement entry is recovered by referring to 
original address information and previous address informa 
tion included in a recorded block. The recovery of the replace 
ment entry Will be described in greater detail beloW. 

The pickup 250 radiates a laser beam onto the information 
storage medium 400, receives a laser beam re?ected by the 
information storage medium 400, and outputs an optical sig 
nal obtained from the received laser beam. The RF AMP 213 
converts the optical signal received from the pickup 250 into 
the RF signal and provides modulated data extracted from the 
RF signal to the DSP 212 and a servo control signal extracted 
from the RF signal to the servo 214. The DSP 212 demodu 

20 

25 

30 

35 

40 

45 

50 

55 

65 

8 
lates the modulated data, performs ECC on the demodulated 
data, and outputs resultant data. 
The servo 214 receives the servo signal from the RF AMP 

213 and the command necessary for servo control from the 
system controller 215 and servo-controls the pickup 250. The 
host UP 211 transmits the data output from the DSP 212 to the 
host 240. 

FIG. 4 is a block diagram of a structure of the information 
recording medium 400 Where the information recording 
medium is embodied as a disc. Referring to FIG. 4, the infor 
mation recording medium 400 includes a lead-in area 410, a 
data area 420, and a lead-out area 430. 
The lead-in area 410 includes a second disc management 

area 411, a temporary disc management area (TDMA) 412, a 
?rst disc management area 413, a ?rst spare area 421, a user 
data area 422, a second spare area 423, a third disc manage 
ment area 431, and a fourth disc management area 432. 
The TDMA 412 denotes an area for recording information 

used for both temporary defect management and temporary 
information recording medium management Which are 
required to manage a Write-once information recording 
medium. The TDMA 412 includes a temporary defect list 
(TDFL) 414 as temporary defect information, a temporary 
disc de?nition structure (TDDS) 415 as temporary defect 
management information, and a space bit map (SBM) 416. 
The TDFL 414 denotes information about a defect and 

includes information about a location of defective data and 
information about a location of replacement data of the defec 
tive data. In particular, the TDFL 414 includes a replacement 
entry 417. 

FIG. 5 illustrates a data structure of the replacement entry 
417. Referring to FIG. 5, the replacement entry 417 includes 
an original address 418 and a replacement address 419. The 
original address 418 denotes a start sector address of an 
original block, and the replacement address 419 denotes a 
start sector address of a replacement block. Because replace 
ment is performed in units of a block, Which is a unit in Which 
data is recorded/reproduced, a status of the replacement is 
represented as a block. 

Referring again to FIG. 4, the TDDS 415 stores location 
pointers of the temporary defect information 414, the SBM 
416, and a drive area (not shoWn), information about a loca 
tion and siZe of a spare area allocated upon initialiZation, 
Write-protection information, information about a location 
and siZe of a temporary defect management area (not shoWn) 
allocated in the data area 420, information about a user data 
area 422, information about locations on ?rst and second 
spare areas 421 and 423 Where replacement data can be Writ 
ten, information about an address of ?nal data Written in the 
user data area 422, etc. 
The SBM 416 denotes a map in Which recorded clusters 

and unrecorded clusters of the user data area 422 are repre 
sented as different bit values. The SBM 416 is used When the 
user data area 422 is used in a random recording mode. On the 
other hand, When the user data area 422 is used in a sequential 
recording mode, recording management information in 
Which a status of an information recording medium on Which 
data is recorded is represented as entry information is used 
instead of the SBM 416. 
The ?rst disc management area 413, the second disc man 

agement area 411, the third disc management area 431, and 
the fourth disc management area 432 are allocated to record 
?nal temporary management information When a Write-once 
information recording medium is ?naliZed. 
The data area 420 includes the ?rst spare area 421, the user 

data area 422, and the second spare area 423 that are sequen 
tially arranged. The ?rst and second spare areas 421 and 423 
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are allocated to record replacement data, that is, data that 
replaces data recorded in the user data area 422. The ?rst and 
second space areas 421 and 423 may store replacement data 
that replaces defective data or replacement data necessary for 
LOW, namely, replacement data that replaces user data. 

The user data area 422 denotes an area for recording user 
data. In particular, replacement data that replaces the user 
data according to LOW is not only recorded in the spare area 
421 or 423 but also in the user data area 422. A block Which 
is recorded as a unit is Written to the user data area 422. 
A recording unit block 500 according to an embodiment of 

the present invention is shoWn in FIG. 6. Referring to FIG. 6, 
the recording unit block 500 includes a data part 510 and an 
additional information part 520. The data part 510 is user 
data. If the recording unit block 500 is an original block, the 
data part 510 is original data that is initially recorded. If the 
recording unit block 500 is a replacement block, the data part 
510 is replacement data. 

The additional information part 520 includes additional 
information about the original data or the replacement data. 
As shoWn in FIG. 6, the additional information part 520 
includes a previous address ?eld 521 and an original address 
?eld 522. The original address ?eld 522 records an address 
representing a location of the original block. The previous 
address ?eld 521 records an address representing a location of 
an immediately previous block, Which is replaced by the 
recording unit block 500. The additional information part 520 
may have an error correction structure different from that of 
the data part 510. 

FIG. 7A illustrates a structure of an information recording 
medium on Which a block Which is recorded/reproduced as a 
unit has been recorded. More speci?cally, a status of the 
information recording medium on Which address information 
is stored in the previous address ?eld and the original address 
?eld of a block if the block is comprised of one sector is 
illustrated in FIG. 7A. In a general optical system, a host 
manages data in units of a sector (2048 bytes), and a drive 
system manages data in units of 16 or 32 sectors on an infor 
mation recording medium. 

Referring to FIG. 7A, When a host commands a drive 
system to Write dataA to Logical Serial Number “a” (LSN a) 
to record data A, the drive system Writes data A to Physical 
Serial Number “a” (PSN a) on an information recording 
medium, Which corresponds to the LSN a. At this time, both 
values of a previous address ?eld 701 and an original address 
?eld 703 included in a block are set to be 0 to indicate that the 
block is an original, block, i.e., a block that is initially 
recorded and does not replace any block. In this Way, an 
original block may be distinguished from a replacement 
block. 

Other methods can be used to distinguish the replacement 
block from the original block. For example, the value of the 
previous address ?eld or the value of the original address ?eld 
may be set to be a speci?c identi?er. Also, the value of the 
previous address ?eld and the value of the original address 
?eld may be set to a same value to indicate that the block 
includes original data. The same value may be a value indi 
cating the PSN Where the original data is recorded. 
A method of recording a replacement block Will noW be 

described. To perform a 1st update of data A With data A' 
through LOW, the host commands the drive system to Write 
data A' to LSN a, and the drive system Writes the data A' to an 
unrecorded area PSN a-l on the information recording 
medium by determining that the PSN a on the information 
recording medium corresponding to the LSN a has already 
been recorded With data. As shoWn in FIG. 8, the drive system 
generates a replacement entry #1 to indicate that the PSN a 
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has been replaced by the PSN a-l. FIG. 8 shoWs the replace 
ment entry #1 in Which the PSN a is set as an original address 
and the PSN a-l is set as a replacement address. Referring 
again to FIG. 7A, values of a previous address ?eld 701 and an 
original address ?eld 703 in the replacement block having the 
data A' and recorded in the PSN a-l are both set to PSN a to 
indicate that the replacement block recorded at PSN a-l 
replaces the block recorded at PSN a and that a physical 
address (i.e., an original address) corresponding to the logical 
address of data A' recorded at PSN a-l is PSN a. 

Thereafter, to perform a 2nd update of data A, i.e., update 
data A' With data A" according to LOW, the host commands 
the drive system to Write data A" to LSN a, and the drive 
system Writes the data A" to an unrecorded area PSN a+l on 
the information recording medium by determining that the 
PSN a on the information recording medium corresponding 
to the LSN a has already been recorded With data and deter 
mining from the replacement entry #1 that PSN a has been 
replaced by PSN a— l . Also, the drive system changes replace 
ment entry #1 to indicate that PSN a has been replaced by 
PSN a+l, as shoWn in FIG. 8. Referring again to FIG. 7A, a 
value of the previous address ?eld 701 in the replacement 
block having the data A" and recorded at PSN a+l is set to 
PSN a-l to indicate that the replacement block replaces the 
block recorded at PSN a-l. A value of an original address 
?eld 703 in the replacement block having the data A" and 
recorded at PSN a+l is set to PSN a to indicate that a physical 
address (i.e., an original address) corresponding to the logical 
address of data A" recorded at PSN a+l is PSN a. 

In a case Where data B is to be Written to the information 
recording medium after the 2nd update of data A With data A", 
the host commands the drive system to Write the data B to 
LSN a+l, and the drive system Writes the data B to an unre 
corded area PSN a+2 on the information recording medium 
by determining that the PSN a+l on the information record 
ing medium corresponding to the LSN a+l has already been 
recorded With data, i.e., the data A". Also, the drive system 
generates replacement entry #2 to indicate that PSN a+l has 
been replaced by PSN a+2, thus LSN a+l corresponds to PSN 
a+2, as shoWn in FIG. 8. Referring again to FIG. 7A, values of 
the previous address ?eld 701 and the original address ?eld 
703 in the block including the data B and recorded at PSN a+2 
are both set to PSN a+l to indicate that the block recorded at 
PSN a+2 includes original data, i.e., data B (although subse 
quently recorded) and that a physical address corresponding 
to the logical address of the data B recorded at PSN a+2 is 
PSN a+l. 

Thereafter, to update data B With data B' according to 
LOW, the ho st commands the drive system to Write data B' to 
LSN a+l, and the drive system Writes the data B' to an unre 
corded area PSN a+3 on the information recording medium 
by determining that the PSN a+l on the information record 
ing medium corresponding to the LSN a+l has already been 
recorded With data (i.e., data A") and determining from the 
replacement entry #2 that original address PSN a+l has been 
replaced by PSN a+2. Also, the drive system changes replace 
ment entry #2 to indicate that PSN a+l has been replaced by 
PSN a+3. FIG. 8 also shoWs the changed replacement entry 
#2 in Which the replacement address is PSN a+3. Referring 
again to FIG. 7A, a value of the previous address ?eld 701 in 
the replacement block including data B' and recorded at PSN 
a+3 is set to PSN a+2 to indicate that the replacement block 
replaces the block recorded at PSN a+2. A value of an original 
address ?eld in the replacement block including the data B' 
and recorded at PSN a+2 is set to PSN a+l to indicate that a 
physical address (i.e., an original address) corresponding to 
the logical address of data B' recorded at PSN a+3 is PSN a+l. 
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A resulting logical volume space 703 generated by replacing 
the data A With the data A' and then With the data A" and 
subsequently recording the data B and then replacing the data 
B With the data B' is shoWn in FIG. 7B. That is, data A" 
corresponds to LSN a and the data B' corresponds to LSN 
a+l. 
A method of recovering a replacement entry Will noW be 

described. If an information recording medium on Which data 
is Written as described above is loaded on a drive system, and 
the drive system fails to obtain a ?nal TDFL from a temporary 
defect management area of a lead-in or lead-out area of the 
information recording medium, the drive system must 
recover at least a replacement entry, Which indicates a status 
of the information recording medium on Which replacement 
data required upon defect generation or LOW has been 
recorded, among the TDFL. The replacement entry is recov 
ered using values of a previous address ?eld and an original 
address ?eld included in an additional information part of a 
block recorded on the information recording medium. This 
replacement entry recovery Will noW be described With ref 
erence to FIGS. 7A through 9D. 

First, assuming, for example, values as shoWn in FIG. 7A, 
the drive system reads out a block recorded at PSN a-l and 
determines from a value PSN a set in the previous address 
?eld 701 of the read-out block that PSN a-l previously 
replaced PSN a and from a value PSN a set in the original 
address ?eld 703 of the read-out block that data A' recorded at 
PSN a-l has a logical address corresponding to PSN a. 
According to this determination, the drive system recovers 
replacement entry #1 of FIG. 9A, Which indicates a status of 
the information recording medium on Which a block recorded 
at PSN a has been replaced by a block recorded at PSN a-l. 

Then, the drive system reads out a block recorded at PSN a 
and determines from a value “0” set in both the previous 
address ?eld 701 and the original address ?eld 703 of the 
read-out block PSN a that the read-out block PSN a is an 
original block, namely, a non-replaced block. 

Thereafter, the drive system reads out a block recorded at 
PSN a+l and determines from a value PSN a-l set in the 
previous address ?eld 701 of the read-out block PSN a+l that 
the read-out block PSN a+l has replaced the block recorded 
at PSN a-l and from a value PSN a set in an original address 
?eld 703 of the read-out block PSN a+l that user data 
included in the read-out block PSN a+l has a logical address 
corresponding to PSN a. Since the drive system can determine 
from the replacement entry #1 of FIG. 9A that the block With 
address PSN a has been replaced by the block With address 
PSN a-l and the block With address PSN a-l has been 
replaced by the block With address PSN a+ l, the drive system 
changes the replacement address of the replacement entry #1 
of FIG. 9A from PSN a-l to PSN a+l to recover replacement 
entry #1 of FIG. 9B. 

Then, the drive system reads out a block recorded at PSN 
a+2 and determines from a value PSN a+l set in the previous 
address ?eld 701 of the read-out block that the read-out block 
PSN a+2 has replaced the block With address PSN a+l and 
from a value PSN a+l set in the original address ?eld 703 of 
the read-out block PSN a+2 that user data included in the 
read-out block PSN a+2 has a logical address corresponding 
to PSN a+l .According to this determination, the drive system 
recovers replacement entry #2 of FIG. 9C, Which indicates a 
status of the information recording medium on Which PSN 
a+l has been replaced by PSN a+2. 

Thereafter, the drive system reads out a block recorded at 
PSN a+3 and determines from a value PSN a+2 set in the 
previous address ?eld 701 of the read-out block that the 
read-out block PSN a+3 has replaced the block recorded at 
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PSN a+2 and from a value PSN a+l set in an original address 
?eld 703 of the read-out block that user data included in the 
read-out block PSN a+3 has a logical address corresponding 
to PSN a+l. Since the drive system can determine from the 
replacement entry #2 of FIG. 9C that the block With address 
PSN a+l has been replaced by the block With address PSN 
a+2 and can determine from the value PSN a+2 read out from 
the block PSN a+3 the block With address PSN a+2 has been 
replaced by the block With address PSN a+3, the drive system 
changes the replacement address of the replacement entry #2 
of FIG. 9C from PSN a+2 to PSN a+3 to recover replacement 
entry #2 of FIG. 9D. 
As described above, exact replacement entry #1 and exact 

replacement entry #2 are recoverable using a previous 
address ?eld and an original address ?eld included in an 
additional information part of a block. More speci?cally, in a 
replacement entry recovering method according to an 
embodiment of the present invention, the location of a ?nal 
replacement block is recogniZable from values set in the 
previous address ?elds of reproduced blocks having original 
address ?elds in Which an identical value is stored, so that 
correct replacement entries for the blocks are recoverable. In 
other Words, an original address ?eld of a reproduced block 
provides a physical address of an original block to be set as an 
original address of a replacement entry for the reproduced 
block, and a previous address ?eld of the reproduced block 
provides a physical address of a ?nal replacement block of the 
original block to be set as a replacement address of the 
replacement entry. 

In the example shoWn in FIG. 7A, it can be seen that if a 
recorded block only includes the original address ?eld 703, a 
replacement entry for the recorded block cannot be properly 
recovered. HoWever, the replacement entry may be properly 
recovered using only the original address ?eld 703 of a repro 
duced block by applying restrictions to a method of recording 
a replacement block. Where replacement blocks are recorded 
in a predetermined sequence, the replacement entry may be 
recovered using only values recorded in the original address 
?eld 703 by reference to the original address ?eld 703 values 
and the predetermined sequence. That is, Where the PSN of a 
later block in the sequence has a value recorded in the original 
address ?eld 703 Which corresponds to the PSN of an earlier 
block in the sequence, it may be determined that the later 
block in the sequence replaces the earlier block in the 
sequence. Thus, the PSN of a latest block in the sequence 
having a value corresponding to the PSN of the earlier block 
in the sequence recorded in the original address ?eld 703 is a 
?nal replacement block for the earlier block in the sequence. 

For example, if replacement is performed under a rule that 
a physical address of a current replacement block is alWays 
greater than a physical address of each previous replacement 
block and a physical address of an original block, it can be 
determined from a history of replacement contained in an 
arrangement of physical addresses that a replacement block 
having a highest physical address in a sequence of replace 
ment blocks is the ?nal replacement block. 
As another example, if replacement is performed under a 

rule that a physical address of a current replacement block is 
alWays smaller than a physical address of each previous 
replacement block and a physical address of an original 
block, it can be determined from a history of replacement 
contained in an arrangement of physical addresses that a 
replacement block having a loWest physical address in a 
sequence of replacement blocks is the ?nal replacement 
block. 

If only the previous address ?eld 701 is included in a block 
in the case of FIG. 7A, a Wrong replacement entry is recov 
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ered by recognizing that a block recorded at PSN a has been 
replaced by a block recorded at PSN a+3. However, if data B 
were allowed to be recorded at LSN a+2 instead of LSN a+l 
(that is, if writing of data to an area that is recorded with data 
in a physical space although being unrecorded in a logical 
space is prohibited or if a drive system informs a host of an 
error on receipt of a command to write data to such an area 

described above), data B could be recorded at PSN a+2 cor 
responding to LSN a+2, and data B' could be recorded at PSN 
a+3 according to LOW. As described above, if writing of data 
to an area that is recorded with data in a physical space 
although being unrecorded in a logical space is prohibited or 
if a drive system informs a host of an error on receipt of a 
command to write data to such an area described above, 
problems as shown in FIGS. 1B and 1C can be solved. Only 
in this case, even where only a previous address ?eld is used 
as address information to recover a replacement entry, the 
replacement entry may be correctly recovered. 

FIG. 10 is a ?owchart illustrating a method of recording 
data according to an embodiment of the present invention. In 
operation 1001, a drive system receives a data write command 
from a host. Since the host only operates with logical 
addresses, the host provides to the drive system a logical 
address where data is to be recorded. 

In operation 1002, the drive system converts a logical 
address indicated by the data write command into a physical 
address. In operation 1003, the drive system determines 
whether the physical address is unrecorded. Where the physi 
cal address is unrecorded, the drive system determines that 
data indicated by the data write command is not replacement 
data but new user data, and thus a previous address ?eld and 
an original address ?eld are both set to be 0, in operation 
1004. 

When it is determined that the physical address is recorded, 
the drive system determines that data indicated by the data 
write command denotes replacement data with which data 
already recorded in the recorded physical address is to be 
updated, and thus a replacement entry for the original data is 
searched for, in operation 1005. 
Where no replacement entries are found, values of a pre 

vious address ?eld and an original address ?eld of the replace 
ment data, that is, a replacement block to be currently 
recorded, are both set to be the physical address correspond 
ing to the logical address indicated by the data write com 
mand, in operation 1006. The physical address indicates a 
location where the original user data has been recorded. In 
operation 1007, a replacement entry including an original 
address and a replacement address is generated. The original 
address identi?es the physical address of the original user 
data, and the replacement address identi?es a physical 
address in which the current replacement block is to be 
recorded. 

Where the replacement entry is found, it may be deter 
mined whether the original data has been preciously replaced, 
and accordingly, the values of the previous address ?eld and 
the original address ?eld of the current replacement block are 
determined with reference to the found replacement entry. In 
other words, in operation 1008, the previous address ?eld of 
the current replacement block is set to be a replacement 
address of the found replacement entry, and the original 
address ?eld of the current replacement block is set to be the 
original address of the found replacement entry. In operation 
1 009, the replacement address of the found replacement entry 
is changed from the physical address of the previous replace 
ment block to the physical address of the current replacement 
block. 
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In operation 1010, the current replacement block is gener 

ated by including the data indicated by the data write com 
mand of the host and additional information (the previous 
address ?eld and the original address ?eld) and recorded at 
the replacement address on an information recording 
medium. In operation 1011, the newly produced replacement 
entry or the changed replacement entry is recorded in a lead 
in or lead-out area of the information recording medium. 

FIG. 11 is a ?owchart illustrating a method of recovering a 
replacement entry according to an aspect of the present inven 
tion. First, in operation 1110, a block recorded in a user data 
area is reproduced, and information contained in a previous 
address ?eld and an original address ?eld is acquired from an 
additional information part of the reproduced block. 

In operation 1 120, a replacement entry including a replace 
ment address and an original address is recovered. A physical 
address of a ?rst reproduced block is set as the replacement 
address of the replacement entry, and the value of the original 
address ?eld included in the additional information part of the 
?rst reproduced block is set as the original address of the 
replacement entry. 

In operation 1130, a second block next to the ?rst repro 
duced block and recorded in the user data area is reproduced, 
and information contained in a previous address ?eld and an 
original address ?eld is acquired from the additional infor 
mation part of the second block. In operation 1140, it is 
determined whether the original address of the recovered 
replacement entry is consistent with the information con 
tained in the original address ?eld of the second reproduced 
block. 

If the original address of the recovered replacement entry is 
different from the information contained in the original 
address ?eld of the second reproduced block, the second 
reproduced block is new user data different from user data of 
the ?rst reproduced block. Hence, the method goes back to 
operation 1120 to recover a replacement entry for the second 
block reproduced in operation 1130. 

If the original address of the recovered replacement entry is 
identical to the information contained in the original address 
?eld of the second reproduced block, the second block repro 
duced in operation 1130 is not new user data but replacement 
data that replaces the same user data as the user data replaced 
by the ?rst reproduced block. Hence, in operation 1150, the 
replacement address of the recovered replacement entry is 
changed to a physical address of the next reproduced block. 

Then, in operation 1 160, it is determined whether a block to 
be further reproduced exists. If a block to be further repro 
duced exists, the method goes back to operation 1110 to 
reproduce the remaining block. If no blocks to be further 
reproduced exist, the method is concluded. 

According to an aspect of the present invention as 
described above, replacement information can be effectively 
recovered in a system where a replacement for LOW occurs in 
a spare area or in a user data area. Thus, the ef?ciency of data 
reproduction improves. 
A data recording/reproducing method and a replacement 

entry recovering method as described above may also be 
embodied as computer readable codes on a computer read 
able recording medium. The computer readable recording 
medium is any data storage device that can store data which 
can be thereafter read by a computer system. Examples of the 
computer readable recording medium include read-only 
memory (ROM), random-access memory (RAM), 
CD-ROMs, magnetic tapes, ?oppy disks, optical data storage 
devices, and carrier waves (such as data transmission through 
the Internet). The computer readable recording medium can 
also be distributed over network coupled computer systems 
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so that the computer readable code is stored and executed in 
a distributed fashion. Also, functional programs, codes, and 
code segments for accomplishing the data recording/repro 
ducing method and the replacement entry recovering method 
may be construed by programmers skilled in the art of infor 
mation recording. 

Although a feW embodiments of the present invention have 
been shoWn and described, it Would be appreciated by those 
skilled in the art that changes may be made in this embodi 
ment Without departing from the principles and spirit of the 
invention, the scope of Which is de?ned in the claims and their 
equivalents. 
What is claimed is: 
1. An information storage medium, comprising: 
a second recording unit block Which replaces a ?rst record 

ing unit block, and comprises physical address informa 
tion of the ?rst recording unit block or physical address 
information of a third recording unit block Which is 
replaced by the second recording unit block; and 

a defect list entry Which comprises physical address infor 
mation of the ?rst recording unit block and physical 
address information of the second recording unit block, 

Wherein replacement data recorded in the second recording 
unit block is reproduced using the defect list entry, and 

logical addresses of the ?rst recording unit block, the sec 
ond recording unit block, and the third recording unit 
block are the same. 

2. The information storage medium of claim 1, Wherein the 
second recording unit block comprises: 

the physical address information of the ?rst recording unit 
block; and 

the physical address information of the third recording unit 
block Which is replaced by the second recording unit 
block. 

3. A recording apparatus for recording data on an informa 
tion recording medium, the recording apparatus comprising: 

a Write/read unit Writing data to and/or reading data from 
the information recording medium; and 

a controller controlling the Write/read unit to Write a second 
recording unit block Which replaces a ?rst recording unit 
block, and comprises physical address information of 
the ?rst recording unit block or physical address infor 
mation of a third recording unit block Which is replaced 
by the second recording unit block, and a defect list entry 
Which comprises physical address information of the 
?rst recording unit block and physical address informa 
tion of the second recording unit block, on the informa 
tion recording medium, 

Wherein replacement data recorded in the second recording 
unit block is reproduced using the defect list entry, and 

logical addresses of the ?rst recording unit block, the sec 
ond recording unit block, and the third recording unit 
block are the same. 

4. The recording apparatus of claim 3, Wherein the second 
recording unit block comprises: 

the physical address information of the ?rst recording unit 
block; and 

the physical address information of the third recording unit 
block Which is replaced by the second recording unit 
block. 

5. A reproducing apparatus for reproducing data from an 
information recording medium comprising a second record 
ing unit block Which replaces a ?rst recording unit block, and 
comprises physical address information of the ?rst recording 
unit block or physical address information of a third record 
ing unit block Which is replaced by the second recording unit 
block, the reproducing apparatus comprising: 
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16 
a Write/read unit Writing data to and reading data from an 

information recording medium; and 
a controller Which controls the Write/read unit to read a 

defect list entry Which comprises physical address infor 
mation of the ?rst recording unit block and physical 
address information of the second recording unit block, 
from the information recording medium, and to read 
replacement data stored in the second recording unit 
block using the defect list entry, 

Wherein logical addresses of the ?rst recording unit block, 
the second recording unit block, and the third recording 
unit block are the same. 

6. The reproducing apparatus of claim 5, Wherein the sec 
ond recording unit block comprises: 

the physical address information of the ?rst recording unit 
block; and 

the physical address information of the third recording unit 
block Which is replaced by the second recording unit 
block. 

7. A recording method for recording data on an information 
recording medium, the recording method comprising: 

recording a second recording unit block Which replaces a 
?rst recording unit block, and comprises physical 
address information of the ?rst recording unit block or 
physical address information of a third recording unit 
block Which is replaced by the second recording unit 
block, and a defect list entry Which comprises physical 
address information of the ?rst recording unit block and 
physical address information of the second recording 
unit block, on the information recording medium, 

Wherein replacement data recorded in the second recording 
unit block is reproduced using the defect list entry, and 

logical addresses of the ?rst recording unit block, the sec 
ond recording unit block, and the third recording unit 
block are the same. 

8. The recording method of claim 7, Wherein the second 
recording unit block comprises: 

the physical address information of the ?rst recording unit 
block; and 

the physical address information of the third recording unit 
block Which is replaced by the second recording unit 
block. 

9. A reproducing method for reproducing data from an 
information recording medium comprising a second record 
ing unit block Which replaces a ?rst recording unit block, and 
comprises physical address information of the ?rst recording 
unit block or physical address information of a third record 
ing unit block Which is replaced by the second recording unit 
block, the reproducing method comprising: 

reading a defect list entry Which comprises physical 
address information of the ?rst recording unit block and 
physical address information of the second recording 
unit block, from the information recording medium; and 

reproducing replacement data stored in the second record 
ing unit block using the defect list entry, 

Wherein logical addresses of the ?rst recording unit block, 
the second recording unit block, and the third recording 
unit block are the same. 

1 0. The reproducing method of claim 9, Wherein the second 
recording unit block comprises: 

the physical address information of the ?rst recording unit 
block; and 

the physical address information of the third recording unit 
block Which is replaced by the second recording unit 
block. 


