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(57) ABSTRACT 

It is an object of this invention to select an information receiv 
ing method at a mobile station (MS) so as to avoid an increase 
in the transmission poWer of a base transceiver station (BTS) 
or redundancy or loss of received information at the mobile 
station (MS) in broadcast communication or multicast com 
munication. A mobile station according to this invention 
includes a receiving method selection information acquiring 
unit (11, 14, 15, 16) for acquiring receiving method selection 
information for receiving the same information transmitted 
via a plurality of cells, and a determining unit (12) for deter 
mining Whether to perform soft combining or selective com 
bining on the same information based on the receiving 
method selection information. 
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MOBILE COMMUNICATION SYSTEM, 
MOBILE STATION, AND RADIO CONTROL 

DEVICE 

TECHNICAL FIELD 

The present invention relates to mobile communication 
systems for transmitting the same information to a mobile 
station via a plurality of cells, and a mobile station and a radio 
netWork controller. 

BACKGROUND ART 

Conventional second-generation mobile communication 
systems such as PDC (Personal Digital Cellular) have 
adopted a handover scheme in Which a mobile station, When 
moving betWeen cells While communicating, establishes a 
communication channel With a handover target cell after 
releasing a communication channel With a handover source 

cell (hard handover scheme). 
On the other hand, conventional CDMA mobile commu 

nication systems have adopted a handover scheme in Which a 
mobile station, When moving betWeen cells While communi 
cating, adds a communication channel With a handover neW 
cell before releasing a communication channel With a han 
dover current cell (soft handover scheme). 

In this speci?cation, a base transceiver station may be 
con?gured to manage one cell or may be con?gured to man 
age a plurality of cells. 

In the soft handover scheme, a mobile station is con?gured 
to simultaneously establish a plurality of communication 
channels With a plurality of cells for communication in a 
given area near the boundary betWeen the cells. 

FIGS. 1(a) to 1(d) shoW information transmitting methods 
in the soft handover scheme. As shoWn in FIGS. 1(a) to 1(d), 
multiple information transmitting methods have been knoWn. 

In an uplink information transmitting method in the soft 
handover scheme shoWn in FIG. 1(a), a base transceiver sta 
tion BTS receives information from a mobile station MS via 
a plurality of cells, and performs soft combining on the 
received information for transmission to a radio netWork con 
troller RNC. 

In another uplink information transmitting method in the 
soft handover scheme shoWn in FIG. 1(b), a plurality of base 
transceiver stations BTSl and BTS2 receive information 
from a mobile terminal MS in their managing cells, respec 
tively, and transmit the received information to a radio net 
Work controller RNC together With reliability information 
corresponding to reception qualities (such as received poWer, 
received SIRs, received error rates, or CRC check results). 
The radio netWork controller RNC performs selective com 
bining to select information of the highest reliability among 
the information from the base transceiver stations BTSl and 
BTS2, based on the reliability information from the base 
transceiver stations BTSl and BTS2, and transmits the infor 
mation after selective combining to an upper node (not 
shoWn). 
A doWnlink information transmitting method in the soft 

handover scheme shoWn in FIG. 1(c), a base transceiver sta 
tion BTS distributes information from a radio netWork con 
troller RNC and transmits the same information to a plurality 
of cells. A mobile station MS receives the same information 
via the plurality of cells and performs soft combining on the 
received same information. 

In another doWnlink information transmitting method in 
the soft handover scheme shoWn in FIG. 1(d), a radio netWork 
controller RNC distributes information from an upper node 
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2 
and transmits the same information to a plurality of base 
transceiver stations BTSl and BTS2. A mobile station MS 
receives the same information from a plurality of cells (base 
transceiver stations BTSl and BTS2) and performs soft com 
bining on the received same information. 

In the conventional mobile communication systems, 
broadcast communication has been knoWn, in Which, as 
shoWn in FIG. 2, one or more base transceiver stations BTS 
simultaneously transmit the same information to an unspeci 
?ed large number of mobile stations MS in a given cell(s) 
(e.g., see non-patent literature 1). 

Also, in the conventional mobile communication systems, 
multicast communication has been knoWn, in Which, as 
shoWn in FIG. 3, the same information is transmitted to a 
plurality of mobile stations MS belonging to a particular 
group (e.g., see non-patent literature 2). 

In the broadcast communication and multicast communi 
cation, in order to reduce redundancy and loss of received 
information at a mobile station MS due to movement betWeen 
cells, a method of transmitting the same information by per 
forming timing synchronization With a plurality of cells has 
been conceived. 

(N on-Patent Literature 1) 
3rd Generation Partnership Project Technical Speci?cation 

Group Terminals, 23 .041 Technical realiZation of Cell Broad 
cast Service (CBS), October, 2000 

(N on-Patent Literature 2) 
3rd Generation Partnership Project Technical Speci?cation 

Group Radio Access Network, 25.324 Broadcast/Multicast 
Control BMC, December, 2000 

In the conventional mobile communication systems as 
described above, hoWever, a mobile station MS cannot check 
the accuracy of timing synchronization or an information 
receiving method (e. g., soft combining, selective combining, 
or no combining processing) for transmission of the same 
information from a plurality of cells, and cannot select an 
optimum information receiving method. This causes the 
problem of an increase in the transmission poWer of a base 
transceiver station BTS due to deterioration of reception qual 
ity at the mobile station MS, or redundancy or loss of received 
information at the mobile station MS. 
The present invention has been made in vieW of the above 

problem, and has an object of providing a mobile communi 
cation system, a mobile station and a radio netWork controller 
Which enable selection of an information receiving method at 
a mobile station MS so as to avoid an increase in the trans 
mission poWer of a base transceiver station BTS or redun 
dancy or loss of received information at the mobile station MS 
in broadcast communication or multicast communication. 

DISCLOSURE OF THE INVENTION 

According to a ?rst aspect of the present invention, there is 
provided a mobile communication system for transmitting 
same information to a mobile station via a plurality of cells, 
Wherein: the mobile station is con?gured to determine 
Whether to perform soft combining or selective combining on 
the same information received, based on receiving method 
selection information for receiving the same information via 
the plurality of cells. 

In the ?rst aspect of the present invention, the radio net 
Work controller may be con?gured to provide, as the receiv 
ing method selection information, control information 
including information as to Whether broadcast service or mul 
ticast service can be provided or not in a neighboring cell of 
a current cell in Which the mobile station is located. 
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According to a second aspect of the present invention, there 
is provided a mobile communication system for transmitting 
same information to a mobile station via a plurality of cells, 
Wherein: the mobile station is con?gured to determine 
Whether to perform soft combining or selective combining, or 
not to perform combining processing on the same informa 
tion received, based on receiving method selection informa 
tion for receiving the same information via the plurality of 
cells. 

According to a third aspect of the present invention, a 
receiving method selection information acquiring unit con 
?gured to acquire receiving method selection information for 
receiving same information transmitted via a plurality of 
cells, and a determining unit con?gured to determine Whether 
to perform soft combining or selective combining on the same 
information received, based on the receiving method selec 
tion information, are included. 

In the third aspect of the present invention, the determining 
unit may be con?gured to determine Whether to perform soft 
combining or selective combining, or not to perform combin 
ing processing on the received same information, based on the 
receiving method selection information. 

In the third aspect of the present invention, the receiving 
method selection information acquiring unit may be con?g 
ured to acquire receiving method instruction information 
shoWing soft combining or selective combining from a net 
Work or a base transceiver station; and the determining unit 
may be con?gured to perform the determination based on the 
receiving method instruction information. 

In the third aspect of the present invention, the receiving 
method selection information acquiring unit may be con?g 
ured to receive, as the receiving method selection informa 
tion, transmission timing information on the plurality of cells 
from the plurality of cells, respectively; a transmission timing 
difference measuring unit con?gured to measure a transmis 
sion timing difference betWeen the plurality of cells, based on 
the received pieces of transmission timing information, may 
be further included; and the determining unit may be con?g 
ured to perform the determination based on the transmission 
timing difference. 

In the third aspect of the present invention, the receiving 
method selection information acquiring unit may be con?g 
ured to receive, as the receiving method selection informa 
tion, a transmission timing difference betWeen the plurality of 
cells from a netWork or a base transceiver station; and the 
determining unit may be con?gured to perform the determi 
nation based on the transmission timing difference. 

In the third aspect of the present invention, the receiving 
method selection information acquiring unit may be con?g 
ured to acquire, as the receiving method selection informa 
tion, control information including information as to Whether 
broadcast service or multicast service can be provided or not 
in a neighboring cell of a current cell in Which the mobile 
station is located; and the determining unit may be con?gured 
to perform the determination based on the control informa 
tion. 

In the third aspect of the present invention, the control 
information may be con?gured to include channel informa 
tion on a radio channel used in the neighboring cell. 

In the third aspect of the present invention, the receiving 
method selection information acquiring unit may be con?g 
ured to acquire, as the receiving method selection informa 
tion, a difference betWeen a transmission timing in the neigh 
boring cell in Which broadcast service or multicast service 
can be provided and a transmission timing in the current cell; 
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4 
and the determining unit may be con?gured to perform the 
determination based on the control information and the trans 
mission timing difference. 

In the third aspect of the present invention, the determining 
unit may be con?gured to perform the determination on the 
same information received from the neighboring cell in Which 
broadcast service or multicast service can be provided. 

In the third aspect of the present invention, a storage unit 
con?gured to associate and store transmission timing differ 
ences and combining methods for the same information may 
be further included; and the determining unit may be con?g 
ured to perform the determination based on the combining 
method associated With the received transmission timing dif 
ference. 

In the third aspect of the present invention, a storage unit 
con?gured to associate and store transmission timing differ 
ences, processing capabilities of the mobile station, and com 
bining methods for the same information may be further 
included; and the determining unit may be con?gured to 
perform the determination based on the combining method 
associated With the received transmission timing difference 
and the processing capability of the mobile station. 

In the third aspect of the present invention, the determining 
unit may be con?gured to determine that soft combining be 
performed on the received same information, by using all 
predetermined reliability information corresponding to 
reception qualities of radio channels used in the plurality of 
cells, When the received transmission timing difference has a 
value Within a ?rst range. 

In the third aspect of the present invention, the determining 
unit may be con?gured to determine that selective combining 
be performed on the received same information, by compar 
ing part of predetermined reliability information correspond 
ing to reception qualities of radio channels used in the plu 
rality of cells, When the received transmission timing 
difference has a value Within a second range. 

According to a fourth aspect of the present invention, there 
is provided a radio netWork controller for use in a mobile 
communication system for transmitting same information to 
a mobile station via a plurality of cells, including a determin 
ing unit con?gured to determine Whether broadcast service or 
multicast service can be provided or not in a neighboring cell 
of a current cell in Which the mobile station is located; and a 
notifying unit con?gured to provide control information 
including a result of the determination, as receiving method 
selection information for receiving the same information at 
the mobile station. 

In the fourth aspect of the present invention, the notifying 
unit may be con?gured to provide, as the receiving method 
selection information, only the control information on the 
neighboring cell in Which broadcast service or multicast ser 
vice can be provided. 

In the fourth aspect of the present invention, the control 
information may be con?gured to include channel informa 
tion on a radio channel used in the neighboring cell. 

In the fourth aspect of the present invention, such that the 
notifying unit may be con?gured to transmit, as the receiving 
method selection information, a difference betWeen a trans 
mission timing in the neighboring cell in Which broadcast 
service or multicast service can be provided and a transmis 
sion timing in the current cell. 

In the fourth aspect of the present invention, a receiving 
method instructing unit con?gured to provide an instruction 
on Whether to perform soft combining or selective combining 
on the same information received at the mobile station, based 
on the receiving method selection information, may be fur 
ther included. 
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According to a ?fth aspect of the present invention, there is 
provided a radio netWork controller for use in a mobile com 
munication system for transmitting same information to a 
mobile station via a plurality of cells, including a receiving 
method instructing unit con?gured to provide an instruction 
on Whether to perform soft combining or selective combining 
on the same information received at the mobile station, based 
on a transmission timing difference betWeen the plurality of 
cells. 

In the ?fth aspect of the present invention, the receiving 
method instructing unit may be con?gured to provide the 
instruction based on the transmission timing difference 
betWeen the plurality of cells and a processing capability of 
the mobile station. 

BRIEF DESCRIPTION OF DRAWINGS 

FIGS. 1(a) to 1(d) are diagrams for illustrating information 
transmitting methods in a soft handover scheme according to 
a conventional art; 

FIG. 2 is a diagram for illustrating broadcast communica 
tion according to a conventional art; 

FIG. 3 is a diagram for illustrating multicast communica 
tion according to a conventional art; 

FIG. 4 is an overall con?guration diagram of a mobile 
communication system according to the present invention; 

FIG. 5 is a functional block diagram of a mobile station 
according to a ?rst embodiment of the present invention; 

FIG. 6 is a sequence diagram shoWing operation in a 
mobile communication system according to the ?rst embodi 
ment of the present invention; 

FIG. 7 is a functional block diagram of a mobile station 
according to a second embodiment of the present invention; 

FIG. 8 is a sequence diagram shoWing operation in a 
mobile communication system according to the second 
embodiment of the present invention; 

FIG. 9 is a functional block diagram of a mobile station 
according to a third embodiment of the present invention; 

FIG. 10 is a sequence diagram shoWing operation in a 
mobile communication system according to the third embodi 
ment of the present invention; 

FIG. 11 is a functional block diagram of a radio netWork 
controller according to a fourth embodiment of the present 
invention; 

FIG. 12 is a functional block diagram of a mobile station 
according to the fourth embodiment of the present invention; 

FIG. 13 is a sequence diagram shoWing operation in a 
mobile communication system according to the fourth 
embodiment of the present invention; and 

FIG. 14 is a functional block diagram of a radio netWork 
controller according to a ?fth embodiment of the present 
invention. 

BEST MODE FOR CARRYING OUT THE 
INVENTION 

Mobile Communication System in First Embodiment 
of the Invention 

FIG. 4 shoWs an overall con?guration diagram of a mobile 
communication system according to a ?rst embodiment of the 
present invention. The mobile communication system 
according to this embodiment includes tWo base transceiver 
stations BTS1 and BTS2 under a radio netWork controller 
RNC as shoWn in FIG. 4. 

Suppose that a mobile station MS is performing a soft 
handover betWeen the base transceiver station BTS1 and the 
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6 
base transceiver station BTS2 When moving from a cell 1 
managed by the base transceiver station BTS1 to a cell 2 
managed by the base transceiver station BTS2, or being 
located in an area Where it can receive signals of the cell 1 and 
the cell 2. Also, suppose that the mobile station MS is per 
forming broadcast communication or multicast communica 
tion in the mobile communication system of this embodi 
ment. 

Although, in this speci?cation, description Will be made 
beloW With attention given to the tWo base transceiver stations 
BTS1 and BTS2, the mobile communication system accord 
ing to this embodiment functions the same even When there 
are other base transceiver stations BTS. 

FIG. 5 shoWs functional blocks of a mobile station MS 
suitable for use in the mobile communication system accord 
ing to this embodiment. As shoWn in FIG. 5, the mobile 
station MS includes a receiving method instruction informa 
tion receiving unit 11, a receiving method determining unit 
12, and a receiving and combining unit 13. 
The receiving method instruction information receiving 

unit 11 is con?gured to acquire receiving method selection 
information for receiving the same information transmitted 
via the plurality of cells 1 and 2 (broadcast data or multicast 
data). 

Speci?cally, the receiving method instruction information 
receiving unit 11 is con?gured to acquire receiving method 
instruction information (receiving method selection informa 
tion) shoWing soft combining or selective combining from the 
netWork (the radio netWork controller RNC or its upper node) 
or the base transceiver station BTS1 or BTS2. 
The receiving method instruction information may alter 

natively be formed to shoW soft combining, selective com 
bining, or no combining processing. 
The receiving method instruction information receiving 

unit 11 may be con?gured to Wait for receiving method 
instruction information to be transmitted from the netWork 
(the radio netWork controller RNC or its upper node) or the 
base transceiver station BTS1 or BTS2, or may be con?gured 
to voluntarily acquire receiving method instruction informa 
tion from the netWork (the radio netWork controller RNC or 
its upper node) or the base transceiver station BTS1 or BTS2. 
The receiving method determining unit 12 is con?gured to 

determine Whether to perform soft combining or selective 
combining on the received same information, based on the 
above-described receiving method instruction information. 

Speci?cally, the receiving method determining unit 12 is 
con?gured to determine that soft combining be performed on 
the received same information When the receiving method 
instruction information shoWs “soft combining”, and to deter 
mine that selective combining be performed on the received 
same information When the receiving method instruction 
information shoWs “selective combining”. 
The receiving method determining unit 12 may altema 

tively be con?gured to determine Whether to perform soft 
combining or selective combining, or not to perform combin 
ing processing on the received same information, based on the 
receiving method instruction information. 

In this case, the receiving method determining unit 12 is 
con?gured to determine that soft combining be performed on 
the received same information When the receiving method 
instruction information shoWs “soft combining”, and to deter 
mine that selective combining be performed on the received 
same information When the receiving method instruction 
information shoWs “selective combining”, and to determine 
that combining processing not be performed on the received 
same information When the receiving method instruction 
information shoWs “no combining processing”. 
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When receiving a plurality of receiving method instruction 
information, the receiving method determining unit 12 may 
be con?gured to select a certain receiving method instruction 
information according to a predetermined criterion, and to 
perform the above-described determination based on the 
selected receiving method instruction information. 

The receiving and combining unit 13 is con?gured to per 
form soft combining or selective combining (or not to per 
form combining processing) on the received same informa 
tion, based on a result of determination by the receiving 
method determining unit 12. 

With reference to FIG. 6, operation in the mobile commu 
nication system according to this embodiment When the 
mobile station MS performs reception processing on the same 
information transmitted via a plurality of cells Will be 
described. 

In step 301, the netWork (the radio netWork controller RNC 
or its upper node) or a given base transceiver station BTS 
(Which may be the base transceiver station BTS1 or BTS2, or 
may be another base transceiver station BTS, for example) 
transmits the receiving method instruction information to the 
mobile station MS at a given timing. The netWork (the radio 
netWork controller RNC or its upper node) or the given base 
transceiver station BTS may transmit the receiving method 
instruction information to the mobile station MS for each 
transmission of the same information. 

In step 302, the receiving method determining unit 12 of 
the mobile station MS determines Whether to perform soft 
combing or selective combining, or not to perform combining 
processing on the received same information, based on the 
receiving method instruction information received by the 
receiving method instruction information receiving unit 11. 

In step 303, the receiving and combining unit 13 of the 
mobile station MS performs soft combining or selective com 
bining (or does not perform combining processing) on the 
received same information, based on a result of the determi 
nation by the receiving method determining unit 12. 

According to the mobile communication system in this 
embodiment, since the receiving and combining unit 13 per 
forms soft combining or selective combining (or does not 
perform combining processing) on the same information, 
based on receiving method instruction information transmit 
ted from the netWork (the radio netWork controller RNC or its 
upper node) or a given base transceiver station BTS, the 
mobile station MS can select an optimum information receiv 
ing method even When moving betWeen cells or being located 
in an area Where it can receive signals of a plurality of cells. 

Mobile Communication System in Second 
Embodiment of the Invention 

With reference to FIGS. 7 and 8, a mobile communication 
system according to a second embodiment of the present 
invention Will be described. Hereinafter, differences of the 
mobile communication system in this embodiment from the 
above-described mobile communication system in the ?rst 
embodiment Will be mainly described. 
As shoWn in FIG. 7, the con?guration of a mobile station 

MS suitable for use in the mobile communication system of 
this embodiment includes a transmission timing information 
acquiring unit 14 and a transmission timing difference mea 
suring unit 15, in Which it differs from the con?guration of the 
mobile station MS suitable for use in the mobile communi 
cation system of the ?rst embodiment. The mobile station MS 
may be con?gured to include the receiving method instruc 
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8 
tion information receiving unit 1 1 or may be con?gured not to 
include the receiving method instruction information receiv 
ing unit 11. 
The transmission timing information acquiring unit 14 is 

con?gured to acquire receiving method selection information 
for receiving the same information transmitted via a plurality 
of cells 1 and 2 (broadcast data or multicast data). 

Speci?cally, the transmission timing information acquir 
ing unit 14 is con?gured to receive transmission timing infor 
mation (receiving method selection information) on the cell 1 
(base transceiver station BTS1) and the cell 2 (base trans 
ceiver station BTS2) from the base transceiver stations BTS1 
and BTS2, respectively. 
The transmission timing information is formed by infor 

mation on an absolute time at Which broadcast data or multi 

cast data (MBMS service information) is transmitted in a cell 
(e.g., 17:00:00) or information on a frame (frame informa 
tion) at Which transmission of broadcast data or multicast data 
is started, for example. 
The frame information includes a frame number (SFN: 

System Frame Number, CFN: Connection Frame Number), 
and the number of time slots or the number of chips. For 
example, the frame information includes information of a 
point of time tWo slots (256 chips) behind SFN#100. 
The transmission timing information acquiring unit 14 

may be con?gured to Wait for transmission timing informa 
tion to be transmitted from the base transceiver stations BTS1 
and BTS2, or may be con?gured to voluntarily acquire receiv 
ing method instruction information from the base transceiver 
stations BTS1 and BTS2. 
The transmission timing difference measuring unit 15 is 

con?gured to measure a transmission timing difference 
betWeen the base transceiver stations BTS1 and BTS2, based 
on transmission timing information received by the transmis 
sion timing information acquiring unit 14. 
The receiving method determining unit 12 is con?gured to 

determine Whether to perform soft combining or selective 
combining, or not to perform combining processing on the 
received same information, based on the transmission timing 
difference. 

For example, When the transmission timing difference is 
smaller than a threshold Th1 (has a value Within a ?rst range), 
the receiving method determining unit 12 is con?gured to 
determine that soft combining be performed on the received 
same information. When the transmission timing difference 
is greater than or equal to the threshold Th1 and smaller than 
a threshold Th2 (has a value Within a second range), the 
receiving method determining unit 12 is con?gured to deter 
mine that selective combining be performed on the received 
same information. And, in other cases, the receiving method 
determining unit 12 is con?gured to determine that combin 
ing processing not be performed on the received same infor 
mation. 

With reference to FIG. 8, operation in the mobile commu 
nication system according to this embodiment When the 
mobile station MS performs reception processing on the same 
information transmitted via a plurality of cells Will be 
described. 

In step 501, the base transceiver stations BTS1 and BTS2 
each transmit transmission timing information on the cell 1 
(base transceiver station BTS1) and the cell 2 (base trans 
ceiver station BTS2) to the mobile station MS at a given 
timing. The base transceiver stations BTS1 and BTS2 may 
transmit the transmission timing information to the mobile 
station MS for each transmission of the same information. 

In step 502, the transmission timing difference betWeen the 
cell 1 (base transceiver station BTS1) and the cell 2 (base 
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transceiver station BTS2) is measured, based on the transmis 
sion timing information received by the transmission timing 
information acquiring unit 14 of the mobile station MS. 

In step 503, the receiving method determining unit 12 of 
the mobile station MS determines Whether to perform soft 
combining or selective combining, or not to perform combin 
ing processing on the received same information, based on the 
transmission timing difference betWeen the cell 1 (base trans 
ceiver station BTS1) and the cell 2 (base transceiver station 
BTS2) measured by the transmission timing information 
acquiring unit 14. 

In step 504, the receiving and combining unit 13 of the 
mobile station MS performs soft combining or selective com 
bining (or does not perform combining processing) on the 
received same information, based on a result of the determi 
nation by the receiving method determining unit 12. 

According to the mobile communication system in this 
embodiment, since a transmission timing difference betWeen 
the cell 1 (base transceiver station BTS1) and the cell 2 (base 
transceiver station BTS2) is measured, based on transmission 
timing information transmitted from the base transceiver sta 
tions BTS1 and BTS2, and the receiving and combining unit 
13 performs soft combining or selective combining (or does 
not perform combining processing) on the same information, 
based on the measured transmission timing difference, the 
mobile station MS can select an optimum information receiv 
ing method even When moving betWeen cells or being located 
in an area Where it can receive signals of a plurality of cells. 

In particular, When soft combining is performed on the 
same information, strict requirements or conditions are 
imposed on the memory capacity of a mobile station UE and 
synchronization betWeen a plurality of cells, compared to 
When selective combining is performed or combining pro 
cessing is not performed on the same information. 

Accordingly, only When a strict requirement or condition 
that the transmission timing difference betWeen a plurality of 
cells be smaller than the threshold Th1 is cleared, the mobile 
station UE can perform soft combining on the received same 
information. 

Mobile Communication System in Third 
Embodiment of the Invention 

With reference to FIGS. 9 and 10, a mobile communication 
system according to a third embodiment of the present inven 
tion Will be described. Hereinafter, differences of the mobile 
communication system in this embodiment from the mobile 
communication system in the ?rst embodiment Will be 
mainly described. 
As shoWn in FIG. 9, the con?guration of a mobile station 

MS suitable for use in the mobile communication system 
according to this embodiment includes a transmission timing 
difference receiving unit 16, in Which it differs from the 
con?guration of the mobile station MS suitable for use in the 
mobile communication system of the ?rst embodiment. The 
mobile station MS may be con?gured to include the receiving 
method instruction information receiving unit 11, or may be 
con?gured not to include the receiving method instruction 
information receiving unit 11. 

The transmission timing difference receiving unit 16 is 
con?gured to acquire receiving method selection information 
for receiving the same information transmitted via a plurality 
of cells 1 and 2 (broadcast data or multicast data). 

Speci?cally, the transmission timing difference receiving 
unit 16 is con?gured to receive a transmission timing differ 
ence betWeen the cell 1 (base transceiver station BTS1) and 
the cell 2 (base transceiver station BTS2) from a netWork (a 
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radio netWork controller RNC or its upper node) or the base 
transceiver stations BTS1 and BTS2. 
The transmission timing difference is formed by informa 

tion on time at Which broadcast data or multicast data (MBMS 
service information) is transmitted in a cell (e.g., 100 ms or 
1 s), frame information including a frame number and the 
number of time slots or the number of chips, or the number of 
bits, for example. 
The transmission timing difference receiving unit 16 may 

be con?gured to Wait for transmission timing information to 
be transmitted from the netWork (the radio netWork controller 
RNC or its upper node) or the base transceiver stations BTS1 
and BTS2, or may be con?gured to voluntarily acquire receiv 
ing method instruction information from the netWork (the 
radio netWork controller RNC or its upper node) or the base 
transceiver stations BTS1 and BTS2. 
The receiving method determining unit 12 is con?gured to 

determine Whether to perform soft combining or selective 
combining, or not to perform combining processing on the 
received same information, based on the above-described 
transmission timing difference. 

For example, When the transmission timing difference is 
smaller than a threshold Th1 (has a value Within a ?rst range), 
the receiving method determining unit 12 is con?gured to 
determine that soft combining be performed on the received 
same information. When the transmission timing difference 
is greater than or equal to the threshold Th1 and smaller than 
a threshold Th2 (has a value Within a second range), the 
receiving method determining unit 12 is con?gured to deter 
mine that selective combining be performed on the received 
same information. And, in other cases, the receiving method 
determining unit 12 is con?gured to determine that combin 
ing processing not be performed on the received same infor 
mation. 

With reference to FIG. 10, operation in the mobile com 
munication system according to this embodiment When the 
mobile station MS performs reception processing on the same 
information transmitted via a plurality of cells Will be 
described. 

In step 701, the netWork (the radio netWork controller RNC 
or its upper node) or a given base transceiver station BTS 
(Which may be the base transceiver station BTS1 or BTS2, or 
may be another base transceiver station BTS, for example) 
transmits a transmission timing difference betWeen the cell 1 
(base transceiver station BTS1) and the cell 2 (base trans 
ceiver station BTS2) to the mobile station MS at a given 
timing. The netWork (the radio netWork controller RNC or its 
upper node) or the given base transceiver station BTS may 
transmit the transmission timing difference to the mobile 
station MS for each transmission of the same information. 

In step 702, the receiving method determining unit 12 of 
the mobile station MS determines Whether to perform soft 
combining or selective combining, or not to perform combin 
ing processing on the received same information, based on the 
transmission timing difference received by the transmission 
timing difference receiving unit 16. 

In step 703, the receiving and combining unit 13 of the 
mobile station MS performs soft combining or selective com 
bining (or does not perform combining processing) on the 
received same information, based on a result of the determi 
nation by the receiving method determining unit 12. 

According to the mobile communication system in this 
embodiment, since the receiving and combining unit 13 per 
forms soft combing or selective combining (or does not per 
form combining processing) on the same information, based 
on a transmission timing difference transmitted from the net 
Work (the radio netWork controller RNC or its upper node) or 










