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To all 'tlil'I/fl'lt it ‘um/y concern. 
Be it known that 1, JOHN PINTIGN, a citizen 

of the United States, residing at Detroit, in 
the county of Wayne and State of Michigan, 
have invented certain new and useful Improve 
ments in Display-Cabinets, of which the fol 
lowing is a speci?cation, reference being had 
therein to the accoi'npanying- drawings. 
The invention relates to display-cabinets, 

and particularly to a combined shipping-box 
and cabinet; and it consists in the novel con 

. struction of the cabinet, in novel and simple 
means for holding the seed-packages therein; 
further, in a hinge for the cabinet-cover per 
mitting the latter to be thrown to the rear of 
the cabinet to afford the desired display of the 
cabinet contents, and, still further, in a lock 
for the cover, all as more fully hereinafter de 

- scribed, and pointed out in the claims. 
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In the drawings illustrating my invention, 
Figure I is a perspective view of my improved 
cabinet. Fig. ‘2 is a sectional perspective view 
of the cabinet~top, showing the construction 
and application of the hinge. Fig. 3 is a simi— 
lar view of the lower front corner of the cabi 
net, illustrating the application of the lock. 
Fig. 4; is a perspective view of the lock, and 
Fig. 5 is a modi?ed form of framework for 
the seed-packages. i 

In the drawings thus brie?y described the 
reference- letter A represents the cabinet 
proper, consisting of a rectangular base B, 
having secured to the front edge thereof the 
cleat (J, tal’iering sides I), narrowing,as shown, 
at their upper ends, back E, and a top F, se 
cured to the back and sides, as plainly indi 
cated in Fig. 1. A 
G represents a cover reinforced at its upper 

and lower edges by cleats Hand I, and J rep 
resents a hinge connecting the cover at its 
upper edge to the cabinet-top. 
The connection referred to is of the double 

hinge type, which permits the cover when 
opened to be thrown rearwardly of the cabi 
net in a position indicated in Fig. 1, so as to 
afford an unobstructed View of the cabinet 
contents. Preferably the hinge is formed of 
a single piece of wire K bent, as indicated in 
Fig. ‘2, to form two oppositely-disposed loops 

> shelf. 

Land M, secured to the upper edges of the 
cabinet-tops and cover by staples 0. 
Within the cabinet is arranged a plurality 

of longitudinally-extending shelves 0 and P, 
and independent compartments are formed on 
these shelves by a framewi'n'k Q. Prefer 
ably the framework is of wire, fashioned to 
form the side walls and front of the com 
partments. As indicated in Fig. 1, the wire 
forms a series of spaced transverse members 
R, arranged at a considerable distance above 
the shelf, forming the compartment sides, and 
a longitudinally-extending series of loops R’, 
projecting downwardly from the outer ex 
tremities of the transverse members to the 

Each alternate loop is preferably con 
nected at its lowest point by means of a suit 
able staple ?) to the shelf, and the several trans— 
verse members at their inner ends are con 
nected to the cabinet-back by similar staples 
0. By thus forming the compartments the 
packages, while fully exposed to view, areheld 
securely in place. 
In Fig. 5 a modi?ed form of framework is 

shown. Here a single strand of wire is used 
to form raised transverse members S, similar 
to those previously described, and loops for 
the front of the compartments, somewhat 
similar to the loops 1%’, but of different con~ 
?guration and of greater number to each com 
partment. Insteadof ‘having practically a 
single loop for each compartment, as in Fig. 
1, three loops are used, (indicated by the ref 
erence-letters c, f, and ;/,) which serve to ef 
fectively hold the packages within the com 
partments and at the same time permit of 
their being readily seen by the customer. 
Both the transverse members and the longi~ 
tudinal loops in the modification are secured 
in the same manner as previously described. 
To hold the cover in place when closed, 1 

preferably employ a lock T in the form of an 
angle-plate, two of these plates being used 
and applied to the cabinet in the manner in 
dicated in Fig. l. The vertical member it of 
the angle-plate is adapted to be screwed to 
the side of the cabinet, at the lower front cor 
ners thereof, and the complementary member 

A corner portion j, 2' to the cabinet-base. 
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apertured, as indicated, overlaps the lower 
reinforcing-cleat of the cover when the cabi 
net is closed, and by inserting a screw (0’ with 
in the portion J and within the cleat the cover 
is held tightly in place. 
What 1 claim as my invention is— 
1. A display-cabinet having one or more 

series of compartments therein formed by a 
shelf or shelves, and a framework extending 
longitudinally of each shelf comprising a se 
ries of spaced transverse members at a sub 
stantial distance above the shelf forming the 
compartment sides, and a longitudinal series 
of loop-sections connecting the several trans 
verse members and extending from their outer 
extremities to the shelf. 

2. In a display-cabinet, the combination 
with the cabinet proper having a plurality of 
shelves therein, and a framework for and ar 
ranged longitudinally of each shelf forming 
compartment sides and front, each framework 
being fashioned from a single piece of wire 
shaped and bent to form a series of spaced 
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transverse members arranged at a consider 
able distance above the shelf and fastened at 
their inner ends to the cabinet-back, and a se 
ries of loops extending from the outer ex» 
tremities of the transverse members to and 
having connections with the shelf at the outer 
edge thereof. 

3. In a display-cabinet, a shelf therein,a 
framework for said shelf forming compart 
ment sides and front comprising a’ pair of 
spaced transverse members at a substantial 
distance above the shelf forming the coin 
partment sides, and a looped member con 
necting the outer extremities of the trans 
verse members and extending downwardly to 
the shelf to form the front of the compart 
ment. 

In testimony whereofI aliix my signature in 
presence of two witnesses. 

JOHN PINTEN. 
\Vitnesses; 

H. 0. SMITH, 
E. 1). Ann‘. 
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