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(57) ABSTRACT 

A composition for stabilising halide-containing polymers, 
said composition comprising compounds represented by the 
general formula (I) Wherein X, Y, and Z are each indepen 
dently selected from the group consisting of hydrogen, alkyl, 
alkenyl, alkynyl, amino, and groups having the structure (11) 
wherein R1 and R2 are each independently selected from the 
group consisting of hydrogen, alkyl, alkenyl, alkynyl, 
cycloalkyl, cycloalkenyl, phenyl, phenylalkyl and aryl group, 
A is oxygen (O) or sulfur (S); and Wherein the dashed double 
line represents an optional double bond. 

33 Claims, 1 Drawing Sheet 
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STABILISER COMPOSITION FOR 
HALIDE-CONTAINING POLYMERS 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application is the US. National Stage of International 
Application No. PCT/SG2006/000096, ?led 12 Apr. 2006, 
Which claims the bene?t of Singapore Patent Application No. 
200502330-4, ?led 15 Apr. 2005, the disclosures of Which are 
incorporated herein by reference in their entireties. 

TECHNICAL FIELD 

The present invention generally relates to a stabiliser com 
position for Halide-containing polymers, such as chloride 
containing polymers. 

BACKGROUND ART 

Halide-containing polymers such as chlorine-containing 
polymers (ie such as polyvinyl chloride (PVC)) may be ther 
mally unstable. PVC is one of the most important large 
volume thermoplastics available in the market. It is also one 
of the least thermally stable polymers in commercial use. In 
PVC processing and the subsequent end uses of PVC, heat 
stabilisers are needed. 
A range of additives can be used to stabilise PVC and such 

PVC stabilisers canbe classi?ed into four categories, namely: 
lead stabilisers; 
tin stabilisers; 
mixed metal stabilisers; and 
organic stabilisers. 
Lead stabilisers are stabilisers having lead derivatives as 

the primary stabilising ingredients, Which include inorganic 
salts such as lead tribasic sulfate, lead dibasic phosphite, etc, 
and lead soaps, such as, for example, stearates, laurates, etc. 
Lead stabilisers are currently the market dominant stabilisers 
for PVC. 

Tin stabilisers are stabilisers containing alkyl-tin mercap 
tides or carboxylates as the primary stabilising ingredients. 
The tin stabilisers are commonly used in stabilising rigid 
PVC. 
Mixed metal stabilisers are stabilisers containing a combi 

nation of metal carboxylates such as barium-Zinc or calcium 
Zinc carboxylates. The mixed metal stabilisers containing 
calcium-Zinc carboxylates are an alternative to lead stabilis 
ers and/ or tin compound. 

Organic stabilisers are stabilisers containing metal-free 
organic compounds as the primary stabilising agents. Organic 
stabilisers are free of lead, cadmium, tin, barium, antimony, 
Zinc and other heavy metals. 

Commercially, lead is still today’s WorldWide dominant 
PVC stabiliser for due to the properties of lead. Due to envi 
ronmental regulations prohibiting lead, it is desirable that 
lead be phased out from application in lead stabilisers. Lead 
substitutes, Which are environmentally friendly and accept 
able, fall under tWo categories, that is calcium-Zinc (Ca/Zn) 
and heavy-metal-free organic based stabilisers. HoWever, 
Zinc chloride, Which is generated in PVC stabilised by a 
Ca/Zn stabiliser in the PVC processing step, is regarded as a 
toxic substance. 

In vieW of the above, there is a need to provide a stabiliser 
for thermally stabilising chlorine-containing polymers. 

There is also a need to provide a stabiliser that overcomes 
or at least ameliorates one or more of the disadvantages 
described above. 
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2 
There is a need to provide an organic based stabiliser for 

chlorine-containing polymers such as PVC, Which is free 
from lead, cadmium, tin, barium, antimony, Zinc and any 
other heavy metals. 

SUMMARY OF INVENTION 

According to a ?rst aspect, there is provided a composition 
for stabilising halide-containing polymers, said composition 
comprising compounds represented by the general formula 
(1)1 

(I) 

Wherein X, Y, and Z are each independently selected from 
the group consisting of hydrogen, alkyl, alkenyl, alkynyl, 
amino, and groups having the structure (II) 

(11) 
R1 

wherein R1 and R2 are each independently selected from 
the group consisting of hydrogen, alkyl, alkenyl, alkynyl, 
cycloalkyl, cycloalkenyl, phenyl, phenylalkyl and aryl group, 
A is oxygen (O) or sulfur (S); 
Wherein the dashed double line ":::::"represents an 

optional double bond; and 
Wherein When said composition is mixed With said halide 

containing polymers in use, said composition at least partly 
inhibits thermal degradation of said halide-containing poly 
mers. 

In one embodiment, the halide-containing polymers are 
chloride-containing polymers. 
The composition may further comprise one or more addi 

tives selected from the group consisting of: polyol com 
pounds, alkali or alkaline earth metal compounds, alkali or 
alkaline earth carboxylate compounds, alkali Zeolite com 
pounds, fatty acids; hydrotalcite compounds, perchlorate 
compounds, phosphite and hypophosphite compounds, 
[3-diketone compounds, sterically hindered amine com 
pounds, alkanolamines, glycidyl compounds, phenolic anti 
oxidant compounds and one or more combinations thereof. 

According to a second aspect, there is provided a polymer 
composition comprising: 

a halide-containing polymer; and a stabiliser composition 
comprising compounds represented by the general formula 
(1)1 

(I) 
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wherein X, Y, and Z are each independently selected from 
the group consisting of hydrogen, alkyl, alkenyl, alkynyl, 
amino, and groups having the structure (II) 

(11) 
R1 

wherein R1 and R2 are each independently selected from 
the group consisting of hydrogen, alkyl, alkenyl, alkynyl, 
cycloalkyl, cycloalkenyl, phenyl, phenylalkyl and aryl group, 
A is oxygen (0) or sulfur (S); and 
Wherein the dashed double line ":::‘_':"represents an 

optional double bond. 
According to a third aspect, there is provided a method of 

preparing a stabilised halide-containing polymer comprising 
the steps of: 

mixing a material comprising halide-containing polymer 
resin and a stabiliser composition comprising compounds 
represented by the general formula (I): 

(I) 

Wherein X, Y, and Z are each independently selected from 
the group consisting of hydrogen, alkyl, alkenyl, alkynyl, 
amino, and groups having the structure (II) 

(11) 
R1 

wherein R1 and R2 are each independently selected from 
the group consisting of hydrogen, alkyl, alkenyl, alkynyl, 
cycloalkyl, cycloalkenyl, phenyl, phenylalkyl and aryl group, 
A is oxygen (0) or sulfur (S); and 
Wherein the dashed double line I‘:::‘_':"represents an 

optional double bond; and 
heating the mixed material for a period so as to at least 

partially bind the halide-containing resin and stabiliser com 
position. 

According to a fourth aspect, there is provided a composi 
tion for stabilising halide-containing polymers, said compo 
sition comprising compounds represented by the general for 
mula (I): 

(I) 

Wherein X, Y, and Z are each independently selected from 
the group consisting of hydrogen, alkyl, alkenyl, alkynyl, 
amino, and groups having the structure (II) 
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(11) 
R1 

wherein R1 and R2 are each independently selected from 
the group consisting of hydrogen, alkyl, alkenyl, alkynyl, 
cycloalkyl, cycloalkenyl, phenyl, phenylalkyl and aryl group, 
A is oxygen (0) or sulfur (S); and 
Wherein the dashed double line ":::‘_':"represents an 

optional double bond; and 
a metal perchlorate salt. 
In one embodiment of the second aspect, one or more 

additives are selected from the group consisting of: perchlo 
rates, hydrotalcites, Zeolites, carboxylates, hydrocarbonates, 
alkanolamines, and hindered amine. 

In one embodiment, there is provided a polymer composi 
tion comprising: 

a chlorine-containing polymer; and 
a stabiliser composition as de?ned in the ?rst aspect. 
In one embodiment, there is provided a polyvinyl chloride 

resin composition comprising polyvinyl chloride resin and a 
heat stabilising effective amount of a stabiliser composition 
according to the ?rst aspect. 

In one embodiment, there is provided a method of prepar 
ing a stabilised chlorine-containing polymers comprising the 
steps of: 
mixing a material comprising chlorine-containing polymer 

resin and a stabiliser composition as de?ned in the ?rst aspect; 
and 

heating the mixed material for a period so as to at least 
partially bind the polyvinyl chloride resin and stabiliser com 
position. 

In one embodiment, there is provided a method for stabi 
lising a chlorine-containing polymer comprising mixing said 
polymer With a stabiliser composition as de?ned in the ?rst 
aspect. 

In one embodiment, there is provided a stabiliser compo 
sition as de?ned in the ?rst aspect When used for stabilising a 
chlorine-containing polymer. 

DEFINITIONS 

The folloWing are some de?nitions that may be helpful in 
understanding the description of the present invention. These 
are intended as general de?nitions and should in no Way limit 
the scope of the present invention to those terms alone, but are 
put forth for a better understanding of the folloWing descrip 
tion. 

Unless the context requires otherWise or speci?cally stated 
to the contrary, integers, steps, or elements of the invention 
recited herein as singular integers, steps or elements clearly 
encompass both singular and plural forms of the recited inte 
gers, steps or elements. 

Throughout this speci?cation, unless the context requires 
otherWise, the Word “comprise”, or variations such as “com 
prises” or “comprising”, Will be understood to imply the 
inclusion of a stated step or element or integer or group of 
steps or elements or integers, but not the exclusion of any 
other step or element or integer or group of elements or 
integers. Thus, in the context of this speci?cation, the term 
“comprising” means “including principally, but not necessar 
ily solely”. 

Those skilled in the art Will appreciate that the invention 
described herein is susceptible to variations and modi?ca 
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tions other than those speci?cally described. It is to be under 
stood that the invention includes all such variations and modi 
?cations. The invention also includes all of the steps, features, 
compositions and compounds referred to or indicated in this 
speci?cation, individually or collectively, and any and all 
combinations or any tWo or more of said steps or features. 

As used herein, the term “alkyl group” includes Within its 
meaning monovalent (“alkyl”) and divalent (“alkylene”) 
straight chain or branched chain saturated aliphatic groups 
having from 1 to 10 carbon atoms, eg, 1, 2, 3, 4, 5, 6, 7, 8, 9, 
or 10 carbon atoms. For example, the term alkyl includes, but 
is not limited to, methyl, ethyl, l-propyl, isopropyl, l-butyl, 
2-butyl, isobutyl, tert-butyl, amyl, l,2-dimethylpropyl, l,l 
dimethylpropyl, pentyl, isopentyl, hexyl, 4-methylpentyl, 
l-methylpentyl, 2-methylpentyl, 3-methylpentyl, 2,2-dim 
ethylbutyl, 3,3-dimethylbutyl, l,2-dimethylbutyl, 1,3-dim 
ethylbutyl, l ,2,2-trimethylpropyl, l , l ,2-trimethylpropyl, 
2-ethylpentyl, 3-ethylpentyl, heptyl, l-methylhexyl, 2,2 
dimethylpentyl, 3,3-dimethylpentyl, 4,4-dimethylpentyl, 
l ,2-dimethylpentyl, 1,3-dimethylpentyl, l ,4-dimethylpentyl, 
1,2,3-trimethylbutyl, l,l,2-trimethylbutyl, l,l,3-trimethyl 
butyl, 5-methylheptyl, l-methylheptyl, octyl, nonyl, decyl, 
and the like. 

The term “loWer alkyl group” includes alkyl groups as 
de?ned above having from 1 to 6 carbon atoms, more prefer 
ably from 1 to 4 carbon atoms. 

The term “alkenyl group” includes Within its meaning 
monovalent (“alkenyl”) and divalent (“alkenylene”) straight 
or branched chain unsaturated aliphatic hydrocarbon groups 
having from 2 to 10 carbon atoms, eg, 2, 3, 4, 5, 6, 7, 8, 9, or 
10 carbon atoms and having at least one double bond, of either 
E, Z, cis or trans stereochemistry Where applicable, anyWhere 
in the alkyl chain. Examples of alkenyl groups include but are 
not limited to ethenyl, vinyl, allyl, l-methylvinyl, l -propenyl, 
2-propenyl, 2-methyl- l -propenyl, 2-methyl-l -propenyl, 
l-butenyl, 2-butenyl, 3-butentyl, 1,3-butadienyl, l-pentenyl, 
2-pententyl, 3-pentenyl, 4-pentenyl, 1,3-pentadienyl, 2,4 
pentadienyl, l,4-pentadienyl, 3-methyl-2-butenyl, l-hex 
enyl, 2-hexenyl, 3-hexenyl, 1,3-hexadienyl, l,4-hexadienyl, 
2-methylpentenyl, l-heptenyl, 2-heptentyl, 3-heptenyl, 
l-octenyl, l-nonenyl, l-decenyl, and the like. 
The term “loWer alkenyl group” includes alkenyl groups as 

de?ned above having from 2 to 6 carbon atoms, more prefer 
ably from 2 to 4 carbon atoms. 

The term “alkynyl group” as used herein includes Within its 
meaning monovalent (“alkynyl”) and divalent (“alkynylene”) 
straight or branched chain unsaturated aliphatic hydrocarbon 
groups having from 2 to 10 carbon atoms and having at least 
one triple bond anyWhere in the carbon chain. Examples of 
alkynyl groups include but are not limited to ethynyl, l-pro 
pynyl, l-butynyl, 2-butynyl, l-methyl-2-butynyl, 3-methyl 
l-butynyl, l-pentynyl, l-hexynyl, methylpentynyl, l-hepty 
nyl, 2-heptynyl, l-octynyl, 2-octynyl, l-nonyl, l-decynyl, 
and the like. 

The term “loWer alkynyl group” includes alkynyl groups as 
de?ned above having from 2 to 6 carbon atoms, more prefer 
ably from 2 to 4 carbon atoms. 

The term “cycloalkyl” as used herein refers to cyclic satu 
rated aliphatic groups and includes Within its meaning 
monovalent (“cycloalkyl”), and divalent (“cycloalkylene”), 
saturated, monocyclic, bicyclic, polycyclic or fused polycy 
clic hydrocarbon radicals having from 3 to 10 carbon atoms, 
eg, 3, 4, 5, 6, 7, 8, 9, or 10 carbon atoms. Examples of 
cycloalkyl groups include but are not limited to cyclopropyl, 
2-methylcyclopropyl, cyclobutyl, cyclopentyl, 2-methylcy 
clopentyl, 3-methylcyclopentyl, cyclohexyl, and the like. 

20 

25 

30 

45 

50 

55 

60 

65 

6 
The term “cycloalkenyl” as used herein, refers to cyclic 

unsaturated aliphatic groups and includes Within its meaning 
monovalent (“cycloalkenyl”) and divalent (“cycloalk 
enylene”), monocyclic, bicyclic, polycyclic or fused polycy 
clic hydrocarbon radicals having from 3 to 10 carbon atoms 
and having at least one double bond, of either E, Z, cis or trans 
stereochemistry Where applicable, anyWhere in the alkyl 
chain. Examples of cycloalkenyl groups include but are not 
limited to cyclopropenyl, cyclopentenyl, cyclohexenyl, and 
the like. 
The term “cycloalkynyl” as used herein, refers to cyclic 

unsaturated aliphatic groups and includes Within its meaning 
monovalent (“cycloalkenyl”) and divalent (“cycloalk 
enylene”), monocyclic, bicyclic, polycyclic or fused polycy 
clic hydrocarbon radicals having from 3 to 10 carbon atoms 
and having at least one triple bond anyWhere in the alkyl 
chain. Examples of cycloalkynyl groups include but are not 
limited to cyclopropynyl, cyclopentynyl, cyclohexynyl, and 
the like. 

The term “phenyl” as used herein refers to an optionally 
substituted phenyl group. 
The term “phenylalkyl” as used herein refers to an phenyl 

group appended to a loWeralkyl radical including, but not 
limited to, benZyl, 4-hydroxybenZyl, 4-chlorobenZyl, 
l-naphthylmethyl and the like. 
The term “aryl” means an optionally substituted monocy 

clic or polycyclic-aromatic group comprising carbon and 
hydrogen atoms. Examples of suitable aryl groups include, 
but are not limited to, phenyl, tolyl, anthracenyl, ?uorenyl, 
indenyl, aZulenyl, and naphthyl, as Well as benZo-fused car 
bocyclic moieties. 
The term “optionally substituted” as used herein means the 

group to Which this term refers may be unsubstituted, or may 
be substituted With one or more groups independently 
selected from alkyl, alkenyl, alkynyl, thioalkyl, cycloalkyl, 
cycloalkenyl, heterocycloalkyl, halo, carboxyl, haloalkyl, 
haloalkynyl, hydroxyl, alkoxy, thioalkoxy, alkenyloxy, 
haloalkoxy, haloalkenyloxy, nitro, amino, nitroalkyl, 
nitroalkenyl, nitroalkynyl, nitroheterocyclyl, alkylamino, 
dialkylamino, alkenylamine, alkynylamino, acyl, alkenoyl, 
alkynoyl, acylamino, diacylamino, acyloxy, alkylsulfony 
loxy, heterocycloxy, heterocycloamino, haloheterocy 
cloalkyl, alkylsulfenyl, alkylcarbonyloxy, alkylthio, acylthio, 
phosphorus-containing groups such as phosphono and phos 
phinyl, aryl, heteroaryl, alkylaryl, alkylheteroaryl, cyano, 
cyanate, isocyanate, 4C(O)NH(alkyl), and 4C(O)N 
(alkyl)2 
The term “halide” as used herein refers to ?uorine, chlo 

rine, bromine and iodine. 
The term “halide-containing polymer” refers to a polymer 

material that is in solid form at 200 C. and Which contains a 
halide as de?ned above. 

The term ‘stabilised chlorine-containing polymer’ or ‘sta 
bilised polymer’ is to be interpreted broadly to include any 
chlorine-containing polymer that includes the stabiliser com 
position disclosed herein. 
The term ‘unavoidable impurities’ is to be interpreted 

broadly to include material that does not include chlorine 
containing polymer material or stabiliser composition con 
stituent material that may be present during the manufactur 
ing process of the stabiliser composition or the stabilised 
chlorine-containing polymer material. 
The term “amino” as used herein refers to groups of the 

form iNRaRb Wherein Ra and Rb are individually selected 
from the group including but not limited to hydrogen, option 
ally substituted alkyl, preferably optionally substituted loWer 
alkyl, optionally substituted alkenyl, preferably optionally 
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substituted lower alkenyl, optionally substituted alkynyl, 
preferably optionally substituted loWer alkynyl, and option 
ally substituted aryl groups. 

DISCLOSURE OF EMBODIMENTS 

The present invention is further described in the following 
embodiments, Which are included for purpose of illustration 
and not for limitation of the scope of that Which the applicants 
claim to be the invention. 

An exemplary non-limiting embodiment of a stabiliser 
composition for thermally stabilising halide-containing poly 
mers such as chlorine-containing polymers Will noW be dis 

closed. Hereafter, for convenience, reference Will be made to 
“chlorine-containing polymers” or “chloride-containing 
polymers” for convenience. HoWever, the disclosed compo 
sition can be used for any type of halide containing polymers. 

The disclosed embodiments describe a novel stabiliser 

composition comprising compounds represented by formula 
(I): 

(1) 

Wherein X, Y, and Z are each independently selected from 
the group consisting of hydrogen, alkyl, alkenyl, alkynyl, 
amino, and groups having the structure (II) 

(11) 
R1 

wherein R1 and R2 are each independently selected from 
the group consisting of hydrogen, alkyl, alkenyl, alkynyl, 
cycloalkyl, cycloalkenyl, phenyl, phenylalkyl and aryl group, 
A is oxygen (0) or sulfur (S); and 

Wherein the dashed double line ":::‘_':"represents an 
optional double bond. It Will be appreciated that said com 
pounds of formula (I) do not contain more than three double 
bonds in the aromatic ring structure. 

In one embodiment, the disclosed compounds represented 
by formula (IA): 

(1A) 
HA 

N/ Z 

x‘ 
X N Y 

In another embodiment, the disclosed compounds repre 
sented by formula (IB): 
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8 

(113) 
HA 

2 
N \ 

i / 
x N Y 

In one embodiment, the X, Y, Z, R1 and R2 are each inde 
pendently selected from the group consisting of a loWer alkyl, 
loWer alkenyl, and a loWer alkynyl. 
The stabiliser composition may be used as a thermal sta 

biliser for stabilising a chlorine-containing polymer. 
The stabiliser composition may comprise tWo or more 

compounds of formula I that are linked together by a covalent 
bond betWeen the atoms A. In one embodiment, When one of 
X, Y, and Z are amino or have the structure (II), tWo or more 
compounds of formula I are linked together by a covalent 
bond betWeen the nitrogen atoms. 

The stabiliser composition may comprise tWo or more 
compounds of formula I that are linked together by a covalent 
bond. 

The stabiliser may comprise one or more additive com 
pounds. The stabiliser may also comprise one or more lubri 
cants. 

The stabiliser composition may be mixed With a chlorine 
containing polymer to form a stabilised chlorine-containing 
polymer. The stabilised chlorine-containing polymer may 
contain compounds of formula I in an amount by Weight 
selected from the group consisting of: about 0.01% to about 
20%; about 0.01% to about 16%; about 0.1% to about 15%; 
about 0.15% to about 10%; about 0.2% to about 8%; about 
0.2% to about 6%; and about 0.2% to about 4%. 

In one embodiment, the chlorine-containing polymer may 
undergo extrusion to form a pipe made from the chlorine 
containing polymer having compounds of formula I in an 
amount by Weight betWeen the range of about 0.05% to about 
1%. 

In another embodiment, the chlorine-containing polymer 
may undergo injection molding to form a molded shape made 
from the chlorine-containing polymer having compounds of 
formula I in an amount by Weight betWeen the range of about 
0.1% to about 3.5%. 
The stabilised chlorine-containing polymer may comprise 

one or more additive compounds in an amount by Weight 
selected from the group consisting of: about 0.09% to about 
16%; about 0.1% to about 15%; about 0.15% to about 10%; 
about 0.2% to about 8%; about 0.2% to about 6%; and about 
0.2% to about 4%. 

In one embodiment, the chlorine-containing polymer may 
undergo extrusion to form a pipe made from the chlorine 
containing polymer having one or more additive compounds 
in an amount by Weight betWeen the range of about 0.1% to 
about 2%. 

In another embodiment, the chlorine-containing polymer 
may undergo injection molding to form a molded shape made 
from the chlorine-containing polymer having one or more 
additive compounds in an amount by Weight betWeen the 
range of about 0.3% to about 3%. 
The stabilised chlorine-containing polymer may comprise 

one or more lubricants in an amount by Weight selected from 
the group consisting of: about 0.09% to about 21%; about 
0.1% to about 20%; about 0.1 5% to about 10%; about 0.2% to 
about 8%; about 0.3% to about 6%; and about 0.4% to about 
4%. 
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In one embodiment, the chlorine-containing polymer may 
undergo extrusion to form a pipe made from the chlorine 
containing polymer having one or more lubricants in an 
amount by Weight betWeen the range of about 0.5% to about 
2%. 

In another embodiment, the chlorine-containing polymer 
may undergo injection molding to form a molded shape made 
from the chlorine-containing polymer having one or lubri 
cants in an amount by Weight betWeen the range of about 
0.8% to about 3%. 

Amino-Substituted Pyrimidine Compounds 
The amino-substituted pyrimidine compounds may be 

amino-substituted hydroxy-pyrimidines or amino-substi 
tuted mercapto -pyrimidines. 

The amino-substituted pyrimidine compounds may be 
selected from the list consisting of: 2-Amino-6-hydroxypy 
rimidine, 2-amino-6-mercaptopyrimidine, 2-N-methy 
lamino-6-hydroxypyrimidine, 2-N-2-propylamino-6-hy 
droxypyrimidine, 4-amino-6-hydroxypyrimidine, 4-amino 
6-mercaptopyrimidine, 4-N-phenylamino-6 
hydroxypyrimidine, 4-methylamino-6-hydroxypyrimidine, 
4-octylamino-6-hydroxypyrimidine, 5-amino-6-hydroxypy 
rimidine, 5-amino-6-mercaptopyrimidine, 5-N-butylamino 
6-hydroxypyrimidine, 5-N-methyl amino-6-mercaptopyri 
midine, 2,4-diamino-6-hydroxypyrimidine, 2,4-diamino-6 
mercaptopyrimidine, 2,4-N,N'-dimethyldiamino-6 
hydroxypyrimidine, 4,5 -diamino -6 -hydroxypyrimidine, 4,5 - 
diamino-6-mercaptopyrimidine, 4,5-N,N'-dipropyldiamino 
6-hydroxypyrimidine, 4-N-methylamino-5-N-octylamino-6 
hydroxypyrimidine, 2,4-diamino-6-hydroxypyrimidine, 2,6 
diamino-6-hydroxypyrimidine, 2,6-diamino-6 
mercaptopyrimidine, 2,6-N,N'-dibutyldiamino-6 
hydroxypyrimidine, 2-N-butylamino-6-N-phenylamino-6 
hydroxypyrimidine, 2,4,5-triamino-6-hydroxypyrimidine, 
2,4,5-triamino-6-mercaptopyrimidine, 2-N-methylamino-4 
N-butylamino-5-N-phenylamino-6-hydroxypyrimidine and 
one or more combinations thereof. 

Additive Compounds 
The stabiliser composition may further comprise one or 

more additives selected from the group consisting of: polyols, 
alkali or alkaline earth metal compounds, alkali or alkaline 
earth carboxylates, alkali Zeolites, hydrotalcite, perchlorate 
compounds, phosphites and hypophosphites, [3-diketones, 
sterically hindered amines, alkanolamines, glycidyl com 
pounds, phenolic antioxidants and one or more combinations 
thereof. 

The amount of additive compounds present in a stabilised 
chlorine-containing polymer may be selected from the group 
consisting of: 0.001% to 15%; 0.01% to 10%; 0.1% to 8%; 
0.1% to 6%; 0.1% to 5%; 0.1% to 4%; 0.1% to 3%; 0.1% to 
2% and 0.1% to 0.6%. 

The Polyols 
The polyols may be selected from the group consisting of: 

pentaerythritol, dipentaerythritol, tripentaerythritol, bistrim 
ethylolpropane, bistrimethylolethane, trismethylolpropane, 
polyvinylalcohol, sorbitol, mannitol, tetramethylolcyclohex 
anol, tetramethylolcyclopentanol, tetramethylolcyclopyra 
nol, glycerol, diglycerol, polyglycerol, thiodiglycerol, tris 
(hydroxyethyl) isocyanurate; tris(hydroxypropyl) 
isocyanurate and one or more combinations thereof. 

The Alkali or Alkaline Earth Metal Compounds 
The alkali or alkaline earth metal compound may be 

selected from the group consisting of: oxides, hydroxides, 
sul?des, silicates, phosphates, borates, carbonates and hydro 
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10 
carbonates of alkali metals and alkaline earth metals, and one 
or more combinations thereof. 

The alkali metals may be selected from the group consist 
ing of: lithium, sodium, and potassium and one or more 
combinations thereof. 
The alkaline earth metals may be selected from the group 

consisting of: magnesium, calcium, strontium, and barium 
and one or more combinations thereof. 

The alkali or alkaline earth metal compounds may be basic 
alkali or alkaline earth metals selected from the group con 
sisting of: calcium hydroxide, magnesium hydroxide, lithium 
hydroxide, sodium borate, sodium silicate and one or more 
combinations thereof. 

The Alkali or Alkaline Earth Carboxylates 
The alkali or alkaline earth carboxylates may be selected 

from the group consisting of: sodium palmitate, potassium 
palmitate, magnesium palmitate, sodium hydroxystearate, 
calcium hydroxystearate, magnesium hydroxystearate, 
sodium stearate, lithium stearate, potassium stearate, magne 
sium stearate, calcium stearate, sodium acetate, potassium 
acetate, lithium acetate, sodium propionate, potassium pro 
pionate, sodium butyrate, sodium malonate, sodium adipate, 
sodium benZoate and one or more combinations thereof. 

The Alkali Aluminosilicates 
The alkali aluminosilicates may be selected from the group 

consisting of: sodium aluminosilicate, potassium alumino 
silicate, lithium aluminosilicate and one or more combina 
tions thereof. 

The Fatty Acids 
Aliphatic carboxylic acids having at least one carboxy 

group in the molecule may be used. Exemplary carboxylic 
acids are glutaric acid, adipic acid, pimelic acid, suberic acid, 
axelaic acid, sebacic acid or dimerised or trimerised linoleic 
acid, acrylic acid and methacrylic acid, caproic acid, caprylic 
acid, lauric acid, myristric acid, palmitic acid, stearic acid and 
pelargonic, behenic, oleic acid etc. as Well as any salts of these 
fatty acids. 

The Hydrotalcites 
Any hydrotalcites can be used. Exemplary hydrotalcites 

include, but are not limited to, Al2O36MgO.CO2.12H2O, 
Mg4.5Al2(OH)l3CO3.3.5H2O, 4MgO.Al2O3.CO2.9H2O, 
4MgO.Al2O3.CO2.6H2O, Mg6Al2 (CO3)(OH)l6.4H2O, 
Mg4.5Al2 (CO3)(OH)l3.3H2O and anhydrous forms thereof. 

The Perchlorate Compounds 
The perchlorate compounds may be selected from com 

pounds having the formula M(ClO4)n, Wherein M is selected 
from the group consisting of: Li, Na, K, Mg, Ca, Sr, Zn, Al, La 
or Ce, and Wherein n is 1, 2 or 3. 
The perchlorate compounds may be complexed With alco 

hols (polyols, cyclodextrins) or ether alcohols or ester alco 
hols. The ester alcohols include also the polyol partial esters. 
Also suitable in the case of polyhydric alcohols or polyols are 
their dimers, trimers, oligomers and polymers, such as di-, 
tri-, tetra- and poly-glycols, and di-, tri- and tetra-pentaeryth 
ritol or polyvinyl alcohol in various degrees of polymerisa 
tion. 
The perchlorate compounds can be introduced in various 

knoWn forms, for example in the form of a salt or an aqueous 
solution applied to a substrate, such as PVC, calcium silicate, 
Zeolites or hydrotalcites, or bound in a hydrotalcite by chemi 
cal reaction. 

Phosphites and Hypophosphites 
The phosphites may be selected from the group consisting 

of: triphenyl phosphite, diphenyl alkyl phosphites, phenyl 
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dialkyl phosphites, tris-(nonylphenyl) phosphite, trilauryl 
phosphite, trioctadecyl phosphite, distearyl-pentaerythritol 
diphosphite, tris(2,4-di-tert-butylphenyl) phosphite, diisode 
cylpentaerythritol diphosphite, bis(2,4-di-tert-butylphenyl) 
pentaerythritol diphosphite, bis(2,6-di-tert-butyl-4-meth 
ylphenyl)-pentaerythritol diphosphite, bis-isodecyloxy 
pentaerythritol diphosphite, bis(2,4-di-tert-butyl-6 
methylphenyl)pentaerythritol diphosphite, bis(2,4,6-tri-tert 
butylphenyl)pentaerythritol diphosphite, tristearyl-sorbitol 
triphosphite, bis(2,4-di-tert-butyl-6-methylphenyl)methyl 
phosphite, bis(2,4-di-tert-butyl-6methylphenyl)ethyl phos 
phite, phenyldidecyl phosphite, (2,4-di-tert-butylphenyl)-di 
dodecyl pho sphite, (2,6di-tert-butylphenyl)-di-dodecyl phos 
phite distearylpentaerythritol diphosphite and one or more 
combinations thereof. 

The hypophosphite may be selected from the group con 
sisting of: sodium hypophosphite, lithium hypophosphite, 
sodium hypophosphite, potassium hypophosphite, magne 
sium hypophosphite, calcium hypophosphite, Zinc hypo 
phosphite, titanium hypophosphite, vanadium hypophos 
phite, molybdenum hypophosphite, manganese 
hypophosphite, cobalt hypophosphite, ammonium hypo 
phosphite, butylammonium hypopho sphite, tetraethylammo 
nium hypophosphite, N-cetylpyridinium hypophosphite and 
tetraphenylphosphonium hypophosphite, and one or more 
combinations thereof. 

The [3-Diketones 
The [3-diketones may be selected from the group consisting 

of: dibenZoylmethane; stearoylbenZoylmethane, benZoyl 2,4 
methylenedioxy benZoylmethane; benZoyl 3,5-dimethylben 
Zoyl methane; benZoyl 3-methylbenZoylmethane; benZoyl 
4-methyl benZoylmethane; 3-methylbenZoyl 4-methylben 
Zoylmethane; benZoyl 4-chlorobenZoylmethane; benZoyl 
2-bromobenZoylmethane; benZoyl 3,5-dichlorobenZoyl 
methane; benZoyl 2-nitrobenZoylmethane; benZoyl-2,3,4-tri 
methylbenZoylmethane; benZoyl-2,3,5-trichlorobenZoyl 
methane; benZoylstearoylmethane; 
3-methylbenZoylstearoylmethane 3,4-dichlorobenZoyl 
stearoylmethane benZoyl heptadecanoylmethane; 3-methyl 
benZoyltetradecanoylmethane; 2-methylbenZoylauroyl 
methane; 3-nitrobenZoylmyristoylmethane; 2,3 
ethoxybenZoyl palmitoylmethane; 2-methoxy 
benZoylstearoylmethane, and one or more combinations 
thereof. 

The Sterically Hindered Amines 
The sterically hindered amines may be selected from the 

group consisting of: bis(2,2,6,6-tetramethyl-4-piperidyl)se 
bacate, bis(2,2,6,6-tetramethyl-4-piperidyl)succinate, bis(l, 
2,2,6,6-pentamethyl-4-piperidyl)sebacate, bis(l-octyloxy-2, 
2,6,6-tetramethyl-4-piperidyl)sebacate, bis(l ,2,2,6,6 
pentamethyl-4 -piperidyl) n-butyl-3 , 5-di-tert-butyl-4 
hydroxybenZylmalonate, the condensate of l-(2 
hydroxyethyl)-2,2,6,6-tetramethyl-4-hydroxypiperidine and 
succinic acid, the condensate of N,N'-bis(2,2,6,6-tetram 
ethyl-4-piperidyl)hexamethylenediamine and 4-tert-octyl 
amino -2,6-dichloro- l ,3, 5-triaZine, tris(2,2,6, 6-tetramethyl 
4-piperidyl)nitrilotriacetate, tetrakis(2,2,6,6-tetramethyl-4 
piperidyl)-l ,2,3,4-butanetetracarboxylate, l,l'-(l ,2 
ethanediyl)-bis(3,3,5,5-tetramethylpiperaZinone), 
4-benZoyl-2,2,6,6-tetramethylpiperidine, 4-stearyloxy-2,2,6, 
6-tetramethylpiperidine, bis(l ,2,2,6,6-pentamethylpip 
eridyl)-2-n-butyl-2-(2-hydroxy-3,5-di-tert-butylbenZyl)mal 
onate, 3-n-octyl-7,7,9,9-tetramethyl-l,3,8-triaZaspiro[4.5] 
decane-2,4-dione, bis(l-octyloxy-2,2,6,6 
tetramethylpiperidyl) sebacate, bis(l -octyloxy-2,2,6,6 
tetramethylpiperidyl)succinate, the condensate of N,N'-bis 
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12 
(2 ,2, 6, 6-tetramethyl-4 -piperidyl)hexamethylenediamine and 
4-morpholino-2,6-dichloro-l,3,5-triaZine, the condensate of 
2-chloro-4,6-bis(4-n-butylamino-2,2,6,6-tetramethylpip 
eridyl)-l,3,5-triaZine and l,2-bis(3-aminopropylamino) 
ethane, the condensate of 2-chloro-4,6-bis(4-n-butylamino 
l,2,2,6,6-pentamethylpiperidyl)-l ,3,5-triaZine and l,2-bis 
(3-aminopropylamino)ethane, 8-acetyl-3-dodecyl-7,7,9,9 
tetramethyl- l ,3, 8-triaZaspiro [4 .5] decane-2,4-dione, 
3 -dodecyl-l -(2,2,6,6-tetramethyl-4 -piperidyl)pyrrolidine-2, 
5-dione, 3-dodecyl-l-(l,2,2,6,6-pentamethyl-4-piperidyl) 
pyrrolidine-2,5-dione, a mixture of 4-hexadecyloxy- and 
4-stearyloxy-2,2,6,6-tetramethylpiperidine, a condensation 
product of N,N'-bis(2,2,6,6-tetramethyl-4-piperidyl)hexam 
ethylenediamine and 4-cyclohexylamino -2, 6-dichloro- l ,3 ,5 - 
triaZine, a condensation product of l,2-bis(3-aminopropy 
lamino)ethane and 2,4,6-trichloro-l,3,5-triaZine as Well as 
4-butylamino-2,2,6,6-tetramethylpiperidine; N-(2,2,6,6-tet 
ramethyl-4-piperidyl)-n-dodecylsuccinimide, N-(l,2,2,6,6 
pentamethyl-4-piperidyl)-n-dodecylsuccinimide, 2-undecyl 
7,7,9,9-tetramethyl-l -oxa-3, 8-diaZa-4 -oxo-spiro [4,5] 
decane, and one or more combinations thereof. 

The Alkanolamine 
The alkanolamine may be selected from the group consist 

ing of: ethanolamine, tris-ethanolamine, propanolamine, tris 
propanolamine, butanolamine, tris (2 -hydroxy-l -propyl) 
amine; tris(2 -hydroxy-ethyl)amine; bis(2 -hydroxyethyl) 
(2 -hydroxy- l -propyl)amine; bis(2-hydroxy- l -propyl) (2 -hy 
droxyethyl)amine; mono (2 -hydroxy-ethyl)amine; bis(2 -hy 
droxy-ethyl)amine; mono(2-hydroxy-l -propyl)amine; bis(2 
hydroxy- l -propyl)amine. 

The Glycidyl Compounds 
The glycidyl compounds may be selected from the group 

consisting of: liquid bisphenol-A-diglycidyl ethers; solid 
bisphenol-A-diglycidyl ethers; liquid bisphenol-F-diglycidyl 
ethers; solid polyglycidyl ethers of tetraphenylethane; solid 
and liquid polyglycidyl ethers of phenol/formaldehyde 
novolak; solid and liquid polyglycidyl ethers of o-cresol/ 
formaldehyde novolak; liquid glycidyl ethers of alcohols; 
liquid glycidyl ethers of carboxylic acids; solid heterocyclic 
epoxy resins (triglycidyl isocyanurate); liquid cycloaliphatic 
epoxy resins; liquid N,N,O-triglycidyl ethers of p-aminophe 
nol; tetraglycidyl-4-4'-methylenebenZamine or N,N,N',N' 
tetraglycidyl-diaminophenylmethane. 
The Phenolic Antioxidant 
The phenolic antioxidant may be selected from the group 

consisting of: 2,2-bis(4-hydroxyphenyl)propane, esters of 
3,5-di-tert-butyl-4-hydroxyphenylpropionic acid With octa 
decanol or pentaerythritol, and tris(2,4-di-tert-butylphenyl) 
phosphite, tetrakis[methylene 3-(3',5'-di-tert-butyl-4'-hy 
droxyphenyl)propionate]methane, octadecyl 3-(3',5'-di-tert 
butyl-4' -hydroxyphenyl)propionate, octadecyl -3 ,5 -di-tert 
butyl-4-hydroxyhydrocinnamate, di-n-octadecyl -3 ,5 -di-tert 
butyl-4-hydroxybenZyl phosphonate, 2,6-di-t-butyl-4 
methylphenol, and tris-2,4,6-(3,5-di-t-butyl-4 
hydroxybenZyl)isocyanurate and one or more combinations 
thereof. 

Commercially available phenolic antioxidants that may be 
used are available form Great Lakes Chemical Corporation of 
Indianapolis, Ind. USA and are available under the brand 
names AnoxTM and LoWinoxTM. 

The Lubricants 
The phenolic antioxidant may be selected from the group 

consisting of: glycerol monooleate, glycerol dioleate, glyc 
erol monostearate; fatty alcohols having chain lengths in the 
range from Cl6 to C18; phthalic acid esters of fatty alcohols 
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having chain lengths in the range from C 1 6 to C 18 and hydro 
genated castor oil such as the glycerol ester of 12-hydroxys 
tearic acid; esters of polyhydric alcohols and short chain 
monocarboxylic acids such as glycerol monostearate; ethyl 
ene glycol dilaurate; 2-ethylhexane diol-1,3-distearate; eth 
ylene glycol di-2-ethylhexanoate and octylene glycol dica 
prylate; and esters of dicarboxylic acids With short chain 
monohydroxy-alcohols, such as diisooctyl sebacate; dilauryl 
aZelate; oxidised polyethylene Waxes, polyethylene Waxes; 
paraf?n Waxes; carboxylic acids such as stearic acid, 12-hy 
droxystearic acid and montanic acid; carboxylates such as 
calcium stearate, magnesium stearate and sodium stearate; 
amides such as ethylene bis-stearamide and one or more 
combinations thereof. 

The lubricants present in a stabilised halogen containing 
polymer, may be selected from the group consisting of: 
0.01%to 2%; 0.05%to 1.8%; 0.1% to 1.5%; 0.15% to 1.45%; 
0.2% to 1.4%; 0.5% to 1.35%; 1% to 1.3%; 1.1% to 1.3%; 
1.2% to 1.3% and 1.25% to 1.28%. 

The Chlorine-Containing Polymer 
The chlorine-containing polymer that may be stabilised by 

the disclosed stabiliser composition may be selected from the 
group consisting of: chlorinated polyole?n, chlorinated poly 
ole?n copolymers; polymer blends containing a chlorinated 
polyole?n homopolymer or copolymer; vinyl chloride 
homopolymers; vinylidene chloride homopolymers; vinyl 
chloride copolymers; vinylidene chloride copolymers and 
polymer blends containing vinyl chloride homopolymer or 
copolymers and one or more combinations thereof. 

The vinyl chloride homopolymers, vinyl chloride copoly 
mers and polymer blends containing vinyl chloride 
homopolymers or vinyl chloride copolymers may be selected 
from the group consisting of: polyvinyl chloride; polyvi 
nylidene chloride; copolymers of vinyl chloride With a copo 
lymeriZable ethylenically unsaturated monomer such as 
vinylidene chloride; methyl alpha chloracrylate; vinyl chlo 
roethyl ether; 1-?uoro-1-chloroethylene; chloroacrylonitrile; 
allylidene diacetate; chloroallylidene diacetate; and polymer 
blends such as blends of polyvinyl chloride and polyethylene; 
polyvinyl chloride and chlorinated polyethylene; polyvinyl 
chloride and polymethyl methacrylate; polyvinyl chloride 
and polybutylmethacrylate; polyvinyl chloride and polysty 
rene; polyvinyl chloride and acrylonitrile-butadiene-styrene 
copolymer; and polyvinyl chloride and polyethylene and 
polymethy methacrylate, and one or more combinations 
thereof. 

The vinyl chloride copolymers may be selected from the 
group consisting of: vinyl chloride-vinyl acetate copolymer, 
vinyl chloride-vinylidene chloride copolymer, vinyl chlo 
ride-trichloroethylene copolymer and vinyl chloride-2 -ethyl 
hexyl acrylate copolymer. 

Preparation of the Stabilised Chlorine-Containing Polymer 
The stabiliser composition and a chlorine-containing poly 

mer such as polyvinyl chloride (PVC) are mixed in a mixing 
device to form a substantially homogenous mixture. 

The amount of stabiliser composition present in the 
homogenous mixture may be in the range selected from the 
group consisting of: 0.5% to 10%; 1% to 7.5%; 1.2% to 6%; 
1.5% to 5%; 1.7% to 4.5%; 2% to 4%; 2% to 3.5%; 2% to 3% 
and 2.3% to 2.7%. In one embodiment, the amount of stabi 
liser composition present in the homo genous mixture is about 
2.4%. 

The stabiliser composition and the chlorine-containing 
polymer may initially be in the form of a poWder that may be 
substantially homogeneously mixed. 
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14 
The homogenous mixture may be heated at an elevated 

temperature to cause the stabiliser composition poWder and 
the chlorine-containing polymer poWder to at least partially 
bind. The heating temperature may be in the range betWeen 
90° C. to 120° C. or 1000 C. to 110° C. 

The heating may occur for a period of time selected from 
the group consisting of: 10 minutes to 1000 minutes; 20 
minutes to 800 minutes; 25 minutes to 600 minutes; 30 min 
utes to 400 minutes; 35 minutes to 300 minutes; 40 minutes to 
200 minutes; 45 minutes to 120 minutes; and 50 minutes to 90 
minutes. 

The stabilised chlorine-containing polymer is alloWed to 
cool and may be used as a material for further processing. 

In one embodiment, the stabilised chlorine-containing 
polymer is placed Within an extrusion device such as TWP 
1 10-PVC tWin screW extruder manufactured by Foshan Plas 
tic Machinery Co., Ltd of Foshan, Guangdong province, 
China. 

In another one embodiment, the stabilised chlorine-con 
taining polymer is placed Within an injection molding device 
such as IS-GS/ GT injection molding machine manufactured 
by Toshiba Machine Co., Ltd. of NumaZu-shi, ShiZuoka-ken, 
Japan. 

MODES FOR CARRYING OUT THE INVENTION 

Non-limiting examples of the invention Will be further 
described. 

DETAILED DESCRIPTION OF FIGURES 

FIG. 1 shoWs a picture of a chlorine-containing polymer 
(PVC 1A) With a stabilised composition next to a lead chlo 
rine-containing polymer (comparative PVC 1B) that has been 
stabilised With lead. 

THE ORGANIC STABILISER COMPOUND 

The amino-substituted pyrimidine compounds are com 
mercially available from Sigma-Aldrich Company of St. 
Louis, Mo., United States of America and include: 2-Amino 
6-hydroxypyrimidine, 2-amino-6-mercaptopyrimidine, 2-N 
methylamino-6-hydroxypyrimidine, 2-N-2-propylamino-6 
hydroxypyrimidine, 4-amino-6-hydroxypyrimidine, 
4-amino-6-mercaptopyrimidine, 4-N-phenylamino-6-hy 
droxypyrimidine, 4-methylamino-6-hydroxypyrimidine, 
4-octylamino-6-hydroxypyrimidine, 5-amino-6-hydroxypy 
rimidine, 5-amino-6-mercaptopyrimidine, 5-N-butylamino 
6-hydroxypyrimidine, 5-N-methyl amino-6-mercaptopyri 
midine, 2,4-diamino-6-hydroxypyrimidine, 2,4-diamino-6 
mercaptopyrimidine, 2,4-N,N'-dimethyldiamino-6 
hydroxypyrimidine, 4,5-diamino-6-hydroxypyrimidine, 4,5 
diamino-6-mercaptopyrimidine, 4,5-N,N'-dipropyldiamino 
6-hydroxypyrimidine, 4-N-methylamino-5-N-octylamino-6 
hydroxypyrimidine, 2,6-diamino-6-hydroxypyrimidine, 2,6 
diamino-6-mercaptopyrimidine, 2,6-N,N'-dibutyldiamino-6 
hydroxypyrimidine, 2-N-butylamino-6-N-phenylamino-6 
hydroxypyrimidine, 2, 4, 5 -triamino -6 -hydroxypyrimidine, 
2,4,5-triamino-6-mercaptopyrimidine, 2-N-methylamino-4 
N-butylamino-5-N-phenylamino-6-hydroxypyrimidine. 
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Example 1 

A stabiliser composition Was made by stirring together the 
following components in the amounts indicated beloW: 

0.3 parts of 2,4-diamino-6-hydroxypyrimidine obtained 
from ScienceLab.com, Inc. of KingWood, Tex., United States 
of America; 

0.2 parts pentaerythritol additive stabiliser from US Petro 
chemical Industries, Inc., of Houston, Tex., United States of 
America; 

0.45 parts hydrotalcite additive stabiliser from Minerals 
Technologies Inc. of NeW York, United States of America; 

0.05 parts octadecyl-3,5-di-tert-butyl-4-hydroxyhydrocin 
namate additive stabiliser obtained from Ciba Specialty 
Chemicals Corporation of TarrytoWn, N.Y., United States 
under the brand name Irganox 1076TM; 

0.1 part oxidiZed polyethylene Wax from Clariant Corpo 
ration, of Charlotte, NC, United States of America; 

1.0 part polyethylene Wax from Clariant Corporation, of 
Charlotte, NC, United States of America; 

0.4 parts calcium stearate from Astro Chemicals, Inc, of 
Spring?eld Mass.; and 

0.4 parts glyceryl mono stearate from Acme-Hardesty of 
Blue Bell, Pa., United States of America. 

The stabiliser composition Was prepared by mixing the 
mixture in a mixer for 30 minutes under ambient temperature 
and atmospheric pressure. The stabiliser composition Was 
then mixed With 100 parts by Weight PVC resin, 3.0 parts of 
CaCO3, 1.2 parts ofTiO2, and 0.001 parts ofpigment at 1050 
C. to produce a PVC compound (PVC 1A). A comparative 
PVC Without the stabiliser composition Was and With Pb 
stabiliser Was also prepared (comparative PVC 1B) and 
mixed at 105 degree C. 

The compositions of PVC 1A and comparative PVC 1B are 
shoWn in Table I beloW: 

TABLE I 

Comparative 
Composition PVC 1A PVC 1B 

PVC Resin K66 100 parts 100 parts 
2,4-diamino-6- 0.3 parts i 
hydroxypyrimidine 
Pentaerythritol 0.2 parts i 

Hydrotalcite 0.45 parts i 

Octadecyl-3,5—di- 0.05 i 

tert-butyl-4 
hydroxyhydrocinnamate 
Oxidized 0.1 i 

Polyethylene Wax 
Polyethylene Wax 1.0 4 

Calcium Stearate 0.4 i 

Gylcerol Mono 0.4 i 

Stearate 
Pb stabilizer i 2.7 parts 

composition 
CaCO3 3.0 parts 3.0 parts 
TiO2 1.2 parts 1.2 parts 
Pigment 0.001 parts 0.001 parts 

PVC 1A and comparative PVC 1B underWent a plant trial 
for rigid pipe extrusion to produce 40 mm (diameter) pressure 
pipes using a KMD2-90 extruder manufactured by Krauss 
Maffei Process Technology AG of Munich, Germany, under 
the process parameters shoWn in Table II. 
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TABLE II 

Comparative 
Process Parameters PVC 1A PVC 1B 

Screw Speed 25 25 
(l/min) 
Mass Temperature 1 88 1 87 

(Q) 
Screw Torque (%) 60 60 
Output (M/min.) 4.3 8 4.37 
Visual Appearance Good Good 
of the Pro duct 

The visual appearance of the PVC 1A and comparative 
PVC 1B is shoWn in FIG. 1. FIG. 1 shoWs that the PVC 1A 
had good colour hold and Was comparable to the PVC 1B, 
Which contains lead. 

In vieW of the above, it is concluded that the visual appear 
ance of the product is the same as the PVC containing lead as 
stabiliser. Accordingly, the stabiliser composition that Was 
used in PVC 1A provides a substituted stabiliser to the use of 
lead as a stabiliser. 

Product Test Results 
The trial pipe product made from PVC 2A Was tested 

according to standard methods knoWn in the art and the 
results of the test Were shoWn in Table III beloW: 

TABLE III 

Parameter 
Tests Results Requirements 

Heat Reversion 3.1% Maximum 5% 
Test 
Impact Test Passed Maximum 3 failures 

among 14 samples 
Hydrostatic Test Passed No cracks 
Resistance to Passed No delamination 
Acetone 
Softening Point 80 C. Minimum 75 degree C. 
Test 
Opacity Test 0.08% Maximum 0.2% 

Example 2 

Rigid injection molding Was carried out to demonstrate the 
performance of the stabiliser composition compared to com 
mercially available Pb stabilisers.0.5 parts of 2,4-diamino-6 
hydroxypyrimidine obtained from ScienceLab.com, Inc. of 
KingWood, Tex., United States of America Was mixed With 
the folloWing: 

0.3 parts pentaerythritol additive stabiliser from US Petro 
chemical Industries, Inc., of Houston, Tex., United States of 
America; 

0.7 parts hydrotalcite additive stabiliser from Minerals 
Technologies Inc. of NeW York, United States of America; 

0.8 parts Zeolite additive stabiliser from Zeolite Australia 
Ltd of South Melbourne, Victoria, Australia; and 

0.1 parts octadecyl-3,5-di-tert-butyl-4-hydroxyhydrocin 
namate additive stabiliser obtained from Ciba Specialty 
Chemicals Corporation of TarrytoWn, N.Y., United States 
under the brand name Irganox 1076TM; 

0.3 part oxidiZed polyethylene Wax from Clariant Corpo 
ration, of Charlotte, NC, United States of America; 

1.5 part polyethylene Wax from Clariant Corporation, of 
Charlotte, NC, United States of America; and 

0.8 parts calcium stearate from Astro Chemicals, Inc, of 
Spring?eld Mass. 
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A heat stabiliser composition Was made by stirring 
together the following components in the amounts indicated 
in Table IV below: 

18 
stabilizer composition that is contained Within PVC 2A can 
be used as a direct commercial substitute for PVCs that have 
been stabilised using lead. 

T 5 Example 3 

Part A. Experimental Procedure 
Composition PVC 2A PVC 2B 

Roll Milling 
PVC K58 100 parts 100 parts 10 

Promssing aid 10 pants 10 pants The ingredients from the formula tabulated in Table VI of 
. art B beloW Were mixed thoroughly at the room temperature 

T o 1.5 art 1.5 art p _ 
l 2 p S p S to form a poWder blend. The blend then Was thenn milled for 

CaCO3 3'0 pans 3'0 pans ?ve minutes at 180° C. on a tWo-roll milling machine to form 
za4'diamino'6' 0-5 PMS * 15 a PVC mill sheet. 

h d ' 'd' 

Py ioxypyrini m6 0 3 an Congo Red Test Procedure 
6n a?rythln O ' p S T The formed mill sheet Was cut into pieces, Which Were then 

Hydmtalcm 0'7 * poured into a test tube, the opening of Which Was covered With 
Z?olite 0-8 i 20 cotton. A piece of Congo Red indicator paper (Whatman 
Irganox 0I1 i PLC, United Kingdom) Was inserted into the test tube through 
Polyethyl?ne Wm 03 i the cotton. The test tube With the sample Was immersed into 
Calcium Swarm 1 5 i an oil bath and heated to 190° C. 

I The time from When the test tube Was inserted and the 
Glyceryl mono stearate 0'8 T 25 instance When the color of the Congo Red indicator changed 

Pb Stabiliz?r * 5-0 PMS to a distinct blue at the loWer end of the paper Was recorded. 

composition The recorded time is hereafter referred to as “Congo Red 
time”. Generally, the greater the Congo Red time obtained, 
the better long term heat stability of the PVC sample that is 

The Composition 2A and Composition 2B were mixed in a 30 stabiliZed by the stabiliZer composition of the PVC. 
. . o 

stirred tanh reactor for 5 minutes at 105 C. temperature and Dynamic C 01 or Testing Procedure 
atmospheric pressure to respectlvely form PVC polymers 2A The blend of the formula tabulated in Table VI of part B 
and 213' beloW Was mixed thoroughly into a poWder blend. The com 
PVC polymers 2A and 2B Were subjected to rigid injection 35 pound blend Was then compressed into a fused chip at 180° C. 

molding using an injection molding machine (NC-8300) snP- on a BrabenderTM Plasticorder machine (Brabender GmbH 
plied by NISSEI Plastic Industrial Co. Ltd. und Co KG, Germany) The Color Of the fused Chip is here 

after designated as “dynamic color”, Which represents the 
Injection Molding Trial Run color hold performance of the PVC sample stabiliZed by the 

The trial run of the PVC polymers 2A and 2B results are 40 Specl?ed PVC heat Stablhzer' 

tabulated in Table V as folloWs: 
Part B 

TABLE V 

Results PVC 2A PVC 2B 45 TABLE VI 

Process Parameters Comparative 
Composition 3A (PHR) 3B(PHR) 

Total Cycle Time 58 57 
(SW) PVC K66 100 parts 100 parts 
Black Pressure 1.0 1.0 DAHP* 0'3 pans 0'3 Parts 
(Mpa) 50 Sodium perchlorate 0.1 parts Nil 
Peak lnj?ction 120 122 Hydrotalcite 0.3 parts 0.3 parts 
Pmssum PE Wax 1.0 parts 1.0 parts 

Calcium stearate 0.5 parts 0.5 parts 
(Mpa) I Calcium carbonate 3.0 parts 3.0 parts 
IDJ?OtIOH Time 8.8 8.4 

(560-) 55 *DAHIP: 2,4-diamino-6-hydroxypyrimidine. 
Screw Back Time 33 33 

(sec.) 
M°ld°d PM Part C. Results 

‘a 0.21 0.24 
‘b 2.36 2.29 60 TABLE VII 
Charpy Impact 5.6 5.4 
(KIT/m2) Formulations 3A Comparative 3B 
Vicat Softening 81 80 I I I 
Point (‘16g 0) Congo Red Time 26 Minutes 15 Minutes 

The 10-Minute 2 2 

65 Dynamic Color* 

It can be seen from Table V that PVC 2A has similar 

mechanical stability properties to PVC 2B. Accordingly, the 
*Dynamic color is rated as: l-excellent; 2-good; 3-fair; 4-poor; 5-very bad. 
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It can be seen from Table Vll above that the long-term heat 
stability performance dramatically improved by further addi 
tion of a small quantity of sodium perchlorate (a metal per 
chlorate) into the comparative stabiliZer composition con 
taining DAHP. 

Example 4 

Part A. Experimental 

The ingredients from the formula tabulated in TableVlll in 
Part B beloW Were subjected to the same “Roll Milling”, 
“Dynamic Color Testing” and “Congo Red Test” procedure 
as described above for Experiment 3, except for the Congo 
Red Test, the heating Was undertaken at 2000 C. 

Part B. Formulae 

TABLE Vlll 

Comparative 4B 

Composition 4A (PHR) (PHR) 

PVC K58 100 parts 100 parts 

DAHP 0.2 parts 0.2 parts 

Sodium perchlorate 0.1 parts 0.1 parts 

Triethanolamine 0.1 parts Nil 

Hydrotalcite 1.0 parts 1.0 parts 

PE Wax 0.5 parts 0.5 parts 

Calcium stearate 1.0 parts 1.0 parts 

Ester Wax 1.0 parts 1.0 parts 

Calcium carbonate 3.0 parts 3.0 parts 

Processing aid 1.0 parts 1.0 parts 

Part C. Results 

TABLE IX 

Formulations 4A Comparative 4B 

The l0-Minute 2 3 

Dynamic Color* 
Congo Red Time 32 Minutes 30 Minutes 

*Dynamic color is rated as: l-excellent; 2-good; 3-fair; 4-poor; 5-very bad. 

The color hold performance is signi?cantly enhanced by 
further addition of triethanolamine (an alkanolamine) into the 
comparative stabiliZer composition containing DAHP and 
sodium perchlorate. 

Example 5 

A. Experimental 

The ingredients from the formula tabulated in Table X in 
Part B beloW Were subjected to the same “Roll Milling”, 
“Dynamic Color Testing” and “Congo Red Test” procedure 
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as described above for Experiment 3, except for the Congo 
Red Test, the heating Was undertaken at 2000 C. 

Part B. Formulae 

TABLE X 

Comparative 5B 
Composition 5A1 (PHR) 5A2 (PHR) (PHR) 

PVC K58 100 parts 100 parts 100 parts 
DAHP 0.4 parts 0.4 parts 0.4 parts 
Sodium 0.1 parts 0.1 parts 0.1 parts 
perchlorate 
THEIC* 0.5 parts 0.5 parts Nil 
TNPP** Nil 0.3 parts Nil 
Hydrotalcite 1.0 parts 1.0 parts 1.0 parts 
PE Wax 0.5 parts 0.5 parts 0.5 parts 
Calcium 1.0 parts 1.0 parts 1.0 parts 
stearate 

Ester Wax 1.0 parts 1.0 parts 1.0 parts 
Calcium 3.0 parts 3.0 parts 3.0 parts 
carbonate 
Processing aid 1.0 parts 1.0 parts 1.0 parts 

*THIIC: tris(hydroxyethyl) isocyanurate. 
**TNPP: tris (nonylphenyl) phosphate. 

Part C. Results 

TABLE Xl 

Formulations 5A1 5A2 Comparative 5B 

The l0-Minute 2 l 3 
Dynamic Color* 
Congo Red time 28 Minutes 30 Minutes 28 Minutes 

*Dynamic color is rated as: l-excellent; 2-good; 3-fair; 4-poor; 5-very bad. 

The color hold performance is markedly improved by fur 
ther addition of THEIC (a polyol) and TNPP (a phosphite) 
into the comparative stabiliZer composition containing 
DAHP and perchlorate. 

Example 6 

A. Experimental 

The ingredients from the formula tabulated in Table Xll in 
Part B beloW Were subjected to the same “Roll Milling”, 
“Dynamic Color Testing” and “Congo Red Test” procedure 
as described above for Experiment 3. 

Part B. Formulae 

TABLE Xll 

Comparative 6B 
Composition 6A (PHR) (PHR) 

PVC K66 100 parts 100 parts 
DAHP 0.1 parts 0.1 parts 
Sodium perchlorate 0.1 parts 0.1 parts 
Zeolite 0.3 parts 0.3 parts 
Sodium acetate 0.2 parts Nil 
PE Wax 1.0 parts 1.0 parts 
Calcium stearate 0.5 parts 0.5 parts 
Calcium carbonate 3.0 parts 3.0 parts 
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Part C. Results 

TABLE Xlll 

Formulations 6A Comparative 6B 

The l0-Minute 2 4 
Dynamic Color* 
Congo Red Time 29 Minutes 23 Minutes 

*Dynamic color is rated as: l-excellent; 2-good; 3-fair; 4-poor; 5-very bad. 

Both color hold and long-term stability performance are 
remarkably improved by further addition of sodium acetate (a 
metal carboxylate) into the comparative stabilizer composi 
tion containing DAHP and perchlorate. 

Example 7 

A. Experimental 

The ingredients from the formula tabulated in Table XIV in 
Part B beloW Were subjected to the same “Roll Milling”, 
“Dynamic Color Testing” and “Congo Red Test” procedure 
as described above for Experiment 3. 

Part B. Formulae 

TABLE XIV 

Comparative 7B 
Composition 7A (PHR) (PHR) 

PVC K66 100 parts 100 parts 
DAHP 0.1 parts 0.1 parts 
Sodium perchlorate 0.1 parts 0.1 parts 
Hydrotalcite 0.3 parts 0.3 parts 
HTMPD* 0.05 parts Nil 
PE Wax 1.0 parts 1.0 parts 
Calcium stearate 0.5 parts 0.5 parts 
Calcium carbonate 3.0 parts 3.0 parts 

*HTMIPD: l-(2'-hydroxyethyl)-2,2,6,6,-Tetramethyl-4-piperidinol. 

Part C. Results 

TABLE XV 

Formulations 7A Comparative 7B 

The l0-Minute 2 4 
Dynamic Color* 
Congo Red Time 26 Minutes 27 Minutes 

*Dynamic color is rated as: l-excellent; 2-good; 3-fair; 4-poor; 5-very bad. 

The color hold performance is signi?cantly improved by 
addition of a tiny quantity of HTMPD (a sterically hindered 
amine) into the comparative stabilizer composition contain 
ing DAHP and perchlorate. 

Applications 

The disclosed stabiliser compositions provide a stabiliser 
for thermally stabilising halide-containing polymers such as 
polyvinyl chloride. Advantageously, When in admixture With 
a halide-containing polymer, the stabiliser composition at 
least partly inhibits thermal degradation of the polymer. 

The disclosed stabiliser composition is free from metals 
such as lead, cadmium, tin, barium, antimony, and zinc. 
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The disclosed stabiliser composition may be used as a 

substitute for lead stabilisers, tin stabilisers, mixed metal 
stabilisers and knoWn organic stabilisers. 

It Will be apparent that various other modi?cations and 
adaptations of the invention Will be apparent to the person 
skilled in the art after reading the foregoing disclosure With 
out departing from the spirit and scope of the invention and it 
is intended that all such modi?cations and adaptations come 
Within the scope of the appended claims. 

The invention claimed is: 
1. A composition comprising: 
a halide-containing polymer; and 
a stabilizer composition comprising one or more com 

pounds represented by the general formula (I): 

(I) 

Wherein 
X, Y, and Z are each independently selected from the 

group consisting of hydrogen, alkyl, alkenyl, alkynyl, 
amino, and groups having the structure (11) 

(11) 
R1 

Wherein R 1 and R2 are each independently selected from 
the group consisting of hydrogen, alkyl, alkenyl, alky 
nyl, cycloalkyl, cycloalkenyl, phenyl, phenylalkyl 
and aryl, 

A is oxygen (0) or sulfur (S); 
Wherein the dashed double line 

represents an optional double bond; and 
Wherein the stabilizer composition is at least partially 

bound to the halide-containing polymer to thereby at 
least partly inhibit thermal degradation of said halide 
containing polymer. 

2. A composition as claimed in claim 1, further comprising 
one or more additives selected from the group consisting of: 
polyol compounds, alkali metal compounds, alkaline earth 
metal compounds, alkali carboxylate compounds, alkaline 
earth carboxylate compounds, alkali zeolite compounds, fatty 
acids, hydrotalcite compounds, perchlorate compounds, 
phosphite compounds, hypophosphite compounds, [3-dike 
tone compounds, sterically hindered amine compounds, 
alkanolamine compounds, glycidyl compounds, phenolic 
antioxidant compounds and one or more combinations 
thereof. 

3. A composition as claimed in claim 1, further comprising 
one or more lubricants. 

4. A composition as claimed in claim 3, Wherein the lubri 
cant is selected from the group consisting of: glycerol 
monooleate, glyceryl mono stearate, glycerol dioleate, glyc 
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erol monostearate, fatty alcohols having chain lengths in the 
range from Cl6 to C18, phthalic acid esters of fatty alcohols 
having chain lengths in the range from C 16 to C18, hydroge 
nated castor oil, esters of polyhydric alcohols, monocarboxy 
lic acids, ethylene glycol dilaurate, 2-ethylhexane diol-1,3 
distearate, ethylene glycol di-2-ethylhexanoate, octylene 
glycol dicaprylate, esters of dicarboxylic acids With short 
chain monohydroXy-alcohols, polyethylene Waxes, paraf?n 
Waxes, carboxylic acids, stearic acid; carboxylates calcium 
stearate, magnesium stearate, sodium stearate, amides and 
one or more combinations thereof. 

5. A composition as claimed in claim 1, Wherein tWo or 
more compounds of formula (I) are linked together by a 
covalent bond. 

6. A composition as claimed in claim 5, Wherein the tWo or 
more compounds of formula (I) are linked by a covalent bond 
betWeen the A atoms. 

7. A composition as claimed in claim 5, Wherein the tWo or 
more compounds of formula (I) are linked by a covalent bond 
betWeen nitrogen atoms of X, Y, or Z. 

8. A composition as claimed in claim 1, Wherein the com 
pound of formula (I) is an amino-substituted hydroXyl-pyri 
midine compound. 

9. A composition as claimed in claim 8, Wherein the com 
pound of formula (I) is a diamino-hydroxypyrimidine. 

10. A composition as claimed in claim 9, Wherein the 
compound of formula (I) is 2,4,diamino-6-hydroxypyrimi 
dine. 

11. A composition as claimed in claim 1, Wherein X, Y, Z, 
R1 and R2 are each independently selected from the group 
consisting of loWer alkyl, loWer alkenyl, and loWer alkynyl. 

12. A composition as claimed in claim 1, Wherein the 
halide-containing polymer is a chlorine-containing polymer. 

13. A composition as claimed in claim 1, Wherein the 
compound has a general structure represented by formula 
(IA): 

(1A) 
HA 

N/ Z 

Al 
X N Y 

14. A composition as claimed in claim 1, Wherein the 
compound has a general structure represented by formula 
(1B): 

(113) 
HA 

Z 
N\ 

J'\/ 
X N Y 

15. A composition as claimed in claim 1, Wherein the 
compounds of formula (I) are present in the polymer compo 
sition Within the range of about 0.01% to about 20% by 
Weight. 

16. A composition as claimed in claim 1, Wherein the 
compounds of formula (I) are present in the polymer compo 
sition Within the range of about 0.05% to about 1% by Weight. 

10 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

24 
17. A composition as claimed in claim 2, Wherein the 

additives are present in the polymer composition Within the 
range of about 0.1% to 15% by Weight. 

18. A composition as claimed in claim 3, Wherein the 
lubricants are present in the polymer composition Within the 
range of about 0.1% to 20% by Weight. 

19. A composition as claimed in claim 12, Wherein the 
chlorine-containing polymer is polyvinyl chloride. 

20. A polyvinyl chloride resin composition comprising 
polyvinyl chloride resin and a heat stabilising effective 
amount of a stabiliZer composition comprising compounds 
represented by the general formula (I): 

(I) 

Wherein X, Y, and Z are each independently selected from 
the group consisting of hydrogen, alkyl, alkenyl, alky 
nyl, amino, and groups having the structure (11) 

(11) 
R1 

Wherein R 1 and R2 are each independently selected from 
the group consisting of hydrogen, alkyl, alkenyl, alky 
nyl, cycloalkyl, cycloalkenyl, phenyl, phenylalkyl 
and aryl, 

A is oxygen (0) or sulfur (S); 
Wherein the dashed double line 

represents an optional double bond; and 
Wherein the stabiliZer composition is at least partially 

bound to the polyvinyl chloride resin to thereby at least 
partly inhibit thermal degradation of said polyvinyl 
chloride resin. 

21. A method of preparing stabilised halide-containing 
polymers comprising the steps of: 

mixing a material comprising halide-containing polymer 
resin and a composition according to a stabiliZer com 
position comprising compounds represented by the gen 
eral formula (I): 

(I) 
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wherein X, Y, and Z are each independently selected from 
the group consisting of hydrogen, alkyl, alkenyl, alky 
nyl, amino, and groups having the structure (H) 

(11) 
R1 

wherein R1 and R2 are each independently selected from 
the group consisting of hydrogen, alkyl, alkenyl, alky 
nyl, cycloalkyl, cycloalkenyl, phenyl, phenylalkyl 
and aryl, 

A is oxygen (0) or sulfur (S); 

Wherein the dashed double line 

represents an optional double bond; and 

heating the mixed material for a period so as to at least 

partially bind the halide-containing resin and stabiliser 
composition. 

22. A composition as claimed in claim 1 Wherein said 
halide-containing polymer is a chlorine-containing polymer. 

23. A stabilised chlorine-containing polymer made by the 
method of claim 21. 

24. A composition comprising; 
a halide-containing polymer; 

a stabilizer composition comprising one or more com 

pounds represented by the general formula (I): 

(I) 

Wherein 

X, Y, and Z are each independently selected from the 
group, consisting of hydrogen, alkyl, alkenyl, alky 
nyl, amino, and groups having the structure (11) 

(11) 

wherein R1 and R2 are each independently selected from 
the group consisting of hydrogen, alkyl, alkenyl, alky 
nyl, cycloalkyl, cycloalkenyl, phenyl, phenylalkyl 
and aryl; 
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A is oxygen (0) or sulfur (S); and 
Wherein the dashed double line 

represents an optional double bond; and 
a metal perchlorate salt, 

Wherein the stabiliZer composition is at least partially 
bound to the halide-containing polymer to thereby at 
least partly inhibit thermal degradation of said halide 
containing polymer. 

25. A composition as claimed in claim 24, further compris 
ing an alkanolamine. 

26. A composition as claimed in claim 24, Wherein said 
metal perchlorate salt has the formula: 

Wherein 
M is a metal selected from the group consisting of: Li, 

Na, K, Mg, Ca, Sr, Zn, Al, La and Ce, and 
n is l, 2 or 3. 

27. A composition as claimed in claim 24, Wherein said 
metal perchlorate salt is at least one of sodium perchlorate and 
potassium perchlorate. 

28. A composition as claimed in claim 25, Wherein the 
alkanolamine is selected from the group consisting of: etha 
nolamine, tris-ethanolamine, propanolamine, tris-propanola 
mine, butanolamine, tris(2-hydroxy-l-propyl)amine, tris(2 
hydroxy-ethyl)amine, bis(2-hydroxyethyl) (2-hydroxy-l 
propyl)amine, bis(2-hydroxy-l-propyl) (2-hydroxyethyl) 
amine, mono (2-hydroxy-ethyl)amine, bis(2-hydroxy-ethyl) 
amine, mono(2-hydroxy-l-propyl)amine, bis(2-hydroxy-l 
propyl)amine and mixtures thereof. 

29. A composition as claimed in claim 24, Wherein the 
compound has a general structure represented by formula 
(IA): 

(1A) 
HA 

N/ Z 

A I 
x N Y. 

30. A composition as claimed in claim 24, Wherein the 
compound has a general structure represented by formula 
(IE): 

(13) 
HA 

N\Z 
i/ 
XNY 

31. A composition as claimed in claim 24 or claim 25, 
further comprising a polyol. 

32. A composition as claimed in claim 24 or claim 25, 
further comprising a metal carboxylate. 

33. A composition as claimed in claim 24 or claim 25, 
further comprising a sterically hindered amine. 

* * * * * 


