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(57) ABSTRACT 

A module-type fuel cell system including a poWer module 
includes a generator installed inside and a poWer housing 
having a plurality of connection holes formed sideWard, 
Wherein the generator generates electricity through an oxida 
tion-reduction reaction of an oxidizing agent With a hydro 
gen-containing fuel; a fuel supply module including a fuel 
supply unit installed inside and a poWer housing having a 
plurality of connection holes formed sideWard, Wherein the 
fuel supply unit supplies a hydrogen-containing fuel to the 
generator; an oxidizing agent supply module including an 
oxidizing agent supply unit installed inside and an oxidizing 
agent supply housing having connection holes formed 
sideWard, Wherein the oxidizing agent supply unit supplies an 
oxidizing agent to the generator; and a recovery module 
including a storage space formed therein and a recovery hous 
ing having a plurality of connection holes formed sideWard, 
Wherein the storage space recovers an unreacted fuel gener 
ated in the generator, Wherein the poWer module is closely 
attached and assembled in one side of the recovery module in 
a surface-to-surface contact manner, and the fuel supply mod 
ule and the oxidizing agent supply module are closely 
attached and assembled in the other side of the recovery 
module in a surface-to-surface contact manner. 

34 Claims, 3 Drawing Sheets 
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MODULE-TYPE FUEL CELL SYSTEM 

CROSS-REFERENCE TO RELATED 
APPLICATION 

This application claims priority to and the bene?t of 
Korean Patent Application No. 10-2006-120140, ?led on 
Nov. 30, 2006, in the Korean Intellectual Property Of?ce, the 
entirety of Which is incorporated herein by reference. 

BACKGROUND 

1. Technical Field 
The present disclosure relates to a fuel cell system capable 

of generating electricity through an electrochemical reaction 
betWeen oxygen and hydrogen, and more particularly to a 
module-type fuel cell system in Which previously preparing 
modules are assembled in a housing structure. 

2. Discussion of RelatedArt 
Generally, a fuel cell system is a system for generating 

electricity through an electrochemical reaction betWeen an 
oxidizing agent and a fuel such as hydrogen. Such a fuel cell 
system includes an electric generator for generating electric 
ity; a fuel supply unit for supplying a hydrogen-containing 
fuel to the electric generator; and an oxidizing agent supply 
unit for supplying an oxidizing agent to the electric generator. 
The fuel supply unit and the oxidizing agent supply unit are 
each equipped With a suitable pump. The above-mentioned 
components are ?uidly connected, for example, through con 
necting pipes and the like, Which enable ?uid ?oW there 
through. 

Also, the fuel cell system may have additional components, 
such as an unreacted fuel recovery unit for recovering and 
re-using unreacted fuel and vapor-phase Water discharged 
from the electric generator; and/or a heat exchange unit. 

If the components are connected together using pipes, then 
the pipes take up space betWeen the components, thereby 
increasing dead space inside the fuel cell system. 

Also, routing interconnecting pipes Without interference 
therebetWeen reduces manufacturing ef?ciency. 

SUMMARY OF THE INVENTION 

Accordingly, an object is to provide a module-type fuel cell 
system that reduces dead space and simpli?es manufacturing 
a ?nished product by preassembling a plurality of component 
modules, each comprising one or more fuel cell system com 
ponents, and simply assembling the component modules. 

Another object is to provide a module-type fuel cell system 
in Which the ?uid-?oW connections are made through an 
assembly process of modules, instead of by connecting the 
components using connecting. 
One embodiment provides a module-type fuel cell system 

including: a poWer module including a poWer module includ 
ing a generator installed inside and a poWer housing having a 
plurality of connection holes formed sideWard, Wherein the 
generator generates electricity through an oxidation-reduc 
tion reaction of an oxidizing agent With a hydrogen-contain 
ing fuel and the connection holes are connected to the gen 
erator to enable ?uid ?oW; a fuel supply module including a 
fuel supply unit installed inside and a poWer housing having 
a plurality of connection holes formed sideWard, Wherein the 
fuel supply unit supplies a hydrogen-containing fuel to the 
generator and the connection holes are connected to the fuel 
supply unit to enable ?uid ?oW; an oxidizing agent supply 
module including an oxidizing agent supply unit installed 
inside and an oxidizing agent supply housing having connec 
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2 
tion holes formed sideWard, Wherein the oxidizing agent sup 
ply unit supplies an oxidizing agent to the generator and the 
connection holes are connected the oxidizing agent supply 
unit to enable ?uid ?oW; and a recovery module including a 
storage space formed therein and a recovery housing having a 
plurality of connection holes formed sideWard, Wherein the 
storage space recovers an unreacted fuel generated in the 
generator and the connection holes are connected to the stor 
age space to enable ?uid ?oW, Wherein the poWer module is 
closely attached and assembled in one side of the recovery 
module in a surface-to-surface contact manner, and the fuel 
supply module and the oxidizing agent supply module are 
closely attached and assembled in the other side of the recov 
ery module in a surface-to-surface contact manner. 
A fuel supply line for supplying the hydrogen-containing 

fuel from the fuel supply module to the poWer module is 
formed by assembling the fuel supply module, the recovery 
module and the poWer module. 
An unreacted fuel outlet is provided in one side of the 

poWer module, and an unreacted fuel inlet corresponding to 
the unreacted fuel outlet is provided in one side of the recov 
ery module. 
A fuel inlet is provided in one side of the fuel supply 

module, a fuel outlet is provided in the other side of the fuel 
supply module, and a fuel pump is installed inside, the fuel 
pump connecting the fuel outlet With the fuel inlet to enable 
?uid ?oW. 
An oxidizing agent ?oW tube is further provided in the 

recovery module, the oxidizing agent ?oW tube connecting 
the poWer module With the oxidizing agent supply module so 
that an oxidizing agent can ?oW through the oxidizing agent 
?oW tube. Then, an oxidizing agent supply line for supplying 
the oxidizing agent from the oxidizing agent supply module 
to the poWer module is formed by assembling the oxidizing 
agent supply module, the recovery module and the poWer 
module. 
The recovery module further includes a heat exchange 

module for condensing vapor discharged from the poWer 
module, and a vapor ?oW tube is further provided in the 
recovery module, the vapor ?oW tube connecting the heat 
exchange module With the poWer module so that the vapor can 
?oW through the vapor ?oW tube. Then, a vapor supply line 
for supplying the vapor from the poWer module to the heat 
exchange module is formed by assembling the poWer module, 
the recovery module and the heat exchange module. 
A Water outlet for discharging Water generated through the 

condensation of vapor is provided in one side of the heat 
exchange module, and a Water inlet corresponding to the 
Water outlet is provided in the other side of the recovery 
module. 
A protrusion is provided in each of the connection holes of 

the housing constituting one module of the adjacent modules, 
and a groove for connecting to the protrusion is provided in 
each of the connection holes of the housing constituting 
another module of the adjacent modules. 
Some embodiments provide a module-type fuel cell sys 

tem comprising: a poWer module comprising a poWer hous 
ing, a generator installed therein, and a plurality of connec 
tion ports formed on a ?rst side of the poWer housing and 
?uidly connected to the generator, Wherein the generator is 
operable to generate electricity through an oxidation-reduc 
tion reaction betWeen an oxidizing agent and a hydrogen 
containing fuel; a fuel supply module comprising a fuel sup 
ply housing, a fuel supply unit installed therein, and a 
plurality of connection ports formed on a ?rst side of the fuel 
supply housing and ?uidly connected to the fuel supply unit, 
Wherein the fuel supply unit is con?gured to supply a suitable 
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hydrogen-containing fuel to the generator; an oxidizing agent 
supply module comprising an oxidizing agent supply hous 
ing, an oxidizing agent supply unit installed therein, and a 
connection port formed on a side of the oxidizing agent sup 
ply housing and ?uidly connected to the oxidizing agent 
supply unit, Wherein the oxidizing agent supply unit is con 
?gured to supply an oxidizing agent to the generator; and a 
recovery module comprising a recovery housing comprising 
at a ?rst side and a second side, a storage space formed 
therein, and a plurality of connection ports on the ?rst and 
second sides of the recovery housing and ?uidly connected to 
the storage space, Wherein the storage space is con?gured to 
recover unreacted fuel from the generator. The ?rst side of the 
poWer housing contacts and is secured to the ?rst side of the 
recovery housing, and the side of the fuel supply housing and 
the side of the oxidizing agent supply housing contact and are 
secured to the second side of the recovery module, and cor 
responding connection ports of adjacent modules align and 
form ?uid connections therebetWeen. 
Some embodiments further comprise a heat exchange 

module comprising a heat exchange housing, a heat exchange 
unit therein, and a plurality of connection ports formed on a 
side of the heat exchange housing and ?uidly connected to the 
heat exchange unit, Wherein the heat exchange unit is oper 
able to condense Water vapor discharged from the poWer 
module. In some embodiments, the side of the heat exchange 
module contacts and is secured to the second side of the 
recovery module. 
Some embodiments further comprise a fuel storage module 

comprising a fuel storage housing con?gured for storing a 
hydrogen-containing fuel therein, and a connection port 
formed on a side of the fuel storage housing ?uidly connected 
to a corresponding connection port on a side of the fuel supply 
module. In some embodiments, the side of the fuel storage 
housing contacts and is secured to a side of the fuel supply 
housing. 

In some embodiments, the corresponding connection ports 
of adjacent modules are hermetically connected. In some 
embodiments, a coupling is provided on each the connection 
port of the housing of a ?rst module, and a socket dimen 
sioned for connecting to the coupling is provided in each the 
connection port of the housing of a second, adjacent module. 
In some embodiments, the couplings and the sockets are 
shrink ?t connectors and are coupled together. In some 
embodiments, the couplings and the sockets are integrally 
formed on each of the corresponding connection ports. 

In some embodiments, a shrink ?t coupling is provided on 
the housing of a ?rst module, and a ?t socket corresponding to 
the shrink ?t coupling is provided on the housing of a second, 
adjacent module. In some embodiments, the shrink ?t cou 
pling is coupled to the ?t socket, thereby maintaining contact 
betWeen the adjacent modules. 
Some embodiments further comprise a fuel ?oW tube 

installed Within and traversing the storage space of the recov 
ery housing, the fuel ?oW tube ?uidly connecting the fuel 
supply module With the poWer module. In some embodi 
ments, the assembled fuel supply module, recovery module, 
and poWer module form a fuel supply line comprising the fuel 
?oW tube, a connection port of the fuel supply module, and a 
connection port of the poWer module, Wherein the fuel supply 
line ?uidly connects the fuel supply module to the poWer 
module. 

In some embodiments, a connection port on the poWer 
housing of the poWer module is an unreacted fuel outlet 
con?gured for discharging unreacted fuel from the generator, 
and a corresponding connection port on the recovery housing 
of the recovery module is an unreacted fuel inlet. 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

4 
In some embodiments, a ?rst connection port formed on a 

second side of the fuel supply housing of the fuel supply 
module is a fuel inlet con?gured for alloWing in?oW of a 
hydrogen-containing fuel, and a second connection port 
formed on the ?rst side of the fuel supply housing is a fuel 
outlet corresponds to the fuel inlet of the recovery housing, 
the fuel outlet is con?gured for discharging a hydrogen-con 
taining fuel, and the fuel supply housing comprises a fuel 
pump installed therein, ?uidly connecting the fuel outlet With 
the fuel inlet. 
Some embodiments further comprise an oxidizing agent 

?oW tube installed Within and traversing the storage space of 
the recovery housing, the oxidizing agent ?oW tube ?uidly 
connecting the poWer module With the oxidizing agent supply 
module. In some embodiments, the assembled oxidizing 
agent supply module, recovery module, and poWer module 
form an oxidizing agent supply line comprising the oxidizing 
agent ?oW tube, a connection port of the oxidizing agent 
supply module, and a connection port of the poWer module, 
Wherein the oxidizing agent supply line ?uidly connects the 
oxidizing agent supply module to the poWer module. 
Some embodiments further comprise a vapor ?oW tube 

installed Within and traversing the storage space of the recov 
ery module, ?uidly connecting the heat exchange module 
With the poWer module. In some embodiments, the assembled 
poWer module, recovery module, and heat exchange module 
form a vapor supply line comprising the vapor ?oW tube, a 
connection port of the poWer module, and a connection port of 
the heat exchange module, Wherein the vapor supply line 
?uidly connects the poWer module to the heat exchange mod 
ule. 

In some embodiments, a connection port on a side of the 
heat exchange housing is a Water outlet for Water condensed 
in the heat exchange unit, and corresponding connection port 
on the second side of the recovery housing is a Water inlet. 

In some embodiments, a connection port on the second side 
of the recovery housing is an unreacted fuel outlet for unre 
acted fuel, and a corresponding connection port on the ?rst 
side of the fuel supply housing is an unreacted fuel inlet. In 
some embodiments, the fuel supply module further com 
prises a mixing tank ?uidly connected to the unreacted fuel 
inlet and the fuel inlet installed therein, con?gured for mixing 
an unreacted fuel from the unreacted fuel inlet With a hydro 
gen-containing fuel from the fuel inlet. In some embodi 
ments, the fuel supply unit further comprises an inlet fuel 
pump ?uidly connected to the mixing tank and an outlet pump 
?uidly connected to the mixing tank. 

In some embodiments, a gas-liquid separator is provided at 
the top of the recovery module. In some embodiments, a 
gas-liquid separator is provided at the top of the heat 
exchange module. 

In some embodiments, the fuel ?oW tube in the recovery 
module ?uidly connects a fuel inlet connection port and a fuel 
outlet connection port. In some embodiments, a connection 
port in the poWer housing is a fuel inlet corresponding to the 
fuel outlet of the recovery housing. In some embodiments, the 
fuel inlet of the poWer housing is ?uidly connected to an 
anode electrode of the generator. 

In some embodiments, the connection port on the fuel 
storage housing is a fuel outlet corresponding to the fuel inlet 
of the fuel supply housing. 

In some embodiments, the oxidizing agent ?oW tube in the 
recovery module ?uidly connects an oxidizing agent inlet 
connection port and an oxidizing agent outlet connection 
port. In some embodiments, a connection port on the poWer 
housing is an oxidizing agent inlet corresponding to the oxi 
dizing agent outlet of the recovery housing. In some embodi 
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ments, the oxidizing agent inlet of the power housing is ?u 
idly connected to a cathode electrode of the generator. 

In some embodiments, the connection port of the oxidizing 
agent supply housing is an oxidizing agent outlet correspond 
ing to the oxidizing agent inlet of the recovery housing. 

In some embodiments, the vapor ?oW tube of the recovery 
module ?uidly connects a vapor inlet connection port and a 
vapor outlet connection port. In some embodiments, a con 
nection port on the poWer housing is a vapor outlet corre 
sponding to the vapor inlet of the recovery module, and a 
connection port on the heat exchange housing is a vapor inlet 
corresponding to the vapor outlet of the recovery module. 

BRIEF DESCRIPTION OF THE DRAWINGS 

These and/or other aspects and advantages Will become 
apparent and more readily appreciated from the folloWing 
description of the preferred embodiments, taken in conjunc 
tion With the accompanying draWings. 

FIG. 1 is a perspective vieW shoWing an embodiment of a 
module-type fuel cell system. 

FIG. 2 is an exploded vieW of the module-type fuel cell 
system illustrated in FIG. 1. 

FIG. 3 schematically illustrates an embodiment of a fuel 
supply module. 

FIG. 4 is a perspective vieW illustrating an embodiment of 
mating stems and ports formed in adjacent modules. 

DETAILED DESCRIPTION OF CERTAIN 
EXEMPLARY EMBODIMENTS 

Hereinafter, preferable embodiments Will be described 
With reference to the accompanying draWings. Here, When a 
?rst element is described as coupled or connected to a second 
element, the ?rst element may be directly coupled or con 
nected to the second element, but may also be indirectly 
coupled or connected to the second element through one or 
more third elements. Furthermore, non-essential elements are 
omitted for clarity. Also, like reference numerals refer to like 
elements throughout. As shoWn in the draWings, modules are 
illustrated as generally rectangular, and adjacent modules are 
illustrated as having substantial surface-to-surface contact 
When assembled. Those skilled in the art Will understand that 
other con?gurations and/or arrangements are used in other 
embodiments, hoWever. 

FIG. 1 is perspective vieW shoWing of an embodiment of a 
module-type fuel cell system in assembled form, and FIG. 2 
is an exploded perspective vieW shoWing the fuel supply 
modules of the module-type fuel cell system illustrated in 
FIG. 1. 

Referring to FIG. 1, the module-type fuel cell system 
includes a poWer module 160 having a generator (not shoWn) 
installed therein, the generator con?gured for generating 
electricity through an oxidation-reduction reaction betWeen 
an oxidizing agent and a hydrogen-containing fuel; a fuel 
supply module 120 having a fuel supply unit installed therein, 
the fuel supply unit con?gured for supplying a hydrogen 
containing fuel to the generator Within the poWer module 160; 
an oxidizing agent supply module 130 having an oxidizing 
agent supply unit installed therein, the oxidizing agent supply 
unit con?gured for supplying an oxidizing agent to the gen 
erator of the poWer module 160; and a recovery module 150 
having a recovery unit installed therein, the recovery unit 
recovering an unreacted fuel inform the poWer module 160. 

The generator installed inside the poWer module 160 com 
prises a suitable unit cell having a polymer membrane having 
selective ion permeability; and a membrane electrode assem 
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6 
bly (MEA) comprising an anode electrode and a cathode 
electrode provided on each of the polymer membrane. A 
description of the oxidation-reduction reaction betWeen an 
oxidizing agent and hydrogen in a fuel cell generator and the 
generation of electricity therefrom is omitted herein. 

Referring to FIG. 2, the poWer module 160 has a poWer 
housing 162 having the generator installed therein, and a 
plurality of connection ports. For example, four connection 
ports are formed in the poWer housing 162 in the illustrated 
embodiment. The connection ports may be formed in a sec 
ond side of the poWer housing 162. In the illustrated embodi 
ment, the connection ports have the folloWing functions: a 
fuel inlet 16211 for alloWing in?oW of a hydrogen-containing 
fuel; an unreacted fuel outlet 16219 for discharging an unre 
acted fuel; an oxidizing agent inlet 1620 for alloWing in?oW 
of an oxidizing agent; and a vapor outlet 162d for discharging 
vapor, respectively. The connection holes are connected to the 
generator installed inside the poWer housing 162 to enable 
?uid ?oW to and from the generator. As a result, the hydro gen 
containing fuel ?oWing in through the fuel inlet 16211 is 
directly supplied to the anode electrode, and the oxidizing 
agent ?oWing in through the oxidizing agent inlet 1620 is 
directly supplied to the cathode electrode. The poWer housing 
162 may have a generally rectangular con?guration, thereby 
facilitating an assembly process for manufacturing a ?nished 
fuel cell system. 
The fuel supply module 120 of the module-type fuel cell 

system has a fuel supply housing 122 having a fuel supply 
unit installed therein, With the fuel supply unit con?gured for 
supplying a hydrogen-containing fuel. The fuel supply unit 
may comprise at least one fuel pump. A plurality of connec 
tion ports, for example, three connection ports in the illus 
trated embodiment, is formed in the fuel supply housing 122. 
The connection ports include a fuel outlet 12211 for discharg 
ing a hydrogen-containing fuel to the poWer module 160; a 
fuel inlet 12219 for alloWing in?oW of a hydrogen-containing 
fuel; and an unreacted fuel inlet 1220 for alloWing in?oW of an 
unreacted fuel discharged from the generator of the poWer 
module 160. The fuel inlet 12219 is provided on a second side 
of the fuel supply housing 122, and the fuel outlet 122a and 
the unreacted fuel inlet 1220 are provided on a ?rst side of the 
fuel supply housing 122 opposite from the second side. The 
fuel outlet 122a and the unreacted fuel inlet 1220 of the fuel 
supply housing 122 are ?uidly connected, respectively, to the 
fuel inlet 162a and the unreacted fuel outlet 16219 of the poWer 
housing 162 through the recovery module 150, as described 
beloW. 
The recovery module 150 is interposed betWeen the fuel 

supply module 120 and the poWer module 160, With a storage 
space for unreacted fuel recovered from the generator dis 
posed Within a rectangular recovery housing 152. A plurality 
of connection ports, for example, nine connection ports in the 
illustrated embodiment, are formed on opposing ?rst and 
second sides of the recovery housing 152. The connection 
ports of the recovery housing 152 include a fuel inlet 152-1b 
and a fuel outlet 152-1a ?uidly connected to each other by a 
fuel ?oW tube 152-1; an oxidizing agent inlet 152-2b and an 
oxidizing agent outlet 152-2a ?uidly connected to each other 
by an oxidizing agent ?oW tube 152-2; a vapor inlet 152-311 
and a vapor outlet 152-3b ?uidly connected to each other by 
a vapor ?oW tube 152-3; an unreacted fuel inlet 15219 for 
alloWing in?oW of an unreacted fuel, discharged from the 
generator, into the storage space; an unreacted fuel outlet 
15211 for discharging an unreacted fuel from the storage space 
to the fuel supply unit 120; and a Water inlet 1520 for alloWing 
in?oW of Water generated from a heat exchange module 140, 
as described beloW. 
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The fuel outlet 152-111, the unreacted fuel inlet 152b, the 
oxidizing agent outlet 152-211 and the vapor inlet 152-311 are 
provided on the ?rst side of the recovery housing 152, While 
the fuel inlet 152-1b, the unreacted fuel outlet 15211, the 
oxidizing agent inlet 152-2b, the vapor outlet 152-3b and the 
Water inlet 1520 are provided on the second side of the recov 
ery housing 152. The fuel ?oW tube 152-1, the oxidizing 
agent ?oW tube 152-2 and the vapor ?oW tube 152-3 are 
disposed in and traverse the storage space. 

The fuel outlet 152-111, the unreacted fuel inlet 152b, the 
oxidizing agent outlet 152-211 and the vapor inlet 152-311 
provided on the ?rst side of the recovery housing 152 corre 
spond to the fuel inlet 16211, the unreacted fuel outlet 162b, 
the oxidizing agent inlet 1620 and the vapor outlet 16211 of the 
poWer housing 162, respectively. Also, the fuel inlet 152-1b, 
the unreacted fuel outlet 15211, the oxidizing agent inlet 152 
2b, the vapor outlet 152-3b and the Water inlet 1520 provided 
on the second side of the recovery housing 152 correspond, 
respectively, to the fuel outlet 12211 and the unreacted fuel 
inlet 1220 of the fuel supply housing 122, described above, an 
oxidizing agent outlet 13211 of an oxidizing agent supply 
housing 132, and a vapor inlet 14219 and a Water outlet 14211 of 
a heat exchange housing 142, described beloW. 

The oxidizing agent supply module 130 has a rectangular 
oxidizing agent supply housing 132 having an oxidizing 
agent supply unit installed therein, With the oxidizing agent 
supply unit con?gured to supplying an oxidizing agent. The 
oxidizing agent supply unit may comprise at least one air 
pump. Connection ports include an oxidizing agent outlet 
13211, formed on a ?rst side of the oxidizing agent supply 
housing 132. The oxidizing agent supply housing 132 may be 
arranged in parallel With the fuel supply housing 122 on a ?at 
surface, for example, a base 102 (FIG. 1) as, but is not limited 
thereto. 

In the embodiment shoWn in FIG. 1 and FIG. 2, the second 
side of the poWer housing 162 of the poWer module 160 is 
adjacent to and contacts the ?rst side of the recovery module 
housing 152, and the ?rst side of the fuel supply housing 122 
of the fuel supply module 120 and the ?rst side of the oxidiz 
ing agent supply housing 132 of the oxidizing agent supply 
module 130 are adjacent to and contact the second side of the 
recovery module 150. In the illustrated arrangement, the cor 
responding connection ports betWeen adjacent modules are 
aligned and hermetically connected to each other. 

Accordingly, the fuel outlet 12211 of the fuel supply hous 
ing 122 is ?uidly connected to the fuel inlet 16211 of the poWer 
housing 162 through the fuel inlet 152-1b, the fuel ?oW tube 
152-1 and the fuel outlet 152-1b of the recovery housing 152. 
The unreacted fuel inlet 1220 is ?uidly connected to the 
unreacted fuel outlet 16219 of the poWer housing 162 through 
the unreacted fuel inlet 15219 and the unreacted fuel outlet 
15211 of the recovery housing 152. Also, the oxidizing agent 
outlet 13211 of the oxidizing agent supply housing 132 is 
?uidly connected to the oxidizing agent inlet 1620 of the 
poWer housing 162 through the oxidizing agent inlet 152-2b, 
the oxidizing agent ?oW tube 152-2 and the oxidizing agent 
outlet 152-211 of the recovery housing 152. 

In the poWer housing 162, the hydrogen-containing fuel is 
supplied to the anode electrode through the fuel inlet 16211. 
Similarly, the oxidant is supplied to the cathode through the 
oxidizing agent inlet 1620. 
A portion of the hydrogen-containing fuel supplied to the 

anode electrode does not react, and is discharged as an unre 
acted fuel through the unreacted fuel outlet 16219. 

The unreacted fuel inlet 152!) corresponding to the unre 
acted fuel outlet 162b is provided on the ?rst side of the 
recovery housing 152. Accordingly, unreacted fuel, dis 
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8 
charged from the anode electrode of the generator through the 
unreacted fuel outlet 16219 of the poWer housing 162, ?oWs 
through the unreacted fuel inlet 15219 of the recovery housing 
152 into the storage space. 
The unreacted fuel outlet 15211 for discharging unreacted 

fuel stored in the storage space is provided on the second side 
of the recovery housing 152, and an unreacted fuel inlet 1220 
corresponding to the unreacted fuel outlet 15211 is provided on 
the ?rst side of the fuel supply housing 122. 

Referring to FIG. 3, in the fuel supply housing 122 is 
disposed a mixing tank 124 for mixing a hydro gen-containing 
fuel With an unreacted fuel. An unreacted fuel ?oW channel 
1220-1 ?uidly connects unreacted fuel inlet 1220 With the 
mixing tank 124. Accordingly, unreacted fuel discharged 
through the unreacted fuel outlet 15211 of the recovery hous 
ing 152 ?oWs through the unreacted fuel inlet 1220 of the fuel 
supply housing 122, and into the mixing tank 124 through the 
unreacted fuel ?oW channel 1220-1. 

Returning to FIG. 2, the module-type fuel cell system 
further includes a fuel storage module 110 including a fuel 
storage housing 112 con?gured for storing a hydrogen-con 
taining fuel. The fuel storage housing 112 has a generally 
rectangular shape, and has a connection port formed on a ?rst 
side thereof, including a fuel outlet 11211 for discharging a 
stored hydrogen-containing fuel. The fuel inlet 122b disposed 
on the second side of the fuel supply housing 122 corresponds 
to the fuel outlet 11211. 

Returning to FIG. 3, the fuel inlet 12219 is ?uidly connected 
to the mixing tank 124 through a fuel ?oW channel 122b-1. 
Accordingly, a hydro gen-containing fuel, discharged through 
the fuel outlet 11211 of the fuel storage housing 112, ?oWs in 
the mixing tank 124 through the fuel ?oW channel 122b-1. 

In the mixing tank 124, a hydrogen-containing fuel is 
mixed With an unreacted fuel ?oWing in through the unre 
acted fuel ?oW channel 1220-1, to provide a hydrogen-con 
taining fuel With a predetermined concentration. This hydro 
gen-containing fuel ?oWs through a fuel ?oW channel 12211-1, 
and is discharged from the fuel supply housing 122 through 
the fuel outlet 12211. 

Fuel pumps 12611, 12619 are arranged, respectively, in the 
fuel ?oW channel 122b-1 and the fuel ?oW channel 12211-1 
?anking the mixing tank 124. A hydrogen-containing fuel is 
pumped into the mixing tank 124 from the fuel storage hous 
ing 112 through the fuel ?oW channel 122b-1 by the ?rst fuel 
pump 12611, and a hydrogen-containing fuel is pumped out 
toWard the anode electrode from the mixing tank 124 through 
the fuel ?oW channel 12211-1 by the second fuel pump 1261). 

Accordingly, the hydrogen-containing fuel pumped 
through the fuel outlet 12211 by the second fuel pump 126b 
?oWs to the anode electrode of the generator in the poWer 
module 160 through the fuel ?oW tube 152-1 of the recovery 
module 150. And, the oxidizing agent ?oWs to the cathode 
electrode of the generator in the poWer module 160 from the 
oxidizing agent supply module 130 through the oxidizing 
agent ?oW tube 152-2. Electricity is generated in an oxida 
tion-reduction reaction at the anode electrode and the cathode 
electrode, and Water vapor is generated as a by-product at the 
cathode electrode. As described above, a vapor outlet 16211 
for discharging vapor is provided in the poWer module 160. 
The module-type fuel cell system further includes a heat 

exchange module 140 for reusing the Water vapor. The heat 
exchange module 140 includes a generally rectangular heat 
exchange housing 142 having a heat exchanger (not shoWn) 
installed therein. A vapor inlet 142b con?gured for alloWing 
in?oW of Water vapor discharged from the poWer module 160 
is provided on a ?rst side of the heat exchange housing 142. A 
Water outlet 14211 for discharging liquid Water is provided on 
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the ?rst side the heat exchange housing 142, the liquid Water 
being formed by ?owing the Water vapor into the heat 
exchanger through the vapor inlet 142b, followed by con 
densing the vapor in the heat exchanger. A Water inlet 152c 
corresponding to the Water outlet 14211 is provided on the 
recovery module 150 to recover the Water discharged through 
the Water outlet 142a. Accordingly, the Water, Which is gen 
erated from Water vapor formed at the cathode electrode of 
the generator passing through the heat exchange module 140, 
is recovered into the storage space of the recovery housing 
152 through the Water inlet 1520, and may be reused, for 
example, by mixing the Water With an unreacted fuel in the 
storage space. 

In the illustrated embodiment, the recovery module 150 is 
arranged betWeen the heat exchange module 140 and the 
poWer module 160, thereby simplifying the con?guration of 
the fuel cell system. As described above, a vapor ?oW tube 
152-3 is disposed in the storage space of the recovery housing 
152, terminating in a vapor inlet 152-311 and a vapor outlet 
152-3b formed in the recovery housing 152. The vapor inlet 
152-3a corresponds to the vapor outlet 162d of the poWer 
housing 162, and the vapor outlet 152-3b corresponds to the 
vapor inlet 14219 of the heat exchange housing 142. As a 
result, the Water vapor generated at the cathode electrode 
?oWs in the heat exchanger of the heat exchange module 140 
through the vapor ?oW tube 152-3. 

Hereinafter, an assembly process of the module-type fuel 
cell system is described in detail. The poWer module 160 
comprising a generator is on one side, for example, a right 
side, of a base 102 (FIG. 1) using any suitable connection 
member (not shoWn) such as a bolt. The generator comprises 
a unit cell having a polymer membrane having selective ion 
permeability; and a membrane electrode assembly (MEA) 
comprising an anode electrode and a cathode electrode pro 
vided on each side of the polymer membrane. Then, a recov 
ery module 150 is attached to the poWer module 160 in a 
surface-to-surface contact manner, for example, from the 
direction of the arroW in FIG. 2. The fuel outlet 152-1a, 
unreacted fuel inlet 152b, oxidiZing agent outlet 152-2a, and 
vapor inlet 152-3a formed on the ?rst side of the recovery 
housing 152 of the recovery module 150 are ?uidly connected 
to the fuel inlet 16211, the unreacted fuel outlet 162b, the 
oxidiZing agent inlet 1620, and the vapor outlet 162d, respec 
tively, formed on the second side of the poWer module 160. 

Then, the fuel supply module 120 and the oxidiZing agent 
supply module 130 arranged in parallel With each other are 
attached to the second side of the recovery module 150 in a 
surface-to-surface contact manner. The heat exchange mod 
ule 140 is also attached to the second side of the recovery 
module 150 in a surface-to-surface contact manner, and on 
top of the fuel supply module 120 and the oxidiZing agent 
supply module 130. At this time, the fuel outlet 122a and the 
unreacted fuel inlet 1220 of the fuel supply housing 122 are 
?uidly connected to the fuel inlet 152-1b and the unreacted 
fuel outlet 15211 of the recovery housing 152, respectively. 
The oxidiZing agent outlet 13211 of the oxidiZing agent supply 
housing 132 is ?uidly connected to the oxidiZing agent inlet 
152-2b of the recovery housing 152. Similarly, the Water 
outlet 142a and the vapor inlet 14219 of the heat exchange 
housing 142 are ?uidly connected to the Water inlet 1520 and 
the vapor outlet 152-3b of the recovery housing 152, respec 
tively. 

And, the fuel storage module 110 is attached to the second 
side of the fuel supply module 120 in a surface-to-surface 
contact manner. At this time, the fuel outlet 11211 of the fuel 
storage housing 112 is ?uidly connected to the fuel inlet 12219 
of the fuel supply housing 122. 
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As described above, connection por‘ts formed in each of the 

modules are ?uidly connected to corresponding connection 
ports formed in adjacent modules in a procedure of attaching 
adjacent modules to each other. In some embodiments, at 
least some of the ?uid connections betWeen the correspond 
ing connection ports are hermetic or airtight connections. 
The connection ports may be ?uidly connected, for 

example, by shrink ?tting a coupling into a corresponding 
socket, as shoWn in FIG. 4. That is to say, couplings 172 are 
provided in each of connection ports of a ?rst module (A), and 
sockets 174 corresponding to the couplings 172 are provided 
in each of connection ports of a second module (B) adjacent 
to the ?rst module (A). The protrusion 172 is shrink ?t into the 
socket 174, thereby forming a hermetic connection betWeen 
corresponding connection ports. 

To maintain a seal betWeen corresponding connection 
ports, an O-ring or gasket may be provided betWeen sealing 
portions of corresponding connection ports, for example, 
betWeen the surfaces of adjacent housings of the adjacent 
modules (A, B). 

Also, in order to maintain a surface-to-surface contact 
betWeen adjacent modules (A, B), a shrink ?t coupling (not 
shoWn) and its corresponding ?t socket (not shoWn) may be 
provided in each of the housings of adjacent modules. That is 
to say, surface-to-surface contact betWeen adjacent modules 
(A, B) may be maintained by shrink ?tting the shrink ?t 
coupling into the ?t socket. HoWever, the positions of adja 
cent modules (A, B) may also be maintained by shrink ?tting 
of a coupling 172 into a socket 174, as discussed above, 
instead of shrink ?tting of a shrink ?t coupling into a ?t 
socket. 
Each of the coupling 172 and/or shrink ?t coupling and the 

socket 174 and/or ?t socket may be integrally formed in each 
of the housings of the modules (A, B), or may be provided as 
separate members that are shrink ?t into a connection port. 
As described above, a fuel cell system may be easily and 

sWiftly manufactured by assembling and connecting previ 
ously assembled modules in a surface-to-surface contact 
manner. 

Hereinafter, an operation of the module-type fuel cell sys 
tem assembled according to the above-mentioned assembly 
process Will be described in detail With reference to the 
embodiments illustrated in FIG. 1 through FIG. 3. 

First, a hydrogen-containing fuel having a predetermined 
concentration is pumped to the anode electrode of the gen 
erator of the poWer module 160 through the fuel ?oW tube 
152-1 by the ?rst fuel pump 126a and the second fuel pump 
1261). And, an oxidiZing agent ?oWs to the cathode electrode 
of the generator of the poWer module 160 from the oxidiZing 
agent supply module 130 through the oxidiZing agent ?oW 
tube 152-2. 

If the hydrogen-containing fuel is methanol and the oxi 
diZing agent is oxygen, the folloWing electrochemical reac 
tions occur at the anode electrode and the cathode electrode of 
the generator. 

Anode Reaction: CH3 OH + H2O % CO2 + 6H+ + 627 

3 , 

-o2 +6H+ +66 % 31120 Cathode Reaction: 2 

3 
Total Reaction CH3OH + 502 % 2H2O + CO2 

That is to say, one carbon dioxide, six hydrogen ions, and 
six electrons are generated by the reaction of methanol and 
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Water at the anode electrode (Oxidation Reaction). The gen 
erated hydrogen ions are transferred to the cathode electrode 
through a polymer membrane, for example, the hydro gen-ion 
exchange membrane of the generator. Oxygen reacts With 
hydrogen ions and electrons, transferred through an external 
circuit, to generate Water at the cathode electrode (Reduction 
Reaction). In total, oxygen reacts With methanol to generate 
Water and carbon dioxide, and also to generate electricity. The 
generated electricity reaches the external circuit through a 
current collector. 
Any unreacted fuel that does not take part in the above 

mentioned chemical reaction ?oWs into the storage space of 
the recovery housing 152 through the unreacted fuel outlet 
16219 of the poWer housing 162, and the unreacted fuel inlet 
15219 of the recovery housing 152. And, Water vapor ?oWs 
into the heat exchanger installed inside the heat exchange 
housing 142 through the vapor ?oW tube 152-3 of the recov 
ery module 150, and then condenses into liquid Water through 
a heat exchange process. Then, the generated Water is col 
lected in the storage space of the recovery housing 152 
through the Water outlet 14211 of the heat exchange housing 
142 and the Water inlet 1520 of the recovery housing 152, 
Where it is mixed With unreacted fuel. 

The mixture of unreacted fuel and Water ?oWs from the 
storage space of the recovery housing 152 through the unre 
acted fuel outlet 152a into the mixing tank 124 Where it is 
mixed With a hydrogen-containing fuel supplied from the fuel 
storage housing 112 in the mixing tank 124 of the fuel supply 
housing 122. 

In order to discharge the carbon dioxide generated by the 
above-mentioned chemical reaction, a gas-liquid separator 
154 may be provided at the top of the recovery module 150. 
That is to say, the carbon dioxide generated in the anode 
electrode ?oWs into the recovery housing 152 together With 
unreacted fuel, and then is discharged into the atmosphere 
through the gas-liquid separator 154. Also, in order to dis 
charge any Water vapor that is not completely condensed in 
the heat exchanger of the heat exchange module 140, a gas 
liquid separator 144 may be provided at the top of the heat 
exchange housing 142. A gas-liquid separator may also be 
provided at the top of the poWer housing 162. The above 
mentioned gas-liquid separators may be manufactured inte 
grally With the modules. The gas-liquid separators may com 
prise ceramic and/or membrane-based materials. 

According to the present invention, a ?nished product of 
the module-type fuel cell system may be simply manufac 
tured and dead space in the system may be reduced by assem 
bling prefabricated component modules containing the com 
ponents of the fuel cell system. 

The embodiments described herein are for the purpose of 
illustration only, and are not intended to limit the scope of the 
disclosure. Those skilled in the art Will understand that 
equivalents and modi?cations could be made thereto Without 
departing from the spirit and scope thereof. Therefore, it 
should be understood that the scope is de?ned in the claims 
and their equivalents. 
What is claimed is: 
1. A module-type fuel cell system comprising: 
a poWer module comprising a poWer housing, a generator 

installed therein, and a plurality of connection ports 
formed on a ?rst side of the poWer housing and ?uidly 
connected to the generator, Wherein the generator is 
operable to generate electricity through an oxidation 
reduction reaction betWeen an oxidiZing agent and a 
hydrogen-containing fuel; 

a fuel supply module comprising a fuel supply housing, a 
fuel supply unit installed therein, and a plurality of con 
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nection ports formed on a ?rst side of the fuel supply 
housing and ?uidly connected to the fuel supply unit, 
Wherein the fuel supply unit is con?gured to supply a 
suitable hydrogen-containing fuel to the generator; 

an oxidiZing agent supply module comprising an oxidiZing 
agent supply housing, an oxidiZing agent supply unit 
installed therein, and a connection port formed on a side 
of the oxidiZing agent supply housing and ?uidly con 
nected to the oxidiZing agent supply unit, Wherein the 
oxidiZing agent supply unit is con?gured to supply an 
oxidiZing agent to the generator; and 

a recovery module comprising a recovery housing com 
prising a ?rst side and a second side, a storage space 
formed therein, and a plurality of connection ports on the 
?rst and second sides of the recovery housing and ?uidly 
connected to the storage space, Wherein the storage 
space is con?gured to recover unreacted fuel from the 
generator and accumulate the unreacted fuel in the stor 
age space, Wherein 
the ?rst side of the poWer housing contacts and is 

secured to the ?rst side of the recovery housing-, and 
the side of the fuel supply housing and the side of the 
oxidiZing agent supply housing contact and are 
secured to the second side of the recovery module, 
and 

corresponding connection ports of adjacent modules 
align and form ?uid connections therebetWeen and 
Wherein tubes, including a fuel ?oW tube connecting 
the fuel supply module and the poWer module, extend 
through the storage space of the recovery module 
interconnecting the poWer housing and the fuel sup 
ply module and the oxidizing agent supply module to 
separate the fuel and the oxidiZing agent from the 
recovered unreacted fuel. 

2. The module-type fuel cell system according to claim 1, 
further comprising a heat exchange module comprising a heat 
exchange housing, a heat exchange unit therein, and a plural 
ity of connection ports formed on a side of the heat exchange 
housing and ?uidly connected to the heat exchange unit, 
Wherein the heat exchange unit is operable to condense Water 
vapor discharged from the poWer module. 

3. The module-type fuel cell system according to claim 2, 
Wherein the side of the heat exchange module contacts and is 
secured to the second side of the recovery module. 

4. The module-type fuel cell system according to claim 3, 
further comprising a fuel storage module comprising a fuel 
storage housing con?gured for storing a hydro gen-containing 
fuel therein, and a connection port formed on a side of the fuel 
storage housing ?uidly connected to a corresponding connec 
tion port on a side of the fuel supply module. 

5. The module-type fuel cell system according to claim 4, 
Wherein the side of the fuel storage housing contacts and is 
secured to a side of the fuel supply housing. 

6. The module-type fuel cell system according to claim 5, 
Wherein the corresponding connection ports of adjacent mod 
ules are hermetically connected. 

7. The module-type fuel cell system according to claim 6, 
Wherein a coupling is provided on each the connection port of 
the housing of a ?rst module, and a socket dimensioned for 
connecting to the coupling is provided in each the connection 
port of the housing of a second, adjacent module. 

8. The module-type fuel cell system according to claim 7, 
Wherein the couplings and the sockets are shrink ?t connec 
tors and are coupled together. 

9. The module-type fuel cell system according to claim 8, 
Wherein the couplings and the sockets are integrally formed 
on each of the corresponding connection ports. 
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10. The module-type fuel cell system according to claim 6, 
Wherein a shrink ?t coupling is provided on the housing of a 
?rst module, and a ?t socket corresponding to the shrink ?t 
coupling is provided on the housing of a second, adjacent 
module. 

11. The module-type fuel cell system according to claim 
10, Wherein the shrink ?t coupling is coupled to the ?t socket, 
thereby maintaining contact betWeen the adjacent modules. 

12. The module-type fuel cell system according to claim 1, 
Wherein the assembled fuel supply module, recovery module, 
and poWer module form a fuel supply line comprising the fuel 
?oW tube, a connection ports of the fuel supply module, and 
a connection port of the poWer module, Wherein the fuel 
supply line ?uidly connects the fuel supply module to the 
poWer module. 

13. The module-type fuel cell system according to claim 
12, Wherein a connection port on the poWer housing of the 
poWer module is an unreacted fuel outlet con?gured for dis 
charging unreacted fuel from the generator, and a correspond 
ing connection port on the recovery housing of the recovery 
module is an unreacted fuel inlet. 

14. The module-type fuel cell system according to claim 
13, Wherein 

a ?rst connection port formed on a second side of the fuel 
supply housing of the fuel supply module is a fuel inlet 
con?gured for alloWing in?oW of a hydro gen-containing 
fuel, and a second connection port formed on the ?rst 
side of the fuel supply housing is a fuel outlet corre 
sponding to the fuel inlet of the recovery housing, 

the fuel outlet is con?gured for discharging a hydrogen 
containing fuel, and 

the fuel supply housing comprises a fuel pump installed 
therein, ?uidly connecting the fuel outlet With the fuel 
inlet. 

15. The module-type fuel cell system according to claim 
14, further comprising an oxidizing agent ?oW tube installed 
Within and traversing the storage space of the recovery hous 
ing, the oxidizing agent ?oW tube ?uidly connecting the 
poWer module With the oxidizing agent supply module. 

16. The module-type fuel cell system according to claim 
15, Wherein the assembled oxidizing agent supply module, 
recovery module, and poWer module form an oxidizing agent 
supply line comprising the oxidizing agent ?oW tube, a con 
nection port of the oxidizing agent supply module, and a 
connection port of the poWer module, Wherein the oxidizing 
agent supply line ?uidly connects the oxidizing agent supply 
module to the poWer module. 

17. The module-type fuel cell system according to claim 
16, further comprising a vapor ?oW tube installed Within and 
traversing the storage space of the recovery module, ?uidly 
connecting the heat exchange module With the poWer module. 

18. The module-type fuel cell system according to claim 
17, Wherein the assembled poWer module, recovery module, 
and heat exchange module form a vapor supply line compris 
ing the vapor ?oW tube, a connection port of the poWer mod 
ule, and a connection port of the heat exchange module, 
Wherein the vapor supply line ?uidly connects the poWer 
module to the heat exchange module. 

19. The module-type fuel cell system according to claim 
18, Wherein a connection port on a side of the heat exchange 
housing is a Water outlet for Water condensed in the heat 
exchange unit, and corresponding connection port on the 
second side of the recovery housing is a Water inlet. 
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20. The module-type fuel cell system according to claim 

19, Wherein a connection port on the second side of the 
recovery housing is an unreacted fuel outlet for unreacted 
fuel, and a corresponding connection port on the ?rst side of 
the fuel supply housing is an unreacted fuel inlet. 

21. The module-type fuel cell system according to claim 
20, Wherein the fuel supply module further comprises a mix 
ing tank ?uidly connected to the unreacted fuel inlet and the 
fuel inlet installed therein, con?gured for mixing an unre 
acted fuel from the unreacted fuel inlet With a hydrogen 
containing fuel from the fuel inlet. 

22. The module-type fuel cell system according to claim 
21, Wherein the fuel supply unit further comprises an inlet 
fuel pump ?uidly connected to the mixing tank and an outlet 
pump ?uidly connected to the mixing tank. 

23. The module-type fuel cell system according to claim 
22, Wherein a gas-liquid separator is provided at the top of the 
recovery module. 

24. The module-type fuel cell system according to claim 
23, Wherein a gas-liquid separator is provided at the top of the 
heat exchange module. 

25. The module-type fuel cell system according to claim 1, 
Wherein the fuel ?oW tube in the recovery module ?uidly 
connects a fuel inlet connection port and a fuel outlet connec 
tion port. 

26. The module-type fuel cell system according to claim 
25, Wherein a connection port in the poWer housing is a fuel 
inlet corresponding to the fuel outlet of the recovery housing. 

27. The module-type fuel cell system according to claim 
26, Wherein the fuel inlet of the poWer housing is ?uidly 
connected to an anode electrode of the generator. 

28. The module-type fuel cell system according to claim 
14, Wherein the connection port on the fuel storage housing is 
a fuel outlet corresponding to the fuel inlet of the fuel supply 
housing. 

29. The module-type fuel cell system according to claim 
15, Wherein the oxidizing agent ?oW tube in the recovery 
module ?uidly connects an oxidizing agent inlet connection 
port and an oxidizing agent outlet connection port. 

30. The module-type fuel cell system according to claim 
29, Wherein a connection port on the poWer housing is an 
oxidizing agent inlet corresponding to the oxidizing agent 
outlet of the recovery housing. 

31. The module-type fuel cell system according to claim 
30, Wherein the oxidizing agent inlet of the poWer housing is 
?uidly connected to a cathode electrode of the generator. 

32. The module-type fuel cell system according to claim 
29, Wherein the connection port of the oxidizing agent supply 
housing is an oxidizing agent outlet corresponding to the 
oxidizing agent inlet of the recovery housing. 

33. The module-type fuel cell system according to claim 
17, Wherein the vapor ?oW tube of the recovery module ?u 
idly connect a vapor inlet connection port and a vapor outlet 
connection port. 

34. The module-type fuel cell system according to claim 
33, Wherein a connection port on the poWer housing is a vapor 
outlet corresponding to the vapor inlet of the recovery mod 
ule, and a connection port on the heat exchange housing is a 
vapor inlet corresponding to the vapor outlet of the recovery 
module. 


