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To all whom, it may concern: 
Be it known that I, MAx ROBIN, a citizen 

of the United States, residing in the city of 
New York, Manhattan borough, county and 
State of NewYork, have invented certain new > 
and useful Improvements in Hooks or Hang 
ers, of which the following is a specification. 
My invention relates to that class of hooks 

or hangersadapted more particularly for use 
in hanging hats and garments, and has for its 
object to provide a cheap and simple hook of 
this character which can be readily attached 
to and detached from a support-»such as a 
molding, bracket, or the like-without the use 
of screws or bolts to secure same thereto. 
To these and other ends, which will hereinaf 

ter appear, my invention consists in the novel 
features of improvement and details of con 
struction hereinafter set forth,and finally sum 
vmarized in the appended claims. 

Reference is to be had to the accompanying 
drawing, forming part hereof, wherein the fig 
ure shown is a perspective view of a hook or 
hanger embodying my invention, the same be 
ing shown supported upon a piece of molding.l 
Referring to the drawing, A indicates the 

upper horizontally-disposed member of the 
hook, its outer extremity being bent upwardly, 
as at a, and at the rear or heel thereof is a 
member B, depending downwardly at substan 
tially a right angle to the member A, the 
lower extremity of this depending member 
being' provided with a slight forward bend I). 
C indicates the lower hook member, and D 

indicates the member or brace connecting the 
members A and O. Extending upwardly from 
the lower hook O in vertical alinement with 
the member B is a strut or member E, pro 
vided with an eye e, through which the mem 
ber A loosely passes. 
The entire device is preferably constructed 

of a single piece of spring-wire bent and 
shaped to form, as shown, and by reason of 
their resiliency the members B and E, bridged 
by the rear or heel portion of member A, con 
stitute a substantially inverted  U  shaped 
spring-clamp for the hook, whereby the same 
may readily be attached to and detached from 
molding-strips or other analogous supports 
without the use of screws or bolts. The mem 
ber E being yieldingly connected to the mem 

ber A as described, I am enabled to apply the 
device to moldings or supports of varying 
thicknesses. The hook is applied, as will be 
obvious, by simply jamming the members B 
and E down over the sides of the molding or 
other support, the slight forward bend b at 
end of depending member B preventing the 
same from entering the wall as the hanger is 
jammed down upon the molding. 
Having now described my invention, what 

I claim, and desire to secure by Letters Pat 
ent, is- Y . 

l. A hook of the character described, com 
prising an upper hook member having a de 
pending portion at the rear, a lower hook mem 
ber, and a resilient member in vertical aline 
ment with the depending portion of the up 
per hook member and spaced therefrom to 
form a clamp therewith, said resilient member 
having an eye formed at one end through 

A which the upper hook member loosely passes 
whereby the former is free to move forward 
under pressure throughout its entire length. 

2. A hook of the character described, formed 
of an integral piece of wire, comprising an 
upper hook member having a depending por 
tion at the rear, a lower hook member, and a 
resilient member in vertical alinement with 
the depending portion of the upper hook mem 
ber and spaced therefrom to form a clamp 
therewith, said resilient member having an 
eye formed at one end through which the up 
per hook member loosely passes whereby the 
former is free to move forward under pressure 
throughout its entire length. 

3. A hook of the character described, com 
prising an upper hook member having a de 
pending portion at the rear bent forward at 
its end, a lower hook member, and a resilient 
member in vertical alinement with the de 
pending portion of the upper hook member 
and spaced therefrom to form a clamp there 
with, said resilient member having an eye 
formed at one end through which the upper 
hook member looselypasses whereby the for 
mer is free to move forward under pressure 
throughout its entire length. ' 

MAX ROBIN. 
Witnesses: ` 

SAMUEL O. STEINHARDT, 
MAN'roN MARKS. 
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