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(57) ABSTRACT 

A spread spectrum receiver has less symbol detection error 
due to noise. Correlation values between an input signal and 
spread code sequences are produced by correlators corre 
spondingly provided for the spread code sequences. When an 
optimum Window Width symbol detection Window is open, 
the correlation values are compared With a correlation thresh 
old. When the correlation values exceed the correlation 
threshold, symbol data of the spread code sequence corre 
sponding to the correlator outputting the correlation value 
indicating the maximum correlation peak is used to demodu 
late received symbol data. The optimum Window Width of the 
symbol detection Window is generated from the correlation 
values and position information of the correlation peak val 
ues. The correlation threshold is updated to the produced 
correlation threshold. The position information of the corre 
lation peak values is used to adjust the symbol detection 
Window Width, thus providing the least symbol detection 
error. 

2 Claims, 8 Drawing Sheets 
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SPREAD SPECTRUM RECEIVER FOR 
RESTORING RECEIVED SYMBOLS WITH A 
SYMBOL DETECTION WINDOW ADJUSTED 
IN OPTIMAL AND A METHOD THEREFOR 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a spread spectrum receiver, 

and more speci?cally, to a spread spectrum receiver having 
the function of controlling a symbol detection WindoW, and a 
method thereof. 

2. Description of the Background Art 
Conventionally, one type of the spread spectrum commu 

nication receivers employs a digital matched ?lter as a mea 
sure of demodulating a received spread spectrum signal into 
symbol data. The digital matched ?lter functions as taking a 
correlation of an input signal With a sequence of transmission 
spread codes to output a correlation value. In order to restore 
symbol data from the correlation value, a correlation thresh 
old is set, so that When the correlation value exceeds the 
correlation threshold it is estimated that a spread code 
sequence is transmitted Which is associated With one of the 
correlators Which outputs a correlation value indicating the 
maximum of the correlation peaks, that spread code sequence 
being used to demodulate the received symbol data. A variety 
of technologies have been disclosed concerning the detection 
WindoW of the spread spectrum communication. Japanese 
patent laid-open publication No. 2002-57602, for example, 
discloses a method of detecting a slot timing from spread code 
sequences. Another Japanese patent laid-open publication 
No. 2004-153692 discloses a synchronous position detection 
method for detecting a synchronous position With the detec 
tion WindoW made as small as possible for an accurate syn 
chronous position determination. 

The conventional methods have problems, hoWever, that in 
a high noise environment, any input signal such as noise other 
than an intended input signal may cause a correlation value to 
exceed a threshold to provide the maximum correlation peak 
value, thus causing false data to be determined as appropriate 
received symbol data. 
More particularly, the symbol detection WindoW is open 

With a predetermined sectional Width, such as a Width corre 
sponding to several chips of a spread code sequence. During 
a period When the symbol detection WindoW is open, a poor 
communication status With a high noise level may alloW 
correlation values corresponding to a plurality of spread code 
sequences to exceed the threshold and exhibit the correlation 
peak values. This case raises a problem Where it is errone 
ously determined that the spread code sequence of an 
intended symbol correlation peak value is transmitted, thus 
providing a symbol detection error. 

Under a poor communication condition With a high noise 
level, an intended signal input to a digital matched ?lter may 
not cause the correlation value to exceed the threshold, thus 
failing to determine a symbol. In that case, the threshold may 
be set loWer so as to alloW for the symbol detection at the 
expense of possible high detection error. 

SUMMARY OF THE INVENTION 

In vieW thereof, it is an object of the present invention to 
provide a spread spectrum receiver and a method therefor 
Which are less in symbol detection error due to noise or the 
like. 

In a spread spectrum receiver of the present invention, 
correlation values betWeen an input signal and transmission 
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2 
spread code sequences are produced by correlators corre 
spondingly provided for the transmission spread code 
sequences, and during a period When an optimum WindoW 
Width symbol detection WindoW having an optimum WindoW 
Width is open, the correlation values are compared With a 
correlation threshold. When the correlation values exceed the 
correlation threshold, symbol data of the spread code 
sequence corresponding to the correlator that outputs the 
correlation value indicating the maximum of correlation 
peaks is used to demodulate the received symbol data. 
More particularly, the present invention provides a spread 

spectrum receiver Which comprises a plurality of correlators 
for obtaining correlations betWeen a received spread spec 
trum signal input and all of spread code sequences for the 
received spread spectrum signal to produce resultant correla 
tion values. In the receiver, the receiver compares the corre 
lation values produced With a correlation threshold during a 
period in Which a symbol detection WindoW is open and 
Which corresponds to a symbol detection period, and, When 
the correlation values exceed the correlation threshold, sym 
bol data corresponding to the spread code sequence of one of 
the correlators Which exceeds the correlation threshold is 
demodulated into received symbol data. The receiver further 
comprises: a correlation peak value detector for detecting a 
correlation peak value from the correlation values; a symbol 
detection WindoW controller operative in response to the cor 
relation values and position information of the correlation 
peak value optimum WindoW Width for producing informa 
tion of the symbol detection WindoW, and generating an opti 
mum WindoW Width symbol detection WindoW having an 
optimum WindoW Width from the optimum WindoW Width 
information; a comparator including a correlation threshold 
holding circuit for holding the correlation threshold, the com 
parator determining, during a predetermined period When the 
optimum WindoW Width symbol detection WindoW is open, 
Whether or not the correlation value exceeds the correlation 
threshold; and a symbol data selector for determining, When 
the correlation value exceeds the correlation threshold held in 
the correlation threshold holding circuit, symbol data corre 
sponding to the spread code sequence of one of the correlators 
Which produces the correlation value exceeding the correla 
tion threshold as the received symbol data. 

In accordance With one aspect of the present invention, the 
spread spectrum receiver may further comprise a correlation 
threshold generator for generating the correlation threshold 
from the information of the detection WindoW Width to pro 
vide the comparator With the threshold, the comparator updat 
ing the correlation threshold held in the correlation threshold 
holding circuit With the correlation threshold generated by the 
correlation threshold generator. 

In accordance With another aspect of the invention, the 
correlation threshold generator may comprise: an average 
correlation threshold holding circuit for holding an average 
correlation threshold; a detection WindoW Width data storage 
for receiving from the comparator detection WindoW Width 
data included in the detection WindoW Width at a predeter 
mined time interval to store the detection WindoW Width data 
therein; an average detection WindoW Width data calculator 
for calculating an average of the stored detection WindoW 
Width data, and holding the average as average detection 
WindoW Width data; and a correlation threshold calculator for 
receiving from the comparator the detection WindoW Width 
data included in the detection WindoW Width. The correlation 
threshold calculator compares the detection WindoW Width 
data With the average detection WindoW Width data, calculates 
a difference betWeen the detection WindoW Width data and the 
average detection WindoW Width data, subtracts, When the 
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detection WindoW Width data is larger than the average detec 
tion WindoW Width data, a value corresponding to the differ 
ence from the average correlation threshold held in the aver 
age correlation threshold holding circuit to obtain the 
correlation threshold to hold the obtained correlation thresh 
old, and adds, When the detection WindoW Width data is 
smaller than or equal to the average detection WindoW Width 
data, a value corresponding to the difference to the average 
correlation threshold held in the average correlation threshold 
holding circuit to obtain the correlation threshold to hold the 
obtained correlation threshold. The receiver further com 
prises a transmitter for transmitting the obtained correlation 
threshold to the comparator. 

The present invention also provides a method of receiving 
spread spectrum in Which correlation values are obtained 
betWeen an input signal and transmission spread code 
sequences by a plurality of correlators provided correspond 
ingly to the transmission spread code sequences, the correla 
tion values obtained during a period in Which a symbol detec 
tion WindoW is open are compared With a correlation 
threshold, the period corresponding to a symbol detection 
period, and, When the correlation values exceed the correla 
tion threshold, symbol data corresponding to the spread code 
sequence associated With a correlation value indicating a 
maximum of correlation peak values is used to demodulate 
received symbol data. The method comprises: a ?rst step of 
holding the correlation threshold; a second step of producing 
a correlation value betWeen the input signal and the transmis 
sion spread code sequences; a third step of detecting the 
correlation peak value from the correlation values; a fourth 
step of producing from the correlation values and position 
information of the correlation peak values optimum WindoW 
Width information of the symbol detection WindoW; a ?fth 
step of generating from the optimum WindoW Width informa 
tion an optimum WindoW Width symbol detection WindoW 
having an optimum WindoW Width; a sixth step of determin 
ing, during a predetermined period When the optimum Win 
doW Width symbol detection WindoW is open, Whether or not 
the correlation values exceeds the correlation threshold; and a 
seventh step of determining, When the correlation values 
exceed the correlation threshold, the symbol data correspond 
ing to the spread code sequence of one of the correlators 
Which outputs the correlation value exceeding the correlation 
threshold as the received symbol data. 

The present invention may control the symbol detection 
WindoW Width at the optimum and also control the correlation 
threshold at the optimum. The correlation values due to noise 
may thereby be excluded, thus preventing noise-induced 
symbol detection errors. 

Particularly, the present invention may be advantageously 
applied to a spread spectrum receiver in the spread spectrum 
communication that uses a digital matched ?lter to demodu 
late or restore received data. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The objects and features of the present invention Will 
become more apparent from consideration of the folloWing 
detailed description taken in conjunction With the accompa 
nying draWings in Which: 

FIG. 1 is a schematic block diagram shoWing the con?gu 
ration of a demodulator in a spread spectrum receiver in 
accordance With an illustrative embodiment of the present 
invention; 

FIG. 2 illustrates hoW demodulated symbol data is pro 
duced in the embodiment shoWn in FIG. 1; 
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4 
FIG. 3 illustrates in detail hoW the symbol detection Win 

doW opens in the illustrative embodiment; 
FIG. 4 illustrates hoW the symbol detection WindoW is 

interfered With noise in the illustrative embodiment; 
FIG. 5 is a schematic functional block diagram of the 

symbol detection WindoW controller in the illustrative 
embodiment; 

FIG. 6 illustrates hoW noise is excluded With the symbol 
detection WindoW Width controlled in the illustrative embodi 
ment; 

FIG. 7 is a schematic block diagram shoWing the con?gu 
ration of a demodulator in a spread spectrum receiver of an 
alternative embodiment of the present invention; and 

FIG. 8 is a functional block diagram schematically shoW 
ing a correlation threshold generator in the alternative 
embodiment shoWn in FIG. 7. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

With reference to the accompanying draWings, illustrative 
embodiments of the spread spectrum receiver of the present 
invention Will be described beloW. The illustrative embodi 
ments are directed to controlling a symbol detection WindoW 
Width to thereby solve the above-described problems in the 
prior art. It Will ?rst be described hoW the symbol detection 
WindoW Width is controlled. 

FIG. 1 schematically shoWs in a block diagram the con 
?guration of a demodulator in a spread spectrum receiver in a 
preferred embodiment of the present invention. In the 
demodulator in the spread spectrum receiver in this illustra 
tive embodiment, When a received spread spectrum signal 
100 is input, a plurality (N) of correlators 10 to 25 respec 
tively output correlation values 101, 111 to 251, from Which 
a correlation peak value detector 40 detects peak values and 
outputs correlation peak value information 110, from Which a 
symbol detection WindoW controller 50 controls and sets the 
timing or WindoW Width of a symbol detection WindoW, at 
Which a comparator 30 monitors the correlation threshold and 
outputs determination information 253, from Which a symbol 
data selector 70 determines the received symbol and outputs 
a symbol determined in the form of demodulated symbol data 
140. 
More particularly, the correlators 10, 11 to 25 are digital 

matched ?lters #0 to #(N-l), Where N:l6, for example, in 
this embodiment, Which are adapted to receive the received 
spread spectrum signal 100, and output the correlation values 
101, 111 to 251, respectively, Which correspond to all of the 
plurality (N, in this example) of transmittable spread code 
sequences. Those$$ outputs 101, 111 to 251 are then input to 
a comparator 30. The incoming spectrum spread code 100 
may have its code length corresponding to 32 chips and be of 
16 types of code, for example. The incoming spectrum spread 
code 100 may have its sampling clock frequency eight times 
as high as the chip rate. 
The correlation peak value detector 40 functions as detect 

ing a peak value from the N correlation values, and outputs 
the peak value in the form of correlation peak value informa 
tion 110 to the symbol detection WindoW controller 50. 

The symbol detection WindoW controller 50 is adapted to 
use the correlation peak value information 110 to control the 
opening timing of the symbol detection WindoW or the Win 
doW Width. The timing or WindoW Width is input as a control 
signal 60 to the comparator 30. The symbol detection WindoW 
controller 50 may have a counter, not shoWn, for use in 
adjusting the WindoW opening timing, and having eight bit 
positions, for example. The format of symbol data is of a 
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packet structure including, for example, four bits of preamble 
followed by also four bits of information data ?eld. 

The comparator 30 is a monitoring circuit that determines, 
When the symbol detection WindoW indicated by the control 
signal 60 is open, Whether or not any of the N correlation 
values 101, 111 to 251 exceeds a correlation threshold. The 
comparator 30 feeds, When any of the correlation values 
exceeds the correlation threshold, the symbol data selector 70 
With determination information 253 Which indicates one of 
the digital matched ?lters 10, 11 to 15 Which is associated 
With the correlation value exceeding the correlation thresh 
old. The comparator 30 has a functional portion, not shoWn, 
Which is adapted to hold the correlation threshold. 

The symbol data selector 70 functions as using the deter 
mination information 253 to determine a received symbol. 

Referring additionally to FIG. 2, the operation of the 
demodulator in the instant embodiment Will be described in 
detail. FIG. 2 is useful for understanding the operation from 
establishing initial synchronization through maintaining the 
synchronization to the output of demodulated data. Like ele 
ments are designated With the same reference numerals. 

The received spread spectrum signal 100 sampled at the 
sampling clock described above is ?rst input to each of the 
digital matched ?lters 10 to 25, Which are correlators in the 
instant embodiment. In the folloWing description, the signals 
are designated With the references of connections on Which 
they are conveyed. The digital matched ?lters 10 to 25 calcu 
late, for the input signal 100, 16 types, in the embodiment, of 
correlation values respectively corresponding to 16 types of 
spread code sequences. 
The comparator 30 monitors, in order to establish initial 

synchronization by using the correlation values output from 
the 16 correlators 10, 11 to 25, only the correlation value of a 
symbol, eg “0”, Which corresponds to the preamble. When at 
time t1, for example, the correlation value exceeds the thresh 
old, the comparator 30 determines that the initial synchroni 
zation is established, and moves to the operation of maintain 
ing the synchronization. After having established the initial 
synchronization, the comparator 30 starts to monitor the cor 
relation values of all of the 16 types of symbols. 

The synchronization is maintained in the folloWing fash 
ion. The symbol detection WindoW 60 is opened With the 
timing centered at Which the duration of one symbol has 
elapsed since the establishment of the initial synchronization. 
In order to Wait for a correlation value exceeding the corre 
lation threshold, the symbol detection WindoW controller 50 
alloWs, after the establishment of the initial synchronization, 
a symbol timing counter 51, FIG. 5, to start to increment from 
a value “0” to “255” in the instant embodiment. In particular, 
When one symbol includes 32 chips and an oversampling is 
performed With eight times as high as the symbol interval, it 
leads to 256 samples. The counter 51 counts the symbol 
intervals, and the symbol detection WindoW 60 is opened at 
predetermined intervals after having established the initial 
synchronization. The synchronization is thus held. The 
operation is denoted by an arroW 62 in FIG. 2. 

The symbol data selector 70 then detects, While the symbol 
detection WindoW 60 is open, a spread code sequence output 
64 of the correlator outputs 101, 111 to 251 Which provides a 
correlation value higher than the correlation threshold, FIG. 
2. The symbol data selector 70 thus estimates a symbol Whose 
spread code sequence is transmitted, and selects that received 
symbol to develop demodulated or restored symbol data 140. 

FIG. 3 shoWs in detail the symbol detection WindoW open 
ing 60 and its vicinity. In this example, the symbol detection 
WindoW 60 has a preliminary Width W that corresponds to the 
length of 16 sample clocks. The straight dotted line 64 
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6 
denotes the threshold for one of the 16 types of correlation 
values in the instant embodiment. The dots 66 denote the 
sampling points. The dotted curves 68 shoW hoW the correla 
tion value varies due to jitter 90. 
The symbol detection WindoW 60 needs to have, consider 

ing that the correlation value may be jittered in a high noise 
environment, its Width W Wider than the duration correspond 
ing to the samples of correlation value Which exceed the 
threshold. As shoWn in FIG. 4, hoWever, if the symbol detec 
tion WindoW 60 Were Widely open considering the jitter 90, 
then a correlation value 267 exceeding the correlation thresh 
old due to noise Would have been output during the opening 
period W, thus causing a symbol error. 

In order to solve that problem, the instant illustrative 
embodiment includes the symbol detection WindoW control 
ler 50 adapted for controlling the symbol detection WindoW 
Width in the manner described beloW. FIG. 5 shoWs in a 
schematic functional block diagram, the structure of the sym 
bol detection WindoW controller 50. FIG. 6 illustrates hoW 
noise is excluded When the symbol detection WindoW Width 
W is reduced. 

With reference to FIG. 5 ?rst, the symbol detection WindoW 
controller 50 includes a symbol timing counter 51 that is 
adapted to count the symbol timing. The counter 51 has its 
counter output 255 connected to one of the inputs of a logical 
product gate 257. The logical product gate 257 has another 
input that receives the peak position information 110 of a 
correlation value determined by the correlation peak value 
detector 40, FIG. 1. The gate 257 also has its output 259 
connected to inputs of a counter value averaging circuit 53 
and an average position determining circuit 54. The counter 
value averaging circuit 53 is adapted for averaging counter 
values stored in a storage, not shoWn, included in the counter 
51. The average position determining circuit 54 is adapted to 
use an average counter value 261 output from the averaging 
circuit 53 to obtain an average position 263 of the correlation 
peak positions. The average position output 263 is connected 
to an absolute value differentiator 55. 
The absolute value differentiator 55 serves as producing a 

difference 265 in ab solute value betWeen the average position 
263 and the counter values 259 that are subsequently input 
from the symbol timing counter 51. The difference 265 is 
connected to an absolute value difference averaging circuit 
56. The absolute value difference averaging circuit 56 func 
tions as producing an average 145 of the absolute value dif 
ferences 265. The average 145 represents a variation in aver 
age position and is input to a detection WindoW Width 
controller 57. 
The detection WindoW Width controller 57 functions as 

using the variation Width 145 to produce detection WindoW 
Width information 150 as described in more detail beloW. The 
detection WindoW Width information 150 is connected to a 
detection WindoW generator 58. The detection WindoW gen 
erator 58 serves as being responsive to the detection WindoW 
Width information 150 to generate the symbol detection Win 
doW 60. 

In operation, the correlation peak value detector 40, FIG. 1, 
?rst provides the peak position information 110 of a correla 
tion value. The symbol detection WindoW controller 50 
receives the correlation peak position information 110, and 
the symbol timing counter 51 stores a counter value repre 
senting the correlation peak in its storage, not shoWn. After 
receiving several symbols, the counter value averaging circuit 
53 averages the counter values 255 stored in the storage. 
The average position determining circuit 54 then produces 

from the average counter value 261 an average position 263 of 
the correlation peak positions. The absolute value differen 
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tiator 55 then produces the absolute values 265 of differences 
between the average position 263 and the counter values 259 
that are subsequently input from the symbol timing counter 
51. The absolute value difference averaging circuit 56 pro 
duces the average, i.e. variation Width, 145 of the absolute 
value differences 265. Using the variation Width 145, the 
detection WindoW Width controller 57 produces detection 
WindoW Width information 150. The detection WindoW gen 
erator 58 then generates the symbol detection WindoW 60 
from the detection WindoW Width information 150. 

Referring additionally to FIG. 6, the relationship betWeen 
the variation Width 145 and the detection WindoW Width Will 
be described beloW. When the variation Width 145 is equal to 
or less than a predetermined threshold, it is expected that the 
correlation peak positions of the symbols that are subse 
quently received Will also fall in the vicinity of the average 
position 263. In other Words, it is possible that the correlation 
peak positions Will appear in the range of the average position 
263 covering the variation Width 145 on both sides, as illus 
trated in FIG. 6. Therefore, even When the detection WindoW 
W is reduced toWard the vicinity of the average position 263, 
for example, to the range W1 shoWn in the ?gure, the intended 
symbol correlation values 269 may be acquired. 
The detection WindoW Width W, When not reduced, Would 

thus have detected a plurality of correlation values 267 due to 
noise or the like While that symbol detection WindoW is open, 
thus causing symbol errors. The detection WindoW Width W1, 
When reduced by the detection WindoW Width control as 
described above can, hoWever, appropriately exclude corre 
lation values 267 other than the intended symbol correlation 
values 269, thus acquiring the expected demodulated symbol 
data. 

In this Way, in the instant embodiment, the symbol corre 
lation peak position 261 can be used to produce the average 
peak position 263, and the correlation peak position 261 and 
the average peak position 263 can be used to produce the 
variation Width 145, Which can be used to control the symbol 
detection WindoW Width W, thereby minimiZing symbol 
detection errors. 

Thus, according to the illustrative embodiment of the 
present invention, even When noise or the like causes a plu 
rality of correlation values exceeding the threshold during a 
period When the symbol detection WindoW is open, the 
intended symbol correlation values so far are used to adjust or 
control the Width of the symbol detection WindoW, depending 
on the magnitude of jitter in symbol correlation value. The 
correlation values other than an intended symbol correlation 
value may thus be excluded from an object to be detected. The 
problem involved in the conventional technology that a plu 
rality of detected correlation values may cause a symbol 
erroneously to be demodulated can thus be avoided by the 
present illustrative embodiment. 

Well, With reference to FIG. 7, a spread spectrum receiver 
in an alternative embodiment of the present invention Will be 
described. The circuit con?guration of the alternative 
embodiment may be the same as the illustrative embodiment 
described With reference to FIG. 1, except that a correlation 
threshold generator 80 is added in the alternative embodi 
ment. The correlation threshold generator 80 is provided, as 
shoWn in FIG. 7, betWeen the output 150 of the symbol 
detection WindoW controller 50 and the input 160 of the 
comparator 30. The correlation threshold generator 80 func 
tions as generating correlation threshold information 160 
required by the comparator 30 from the symbol detection 
WindoW Width information 150 generated by the symbol 
detection WindoW controller 50. 
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8 
A description Will noW be given of the relationship of the 

symbol detection WindoW Width With the correlation thresh 
old. In the previous illustrative embodiment, the symbol 
detection WindoW controller 50 operates so that absolute 
value differences betWeen a correlation peak position and the 
average of correlation peak positions are averaged to give a 
variation Width, Which is then used to adjust the symbol 
detection WindoW Width. More particularly, regardless of a 
high or loW noise environment, jitter in correlation peak value 
is determined, and the jitter Width and the variation Width are 
used to adjust the symbol detection WindoW Width. Thus, in 
the symbol detection WindoW, a plurality of symbol correla 
tion values Would not fall due to noise. In the symbol detec 
tion WindoW, therefore, the correlation value of an intended 
symbol only is detected, so that the correlation threshold of 
the correlation value may be set even loWer Without involving 
a noise-induced detection error to successfully demodulate or 
restore intended symbols. 

Considering this point, in the alternative embodiment 
shoWn in FIG. 7, the correlation threshold generator 80 is 
adapted to be responsive to the symbol detection WindoW 
Width 150 to generate the correlation threshold 160 that is 
supplied to the comparator 30. In generating the correlation 
threshold 160, When the variation Width 145 and hence the 
symbol detection WindoW Width W is small, it is expected that 
a loW noise environment is provided and the jitter 90 is also 
small. The correlation threshold may thus be set higher, still 
correctly demodulating the symbol. A high correlation 
threshold may thus be generated. Conversely, When the varia 
tion Width 145 and hence the symbol detection WindoW Width 
W is large, it is expected that a high noise environment is 
provided and the jitter 90 is also large. A loW correlation 
thresholdmay thus be generated. Such a correlation threshold 
control may even appropriately detect such a symbol that has 
its correlation value less than the correlation threshold and 
hence cannot be detected heretofore. 

With reference to FIG. 8 noW, the correlation threshold 
generator 80 in the alternative embodiment includes a 
receiver 81. The receiver 81 is an input circuit adapted for 
receiving the detection WindoW Width information 150 pro 
duced at a predetermined time interval by the symbol detec 
tion WindoW controller 50, and sending out the information 
150 in the form of detection WindoW Width data 8211 to a 
detection WindoW Width data storage 82 and a correlation 
threshold calculator 86. The detection WindoW Width data 
storage 82 serves as temporarily storing the detection WindoW 
Width data 8211. The storage 82 has its detection WindoW 
Width data output 271 interconnected to an average detection 
WindoW Width data calculator 83. 

The average detection WindoW Width data calculator 83 
functions to read out the detection WindoW Width data 8211 
stored in the detection WindoW Width data storage 82, and 
produces the average of the data 8211 thus read out to develop 
resultant average detection WindoW Width data 82b. The aver 
age detection WindoW Width data 82b is output to an average 
detection WindoW Width data holding circuit 84. The average 
detection WindoW data holding circuit 84 is adapted for tem 
porarily holding the average detection WindoW Width data 
82b. The holding circuit 84 has its output 273 interconnected 
to a correlation threshold calculator 86. 

The correlation threshold generator 80 also includes an 
average correlation threshold holding circuit 85. The average 
correlation threshold holding circuit 85 is a setting circuit 
Which has a predetermined average correlation threshold 8511 
set in advance to hold and send out the threshold 85a to a 
correlation threshold calculator 86. 
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The correlation threshold calculator 86 is a comparator 
adapted for comparing the detection WindoW Width data 82a 
from the receiver 81 With the average detection WindoW Width 
data 273 from the average detection WindoW Width data hold 
ing circuit 84 to calculate a difference betWeen the detection 
WindoW Width data 8211 and the average detection WindoW 
Width data 273. More particularly, the correlation threshold 
calculator 86 subtracts, When the detection WindoW Width 
data 8211 is larger than the average detection WindoW Width 
data 273, a value corresponding to the calculated difference 
from the average correlation threshold 85a in the average 
correlation threshold holding circuit 85 to obtain and hold a 
resultant correlation threshold 275. When the detection Win 
doW Width data 82a is smaller than or equal to the average 
detection WindoW Width data 273, the correlation threshold 
calculator 86 adds a value corresponding to the calculated 
difference to the average correlation threshold 85a and holds 
the resulting sum as the correlation threshold 275. The cor 
relation threshold output 275 is connected to a correlation 
threshold transmitter 88. The transmitter 88 serves as trans 
mitting the output 275 as the correlation threshold 160 to the 
comparator 30, FIG. 7. 

The operation in the alternative embodiment may be the 
same as the previous embodiment shoWn in and described 
With reference to FIG. 1 except the operation relating to the 
correlation threshold generator 80 thus added. In the correla 
tion threshold generator 80, the detection WindoW Width 
information 150 produced by the symbol detection WindoW 
controller 50 is input to the receiver 81 and output as the 
detection WindoW Width data 8211. The detection WindoW 
Width data 82a is stored at a predetermined time interval in the 
detection Window Width data storage 82. The average detec 
tion WindoW Width data calculator 83 averages the stored 
detection WindoW Width data 8211 and produces resultant aver 
age data as average detection WindoW Width data 82b. The 
data 82b is in turn held in the average detection WindoW Width 
data holding circuit 84. 

The correlation threshold calculator 86 then compares the 
detection WindoW Width data 8211 With the average detection 
WindoW Width data 273, and calculates a difference betWeen 
the detection WindoW Width data 8211 and the average detec 
tion WindoW Width data 273. When the detection WindoW 
Width data 82a is larger than the average detection WindoW 
Width data 273, a value corresponding to the calculated dif 
ference is subtracted from the average correlation threshold 
85a to obtain a resultant correlation threshold 275. The 
threshold 275 is then held in the calculator 86. Conversely, 
When the detection WindoW Width data 82a is smaller than or 
equal to the average detection WindoW Width data 273, a value 
corresponding the difference is added to the average correla 
tion threshold 85a and the resulting sum is held as the corre 
lation threshold 275. The correlation threshold transmitter 88 
then sends out the correlation threshold 160 to the comparator 
30. 

The present alternative embodiment may thus provide, 
even in a high noise environment, an appropriately controlled 
Width of the symbol detection WindoW, Which alloW for detec 
tion of an intended symbol Without being affected by noise. In 
addition, the detection WindoW Width can be used to control 
the correlation threshold at the optimum value, thus even 
alloWing for detection of a symbol not higher than the corre 
lation threshold, and preventing symbols from being unde 
tected. 

The entire disclosure of Japanese patent application no. 
2006-164557 ?led on Jun. 14, 2006, including the speci?ca 
tion, claims, accompanying draWings and abstract of the dis 
closure is incorporated herein by reference in its entirety. 

10 
While the present invention has been described With refer 

ence to the particular illustrative embodiments, it is not to be 
restricted by the embodiments. It is to be appreciated that 
those skilled in the art can change or modify the embodiments 

5 Without departing from the scope and spirit of the present 
invention. 

What is claimed is: 
1. A spread spectrum receiver comprising a plurality of 

correlators for obtaining correlations betWeen a received 
spread spectrum signal input and all of spread code sequences 
for the received spread spectrum signal to produce resultant 
correlation values, Wherein said receiver compares the corre 
lation values produced With a correlation threshold during a 
period in Which a symbol detection WindoW is open and 
Which corresponds to a symbol detection period, and, When 
the correlation values exceed the correlation threshold, sym 
bol data corresponding to the spread code sequence of one of 
said correlators Which exceeds the correlation threshold is 
demodulated into received symbol data, 

said receiver further comprising: 
a correlation peak value detector for detecting a correlation 

peak value from the correlation values; 
a symbol detection WindoW controller operative in 

response to the correlation values and position informa 
tion of the correlation peak value optimum WindoW 
Width for producing information of the symbol detection 
WindoW, and generating an optimum WindoW Width 
symbol detection WindoW having an optimum WindoW 
Width from the optimum WindoW Width information; 

a comparator including a correlation threshold holding 
circuit for holding the correlation threshold, said com 
parator determining, during a predetermined period 
When the optimum WindoW Width symbol detection Win 
doW is open, Whether or not the correlation value 
exceeds the correlation threshold; 

a symbol data selector for determining, When the correla 
tion value exceeds the correlation threshold held in said 
correlation threshold holding circuit, symbol data cor 
responding to the spread code sequence of one of said 
correlators Which produces the correlation value 
exceeding the correlation threshold as the received sym 
bol data; and 

a correlation threshold generator for generating the corre 
lation threshold from the information of the detection 
WindoW Width to provide said comparator With the 
threshold, 

said comparator updating the correlation threshold held in 
said correlation threshold holding circuit With the cor 
relation threshold generated by said correlation thresh 
old generator, 

Wherein said correlation threshold generator comprises: 
an average correlation threshold holding circuit for holding 

an average correlation threshold; 
a detection WindoW Width data storage for receiving from 

said comparator detection WindoW Width data included 
in the detection WindoW Width at a predetermined time 
interval to store the detection WindoW Width data 
therein; 

an average detection WindoW Width data calculator for 
calculating an average of the stored detection WindoW 
Width data, and holding the average as average detection 
WindoW Width data; 

a correlation threshold calculator for receiving from said 
comparator the detection WindoW Width data included in 
the detection WindoW Width, 
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said correlation threshold calculator comparing the detec 
tion WindoW Width data With the average detection Win 
doW Width data, 

calculating a difference betWeen the detection WindoW 
Width data and the average detection WindoW Width data, 

subtracting, When the detection WindoW Width data is 
larger than the average detection WindoW Width data, a 
value corresponding to the difference from the average 
correlation threshold held in said average correlation 
threshold holding circuit to obtain the correlation thresh 
old, and holding the obtained correlation threshold, and 

adding, When the detection WindoW Width data is smaller 
than or equal to the average detection WindoW Width 
data, a value corresponding to the difference to the aver 
age correlation threshold held in said average correla 
tion threshold holding circuit to obtain the correlation 
threshold, and holding the obtained correlation thresh 
old; and 

a transmitter for transmitting the obtained correlation 
threshold to said comparator. 

2. A method of receiving spread spectrum Wherein corre 
lation values are obtained betWeen an input signal and trans 
mission spread code sequences by a plurality of correlators 
provided correspondingly to the transmission spread code 
sequences, 

the correlation values obtained during a period in Which a 
symbol detection WindoW is open are compared With a 
correlation threshold, the period corresponding to a 
symbol detection period, and 

When the correlation values exceed the correlation thresh 
old, symbol data corresponding to the spread code 
sequence associated With a correlation value indicating a 
maximum of correlation peak values is used to demodu 
late received symbol data, 

said method comprising: 
a ?rst step of holding the correlation threshold; 
a second step of producing a correlation value betWeen the 

input signal and the transmission spread code 
sequences; 

a third step of detecting the correlation peak value from the 
correlation values; 

a fourth step of producing from the correlation values and 
position information of the correlation peak values opti 
mum WindoW Width information of the symbol detection 
WindoW; 
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12 
a ?fth step of generating from the optimum WindoW Width 

information an optimum WindoW Width symbol detec 
tion WindoW having an optimum WindoW Width; 

a sixth step of determining, during a predetermined period 
When the optimum WindoW Width symbol detection Win 
doW is open, Whether or not the correlation values 
exceeds the correlation threshold; 

a seventh step of determining, When the correlation values 
exceed the correlation threshold, the symbol data corre 
sponding to the spread code sequence of one of the 
correlators Which outputs the correlation value exceed 
ing the correlation threshold as the received symbol 
data; and 

an eighth step of generating the correlation threshold from 
the detection WindoW Width information; and 

a ninth step of updating the correlation threshold held in the 
?rst step With the correlation threshold generated in said 
eighth step, 

Wherein said eighth step comprises: 
a ?rst substep of holding the average correlation threshold; 
a second substep of storing, at a predetermined interval 

time, detection WindoW Width data included in the detec 
tion WindoW Width in said sixth step; 

a third substep of calculating an average of the stored 
detection WindoW Width data and holding the average as 
average detection WindoW Width data; and 

a fourth substep of comparing the detection WindoW Width 
data included in the detection WindoW Width in said sixth 
step With the average detection WindoW Width data, 

said fourth substep calculating a difference betWeen the 
detection WindoW Width data and the average detection 
Window Width data, 

subtracting, When the detection WindoW Width data is 
larger than the average detection WindoW Width data, a 
value corresponding to the difference from the average 
correlation threshold held in said ?rst substep to obtain 
the correlation threshold, and holding the obtained cor 
relation threshold, and 

adding, When the detection WindoW Width data is smaller 
than or equal to the average detection WindoW Width 
data, a value corresponding to the difference to the aver 
age correlation threshold held in said ?rst substep to 
obtain the correlation threshold, and holding the 
obtained correlation threshold; and 

a ?fth substep of forWarding the obtained correlation 
threshold to said sixth step. 

* * * * * 


