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SPECTROGRAM MASK TRIGGER 

BACKGROUND OF THE INVENTION 

The present invention relates to spectrum analZyers, and 
more particularly to spectrum analyZers With the capability of 
displaying spectrum information over time. 
A display of spectrum information over time is often 

referred to as a “spectrogram.” In a spectrogram frequency is 
along one axis and time is along another. Spectral amplitude 
is often denoted With color or With brightness gradations 
(grey scale). Several current spectrum analyZers on the mar 
ket have a spectrogram display function including the Tek 
tronix WCA200, WCA300, RSA2200 and RSA3300 series 
realtime spectrum analyZers. Such a spectrogram is also illus 
trated in FIG. 2 ofU.S. Pat. No. 4,870,348. The above-refer 
enced realtime spectrum analyZers capture seamless blocks 
of data for later analysis. Unlike conventional sWept spectrum 
analyZers, no data Within the blocks is missed or lost. One 
function that may be performed on this data is a function 
called a frequency mask trigger. In the case of the WCA200 
this trigger is implemented With a dedicated fast Fourier 
transform (FFT) processor that Works on the realtime data 
provided by its receiver system. When the user-de?ned fre 
quency mask is violated, a prede?ned block of data is stored 
that includes information on What happened around the event 
that violated the frequency maskidata before the event 
being referred to as pre-trigger data and data after the event 
being referred to as post-trigger data. The frequency mask 
trigger Works by comparing each spectrum the FFT processor 
calculates to a prede?ned mask. In this manner the spectrum 
analyzer Waits for a speci?c single event to occur. 

There are signals that occur Where a carrier might be fol 
loWing an expected trajectory or have a particular sequence of 
frequency changes, such as is displayed by a hopping signal. 
A single event frequency mask is not able to provide a trigger 
that is a function of such complex events, but rather Would 
provide inappropriate triggers as the carrier or hopping trig 
ger changed frequencies. 
What is desired is a frequency mask trigger that alloWs a 

spectrum analyZer to trigger on multiple or complex events. 

BRIEF SUMMARY OF THE INVENTION 

Accordingly the present invention provides a spectrogram 
mask trigger in response to multiple or complex frequency 
events Within a signal being monitored. A sequence of fre 
quency masks over a period of time are generated according 
to a frequency trajectory, frequency hops or other complex 
frequency events expected in the signal to form a spectrogram 
mask. The spectrogram mask is then applied to multiple spec 
tra of the signal to determine Whether an anomalous fre 
quency event has occurred Within the time period or to iden 
tify a particular frequency pattern Within the signal. 
Depending upon the results of the spectrogram mask appli 
cation, the spectrogram mask trigger is generated for storing 
a block of data from the signal surrounding the triggering 
event for further analysis. 

The objects, advantages and other novel features of the 
present invention are apparent from the folloWing detailed 
description When read in conjunction With the appended 
claims and attached draWing. 

BRIEF DESCRIPTION OF THE SEVERAL 
VIEWS OF THE DRAWING 

FIG. 1 is a graphic vieW of a frequency mask for generating 
a trigger signal according to the prior art. 
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2 
FIG. 2 is a basic block diagram of a realtime spectrum 

analyZer according to the prior art. 
FIG. 3 is a graphic vieW of replicated frequency masks for 

generating a spectrogram mask trigger according to the 
present invention. 

FIG. 4 is a graphic vieW of the replicated frequency masks 
translated into a spectrogram mask according to the present 
invention. 

FIG. 5 is a graphic vieW of a spectrogram mask for gener 
ating a spectrogram mask trigger on a speci?c sequence of 
hops in a frequency hopping signal according to the present 
invention. 

FIG. 6 is a partial basic block diagram of a realtime spec 
trum analyZer according to the present invention. 

DETAILED DESCRIPTION OF THE INVENTION 

FIG. 1 is an example of a frequency mask applied to the 
spectrum of an input signal. As shoWn the frequency mask 
de?nes a region in the frequency domain, the amplitude and 
frequency boundaries of Which de?ne either a valid signal 
region or an invalid signal region. In this example the fre 
quency mask, as indicated by the shaded areas, is in a form of 
tWo rectangles With a space betWeen them that de?nes invalid 
signal regions in the frequency domain. If the carrier fre 
quency of the signal drifts one Way or the other too much, or 
if spurious sidebands or intermodulation signals occur about 
the carrier frequency, the resulting spectrum Will have fre 
quency components that intersect With the frequency mask 
regions to produce a frequency mask trigger signal. 
As shoWn in FIG. 2 a signal of interest is input to an 

acquisition system 12 Which preferably covers a large band 
Width. The acquisition system 12 produces a time domain 
representation of the signal in the form of a stream of digitiZed 
data. The digitiZed data is processed by a fast Fourier trans 
form (FFT) module 14 to produce a frequency domain rep 
resentation of the signal in the form of a spectrum for a 
speci?ed time interval. Spectra of the signal over multiple 
time intervals are processed by a display processor 16 for 
presentation on an appropriate display device 18 in the form 
of a spectrogram, as described in the above-mentioned US. 
Pat. No. 4,870,348. Each spectrum also is input to a trigger 
generator 20 for comparison With a frequency mask FM. 
Depending upon the results of the comparison, a frequency 
mask trigger is generated that causes the acquisition system 
12 to store a block of digital data from the digital data stream 
surrounding the trigger event in a suitable storage device 22, 
such as a random access memory (RAM). The stored data 
may then be processed by a digital signal processor (DSP) 24, 
the results of Which are provided to the display processor 16 
for presentation on the display device 18. 

FIG. 3 shoWs that according to the present invention a 
frequency mask may be replicated over a period of time so 
that a more complex frequency event may be de?ned. In this 
instance the requirement is that the carrier for the signal of 
interest remain Within the limits of the speci?ed frequency 
range for several time intervals. Any variation of the carrier 
signal outside those limits Within the period of time de?ned 
by the frequency masks, or any other spurious frequency 
signals Within that period of time, may violate the frequency 
masks to produce a trigger signal. Alternatively such a repli 
cated frequency mask may be used to identify a signal that 
occurs at the particular frequency range for the speci?ed 
period of time in order to generate a trigger signal because the 
signal does not change in frequency. 
The primary concept of the present invention is to improve 

upon the triggering function of a spectrum analyZer to trigger 
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on a user-de?ned mask on a spectrogram display. Such a 
trigger is either “positive” (analyzer samples until the 
changes in frequency exactly match a preset “trajectory” for 
the mask) or “negative” (changes in frequency violate the 
present trajectory). Therefore the analyZer may trigger on 
events Where a carrier may be folloWing an expected traj ec 
tory but unintended intermodulation or spurious responses 
during operation may cause mask violation. Such a mask as 
described herein may be used to trigger on a pre-de?ned serial 
event pattern like a particular sequence of frequency changes 
displayed by a “hopping” signal. 

Implementation of a spectrogram frequency mask trigger 
requires de?nition of mask amplitude values, just like in the 
current frequency mask trigger applications. HoWever such a 
mask is then turned “on edge” and replicated With the desired 
frequency offsets in time, as shoWn in FIG. 4, to create the 
spectrogram mask trigger. Further any one or number of 
individual frequency masks may be altered Within the 
sequence that make up the spectrogram mask trigger to cap 
ture or gate speci?c events Within the mask interval. An 
example of this is the expected spectral “splatter” at the 
beginning and end of a pulse caused by tum-on and tum-off 
transients in an ampli?er. In this case the frequency masks 
may be altered at the beginning and end of the spectrogram 
mask period to alloW for these excursions, but be held tighter 
during the body of the pulse Where the spectrum is expected 
to be cleaner. FIG. 5 illustrates a spectrogram mask trigger for 
triggering on a speci?c sequence of hops in a frequency 
hopping signal. 

The spectrum analyZer shoWn in FIG. 2 may be modi?ed as 
shoWn in FIG. 6 by having a spectrogram memory 26 coupled 
to the output of the display processor 16 to store multiple 
spectra from the input signal. A trigger generator 28 receives 
the multiple spectra from the spectrogram memory 26 and 
does a comparison With the spectrogram mask SM. Such a 
comparison could be made by comparing each spectrum in 
sequence With a corresponding frequency mask Within the 
spectrogram mask and combining the results. A spectrogram 
mask trigger is generated by the trigger generator 28 When 
either each comparison indicates no violation or When one of 
the comparisons produces a violation, depending upon the 
particular frequency pattern for Which the spectrogram mask 
is designed. Of course the spectrogram memory 26 is updated 
With each neW signal spectrumithe oldest spectrum is 
removed and the neW spectrum is added. The comparison 
With the spectrogram mask occurs after each update. 

Thus the present invention provides a spectrogram mask 
trigger by de?ning a plurality of frequency masks over a 
speci?ed period of time as a spectrogram mask so that mul 
tiple spectra of an input signal are examined for conformance 
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4 
or deviation from the spectrogram mask in order to generate 
the spectrogram mask trigger for acquiring data for storage 
and further processing. 
What is claimed is: 
1. An apparatus for generating a spectrogram mask trigger 

signal comprising: 
means for generating a spectrogram of an input signal 

having a plurality of spectra; and 
means for comparing the spectrogram With a spectrogram 
mask having a sequence of frequency masks over a 
speci?ed time period to generate the spectrogram mask 
trigger signal When the spectrogram intersects With the 
spectrogram mask. 

2. The apparatus as recited in claim 1 Wherein the spectro 
gram mask comprises a sequence of frequency masks that 
de?ne a speci?c sequence of frequency hops in a frequency 
hopping signal. 

3. The apparatus as recited in claim 1 Wherein the spectro 
gram mask comprises a sequence of frequency masks that 
provide for expected spectral splatter at the beginning and end 
of a pulse signal caused by tum-on and tum-off transients in 
an ampli?er. 

4. The apparatus as recited in claim 1 Wherein the spectro 
gram mask comprises a sequence of frequency masks that 
de?ne an expected frequency trajectory of a carrier in the 
input signal. 

5. An apparatus for generating a spectrogram mask trigger 
signal comprising: 
means for generating a spectrogram of an input signal 

having a plurality of spectra; and 
means for comparing the spectrogram With a spectrogram 
mask having a sequence of frequency masks over a 
speci?ed time period to generate the spectrogram mask 
trigger signal When the spectrogram does not intersect 
With the spectrogram mask. 

6. The apparatus as recited in claim 5 Wherein the spectro 
gram mask comprises a sequence of frequency masks that 
de?ne a speci?c sequence of frequency hops in a frequency 
hopping signal. 

7. The apparatus as recited in claim 5 Wherein the spectro 
gram mask comprises a sequence of frequency masks that 
provide for expected spectral splatter at the beginning and end 
of a pulse signal caused by tum-on and tum-off transients in 
an ampli?er. 

8. The apparatus as recited in claim 5 Wherein the spectro 
gram mask comprises a sequence of frequency masks that 
de?ne an expected frequency trajectory of a carrier in the 
input signal. 


