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SCRATCH RESISTANT COATED GLASS 
ARTICLE INCLUDING CARBIDE LAYER(S) 

RESISTANT T0 FLUORIDE-BASED 

ETCHANT(S) 

This application claims priority on Us. Provisional Patent 
Application Nos. 60/529,624, ?led Dec. 16, 2003, and 
60/529,103, ?led Dec. 15, 2003, and this application is a 
continuation-in-part (CIP) of Us. patent application Ser. No. 
10/899,305, ?led Jul. 27, 2004, the entire disclosures of 
Which are all hereby incorporated herein by reference. 

This application relates to a coated article including a coat 
ing supported by a glass substrate. The coating includes an 
anti-etch layer that is resistant to ?uoride-based etchant(s), 
and may also include other layer(s) such as a scratch-resistant 
layer comprising diamond-like carbon (DLC). Coated 
articles according to different embodiments of this invention 
may be used as WindoWs or in any other suitable application. 

BACKGROUND OF THE INVENTION 

Unfortunately, vandals have increasingly been turning to 
glass etchants as a tool of choice for gra?iti. For example, 
gra?iti on glass WindoWs of subWay cars is commonplace. 
Vandals have been forming such graf?ti on WindoWs of sub 
Way cars, buildings, trains, buses and other glass WindoWs by 
using glass etchants Which are capable of etching glass at 
locations Where such etchants are applied. 

Armor-etch is an example of a bi?uoride salt (e.g., ammo 
nia bi?uoride or sodium bi?uoride) based paste used for 
etching patterns on glass surfaces, and has been used in form 
ing graf?ti. The mechanism of ?uoride ion attack on SiO2 of 
glass is summarized beloW for purposes of example only and 
understanding. 

Though hydrogen ?uoride (HF) does not dissociate Well, 
active hydrogen ?uoride paste reacts With silicate (Which 
forms the matrix for glass) in the presence of Water as in the 
folloWing equations: 

An alternative type of glass etching material, Which is also 
a bi-?uoride based etchant, is sometimes referred to as B&B 
etching creme manufactured by B&B Etching Products. 
Ammonium bi?uoride ((NH4)HF2) and sodium bi?uoride 
(NaHF2) salts are very soluble in Water. For example, a 2.8 
g/ 100 g solution of ammonium ?uoride Would produce a 1.7 
g/ 100 g solution of hydro?uoric acid (HP) at pH 1, With 85% 
of the ?uorine atoms in the form of HF. At higher concentra 
tions or higher pH, a signi?cant amount of the HF; ion is 
present. Acidi?ed ?uorides can produce substantial quantities 
of HP in solution. 

The active ammonia bi-?uoride reacts With silicate in the 
presence of Water as presented in the folloWing equations: 

An equilibrium is established betWeen the reactants and 
products. Thus, as hydrogen ?uoride is consumed in reacting 
With the SiO2 of the glass, more hydrogen ?uoride is pro 
duced to maintain the equilibrium. The SiO2 etch rate (i.e., the 
etch rate of the glass) is linearly related to the HF“ and HF; 
concentrations, and is not related to the F- concentration at 
any pH. 
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2 
Conventional coatings used for ?uoride resistance to pro 

tect glass from such etchings are polymer-based ?lm. Unfor 
tunately, these coatings are susceptible to damage and are not 
scratch resistant thereby rendering their use in environments 
such as subWay cars, buses and vehicles undesirable. More 
over, in some cases the ?lm can be lifted and the etchant 
applied under the ?lm. 

Scratch resistant coated glass articles are knoWn Which 
utiliZe a layer(s) comprising diamond-like carbon (DLC) on 
the glass surface. For example, see U.S. Pat. Nos. 6,261,693, 
6,303,226, 6,280,834, 6,284,377, 6,447,891, 6,461,731, 
6,395,333, 6,335,086, and 6,592,992, the disclosures of 
Which are all hereby incorporated herein by reference. While 
carbon is resistant to ?uoride ion (and H132‘) attack, these 
layers When formed via ion beam deposition techniques at 
very small thicknesses give rise to micro-particulates on the 
substrate. When such layers are very thin in nature, these 
micro-particles may give rise to pinholes Which are pathWays 
for the HP to attack the underlying glass. Thus, scratch resis 
tant coated articles Which utiliZe only a layer comprising 
DLC on the glass are sometimes susceptible to the ?uoride 
based etchant attacks described above. 

In vieW of the above, it can be seen that there exists a need 
in the art for a scratch resistant coated article Which is also 
resistant to attacks by ?uoride-based etchant(s). 

BRIEF SUMMARY OF EXAMPLES OF THE 
INVENTION 

A scratch resistant coated article is provided Which is also 
resistant to attacks by at least some ?uoride-based etchant(s) 
for at least a period of time. In certain example embodiments, 
an anti-etch layer(s) is provided on the glass substrate in order 
to protect the glass substrate from attacks by ?uoride-based 
etchant(s). In certain example embodiments, the anti-etch 
layer(s) is substantially transparent to visible light. 

In certain example embodiments, the anti-etch layer may 
be provided on the glass substrate, along With an overlying 
scratch resistant layer of or including diamond-like carbon 
(DLC). 

In certain example embodiments, an underlayer(s) may be 
provided under the anti-etch layer(s). 

In certain example embodiments, the anti-etch layer(s) 
may comprise or consist essentially of Zirconium oxycarbide, 
hydrogenated Zirconium oxycarbide, tin oxycarbide, or 
hydrogenated tin oxycarbide. In certain example embodi 
ments, the optional underlayer(s) may comprise or consist 
essentially of silicon oxide, silicon nitride, and/ or the like. 

In certain example embodiments, there is provided a 
method of making a coated article, the method comprising 
providing a glass substrate, and sputtering a target comprising 
Zirconium in an atmosphere comprising oxygen and carbon 
so as to form a layer comprising Zirconium oxycarbide. 

In other example embodiments of this invention, there is 
provided a method of making a coated article, the method 
comprising: providing a substrate; and sputtering a target 
comprising Zirconium and/or tin in an atmosphere compris 
ing oxygen and carbon so as to form a layer comprising 
Zirconium oxycarbide and/or tin oxycarbide. 

In other example embodiments of this invention, there is 
provided a coated article comprising a glass substrate; an 
anti-etch layer comprising Zirconium oxycarbide and/ or tin 
oxycarbide supported by the glass substrate, Wherein the 
anti-etch layer is resistant to at least some ?uoride-based 
glass etchants; and optionally a layer comprising diamond 
like carbon (DLC) provided on the glass substrate over at least 
the anti-etch layer. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a cross sectional vieW of a coated article according 
to an example embodiment of this invention. 

FIG. 2 is a cross sectional vieW of a coated article according 
to another example embodiment of this invention. 

FIG. 3 is a cross sectional vieW of a coated article according 
to another example embodiment of this invention. 

FIG. 4 is a cross sectional vieW of a coated article according 
to another example embodiment of this invention. 

FIG. 5 is a cross sectional vieW of a coated article according 
to another example embodiment of this invention. 

FIG. 6 is a cross sectional vieW of a coated article according 
to another example embodiment of this invention. 

FIG. 7 is a schematic diagram illustrating an example 
method of depositing and/ or forming an anti-etch layer 
according to an example embodiment of this invention. 

DETAILED DESCRIPTION OF EXAMPLE 
EMBODIMENTS OF THE INVENTION 

Referring noW more particularly to the accompanying 
draWings in Which like reference numerals indicate like parts/ 
layers throughout the several vieWs. 

Coated articles according to certain example embodiments 
of this invention may be used as subWay car WindoWs, transit 
bus WindoWs, train WindoWs, or other types of vehicle Win 
doWs, or the like in different applications. Coated articles 
according to certain example embodiments of this invention 
may also be used as architectural WindoWs, in monolithic or 
IG unit form. Coated articles such as WindoWs according to 
certain example embodiments of this invention may have a 
visible transmission of at least about 15%, more preferably at 
least about 50%, more preferably of at least about 60%, and 
even more preferably of at least about 70%. In certain 
example embodiments of this invention, any of the coated 
articles discussed herein may or may not be heat treated (e.g., 
thermally tempered). 
A scratch resistant coated article is provided Which is also 

resistant to attacks by ?uoride-based etchant(s). In certain 
example embodiments, an anti-etch layer(s) is provided on 
the glass substrate in order to protect the glass substrate from 
attacks by ?uoride-based etchant(s). In certain example 
embodiments, the anti-etch layer(s) is substantially transpar 
ent to visible light (i.e., the anti-etch layer if deposited alone 
Would be transmissive to at least about 60% of visible light, 
more preferably at least about 70% of visible light, and even 
more preferably at least about 80% of visible light). 

In certain example embodiments of this invention, single or 
multi-layer coatings according to example embodiments of 
this invention are able to resist HF attack on glass for tWenty 
four hours or so With no visible sign of signi?cant adverse 
effect. In example embodiments of this invention, such coat 
ings have a dense structure, are characterized by loW pinhole 
density, and/ or are characterized by substantial chemical 
inertness (e.g., forming insoluble ?uorides). 

In certain example embodiments, the thickness of the anti 
etch layer (see any layer 2 or 2' herein) need not exceed about 
0.9 pm (or 9,000 A). In certain example embodiments, the 
thickness of the anti-etch layer (2 or 2') may be from about 50 
to 9,000 A, more preferably from 100-5,000 A. In certain 
preferred instances, the anti-etch layer (2 or 2') is preferably at 
least about 2,500 A thick, and still more preferably from 
about 3,000 to 5,000 A thick. Although the anti-etch layer 
may be thinner than this in certain example embodiments of 
this invention, if it is thinner than this then etch resistance may 
suffer undesirably. Moreover, When it is thicker than this 
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4 
range optical properties such as visible transmission or the 
like may suffer. We note hoWever that t is possible for the 
anti-etch layer to be thicker (e.g., from 9,000 to 20,000 A) in 
certain instances. 

FIG. 1 is a cross sectional vieW of a coated article according 
to an example embodiment of this invention. The coated 
article includes a glass substrate 1 (e.g., soda lime silica glass, 
or borosilicate glass Which may or may not be polished) 
Which supports both an anti-etch layer 2 and a scratch resis 
tant layer 3 of or including DLC or the like. 
The layer 3 of or including DLC may be any of the DLC 

inclusive layers described in one or more of US. Pat. Nos. 

6,261,693, 6,303,226, 6,280,834, 6,284,377, 6,447,891, 
6,461,731, 6,395,333, 6,335,086, and/or 6,592,992, and may 
be deposited/ formed in any of the manners described in any of 
these patents, the disclosures of Which are all incorporated 
herein by reference. For example, and Without limitation, 
DLC inclusive layer 3 may be from about 5 to 1,000 ang 
stroms (A) thick in certain example embodiments of this 
invention, more preferably from 10-300 A thick. In certain 
example embodiments of this invention, layer 3 including 
DLC may have an average hardness of at least about 10 GPa, 
more preferably at least about 20 GPa, and most preferably 
from about 20-90 GPa. Such hardness renders layer(s) 3 
resistant to scratching, certain solvents, and/ or the like. Layer 
3 may, in certain example embodiments, be of or include a 
special type of DLC knoWn as highly tetrahedral amorphous 
carbon (t-aC), and may be hydrogenated (t-aCzH) in certain 
embodiments (e.g., from 5 to 39% hydrogen, more preferably 
from 5 to 25% hydrogen, and most preferably from 5 to 20% 
hydrogen). This type of DLC includes more sp3 carbon-car 
bon (CiC) bonds than sp2 carbon-carbon (C%) bonds. In 
certain example embodiments, at least about 50% of the car 
bon-carbon bonds in the layer 3 may be sp3 carbon-carbon 
(CiC) bonds, more preferably at least about 60% of the 
carbon-carbon bonds in the layer 3 may be sp3 carbon-carbon 
(CiC) bonds, and most preferably at least about 70% of the 
carbon-carbon bonds in the layer 3 may be sp3 carbon-carbon 
(CiC) bonds. In certain example embodiments of this inven 
tion, the DLC inclusive layer 3 may have a density of at least 
about 2.4 gm/cm3, more preferably of at least about 2.7 
gm/cm3. Example linear ion beam sources that may be used to 
deposit DLC inclusive layer 3 on substrate 1 via an ion beam 
include any ofthose in any ofU.S. Pat. No. 6,359,388, 6,261, 
693, 6,002,208, 6,335,086, 6,303,226, or 6,303,225 (all 
incorporated herein by reference). When using an ion beam 
source to deposit layer(s) 3, hydrocarbon feedstock gas(es) 
(e.g., C2H2), HMDSO, or any other suitable gas, may be used 
in the ion beam source in order to cause the source to emit an 
ion beam toWard substrate 1 for forming DLC inclusive layer 
(s) 3. It is noted that the hardness and/ or density of layer(s) 3 
may be adjusted by varying the ion energy of the depositing 
apparatus. The use of DLC inclusive layer 3 alloWs the coated 
article (e.g., monolithic WindoW, or IG unit) to be more 
scratch resistant than if the coating Were not provided. 

In certain example embodiments of this invention, the glass 
substrate 1 may be ion beam milled before the anti-etch layer 
2 (or layer 4) is deposited thereon. The ion beam milling of the 
glass substrate has been found to remove certain defects on 
the glass surface thereby resulting in a more durable end 
product. For example and Without limitation, any of the 
example techniques of ion beam milling described in US. 
Pat. No. 6,368,664 may be used to ion beam mill the glass 
substrate 1 in this regard, the disclosure of the ’664 being 
incorporated herein by reference. In the FIG. 1 embodiment 
for example, after ion beam milling the glass substrate (e. g., 
to remove at least about 2 A of glass from the substrate, more 
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preferably at least about 5 A, and possibly at least about 10 
A), the anti-etch layer 2 may be deposited using magnetron 
sputtering or IBAD in different embodiments of this inven 
tion. Thereafter, the DLC inclusive layer 3 may be ion beam 
deposited over the anti-etch layer 2. Stack con?gurations may 
be produced by one-pass in-line deposition in a suitably con 
?gured system, or in any other suitable manner. 

Anti-etch layer(s) 2 is provided to alloW the coated article 
to be resistant to attacks by ?uoride-based etchant(s) such as 
those discussed above. The anti-etch layer 2 may be deposited 
by sputtering, ion beam deposition, or ion beam assist depo 
sition (IBAD) in different embodiments of this invention. 
Anti-etch layer 2 substantially prevents (or reduces) ?uoride 
based etchant(s) such as those discussed above from reaching 
the glass substrate 1 for at least a period of time (e.g., for at 
least one hour, more preferably for at least tWelve hours, and 
most preferably for at least tWenty-four hours), thereby ren 
dering the coated article more resistant to attacks by ?uoride 
based etchant(s) such as those discussed above. Moreover, 
since certain embodiments of this invention are used in the 
context of WindoW applications, the anti-etch layer(s) 2 is 
substantially transparent to visible light. 

It has been found that the inclusion of carbon into an 
inorganic layer 2 or coating signi?cantly improves the resis 
tance of the coated glass article to corrosion by ?uoride etch 
ing. In certain example embodiments, at least carbon inclu 
sive reactive gas (e.g., acetylene (C2H2) and/or CO2) is used 
during the deposition process of anti-etch layer 2 in order to 
provide carbon in the resulting layer thereby improving the 
corrosion resistance of the layer and the coated article. As 
shoWn in FIG. 1, the anti-etch layer 2 may comprise or consist 
essentially of Zirconium oxycarbide (e.g., ZrOC), Zirconium 
carbide (ZrC), hydrogenated Zirconium oxycarbide (e.g., 
ZrOCzH), and/or hydrogenated Zirconium carbide (e. g., ZrC: 
H). These materials are advantageous in that Zirconium car 
bide is very scratch resistant, thereby improving the mechani 
cal durability of the coated article in addition to being etch 
resistant. In this respect, Zirconium carbide (even if it also 
includes oxygen) tends to be a very hard and durable material. 
In certain example embodiments of this invention, the Zirco 
nium carbide inclusive layer 2 may be formed (e.g., via sput 
tering or IBAD) so as to have an average hardness of at least 
about 20 GPa, more preferably of at least about 25 GPa, still 
more preferably of at least about 27 GPa, and most preferably 
of at least about 29 GPa. 

Moreover, another advantage associated With these mate 
rials is that Zirconium carbide (Whether or not hydrogenated 
and/ or oxided) is fairly resistant to oxidation in environments 
Where it is exposed to UV rays and/ or Waterithis is an 
improvement over DLC alone in certain example non-limit 
ing embodiments of this invention. 

It has surprisingly been found that When Zr (or Sn as 
discussed beloW) is reactively sputter-deposited or otherWise 
deposited using a carbon inclusive gas such as CZH2 plus 02, 
or CO2 (optionally in addition to Ar gas for example), the 
resulting coating and coated article realiZes signi?cantly 
improved resistance to ?uoride based etching compared to a 
situation Where the Zr (or Sn) is reactively deposited using 
only 02 gas (in addition to Ar). It is believed that the surpris 
ingly improved resistance resulting from the inclusion of 
carbon in the gas and thus the layer is due to the carbon’ s inert 
characteristics. While these surprisingly results are associ 
ated With Zr, the Zr may be replaced With any of the folloWing 
materials in any layer 2 herein: Sn, Ti, Hf, V, Nb or Ta (it is 
expected that these surprisingly results Will also be applicable 
to these materials). 
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6 
As mentioned above, the ZrC or ZROC may be hydroge 

nated in certain example embodiments of this invention. In 
hydrogenated embodiments (e.g., ZrC:H or ZrOCzH), the 
hydrogen content of the layer may be from about l-40%, 
more preferably from about 5-35%, and even more preferably 
from about 5-25%. 

As explained above, When the DLC layer is provided, it is 
typically deposited by an ion beam technique over the Zr 
inclusive anti-etch layer 2. In such instances, due to the high 
energy Which may be used in ion beam depositing DLC 
inclusive layer 3, the DLC may alloy With the Zr at the 
interface betWeen layers 2 and 3. Thus, a thin layer compris 
ing an alloy of Zr and DLC may be provided betWeen layers 
2 and 3 in certain example embodiments of this invention. 

FIG. 2 illustrates another example embodiment of this 
invention Where an underlayer 4 (e.g., silicon nitride, silicon 
oxide {e.g., SiO2 or any other suitable stoichiometry}, or 
silicon oxynitride) is provided betWeen the glass substrate 1 
and the anti-etch layer 2 discussed above. Of course, any of 
the aforesaid anti-etch layers 2 may be used as layer 2 in this 
embodiment. In certain example instances, the underlayer 4 
(Which is preferably a dielectric) has been found to further 
improve the etch resistance of the coated article by removing 
or reducing chemical or other defects on the glass surface. In 
particular, it is believed that the underlayer 4 of silicon oxide 
for example removes or reduces chemical defects on the 
surface on Which the anti-etch layer is directly provided. Such 
defects may lead to groWth defects in the anti-etch layer 2 
Which can be Weak points more susceptible to etchant attack. 
Thus, the removal or reduction of such defects via the use of 
silicon oxide or the like is advantageous in that etch resistance 
can be surprisingly improved. The silicon oxide or the like of 
the underlayer 4 may be formed in any suitable manner, such 
as by magnetron sputtering, ?ame pyrolysis (combustion 
CVD), etc. An example advantage of combustion-CVD is that 
it is an atmospheric pressure process and does not require 
expensive hardWare typically associated With loW pressure 
processes such as sputtering. 

In certain example embodiments of this invention, any of 
the aforesaid underlayers 4 may have a thickness of from 
about 30 to 800 A, more preferably from about 50 to 500 A, 
and most preferably from about 100 to 400 A. 

FIG. 3 illustrates another example embodiment of this 
invention Where the anti-etch layer 2 alone is provided on the 
glass substrate. There need not be any protective layer over 
the anti-etch layer 2 in this embodiment. Again, any of the 
aforesaid anti-etch layers 2 may be used as layer 2 in this FIG. 
3 embodiment. In other Words, the anti-etch layer 2 in the 
FIG. 2-3 embodiments may be made of or include any of the 
materials listed above With respect to layer 2 in the FIG. 1 
embodiment. 

It has been found that the deposition temperature for the 
anti-etch layer 2 may in certain instances play a role in etch 
resistance. In certain example instances, sputter-depositing 
anti-etch layer 2 at elevated temperatures results in unexpect 
edly improved etch resistance. In certain example embodi 
ments, the anti-etch layer 2 (or 2') is deposited by sputtering 
onto a glass substrate 1 (With or Without an underlayer(s) 4 
therebetWeen) at a temperature of at least about 100 degrees 
C., more preferably of at least 200 degrees C., still more 
preferably at least 300 degrees C., even more preferably of at 
least 400 degrees C., and sometimes at least 450 degrees C. It 
is believed that the higher temperatures increase the energy 
provided during the layer formation process and increase the 
density of the layer thereby improving anti-etch characteris 
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tics. However, in other example instances, elevated tempera 
tures are not used and the deposition may take place at room 
temperature or the like. 
As an alternative to using high temperatures When forming 

the anti-etch layer, the anti-etch layer 2 may be formed using 
IBAD in certain example embodiments of this invention. 
Again, the advantage of using IBAD is that the ion beam(s) 
used during IBAD layer formation adds energy to the layer 
formation process and causes a more dense layer to be 
formed. Again, it is believed that this improves anti-etch 
characteristics of the layer 2. In an IBAD process, both an ion 
beam(s) and material from a sputtering target(s) simulta 
neously impinge on the substrate in order to form the layer 
being deposited. FIG. 7 illustrates and example of using 
IBAD to form/deposit anti-etch layer 2. As shoWn, in this 
IBAD embodiment both an ion beam source(s) 26 and a 
sputtering device including a sputtering target(s) 50 are used. 
An ion beam B from the ion beam source 26 intersects With 
the material M sputtered from the sputtering target(s) 50 
proximate the surface Where at least part of the anti-etch layer 
2 (or 2') is being groWn, so that at least part of the anti-etch 
layer 2 is groWn/formed by a simultaneous combination of 
both the ion beam and sputtering. Substrate 1 is preferably 
moving in direction D during the layer formation process. 

In a pure sputtering embodiment Where anti-etch layer 2 
(or 2') is formed by sputtering only With no ion source, or 
alternatively in the FIG. 7 IBAD embodiment, gas including 
carbon such as gas comprising C2H2 and/or CO2 may be 
introduced to a sputtering chamber proximate the sputtering 
target 50 (e.g., of Zr, Sn or the like) so that a layer 2 compris 
ing ZRC:H and/or ZrC is formed on (directly or indirectly) 
the substrate 1. It Will be appreciated that When it is desired to 
hydrogenate the layer, the gas should include hydrogen and 
may comprise a hydrocarbon gas for example (e.g., C2H2). In 
addition to the carbon inclusive gas, gas(es) such as Ar and/or 
02 may also be introduced into the sputtering chamber proxi 
mate target 50. When 02 gas is also introduced in addition to 
C2H2 and/ or CO2 gas proximate the target 50, then a layer 2 
comprising ZrOC:H and/or ZrOC is formed on (directly or 
indirectly) the substrate 1. An example gas introduction is 90 
sccm ofAr gas and 20 sccm of C2H2 gas being introduced into 
the sputter Zone proximate the target 50. The sputter Zone is 
typically at a pressure less than atmospheric pressure (e.g., at 
2 to 3 mTorr). Moreover, When ion source 26 is used in the 
formation process for layer 2, then gas such as Ar and/or C2H2 
may be introduced into the ion source 26. In such situations, 
the ion source 26 may emit ions such asAr ions, C ions and/or 
H ions in beam B toWard the layer formation area on the 
substrate. 
As explained above, While Zr is used as a metal in the 

embodiments of FIGS. 1-3, this invention is not so limited 
unless expressly claimed. In this respect, FIGS. 4-6 empha 
siZe that the Zr in any of the embodiments described herein, or 
shoWn in FIGS. 1-3, may be replaced With Sn in certain 
example embodiments of this invention. 

It is noted that any of the aforesaid materials for anti-etch 
layers 2 (or 2') may also be nitrided in certain example 
embodiments of this invention. In particular, nitrogen gas 
may also be used in the sputter-deposition process for 
example in order to at least partially nitride the anti-etch layer 
in certain alternative embodiments of this invention. For 
example, and Without limitation, the anti-etch layer 2 may 
comprise or consist essentially of Zirconium carbide oxyni 
tride (e.g., ZrCON), Zirconium carbide nitride (ZrCN), 
hydrogenated Zirconium carbide oxynitride (e. g., ZrCON: H), 
and/ or hydrogenated Zirconium carbide nitride (e.g., ZrCN: 
H). 
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8 
EXAMPLES 

The folloWing examples are provided for purposes of 
example only and are not intended to be limiting unless 
expressly claimed. 

Examples 1 and 2 formed a Zr inclusive layer using a Zr 
sputtering target on a glass substrate. The Example 1 layer 
Was of ZrO and had no carbon, Whereas the Example 2 layer 
Was of ZrOC:H and thus did include carbon. By comparing 
Examples 1 and 2, it can be seen that the provision of carbon 
in the layer signi?cantly improve corrosion resistance of the 
layer. The layers of Examples 1 and 2 Were deposited on the 
glass substrate 1 using the folloWing sputtering process 
parameters. The parameters Ar, 02, CO2, C2H2, and N2 illus 
trate hoW much gas How Was used in the sputtering process in 
the sputtering chamber atmosphere for each of these gases, in 
units of sccm. In each of Examples 1-2, a poWer of 8 kW Was 
used, 9 passes by the target Were performed, the line rate Was 
about 15 .4 inches per minute. The layer deposited in Example 
I ended up about 102 nm thick, Whereas the layer in Example 
2 ended up about 265 nm thick. 

Examples 1-2 

Sputtering Process ParametersiZr target 

Ar 02 co2 02H2 N2 

EX. 1 200 75 0 0 0 
EX. 2 200 0 50 50 0 

Thus, it Will be appreciated that given the gases used in 
sputtering the Zr inclusive layers in Examples 1 and 2, the 
Example 1 layer Was of ZrO and had no carbon, Whereas the 
Example 2 layer Was of ZrOC:H since carbon dioxide and 
acetylene gases Were used and thus did include carbon. The 
Example 1 coated article had a visible transmission of about 
75%, Whereas the Example 2 coated article had a visible 
transmission of about 66%. 

Examples 1-2 Were then exposed to a ?uoride etchant for 
the same amount of time in order to compare the corrosion 
resistance of the tWo layers. Surprisingly, it Was observed that 
after about 3 minutes of exposure to the etchant, about 100% 
of the Example 1 layer had been removed Whereas about 0% 
of the Example 2 layer had been removed. Moreover, after 
about 10 minutes of exposure to the etchant, only about 5% of 
the Example 2 layer had been removed due to the etchant, 
mostly via pinholes. Thus, it can be seen by comparing 
Examples 1 and 2, that the provision of carbon in the layer 
signi?cantly improve corrosion resistance of the layer. In 
particular, the Example 2 layer With carbon Was much more 
resistant to corrosion than Was the Example 1 layer Without 
carbon. 

Examples 3 and 4 are additional examples of certain 
embodiments of this invention, Where Zr inclusive anti-etch 
layers 2 Were deposited on a glass substrate 1 via sputtering 
using Zr sputtering targets. In each of Examples 3-4, a poWer 
of 8 kW Was used, 9 passes by the target Were performed, the 
line rate Was about 15.4 inches per minute. The layer depos 
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ited in Example 3 ended up about 285 nm thick, Whereas the 
layer in Example 4 ended up about 172 nm thick. 

Examples 3-4 

Sputtering Process ParametersiZr target 

Ar 02 co2 02H2 N2 

EX. 3 200 10 0 50 50 
EX. 4 200 25 0 50 50 

Thus, it Will be appreciated that given the gases used in 
sputtering the Zr inclusive layers in Examples 3 and 4, each of 
the anti-etch layers 2 of Examples 3 and 4 Was of hydroge 
nated Zirconium carbide oxynitride (e.g., ZrCONzH). The 
Example 3 coated article had a visible transmission of about 
21%, Whereas the Example 4 coated article had a visible 
transmission of about 57%. Examples 3-4 Were then exposed 
to a ?uoride etchant for the same amount of time in order to 
compare the corrosion resistance of the tWo layers. Surpris 
ingly, it Was observed that after about 3 minutes of exposure 
to the etchant, about 0% of the Example 3 layer and about 0% 
of the Example 4 layer had been removed. Moreover, after 
about 10 minutes of exposure to the etchant, only about 5% of 
the Example 4 layer and 0% of the Example 3 layer had been 
removed due to the etchant. 

Examples 5 and 6 formed a Sn inclusive layer using a Sn 
sputtering target on a glass substrate. The Example 5 layer 
Was of SnO (probably a version of SnO known as SnO2) and 
had no carbon, Whereas the Example 6 layer Was of SnOC and 
thus did include carbon and did not include hydrogen. By 
comparing Examples 5 and 6, it can be seen that the provision 
of carbon in the layer signi?cantly improve corrosion resis 
tance of the layer. The layers of Examples 5 and 6 Were 
deposited on the glass substrate 1 using the folloWing sput 
tering process parameters. The parameters Ar, 02, CO2, 
C2H2, and N2 illustrate hoW much gas How Was used in the 
sputtering process in the sputtering chamber atmosphere 
Where the target Was located for each of these gases, in units 
of sccm. In Example 5 a poWer of 20 kW Was used and in 
Example 6 a poWer of 5 kW Was used. In each of Examples 
5-6, 1 pass by the target Was performed, and the line rate Was 
about 1 5 .4 inches per minute. The layer deposited in Example 
5 ended up about 79 nm thick, Whereas the layer in Example 
6 ended up about 45 nm thick. 

Examples 5-6 

Sputtering Process ParametersiSn target 

Ar 02 co2 02H2 N2 

EX. 5 250 550 0 0 0 
EX. 6 250 0 460 0 0 

Thus, it Will be appreciated that given the gases used in 
sputtering the Sn inclusive layers in Examples 5 and 6, the 
Example 5 layer Was of SnO and had no carbon, Whereas the 
Example 6 layer Was of SnOC since carbon dioxide Was used 
and thus did include carbon. The Example 5 coated article had 
a visible transmission of about 74%, Whereas the Example 6 
coated article had a visible transmission of about 70%. 
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10 
Examples 5-6 Were then exposed to a ?uoride etchant for 

the same amount of time in order to compare the corrosion 
resistance of the tWo layers. Surprisingly, it Was observed that 
after about 3 minutes of exposure to the etchant, about 15% of 
the Example 5 layer had been removed Whereas only about 
10% of the Example 6 layer had been removed. Thus, it can be 
seen by comparing Examples 5 and 6, that the provision of 
carbon in the layer improved corrosion resistance of the layer. 
In particular, the Example 6 layer With carbon Was more 
resistant to corrosion than Was the Example 5 layer Without 
carbon. 

While the invention has been described in connection With 
What is presently considered to be the most practical and 
preferred embodiment, it is to be understood that the inven 
tion is not to be limited to the disclosed embodiment, but on 
the contrary, is intended to cover various modi?cations and 
equivalent arrangements included Within the spirit and scope 
of the appended claims. 

The invention claimed is: 
1. A method of making a vehicle WindoW, the method 

comprising: 
providing a glass substrate; and 
sputtering a target comprising Zirconium in an atmosphere 

comprising oxygen and carbon so as to form a layer 
comprising Zirconium oxycarbide in making a scratch 
and/or etchant resistant coating of the vehicle WindoW, 
and providing the layer comprising Zirconium oxycar 
bide on at least the glass substrate as a WindoW on a 
vehicle. 

2. The method of claim 1, Wherein said sputtering of the 
target comprising Zirconium is performed in an atmosphere 
comprising oxygen, carbon and hydrogen, so as to form a 
layer comprising hydrogenated Zirconium oxycarbide. 

3. The method of claim 2, Wherein hydrogen content of the 
layer comprising hydrogenated Zirconium oxycarbide is from 
about 1-40%. 

4. The method of claim 2, Wherein hydrogen content of the 
layer comprising hydrogenated Zirconium oxycarbide is from 
about 5-35%. 

5. The method of claim 2, Wherein hydrogen content of the 
layer comprising hydrogenated Zirconium oxycarbide is from 
about 5-25%. 

6. The method of claim 1, Wherein said atmosphere further 
comprises nitrogen so that the layer comprises Zirconium 
carbide oxynitride. 

7. The method of claim 1, further comprising introducing 
an inert gas and a hydrocarbon gas into the atmosphere during 
said sputtering. 

8. The method of claim 7, Wherein the inert gas comprises 
argon and the hydrocarbon gas comprises acetylene (C2H2). 

9. The method of claim 1, further comprising introducing 
an inert gas and CO2 gas into the atmosphere during said 
sputtering. 

10. The method of claim 1, Wherein no or substantially no 
pure oxygen gas (O2) is introduced into the atmosphere dur 
ing said sputtering. 

11. The method of claim 1, Wherein an inert gas and a gas 
comprising carbon are introduced into the atmosphere during 
said sputtering, and Wherein more of the inert gas than the gas 
comprising carbon is introduced into the atmosphere during 
said sputtering. 

12. The method of claim 1, Wherein the vehicle WindoW is 
a WindoW of a train or bus. 

13. The method of claim 1, Wherein the vehicle WindoW has 
a visible transmission of at least about 50%. 
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14. The method of claim 1, further comprising ion beam 
depositing a layer comprising diamond-like carbon (DLC) on 
the glass substrate over the layer comprising Zirconium oxy 
carbide. 

15. The method of claim 1, further comprising sputtering a 
layer comprising silicon oxide and/or silicon nitride on the 
glass substrate so that the layer comprising silicon oxide 
and/or silicon nitride is located betWeen the glass substrate 
and the layer comprising Zirconium oxycarbide. 

16. The method of claim 1, Wherein the vehicle WindoW is 
formed in a manner so that it is resistant to corrosion by 
?uoride inclusive etchants. 

17. The method of claim 1, Wherein the layer comprising 
Zirconium oxycarbide is at least about 2,500 A thick. 

18. A method of making a coated article, the method com 
prising: 

providing a substrate; and 
sputtering a target comprising Zirconium and/or tin in an 

atmosphere comprising oxygen and carbon so as to form 
a layer comprising Zirconium oxycarbide and/or tin oxy 
carbide in making a scratch and/ or etchant resistant coat 
ing of a vehicle WindoW, and providing the layer com 
prising Zirconium oxycarbide and/or tin oxycarbide on 
at least the substrate as a WindoW on a vehicle. 

19. The method of claim 18, Wherein said sputtering of the 
target comprising Zirconium and/or tin is performed in an 
atmosphere comprising oxygen, carbon and hydrogen, so as 
to form a layer comprising hydrogenated Zirconium oxycar 
bide and/or hydrogenated tin oxycarbide. 

20. The method of claim 19, Wherein hydrogen content of 
the layer comprising hydrogenated Zirconium oxycarbide 
and/ or hydrogenated tin oxycarbide is from about l-40%. 

21. The method of claim 18, Wherein said atmosphere 
further comprises nitrogen so that the layer comprises Zirco 
nium carbide oxynitride and/or tin carbide oxynitride. 

22. The method of claim 18, further comprising introduc 
ing an inert gas and a hydrocarbon gas into the atmosphere 
during said sputtering. 

23. The method of claim 22, Wherein the inert gas com 
prises argon and the hydrocarbon gas comprises acetylene 
(C2142) 

24. The method of claim 18, further comprising introduc 
ing an inert gas and CO2 gas into the atmosphere during said 
sputtering. 
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25. The method of claim 18, Wherein no or substantially no 

pure oxygen gas (O2) is introduced into the atmosphere dur 
ing said sputtering. 

26. The method of claim 18, Wherein an inert gas and a gas 
comprising carbon are introduced into the atmosphere during 
said sputtering, and Wherein more of the inert gas than the gas 
comprising carbon is introduced into the atmosphere during 
said sputtering. 

27. The method of claim 18, Wherein the coated article has 
a visible transmission of at least about 50%. 

28. The method of claim 18, further comprising ion beam 
depositing a layer comprising diamond-like carbon (DLC) on 
the glass substrate over the layer comprising Zirconium oxy 
carbide and/ or tin oxycarbide. 

29. The method of claim 18, further comprising sputtering 
at least one dielectric layer on the substrate so that the dielec 
tric layer is located betWeen the substrate and the layer com 
prising Zirconium oxycarbide and/or tin oxycarbide. 

30. The method of claim 18, Wherein the substrate com 
prises glass. 

31. The method of claim 18, Wherein the coated article is 
formed in a manner so that it is resistant to corrosion by 
?uoride inclusive etchants. 

32. The method of claim 18, Wherein the layer comprising 
Zirconium oxycarbide and/or tin oxycarbide is at least about 
2,500 A thick. 

33. The method of claim 18, Wherein the layer comprises 
Zirconium oxycarbide. 

34. The method of claim 18, Wherein the layer comprises 
tin oxycarbide. 

35. The method of claim 1, Wherein said sputtering is 
performed When the glass substrate is in an atmosphere proxi 
mate the target having a temperature of at least about 100 
degrees C. 

36. The method of claim 1, Wherein the layer is formed by 
ion beam assisted deposition (IBAD) Where both material 
from the target and an ion beam(s) from at least one ion source 
simultaneously impinge upon an area Where the layer is to be 
formed and/ or is being formed. 

37. The method of claim 18, Wherein the layer is formed by 
ion beam assisted deposition (IBAD) Where both material 
from the target and an ion beam(s) from at least one ion source 
simultaneously impinge upon an area Where the layer is to be 
formed and/ or is being formed. 

* * * * * 


