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MFG MFG SUPPLIER SUPPLIER 
DESCR'PT'ON NAME PART NO. NAME PART NO. TOLERANCE 

100 OHM RESISTOR MOTOROLA VENDOR1 MOTOR-5407 *4-10% 

vENDOR2 MOT443 

100 OHM RESISTOR TYCO 80A5004R VENDOR3 TYC--599 +/- 5% 

1000HM RESISTOR AMD R0401 vENDORI AMD808 +/-15% 

VENDOR3 448AMD 

F|G.3 

70 f 
CORP- MFG MFG 

PART NO. DESCR'PT'ON NAME PART NO. 

XE5889 
RES-100 1000HM RESISTOR MOTOROLA mOOHM 

RES-131 

RES-100 1000HM RESISTOR TYCO 80A5004R 

RES-148 100OI-IM RESISTOR AMD R0401 

FIG 
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80 I/ 

MFG MFG SUPPLIER SUPPLIER 
DESCRIPTION NAME PARTNO. NAME PARTNQ LOCATION PRICE 

BALLVALVE, 3/8 GLOBAL DENVER 109.99US$ 
INCH ACME 6928500 VALVE 812543 

BERLIN 100EURO 

SCHROEDER $712333 BERLIN 105 EURO 

F|G.5 

CORP. CORP PART NO. MFG MFG 
PART NO. DESCRIPTION DESCR'PT'ON NAME PART NO. 

0PM CORP PARTNUM1 BALL|\|/\lACL;|/E, 3/8 ACME 6928500 

CPNZ CORP PART NUM 2 
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Table 1 

ITEM ID SUB ITEM ID TREE 

Item1 Subltem1 Corp Part Num Tree 
Subltem2 Corp Part Num Tree 
Subltem3 Supplier Info Tree 
Subltem4 Supplier Info Tree 
Subltem5 Supplier Info Tree 

Table 2 

ITEM ID SUB ITEM ID ATTRIBUTE STRING VALUE NUMERIC VALUE 

ltem1 Description Ball Valve, 3/8 inch 
Mfg Name ACME 
Mfg Pat Num 6928500 

Subltem1 Corp Part Num CPN 1 
Corp Part Num Desc Corp Part Num1 

Subltem2 Corp Part Num CPN 2 
Corp Part Num Desc Corp Part Num 2 

Subltem3 Sup Name Global Valve 
Sup Part Num 812543 
Location Denver 
Price USD 109.99 

Subltem4 Sup Name Global Valve 
Sup Part Num 812543 
Location Berlin 
Price EUR 100 

Subltem5 Sup Name Schroeder 
Sup Part Num 8712333 
Location Berlin 
Price EUR 105 

Table 3 

TREE LEVEL ATTRIBUTE IS KEY 

Corp Part Num Tree Level 1 Corp Part Num Yes 

Corp Part Num Desc 
Supplier Info Tree Level 1 Sup Name Yes 

Sup Part Num Yes 
Level 2 Location Yes 

Price 
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TABLE 1 TABLE 2 
SUB 

ITEM ITEM TREE ITEM SUB-ITEM ATTRIBUTE ID ATTRIBUTE NAME 
1 1 CORP PN 1 1 DESCRIPTION 

2 CORP PN 2 MFG NAME 
3 SUPPLIER 3 MFG PART NO 
4 SUPPLIER 1 4 CORP PART NO 
5 SUPPLIER 1 5 CORP PART NO DESC 

2 6 CORP PART NO 
2 7 CORP PART NO DESC 
3 8 SUPPLIER NAME 
3 9 SUPPLIER PART NO 
3 10 LOCATION 
3 11 PRICE 
4 12 SUPPLIER NAME 
4 13 SUPPLIER PART NO 
4 14 LOCATION 
4 15 PRICE 
5 16 SUPPLIER NAME 
5 17 SUPPLIER PART NO 
5 18 LOCATION 
5 19 PRICE 

TABLE 3 
ATTRIBUTE ID STRING NUMBER LANG 

1 BALL VALVE, 3/8 INCH EN-US 
2 ACME EN-US 
3 6928500 EN-US 4 
4 CPN1 EN-US 
5 CORP PART NUM 1 EN-US TREE LEVEL ATTRIBUTE ID 
6 CPN2 EN-US CORP PN 4 6 
7 CORP PART NUM 2 EN-US 5 7 
8 GLOBAL VALVE EN-US SUPPLIER 12 
9 812543 EN-US 13 
10 DENVER EN-US 14 
11 USD 109.99 EN-US 15 
12 GLOBAL VALVE EN-US 
13 812543 EN-US 
14 BERLIN EN-US 
15 EUR 100 EN-US 
16 SCHROEDER EN-US 
17 S712333 EN-US 
18 BERLIN EN-US 
19 EUR 105 EN-US 

FIG.8 
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TABLE1 TABLE 2 
SUB- ATTRIBUTE 

ITEM ITEM TREE ITEM SUB-ITEM VALUE ID ATTRIBUTE NAME 
1 1 CORP PN 1 1 DESCRIPTION 

2 CORP PN 2 MFG NAME 
3 SUPPLIER 3 MFG PART NO 
4 SUPPLIER 1 4 CORP PART NO 
5 SUPPLIER 1 5 CORP PART NO DESC 

2 6 CORP PART NO 
2 7 CORP PART NO DESC 
3 8 SUPPLIER NAME 
3 9 SUPPLIER PART NO 
3 10 LOCATION 
3 11 PRICE 
4 8 SUPPLIER NAME 
4 9 SUPPLIER PART NO 
4 12 LOCATION 
4 13 PRICE 
5 14 SUPPLIER NAME 
5 15 SUPPLIER PART NO 
5 12 LOCATION 
5 16 PRICE 

TABLE 3 

ATTRIBUTE 
VALUE ID STRING NUMBER LANG 

1 BALL VALVE, 3/8 INCH EN-US 

2 ACME EN-US TABLE 4 
3 6928500 EN-US 
4 CPN1 EN-US ATTRIBUTE 
5 CORP PART NUM 1 EN-US TREE LEVEL NAME 
6 CPN2 EN-US CORP PN 1 CORP PART NO 
7 CORP PART NUM 2 EN-US 1 CORP PART NO DESC 
8 GLOBAL VALVE EN-US SUPPLIER 1 SUPPLIER NAME 
9 812543 EN-US 1 SUPPLIER PART NO 
10 DENVER EN-US 2 LOCATION 
11 USD 109.99 EN-US 2 PRICE 
12 BERLIN EN-US 
13 EUR 100 EN-US 
14 SCHROEDER EN-US 
15 8712333 EN-US 
16 EUR 105 EN-US 

FIG.9 
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SYSTEM AND METHOD FOR STORING 
ITEM ATTRIBUTES IN AN ELECTRONIC 

CATALOG 

FIELD OF THE INVENTION 

The present invention relates to storing, retrieving, and 
organizing items in database system repositories, and, more 
particularly, to relating multiple values of an attribute of an 
item in an electronic catalog. 

BACKGROUND OF THE INVENTION 

Searchable electronic catalogs are commonly used in sup 
port of various different electronic commerce and purchasing 
functions. Such catalogs may be used by an individual or 
company to select items to purchase from a number of items 
available in the catalog. Catalogs are also commonly used in 
enterprise applications, Where several different sites Within 
an enterprise may access a common system that may provide 
a catalog or catalogs of items, purchase order generation, and 
payment and cost tracking. These catalogs typically have an 
interface for selectively retrieving and providing records cor 
responding to items of the catalog as Well as a system for 
electronically purchasing any items that are selected. 
Many items that may be identi?ed in such catalogs are 

available in a variety of different con?gurations and each 
con?guration may have a unique part number and/ or other 
identifying features associated thereWith. Furthermore, dif 
ferent items may be available at different sites Within an 
enterprise, available from a number of different suppliers, 
and/or available at different prices based on the quantity 
purchased. For example, a particular type of pen may be 
available With different colors and points, a garment may be 
available in different siZes, fabrics, and colors, and a poWer 
supply may be available With different input and output volt 
ages, current capabilities, and housings. Furthermore, each of 
such items may be available at one of a number of locations 
and/ or from one of a number of suppliers. Additionally, dif 
ferent locations may use different suppliers for a particular 
item, With the different suppliers having unique supplier part 
numbers and prices. Different locations and different suppli 
ers often result in further added complexity, such as When 
different locations Within a company have different corporate 
part numbers for an item, or When particular suppliers and/or 
locations use different currency. If all the part numbers, sup 
pliers, locations, prices, and any other information for an item 
are each listed as separate items Within a catalog, the catalog 
can become quite cumbersome to generate and to maintain. 
Furthermore, ?nding and selecting items from such catalogs 
can become quite di?icult. Alternatively, if the different con 
?gurations and/or locations associated With an item are 
ignored for purposes of providing a relatively simple catalog, 
then details about the item and complete item information 
may be unavailable for an item. Such incomplete information 
can result in ine?iciencies for an individual, company, and/or 
enterprise due to, for example, increased delivery time and/or 
increased cost. Furthermore, for an enterprise managing a 
supply chain, complete and accurate information is required 
for enhanced ef?ciency in the supply chain management. For 
example, if an enterprise has traditionally been ordering a 
particular part from tWo different suppliers, a volume dis 
count may be available in the event that the part is ordered 
from a single supplier in larger quantities. In many events, an 
enterprise may also desire to avoid a single source for any 
particular item required in the enterprise’ s business to reduce 
the risk of supply chain disruptions. In such a case, tWo or 
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2 
more suppliers may be desired for such an item, and ef?cient 
identi?cation and management of information related to the 
different suppliers may help identify such suppliers and e?i 
ciently manage and distribute orders among different suppli 
ers. 

Pens and shirts represent simple examples of products With 
a variety of available con?gurations that may be available 
from numerous different suppliers, prices, locations, and 
have various different part numbers. In some product 
domains, there may be thousands or even millions of different 
possible combinations for a particular item. A lighting ?xture, 
for example, may be offered by different suppliers, With each 
supplier having different prices based on the volume of ?x 
tures purchased. The ?xture may be available at different 
locations, may have different corporate part numbers based 
on the supplier and/or location, and may have different prices 
based on the location. If each of the listed options has only 
tWo different values, the result is 32 possible combinations for 
that particular item. Such items commonly have more than 
tWo different values for each of the different options, With 
each option commonly having sub-options, and thus signi? 
cantly more possible combinations. When represented as 
thousands of different items, one for each potential combina 
tion, such items become almost impossible to search, load, 
extract, and add to an electronic catalog. Furthermore, search 
ing through thousands of possibilities can be very time con 
suming and confusing for a user. 

Traditionally, many catalogs incorporating such items have 
been handled by coding long sequences of conditional branch 
instructions, typically in the form of “if, then” statements, or 
by de?ning a number of different attributes of an item and 
storing item data in a different table identi?ed by a foreign key 
for the attribute. Such con?gurations, While usable, often 
result in a complex logic system that may be dif?cult to 
modify so as to add different products and/or locations for a 
particular product. In addition, such con?gurations are often 
dif?cult to translate across platforms to populated catalogs 
that operate using different software or architectures. Updates 
and translations are particularly important because the 
options of many items, such as suppliers, price, and locations, 
are commonly changed at relatively frequent intervals. Refer 
ring back to the particular pen example, an additional price 
and/or site may be added for a particular pen at any time. For 
the lighting ?xture mentioned above, it Would also be com 
mon to change con?gurations such as changing the available 
housings or ?nishes, that can result in changes for the item in 
each of the locations. As a result, such traditional systems 
commonly become quite complex as the number of items and 
are added to various catalogs. 

SUMMARY OF THE INVENTION 

The present invention provides an electronic catalog that 
stores items and attributes associated With the items. One or 
more of the attributes may have more than one value. Items 
are stored in an item table With different attributes for items 
stored in different roWs in an attribute table. Additional items 
may be added to a catalog by adding additional roWs to the 
item table, With attributes related to the additional items 
added as roWs into the attribute table. Particular attributes 
may have multiple values, and such multiple value attributes 
are assigned to sub-items that are associated With the item. 
Searching can be performed for attribute values and search 
results returned indicating all items and sub-items that satisfy 
the search criteria. 
More speci?cally, in one embodiment the present inven 

tion provides a method for storing an electronic catalog in a 
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computer data repository. The method includes the steps of 
(a) storing, in a ?rst table, data identifying at least a ?rst item 
of the electronic catalog and capable of identifying at least 
?rst and second sub-items associated With the ?rst item; (b) 
storing, in a second table, at least a ?rst and a second attribute 
identi?cation associated With the ?rst item, the ?rst and sec 
ond attribute identi?cation each identifying a property of the 
?rst item; and (c) storing at least ?rst and second attribute 
values for the ?rst attribute identi?cation, the ?rst and second 
attribute values associated With the ?rst and second sub 
items, respectively. In an embodiment, the ?rst and second 
attribute identi?cations are stored in separate roWs in the 

second table, and the ?rst and second attribute values are 
stored in separate roWs in a third table. Additional items may 
be added to the catalog by ?rstly adding a neW roW to the ?rst 
table, the neW roW identifying a second item; and secondly 
adding at least one neW roW to the second table, the neW roW 

identifying a ?rst neW attribute identi?cation associated With 
the second item. Additional sub-items may be added for an 
item by adding a neW roW to the table identifying a third 
sub-item associated With the ?rst item; and adding a neW roW 
to the second table identifying a ?rst neW attribute identi?ca 
tion for the third sub-item. 

The electronic catalog, in one embodiment comprises a 
?rst table having a ?rst column identifying items and a second 
column identifying sub-items associated With items identi 
?ed in the ?rst column; a second table having a ?rst column 
identifying items, a second column identifying sub-items 
associated With items of the ?rst column, and a third column 
identifying attribute identi?cations associated With items of 
the ?rst column and sub-items of the second column; and a 
third table having a ?rst column identifying attributes, a sec 
ond column identifying string values and a third column 
identifying a numeric value. The third table may also include 
a fourth column identifying a language. The electronic cata 
log may also include a table storing metadata, the metadata 
de?ning at least one attribute tree that identi?es a relationship 
betWeen the items and the sub-items. The metadata identi?es, 
for each sub-item, the attribute tree for the sub-item and a 
level Within the attribute tree. In an embodiment, the metadata 
further identi?es at least one attribute as a key attribute. 

Another embodiment of the invention provides a comput 
ing system, comprising a server operable to store an elec 
tronic catalog, said electronic catalog comprising: (a) a ?rst 
table storing at least a ?rst item and at least ?rst and second 
sub-items associated With the ?rst item; (b) a second table 
storing at least a ?rst attribute identi?cation associated With 
the ?rst item, the ?rst attribute identi?cation identifying a 
property of the ?rst item; and (c) a third table storing at least 
?rst and second attribute values for the ?rst attribute identi 
?cation, the ?rst and second attribute values associated With 
the ?rst and second sub-items, respectively. The computing 
system, in an embodiment, is further operable to receive a 
search request from a user, and in response to the search 
request return the ?rst item and attribute values associated 
With the ?rst item. The server may receive a second search 
request from the user, the second search request identifying at 
least the ?rst attribute identi?cation and the ?rst attribute 
value and in response thereto, searches the electronic catalog 
for items having the ?rst attribute identi?cation and an 
attribute value associated thereWith that is equivalent to the 
?rst attribute value. 
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4 
These and other features of the invention are described 

beloW. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block diagram illustration of a system of an 
embodiment of the present invention; 

FIG. 2 is a block diagram illustration of a system of an 
embodiment of the invention illustrating components of a 
server of one embodiment of the invention; 

FIGS. 3 and 4 are tables illustrating an item and various 
attributes associated With the item; 

FIGS. 5 and 6 are tables illustrating another item and 
various attributes associated With the item; 

FIG. 7 illustrates the storage of items and associated 
attributes of an embodiment of the invention; 

FIG. 8 illustrates the storage of items and associated 
attributes of another embodiment of the invention; 

FIG. 9 illustrates the storage of items and associated 
attributes of another embodiment of the invention; 

FIG. 10 is a How chart illustration of the operational steps 
for searching of an embodiment of the invention; 

FIG. 11 is a record associated With an item searched; and 
FIG. 12 is a block diagram illustration of a computer sys 

tem of an embodiment of the invention. 

DETAILED DESCRIPTION 

The present invention recogniZes that storage of items in an 
electronic catalog, including all relevant information for a 
particular item, can be a complex task. Furthermore, the stor 
age of different options or features related to particular base 
items further increases this complexity. For example, if a 
particular component is capable of having more than one 
value, traditional systems typically require that a separate 
item be listed for each different potential value for the item. 
Such a system consumes signi?cant resources and often 
require that individual catalog items be customiZed With com 
plex joins and/or foreign keys When loaded into a catalog. The 
present invention provides a method and system for ef?cient 
storing of item attributes that are capable of having multiple 
values, and for ef?cient searching of the item attributes. One 
embodiment of the invention provides a ?rst table that lists 
items and sub-items that are associated With the items. A 
second table identi?es attributes and the items and sub-items 
that correspond to the attributes. A third table identi?es the 
values of the attributes identi?ed in the second table. Finally, 
metadata associated With the item de?nes the relationship of 
the items and sub-items, providing the capability for various 
different sub-items and also sub-items associated With other 
sub-items. 

Referring to FIG. 1, a block diagram of a system of an 
embodiment of the invention is described. The system 20 
includes one or more catalogs 24, a server 28, and one or more 

clients 32. The catalog 24 and server 28 are connected by 
connection 36, Which may be any suitable connection to 
connect a catalog 24 and a server 28 including a local or Wide 
area netWork such as the internet, an intranet, or any other 
appropriate connection. Similarly, the server 28 and clients 32 
are connected With connection 40, Which may be any local or 
Wide area netWork such as the internet, or an intranet, or any 
other suitable connection. Furthermore, While the catalog 24, 
server 28, and client 32 are shoWn as separate components, 
such components may be co-located With the server, incor 
porated Within the server, and/or or connected using any 
appropriate connection. Clients 32 may comprise Worksta 
tions that are connected to the server 28 through the local or 
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Wide area connection 40. The client 32 Workstation may 
include a graphical user interface such as a common internet 
Web broWser that is used to access the server. The client 32 
may also include dedicated softWare through Which the Work 
station communicates With the server 28 that is used in com 
bination With, or separately from, the broWser to render dis 
plays that are associated With operations performed by the 
server 28. A requisition function may be provided by the 
server 28 and/ or client 24 that is used to generate a purchase 
order or other purchase indication that is provided to the 
server 28 and/or catalog. 
The catalog 24 may reside in a database stored in a com 

puter memory storage device, or may be stored in another 
suitable system capable of containing items associated With a 
catalog. Commands from the client 32, such as through Web 
broWser and/or other software, can cause information to be 
extracted from the catalogs 24 and provided to the client 32. 
The information may be provided as data that may be used by 
softWare running at the client 32, and/ or in a search display or 
some other display requested by a user and provided by the 
server 28. While the invention may be implemented using 
broWsers communicating using typical Web interfaces such as 
HTTP (Hyper Text Transfer Protocol) and Java instructions, 
the present invention does not rely on any particular platform 
interface, and it Will be understood that the invention could be 
implemented using any of a number of available platforms or 
interfaces. The invention can use Web-type broWser softWare 
or softWare that has been developed speci?cally for the pur 
pose of the present invention With unique code, interfaces and 
display technologies. The invention can be implemented on a 
single machine or With any kind of distributive processing 
environment from mainframes With dumb terminals to Wire 
less servers With Wireless clients communicating over a Wire 
less network. 

The catalog 24 is an electronic catalog of items, such as 
products and/or services. In one embodiment, the catalog 24 
is constructed using a uniform catalog schema so that each 
product or service Within the catalog of items canbe identi?ed 
With a number of different attributes associated With the prod 
uct or service. The different attributes associated With an item 
are capable of having more than a single value. Such 
attributes may include descriptive attributes of the products or 
services, suppliers of the products or services, locations 
Within an enterprise of the products or services, different 
prices of the products or services, and/or category classi?ca 
tions of the products or services, to name but a feW. Further 
more, the catalog 24 may include multiple catalogs, one or 
more catalog for each supplier for example, or an aggregated 
catalog in Which an aggregate of product information from 
multiple suppliers may also be present in the catalog 24. In 
one embodiment, the server 28 receives data from a catalog, 
organiZes the data, and stores the data back in the same or a 
different catalog using different classi?cations and/or data 
storage structures. In another embodiment, the server 28 
receives data from a number of different catalogs, organizes 
the data, and stores the data back in the same or different 
catalog(s) using different classi?cations and/or data storage 
structures. 
The server 28 of an embodiment is illustrated in additional 

detail in FIG. 2. In this embodiment, the server 28 includes 
one or more servlets 48 that communicate With a search 

engine/aggregator 50 and provide access the one or more 
electronic catalogs 24. The servlets 48 may include applica 
tion program interfaces (API s) that interface With one or more 
electronic catalogs 24 that may be stored in one or more 
different databases. For example, a servlet 48 may include an 
API to interface With an electronic catalog stored on an 
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6 
ORACLE database system. Similarly, the servlets 48 may 
include APIs that interface With databases provided by other 
database providers such as SAP, IBM, and numerous others. 
The search engine/aggregator 50 may operate to retrieve 
records from one or more catalogs, to generate a separate 
catalog based on the contents of one or more electronic cata 
logs, and/or simply provide a basic search for a single elec 
tronic catalog. The search engine/aggregator 50 may be used 
to generate a separate catalog to be published to a market 
place, a purchaser, a seller, or Within an enterprise. Further 
more, the search engine/aggregator 50 may also be used for a 
direct product purchase and/or for any other use of catalog 
records, such as system administration, management, and 
quality control. 
The server 28 of this embodiment also includes a catalog 

cache 52. The catalog cache 52 may be used to store items 
from the one or more electronic catalogs 24 in a Way that 
alloWs for more options and ?exibility in searching beyond 
the searching that may be available using the catalogs 24 
alone. For example, in an embodiment the search engine/ 
aggregator 50 accesses the electronic catalogs 24 through 
servlets 48 and identi?es the various items in the electronic 
catalogs 24. These items, and any identifying attributes, from 
the catalogs 24 are placed into the same or a different classi 
?cation schema and stored in the catalog cache 52 in the same 
or a different storage structure that may be searched accord 
ing to the present invention. If the same item appears in a 
number of different catalogs 24, the item may be listed in the 
catalog cache 52 With attributes identifying the different cata 
logs Where the item appears. In one embodiment, one particu 
lar attribute, or tWo or more particular attributes, are selected 
as level 0 attributes and serve as a base identi?cation for an 
item. As used herein, a level 0 attribute refers to an attribute 
that provides a unique description of an item. For example, an 
item of a catalog may have attributes that describe an opera 
tional ampli?er that is manufactured by Texas Instruments 
and assigned a manufacturer part number TIl23. The item 
may be available from several different suppliers. The manu 
facturer part number (TIl23) for this particular item is com 
mon among the different suppliers, and is thus may be 
selected as the level 0 attribute. The information related to the 
different suppliers may then be selected as level 1 attributes, 
With the level 1 attributes capable of having values that cor 
respond to each of the different suppliers. The item may also 
have additional levels of attributes, such as a case Where a 
particular supplier has the item available at different prices 
and/or different locations. These attributes, for each of the 
suppliers, may be further identi?ed for the item. Such mul 
tiple-value attributes Will be described in more detail beloW. 
The server 28 further includes additional servlets 44 that 

access the search engine/aggregator 50, the catalog cache 52, 
and/or servlets 48, and are connected to the one or more 

clients 32. In this manner, a client 32, such as a user accessing 
a Workstation, may access the servlets 44 to provide a search 
for an item. The servlets 44 access the search engine/aggre 
gator 50 that may generate a search of the catalog(s) 24 and/or 
catalog cache 52 to provide one or more results to the search 
request. The servlets 44 may also access servlets 48, and 
provide search parameters thereto, Which are then passed to 
the catalog(s) that return one or more results. Furthermore, 
the servlets 44, 48 may be used to store and/or modify content 
in an electronic catalog in accordance With one or more of the 
storage structures and methods as described herein. The serv 
lets 44 may include APIs that interface With various different 
softWare programs that may be operating on the client 32. 
Similarly as described With respect to servlets 48, such APIs 
may be used to interface With numerous different softWare 
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applications including enterprise software applications, pur 
chase requisition applications, supply chain management 
applications, to name but a feW. Also, such servlets 44, 48, 
may be delivered to installed on the server 28 using any 
suitable method, such as via magnetic or optical media, and/ 
or through a netWork connection, to name but a feW. In this 
manner, the APIs may be delivered, installed, and updated as 
necessary. 

In one embodiment in Which the search engine/aggregator 
50 operates as a search engine to receive search requests from 
client 32. The application server 28, using servlets 48, queries 
the one or more electronic catalogs 24 and/ or catalog cache 52 
through the search engine 50 and directs the results to the 
client 32 that initiated the search request. The type or format 
of the catalog may be of any suitable format so long as the 
catalog Will respond appropriately to a query from the serv 
lets 48 and search engine/aggregator 50. For example, a cata 
log 24 may reside in a relational database or may reside Within 
an object-oriented database. In one embodiment, the catalog 
cache 52 includes items that are obtained from electronic 
catalogs 24 that reside in one or more object-oriented and/or 
relational databases. The electronic catalogs 24 and/or cata 
log cache 52 may be stored on any appropriate data storage 
device, including disc drives, tape drives, random access 
memories (RAM), read only memories such as program 
mable read only memories, or any other computer data stor 
age devices or combinations thereof. The application server 
28 may reside in a computer attached directly to the storage 
device, or alternatively may be connected to the storage 
device through a netWork. In one embodiment, the servlets 48 
and 44 are based on JavaAPIs and Javascript/HTML interface 
generation. The APIs may use JDBC (Java Database Connec 
tivity) to communicate through the search engine to a separate 
data store Where the electronic catalogs 24 may reside. The 
JDBC protocol alloWs the search engine to communicate With 
one or more catalogs 24 based on a variety of commonly used 
databases including those available from, for example, Oracle 
Corp., Microsoft Corp., and SAP. Furthermore, the servlets 
44 may communicate to the users and Workstations associ 
ated With the clients based on a variety of commonly used 
softWare applications including those available from Oracle 
Corp., Microsoft Corp., and SAP, to name but a feW. 

In one speci?c embodiment, the servlets 44, 48 include 
APIs that are operable to communicate With a database man 
agement systems (DBMS) containing catalogs that are con 
?gured to operate With SAP Open Catalog Interface (OCI). In 
this embodiment, the APIs of servlets 48 format database 
queries and other database commands as required by the SAP 
Open Catalog Interface, referred to as OCI calls. The server 
28 may act as an initiator of OCI calls generating such calls at 
servlets 48 and transmitting to one or more catalogs. The 
server 28 may also act as a responder to such calls, receiving 
a call at servlets 44 and generating a response thereto. The 
APIs operate to receive queries and generate commands that 
are transmitted to one or more of the catalogs 24. Such com 
mands include formatting required for OCI calls initiated and 
transmitted to the one or more catalogs. Such an OCI call may 
include a URL of the particular catalog 24, parameters such as 
a username/passWord and content requests, and a return URL. 
For example, a user may desire to use server 28 to aggregate 
a number of different catalogs that are con?gured to respond 
to such OCI calls. The client 32 enters a request that is 
received at servlet 44, and forWarded to the search engine/ 
aggregator 50. The search engine/aggregator 50 may operate 
to begin searching for items that are classi?ed in a certain 
category, such as Writing instruments for example, and pass a 
search request to servlet 48. The servlet 48 formats the search 
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8 
request into an OCI call and transmits the call to one or more 
catalogs 24. When a response is received from the catalog(s) 
24, the servlet 48 returns the search results to the search 
engine/aggregator 50. The results may be stored in the catalog 
cache 52, and/or may be returned to the client 32 through 
servlets 44. In the event that the items in the various catalogs 
24 are to be aggregated in catalog cache 52, such operations 
continue until the requested aggregation is complete. Simi 
larly, in another embodiment servlets 44, 48 operate to 
receive a request from client 32, and format an OCI call that 
is transmitted to the one or more catalogs, With results 
received from the catalog(s) passed back to the client 32. 
As mentioned, the server 28 may also operate to receive 

such OCI calls. In such an embodiment, the servlets 44 
receive such a call and pass any requests in the call to search 
engine/aggregator 50 that may then generate a query for other 
catalogs 24 similarly as described above. Alternatively, the 
servlets 44 may receive such a call and access the catalog 
cache 52 to generate a response to the call. In one embodi 
ment, the SRM server that is operating on the client 32 that 
initiates the call is con?gured to provide additional param 
eters in the OCI call that the servlets 44 may receive and 
perform various operations in response thereto. Additionally, 
one or more of the catalogs 24, and/or the catalog cache 52 
may store items and related attributes in a manner that pro 
vides for enhanced and e?icient item and attribute storage. 
Such items may have multiple value attributes that may be 
searched, With one or more of the item attributes having more 
than one value associated thereWith. Such items and attribute 
storage Will be described in more detail beloW. The SRM 
server may use the returned results in any of a number of 
manners, such as to create shopping cart items and to initiate 
and complete a purchase of items. While the catalogs 24, 
clients 32, and servlets 44, 48 have been described in this 
embodiment as interfacing using SAP systems, it Will be 
understood that other database systems and enterprise man 
agement systems may be utiliZed. For example, the server 28 
may interface With Oracle systems and/or IBM systems, 
among others. 

Referring noW to FIGS. 3-5, the storage of various items 
having multiple item attributes in a catalog is described for an 
embodiment of the invention. Referring ?rst to FIG. 3, a table 
60 containing several items from one or more catalogs is 
illustrated. The items in this example are 100 Ohm Resistors. 
Such items are available in several different catalogs and may 
be available from several different suppliers and manufactur 
ers. For example, tWo suppliers, vendor1 and vendor2 in this 
example provide 100 Ohm resistors that are manufactured by 
Motorola and are assigned by Motorola to have part number 
XE5889-l00 Ohm. While the tWo suppliers provide this item, 
each supplier typically has a different supplier part number, a 
different price, different units of measure (U OM) for ordering 
the item, etc. In certain cases, it may be desired to display the 
various different items in a single table 60 as illustrated in 
FIG. 4. Such an illustration of items may be useful for an 
enterprise that is seeking to reduce the number of suppliers of 
an item, or that is seeking to purchase from a supplier that has 
a loWer price for the item, for example. In such a case, an 
enterprise may determine that such items are being purchased 
from several different suppliers. Such a situation may occur 
for a variety of reasons, such as different sites Within the 
enterprise using local suppliers that are local to the site, 
previous relationships With different suppliers, different sup 
pliers based on previous catalogs that may have been used by 
various personnel Within the enterprise, and acquisition of a 
?rm that previously used different suppliers, to name but a 
feW. In such a situation, the total number of items ordered 
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from the different suppliers may cumulatively result in a 
signi?cant volume of the item that is purchased by the enter 
prise, and a volume discount may be negotiated With a sup 
plier based on such volume purchases. An enterprise may 
desire, also, to increase the number of suppliers for a particu 
lar item. Such a situation may occur for a variety of reasons, 
such as reducing the risk of supply disruptions for items that 
are purchased from a single supplier, diversifying the base of 
suppliers for supply chain e?iciency, and purchasing items 
from suppliers that are local to a particular site, to name but a 
feW. 

The items are described by a plurality of different 
attributes, and one or more of the attributes may also have 
multiple different values. For example, the attributes associ 
ated With such items may include a description, manufacturer 
name, manufacturer part number, supplier name, supplier 
part number, and tolerance. In this example, three different 
manufacturers supply a 100 Ohm Resistor, namely, as illus 
trated, Motorola, Tyco, and AMD. Each of the manufacturers 
has a manufacturer part number for the item that are listed as 
attributes under the column headed ‘Manufacturer Part Num 
ber’. Further, in this example, several different suppliers sup 
ply the items, and in tWo cases in this example tWo or more 
vendors provide the same item. For example, both Vendor1 
and Vendor2 provide the Motorola 100 Ohm Resistor. 
Accordingly, under the column headed ‘Supplier Name’ the 
vendors are listed. This provides a single attribute, namely 
‘ Supplier Name’ that has tWo different values. Similarly, both 
Vendor1 and Vendor3 supply the AMD item, and thus the 
Supplier Name attribute for this item has the values of both 
Vendor1 and Vendor3. Traditionally, the storage and search 
ing and retrieval of items having multiple attribute values for 
a single descriptive attribute is a relatively complex task. For 
example, catalogs may include items as a single roW in a 
catalog database. The database includes a table including 
numerous different items With the particular item occupying 
a single roW Within the table and the various columns of the 
table including attributes of the item. In the event that an item 
has an attribute that may have more than one value, complex 
linking tables and/or additional columns that have complex 
linking attributes are provided to account for such a situation. 

Further adding to the complexity, an enterprise or business 
often provides a corporate part number for various items. 
Such an example is illustrated in FIG. 4. In FIG. 4, a table 80 
illustrates the various items corresponding to a 100 Ohm 
Resistor along With an additional ‘Corp. Part No.’ attribute 
listed in a separate column. In this example, the Motorola 
item corresponding to the 100 Ohm Resistor is assigned to 
tWo different corporate part numbers illustrated under ‘Corp. 
Part No.’ in FIG. 4. Thus, a single attribute for the item, 
corporate part number, has tWo different values. The present 
invention provides a system and method for storing such 
attributes having multiple values in different database tables 
that do not require complex additional linking or foreign keys, 
or the addition of multiple columns to a particular table, the 
columns corresponding to an attribute that is described in 
another column of the table. In one embodiment of the present 
invention, the one or more attributes for a particular item is 
selected to be level 0 attributes, and such attributes may only 
have a single value. In this example the manufacturer name 
and manufacturer part number attributes are level 0 attributes. 
The manufacturer name and manufacturer part number 
attributes are restricted to a single value because these 
attributes uniquely describe this particular item. That is, 
regardless of different various descriptions, corporate part 
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10 
numbers, and supplier part numbers that may be assigned to 
the item, the manufacturer name and part numbers Will not 
change. 
The particular attributes that are selected to be level 0 

attributes depend upon the particular item that is stored in the 
catalog. For example, an item that is manufactured by a num 
ber of different manufacturers and is freely interchangeable 
regardless of the manufacturer may have a different attribute, 
or attributes, selected as level 0 attributes. Such an item may 
be, for example, paper clips, Where a user of the item has no 
preference regarding a particular source or manufacturer of 
the paper clip. In this case, attributes describing the paper clip, 
such as siZe and material, may be selected as level 0 attributes, 
and manufacturer name and manufacturer part number may 
be selected as level 1 (or higher) attributes that are capable of 
having multiple values. The selection of the attributes that are 
used as level 0 attributes is based upon the application in 
Which the catalog is to be used. In one embodiment, a system 
administrator may revieW items in the catalog and identify the 
attributes that are to be level 0 attributes, and attributes that 
are to be level 1 (or higher) attributes, as Well as the relation 
ship betWeen different attributes. In one embodiment, related 
attributes are placed in attribute trees for an item, such as a 
supplier attribute tree in Which all of the attributes in the 
particular tree are related to different suppliers of items in the 
catalog. The selection and relationship of attributes, and dif 
ferent attribute trees for items, Will be described in more detail 
beloW. 

Other attributes designated as level 1 or higher, as men 
tioned, may have more than one value. For example, in FIGS. 
3 and 4, the supplier name and supplier part numbers are 
alloWed to have multiple values, and are thus multiple value 
attributes. Thus, for each unique part, identi?ed by manufac 
turer name and manufacturer part number, the tWo or more 
different suppliers that may supply that particular item may 
be associated With the item and also associated With a single 
attribute of the item. Furthermore, additional supplier-spe 
ci?c information may be included, such as price, With the 
supplier-speci?c information assigned to an attribute that 
may have multiple different values. Additionally, the corpo 
rate part number may also have multiple different values 
associated With the particular item provided by the manufac 
turer. This alloWs the linking of several unique manufactured 
items using one corporate part number attribute. In this 
example, corporate part number RES-100 corresponds to tWo 
different unique manufactured items, namely 100 Ohm 
Resistors supplied by both Motorola and Tyco. Accordingly, 
the unique items supplied by Motorola and Tyco both may be 
provided When a request for corporate part number RES-100 
is requested. Furthermore, a particular item may have more 
than one corporate part number, depending upon different 
uses. For example, corporate part number RES-100 may be 
associated With a 100 Ohm Resistor having a tolerance of 
10% or less regardless of the manufacturer of the part. In this 
example, the Tyco and Motorola resistors meet such a 
requirement, but the AMD resistor does not. Accordingly, the 
Motorola and Tyco resistors are assigned corporate part num 
ber RES-100 While the AMD product is not. In other situa 
tions, a corporation may simply have duplicate corporate part 
numbers for a particular item. For example, a corporation 
may have tWo different divisions that use the Motorola item, 
but as sign a different corporate part number to the item. In this 
example, the Motorola item corresponds to corporate part 
numbers RES-100 and RES-131. Such a situation may occur, 
for example, When different divisions or locations Within the 
corporation assign part numbers independently from other 
divisions or locations. Such a situation may also occur, for 
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example, as a result of a merger or acquisition. In one embodi 
ment, the present invention is operable to identify such occur 
rences and ?ag instances Where unique items are assigned 
multiple part numbers Within a corporation. A system admin 
istrator or other user may take action to eliminate such a 
duplicate part number in order, for example, to enhance e?i 
ciency of procuring such items. 

Furthermore, other examples exist in Which a single sup 
plier may have an item available in multiple locations. In such 
a situation, a single attribute, namely location, may have 
multiple different values. Thus, in some cases, multiple sup 
pliers may provide a particular item, and one or more of the 
suppliers may have the item available in multiple locations. 
Furthermore, similarly as described above, the item may have 
multiple corporate part numbers. Such an item may be con 
sidered as having tWo attribute trees. A ?rst attribute tree 
includes the corporate part number information, and the sec 
ond attribute tree includes supplier information. The second 
attribute tree Would further have tWo levels, a ?rst level for a 
particular supplier and a second level for locations at Which 
the supplier has the item available. An example of such an 
item is illustrated in FIGS. 5-6. The item in this example is a 
3/8 inch ball valve manufactured by Acme. The item has tWo 
different corporate part numbers (the ?rst attribute tree) 
assigned to it, and the item is supplied by tWo different sup 
pliers at tWo different locations (the second attribute tree With 
tWo levels). FIG. 5 illustrates the item along With the different 
suppliers and different locations at Which the item is available 
from each supplier in table 80. FIG. 6 illustrates the item 
along With the different corporate part numbers associated 
With the item in table 90. 

The present invention provides for the storage, searching, 
and retrieval of items having a number of attributes, With one 
or more of the attributes having more than one value. Such 
items, associated attributes, and attribute values are stored, in 
one embodiment, in multiple tables, each of the tables having 
a number of columns and roWs, With different attributes for an 
item stored in a single column of a table and the values for the 
attributes stored in a single column of a table. The items may 
have attribute trees, With different trees describing different 
information for an item. The relationship betWeen an item, the 
item attributes, and the different attribute trees that an item 
attribute may be associated With, is de?ned by metadata for 
the item. By Way of example, the storage of such attributes for 
an embodiment is described With reference to the items of 
FIGS. 5 and 6. The item, attributes, and attribute values are 
illustrated in three different tables in FIG. 7. Table 1 includes 
three columns, a column for Item ID, a Sub-Item ID column, 
and a Tree column. The Item ID column contains a unique 
identi?cation of the item. In this example, the item is identi 
?ed as Item1. Item1, in this example, includes ?ve different 
sub-items. The Tree column identi?es the attribute tree that 
the particular sub-item is associated With. In this example, 
SubItem1 and SubItem2 are associated With the corporate 
part number tree, and SubItem3 through SubItem5 are asso 
ciated With supplier information tree. 

Still referring to FIG. 7, Table 2 illustrates the storage of 
items and associated attribute identi?cations along With 
attribute values. In this embodiment, a ?rst column, Item ID, 
includes the item identi?cation, Item1 in this example. The 
second column, Sub Item ID, includes sub-item identi?cation 
for the different sub-items. The third column, Attribute, 
includes attribute identi?cations for the various attributes 
associated With the item. The fourth column, String Value, 
includes attribute values that are strings of characters. Finally, 
the ?fth column, Numeric Value, includes attribute values that 
are numeric. In cases Where an attribute does not have a 
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numeric value, the Numeric Value column for that attribute is 
empty. In some cases, an attribute may have both a string 
value and a numeric value, in Which case both the String Value 
and Numeric Value columns Will have a value. In the example 
if FIG. 7, the Price attribute has both numeric and string 
values. In this case, the attribute value in the String Value 
column is a unit of currency, and the attribute value in the 
Numeric Value column is the number associated With the 
price. Thus, SubItem3 has a price of 109.99 US. dollars, 
While SubItem4 has a price of 100 Euros. The relationship of 
the attribute trees in the example of FIG. 7 is indicated in 
Table 3. Table 3 includes a ?rst column, Tree, that indicates 
the tree to Which the various attributes belong. The second 
column, Level, indicates the level of the attributes and the 
third column, Attribute, identi?es the attributes. In this 
example, the CorpPartNum Tree has tWo level 1 attributes, 
namely CorpPartNum, and CorpPartNumDesc. The Suppli 
erInfo Tree includes tWo Level 1 attributes and tWo Level 2 
attributes. In this manner, the relationship of the attributes to 
the item is established. Table 3 also includes a fourth column, 
IsKey, that indicates Whether the particular attribute is a key 
attribute. 
As illustrated in FIG. 7, an item may have a number of 

different sub -items that are placed in different attribute trees. 
Each of the attribute trees are independent of other attribute 
trees, although in some embodiments attributes contained in 
one attribute tree may also be included in a different attribute 
tree for the item. For example, a corporate part number tree 
for an item may include an attribute describing a supplier 
name that has values corresponding thereto identifying one or 
more suppliers for the part described by the corporate part 
number. A supplier information attribute tree that is separate 
from the corporate part number tree may also include an 
attribute describing a supplier name. While the supplier name 
attribute is contained in each of the example attribute trees, 
the different attribute trees are independent of each other, and 
typically contain information that is relevant to the particular 
attribute tree. Furthermore, an individual item may have any 
number of different attribute trees, corresponding to different 
groupings of information related to an item that may be useful 
to an organization or even a particular user. Thus, the data 
structure described for storing information related to an item 
in attribute trees may be thought of as storing information in 
multiple different dimensions, one dimension for each 
attribute tree. As Will be appreciated, the number of different 
individual combinations of attributes corresponding to an 
item can become a relatively large number that may be com 
puted as the product of the number of end points of each 
attribute tree. With reference to the 3/8 inch ball valve 
example, there are tWo attribute trees. The corporate part 
number attribute tree has tWo end points, namely the different 
corporate part numbers associated With the item. The supplier 
information attribute tree has three endpoints, namely tWo 
suppliers With one supplier having the item available in tWo 
different locations. Thus, the total number of possible com 
binations of attributes describing the item is six. Speci?cally, 
for each corporate part number, there are three possible com 
binations of suppliers/ locations. In many cases, an item may 
have additional attribute trees, such as an attribute tree 
describing physical attributes of a part. In the example of the 
3/8 inch ball valve, the item may be made of brass, and have 
threaded end ?ttings. In such a case, the item may have an 
attribute tree containing the different physical attributes. In 
the event that any attributes Within the additional attribute tree 
have more than one value, the number of possible combina 
tions of attributes Would be multiplied by the number of 
endpoints of the additional attribute tree(s). 
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While illustrated in three different tables in FIG. 7, it Will 
be understood that the structures used to store the information 
related to various items may take numerous different forms. 
For example, rather than including information related to an 
item in three tables, additional, or feWer, tables may be uti 
liZed containing different portions of the information associ 
ated With items. The selection of storage structures is depen 
dent upon several factors, such as the searching that is 
contemplated to be performed on the items, the vieWs that are 
expected to be requested and the information to be provided 
in the different vieWs that may require joining of various 
tables or display of items and attributes in particular formats. 
Furthermore, While data describing various different 
attributes of items is described as being stored in tables, With 
several examples provided herein, it Will be understood that 
such tables are conceptual, and can have different physical 
realiZations that may be attained by common database design 
techniques, such as normaliZation, among others. It is con 
templated that the concepts described herein may be imple 
mented in various other embodiments that may have other 
equivalent physical realiZations. 

In one embodiment of the present invention, items and 
sub-items, attribute identi?cation, attribute values, and meta 
data are each stored in a separate table. Referring noW to FIG. 
8, the storage of various items Within various tables this 
embodiment are described. The tables include roWs associ 
ated With a particular item and various sub-items that may be 
associated With the item. In this embodiment, a sub -item may 
be an item Which has more than one value for a particular 
attribute. Furthermore, different sub-items may further have 
different attributes Which may have tWo or more values asso 

ciated therewith. Thus, an item may have a sub-item With the 
sub-item having tWo or more additional sub-items and so on. 
In one embodiment an item has one or more attributes that are 

referred to as Level 0 attributes that have only a single value 
associated With such attributes. The sub-items have attributes 
that are Level 1 attributes, and may have tWo or more values 
associated With such attributes. Further, an item may have 
several attributes that are referred to as Level 1 attributes, thus 
alloWing several different attributes of an item to have more 
than one value. In the examples of FIGS. 5 and 6, the corpo 
rate part number and vendor name attributes are both Level 1 
attributes, and location is a Level 2 attribute Within the sup 
plier information tree. Referring again to FIG. 8, the items 
and attributes are stored in four different tables to provide the 
capability of having multiple attributes that may have mul 
tiple different values Without the requirement of complex 
foreign keys or the addition of columns to a table. The tables 
include Table 1 that has three columns, a ?rst column for an 
item, a second column for a sub-item, and a third column for 
an attribute tree. In the example illustrated in FIG. 8, the ?rst 
item, Item 1, has ?ve sub-items associated thereWith, listed as 
Sub-Items Nos. 1-5 respectively in the sub-item column. 
Additional items may be added to the table by simply adding 
additional roWs to the table indicating items and associated 
sub items. Continuing With the example of FIGS. 5 and 6, 
Item 1 corresponds to the ACME 3/8 Inch Ball Valve, With 
Sub-Items 1 and 2 corresponding to the different corporate 
part number attributes associated With the item. Sub-Items 
3 -5 correspond to the different supplier and location attributes 
associated With the item. The corresponding attributes and 
attribute values associated With the different items and sub 
items are listed in Table 2 and Table 3, With the metadata 
de?ning the relationship betWeen the items and sub-items 
contained in Table 4. 

Referring noW to Table 2 of FIG. 8, the table includes four 
columns: an item column, a sub-item column, an attribute 
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identi?cation column, and an attribute name column. Each 
item may have a number of different attribute identi?cations 
associated thereWith. Furthermore, each sub-item may have 
one or more attribute identi?cations associated thereWith. In 
this example, the ?rst item, Item 1, has nineteen attribute 
identi?cations, namely Attribute ID Nos. 1-19. Attribute ID 
Nos. 1-3 are not associated With any particular sub-item asso 
ciated With Item 1, and thus the sub-item column for these 
attribute identi?cations is empty. Attribute ID Nos. 4-19 do 
have a sub-item associated thereWith, as indicated in the 
sub-item column. In this example, Attribute ID No. 1 is the 
manufacturer description, Attribute ID No. 2 is the manufac 
turer name, and Attribute ID No. 3 is the manufacturer part 
number. As each of these attributes is associated With a device 
provided by a particular manufacturer, they do not have mul 
tiple values associated thereWith and thus are associated With 
Level 0 attributes, indicated by the lack of a sub-item associ 
ated With these attributes. Sub-Item 1 associated With Item 1 
has tWo attribute IDs associated thereWith, namely Attribute 
ID Nos. 4 and 5. In this example, Attribute ID No. 4 is the 
corporate part number andAttribute Id. No. 5 is the corporate 
part number description. Sub-Item 2 of Item 1 also has tWo 
attribute identi?cations associated thereWith, namely 
Attribute ID Nos. 6 and 7 corresponding to the corporate part 
number and corporate part number description for the second 
sub-item. Sub-Items 3 through 5 each have four attribute 
identi?cations associated thereWith, With each sub-item hav 
ing an attribute identi?cation for the supplier name, supplier 
part number, location, and price. 

Referring noW to Table 3 of FIG. 8, the attribute values are 
stored in this table. Table 3 includes four columns: an attribute 
identi?cation column, a string value column, a numeric value 
column, and a language value column. Each of the columns 
may contain values associated With the attribute identi?ca 
tions. Thus, each attribute identi?cation has a value Which is 
stored in Table 3. The value for a particular attribute may be 
one or more of a string value, a numeric value, and a language 
value. Referring still to the example of FIGS. 5 and 6, and as 
mentioned above With respect to Tables 1 and 2, Item 1 is 
associated With the ACME 3/8 inch ball valve, and has Sub 
Items 1-5 associated thereWith, and also hasAttribute ID Nos. 
1-19 associated thereWith. As illustrated in Table 3, Attribute 
ID No. 1 has a string value that says ‘Ball Valve 3/8 Inch’, 
Attribute ID No. 2 has a string value that is ‘ACME’ corre 
sponding to the manufacturer name, and Attribute ID No. 3 
has a string value that is ‘6928500’ corresponding to the 
manufacturer part number. For these attributes, the numeric 
value column is empty as these particular attributes do not 
have a numeric value associated thereWith. While the 
Attribute ID. No. 3 is the manufacturer part number, and 
contains numeric digits, in this embodiment this attribute 
value is still placed in the string value column to provide 
uniform searching if a search is performed based on the part 
number, as part numbers commonly contain characters that 
are not numbers. Finally, the language attribute of these 
attributes is US English. As Will be understood, the language 
of a particular attribute may be any of a number of different 
languages, and the language is recorded in the language 
attribute column. Furthermore, in the event that a particular 
item has attributes that are in more than one language, such 
attributes may be assigned to an attribute tree and to a level 
Within the tree so as to provide multiple values, one value for 
each language, for the particular attribute(s) that have more 
than one language. Attribute ID Nos. 4-19 correspond to the 
attribute names described above With respect to Table 2 that 
are associated With the various items and sub-items of FIGS. 
5 and 6. 
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Finally, With reference to Table 4, metadata associated With 
each of the attribute trees is listed. In this example, the cor 
porate part number attribute tree has tWo attributes Which are 
all Level 1 attributes. The supplier information attribute tree 
has four attributes, tWo of Which are Level 1 attributes and tWo 
of Which are Level 2 attributes. The attribute identi?cations 
associated With each of the attributes are listed inAttribute ID 
column 168. 

Referring noW to FIG. 9, the storage of various items Within 
various tables of another embodiment is described. Continu 
ing With the example of the 3/8" ball valve manufactured by 
Acme, this embodiment includes an attribute value identi? 
cation that may be used to store attribute values and thus 
reduce duplicative entries of different attribute values. The 
tables, similarly as described above, include roWs associated 
With a particular item and various sub-items that may be 
associated With the item. Similarly as described above, the 
sub-items may have more than one value for a particular 
attribute, and different sub-items may further have different 
attributes that may have tWo or more values associated there 
With, thus resulting in an item that may have a sub-item With 
the sub-item having tWo or more additional sub-items and so 
on. In the embodiment of FIG. 9, the items and attributes are 
stored in four different tables. The tables include Table 1 that 
has three columns and is similar to Table 1 as described in the 
embodiment of FIG. 8. Particularly, Table 1 includes a ?rst 
column for items, a second column for sub-items, and a third 
column for an attribute tree. As described above, the ?rst item, 
item 1, has ?ve sub-items associated thereWith. 

Referring noW to Table 2, the table includes four columns: 
an item column, a sub-item column, an attribute value ID 
column, and an attribute name column. Each item may have a 
number of different attribute identi?cation values associated 
thereWith. Furthermore, each sub -item may have one or more 
attribute value identi?cations associated thereWith. In this 
example, the ?rst item, item 1, has sixteen attribute value 
identi?cations, namely attribute value ID nos. 1-16. Attribute 
value ID nos. 1-3 are not associated With any particular sub 
item associated With item 1, and thus the sub-item column for 
these attribute value identi?cations is empty. This also indi 
cates that these attribute are level 0 attributes. Attribute value 
identi?cation nos. 4-16 do have a sub-item associated there 
With, as indicated in the sub-item column. In this example, 
attribute value ID no. 1 is the manufacturer description, 
attribute value ID no. 2 is the manufacture name, and attribute 
value ID no. 3 is the manufacturer part no. Sub-item 1 asso 
ciated With item 1 has tWo attribute value IDs associated 
thereWith, namely attribute value ID nos. 4 and 5. In this 
example, attribute value ID no. 4 is the corporate part number 
and attribute value ID no. 5 is the corporate part number 
description. Sub-item 2 of item 1 also has tWo attribute value 
identi?cations associated thereWith, namely attribute value 
ID nos. 6 and 7 corresponding to the corporate part number 
and corporate part number description for the second sub 
item. Sub-items 3-5 each have four attribute value identi?ca 
tions associated thereWith, With each sub-item having an 
attribute value identi?cation for the supplier name, supplier 
part number, location, and price. In this embodiment, 
attribute value identi?cations 8, 9, and 12 are duplicated for 
three of the sub-items, indicating that each of these sub-items 
has attribute values that are duplicate. These particular 
attribute values correspond, in this example, to the supplier 
global valve, the global valve supplier part no. 812543, and 
the location of Berlin. Because these particular attributes have 
the same values, duplicate roWs in the attribute value table, 
Table 3, may be avoided. 
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Referring noW to Table 3 of FIG. 9, the attribute values are 

stored in this table. Table 3 includes four columns, namely an 
attribute value identi?cation column containing the attribute 
value identi?cations, a string value column containing string 
values associated With the attribute value identi?cations, a 
numeric attribute column containing numeric attributes asso 
ciated With the attribute value identi?cations, and language 
column containing language values associated With the 
attribute value identi?cations. Thus, each attribute value iden 
ti?cation has a value Which is stored in Table 3. The attribute 
values stored in Table 3 of FIG. 9 are similar to the attribute 
values stored in Table 3 of FIG. 8, With attributes that have 
duplicate values eliminated. In this example, Table 3 of FIG. 
8 includes three attributes Which have identical values. 
Namely, Attribute ID nos. 8 and 12 both correspond to the 
attribute value ‘Global Valve’ ; Attribute ID nos. 9 and 13 both 
correspond to the attribute value ‘812543’; and Attribute ID 
nos. 14 and 18 both correspond to the attribute value ‘Berlin’. 
In the embodiment of FIG. 9, these attribute values are stored 
in a single attribute value identi?cation, With the attribute 
value identi?cation duplicated in Table 2. Thus, the number of 
attribute values stored in Table 3 may be reduced. In the event 
that the catalog contains numerous different items Which have 
duplicative attribute values, such an embodiment may result 
in signi?cant storage savings Within the database storing the 
different tables. 

Finally, With reference to Table 4 of FIG. 9, metadata 
associated With each of the attribute trees is listed. In this 
example, the corporate part number attribute tree has tWo 
attributes Which are level 1 attributes. The supplier informa 
tion attribute tree has four attributes, tWo of Which are level 1 
attributes and tWo of Which are level 2 attributes. The attribute 
names associated With each of the attributes are listed in the 
attribute name column. 

While the storage of information related to items of a 
catalog has been described With respect to several different 
embodiments, it Will be understood that numerous other 
options exist for the storage of such information. For 
example, in the embodiments of FIGS. 8 and 9, several 
attributes are listed as having separate attribute identi?cations 
While these attributes describe the same information for the 
particular item and sub-item. Such an example is With 
attribute identi?cation numbers 11, 15, and 19, each describ 
ing a price for the item. It is contemplated that a description 
for such an attribute may be stored in a separate table, With 
attribute identi?cations, or attribute value identi?cations, 
having corresponding information indicating that the 
attribute name is stored in such a separate table. In this man 
ner, the amount of physical storage required to store such 
tables is reduced as the same identi?cation is not placed in 
tables a large number of times. 

Catalogs employing the item storage as described may be 
used in many different applications. Searching for items 
Within such a catalog of an embodiment of the present inven 
tion is noW described. When a search is performed, the results 
of the search are displayed to the user or otherWise provided 
to the client in a format that the client may use. The attributes 
and attribute values displayed may be the attributes associ 
ated With any of the attribute trees de?ned for the item. In one 
embodiment, a default attribute tree is displayed that is asso 
ciated With the ?rst attribute tree that is listed in the metadata, 
With a drop doWn box available for the user to select a differ 
ent attribute tree to vieW. In such a manner, a user may vieW 
only the attributes that are of interest to the user. In one 
embodiment, the attribute tree that a user vieWs most often is 
set to the default attribute tree, With a drop doWn box available 
for the user to select a different attribute tree. The display of 
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different attribute trees, in an embodiment, is in a table format 
similar to those illustrated in FIGS. 3-6. 

In one embodiment, an electronic catalog may be searched 
for items that have one or more equivalent attributes to a 
selected item. Such a search may have a number of uses. For 
example, a designer may desire to have a particular part 
included in a design, only to ?nd that the particular part is not 
readily available. The designer may desire to ?nd a part that is 
functionally equivalent to the desired part that is more readily 
available. Another use of such a search may be for a tempo 
rary replacement part in a high volume production operation. 
Such an operation may have a piece of equipment suffer a 
failure of a particular component, and thus become unable to 
operate. Such a halt in operation can result in signi?cant 
revenue loss, and it is bene?cial to bring the equipment back 
up and running in as short a time as possible. In the event that 
a replacement part is not readily available, an equivalent 
component may be searched and, if available, used to bring 
such equipment back up. Still another use of such a search is 
for a company or enterprise that desires to reduce the number 
of parts that are used in the company or enterprise. Such a 
reduction in parts may have a number of bene?ts, such as a 
reduced amount of inventory, increased volume purchases for 
remaining parts that may result in volume discounts, stan 
dardiZed designs, among others. 

Referring noW to FIG. 10, the operational steps for an 
equivalency search for an embodiment of the invention are 
noW described. Initially, as indicated at block 100, a part 
number is entered into a search interface. A user may select 
the part number in any of a number of Ways, such as a designer 
entering the part number of a particular item that is desired to 
be used in a particular design. For example, referring again to 
the example of FIGS. 3 and 4, a designer may enter the 
manufacturer part number for the Motorola 100 Ohm resistor. 
A search is performed of the electronic catalog, as noted at 
block 104, and a ?rst item is retrieved that is associated With 
the part number. In the example of the Motorola 100 Ohm 
resistor, the attributes associated With the resistor are 
retrieved and displayed to the user, illustrated in FIG. 11. 
Alternatively, a user may conduct a search based on other 
criteria that does not include a part number, and select an item 
that is displayed in a set of search results. 
As mentioned above, a particular item may have a number 

of different attribute trees associated thereWith, and the 
attributes that are displayed as a result of a particular search 
may be determined based on the requirements of the user. In 
one embodiment, there are attribute trees associated With 
physical item characteristics, suppliers of the item, and cor 
porate information for the item. The attributes selected to be 
displayed may be different based on the user. For example, an 
engineer searching for an equivalent part may not be inter 
ested in the suppliers or corporate information related to the 
item, and is interested only in the physical item characteris 
tics, such as the material or particular electrical rating of a 
part. Alternatively, a procurement specialist for the company 
may not be interested in physical item characteristics or cor 
porate information, and is interested only in alternate suppli 
ers and pricing associated With the suppliers. In one embodi 
ment of the invention, a user may select the attributes that are 
to be displayed in a ?rst search, With these attributes then 
selected as default attributed in future searches for that par 
ticular user. Thus, folloWing the selection of physical item 
characteristics in a ?rst search, an engineer searching for 
items Will vieW physical item characteristics by default in 
future searches, unless other attributes are selected. In another 
embodiment, the results displayed include a drop doWn list 
indicating the different attribute trees for the item. A different 
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attribute tree may be selected by the user to display the 
attributes contained in that tree. 

Referring again to FIG. 10, at block 108 attributes that are 
required for a particular application are selected. In the 
example of FIG. 11, a user may select the tolerance attribute. 
Such a selection may be the result of knowledge that the 
particular component, in this example a designer may desire 
a 100 Ohm resistor that has a certain tolerance required for a 
particular device to operate properly. Thus, in this example, 
the tolerance attribute Would be selected along With the 
attribute for the amount of resistance, 100 Ohms. At block 
112, a search is performed for items having selected attributes 
that are equivalent to attribute values of the selected 
attribute(s) of block 108. In the example of FIG. 11, a search 
Would be performed for items that are 100 Ohm resistors that 
have a tolerance of 10%. In another embodiment, the search 
for equivalent attributes may include a search for a range of 
attribute values. For example, in FIG. 11 a tolerance of less 
than 10% may be selected for the search. In such a case, all 
100 Ohm resistors having a tolerance of 10% or less Would 
searched for. Finally, at block 116, a list of items that meet the 
search criteria is generated. A user may vieW the list and select 
one or more items from the list and, for example, initiate a 
procurement of the item(s). In one embodiment, the system 
interacts With a procurement system to submit an order for 
one or more items. 

A computer system 200 representing an example of a sys 
tem upon Which features of the present invention may be 
implemented is illustrated in FIG. 12. The different items 
illustrated in FIGS. 1 and 2 can be con?gured similarly to 
What is illustrated in FIG. 12, although, as Will be understood, 
numerous other con?gurations are possible. Each of these 
components may be provided using its oWn computer system 
or several different components can be combined. For 
example, the search engine, server, applets, and catalogs can 
all be provided using a single computer system. Similarly, 
such components may be provided using a distributed com 
puter system. The computer system can be deployed on a 
single platform as illustrated or different components can be 
provided on separate platforms so the bus 201 connects sev 
eral different platforms together containing different portions 
or aspects of the mass storage 207 and other systems 210 
components. The computer system may also be implemented 
in one or more small portable platforms such as laptops and/or 
desktop computers. The system 200 includes a bus or other 
communication device 201 for communicating information, 
and a processing component such as a microprocessor 202 
coupled With the bus 201 for processing information. The 
computer system 200 further includes a main memory 204 
such as a random access memory (RAM) or other dynamic 
data storage device coupled to the bus 201 for storing infor 
mation and instructions to be executed by the processor 202. 
The main memory also may be used for storing temporary 
variables and/or other intermediate information generated 
during execution of instructions by the processor. 
The computer system may also include a non-volatile 

memory 206 such as a read only memory (ROM) or other 
static data storage device coupled to the bus for storing static 
information and instructions for the processor. A mass 
memory 207 such as a pneumatic disk or optical disk and its 
corresponding drive may also be coupled to the bus of the 
computer system and operate to store information and 
instructions such as the various databases. 
The computer system may also be coupled via the bus to a 

display device or monitor 221, such as a CRT, LCD, or other 
type of display, for displaying information to a user. For 
example, graphical and textural indications of the status of 
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various instructions and/ or operations and other information 
may be presented to a user on the display device. Typically, an 
alphanumeric input device 222, such as a keyboard, may be 
coupled to the bus for communicating information and com 
mand selections to the processor. A cursor control device 223, 
such as a mouse, trackball, touch screen, or other cursor 
direction keys may be coupled to the bus for communicating 
direction information and command selections to the proces 
sor and to control cursor movement on the display 221. 

A communication device 225 is also coupled to the bus 
201. The communication device 225 may include a modem, a 
netWork interface card, a Wireless communication device, or 
any other Well-knoWn interface device such as those used for 
coupling to internet, token ring, or other types of physical 
attachment for purposes of providing a communication link 
to support a local or Wide area netWork (LAN or WAN), for 
example. In this manner, the computer system may also be 
coupled to a number of clients or servers via a conventional 
netWork infrastructure including an internet or the intranet, 
for example. Source content and the databases can be made 
available to the computer system over such a netWork infra 
structure. 

As Will be appreciated, the computer system 200 described 
is for purposes of discussion and illustration only, and the 
functions of the system of the present invention may be imple 
mented on any appropriate computing system and computing 
platform. Therefore, the con?guration of the exemplary com 
puter system 200 Will vary from implementation to imple 
mentation depending on numerous factors such as price con 
straints, performance requirements, technological 
improvements, and/or other circumstances. 

While the invention has been particularly shoWn and 
described With reference to various embodiments thereof, it 
Will be understood by those skilled in the art that various other 
changes in the form and details may be made Without depart 
ing from the spirit and scope of the invention. 

What is claimed is: 
1. A computer-implemented method for storing data in a 

computer data repository, the data identifying a particular 
item in an electronic catalog that is described by a set of 
attributes including at least one attribute that has at least tWo 
alternative values used to describe the same particular item, 
comprising the steps of: 

storing in a ?rst table data identifying at least a ?rst item 
and at least ?rst and second sub-items associated With 
said ?rst item, said ?rst item being an item in an elec 
tronic catalog and said ?rst and second sub-items corre 
sponding to alternative information for the same 
attributes of said ?rst item; 

storing in a single attribute identi?cation column of a sec 
ond table at least a ?rst and a second attribute identi? 
cation associated With said ?rst item, said ?rst attribute 
identi?cation identifying a ?rst property of both said 
?rst and second sub-items and being repeated for each of 
said ?rst and second sub-items in respective roWs of the 
single attribute identi?cation column, and said second 
attribute identi?cation identifying a second property of 
both said ?rst and second sub-items; and 

storing at least a ?rst and a second attribute values for said 
?rst attribute identi?cation in respective roWs of an 
attribute value column Within one of the second table 
and a third table, said ?rst and second attribute values 
associated With said ?rst and second sub-items, respec 
tively, and being alternative values of said ?rst property 
identi?ed by said ?rst attribute identi?cation for said 
?rst and second sub-items respectively; 
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Wherein the ?rst and second attribute identi?cations are 

unique identi?ers and said steps of storing do not make 
use of a foreign key. 

2. The method of claim 1, Wherein said ?rst and second 
attribute identi?cations are stored in separate roWs in said 
second table. 

3. The method of claim 1, Wherein said attribute value 
column is in the third table. 

4. The method of claim 1, further comprising: 
?rstly adding a second item to said ?rst table; and 
secondly adding, in response to said ?rstly adding, at least 

one neW attribute identi?cation to said second table, said 
neW attribute identi?cation associated With said second 
item. 

5. The method of claim 1, further comprising: 
adding a third sub-item to said ?rst table, said third sub 

item associated With said ?rst item; 
adding a ?rst neW attribute identi?cation to said second 

table for said third sub-item; and 
adding at least one neW attribute value associated With the 

?rst neW attribute identi?cation. 
6. The method of claim 1, Wherein said ?rst table com 

prises: 
a ?rst column identifying items; 
a second column identifying sub-items associated With 

items identi?ed in said ?rst column; and 
a third column identifying an attribute tree associated With 

each sub-item. 
7. The method of claim 6, Wherein said second table com 

prises: 
a ?rst column identifying items; 
a second column identifying sub-items associated With 

items of said ?rst column; and 
the attribute identi?cation column identifying attribute 

identi?cations associated With items of said ?rst column 
and sub-items of said second column. 

8. The method of claim 7, Wherein a third table comprises: 
a ?rst column identifying attributes; 
a second column identifying string values When said 

attributes have a string value associated thereWith, and 
containing no value When said attributes do not have a 
string value associated thereWith; and 

a third column identifying a numeric value When said 
attributes have a numeric value associated thereWith, 
and containing no value When said attributes do not have 
a numeric value associated thereWith; 

Wherein the attribute value column is one of the second 
column and the third column. 

9. The method of claim 8, Wherein said third table further 
comprises: 

a fourth column identifying a language When said 
attributes have a language value associated thereWith, 
and containing no value When said attributes do not have 
a language value associated thereWith. 

10. The method of claim 1, further comprising: 
storing in a metadata table, metadata de?ning at least one 

attribute tree that identi?es a relationship betWeen said 
items and said sub-items. 

11. The method of claim 10, Wherein said metadata iden 
ti?es, for each sub-items, the attribute tree for said sub-item 
and a level Within said attribute tree. 

12. The method of claim 10, further comprising: 
identifying at least said ?rst attribute as a key attribute; and 
storing in said metadata table an indication that said ?rst 

attribute is a key attribute. 






