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MAGNETIC RESONANCE IMAGING 
APPARATUS AND RADIO FREQUENCY COIL 

UNIT 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application is a divisional of US. patent application 
Ser. No. 11/490,245 ?led Jul. 21, 2006 (noW issued as US. 
Pat. No. 7,446,529), and Which claimed priority from Japa 
nese Application No. 2005-211,624 ?led Jul. 21, 2005, the 
entire disclosures of Which priority applications are incorpo 
rated herein by reference. This application is also related to 
commonly assigned US. Pat. Nos. 7,176,689 (Machida, et 
al.), 6,930,481 (Okamoto, et al.), 6,998,843 (Okamoto, et al.), 
7,109,713 (Okamoto, et al.) and 7,227,361 (Okamoto, et al.). 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a magnetic resonance 

imaging apparatus Which obtains a magnetic resonance signal 
generated by applying a gradient magnetic ?eld and a radio 
frequency pulse into an object in a static magnetic ?eld and 
reconstructs an image of the object using the obtained mag 
netic resonance signal, and a radio frequency coil unit. More 
particularly, this invention relates to a magnetic resonance 
imaging apparatus including a plurality of surface coils for 
receiving a magnetic resonance signal and a radio frequency 
coil unit. 

2. Description of the Related Art 
According to a related art, a magnetic resonance imaging 

apparatus is used as a monitoring apparatus in the medical 
?eld. The magnetic resonance imaging apparatus forms gra 
dient magnetic ?elds in X axis, Y axis and Z axis directions 
using a gradient magnetic ?eld coil in an imaging area of the 
object disposed in a tubular magnet forming a static magnetic 
?eld and transmits a RF (radio frequency) signal from a RF 
(radio frequency) coil to resonate a nuclear spin in an object. 
The magnetic resonance imaging apparatus further recon 
structs a MR image of the object using an excited NMR 
signal. 

In the magnetic resonance imaging apparatus as described 
above, surface coils are disposed in a plurality of target 
regions of the object in order to receive a NMR signal, Which 
makes it possible to rapidly take an image as compared With 
a technique according to the related art referred to as parallel 
imaging. 

FIG. 15 is a diagram shoWing an example in Which a 
plurality of surface coils are disposed around an abdominal 
region of the object in parallel imaging by a magnetic reso 
nance imaging apparatus according to a related art. 
As shoWn in FIG. 15, When imaging the Whole abdominal 

region of the object P, generally, a plurality of surface coils 1 
are arranged to surround the object P. A magnetic resonance 
imaging apparatus is con?gured to obtain a NMR signal from 
the Whole abdominal region of the object by the surface coils 
1. Therefore, the magnetic resonance imaging apparatus can 
obtain an image for every imaging area With good sensitivity 
by appropriately arranging the plurality of surface coils for 
each of the imaging areas. FIG. 15 is a vieW shoWing an 
example that receives reception signals from six surface coils 
1 through six receiving channels 2. 

According to the parallel imaging method, it is possible to 
reduce a data acquisition time to 1/n (n is a number of coils 
arranged in an encode direction When acquiring the maxi 
mum number of image data). When imaging an axial section 
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2 
of a body of FIG. 15, if the encode direction is x-direction, 
three surface coils are arranged. Therefore, the data acquisi 
tion time can be approximately reduced to 1/3. 
The parallel imaging method is further developed in recent 

years, and high speed imaging can be performed With reduced 
error. Therefore, the number of surface coils or the number of 
receiving channels of a system tends to be increased. For 
example, a system in Which four to thir‘ty-tWo channels are 
provided even for a magnetic resonance imaging apparatus 
having a smaller number of surface coils is produced. 

HoWever, there is a problem in that since it is required to 
dispose the surface coils for every imaging area, the number 
of surface coils is increased. Further, Whenever the object or 
the imaging area is changed, the user needs to change the 
surface coils correspondingly to the imaging area. Therefore, 
the user needs to suf?ciently prepare surface coils dedicated 
to imaging areas. HoWever, changing the surface coil is 
troublesome for a doctor or an operator. 

Generally, in the magnetic resonance imaging apparatus, it 
is required that the number of receiving channels corresponds 
to the maximum number of the coils that are used in the 
imaging area. Therefore, even When the number of surface 
coils is large, if the number of receiving channels of the 
magnetic resonance imaging apparatus is small, the number 
of surface coils that are to be simultaneously used is limited. 
As a result, there is a problem in that the surface coils can not 
receive the signals from a larger region the body of the object. 
A magnetic resonance imaging apparatus in Which a sWitch 

circuit or a combining circuit (Matrix) is provided for a plu 
rality of surface coils arranged in a X-axis direction vertical to 
a body axis of the object to select a mode of a combination of 
surface coils used for receiving a signal has been suggested 
(for example, JP-A-2003 -334177). In the magnetic resonance 
imaging apparatus having the sWitch circuit or the combining 
circuit, signals received from a proper number of surface coils 
are combined by selecting a mode of the corresponding sur 
face coil, Which makes it possible to perform parallel imaging 
With a number of channels smaller than that of the surface 
coils. In JP-A-2003-334177, a sWitch circuit that is capable of 
outputting reception signals received by maximum eight sur 
face coils as at least one reception signal is suggested. 

FIG. 16 is a conceptual diagram shoWing an example con 
?gured to combine reception signals received by a plurality of 
surface coils using a combining/sWitch circuit in parallel 
imaging by a magnetic resonance imaging apparatus accord 
ing to a related art. 
As shoWn in FIG. 16, When six surface coils 1 are arranged 

around the abdominal region of an object P, tWo combining 
circuits 3 are provided. Therefore, When the combining cir 
cuit 3 combines the signals from three surface coils 1 to one 
signal and then outputs it, it is possible to receive the recep 
tion signals from the six surface coils 1 through tWo receiving 
channels 2. 

It is further possible to combine various types of reception 
signals from the respective surface coils and select a mode of 
reception signals by providing a distributing/combining cir 
cuit (for example, refer to “Mode MatrixiA Generalized 
Signal Combiner For Parallel Imaging Arrays” A. 
ReykoWski, M. Blasche, 2004 Proceedings On CD-ROM, 
International Society for Magnetic Resonance in Medicine, 
TWelfth scienti?c meeting, Kyoto, Japan 15-21 May 2004, pp 
1 587). 

FIG. 17 is a diagram shoWing a sensitivity distribution of 
three target surface coils among six surface coils arranged 
around the abdominal region of the object in parallel imaging 
by a magnetic resonance imaging apparatus according to a 
related art. FIG. 18 is a circuit diagram of the distributing/ 
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combining circuit for combining signals received from the 
target surface coils in the magnetic resonance imaging appa 
ratus according to a related art, as shoWn in FIG. 17. 

It is possible to set a plurality of modes in order to combine 
signals received from the three surface coils L, M, R having 
the sensitivity distribution 4 as shoWn in FIG. 17. For 
example, as shoWn in FIG. 18, the distributing/combining 
circuit 5 is con?gured by a 0°-l80° hybrid circuit 6 and a 
0°-90° hybrid circuit 7. A signal obtained by combining tWo 
input signals is output from a 0° output side of the 0°-l80° 
hybrid circuit 6, and a composite signal obtained by combin 
ing tWo signals Whose phases are shifted by 180° is output 
from a 180° output side of the 0°-l80° hybrid circuit 6. 
Further, a signal obtained by combining tWo input signals is 
output from a 0° output side of the 0°-90° hybrid circuit 7, and 
a composite signal obtained by combining tWo signals Whose 
phases are shifted by 90° is output from a 90° output side of 
the 0°-90° hybrid circuit 7. 
More speci?cally, the 0°-l 80° hybrid circuit 6 is provided 

at output sides of the surface coils L and R, and the 0°-90° 
hybrid circuit 7 is provided at the 180° output side of the 
0°-l 80° hybrid circuit 6 and an output side of the surface coil 
M. A signal output from a channel at the 0° output side of the 
0°-l80° hybrid circuit 6 is denoted by a signal B, a signal 
output from a channel at the 0° output side of the 0°-90° 
hybrid circuit 7 is denoted by a signal C, and a signal output 
from a channel at the 90° output side of the 0°-90° hybrid 
circuit 7 is denoted by a signal A. 

With this con?guration, the signal B is a signal that com 
bines (adds) a reception signal from the surface coil L and a 
reception signal from the surface coil R. Further, the signalA 
is a QD signal corresponding to a reception signal from a QD 
(quadrature detection) surface coil arranged by overlapping a 
?gure-of-eight-shaped surface coil consisting of the surface 
coils L and R and the surface coil M as a loop surface coil. The 
signal C is an anti-QD signal that is reversed With the QD 
signal. 

It is knoWn that the QD surface coil can improve SNR 
(signal to noise ratio) by shifting the phases of the reception 
signal from the loop surface coil and the reception signal from 
the ?gure-of-eight-shaped surface coil by 90° and adding 
them. In this case, in order to combine the signal from the 
surface coil M corresponding to the loop surface coil and 
composite signal of the surface coils L and M that are shifted 
180° and forms the ?gure-of-eight-shaped coil, the 0°-90° 
hybrid circuit 7 is used. 

FIG. 19 is a diagram shoWing the sensitivity distribution 4 
formed by the surface coils L, M, R When the output signal A 
from the distributing/combining circuit 5 shoWn in FIG. 18 
according to a related art is selected as a reception signal, FIG. 
20 is a diagram shoWing the sensitivity distribution 4 formed 
by the surface coils L, M, R When the output signal C from the 
distributing/combining circuit 5 shoWn in FIG. 18 according 
to a related art is selected as a reception signal, and FIG. 21 is 
a diagram shoWing the sensitivity distribution 4 formed by the 
surface coils L, M, R When the output signal B from the 
distributing/combining circuit 5 shoWn in FIG. 18 according 
to a related art is selected as a reception signal. 

As shoWn in FIGS. 19, 20, and 21, When performing mode 
selection by combining the reception signals from the surface 
coils L, M, R, it is possible to form a plurality of different 
sensitivity regions 4 by the combination of the same surface 
coils L, M, R Without changing the surface coils L, M, R. 
Therefore, it is further possible to obtain three image patterns 
that are recon?gured by the reception signals. Furthermore, it 
is possible to select a reception signal that is used for imaging 
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4 
in accordance to the number of reception channels included a 
receiving system of the magnetic resonance imaging appara 
tus. 

For example, as shoWn in FIG. 17, When six surface coils 1 
are provided, a distributing/combining circuit same as the 
distributing/combining circuit 5 shoWn in FIG. 18 is provided 
for three surface coils 1 that face the three surface coils L, M, 
R. Therefore, When output signals corresponding to the sig 
nals A, B, C are denoted as signals A', B', C', respectively, and 
the number of receiving channels provided in the receiving 
system is tWo, it is possible to select the signalsA andA' as the 
reception signals. Since the QD signal has a Wide sensitivity 
region, it is possible to image a Wider area even When the 
number of the reception channel is only tWo. 

Further, When the number of the receiving channels pro 
vided in the receiving system is four, the signals A, B, A', and 
B' can be selected as the reception signals to be used for 
imaging. When the number of the receiving channels pro 
vided in the receiving system is six, the signals A, B, C, A', B', 
C' can be selected as the reception signals to be used for 
imaging. Therefore, it is possible to perform high speed imag 
ing corresponding to the number of receiving channels. 

Recently, a magnetic resonance imaging apparatus 
includes a sWitch circuit that selects or combines reception 
signals from the surface coils so as to perform parallel imag 
ing even When the number of receiving channels, M and the 
number of surface coils, N satis?es the relationship of NZM. 

HoWever, in the magnetic resonance imaging apparatus 
according to the related art, if the number of surface coils 
increases, When the sWitch circuit performs both selection 
and combination of the reception signals, there are problems 
such as the complicated arrangement of the sWitch circuit, 
increased siZe of the circuit board, increased poWer consump 
tion, and dif?culty in quality insurance. 

Further, in recent years, in order to image a Wider range, a 
magnetic resonance imaging apparatus in Which a plurality of 
surface coils are arranged not only in XY direction vertical to 
a body axis of the object, but also in the body-axis direction is 
suggested. In the magnetic resonance imaging apparatus hav 
ing the above mentioned structure, When the number of 
receiving channels in the body-axis direction is small, it is 
dif?cult to cover signals from a Wide region of the body of the 
object regardless of the plurality of surface coils. On the other 
hand, When the sWitch circuit selects a reception signal in the 
body-axis direction, the circuit becomes complicated due to 
the increased number of the surface coils. 

SUMMARY OF THE INVENTION 

Accordingly, this invention is made in consideration of the 
problems according to the related art, and an object of the 
present invention is to provide a magnetic resonance imaging 
apparatus that is capable of realiZing a Wider imaging area 
With a reduced number of receiving channels Without using a 
complicated con?guration of a circuit even though the num 
ber of surface coils is increased and arranged in a body-axis 
direction, and a radio frequency coil unit. 

In order to achieve the above object, a radio frequency coil 
unit according to an aspect of this invention includes a plu 
rality of surface coils arranged in a body-axis direction of an 
object and a distributing/combining unit that produces a neW 
reception signal by distributing and combining reception sig 
nals from the plurality of surface coils in the body-axis direc 
tion. 

Further, a radio frequency coil unit according to another 
aspect of this invention includes a plurality of surface coils 
and a distributing/ combining unit that includes only 0°-l 80° 
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hybrid circuit as a passive circuit and inputs reception signals 
from the plurality of surface coils to the 0°- 1 80° hybrid circuit 
and distributes and combines the input reception signals in the 
00-1800 hybrid circuit to produce a neW reception signal. 
A magnetic resonance imaging apparatus according to still 

another aspect of this invention includes a signal generating 
unit that generates a magnetic resonance signal by applying a 
gradient magnetic ?eld and a radio frequency pulse to an 
object that is disposed in a static magnetic ?eld, a plurality of 
surface coils that are arranged in a body-axis direction of the 
object and receives the magnetic resonance signal, a distrib 
uting/ combining unit that distributes and combines the recep 
tion signals input from the plurality of surface coils to pro 
duce a neW reception signal, a sWitch that selects reception 
signals from the neW reception signal generated by the dis 
tributing/ combining unit, the number of the reception signals 
corresponding to the number of receiving channels, a receiv 
ing unit that obtains the reception signal selected by the 
sWitch, and an image reconstructing unit that reconstructs an 
image of the object on the bases of the reception signal 
obtained by the receiving unit. 
A magnetic resonance imaging apparatus according to still 

another aspect of this invention includes a signal generating 
unit that generates a magnetic resonance signal by applying a 
gradient magnetic ?eld and a radio frequency pulse to an 
object that is disposed in a static magnetic ?eld, a plurality of 
surface coils that receives the magnetic resonance signal, a 
distributing/ combining unit that includes only 0°- l 800 hybrid 
circuit as a passive circuit and inputs reception signals from 
the plurality of surface coils to the 00-1800 hybrid circuit and 
distributes and combines the input reception signals in the 
0"-l80o hybrid circuit to produce a neW reception signal, a 
sWitch that selects reception signals, the number of the recep 
tion signals corresponding to the number of receiving chan 
nels from the neW reception signal generated by the distrib 
uting/ combining unit, a receiving unit that obtains a reception 
signal selected by the sWitch, and an image reconstructing 
unit that reconstructs an image of the object on the bases of 
the reception signal obtained by the receiving unit. 

According to the magnetic resonance imaging apparatus 
and the radio frequency coil unit of this invention, it is pos 
sible to realiZe a Wider imaging area With a reduced number of 
receiving channels Without using a complicated con?guration 
of a circuit even though the number of surface coils is 
increased and arranged in a body-axis direction, and a radio 
frequency coil unit. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a con?guration diagram shoWing an embodiment 
of a magnetic resonance imaging apparatus according to this 
invention; 

FIG. 2 is a circuit diagram of receiving radio frequency coil 
and a combining/switch circuit of the magnetic resonance 
imaging apparatus shoWn in FIG. 1; 

FIG. 3 is a diagram shoWing a con?guration example of the 
distributing/combining circuit shoWn in FIG. 2; 

FIG. 4 is a diagram shoWing sensitivity distribution formed 
by surface coils When a signal output from a 0° side of a 
00-1800 hybrid circuit shoWn in FIG. 3 is selected as a recep 
tion signal; 

FIG. 5 is a diagram shoWing sensitivity distribution formed 
by surface coils When a signal output from a 180° side of the 
00-1800 hybrid circuit shoWn in FIG. 3 is selected as a recep 
tion signal; 

FIG. 6 is a diagram shoWing an example in Which four 
surface coils are arranged at a back side of an object as 
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6 
receiving radio frequency coils of the magnetic resonance 
imaging apparatus shoWn in FIG. 1; 

FIG. 7 is a diagram shoWing a con?guration example of the 
distributing/combining circuit When four surface coils are 
used as receiving radio frequency coils of the magnetic reso 
nance imaging apparatus shoWn in FIG. 1; 

FIG. 8 is a diagram shoWing a phase pro?le When output 
signals output from the distributing/ combining circuit shoWn 
in FIG. 7 are used as reception signals; 

FIG. 9 is a diagram shoWing a sensitivity distribution 
formed by the surface coils When an output signal B1 output 
from the distributing/combining circuit shoWn in FIG. 7 is 
selected as a reception signal; 

FIG. 10 is a diagram shoWing a sensitivity distribution 
formed by the surface coils When an output signal B2 output 
from the distributing/combining circuit shoWn in FIG. 7 is 
selected as a reception signal; 

FIG. 11 is a diagram shoWing a sensitivity distribution 
formed by the surface coils When an output signal B3 output 
from the distributing/combining circuit shoWn in FIG. 7 is 
selected as a reception signal; 

FIG. 12 is a diagram shoWing a sensitivity distribution 
formed by the surface coils When an output signal B4 output 
from the distributing/combining circuit shoWn in FIG. 7 is 
selected as a reception signal; 

FIG. 13 is a diagram shoWing an example of arrangement 
of the surface coils When the plurality of surface coils for a 
head of the object are used as the receiving radio frequency 
coils of the magnetic resonance imaging apparatus shoWn in 
FIG. 1; 

FIG. 14 is a diagram showing an example Where four 
surface coils are provided as the receiving radio frequency 
coils of the magnetic resonance imaging apparatus shoWn in 
FIG. 1, and a sWitch is provided at the output side of each 
surface coil; 

FIG. 15 is a diagram shoWing an example in Which a 
plurality of surface coils are disposed around an abdominal 
region of the object in the parallel imaging by a magnetic 
resonance imaging apparatus according to a related art; 

FIG. 16 is a conceptual diagram shoWing an example con 
?gured to combine reception signals from a plurality of sur 
face coils using a combining/sWitch circuit in parallel imag 
ing by a magnetic resonance imaging apparatus according to 
a related art; 

FIG. 17 is a diagram shoWing a sensitivity distribution of 
three target surface coils among six surface coils arranged 
around the abdominal region of the object in parallel imaging 
by a magnetic resonance imaging apparatus according to a 
related art; 

FIG. 18 is a circuit diagram of the distributing/combining 
circuit for combining signals received from the target surface 
coils in the magnetic resonance imaging apparatus according 
to a related art shoWn in FIG. 17; 

FIG. 19 is a diagram shoWing the sensitivity distribution 
formed by the surface coils L, M, R When the output signal A 
from the distributing/ combining circuit 5 according to a 
related art shoWn in FIG. 18 is selected as a reception signal; 

FIG. 20 is a diagram shoWing the sensitivity distribution 
formed by the surface coils When the output signal B from the 
distributing/combining circuit shoWn in FIG. 18 according to 
a related art is selected as a reception signal; and 

FIG. 21 is a diagram shoWing the sensitivity distribution 4 
formed by the surface coils When the output signal C from the 
distributing/combining circuit shoWn in FIG. 18 according to 
a related art is selected as a reception signal. 
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DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Embodiments of a magnetic resonance imaging apparatus 
and a radio frequency coil unit according to this invention Will 
be described With reference to accompanying draWings. 

FIG. 1 is a con?guration diagram shoWing an embodiment 
of a magnetic resonance imaging apparatus according to this 
invention. 

The magnetic resonance imaging apparatus 10 has a gantry 
11 and a control system 12. The gantry 11 is con?gured by 
coaxially forming a tubular gradient magnetic ?eld coil unit 
14 in a tubular static magnetic ?eld magnet 13 and a tubular 
transmitting radio frequency coil 15. A bed 16 is provided 
inside the transmitting radio frequency coil 15 and an object 
P to be examined is set on the bed 16. A receiving radio 
frequency coil 17 is provided in an imaging area of the object 
P. The control system 12 includes a gradient magnetic ?eld 
coil driving circuit 18, a transmitting unit 19, a receiving unit 
20, a data collecting unit 21, a calculator 22, a console 23, a 
display 24, a combining/switch circuit 25, and a sequence 
controller 26. All or a part of the combining/sWitch circuit 25 
includes a part of the receiving radio frequency coil 17 to form 
a radio frequency coil unit. 

The static magnetic ?eld magnet 13 has a function of 
uniformly applying a static magnetic ?eld to the object P set 
in the imaging area. The gradient magnetic ?eld coil unit 14 
includes an X-axis gradient magnetic ?eld coil, aY-axis gra 
dient magnetic ?eld coil, and a Z-axis gradient magnetic ?eld 
coil (Which are not shoWn), and functions to form gradient 
magnetic ?elds Gx, Gy, G2 in the imaging area, the densities 
of the magnetic ?elds are linearly changed in X-axis, Y-axis, 
Z-axis directions in response to a driving signal from the 
gradient magnetic ?eld coil driving circuit 18. The transmit 
ting radio frequency coil 15 transmits a radio frequency pulse 
to the object P disposed in the imaging area according to a 
radio frequency pulse received from the transmitting unit 19. 

The receiving radio frequency coil 17 includes a plurality 
of surface coils and has functions to receive a magnetic reso 
nance signal generated by the radio frequency pulse that is 
supplied from the transmitting radio frequency coil 15 to the 
object P and output the received magnetic resonance signal to 
the combining/switch circuit 25 as an electrical signal. The 
combining/sWitch circuit 25 inputs a reception signal from 
each surface coil of the receiving radio frequency coil 17 and 
combines and selects the input reception signal to supply an 
output signal to the receiving unit 20 as a reception signal. 

The gradient magnetic ?eld coil driving circuit 18 supplies 
driving signals to the X-axis gradient magnetic ?eld coil, the 
Y-axis gradient magnetic ?eld coil, and the Z-axis gradient 
magnetic ?eld coil of the gradient magnetic ?eld coil unit 14 
according to a control signal (sequence) received from the 
sequence controller 26 to form desired gradient magnetic 
?elds Gx, Gy, G2 in the imaging area. 

The transmitting unit 19 supplies the radio frequency pulse 
to the transmitting radio frequency coil 15 according to the 
control signal (sequence) received from the sequence control 
ler 26 to apply the radio frequency signal to the object P. The 
receiving unit 20 has a plurality of receiving channels and 
under control by the sequence controller 26, the reception 
signals received from the combining/sWitch circuit 25 are 
ampli?ed and detected through receiving channels to be sup 
plied to a data collecting unit 21. 

The data collecting unit 21 collects the magnetic resonance 
signals received as reception signals from the receiving unit 
20 through the receiving channels under the control by the 
sequence controller 26, and A to D converts the signals to 
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8 
supply the calculator 22. The calculator 22 is controlled by a 
control signal from the console 23, and performs image 
reconstructions of the magnetic resonance signal acquired 
from the data collecting unit 21 to produce image data of the 
object P. The produced image data is supplied to the display 
24 to be displayed. 

FIG. 2 is a circuit diagram of a receiving radio frequency 
coil 17 and a combining/sWitch circuit 25 of the magnetic 
resonance imaging apparatus shoWn 10 in FIG. 1. 
As shoWn in FIG. 2, the receiving radio frequency coil 17 

includes a plurality of surface coils 30. The number of the 
surface coils 30 arranged in a predetermined position of a 
body direction of the object P and a direction vertical to the 
body axis is preferably N, respectively. In this case, at least 
tWo surface coils 30 that are shifted in the body-axis direction 
of the object P are provided. Generally, the body-axis direc 
tion of the object P is Z axis. 
The combining/switch circuit 25 can be con?gured by 

connecting a distributing/combining circuit 31 and a sWitch 
circuit 32. N reception signals are input from N surface coils 
30 to the distributing/combining circuit 31, the distributing/ 
combining circuit 31 distributes and combines the input 
reception signals to produce N reception signals and to output 
the produced N reception signals to the sWitch circuit 32. That 
is, the combining/sWitch circuit 25 produces a predetermined 
reception signal on the basis of the reception signal from the 
surface coils 30 in accordance With a proper method. The 
combining/sWitch circuit 25 is con?gured by a passive circuit 
in Which the driving poWer supply is not required. As a result, 
it is possible to achieve reduced poWer consumption. Further, 
When the di stributing/ combining characteristic of the distrib 
uting/combining circuit 31 is represented by a N><N matrix 
having a determinant in Which the value is not Zero, that is, 
When the characteristic is represented by a matrix that has an 
inverse matrix, it is possible to effectively use the reception 
signal from the surface coils 30 Without discarding. 
The sWitch circuit 32 selects M reception signals that sat 

isfy the relationship of NZM, from N reception signals 
received from the distributing/combining circuit 31. The 
selected reception signals is output to M channel receiver 33 
provided in the receiving unit 20. That is, the sWitch circuit 32 
has a function for modally selecting and sWitching the N 
reception signals received from the distributing/combining 
circuit 31 in accordance With M that is the number of receiv 
ing channels in the receiving unit 20. 

Therefore, the con?guration of the distributing/combining 
circuit 31 is determined depending on the number N of the 
surface coils 30 or arrangement thereof. MeanWhile, the 
sWitch circuit 32 can be properly designed so as to select the 
M reception signals. In this case, When the radio frequency 
coil unit is formed by the plurality of surface coils 30 and the 
corresponding distributing/combining circuit 31, it is pos 
sible to easily sWitch N radio frequency coil units in accor 
dance With the diagnosis object. Further, When the distribut 
ing/combining circuit 31 is con?gured by a passive circuit in 
Which the driving poWer supply is not required, it is possible 
to simplify the circuit arrangement of the radio frequency coil 
unit. 

FIG. 3 is a diagram shoWing a con?guration example of the 
distributing/combining circuit 31 shoWn in FIG. 2. 
As shoWn in FIG. 3, the distributing/combining circuit 31 

can be con?gured by a 0°-l80° hybrid circuit 40 that is an 
example of the passive circuit. FIG. 3 shoWs an example When 
the number N of surface coils 30 is 2. The 0°-l80° hybrid 
circuit 40 is provided at output sides of tWo surface coils C1 
and C2 that are shifted in the body-axis direction of the object 
P. With this con?guration, a signal A1 obtained by adding the 












