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DEVICE FOR A MOTOR VEHICLE, 
COMPRISING A ROTATABLY MOUNTED 

CAMERA UNIT 

FIELD OF THE INVENTION 

The invention relates to a device for a motor vehicle, hav 
ing a rotatably mounted camera unit, Which can brought into 
a resting position and into an active position by a motor, and 
having a protective element that is guidable into a closed 
position and into an open position by rotation about a ?rst 
axle, such that in the closed position the camera unit is in its 
resting position behind the protective element, Where it is 
inaccessible from the outside, and in the open position of the 
protective element the camera unit can be moved into its 
active position for recording images. 

BACKGROUND OF THE INVENTION 

The use of cameras for vehicle environment detection is 
knoWn. Such cameras are used, for example, as parking aids 
and/ or maneuvering aids for motor vehicles to detect the areas 
that cannot be observed using conventional mirrors in par 
ticular. 
EP 1 529 688 Al discloses a camera arrangement for motor 

vehicles having a camera unit for recording images, Whereby 
the camera unit is arranged behind a pivotable protective 
element, so that in an inactive position it is essentially inac 
cessible from the outside. With this device, the camera unit is 
mounted directly on the protective element. It has been found 
to be a disadvantage that direct mounting of the camera on the 
protective element is susceptible to faults. Due to the effects 
of Weather and Wear phenomena, the protective element no 
longer forms a satisfactory seal after a certain period of time, 
so that the camera mounted on the protective element is 
exposed to certain dirt and moisture burdens. The lenses of 
the video camera in particular must therefore be cleaned 
frequently. Furthermore, because of its arrangement the cam 
era is easily vandaliZed, e.g., by destroying the protective 
element. 

BRIEF SUMMARY OF THE INVENTION 

The present invention creates a device for a motor vehicle 
having a rotatably mounted camera unit, Which avoids the 
above-mentioned disadvantages, in particular having a 
greater functionality Which alloWs effective protection of the 
camera unit Without restricting the quality of the images 
recorded. 

According to the present invention, it is provided that the 
camera unit is movable out of the resting position into the 
active position by rotating about a second axle, Which is 
arranged at a distance from the ?rst axle. The protective 
element is connected by a pivot arm to the ?rst axle, and the 
motor drives a mechanism on the vehicle that is mechanically 
connected to the protective element as Well as the camera unit, 
Whereby the mechanism is designed so that in an operating 
state, the camera unit is uncoupled from the mechanism, and 
a movement of the protective element from the closed posi 
tion into the open position can be performed in such a Way 
that the camera unit remains in the resting position. 

With the inventive device, the camera unit is mounted on 
the vehicle and is in a protected position in its resting position. 
Even When the protective element is moved from its closed 
position into its open position, the camera unit initially 
remains in its resting position. In a de?ned open position of 
the protective element, the mechanism moves the camera unit 
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2 
With a time lag into the active position in Which the camera 
unit can be used for recording images. Through intentional 
separation of the motion sequences of the protective element 
and the camera unit, the tWo moving elements are effectively 
prevented from colliding. Only When the protective element 
is in a de?ned open position is the camera pivoted outWard. It 
is also advantageous that malicious opening of the protective 
element does not lead to any movement of the camera out of 
its protected resting position, so that damage to the camera 
unit can be effectively prevented. 

According to the invention, the mechanism is designed as 
a gear Which has a driving element on Which the motor acts, 
a coupling element and a driven element, Which acts on the 
?rst axle. The coupling element is advantageously arranged 
betWeen the driven element and the driving element. In this 
case, the coupling element may be connected to the driving 
element With an articulated joint, thereby achieving a com 
pact gear. 

In one possible embodiment, the driving element is rotat 
ably mounted on an axle by Which the motor introduces a 
rotational movement into the mechanism. The driving ele 
ment transmits this rotational movement introduced by the 
motor to the coupling element Which at the same time drives 
the driven element on Which the pivot arm of the protective 
element is arranged. Consequently, the pivot arm moves 
about the ?rst axle and guides the protective element from the 
closed position into the open position. The driven element and 
the pivot arm preferably form a uniform part Which is 
mounted to rotate about the ?rst axle. 

The driving element advantageously has activation means 
that act on the camera unit in a coupled operating state of the 
mechanism, so that the camera unit can be moved from the 
resting position into the active position and, in the uncoupled 
operating state of the mechanism, is at a de?ned distance from 
the camera unit. In the resting position of the camera unit and 
in the closed position of the protective element, the mecha 
nism is in an uncoupled operating state. If a movement is 
introduced by the motor into the mechanism, there is ?rst a 
movement of the protective element into its open position, 
Whereby the activating means do not yet exert any force on the 
camera unit to move it out of its resting position. Only in the 
de?ned open position of the protective element do the acti 
vating means move the camera unit out of its resting position 
into the active position, Whereby the protective element 
moves into another open position at the same time. The acti 
vating means may be designed as a pivot arm, such that the 
pivot arm and the driving element may be embodied as a 
uniform component made of the same material. 

In one possible embodiment of the invention, the camera 
unit may have a force application area on Which the activating 
means act in the coupled operating state of the mechanism. 
The activating means and the force application area are 
advantageously arranged in relation to one another so that in 
the uncoupled operating state, a movement of the protective 
element from the closed position into the open position can be 
implemented until the mechanism changes to the coupled 
state and initiates With a time lag a movement of the camera 
unit from the resting position into the active position in rela 
tion to the movement of the protective element. The force 
application area of the camera unit may be embodied as a type 
of cam, Which is mounted on the second axle about Which the 
camera unit can be pivoted from its resting position into its 
active position. While the camera unit is pivoting, the activat 
ing means slide on the cam, Which pivots the camera unit 
toWard the outside. The cam here is ?xedly connected to the 
camera unit. 
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In a preferred embodiment of the present invention, the 
coupling element is situated on the driven element in such a 
Way that by manual movement of the protective element from 
the closed position into the open position, the driven element 
is uncoupled from the coupling element Without initiating a 
movement of the coupling element. This effectively prevents 
the camera unit from being moved outWard by malicious 
opening of the protective element at the same time. 

According to another measure Which increases the func 
tionality, the mechanism is arranged Within a housing unit in 
Which a lock cylinder for a lock of a locking device is rotat 
ably mounted, Whereby the lock cylinder is completely cov 
ered in the closed position of the protective element. The 
inventive device may thus also be used for a moving part of a 
motor vehicle, in particular a door, a tailgate, a trunk lid or the 
like Within the context of a mechanical emergency unlocking 
operation. The lock cylinder is in the normal situation effec 
tively covered by the protective element. If the locking 
device, e.g., the central lock system has failed, access to the 
lock cylinder is possible for the user by manual opening of the 
protective element. Because of the inventive mechanism, 
hoWever, the camera unit is not pivoted out of its resting 
position by manual opening of the protective element. 
Manual opening of the lock can be induced by operation of 
the lock cylinder. 

BRIEF DESCRIPTION OF THE FIGURES 

Additional advantages, features and details of the present 
invention are derived from the folloWing description, in 
Which one exemplary embodiment of the present invention is 
described in detail With reference to the drawings. The fea 
tures mentioned in the claims and in the description may be 
essential to the invention either individually or in any combi 
nation. 

FIG. 1 shoWs the inventive device, Whereby the camera unit 
is in its resting position and the protective element is in the 
closed position, 

FIG. 2 shoWs the device according to FIG. 1, Whereby the 
protective element is in a ?rst open position, 

FIG. 3 shoWs the device according to FIG. 1, Whereby the 
protective element is in another open position and the camera 
unit assumes the active position, and 

FIG. 4 shoWs the device according to FIG. 1, Whereby the 
protective element has been moved manually into an open 
position. 

DETAILED DESCRIPTION OF THE INVENTION 

FIGS. 1 to 4 shoW a possible embodiment of the inventive 
device for a motor vehicle With a rotatably mounted camera 
unit 10. The camera unit 10 can be brought into a resting 
position (see FIG. 1, FIG. 2 and FIG. 4) and into an active 
position (see FIG. 3) by means of a motor (not shoWn). In 
addition, the device has a protective element 20 in the form of 
a cover, Which is rotatably movable about an axle 21. In FIG. 
1 the protective element 20, is in a closed position. In the other 
diagrams, the protective element 20 is an open position. 

The camera unit 10 is inside a housing unit 37 and can be 
moved out of the resting position into the active position 
about a second axle 11, Which is arranged at a distance from 
the ?rst axle 21. According to the invention, the protective 
element 20 is connected to the ?rst axle 21 by a curved pivot 
arm 22. Furthermore, a mechanism 30 Which can be driven by 
the motor and is connected mechanically to the protective 
element 20 and also to the camera unit 10 is provided inside 
the housing unit 37. The mechanism 30 here is designed as a 
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gear, Which has a driving element 31, a coupling element 32 
and a driven element 33. The motor acts on the driving ele 
ment 31. The driven element 33 is made of the same material 
and is connected in one piece to the pivot arm 22. The cou 
pling element 32 is situated betWeen the driven element 33 
and the driving element 31, such that the coupling element 32 
is connected to the driving element 31 With an articulated 
joint. As the ?gures shoW, the driving element 31 is mounted 
to rotate on an axle 34 by means of Which the motor initiates 
a rotational movement in the mechanism 30. The coupling 
element 32 is designed With a groove 36 embodied in a linear 
form. In addition, the coupling element 32 is additionally 
guided to execute a translatory movement on the driving 
element 31. To do so, a linear groove 39 is provided on the 
driving element 31, in Which the coupling element 32 engages 
at one end. While the driving element 31 moves about the 
rotational axle 34, the coupling element 32 is guided along a 
translatory guide, engaging in the groove 36. At the same 
time, the end of the coupling element 32, Which cooperates 
With the driving element 31, is displaced along the groove 39. 
The driving element 31 is designed With activation means 

35 in the form of a pivot arm 35. In addition, the camera unit 
10 is designed With a force application area 12 in the form of 
a cam, Which is mounted on the second axle 11. A lock 
cylinder 38 for the lock of a locking device, in particular a 
central lock system of a motor vehicle, is rotatably mounted 
in the housing unit 37. A sWitch element 13, Which can be 
activated by a movement of the protective element 20 and 
triggers a signal for electric opening of the lock, is mounted at 
the height of the ?rst axle 21. In the present exemplary 
embodiment, the sWitch element 13 is a microsWitch that can 
be activated by a cam 40 Which moves With the pivot arm 22. 

If the motor is activated, e.g., by putting it into a reverse 
gear, there is a rotational movement of the driving element 31 
counterclockwise about the axle 34. The mechanism 30 is 
thus moved out of its starting position as illustrated in FIG. 1, 
such that the coupling element 32 is moved doWnWard in a 
linear path and at the same time approaches the axle 34 With 
its loWer end along the groove 39. The coupling element 32 is 
designed in the form of an L or a hook on its second end Which 
faces the driven element 33. The driven element 33 here is in 
contact only With the coupling element 32. Due to the trans 
latory movement of the coupling element 32, the driven ele 
ment 33, Which is designed in the form of a curve, is pivoted 
counterclockWise about the axle 21. At the same time, the 
pivot arm 22 rotates about the axle 21 and causes the protec 
tive element 20 to be moved from its closed position into an 
open position. The housing unit 37 has an opening 41 through 
Which the pivot arm 22 in FIG. 2 protrudes. 

At the same time, the pivot arm 35 moves in the direction of 
the cam 12 of the camera unit 10. While the protective ele 
ment 20 is pivoted outWard about the axle 21, the camera unit 
10 remains in its resting position. This uncoupled operating 
state of the mechanism 30 changes exactly When the pivot arm 
35 comes in contact With the cam 12 of the camera 10 illus 
trated in FIG. 3. As this shoWs, the camera unit 10 is moved 
from its resting position into the active position by the pivot 
arm 35 acting on it. 

FIG. 4 illustrates the inventive device in Which the protec 
tive element 20 has been moved manually into an open posi 
tion for an emergency situation in Which the complete auto 
motive electronic system has failed. By means of an 
emergency key 42, Which is in the lock cylinder 38, a lock on 
the locking device, Which is in operative connection With the 
lock cylinder 38, can be opened manually. In the closed 
position of the protective element 20 (see FIG. 1), the lock 
cylinder 38 is completely covered. 
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The exemplary embodiment shown here may also be 
achieved for electric opening of the lock. In the area of the 
axle 21, there is a cam 40 Which moves With the pivot arm 22 
and is moved during manual movement of the protective 
element 20 into an open position in the direction of the sWitch 
element 13 at a distance. In FIG. 3 the cam 40 contacts the 
sWitch element 13, Which sends a signal for electronic open 
ing of the lock. The inventive device is arranged on a tailgate, 
for example, so that the sWitch element 13 can electronically 
open the tailgate lock and the operator can pull on the pro 
tective element 20, for example, to raise the tailgate and thus 
open it. It is especially advantageous that for the electric or 
manual opening of the lock, the camera unit 10 is uncoupled 
due to the corresponding design of the mechanism 30 and 
remains protected in the resting position. 

The invention claimed is: 
1. A device for a motor vehicle, comprising a rotatably 

mounted camera unit, Which can be guided into a resting 
position and into an active position by a motor, and a protec 
tive element Which can be guided into a closed position and 
into an open position by rotating about a ?rst axle, Whereby in 
the closed position the camera unit is in its resting position, in 
Which it is inaccessible from an outside and is protected 
behind the protective element, and in the open position of the 
protective element the camera unit can be moved into the 
active position for recording images, 

Wherein the camera unit is movable out of the resting 
position into the active position about a second axle 
arranged at a distance from the ?rst axle; the protective 
element is connected by a pivot arm to the ?rst axle; and 
the motor drives a mechanism on the vehicle Which is 
mechanically connected to the protective element as 
Well as to the camera unit, such that the mechanism is 
designed so that in an operating state the camera unit is 
uncoupled from the mechanism and a movement of the 
protective element from the closedposition into the open 
position can be performed, While the camera unit 
remains in the resting position. 

2. The device according to claim 1, Wherein the mechanism 
is embodied as a gear having a driving element on Which the 
motor acts, a coupling element and a driven element Which 
acts on the ?rst axle. 

3. The device according to claim 2, Wherein the coupling 
element is arranged betWeen the driven element and the driv 
ing element, Whereby the coupling element is connected to 
the driving element With an articulated joint. 

4. The device according to claim 2, Wherein the driving 
element is rotatably mounted on an axle by means of Which 
the motor initiates a rotational movement into the mecha 
nism. 
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5. The device according to claim 2, Wherein the driving 

element has activating means Which act on the camera unit in 
a coupled operating state of the mechanism, thereby moving 
the camera unit from the resting position into the active posi 
tion, and is at a de?ned distance from the camera unit in an 
uncoupled operating state of the mechanism. 

6. The device according to claim 5, Wherein the activating 
means are designed as a pivot arm, such that the pivot arm and 
the driving element are made of a same material designed as 
a uniform part. 

7. The device according to claim 5, Wherein the camera unit 
has a force application area on Which the activation means act 
in a coupled operating state of the mechanism. 

8. The device according to claim 7, Wherein the activating 
means and a force application area are arranged relative to one 
another in such a Way that in the uncoupled operating state, a 
movement of the protective element rom the closed position 
into the open position is implementable until the mechanism 
changes to the coupled state, and for movement of the pro 
tective element, a movement of the camera unit from the 
resting position into the active position is initiated With a time 
lag. 

9. The device according to claim 8, Wherein the force 
application area is designed as a cam Which is arranged on a 
second axle. 

10. The device according to claim 2, Wherein the coupling 
element is guided to execute a translatory movement. 

11. The device according to claim 2, Wherein the coupling 
element is designed With a groove embodied in a linear form. 

12. The device according claim 2, Wherein the coupling 
element is additionally guided in a translatory movement on 
the driving element. 

13. The device according to claim 2, Wherein the coupling 
element is in contact With the driven element in such a Way 
that by manual movement of the protective element from the 
closed position into the open position, the driven element is 
uncoupled from the coupling element Without initiating any 
movement of the coupling element. 

14. The device according to claim 1, Wherein that the 
mechanism is arranged inside a housing unit in Which a lock 
cylinder for a lock of a locking device is rotatably mounted, 
such that the lock cylinder is completely covered in the closed 
position of the protective element. 

15. The device according to claim 14, Wherein a sWitch 
element Which is arranged on the housing unit can be acti 
vated by movement of the protective element and triggers a 
signal for electric opening of the lock. 


